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Abstract

:

A fiber Bragg grating (FBG)-based aluminum oxide tube packed sensor (ATPS) was developed for the fast detection of the soil moisture profile in highway slopes and subgrades. The novel ATPS consists of an aluminum oxide tube with a diameter of 5 mm, an optical fiber containing a quasi-distributed FBG sensors, a “U”-shaped resistance wire, and a flange. There are four 0.9-mm diameter holes in the ATPS. Laboratory experiments were carried out to calibrate the relationship between the thermal response of ATPS and the soil moisture content. Two laboratory rainfall validation model tests were performed to validate the ATPS for capturing the soil moisture profile in highway slopes and subgrades. During the validations, the accuracy of the ATPS was quantified, and water infiltration through grassy and grassless ground surfaces were investigated. The calibrations indicate that the ATPS can detect and record real-time changes in the highway slope and subgrade moisture after rainfall, and reveal the most dangerous zones that occur at the connection between different construction materials. The average measurement accuracy of soil moisture monitoring was 0.015 m3/m3. Please note that the connection is where cracks form easily and the soil hydraulic conductivity increases significantly. The test results also indicate that grassy cover (lawn) significantly prevents water infiltration during the first few minutes of rainfall (twelve minutes in this study), after which, however, the infiltration rate drops sharply. The influence of lawn on water infiltration depends on the soil structure, hydraulic conductivity, and rainfall time. In summary, due to its small size and fast detection, the ATPS is a portable probe that can be used for moisture monitoring in highway slopes and subgrades.
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1. Introduction


At present, water-related failures of subgrades and highway slopes are common around the world [1,2,3]. The instability of highway slopes and damage to subgrades have become one of the most frequent disasters in hilly and pluvial regions, threatening human life and leading to enormous monetary loss [4,5]. During periodic draining–recharging cycles, soil structures significantly deform in response to soil moisture changes, which consequently causes traffic accidents [6]. The slope and subgrade moisture level primarily depends on the season, especially in areas that have an obvious monsoon climate, such as China [3]. Therefore, accurate detection of the soil moisture of highways and subgrades in the rainy season and understanding the spatiotemporal variability are both helpful factors in estimating the rate of soil erosion to avoid casualties and reduce economic loss.



Many soil moisture monitoring techniques have been developed. Su et al. [7] divided the soil moisture detection methods into 13 categories with respect to their characteristics, i.e., thermo-gravimetric method, time domain reflectometry (TDR), frequency domain reflectometry (FDR), the capacitance and frequency domain (CFD) technique, ground penetrating radar (GPR), remote sensing, infrared detection, and actively distributed temperature sensing (A-DTS). Dobriyal et al. [8] demonstrated that some methods yield less accurate results. The commonly used TDR can obtain accurate and fast-changing measurements. However, it is only applicable for small and shallow areas [8]. Compared with traditional point-type methods, A-DTS enables distributed and large-scale ground moisture measurement in the field, but the fiber optical cable must be installed into soil beforehand. Therefore, it is inapplicable for existing highway slopes and subgrades [9,10]. In addition, the installed optical fiber cannot be recycled, which will significantly increase the total instrument cost. For these reasons, it is imperative to develop a more powerful technique to measure soil moisture content profiles of highway slopes and subgrades. Most recently, a piezoceramic active sensing approach was developed to monitor soil moisture [11].



In geological, geotechnical, and environmental domains, the fiber Bragg grating (FBG) element was applied as a miniature detector for measuring humidity [12,13], strain and temperature [14,15,16], small deformations [17,18], and water or gas leaks [16,19,20,21]. The gas leakage location was inferred using a negative pressure wave method via FBG-based strain sensors [19,20]. Zhu et al. [22] concluded that FBG sensing systems have become a suitable tool for the monitoring and early warning of geo-hazards due to their inherent advantages of corrosion and electromagnetic interference resistance. Some researchers tried to detect soil moisture using the impact of changes in strain on the Bragg grating. Some special materials were coated around the Bragg gratings. These materials were sensitive to water content, which swell under the humid conditions and shrink in dry soils [12,13,23]. Kong et al. [24] developed an FBG-based bridge scour system using the moisture-sensitive polymers [21] that could swell to several times of the original volume upon the absorption of water. However, the sensors monitoring soil moisture via strain change is hard to applied in in situ projects for the limitation of optical fibers [25,26,27]. To improve the robustness of the polymer-coated FBG soil moisture sensors, Leone et al. [27] designed an ad-hoc house consisting of two independent plates to hold a hydrophobic microporous membrane. The FBGs were installed in the ad-hoc house. The gaseous water molecules could freely pass through the membrane. Although the feasibility of soil moisture monitoring using the thermo-hygrometers have been demonstrated, it is still unable to capture soil profiles as a probe for the limitation of cumbersome volume (more than 180 cm3). In order to reduce the size of FBG-based sensors and improve their robustness, Cao et al. [28] developed a special carbon fiber heated sensor (CFHS) that has been successfully applied in laboratory experimental studies. Carbon fiber itself is a corrosive agent and is a good candidate to generate Joule heat for the active thermal probing [29]. The CFHS detects the surrounding soil moisture content using thermal responses under the action of an electric current. A carbon fiber rod is used as a conductor to produce heat, and the temperature is recorded using the FBG. A thin polymer coating is packed outside the CFHS to protect the inner components. The CFHS is only fit for monitoring soil moisture in laboratory model tests. The CFHS must be fixed before soil model construction, instead of being inserted into soil, due to its weak coating and feeble rigidity and strength. Consequently, to quickly detect the in situ soil moisture of highways and subgrades using a low cost, portable, and miniature destructive tool, some further improvements should be conducted.



In this study, an FBG-based aluminum oxide tube packed sensor (ATPS) was developed to detect highway slope and subgrade moisture. Compared with polymer materials, aluminum oxide has a higher electrical insulation capacity, thermal conductivity, and rigidity. Laboratory experiments were implemented to obtain the elementary parameters of the new designed probe. A highway model test was conducted to validate ATPS as a probe for fast soil moisture detection and hazard identification. The model experimental validations reveal the fact that ATPS can detect and acquire real-time changes in the highway slope and subgrade moisture after rainfall, and reveal the most dangerous zones that occur at the connection positions between different construction materials.




2. FBG-Based Portable Soil Moisture Sensor: Principles and Design


The measurement principles result from the relationship between the thermal response of the temperature characteristic value (Tt) and soil moisture. The Tt is defined as the average temperature during an effective period. During a measurement, an ATPS is inserted into the soil and then heated by a resistance wire in it. Under the action of a constant electric current, the temperature rises with elapsed time. Here, a portable FBG interrogator was employed to measure the soil temperature. According to the recorded temperature of the ATPS, the Tt is calculated from which the soil moisture (θ) is calculated [28]. Figure 1 presents the schematic details of the ATPS monitoring system.



The central wavelength of the reflected ray meets Equation (1) [22,25]:


   λ B  = 2  n  eff   Λ  



(1)




where    n  eff     is the valid refractivity (dimensionless), L is the total space of the gratings domains, and    λ B    is the central wavelength. The relationship between    λ B    drift and strain (or temperature) is given as [22]:


    Δ λ    λ B    = ( 1 −  P  eff   )  ε z  + (  α T  +  ζ T  ) Δ T  



(2)




where   Δ T   is the temperature variation (°C),   Δ λ   is the changes of    λ B    (nm),    P  eff     is the valid elastic index,    ε z    is the strain in the axial direction,    α T    and    ζ T    are the thermal expansion (1/°C) indexes [22].



When heating soil via the ATPS, the line power theory is used. The ATPS is presumed to be infinitely long and the diameter of the ATPS can be ignored. The temperature  T  meets the following relationship [30,31,32]:


  T = −    q ′    4 π λ   ln  (    4 κ t    r 2    − γ  )  +  T 0   



(3)




where    q ′    is the heating power under a constant electrical current (J/ms),  r  denotes the gap between the temperature recording position and geometric center of sensors (m),  t  is the electric power time (s), λ represents the thermal conductivity of the soil surrounding the ATPS (W/m°C),  k  represents the thermal diffusivity (m2/s),  γ  denotes Euler’s constant, and    T 0    represents the initial undisturbed temperature (°C). Sayde et al. [30] advised using a sectional function to calculate soil moisture based on temperature rise:


  θ =  {    exp  (     c 1  +  T t     c 2     )  +  c 3    θ ≥  θ 0      k  T t  + b   θ <  θ 0       



(4)




where    T t    is the average temperature during the valid period (min), and    θ 0    is the threshold value (m3/m3) [33].    c 1   ,    c 2   ,    c 3   ,  k , and  b  are constants.



To overcome the shortcomings of CFHS in in situ moisture monitoring, an improved sensor (ATPS) was designed, as shown in Figure 2. The fistulous ATPS is composed of an aluminum oxide tube, a series of FBG sensors imprinted on a multimode optical fiber, a “U”-shaped resistance wire, and a flange. There are four holes in the ATPS, and each one has a diameter of 0.9 mm, as shown in Figure 2. An electrical resistance wire with a dimeter of 0.85 mm is installed in two of the holes and presents a “U” shape. At the bottom of the “U”, a plastic cusp is fixed on the aluminum oxide tube using epoxy glue.



For the other two holes without resistant wires, an optical fiber with Bragg gratings is inserted into each hole. With the diameter limitation of the ATPS, traditional thermistors cannot be used to replace small-sized optical fiber here. To avoid the influence of strain, the bottom end of each optical fiber is free, and the space between each optical fiber and the flange is fixed using glue. The optical fibers and resistance wires exposed in air are packed using polymer coats to reinforce their strength and to prevent electrical leakage. During a measurement, the optical fibers should be collected with an FBG interrogator, and the resistance wires ought to be collected with a direct current power (DC). The electrical resistivity of the wire is 25.38 Ω/m. The separation distance between neighboring FBGs (d) can be set based on the application requirements; however, it cannot be less than 2 cm. The maximum number of FBGs on each optical fiber is 12, which is the limitation that the interrogator can distinguish at present. If more FBGs need to be installed, more optical-fiber-recorded FBGs should be inserted into the ATPS holes.




3. Laboratory Calibration


3.1. Experimental Setup


To determine the relationship between  θ  and    T t   , several laboratory calibrations have been finished. These experiments were conducted in a polyvinyl chloride (PVC) pipe (Figure 3). The length of the PVC column was 40 cm, and the diameter was 15 cm. One end of the PVC tube was closed and the other one was open.



Before the calibrations, the soil was oven dried under a high temperature condition (105 °C). The soil samples different volume of water poured into them. The prepared initial water contents were 0, 0.02, 0.04, 0.06, 0.08, 0.1, 0.14, 0.16, 0.2, 0.24, 0.28, 0.32, and 0.36 m3/m3. During the soil filling process, the ATPS was first fixed in the central position of the PVC column, and the test soil was then put into space around the ATPS. The ATPS used in the calibration test had a length of 40 cm and the distance between every two adjacent FBGs was 4 cm. There were 10 FBGs in total. The dry density of soil was 1.60 g/cm3. When a measurement began, the ATPS was connected to the DC power. The heating power was 2.21 W/m. The wavelength and values of temperature were inferred from the central wavelength demodulated by an interrogator (Model No. NZS-FBG-A03). The FBG wavelengths were recorded every 5 s. Figure 4 depicts the particle size distribution of the test soil. The saturated  θ  reached 0.352 m3/m3, and the saturated hydraulic conductivity was 3.13 × 10−5 m/s.




3.2. Results and Analysis of the Laboratory Calibrations


When establishing the relationship between  θ  and    T t   , sufficient samples must be collected. In the in situ tests, Sourbeer and Loheide [34] used 12,673 points collected in two years when relating  θ  to    T t   . However, during laboratory calibrations, increasing samples or measurement time was impractical because of high cost. Another way to enlarge the sample number in this study was by increasing the number of FBG sensors in the same calibration. Figure 5 shows the average temperature response versus the elapsed time. The average temperature was calculated from the temperatures of the 10 FBGs. Lhendup et al. [35] recommended discarding the temperature data from the initial seconds to avoid the presence of a transient temperature gradient and only use data that is unaffected by the sensor itself. The number of seconds to discard is dependent on the length of the period when the heat conduction gets to a steady state. According to the heat transfer characteristics, the heating period can be divided into the effective time period (   t eff   ) and the ineffective time period (   t  ine    ). During    t eff   , the relationship between temperature rise and logarithmic elapsed time can be described linearly, as shown in Figure 5b. Here,    T t    was calculated form the 120th to the 300 th s. After each measurement, the ATPS was drawn out to cool down. The total cooling time was 180 s. The total soil moisture measurement time was 480 s that equals heating time plus cooling time.



Figure 6a shows the calibrated relationships between  θ  and    T t   . For the soil used in this study, the    θ 0    value was 0.06 m3/m3. The   θ −  T t    relationship can be expressed as:


  θ =  {    exp  (    1.1567 −  T t    0.3756    )  + 0.04675   θ ≥ 0.06     − 0.0329  T t  + 0.1525   θ < 0.06      



(5)







The coefficient of determination (R2) was 0.972 and the root mean square error (RMSE) was 0.018 m3/m3 for the fitted results in Equation (5). It should be emphasized that when the soil was very humid, it was practically impossible to maintain a consistent soil water content; the soil column drained rapidly so that the bottom of the column was saturated while the top had a lesser soil water content value. Hence, both  θ  and    T t    were average values for the sand column. The diameter of the sand column depends on the heating power and time (for further details, refer to Reference [9]).



Sayde et al. [30] recommended using an error function (   σ θ   ) to describe the measurement error of the heated cable. Cao et al. [28] successfully used    σ θ    to estimate the errors of CFHS. It is defined as:


   σ θ  =    σ   T t       |    d f ( θ )   d θ    |    ,  



(6)




where   f ( θ )   is the function that was fit between    T t    and  θ , and    σ   T t      (m3/m3) is the standard deviation of    T t    (°C). According to the calibrated Equation (5), the    σ θ    for this study can be simplified and written as:


   σ θ  = 0.1426 θ − 0.0067  



(7)




The experimental data acquired by Sayde et al. [30] indicated that when the  θ  value was about 0.05 m3/m3, the    σ θ    was 0.001 m3/m3, while when the  θ  was about 0.41 m3/m3, the    σ θ    was 0.046 m3/m3. These conclusions agree well with the estimated error results of this study, as shown in Figure 6b. After investigating the impacts of the heating methods on the water content monitoring using the A-DTS method, Dong et al. [36] found that the susceptibility of A-DTS to the water content depended on the heating strategy; increasing the power input and heating time could improve the    σ θ   . It was also discovered that the ambient temperature seriously affected the    σ θ    [36].



The effects of the ambient temperature on the estimations of ATPS can be described using a third-order polynomial equation [36]. Gamage et al. [37] revealed the relationship between the estimated error of the A-DTS method and the depth, and recommended calibrating the relationship between the temperature rise and the  θ  in the field. However, Sourbeer and Loheide [34] proposed that the estimated error of A-DTS was also influenced by previous soil wetting and drying cycles. To further investigate the stability, reliability, and accuracy of the ATPS, the calibrated results were verified through a validation test.





4. Laboratory Validation


4.1. Experimental Setup for the Validation Test


To verify the feasibility of ATPS, two laboratory validation tests were performed in an 80 cm × 40 cm × 40 cm cuboidal model chamber (Figure 7). The disturbed radius was about 5 cm, so the distance between adjacent ATPSs should be more than 10 cm to avoid mutual interference. In addition, the distance between boundaries and ATPSs should be more than 5 cm to avoid the influence of the chamber walls. Thus, the lowest horizon distance from central pavement to chamber walls was 20 cm (22 cm in this study, as shown in Figure 7). It is also important to point out that this validation test was only performed to justify the feasibility of highway slope and subgrade moisture profiles detection, rather than simulate an actual slope.



The device used to perform the validation test included a sprayer, an FBG interrogator, a model chamber, a DC power source, and a timer. The sprayer was used to simulate rainfall, and the rain intensity could be adjusted. The model chamber walls were made up of transparent acrylic resin with a thickness of 1 cm. In the model chamber, a highway model was constructed. Two soils were used to build the model; the upper test soil was the same as that adopted in the calibration tests, and the lower soil was coarse sand which acted as a filter to prevent movement of the upper soil during the experimental process. A DC power source was used to provide a constant electrical current. To automatically heat and collect data, a timer was applied, which controlled all of the measurements according to input orders. In the first test, the model soil was naked, and the rainfall directly infiltrated the soil (hereafter called the NM test), but in the second test, there was a grass cover on the model to prevent vertical infiltration (hereafter called the CM test).



Figure 7b shows the details of the highway model that included two slopes and a subgrade. On the surface of the subgrade, a concrete pavement was laid. Where the slope and pavement crossed, a drainage ditch was constructed. The ditch was a groove that was half of a polythene (PE) tube with an inner diameter of 15 mm. Valves were installed at the pavement and the bottom of the chamber. The drainage ditches were collected with the upper valve. All the parameters of the soil and ATPS in the validation tests were the same as those used in the calibration experiments.



The NM and CM tests included two stages. In the first (raining) stage, the spray was opened to produce a constant intensity rainfall. Here, the raining intensity was 0.4167 mm/min, and the total raining time was 40 min. During the raining process, the drainage water was collected using a graduated cylinder, and the volume was read every six minutes. After the rainfall, the test procedure entered into the second (no raining) stage, and soil moisture profiles were detected using the ATPS at different positions for different drainage times. The water infiltration and drainage in soil were presumed to occur from the beginning of the rainfall. Five test areas were chosen for the collection of soil moisture, as shown in Figure 7b. When determining the soil moisture profiles, the ATPS was inserted into the soil and then heated. After each measurement, the ATPS was drawn out and the borehole was backfilled with test soil with  θ  = 0.14 m3/m3. It should be pointed out that the later measurement positions were not located on the former backfilled locations to avoid the influence of backfilled materials.



After draining for 18 h during the NM test, soil columns were collected using a sampler from areas 1, 2, 4, and 5. The sampler cut the soil columns from the surrounding soil by artificial rotation to measure their  θ  using the oven drying method. Because it was easy to destroy the concrete pavement using the sampler, no soil column was collected from area 3. After the soil column collection, all of the soil in the model chamber was cleared away, and new soil was filled for the CM test. The model soil constructed for the highway slope and subgrade model was the same as that used in the NM test, as was the density and other physical parameters. On the surface of the model, a grass cover (lawn) was transplanted. To promote the growth of the grass, the rainfall test began 14 days later, and the following experimental process was the same as that of the NM test.




4.2. Validation Results and Discussion


Figure 8 depicts the soil moisture distribution at 1 min, 2.5, 3.5, 4.5, 9.5, 18, and 30 h after draining during the NM test. As shown in Figure 8b, the precipitation initially infiltrated into the connection position between the drainage ditch and the slope, which was because the PE tube and soil were different materials. After absorbing water, the soil strength and stress changed significantly, which led to obvious deformation, and water had less influence on the PE tube but could cause some cracks between these two materials [38]. Chen et al. [4] proposed that cracks increased the air space ratio, and the soil permeability. The flowing water in fractures weakens the foundation of the pavement, so assessing the moisture susceptibility among different mixtures is very important. Figure 8b shows that for the model test in this study, the most dangerous zone was the connection position, but for actual applications, this conclusion may be not true because there are often some revetments on the slope surface that prevent water infiltration. However, the phenomenon shown in Figure 8b indicates that the connection zones should be a focus of future studies.



Figure 9 shows the soil moisture distributions at 1 min, 2.5, 3.5, 4.5, 9.5, 18, and 30 h after draining during the CM test. In contrast to the soil moisture profiles from the NM test, there was no water leakage that occurred in the slope due to the grass lawn cover. At each moment during the draining period, the soil moisture in the NM test was larger than that in the CM test, which agrees well with the results obtained in Reference [39]. Chang et al. [40] used the soil moisture difference to optimize the prediction model. It should be stated that the soil moisture contours in Figure 8 and Figure 9 do not reflect the actual soil moisture distribution, especially under the pavement. In order to reduce the disturbance to the pavement, only one test area (area 3) was chosen to show how to gather data under the pavement and in actual applications. Nevertheless, the distance between each adjacent monitoring position depended on the geological and hydrological conditions.



The vertical infiltration model after rainfall could be divided into two types: unsaturated infiltration, in which the rainfall supply intensity does not reach the drainage ability of the soil; and ponding infiltration, when the rainfall rate is larger than the soil drainage rate [41]. The water transportation models for these two types are definitely different. For the NM and CM tests in this study, all of the infiltration happened under ponding conditions, and it was possible to describe the infiltration process by the Green–Ampt model [42]. The cumulative precipitation equals the sum of the infiltrated water plus the surface runoff. Therefore, the infiltration rate can be indirectly inferred from the runoff. Figure 10 shows the measured runoff and the cumulative precipitation measured by the graduated cylinder.



The cumulative precipitation can be calculated using:


  V = I S  t 1   



(8)




where  V  is the cumulative precipitation (mL),  I  is the rain intensity (mm/min),  S  is the cross sectional area that was calculated by multiplying the length by the width of the model chamber (cm2), and    t 1    is the draining time. Here, after substituting  I  = 0.4167 mm/min,  S  = 3200 cm2, and    t 1    = 6 min into Equation (8),  V  = 133.33 mL/min was obtained. As shown in Figure 10, the relationship between the runoff volume and the rainfall time can be divided into two stages according to the slopes: the infiltration and runoff stages. During the first twelve minutes (infiltration stage), the volume of runoff in the NM test was less than that of the CM test, which means more water infiltrated the soil during the NM test. After twelve minutes of rainfall, the slope of the volume of runoff in the NM and CM models did not change with time, and therefore a cumulative precipitation slope of  V  = 133.33 mL/min was maintained. Thus, it can be concluded that the infiltration during the runoff stage was negligible. Mao et al. [43] proposed that the infiltration rate decreased sharply in the first 12 min of infiltration in accordance with the original and modified Green–Ampt models.



For the sake of evaluating the reliability of the data acquired by the ATPS, the soil profiles measured using the ATPS and the oven drying method were compared (Figure 11). It can be observed from Figure 11 that in test areas 1, 4, and 5, the soil profiles measured by the two methods agree well with each other, which reflect the same subsurface moisture distribution trends. In test area 2, the soil moisture profile detected by the ATPS was smoother than that of the oven drying method, which was primarily due to the loss of water during oven drying.



Figure 12 shows the errors of the ATPS. Regarding the data acquired using the oven drying method as the true values, the error of the ATPS was evaluated. In Figure 12a, most of the points are located near the 1:1 line, with an RMSE of 0.015 m3/m3 and an R2 of 0.995, which was suggested as effective [44,45,46]. Figure 12b shows the errors calculated using    σ θ   . The error estimation function line divides the entire region into the upper inactive region and the lower active region. If a measured datum is located in the active region, that means the defined error estimation function was effective, and it enables the description of the error change with soil moisture. Twenty-two samples were collected, and only 20 points were in the active region (90.1% were effective), which demonstrates that the    σ θ    function was effective [44,45,46].



Although the feasibility of highway slope and subgrade moisture detection using the ATPS had been demonstrated in laboratory tests, there were still two obstacles to overcome. The first one was that the maximum depth that the ATPS could reach was still unknown. In this study, the maximum depth used was only 40 cm; however, this depth cannot meet the actual application requirements. In theory, the maximum depth depends on many factors, such as the diameter of the ATPS, the soil density, and the maximum number of FBGs. Hence, more field experiments are necessary to further validate the performance of the ATPS. The second obstacle came from the laboratory calibrated relationship between  θ  and    T t   .



When analyzing in-situ water content profiles in the field, the key soil layers must be considered, such as the weak intercalated layer, gravel layer, and impermeable layer. In the homogeneous model, the soil moisture content under the pavement changed slightly without the influence of the key soil layers. However, in field sites, these key soil layers can change water infiltration paths. Hence, if some cracks were detected using the ATPS, besides the soil moisture profiles, additional considerations are necessary to analyze the safety of highways. In addition, the rainfall time should be investigated for field applications, because it directly affects the water infiltration model.





5. Conclusions


An FBG-based method for monitoring highway slope and subgrade moisture was introduced and the aluminum oxide tube packed sensor (ATPS) was designed in this paper. The details of the ATPS was presented. The parameters of the ATPS were obtained in a laboratory experiment. Two laboratory rainfall validation model experiments were performed to validate the ATPS. The conclusions are summarized as follows:




	(1)

	
The ATPS indirectly infers soil moisture via the heat transfer rate from the ATPS to surrounding soil after heating using a constant electrical current. Compared with previous buried sensors, the pluggable ATPS realizes recycle reutilizations of sensors and saves cost.




	(2)

	
With the advantages of high strength and large stiffness, ATPS can be used as a probe for the fast monitoring of highway slope and subgrade moisture. The detection depth and spatial resolution of the ATPS are flexible, which can be regulated based on application requirements.




	(3)

	
The results of the validation test indicated that the ATPS enables the detection of real-time changing soil moisture in the highway slope and subgrade after rainfall. For a naked subgrade slope, the most dangerous zones often occur at the connection between different construction materials. At these connections, cracks form easily and there is a significant increase in the soil hydraulic conductivity. Grassy cover (lawn) significantly prevents water infiltration during the first few rainfall minutes.




	(4)

	
The influence of the lawn on water infiltration depends on soil structure, hydraulic conductivity, and rainfall time. In some dangerous sites where the stability of highway slopes is susceptive to the soil moisture content, the ATPS should be installed in the hazardous zones to ensure that field monitoring data is collected in time.













Author Contributions


D.C. and F.W. conceived the original ideas. F.W. and H.F. acquired the funding support. D.C. and M.S. designed and performed the experiments. F.W. and H.Z. outlined the paper. D.C. wrote the paper under guidance from F.W., H.F., and H.Z.




Acknowledgments


Financial support provided by the National Key Research and Development Program of China (No. 2017YFC1501200), the National Natural Science Foundation of China (Nos. 41722209, 51678536, 41404096), the Scientific and Technological Research Program of Henan Province (No. 171100310100), Program for Innovative Research Team (in Science and Technology) in University of Henan Province (No. 19HASTIT043), and the Outstanding Young Talent Research Fund of Zhengzhou University (1621323001) is gratefully acknowledged. The authors thank the technicians from Suzhou NanZee Sensing Technology Co., Ltd. (Suzhou, China) for their help during the test.




Conflicts of Interest


The authors declare no conflicts of interest.




References


	



Adeyemi, O.; Grove, I.; Peets, S.; Domun, Y.; Norton, T. Dynamic Neural Network Modelling of Soil Moisture Content for Predictive Irrigation Scheduling. Sensors 2018, 18, 3408. [Google Scholar] [CrossRef] [PubMed]

	



Pichorim, S.F.; Gomes, N.J.; Batchelor, J.C. Two solutions of soil moisture sensing with RFID for landslide monitoring. Sensors 2018, 18, 452. [Google Scholar] [CrossRef] [PubMed]

	



Liu, Z. Influence of rainfall characteristics on the infiltration moisture field of highway subgrades. Road Mater. Pavement 2015, 16, 635–652. [Google Scholar] [CrossRef]

	



Chen, J.S.; Lin, K.Y.; Young, S.Y. Effects of crack width and permeability on moisture-induced damage of pavements. J. Mater. Civ. Eng. 2004, 16, 276–282. [Google Scholar] [CrossRef]

	



Sharma, L.K.; Umrao, R.K.; Singh, R.; Ahmad, M.; Singh, T.N. Stability investigation of hill cut soil slopes along National highway 222 at Malshej Ghat, Maharashtra. J. Geol. Soc. India 2017, 89, 165–174. [Google Scholar] [CrossRef]

	



Wu, J.H.; Shi, B.; Cao, D.F.; Jiang, H.T.; Wang, X.F.; Gu, K. Model test of soil deformation response to draining-recharging conditions based on DFOS. Eng. Geol. 2017, 226, 107–121. [Google Scholar] [CrossRef]

	



Su, S.L.; Singh, D.N.; Baghini, M.S. A critical review of soil moisture measurement. Measurement 2014, 54, 92–105. [Google Scholar] [CrossRef]

	



Dobriyal, P.; Qureshi, A.; Badola, R.; Hussain, S.A. A review of the methods available for estimating soil moisture and its implications for water resource management. J. Hydrol. 2012, 458, 110–117. [Google Scholar] [CrossRef]

	



Cao, D.F.; Shi, B.; Wei, G.Q.; Chen, S.E.; Zhu, H.H. An improved distributed sensing method for monitoring soil moisture profile using heated carbon fibers. Measurement 2018, 123, 175–184. [Google Scholar] [CrossRef]

	



Striegl, A.M.; Loheide, S.P., II. Heated distributed temperature sensing for field scale soil moisture monitoring. Groundwater 2012, 50, 340–347. [Google Scholar] [CrossRef]

	



Kong, Q.; Chen, H.; Mo, Y.L.; Song, G. Real-time monitoring of water content in sandy soil using shear mode piezoceramic transducers and active sensing—A feasibility study. Sensors 2017, 17, 2395. [Google Scholar] [CrossRef] [PubMed]

	



Limberger, H.; Giaccari, P.; Kronenberg, P. Influence of humidity and temperature on polyimide-coated fiber Bragg gratings. In Bragg Gratings, Photosensitivity, and Poling in Glass Waveguides; BFB2; OSA Publishing: Stresa, Italy, 2001. [Google Scholar]

	



Yeo, T.L.; Sun, T.; Grattan, K.T.V. Fibre-optic sensor technologies for humidity and moisture measurement. Sens. Actuators A 2008, 144, 280–295. [Google Scholar] [CrossRef]

	



Yang, T.; He, X.; Ran, Z.; Xie, Z.; Rao, Y.; Qiao, X.; He, P. Highly Integrated All-Fiber FP/FBG Sensor for Accurate Measurement of Strain under High Temperature. Materials 2018, 11, 1867. [Google Scholar] [CrossRef] [PubMed]

	



Zhao, X.; Gou, J.; Song, G.; Ou, J. Strain monitoring in glass fiber reinforced composites embedded with carbon nanopaper sheet using Fiber Bragg Grating (FBG) sensors. Compos. Part B 2009, 40, 134–140. [Google Scholar] [CrossRef]

	



Ren, L.; Jia, Z.G.; Li, H.N.; Song, G. Design and experimental study on FBG hoop-strain sensor in pipeline monitoring. Opt. Fiber Technol. 2014, 20, 15–23. [Google Scholar] [CrossRef]

	



Xu, D.; Borana, L.; Yin, J.H. Measurement of small strain behavior of a local soil by fiber Bragg grating-based local displacement transducers. Acta Geotech. 2014, 9, 935–943. [Google Scholar] [CrossRef]

	



Xu, D. A new measurement approach for small deformations of soil specimens using fiber bragg grating sensors. Sensors 2017, 17, 1016. [Google Scholar] [CrossRef] [PubMed]

	



Hou, Q.; Ren, L.; Jiao, W.; Zou, P.; Song, G. An improved negative pressure wave method for natural gas pipeline leak location using FBG based strain sensor and wavelet transform. Math. Prob. Eng. 2013, 278794. [Google Scholar] [CrossRef]

	



Hou, Q.; Jiao, W.; Ren, L.; Cao, H.; Song, G. Experimental study of leakage detection of natural gas pipeline using FBG based strain sensor and least square support vector machine. J. Loss Prev. Process Ind. 2014, 32, 144–151. [Google Scholar] [CrossRef]

	



Ho, S.C.M.; Ren, L.; Li, H.N.; Song, G. A fiber Bragg grating sensor for detection of liquid water in concrete structures. Smart Mater. Struct. 2013, 22, 055012. [Google Scholar] [CrossRef]

	



Zhu, H.H.; Shi, B.; Zhang, C.C. FBG-based monitoring of geohazards: Current status and trends. Sensors 2017, 17, 452. [Google Scholar] [CrossRef]

	



Alwis, L.; Sun, T.; Grattan, K.T.V. Optical fibre-based sensor technology for humidity and moisture measurement: Review of recent progress. Measurement 2013, 46, 4052–4074. [Google Scholar] [CrossRef]

	



Kong, X.; Ho, S.C.M.; Song, G.; Cai, C.S. Scour monitoring system using fiber Bragg grating sensors and water-swellable polymers. J. Bridge Eng. 2017, 22, 04017029. [Google Scholar] [CrossRef]

	



Huang, X.F.; Sheng, D.R.; Cen, K.F.; Zhou, H. Low-cost relative humidity sensor based on thermoplastic polyimide-coated fiber Bragg grating. Sens. Actuators B Chem. 2007, 127, 518–524. [Google Scholar] [CrossRef]

	



Tiefenthaler, K.; Lukosz, W. Grating couplers as integrated optical humidity and gas sensors. Thin Solid Films 1985, 126, 205–211. [Google Scholar] [CrossRef]

	



Leone, M.; Principe, S.; Consales, M.; Parente, R.; Laudati, A.; Caliro, S.; Cutolo, A.; Cusano, A. Fiber Optic Thermo-Hygrometers for Soil Moisture Monitoring. Sensors 2017, 17, 1451. [Google Scholar] [CrossRef] [PubMed]

	



Cao, D.F.; Shi, B.; Zhu, H.H.; Inyang, H.I.; Wei, G.Q.; Duan, C.Z. A soil moisture estimation method using actively heated fiber Bragg grating sensors. Eng. Geol. 2018, 242, 142–149. [Google Scholar] [CrossRef]

	



Li, W.; Ho, S.C.M.; Song, G. Corrosion detection of steel reinforced concrete using combined carbon fiber and fiber Bragg grating active thermal probe. Smart Mater. Struct. 2016, 25, 045017. [Google Scholar] [CrossRef][Green Version]

	



Sayde, C.; Gregory, C.; Gil-Rodriguez, M.; Tufillaro, N.; Tyler, S.; van de Giesen, N.; Selker, J.S. Feasibility of soil moisture monitoring with heated fiber optics. Water Resour. Res. 2010, 46, 2840–2849. [Google Scholar] [CrossRef]

	



Florides, G.; Kalogirou, S. First in situ determination of the thermal performance of a U-pipe borehole heat exchanger, in Cyprus. Appl. Therm. Eng. 2008, 28, 157–163. [Google Scholar] [CrossRef]

	



Carslaw, H.S.; Jaeger, J.C. Conduction of Heat in Solids, 2nd ed.; Clarendon Press: Oxford, UK, 1959. [Google Scholar]

	



Cao, D.; Shi, B.; Zhu, H.; Wei, G.; Chen, S.E.; Yan, J. A distributed measurement method for in-situ soil moisture content by using carbon-fiber heated cable. J. Rock Mech. Geotech. Eng. 2015, 7, 700–707. [Google Scholar] [CrossRef]

	



Sourbeer, J.J.; Loheide, S.P. Obstacles to long-term soil moisture monitoring with heated distributed temperature sensing. Hydrol. Processes 2016, 30, 1017–1035. [Google Scholar] [CrossRef]

	



Lhendup, T.; Aye, L.; Fuller, R.J. In-situ measurement of borehole thermal properties in Melbourne. Appl. Therm. Eng. 2014, 73, 287–295. [Google Scholar] [CrossRef]

	



Dong, J.; Agliata, R.; Steele-Dunne, S.; Hoes, O.; Bogaard, T.; Greco, R.; van de Giesen, N. The impacts of heating strategy on soil moisture estimation using actively heated fiber optics. Sensors 2017, 17, 2102. [Google Scholar] [CrossRef] [PubMed]

	



Gamage, V.D.N.; Biswas, A.; Strachan, I.B.; Adamchuk, V.I. Soil Water Measurement Using Actively Heated Fiber Optics at Field Scale. Sensors 2018, 18, 1116. [Google Scholar] [CrossRef] [PubMed]

	



Ray, R.L.; Jacobs, J.M. Relationships among remotely sensed soil moisture, precipitation and landslide events. Nat. Hazards 2007, 43, 211–222. [Google Scholar] [CrossRef]

	



Zaibon, S.; Anderson, S.H.; Thompson, A.L.; Kitchen, N.R.; Gantzer, C.J.; Haruna, S.I. Soil water infiltration affected by topsoil thickness in row crop and switchgrass production systems. Geoderma 2017, 286, 46–53. [Google Scholar] [CrossRef]

	



Chang, S.; Wu, B.; Yan, N.; Zhu, J.; Wen, Q.; Xu, F. A Refined Crop Drought Monitoring Method Based on the Chinese GF-1 Wide Field View Data. Sensors 2018, 18, 1297. [Google Scholar] [CrossRef] [PubMed]

	



Almedeij, J.; Esen, I.I. Modified Green-Ampt infiltration model for steady rainfall. J. Hydrol. Eng. 2013, 19, 04014011. [Google Scholar] [CrossRef]

	



Suribabu, C.R.; Bhaskar, J. Evaluation of urban growth effects on surface runoff using SCS-CN method and Green-Ampt infiltration model. Earth Sci. Inform. 2015, 8, 609–626. [Google Scholar] [CrossRef]

	



Mao, L.; Li, Y.; Hao, W.; Zhou, X.; Xu, C.; Lei, T. A new method to estimate soil water infiltration based on a modified Green–Ampt model. Soil Tillage Res. 2016, 161, 31–37. [Google Scholar] [CrossRef]

	



Yin, Z.; Lei, T.; Yan, Q.; Chen, Z.; Dong, Y. A near-infrared reflectance sensor for soil surface moisture measurement. Comput. Electron. Agric. 2003, 99, 101–107. [Google Scholar] [CrossRef]

	



Dente, L.; Su, Z.; Wen, J. Validation of SMOS soil moisture products over the Maqu and Twente regions. Sensors 2012, 12, 9965–9986. [Google Scholar] [CrossRef] [PubMed]

	



Gao, Z.; Zhu, Y.; Liu, C.; Qian, H.; Cao, W.; Ni, J. Design and Test of a Soil Profile Moisture Sensor Based on Sensitive Soil Layers. Sensors 2018, 18, 1648. [Google Scholar] [CrossRef] [PubMed]








[image: Sensors 18 04431 g001 550] 





Figure 1. Schematics of the aluminum oxide tube packed sensor (ATPS) system: (a) basic configuration for fast detection of the subgrade and slope moisture content, and (b) temperature sensing principles of FBG. DC is direct current; neff is the valid refractivity (dimensionless); L is the total space of the gratings domains; and    λ 0   ,    λ R   , and    λ T    is the wavelength of pump incident ray, reflected ray, and transmitted ray, respectively. 
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Figure 2. Details of the ATPS: (a) frame of the ATPS, and (b) images of the ATPS. d is the gap between each adjacent FBGs, and D represents the length of the ATPS. 
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Figure 3. Photographs of the laboratory calibration devices. 
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Figure 4. Grain size distribution of the soil used in the experiments. D10 (or D30 and D60) means that 10 (or 30 and 60) percent of the particles were finer and 90 (or 70 and 40) percentage of the particles were coarser than D10 (or D30 and D60). CU is the uniformity coefficient that is the ratio of D60 over D10. CC is the gradation coefficient, that is, the ratio calculated from (D30 square) over (D60 into D10). 
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Figure 5. Temperature response versus the elapsed time: (a) average temperature response of the ATPS, and (b) relationship between the temperature rise and logarithmic time.    t eff    is the effective time period,    t  ine     is the ineffective time period, and  θ  is the soil moisture content. 
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Figure 6. Laboratory calibration results: (a) fitted results between the soil moisture content and the temperature changes of the ATPS, and (b) the calculated error (   σ θ   ) variation with the increase of the actually measured soil moisture content obtained by the oven drying method. R2 is the coefficient of determination of a piece functional regression, root mean square error (RMSE) is defined as the standard deviation of the residuals, and    T t    refers to the temperature characteristic value. 
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Figure 7. Setup of the validation experiments and instrumentation details: (a) photograph of the test setup, (b) front view of the model chamber, and (c) photos of NM and CM tests. 
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Figure 8. Soil moisture content (color) on the subgrade and slope after rainfall during the NM test. 
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Figure 9. Soil moisture content (color) changes of the subgrade and slope after rainfall during the CM test. 
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Figure 10. Relationship between the runoff volume, cumulative precipitation, and rainfall time. 
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Figure 11. Soil moisture profiles measured 18 h after rainfall by two methods. 






Figure 11. Soil moisture profiles measured 18 h after rainfall by two methods.



[image: Sensors 18 04431 g011]







[image: Sensors 18 04431 g012 550] 





Figure 12. Error analysis of the ATPS: (a) absolute error analysis, and (b) error estimation function assess. 
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