Sensor008 8, 3830-3847; DOI: 10.3390/s8063830

SENSOIS

ISSN 1424-8220
www.mdpi.org/sensors
Article

Spatio-Temporal Modelling of Dust Transport over Suface
Mining Areas and Neighbouring Residential Zones

Lubos Matejicek **, Zbynek Janour ?, Ludek Benes®, Tomas Bodnar®and Eva Gulikova*

1 Institute for Environmental Studies, FacultySaience, Charles University in Prague, Benatska 2,
Prague 2, CZ 12801, Czech Republic

2 Institute of Thermomechanics, Academy of Scienbedejskova 5, Prague 8, CZ 18200, Czech
Republic; E-mail: janour@it.cas.cz

3 Department of Technical Mathematics, Czech Techhloasersity in Prague, Karlovo Namesti 13,
CZ 12135, Czech Republic; E-mails: benes@maridncfgiit.cz; bodnar@marian.fsik.cvut.cz

4 Ecoprogress, Zatecka 1899, Most, CZ 43401, CzegluRic; E-mail: gulikova@ecoprogress.cz

* Author to whom correspondence should be addregsedail: Imatejic@natur.cuni.cz;
Tel.: +420-221951912; Fax: +420-224914803

Received: 25 January 2008; in revised form: 26 Ma@@8 / Accepted: 27 May 2008 /
Published: 6 June 2008

Abstract: Projects focusing on spatio-temporal modellinghef living environment need
to manage a wide range of terrain measurementstirgxispatial data, time series, results
of spatial analysis and inputs/outputs from nunargmulations. Thus, GISs are often
used to manage data from remote sensors, to praddanced spatial analysis and to
integrate numerical models. In order to demonsttla¢eintegration of spatial data, time
series and methods in the framework of the GISpresent a case study focused on the
modelling of dust transport over a surface coalingjrarea, exploring spatial data from 3D
laser scanners, GPS measurements, aerial images, series of meteorological
observations, inputs/outputs form numerical modeld existing geographic resources. To
achieve this, digital terrain models, layers inahgdGPS thematic mapping, and scenes
with simulation of wind flows are created to vismaland interpret coal dust transport over
the mine area and a neighbouring residential zAnemporary coal storage and sorting
site, located near the residential zone, is ond@fdominant sources of emissions. Using
numerical simulations, the possible effects of wilmvs are observed over the surface,
modified by natural objects and man-made obstadles.coal dust drifts with the wind in
the direction of the residential zone and is plyt@eposited in this area. The simultaneous
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display of the digital map layers together with tleeation of the dominant emission
source, wind flows and protected areas enableskaagsessment of the dust deposition in
the area of interest to be performed. In orderltimio a more accurate simulation of wind
flows over the temporary storage and sorting $ie,laser scanning and GPS thematic
mapping are used to create a more detailed digitehin model. Thus, visualization of
wind flows over the area of interest combined v map layers enables the exploration
of the processes of coal dust deposition at a Iscale. In general, this project could be
used as a template for dust-transport modellinglvisouples spatial data focused on the
construction of digital terrain models and themati@pping with data generated by
numerical simulations based on Reynolds averageteNStokes equations.

Keywords: 3D laser scanning; GPS; Spatio-temporal modellidgst transport; GIS;
Spatial database; Visualization; RANS equations.

1. Introduction and the general approach

The impacts of mineral dust on the natural envirentmn the neighbourhood of surface coal mines
have long been recognized. One prerequisite famashg these impacts is a determination of wind
flows over the precisely mapped surface. Despitistieg studies on the subject [1-3], practical
numerical calculations have not been possible waténtly. This is because the processes governing
emissions and transport by wind flows over a safare very complex. There is a dependency on
terrain morphology which causes difficulties iniestting the dust emission rate and determining dust
transport. In addition to wind flows, a set of plegs$ processes in soils predetermines the conditadn
primary dust dispersion. These processes are effeay highly variable natural factors, such as
climate, soil state, and surface roughness. Inscateoal mine surfaces, other factors include ngni
activities, especially temporary storage, coalisgrtexcavators, conveyors, and moving vehicleg Th
transport of coal dust is characterized by turbuileteraction in the atmospheric boundary layetse T
dust particles are often driven by intensive mesadesto synoptic-scale systems over long distances.
At the more local spatial scale of the surface coiale and neighbouring areas, a more precise spatio
temporal modelling of the mine surface and windvBaare needed for better predictions of coal dust
transport.

In order to achieve this spatio-temporal modeltfiglust transport over the surface of a mining area
and neighbouring residential zones, a geograpliarnration system (GIS) is used to create spatial
data structures and modelling tools. Then, numiesitaulations of the wind flows supported by a
digital terrain model (DTM) can be carried out mgnecisely. In order to carry out this advanced
spatial analysis, recent GIS are used to manag@leandata structures and to create spatial models.
Finally, visualization methods assist in the cregatof map compositions for the presentation of
modelling results. Running of GIS on advanced caepsystems allows the implementation of these
types of time consuming numerical algorithms foduse environmental research [4, 5]. The GIS
development tools can assist in creating domaigispecomponents dedicated to data exchange or
numerical modelling.
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This paper describes GIS methods for the constmuctif a DTM and visualization of dust
dispersion based on numerical modelling. In orderptovide spatio-temporal modelling, a GIS
database is created to manage data from 3D suldsee scanners, GPS measurements, existing
thematic maps, numerical models and meteorologitaiions. The system is then applied to a
simulation of dust transport over part of a surfagal mine located in the Czech Repubilic.

2. The main data sources for the spatio-temporal nutelling

Spatio-temporal modelling is generally considere@ aynthesis of GISs, which describe the spatial
environment, and environmental models, which ar&keld to dynamic processes in the natural
environment. Environmental models require data alloel environment within which the processes
occur, and simulations of environmental models gt\additional data to extend the environmental
descriptions. Thus, GIS can be used to serve asmanon analysis framework for environmental
models. Originally, GIS and environmental modellimgre developed separately, which is indicated by
their different data structures and functionality tlata exchange and the user interface. Nowadays,
however, there are some strategies for how to hiategenvironmental modelling in the GIS
environment. They range from simple data exchahgmugh shared data files to developing analytical
tools into fully functional GISs [6]. In the casé spatio-temporal modelling of dust transport, the
whole range of methods and functions can be sakgety existing GIS capabilities, but extensions are
necessary to process the numeric simulations of Warws.

The main spatial data input for wind flow simulatie a DTM that is based on 3D surface laser
scanning, GPS measurements and existing themappinta The specific selection of spatial data
inputs for the DTM and visualization was carried dapending on the required precision and actual
availability.

2.1. Data sources from surface laser scanning

3D laser scanners provided an efficient methoddoal 3D point cloud acquisition of the surface
coal mine and its associated industrial instalfeticComplete coverage with point cloud data mostly
requires data acquisition from multiple standpoiirisorder to improve existing thematic spatialagat
four scans with an average grid size of 0.2 metene performed with a Leica HDS 3000 3D laser
scanner. The selected local area of the surfadentoa is shown in Figure 1. The temporary storage
site located on the left represents the dominast dmission source. The residential zone located
approximately 500 meters from the temporary stongigee is on the right side. The measurement
equipment at one of the standpoints is illustratefigure 2.

In order to create the required spatial data ingatssuch a complex DTM construction [7],
processing of the point clouds was performed utiega Geosystems HDS Cyclone software in
cooperation with Gefos Ltd. in the Czech Repulilize final 3D point clouds for the area are shown in
Figure 3, and a detailed view of the temporaryagjersite is in Figure 4.
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Figure 1. The local area for 3D surface laser scanning (basdtie aerial images: Mapy.cz).

Figure 2. The 3D laser scanner Leica HDS3000 making poinictkcquisition for a
slope area on the left, and for the temporary geomace on the right.

Figure 3. The final 3D point clouds for the local area pr@szsby Leica Cyclone software.
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Figure 4. A more detailed view of the temporary storage aortireg place with the coal
mine installations and other equipment.

2.2 Data sources from GPS

While the 3D surface laser scanning was used fgrping of continuous parts, a GPS Trimble-
Pathfinder ProXT was used to assist in the cagjuahthe lines of the surface mine slopes, the
boundaries of the temporary storage site and tbatitlns of other surface objects (transport routes,
other potential emission sources and meteorologtadions). The basic measurement scheme is shown
in Figure 5. The accuracy of the GPS measuremeassinvproved in the postprocessing phase using
data from the nearest reference station in the ICER=public (Karlovy Vary, Figure 6). The final
accuracy of the spatial data after the postproeggsiase was 0.5 m.
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Figure 5. The lines of the surface mine slopes, the bounslarfiehe temporary storage
site and the locations of other surface objects.
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2.3 Data sources from meteorological stations

Data including wind speed, wind direction and atphesic pressure consisted of time series
measurements taken at local meteorological statibmsre are two meteorological stations located in
the area of the surface coal mine, and a thirdbstathich also includes soil humidity measuremests
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located in the neighbouring residential zone. Ta& dre archived at regular intervals. A seledted t
period is shown in Figure 7. The wind rose illussathe predominant wind directions causing
increased dust transport to the residential zohe. data processing is based on observations from al
the local meteorological stations, which showedlsimmesults for the selected time period.

Figure 7. The wind class frequency distribution and the wirmse based on
observations from the local meteorological statigm®cessed by the WRPLOT View
software).
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2.4 Emission sources

Dust from surface mines is emitted into the atmesplirom a wide range of sources that can be
classified as either passive emission sources (imhpoal storage sites, eroded slopes and piles) o
active emission sources (sorting sites, excavat@ssport routes and other mining equipment). The
term dust is non-specific with respect to the ssbepe and chemical properties of the particlest Bu
mostly formed by turbulent wind action accompanyitige release of gaseous emissions. The
concentration of particles in the atmosphere camallysrange from a few micrograms to hundreds of
micrograms per cubic metre. There have been a nuafilstudies assessing the risk of dust as a health
issue for mine workers and surrounding natural remments [8].

In this study we focused on one dominant emissaurce, the temporary coal storage and sorting
site, which was identified by the classificationgatellite images or aerial images. In order toanor
precisely determine its location and shape, temsasurements with a GPS were used to create a map
layer in the framework of the GIS project. Figursl®ws the area around the temporary storage and
sorting site, and the inset shows the current statith mining installations and temporary stocésil
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Figure 8. The temporary storage and sorting site located GRS measurements. The
attached image illustrates the actual status ositee

2.5 Other data sources

Data sources for the DTM are complemented by coniloeis from existing digital map sources at a
scale of 1:10,000. These maps do not just covestinace mining area, but extend the DTM to the
larger area of the surface mine and its neighbguziznes. Other thematic map sources are Internet
based geographic data. For this surface mine, ddcat the western part of the Czech Republic,
Internet mapping servers based on ESRI technolbgiy:{/geoprotal.cenia.cz and http://mapy.kr-
karlovarsky.cz) were used to add thematic map $ayaraddition to the laser scanning, the locaaare
of the temporary storage site was extended byalpddia obtained from a mining company mapping
survey (transport routes, locations of the minimgfallations, and a set of 3D points).

Satellite images can display larger surface emissaurces such as whole surface mine regions. In
the case of passive optical sensors, the natueabgrdetected is emitted or reflected by the object
themselves or by the surrounding area being obderVeen, the spectral, spatial and temporal
properties of the gathered information are analysethe remote sensing software tools. In additmon
the natural energy of the visible electromagneightl spectrum, satellites (LANDSAT, ASTER,
SPOT) can detect infrared light that human eyes@aperceive. Bands in the infrared spectral range
can be used for the discrimination of geologic rogbes, soil boundaries and soil moisture content
which affect the rate of surface emission sour&edationships with known features on the ground
(bare land, vegetation, urban, forest) can be fausidg multispectral classification. In this study
orthorectified image from LANDSAT 7 ETM+ (192/25MS = 0.63 pixel, approximately 19 meters)
was used to display the entire area including tinease mine and residential zones in the framewbrk
the visualization phase.
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2.6 The GIS approach

Spatio-temporal modelling including spatial anayand extensions for the analysis of time series
offers a wide range of advanced functions for daacessing, visualization and digital mapping
outputs [9-11], and thus can support environmguitaining and policy making. Direct access to large
volumes of data allows more complex informatiorbéoused in decision-making processes, while the
ability to reach a broad audience and to generdsege number of options, scenario analyses and
forecasts can help to more efficiently solve enwinental problems [12]. In the case of dust trartspor
insight into wind flows together with the DTM, aariimages and pre-processed data from
meteorological stations and existing thematic nagprs helps in the exploration of the mechanisms of
dust dispersion and deposition. This approach fetus the integration of spatio-temporal data and
the workflow of data processing is illustrated igu¥e 9.

Figure 9. The general workflow of data processing in the &iSironment.
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The GIS project based on spatio-temporal data seagethe main data storage for numerical
modelling. Data inputs for the numerical simulasocontain the DTM and time series from the
meteorological stations. Data outputs from numérgianulations are represented by the three
dimensional domain over the DTM. The domain formets, which in turn contain a set of nodes. The
attributes of each node include the coordinate3Drspace, the velocity vector, atmospheric pressure
and the concentration of the passive pollutanortter to import data into the GIS project, the post
processing phase is focused on georeferencingeofidta domain, transformation of the internal data
and import into the GIS database.

2.7 The modelling approach

The dispersion of dust particles near an emissioncg can be described by mathematical equations
based on physical principles [13]. However, in diotual environment with a huge number of various
surface objects (i.e., the temporary storage siiaing installations and buildings) and other fasto
(climate, soil conditions), the models reflect oblsic phenomena and have to be improved through
many corrections depending on the selected minieg and field measurements [14, 15].

Due to this approximate character of the resultsnfrmathematical modelling, an alternative
method is to use wind tunnels for physical modgllifhese types of experiments can be performed on
down-scaled models of the studied area, with sitedldlow conditions similar to the conditions
observed in the atmosphere. In order to validaie fields and pollution dispersion in simplified®-
and 3-D space, field measurements are necessagyplore all the spatio-temporal characteristics
which depend on surface objects [16].

In this paper, wind flows and pollution dispersionatmospheric boundary layers were simulated
through numerical models based on Reynolds averageder-Stokes equations (RANS) in non-
conservative form:

u, +v, +w, =0 (1)
Ve uv, £ vV, +wV, = - 2+ [KV,], + [kv,] + &V, )

whereV = col(u,v,w) is the velocity vectomp pressure, density.

The transport equations for concentrations of pagsollutants are:
Ci +uCi +vC + wCi = [K "’—] + [K EL_] + [Ki] | @)

& i . & i ¥ & i =
whereC' is the concentration of thig, pollutant and denotes the turbulent Prandtl’s number. The
turbulence model is based on the Boussinesq hygistb&the turbulent diffusion coefficient:

K=v+v, (4)

that is represented by the sum of molecular ang ewdosity. Thus, the final implemented algebraic
turbulence model is in the form:

| 5 5 .
_ 2 [[rau)? ary? _ xlztz,) _ 27lvglio—*
K=v+l "‘ql [(ﬂs} + (ﬂs) ]' wherel 14t Lee i ' (5)

leo
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The parametef, = 0.00011msdenotes the Coriolis parameter. The paramétdas the geostrophic
wind. The numerical simulation was carried out wattsemi-implicit finite-difference scheme [17]
extended by a number of other simulation tools $ecuon pollution dispersion in 3D atmospheric
boundary layers [18].

The outputs from numerical simulations were forrnrethe 3D domain and divided into layers with
a set of spatial points. These layers are located the area of interest. An example of data exghan
by shared files is illustrated in Figure 10. Idiyathe DTM was exported into an ASCII grid as the
input file for the numerical simulation of wind i and pollutant concentrations (cell size: 1 meter
national coordinate system in the Czech RepubldTSK). The outputs from numerical modelling
were then backward imported into the GIS datababe. text file contained 3D pointsX(Y, Z
coordinates) and their attributes: atmosphericsuresp), wind speeds in the y andz direction (i, v,

w), and dust concentration)( Finally, the GIS database (ESRI's geodatabaged¢®lS) contained 21
point layers from the imported 3D domain locatedrahe area of interest. The outputs from numerical
simulation (values of variableg, u, v, w and c) were then transferred into attribute tables for
subsequent processing and visualization.

2.8 Visualization of the dust transport

There are various methods for visualization thgiedel on available computer simulation tools.
Existing visualization tools are mostly included tlwisimulation packages as extensions or
programming libraries [19]. Some visualization ®ale included directly into the user interface][20
Many methods are implemented in the GISs that cally employ a two-dimensional framework
included into the map layers. But, wind flows angtdtransport require a more dynamic way of data
processing and visualization, because the processgshrough three-dimensional space and through
time. In spite of the fact that conventional GI&s tandle the third dimension and time as attribafe
basic geographical objects, other standalone sodt@pplications are needed to offer more advanced
visualization functions. In many cases, existingS§&lare extended by modules that provide
visualization toolkits for 3D spatial data and thverying data [21]. In this instance, ArcScene in
ArcGIS was used for the visualization of atmosph@ressure, wind flows and dust concentrations
over the area of interest. As an example, Figureilllétrates the 3D visualization of the dust
concentration in one selected layer. The imageageth on spatial data exported into the graphis file
that allow only a limited demonstration of full ftironality.

The 3D domain transferred into the GIS containda3&rs with a height increment of 1 meter for
the 15 bottom layers, and a height increment of m@@ers for the 6 upper layers. For example, the 2
bottom layers with the prediction map of dust coriaion over the area of interest are shown in
Figure 12. The first bottom layer (L1) is 1 meteeothe DTM, and the second layer (L2) is 2 meters
over the DTM. In order to study wind erosion pramssover the coal stockpiles in a more precise way,
Figure 13 illustrates a detailed view of the fipgtttom layer over the temporary storage and sorting
site. The arrows show the wind direction and wipeesl over the stockpiles. Vertical drift is illuegtd
by the prediction map in the background.
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Figure 10.The data exchange by shared files between the @l®@americal simulation
(a) An example of the DTM exported into the ASCII gfat numerical simulation(b)
An example of the outputs from numerical simulatiepresented by 3D pointX,(Y, Z
coordinates) and their attributes: atmospheric qunes ), wind speeds in thg, vy, z
direction (i, v, w), and dust concentratiort)( (c) An example of the geodatabase
(mine.mdb in ArcGIS containing selection of the point layeith the attribute table
based on data from the numerical simulation (itetsd on the left)(d) An example of
the geodatabasen{ne.mdpin ArcGIS containing selection of a point.
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Figure 11. (a) An example of the visualization of dust concembratin the selected
horizontal layer 5 meters over the DTM (extendedHsy simulation grid and exported
from ArcScene)(b) A more detailed view of the visualization.
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Figure 12. An aerial image of the area of interest followedtbg two bottom layers
(L1, L2) with the prediction maps of dust concetitna The prediction maps are based
on spatial interpolation (ordinary kriging) of tliata transferred from the numerical

simulation.
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Figure 13. An aerial image of the temporary storage site cemgehted by the wind

flows in the first bottom layer over the storagee diapproximately 1 meter over the
stockpiles). The arrows show the horizontal spe®tidirection; the filled line contours
on the background show the vertical speed.



Sensor008 8 3845

3. Discussion and suggested future research

This study describes the extension of the capegslior spatio-temporal analysis, with an emphasis
on physically based dust transport and couplingy i@tS. This more precise numerical simulation of
dust transport requires a more complex DTM constanc This DTM is extended by additional
surface objects, some spatial data sources amdnfieasurements, which are then used for constructio
in the GIS environment. At the same time, variesults can be compared depending on accuracy and
capture efficiency.

The use of 3D laser scanners enables more acaoat®muous mapping of smaller areas for the
DTM, but multiple scans from different locationsaequired to obtain complete data sources from
parts that are obscured. Also, more powerful saftviaols are needed to bring the clouds of spatial
points into a common reference system and to editairincorrect spatial points, originating for
example from vegetation, pylons and mining equipimiengeneral, a reduced data set is first used for
integration into the GIS database in order to er¢a¢ DTM. Then, the DTM based on point clouds
captured with average grid 0.2 meters are a negespatial data source for representing the vdrtica
slopes of the surface mines.

GPS measurements with a final accuracy of 0.5 er #ife postprocessing phase complement the
data from 3D laser scanners. Besides capturing @Depoints and 3D lines for the DTM, the GPS
was used for the localization of other surface disjdor thematic mapping (i.e. boundaries of the
temporary storage site with its coal stockpilegualctransport routes, coordinates of meteoroldgica
stations), and also to complement existing thenmatips of the neighbouring residential zones.

Other 3D spatial data, mostly based on 1:10,00th#tie maps, are not used for the DTM which
supports the numerical simulations, but are deeécdd the overall visualization of larger areas
extended by data from numerical modelling and apatalyses. Also, the aerial images and satellite
images from Landsat 7 ETM+ are used to more rézit display the area of interest.

Pre-processed data from the DTM and time seridbefvind speed and direction from the local
meteorological stations are used as data inputs tineé numerical simulation based on RANS
equations. The simulation output represents a 3@ailo of nodes with defined velocity vectors,
atmospheric pressure values and dust concentrafibiesspatial projection of the 3D domain over the
DTM enables the identification of areas of highendvspeed with vertical drift near the stockpiles,
where dust emissions are most likely to occur. dditeon to the spatial linkage of the simulation
outputs with the DTM, this integration of thematmcap layers and aerial images in the GIS
environment allows new ways to interpret resultsud, more precise terrain mapping of the surface by
GPS and classification of the aerial images cap kelimprove estimates of dust emission and the
modelling of dust transport. Until recently, a nwentof studies focused on flows over simplified
objects such as stockpiles or man-made barriers baen carried out using numerical modelling or
simulations in wind tunnels [22, 23]. However stdifficult to apply these partial results in thengral
scale of wind flow spatio-temporal modelling ovletDTM in real conditions. Thus, to improve
model accuracy, more complex measurements of emigsbcesses which depend on meteorological
conditions and soil properties are needed to th&reffects and to propose more efficient procesiur
for decreasing dust emissions and deposition.
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In order to implement spatio-temporal modellinghe framework of dust transport risk assessment,
a standalone application in the GIS environmentgade be developed that can share a wide range of
existing spatial data and provide on-line numersalulations, spatial analysis of dust concentregtio
and final visualization. Various case studies cothldn be tested by mining authorities and local
agencies, in order to minimize the actual coal siois and transport.

4. Conclusions

The presented spatio-temporal modelling of dushspart over a surface mining area and
neighbouring residential zones offers an excelpportunity for an exploration into dust emission,
transport and deposition coupled with data from atemsensors like 3D laser scanning and aerial
images. The created GIS project is able to anays#de range of data in order to assist in decision
making processes for decreasing dust depositiorsitential zones. Various configurations of man-
made barriers as well as different flow conditicas be tested to find the most appropriate solstion

Acknowledgements

The presented research was carried out in the frankeof the projects supported by Academy of
Sciences of the Czech Republic (AVCR 1ET400760488)1 Ministry of Education of the Czech
Republic (MSM 6840770010). The GIS project has h@ecessed with ArcGIS and ERDAS Imagine
in the GIS Laboratory at the Faculty of Sciencea®s University in Prague.

References and Notes

1. Shaw, W.J.; Allwine, K.J.; Bradley, G.F.; Fradkr C.R.; Rishel, J.P.; Chapman, E.G. An
evaluation of the wind erosion module in DUSTRANmMospheric Environmer008 42, 1907-
1921.

2. Webb, N.P.; McGowan, H.A.; Phinn, S.R.; McTainsh.H. AUSLEM (AUStralian Land
Erodibility Model): A tool for identifying wind ersion hazard in Australi@&eomorphology®006
78, 179-200.

3. Chakraborty, M.K.; Ahmad, M.; Singh, R.S.; P&,; Bandopadhyay, C.; Chaulya, S.K.
Determination of the emission rate from various rmast mining operation€Environmental
Modelling & Software2002 17, 467-480.

4. Maidment, D.R. Environmental modeling within GIB® GIS and Environmental Modeling:
Progress and Research Issu&&oodchild, M.R., Steyaert, L.T., Parks, B.@t,al., Eds.; GIS
World Books: Fort Collins, CO, USA, 1996; pp. 31533

5. Matejicek, L. Spatial modelling of air pollutiam urban areas with GIS: a case study on intedrate
database developme#tdvances in Geoscienc2805 4, 63-68.

6. Fedra, K. Distributed models and embedded Gi&IS and Environmental Modeling: Progress
and Research IssueSoodchild, M.R., Steyaert, L.T., Parks, B.€ét al, Eds.; GIS World Books:
Fort Collins, CO, USA, 1996; pp 413-417.

7. Vosselman, G.; Kessels, P.; Gorte, B. The atiti; of airborne laser scanning for mapping.
International Journal of Applied Earth Observatiand Geoinformatior2005 6, 177-186.



Sensor008 8 3847

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

Mower, B. A multiple source approach to acutenho health risk assessmeiaste Management
1998 18, 377-384.

Mitchell, A. GIS Analysis: Geographic Patterns & RelationshigSRI Press: Redlands, CA,
USA, 1999; Volume 1, pp. 9-36.

Mitchell, A.GIS Analysis: Spatial Measurements & StatistESRI Press: Redlands, CA, USA,
2005; Volume 2, pp. 1-70.

Longley, P.A.; Goodchild, M.F.; Maguire, D.Rhind, D.W.Geographic Information Systems
and ScienceJohn Wiley: New York, NY, USA, 2001; pp. 183-276.

Parker, P.; Letcher, R.; Jakeman, A.; Beck, .MHarris, G.;et al. Progress in integrated
assessment and modellirkgnvironmental Modelling & Softwar2002 17, 209-217.

Meroney, R.; Bienkiewicz, EEomputational Wind Engineering Elsevier: Amsterdam, Holland,
1997; pp. 375-508.

Skote, M.; Sandberg, M.; Westerberg, U.; Claesd..; Johansson, A.V. Numerical and
experimental studies of wind environment in an arlbaorphology.Atmospheric Environment
2005 39, 6147-6158.

Gromke, C.; Ruck, B. Influence of trees ondigpersion of pollutants in an urban street canyon-
Experimental investigation of the flow and concatitm field. Atmospheric Environmergz007,

41, 3287-3302.

Badr, T.; Harion, J.T. Numerical modeling aivil over stockpiles: Implication on dust emissions.
Atmospheric Environme2005 39, 5576-5584.

Kozel, K.; Bodnar, T.; Gulikova, E.; Pisa, V.umerical simulation of flow and pollution
dispersion over obstacles in complex terrainCillloquium Fluid Dynamics 2007Jonas, P.,
Uruba, V., Eds.; Institute of Thermomechanics, Amag of Sciences: Prague, Czech Republic,
2007, pp. 43-44.

Benes, L.; Bodnar, T.; Fraunie, P.; Kozel, Kinléerical modelling of pollution dispersion in 3D
atmospheric boundary layers.Air Pollution and SimulationSportisse, B., Ed.; Springer Verlag:
Berlin, Germany, 2002; pp. 69-78.

Littlefield, B.L.; Hanselman, D.OQMastering Matlab 7 Prentice-Hall: New York, NY, USA,
2004; pp. 1-38.

Dabney, J.B.; Harman, T.L. Mastering SimuliRkentice-Hall: New York, NY, USA, 2003; pp.
1-40.

D liner, J.; Hinrichs, K. An object-oriented approdohintegrating 3D visualization systems and
GIS. Computer & Geoscienc&d0Q 26, 67-76.

Lu, H.; Shao, Y. Toward quantitative predictioh dust storms: an integrated wind erosion
modelling system and its applicatidinvironmental Modelling & Softwar2001, 16, 233-249.
Craig, K.J.; de Kock, D.J.; Snyman, J.A. Miremg the effect of automotive pollution in urban
geometry using mathematical optimizatidtimospheric Environme2001, 35, 579-587.

© 2008 by the authors; licensee Molecular DiverBitgservation International, Basel, Switzerland.
This article is an open-access article distribubeder the terms and conditions of the Creative
Commons Attribution license (http://creativecommong/licenses/by/3.0/).



