Correction


Rogelio Peón Menéndez 1, Juan Á. Martínez 2, Miguel J. Prieto 2,*, Lourdes Á. Barcia 3 and Juan M. Martín Sánchez 4

1 Group TSK, 33203 Gijón, Asturias, Spain; E-Mail: rogelio.peon@tsk.es
2 Department of Electrical Engineering, Universidad de Oviedo, 33203 Gijón, Asturias, Spain; E-Mail: jamartinez@uniovi.es
3 González Soriano S.A., 33420 Llanera, Asturias, Spain; E-Mail: lurdelasbar@gmail.com
4 ADEX, S.L., 28031 Madrid, Spain; E-Mail: juanms@adexcop.com

* Author to whom correspondence should be addressed; E-Mail: mike@uniovi.es; Tel.: +34-985-182-567; Fax: +34-985-182-138.

Received: 19 January 2015 / Accepted: 11 February 2015 / Published: 23 March 2015

The authors wish to make the following corrections to this paper [1]: Figure 8 on page 6730 is replaced as follows:

![Diagram](https://via.placeholder.com/150)

**Figure 8.** Components of an HTF-Salt heat exchanger.
In addition, the phrase “return head” was used instead of “mobile head or turn” in paragraph 1, page 6732.

The authors would like to apologize for any inconvenience caused to the readers by these changes.

Reference


© 2015 by the authors; licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution license (http://creativecommons.org/licenses/by/4.0/).