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Abstract

:

Pilot contamination is the reuse of pilot signals, which is a bottleneck in massive multi-input multi-output (MIMO) systems as it varies directly with the numerous antennas, which are utilized by massive MIMO. This adversely impacts the channel state information (CSI) due to too large pilot overhead outdated feedback CSI. To solve this problem, a compressed sensing scheme is used. The existing algorithms based on compressed sensing require that the channel sparsity should be known, which in the real channel environment is not the case. To deal with the unknown channel sparsity of the massive MIMO channel, this paper proposes a structured sparse adaptive coding sampling matching pursuit (SSA-CoSaMP) algorithm that utilizes the space–time common sparsity specific to massive MIMO channels and improves the CoSaMP algorithm from the perspective of dynamic sparsity adaptive and structural sparsity aspects. It has a unique feature of threshold-based iteration control, which in turn depends on the SNR level. This approach enables us to determine the sparsity in an indirect manner. The proposed algorithm not only optimizes the channel estimation performance but also reduces the pilot overhead, which saves the spectrum and energy resources. Simulation results show that the proposed algorithm has improved channel performance compared with the existing algorithm, in both low SNR and low pilot overhead.
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1. Introduction


A massive multi-input multi-output (MIMO) system utilizes a large number of transmitting antennas on the base station and simultaneously serves multiple single receiver antenna users [1]. Therefore, massive MIMO shows good anti-noise and anti-narrowband fading ability, so as to make better use of increasingly precious spectrum and energy resources, and is poised to become the key technology for the future development of 5G [2,3]. In massive MIMO systems, accurate channel state information (CSI) is required for signal detection, beamforming, resource allocation, and channel allocation. Therefore, the channel estimation scheme with outstanding performance has become the supporting technology for massive MIMO. Pilot contamination, on the other hand, is considered as a bottleneck as the pilot sequence is limited and it is reused in massive MIMO and varies with the number of antennas [1,2]. Therefore, such pilot signal reuse causes contamination which reduces the accuracy of CSI. Moreover, pilot contamination puts asymptotic limits on the spectral efficiency, creates coherent interference, and also results from many users using the pilot signals in different cells in massive MIMO systems [3]. At present, most of the research on massive MIMO is carried out in time division duplex (TDD) mode, with the aim of utilizing the reciprocity of uplink and downlink channels. The CSI of the downlink channel is obtained by channel estimation for the uplink [4]. However, the frequency division duplex (FDD) mode has lower latency and higher communication efficiency than the TDD mode, and the current cellular systems in most countries in the world use FDD mode [5]. Therefore, research on channel estimation for massive MIMO in FDD mode has far-reaching significance.



However, in FDD mode, an accurate estimation of the downlink is very difficult [6]. A large number of antennas are distributed on the base station, and these transmissions are simultaneously sent to the user. Therefore, the data requires the user side to accurately estimate the CSI formed by each of the transmitting antennas and the single receiving antenna on the user side. It is also very difficult to satisfy both high accuracy and low pilot overhead.



OFDM systems have many advantages, such as higher spectrum utilization, good resistance to multipath interference, and the ability to resist narrowband fading [7]. In today’s surge in wireless communication users, more system capacity needs to be upgraded. Therefore, the OFDM system is combined with massive MIMO systems to achieve antenna diversity and spatial multiplexing [7]. In the current communication environment, the available wireless bandwidth is becoming more and more scarce. Combining the two systems can greatly improve the utilization of the spectrum resource, and can also effectively deal with the selective fading environment of the wireless channel frequency.



In the typical broadband wireless transmission environment, frequency-selective fading occurs. Therefore, in order to solve this problem, we use massive MIMO in combination with OFDM systems to establish a massive MIMO-OFDM system [8]. In a massive MIMO-OFDM transmission environment, a large number of scatters are distributed to form a Rayleigh multipath transmission channel, and most of the energy of the wireless channel is concentrated on the very small component of the channel impulse response (CIR) [9], so that the CSI formed by the user side and the base station naturally exhibit sparsity [10,11].



Based on the sparsity of the channel, the channel can be estimated using compressed sensing (CS) [12]. However, in the actual environment, the sparseness of the wireless channel is unknown as in the above literature. Then, the algorithms itself cannot estimate the channel without knowing the sparsity [13]. Therefore, this paper proposes the structured sparse adaptive coding sampling matching pursuit (SSA-CoSaMP) algorithm. The use of spatial common sparsity can not only improve the estimation performance, but also save the pilot overhead, and enable the algorithm to obtain the sparsity adaptive ability.



The main contributions of this paper are:




	(a)

	
It improves the existing CoSaMP [14] algorithm from the dynamic sparsity adaptive and structural aspects.




	(b)

	
The proposed algorithm has a feature to estimate the channel without unknown sparsity. This is realized by the threshold parameter β which provides information on when to stop the iterations to get the required sparsity of channel.




	(c)

	
Based on the adaptive sparsity, the massive MIMO channel space–time common sparse characteristics are used for structural processing. This not only makes the acquisition of sparsity faster but also improves estimation performance and accuracy.




	(d)

	
A simulation program verifies the accuracy and performance comparison of the proposed channel estimation algorithm with the existing CoSaMP [14], structured CoSaMP (S-CoSaMP) [9], and structured turbo-CS [14] algorithms.









Furthermore, the proposed method utilizes the unique feature of threshold β-based iteration control, which in turn depends on the SNR level. This approach enables us to determine the unknown sparsity in an indirect manner.




2. Space–Time Common Sparsity Modeling


2.1. The Spatial Common Sparsity


In the actual environment of signal transmission in massive MIMO-OFDM systems, a large number of scatterers are distributed to form a Rayleigh multipath transmission channel, and most of the energy of the wireless channel is concentrated on the very small components of the CIR [14], so that the CSIs formed by the user side and the base station naturally exhibit sparsity [15]. At the same time, when the signal from each transmitting antenna on the base station reaches the receiving antenna on the user side, the scatters passing through are very similar and almost identical. That is, the single antenna on the user has the characteristics of the spatial sparsity of all antennas on the base station. In addition, since the path delay varies much more slowly than the gain associated with the time channel, this sparsity is almost constant during the coherence time [16], forming a temporal correlation.



A typical single-cell downlink multi-user massive MIMO-OFDM wireless communication system has common spatial sparsity, which is caused by many factors, such as multipath effect, antenna physical characteristics, and wireless transmission environment. In a wireless transmission environment, the scatterer causes the signal to form multiple paths from the same transmit antenna to the receive antenna, creating a multipath effect. However, in these paths, the time from the transmitting antenna to the receiving antenna is also inconsistent [17]. Therefore, most of the energy with CIR is concentrated on a very small part of the multipath component; that is, the CIR energy is not evenly distributed over all the taps of the channel, which exhibits sparsity. In particular, the CIR formed between the mth transmit antenna of a massive MIMO and the user of a single antenna can be expressed as:


hm,r=[hm,r(1), hm,r(2), …, hm,r(L)]T



(1)




where r represents the rth OFDM symbol and L represent the equivalent channel length, 1≤m≤M.



The support set of hm,r can be expressed as:


Γm,r=supp {hm,r}={ℓ:|hm,r[ℓ]|>ηmin,1≤ℓ≤L }



(2)




where ηmin represents the minimum noise in the channel. The sparsity λm,r=|Γm,r|c is affected by the actual propagation environment and the sparse nature of multipath propagation. In general, λm,r≪L.



In a typical massive MIMO, the antenna array on the base station is dense, and the spacing between the antennas is relatively small compared to the distance traveled by the signals arriving at the user-side single antenna, so that is negligible, and there is a common scatterer in the channel between each transmitting and receiving antenna. Therefore, each antenna on the base station exhibits a highly similar path delay to the user’s single antenna [18,19], as shown in Figure 1.



The sparse characteristics of the CIR between different pairs of transmitting antennas are mostly coincident. This is the common spatial sparsity of massive MIMO channels. That is, for the rth OFDM symbol, different transmit antennas maintain the same sparsity, which can be expressed as:


Γ1,r=Γ2,r=⋯=ΓM,r



(3)








2.2. Time Correlation


In terms of time, the path gains of the channel change much more slowly [20], thus showing the characteristics of time correlation, even in the case of fast time-varying channels. In other words, although the path gain varies greatly from one OFDM symbol to the next OFDM symbol, the path delay in successive OFDM symbols remains almost unchanged. This is because, in time-varying channels, the path delay time is inversely proportional to the system bandwidth, while the path gain coherence time is inversely proportional to the system carrier frequency [21]. That is, in the coherence time of the path gain, since the path delay remains almost unchanged, the CIR of the consecutive G OFDM symbols remains the same as the common sparsity, as shown in Figure 2, i.e.,


Γm,r=Γm,r + 1=⋯=Γm,r + G − 1



(4)







In summary, the spatial sparsity and time correlation are collectively referred to as space–time common sparseness [22,23,24,25,26].





3. System Model


A typical FDD mode massive MIMO-OFDM system was established. The number of base station antennas in the cell was M, and the number of single antenna users was K, and M≫K, as shown in Figure 3. The total number of subcarriers of the OFDM symbol was N, and the signal (including data and pilot) transmitted by the mth antenna of the base station was Sm∈ℂN×1(m=1,2,…, M).



Then, the signal received by the user side can be expressed as:


y=∑m = 1MSmFhm+n



(5)







After removing the guard interval and performing the DFT transform, the user side extracts the pilot information yr in the rth OFDM symbol from the received information y according to the pilot allocation scheme, and yr can be expressed as:


yr=∑m = 1Mdiag{cm}F|δ[hm,rO(N − L) × 1]+nr=∑m = 1MCmFL|δhm,r+nr=∑m = 1MΦmFLhm,r+nr



(6)




where δ denotes the position information of the subcarriers occupied by the pilot in one OFDM symbol.



In this paper, the pilot scheme is a non-orthogonal pilot allocation scheme (see Section 4 for details) Φm=CmFL|δ = Cmdiag{cm}, where cm∈ℂNP × 1 represents the set of pilot amplitudes of the mth antenna. F denotes a DFT matrix of size N×N, FL denotes the first L rows of F, FL|δ denotes a submatrix according to FL, and nr denotes an additive white Gaussian noise (AWGN) noise vector of the rth OFDM symbol in the channel. Simplifying Equation (6) gives:


yr=Φh˜r+nr



(7)




where Φ=[Φ1, Φ2,…,ΦM]T∈ℂNP × ML and h˜r=[h1,rT, h2,rT,…,hM,rT]T∈ℂML × 1.



In massive MIMO-OFDM systems, NP≪ML. Therefore, Equation (7) is an undetermined equation, which cannot be reliably estimated using a traditional channel estimation method such as least squares (LS). However, after the above analysis, it is known that h˜r is a high-dimensional sparse signal. Therefore, the compressed sensing theory can be used to reconstruct h˜r from the low-dimensional yr. In addition, the spatial common sparseness inherent in massive MIMO mentioned in Section 2.1 can improve the reconstruction performance of the CS algorithm.



Let dℓ,r=[h1,rT(ℓ), h2,rT(ℓ),…,hM,rT(ℓ)]T, and then arrange h˜r to get:


d˜r=[d1,rT, d2,rT,…,hL,rT]T∈ℂML × 1



(8)







Similarly, let Ψℓ=[Φ1(ℓ), Φ2(ℓ),…,ΦM(ℓ)]=[Ψ1, ℓ, Ψ2, ℓ,…,ΨM, ℓ]∈ℂNP × M, then Ψ can be expressed as:


Ψ=[Ψ1, Ψ2,…,ΨL]∈ℂNP × ML



(9)







Therefore, Equation (9) can be organized as:


yr=Ψd˜r+nr



(10)







After the above-mentioned transformation deformation using the common sparsity of the wireless massive MIMO system, the sparsity of d˜r is structured to enhance the sparsity.



Using the temporal correlations mentioned in Section 2.2, the spatial common sparsity of a massive MIMO system is nearly constant over several consecutive OFDM symbols of coherence time. Therefore, under the pilot allocation scheme, the continuous R OFDM symbols in the coherence time are processed, and Equation (10) can be organized as:


Y=ΨH+n



(11)




where Y=[yr, yr + 1,…,yr + R − 1]∈ℂNP × R, n=[nr, nr + 1,…,nr + R − 1]∈ℂNP × R, and H=[d˜r, d˜r + 1,…,d˜r + R − 1]∈ℂML × R. H can also be expressed as H=[H1T, H2T,…,HLT]T. Based on the time correlation of the wireless massive MIMO channel, based on Equation (10), the channel CIR matrix is further structured to obtain Equation (11), which improves the sparsity and improves the estimation performance of the CS algorithm.




4. Proposed Algorithm


4.1. Sparse Degree Adaptive Principle


In an actual communication environment, the sparsity of a channel is unknown, and the channel state changes with time or space. Therefore, in order to better apply in engineering, we propose a dynamic sparsity adaptive improvement scheme based on the threshold idea. Different from the traditional reconstructing algorithm, the number of iterations is determined according to the sparsity degree. The proposed scheme determines the number of iterations by setting a threshold, that is, the algorithm stops iterating when the residual value and the observed value are in the ratio relationship required to stop the iterative parameter. Moreover, the stop iteration parameter is not a fixed value, and it stops the iteration parameters differently under different channel states. The channel state is characterized by SNR. According to this, it can be expressed as:


‖Vk‖2≤β×‖Y2‖



(12)




where Vk represents the residual and Y represent the observed value. β means the stop iteration parameter, which is not of fixed value but is different under different SNR.



In summary, it can be known that the proposed dynamic sparsity adaptive scheme has the following characteristics:




	(a)

	
Sparseness adaptation: In the case of unknown sparsity, the number of iterations can still be controlled by Equation (12), and finally the iteration is stopped, and the sparsity is obtained, thereby improving the ability of the algorithm in practical engineering applications.




	(b)

	
Stop the dynamic setting of the iteration parameter β: The influence of noise on the observation value will be different under different channel states, so the stop iteration parameter cannot be set to a fixed value but should be in different channel states. It is different, and the channel state is characterized by SNR, that is, the stop iteration parameter β is different under different SNRs.









In [27], the method of using the threshold is also mentioned to make the algorithm adaptively obtain the sparsity, but the set stop iteration parameter is a fixed value, and the iterative parameters cannot be stopped according to the channel state change, and the proposed algorithm can dynamically get sparsity.




4.2. Proposed SSA-CoSaMP Algorithm


By exploiting the characteristics of the sparse channel, the reconstruction performance is improved from the aspects of structuring and dynamic sparsity adaptation. The specific steps of the sparse adaptive CoSaMP (SSA-CoSaMP) is proposed in Algorithm 1.





	Algorithm 1. SSA-CoSaMP



	Input: Signal observation value Y, observation matrix Ψ, maximum channel length L, number of antenas configured on the base station M, number of consecutive OFDM symbols R, algorithm stop parameter β.



	Output: Estimated CIR matrix H^.



	1: Initialization: Initial residual V0=Y; sparsity S=1; number of cycles k=1; support set Ω0=ϕ (Equations (1) and (2))



	2: Z=ΨH Vk (using the method of Reference [14])



	3: Combine multiple vectors of the remainder into a vector using massive MIMO common space–time sparsity, i.e., c(τ)=∑r = 1, i = 0R, M − 1|Z(τ + iL,r)|2, 0≤τ≤L−1 where c(τ)=[c(0), …, c(L−1)]T, Z(m,n) is the mth row and nth column of Z (using Equation (6) and Reference [9])



	4: Ω=Ω∪supp {c⟩2K} merged set (from Equation (2) and References [9,14,15])



	5: Γ=Ω∪[Ω+L]∪,…, ∪[Ω+L(M−1)] merged set



	6: H^r=S^r



	7: Vk=y−ΨHΔh^ updates the margin (using the method of References [8,9,10,11,12,28])



	8: Stop iteration if ‖Vk‖2≤β×‖Y2‖ is satisfied (using Equation (12)); otherwise let, k=k+1, goto Step 2.






From the improved SSA-CoSaMP algorithm flow, the SSA-CoSaMP algorithm does not stop the iteration according to the sparsity given in advance but establishes the relationship between the residual and the observation matrix. When the set condition is met, the iteration is automatically stopped. Therefore, the algorithm can adaptively acquire the sparsity, which provides the possibility of engineering application of the algorithm in actual channel estimation. From the SSA-CoSaMP process, it is mainly divided into two parts. The first part is the determination of the sparsity S. The algorithm sets the sparsity S=1 in the initialization phase, and then uses the loop iteration method to finally obtain the sparsity S that satisfies the stop iteration. See Steps 1 and 8 in Algorithm 1. The second part is to use the space–time common sparsity feature of the wireless massive MIMO channel in the case of the preset sparsity S. In the process of reconstructing and estimating Φ, multiple sparse vectors can be simultaneously applied to each iteration. The update corresponds to Steps 2–7 in the SSA-CoSaMP algorithm.



If the CoSaMP algorithm only uses space–time common sparsity without considering the sparsity adaptive environment, we call it the structured CoSaMP (i.e., S-CoSaMP) algorithm. The S-CoSaMP algorithm can only perform the number of iterations according to the given sparsity, instead of judging whether to end the algorithm by the actual channel state. There are two consequences of this:




	(a)

	
The algorithm has reconstructed the result, but the algorithm itself needs to continue the loop iteration in order to satisfy the given sparsity, resulting in a waste of time and energy.




	(b)

	
The result of the algorithm reconstruction is not accurate enough, but the given sparsity has already met the number of loop iterations, and the iteration stops, resulting in an insufficient accuracy of the estimation.









Section 5 compares the performance of S-CoSaMP and SSA-CoSaMP algorithms. In the SSA-CoSaMP algorithm, β is different under different SNRs. If the value of β is fixed, rather than dynamically changing according to the channel state, it will directly have a very serious impact on the reconstruction result. If the setting is too small, the number of iterations of the algorithm will increase, which will cause the algorithm to take too long, which is not conducive to engineering applications. Conversely, if the value is too large, it will cause the algorithm iteration to end prematurely. The reconstructed result is too large, which reduces the reconstruction accuracy of the algorithm. Hence, the setting of β has a crucial impact on the reconstruction accuracy and iteration time. Therefore, in the next section, we determine the parameter β through simulation experiments, which will reduce the computation time while satisfying the reconstruction accuracy.




4.3. Computational Complexity


The proposed SSA-CoSaMP algorithm requires MKNi+MK complex multiplications to complete the calculation of threshold-based channel estimation, and also requires 2K2 complex multiplication to obtain the final estimate of the CIR. The complexity of the proposed channel estimation algorithm is mainly related to the LS algorithm and the number of iterations. Therefore, the total complexity of the proposed algorithm is O(MKNi+MK+2K2).





5. Simulation Results


Massive MIMO wireless channel estimation techniques primarily evaluate their performance using mean square error (MSE). This can be demonstrated from the following three aspects:




	(a)

	
Estimation accuracy comparison experiment: The estimated multipath component is compared with the actual modeling, and the estimation performance is characterized by an intuitive method.




	(b)

	
Performance simulation experiment with the change of pilot frequency: The decrease of the number of pilots will inevitably affect the estimation performance, and the number of pilot changes to characterize the estimation performance can better reflect whether the estimation algorithm can reduce the pilot overhead, without affecting the estimation performance.




	(c)

	
Performance simulation experiment with SNR variation: SNR can reflect the channel state well, and SNR variation to characterize the estimation performance can well reflect the estimation of estimation algorithm under different channel conditions.









Therefore, this program mainly demonstrates the superiority of the proposed algorithm from the above three aspects of the experiments.



This section uses MATLAB simulation software to verify the performance of the proposed SSA-CoSaMP algorithm in a massive MIMO-OFDM wireless communication system. The system simulation parameters are in Table 1.



In terms of performance measurement, normalized mean square error (NMSE) is used as an indicator. The smaller the NMSE, the smaller the error of the estimated result, indicating that the estimated performance is better. In this paper, the mean square error (MSE) is normalized, that is, NMSE, and is defined as follows to be used as a measure of channel estimation performance.


NMSE=1MRE‖h^−h‖F2



(13)







As a comparison algorithm, the CoSaMP algorithm [27] and the S-CoSaMP algorithm [28] are considered.



5.1. Stop Iteration Parameter β


As the SNR continues to decrease, the effect of noise on the observed value of the signal Y will increase, so β will change accordingly at different SNRs. In this section, from the perspective of comparative analysis, the exact LS algorithm is used to obtain the values of β under different SNRs.



The channel estimation algorithm can generally be divided into two stages. In the first stage, the estimated position of the tap is reconstructed. In the second stage, the value of the position tap is estimated. The exact LS algorithm directly gives the exact position of the tap and only needs to estimate the value of the tap at that position. Thus, the exact LS algorithm represents the performance benchmark of the CS estimation. Therefore, in this experiment, the SSA-CoSaMP algorithm with a gradual change of β is compared with the exact LS algorithm for NMSE, where β, which just makes the two NMSEs equal, is the value of β under the SNR.



In Figure 4a, when β=0.058, the NMSEs of the two algorithms are exactly equal. When β is greater than 0.058, the two NMSEs are inconsistent. When β is less than 0.058, although the two NMSEs are equal, they do not reach an equal critical value. Similarly, according to the experimental simulation results of Figure 4b,c, the range of β values can be summarized, as shown in Table 2.




5.2. Accuracy Comparison


The judgment of the merits and demerits of the estimated results of the algorithm can be considered from two aspects, namely, the estimated position and amplitude of the tap. Therefore, this section compares the results estimated by the algorithm with the channel model constructed by the experiment to verify its performance.



Figure 5a is a simulation diagram of the test performed when SNR=20 dB and the number of pilots Np=700. According to the experimental results, the results estimated by the CoSaMP algorithm are not accurate in both the position and the amplitude of the tap; while the results of the S-CoSaMP algorithm are only accurate in the position of some taps, and the tap positions and amplitudes of other results are not accurate. In contrast, the proposed SSA-CoSaMP algorithm is much more accurate, and the estimated taps are accurate both in position and amplitude.



When SNR=20 dB and the number of pilots Np=900, we compare the estimated results of the algorithms with experimental modeling, and we can get Figure 5b. According to the experimental results, the CoSaMP [14] algorithm still cannot accurately estimate, while the estimation performances of the SSA-CoSaMP algorithm and the S-CoSaMP [9] algorithm are basically the same, which are very accurate.



.




5.3. Channel Estimation Comparison with Number of Pilots


The pilot is special data that is arranged on a specific subcarrier of a certain part of the OFDM symbol on the base station, and the receiving end estimates the channel according to the received pilot. The pilot data occupies a certain transmission resource. In order to improve the spectral efficiency of the system, it is inevitable to reduce the proportion of pilot data in each frame of OFDM symbols and reducing the number of pilots will inevitably affect the estimation performance. Therefore, it is necessary to carry out simulation experiments on the influence of the number of pilots on the performance of the channel estimation algorithm.



Figure 6 shows that the NMSE of the SSA-CoSaMP algorithm, the S-CoSaMP algorithm, and the CoSaMP algorithm varies with the number of pilots when the SNR is 10 and 20 dB, respectively. It can be concluded from the experimental results that under different SNRs, the estimation performance of the three algorithms is improved as the number of pilots increases. When the number of pilots is lower than 750, the performance of the proposed SSA-CoSaMP is the best, followed by the S-CoSaMP algorithm, and the estimation performance of the CoSaMP algorithm is the worst. When the number of pilots is higher than 750, the estimated performance of the S-CoSaMP and the SSA-CoSaMP algorithms is basically the same.




5.4. Channel Estimation Comparison with SNR Variation


In addition to the influence of the number of pilot variation simulated in Section 5.3 on the performance of the estimation algorithm, there is also a parameter that has a great influence on the performance of the estimation algorithm, that is, the SNR. In order to further verify the relationship between the performance of the algorithm and the change of SNR, this section experiments with the performance simulation of the channel estimation algorithm with SNR. Figure 7 is an NMSE simulation of the channel estimation algorithm as a function of SNR. When the number of pilots is 650, 750, and 850, the experimental results are clearer and more accurate.



It can be seen from Figure 7a that when the number of pilots is 650, the performance of the SSA-CoSaMP algorithm is much better than that of the S-CoSaMP algorithm. However, the CoSaMP algorithm does not change significantly with the increase of SNR, and it is in a state in which efficient operation cannot be performed. The experimental results show that the improved algorithm can still estimate the channel state well under low pilot conditions. In other words, when lower pilot overhead is required, only the SSA-CoSaMP algorithm can better estimate the channel state. From Figure 7b, when the number of pilots is increased to 750, the SSA-CoSaMP algorithm is slightly better than S-CoSaMP. However, for the CoSaMP algorithm, increasing the number of pilots to 750 still does not allow it to perform efficient operations. Figure 7c is a simulation when the number of pilots is up to 850. When the SNR is below 15 dB, the proposed SSA-CoSaMP algorithm is still superior to the S-CoSaMP algorithm; when the SNR is higher than 15 dB, the estimated performance of the SSA-CoSaMP and S-CoSaMP algorithms are basically the same.



Combining the simulation data in this section, in any case, the performance of the CoSaMP algorithm is far less than those of the S-CoSaMP algorithm and the SSA-CoSaMP algorithm. When the number of pilots is less than 750, the performance of the SSA-CoSaMP algorithm is better than that of the S-CoSaMP algorithm, and the SSA-CoSaMP algorithm is adaptive to sparsity and is more suitable for real environments where sparsity is unknown. The experimental results show that the SSA-CoSaMP algorithm enhances the sparsity. Under the same estimation performance conditions, the pilot overhead is reduced and the spectrum resources are saved. In the case of low pilot overhead, SSA-CoSaMP has advantages.



Figure 8 compares the bit error rate (BER) of the proposed algorithm with the other state-of-the-art algorithms [9,14,15] for the system configured parameters of Table 1. As can be seen from Figure 8, the proposed SSA-CoSaMP algorithm gives better overall BER performance than the other competing alternatives for different SNR levels which makes it superior for utilization in massive MIMO channel estimation. On the other hand, the traditional CoSaMP of [14] has poor BER performance compared to all the rest of competing alternatives and its channel estimation performance gets worse for increasing SNR values which makes it impractical to be deployed in such systems. The structured turbo-CS algorithm in [15] has better performance than S-CoSaMP [9] but is less efficient than the proposed algorithm for low and high SNR levels. Therefore, the proposed scheme is more effective than the other existing algorithms.





6. Conclusions


This paper starts with the important feature of space–time common sparsity specific to massive MIMO channels and improves the CoSaMP algorithm [14] from the dynamic sparsity adaptive and structural aspects. The SSA-CoSaMP algorithm is proposed. The proposed algorithm not only optimizes the channel estimation performance but also reduces the pilot overhead, saving spectrum resources and energy consumption. The simulation result shows that the proposed algorithm has obvious performance gain compared with the traditional pilot-based channel estimation algorithms [9,14,15] in both low SNR and smaller number of pilot conditions. In the wireless communication environment, the structural characteristics are not only in the actual delay multipath domain but also in the virtual angle delay domain. Therefore, the next research work is mainly for massive MIMO antenna arrays where the problem of sparse structuring in the virtual angle domain enables the structural improvement scheme to be applied in the virtual angle domain, deeply exploring the scope of structured use and improving the applicability of the scheme.
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Figure 1. Massive multi-input multi-output (MIMO) space common sparsity model. 
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Figure 2. Space–time common sparseness diagram. 
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Figure 3. Massive MIMO-OFDM framework. 
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Figure 4. Stop iteration parameter β under different SNR. 
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Figure 5. Accuracy comparison of different channel estimation algorithms when SNR=20 dB. 
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Figure 6. Normalized mean square error (NMSE) performance comparison of algorithms under a different number of pilots. 
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Figure 7. NMSE performance comparison under different SNR and pilots. 
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Figure 8. Bit error rate (BER) performance comparison of the proposed algorithm with other existing algorithms [9,14,15] for different SNR levels. 
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Table 1. Simulation parameters.
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	Parameter
	Value





	Number of base station antennas (M)
	128



	Number of users (UEs)
	8



	Number of subcarriers
	1024



	Number of multipath channels
	6



	Number of consecutive OFDM symbols (R)
	5



	Channel characteristics
	Independently distributed Rayleigh fading



	Pilot allocation scheme
	Non-orthogonal



	Channel model
	Rayleigh fading
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Table 2. Proposed algorithm stop parameter, β corresponding to SNR.
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	SNR
	Corresponding β





	<10 dB
	0.058 (Figure 4a)



	10~25 dB
	0.054 (Figure 4b)



	>25 dB
	0.052 (Figure 4c)
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