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Abstract:



This paper presents a highly sensitive flow-rate sensor with carbon nanotubes (CNTs) as sensing elements. The sensor uses micro-size centimeters long double-walled CNT (DWCNT) strands as hot-wires to sense fluid velocity. In the theoretical analysis, the sensitivity of the sensor is demonstrated to be positively related to the ratio of its surface. We assemble the flow sensor by suspending the DWCNT strand directly on two tungsten prongs and dripping a small amount of silver glue onto each contact between the DWCNT and the prongs. The DWCNT exhibits a positive TCR of 1980 ppm/K. The self-heating effect on the DWCNT was observed while constant current was applied between the two prongs. This sensor can evidently respond to flow rate, and requires only several milliwatts to operate. We have, thus far, demonstrated that the CNT-based flow sensor has better sensitivity than the Pt-coated DWCNT sensor.
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1. Introduction


To date, hot-wire (or hot film) anemometers (HWA) [1,2], which have been used for more than 100 years, have typically been made of platinum (Pt) or tungsten wires, and are usually hundreds of microns long and about 5 μm in diameter, which dictates its spatial resolution. In the field of fluid measurement, HWAs are predominantly used for measurement of turbulence and unsteady laminar flow. It is well known that the dimensions or the surface-to-volume (S/V) ratio of the material structure greatly influence its sensing performance [3], especially for thermal sensing, because of the difference in the heat exchange area [4].



Carbon nanotubes (CNTs), which possess remarkable mechanical, thermal and electrical properties [5,6,7,8], have been widely utilized for sensing in applications such as motion sensors [9], temperature sensors [10,11] and flow measurement [12,13,14,15,16,17]. Generally, the potential applications for CNTs are ascribed to their fancy physical and chemical properties. Nevertheless, most efforts have been focused on exploring the applications of an individual CNT; bulk or bundled CNTs have rarely been involved in the research [14,18]. Recently, some attention has been given to macroscopic assemblies of carbon nanotubes (CNTs), including bucky-papers, fibers, pellets and thin films, in order to utilize the characteristic properties of a single CNT on a macroscopic scale [12,16]. Because of the larger size of macro CNTs, it is possible to maintain them in batches without micro-operation. In recent years, the thermal correlation sensing properties of CNTs have been widely investigated, owing to their large S/V, low power consumption and high sensitivity. Consequently, utilizing macro-size CNTs as hot wires is a natural idea, and has been developed for sensing flow-rate in recent years. It was believed that the high aspect ratios and large surface area of nanotubes could be beneficial to the thermal conduction in the flow medium (e.g., air).



In our earlier study [12] of hot-wire flow sensors with multi-walled carbon nanotube strand sensing elements, the calculated sensitivity of the sensor was 3.38% under flow velocity of 0 to 15 m/s, which is about 80 mV·s/m at low velocity. Hsu M. et al. [15] reported a type of hot-film anemometer, with a sensitivity calculated from the slope of the voltage difference against the windspeeds curve that was about 0.4099 mV·s/m. Ito Y. et al. [4] developed a sub-microscale flow sensor that consisted of a suspended Pt hot-film and CNT fins, and which utilized the large S/V of CNT to enhance the heat transfer and improve the flow measurement sensitivity to about 20 mV·s/m. Dinh T. et al. [17] reported on a low-cost, environmentally-friendly and wearable thermal flow sensor, which offered excellent performance, such as high signal-to-noise ratio (≥40 dB for an air flow velocity of 1 m/s) and high sensitivity to airflow (53.7 mV(m/s)−0.8). All of these works show the device’s potential for nanotubes as sensitive flow sensors.



In this paper, we study a flow measurement with much higher sensitivity than the aforementioned ones, consisting of a thermal self-heating sensor of micro-sized CNT strands, which consist of tens of thousands of parallel DWNT [19]. Furthermore, much higher sensitivity than conventional Pt HWA was observed in the experiments.




2. Theoretical Analysis


HWA is a typical electromechanical system that is based on the change of the electrical resistance of the hot wire with the changing wire temperature. Fluid rate is measured by sensing changes in heat transfer from an electrically heated hot wire exposed to the fluid. The HWA can be operated in different modes, the two most important of which are constant current (CC) and constant temperature (CT) [1,2]. Using constant current dissipation means that the temperature of the heated hot wire decreases with increased flow rate.



In steady state, the output characteristics of an anemometer should follow King’s law [2],
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(1)




where I and V are the current and voltage drop across the wire, T is the average wire temperature, Ta is the ambient temperature, U is the flow velocity, n depends on the wire geometry and is about 0.5 for conventional hot wires, K0 and K1 are the constants related to convective heat transfer and can be experientially expressed as ref. [2],
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where k is the thermal conductivity of the gas, μ is dynamic viscosity of the gas, Cp is the specific heat of the gas at constant pressure, ρ is the gas density, and d is the wire diameter.



When the HWA work in CC mode, it can then be derived from Equation (1),
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where A and B are velocity-independent constants, and can be gained by fitting the experimental data. Another form of the expression is as follows,
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(5)




where α is the TCR of the hot wire, I is the constant current, T is the operate temperature, Ra is the wire resistance at ambient temperature, and V0 is the voltage drop across the wire at zero fluid. Equation (5) reveals that larger K1, T and α is the key for attaining higher flow sensitivity of anemometer.




3. Experimental Details


The centimeters long strands of double-walled carbon nanotubes (DWCNT) used in our experiments, which were prepared by Jinquan Wei [19], were synthesized by catalytic chemical vapor deposition method in a quartz tube. Figure 1b shows typical SEM and TEM images of the DWCNT. The diameter of the DWCNT bundles is primarily distributed in a range of 5–30 nm. Few impurities are observed in the image, which indicates the high purity of the DWCNT in the samples.


Figure 1. (a) Schematic illustration of an HWA; (b) SEM image of a DWCNT strand. The inset is a HRTEM image.
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3.1. Assembly Process


Firstly, the DWCNT strands were pulled out along their length using precise tweezers to obtain thinner strands with diameters of about 20 μm. Then, the DWCNT strands were suspended directly on two tungsten prongs. In order to fix the two ends of the strand and improving the contact characteristics between the strand and the prongs, a small drop of silver glue was dripped on each contact area. The silver glue was dried in the shade for about 24 h, after which the anemometer was completely constructed to survey the air speed. Figure 1a is a representative schematic illustration of the anemometer with a DWCNT hot-wire.




3.2. Hot-Wire Anemometry Test Facility


The steady-state performance of the anemometry sensor was tested in a wind tunnel. The maximum air velocity in the wind tunnel was about 15 m/s, which was calibrated by a commercial HWA. At this stage, we studied the responses of the anemometers under different air velocities operated in CC mode mainly from 0 to 10 m/s. A SMU 237 (Source Measurement Unit 237, Keithley, Beaverton, OR, USA) was employed to apply the constant current to the anemometer and measure its output voltage.





4. Results and Discussion


4.1. Overheating Characteristics


We determined the I-V characteristics of the DWCNT HWA for investigating the self-heating phenomenon by using the SMU 237. As shown in Figure 2, the anemometer was characterized by applying a bias from −10 V to 10 V, and from −2 V to 2 V. Figure 2a demonstrates that the I-V characteristic decreases with an increase in applied voltage. The reason for this phenomenon is the self-heating of the DWCNT under a higher voltage. The deflexed experimental curve implies that the resistance of DWCNT rises with increasing temperature. This consequently indicates that the temperature coefficient of resistance (TCR) of the DWCNT is positive, which is significantly different from the negative TCR of reported single-walled CNTs and multi-walled CNTs [20,21,22]. When the applied voltage is limited to a small range, the I-V characteristic nearly represents a line. According to the linear characteristic, the contact barriers between the DWCNT and the electrode are very low and can be neglected. On the basis of the I-V characteristic in Figure 2a, the deduced resistances under various degrees of applied electrical power are shown in Figure 2c. The near-linear relationship between the temperature of the heating wire and the applied power accords with the law of conservation of energy.


Figure 2. (a) The flexual I-V characteristic and the straight line are the experimental measurement of a DWCNT HWA and the theoretical expectation using Ohm’s Law under a bias from −10 V to 10 V; (b) The I-V characteristic of the same specimen with a bias from −2 V to 2 V. The room temperature resistance of the sensor of this specimen was about 1.5 kΩ; (c) Deduced resistance of DWCNT strand specimen related to applied electrical power; (d) Experimental and fitted resistances of another DWCNT strand specimen related to temperature.
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The thermal characteristics of the device are tested under various temperature conditions in a controlled oven. The oven temperature is set by the built-in computer, ranging from 10 to 90 °C. Because of the self-heating effect under a large bias, a small voltage is applied for measuring the resistance at a specific temperature, when measuring its TCR. The I-V measurement at low bias voltages ranging from −0.5~0.5 V for different temperatures is carried out to deduce the resistance of the DWCNT. The deduced DWCNT resistances for different temperatures are shown in Figure 2d.



The relationship between temperature and resistance for the DWCNT is generally described as
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(6)




where R is the resistance at temperature T, Ra is the resistance at ambient temperature Ta (e.g., 20 °C), and α is the TCR. As shown in Figure 3, by fitting the experimental data using (6), the TCR of the DWCNT is derived to be about 1980 ppm/K, which is positive and much larger than that of the multi-walled carbon nanotubes reported in [23].


Figure 3. Output voltages and fittings by Formula (4) of an anemometer under diversified air velocity. (a) DWCNT hot wire, fitted exponent n = 1.21; (b) DCWNTs hot wire deposited by 10 nm Pt, fitted exponent n = 1.01; (c) Sensitivity of DCWNTs and Pt-coated DWCNT hot-wire in CC mode.



[image: Sensors 17 01756 g003]






This result reveals that DWCNT have good potential for use in thermal sensing. From the experimental results, the DWCNT behave as a positive TCR, which is in agreement with the above analysis.



As shown in Figure 2a, the self-heating effect is more and more evident with an increase in applied voltage, because of the quadratically afferent power. Consequently, an anemometer relying on the self-heating effect should be operated under a not-too-small constant current to heat the wire to a higher temperature.




4.2. Performance of Hot-Wire Flow Sensors


Figure 3a shows the steady state characteristics of the DWCNT HWA. Due to the positive TCR, the voltage across the hot wire decreases as the flow rate increases. Curve fitting with (4) verifies good correspondence between the measured data and the theoretical relation, where n equals 1.21. However, commercial HWAs have a geometric exponential factor of about 0.5, which means more degradation at higher velocity, compared to the DWCNT HWA presented here. In our estimation, this variation is probably due to its loose structure and large S/V ratio. Some previous studies [24] have obtained similar results with n up to 1.1.



For investigating the distinction of conventional HWA with a Pt hot-wire, Pt was deposited onto the DWCNT by PVD with a thickness of about 10 nm. Then, the Pt-coated DWCNT HWA was tested in the wind tunnel in CC mode. As shown in Figure 3b, the resistance of hot-wire is slightly lower, and the fitted curve dovetails nicely with the theoretical relation. The sensitivities of the DWCNT hot-wire and Pt-coated DWCNT hot-wire, defined as the derivative of output voltage, are also compared by their relation to air flow velocity (Figure 3c). Compared to the maximum sensitivity of 0.06 V/(m/s) of the commercial HWA shown in [2], we attain a maximum sensitivity of about 0.4 V/(m/s). The main reason for this advantage is that the CNT calculated operating temperature of up to more than 1000 °C, much higher than the ~300 °C of the commercial HWA. It’s remarkable that the sensitivity decreases after deposition of Pt on DWCNT. The difference in the sensitivity reveals the advantage of applying DWCNT as hot-wire over Pt. Once Pt was deposited on the DWCNT, the dominating hot-wire in the HWA was diverted to Pt because of its low resistivity.



Subsequently, the influence of the working current is investigated in the experiments. The sensitivity of output voltage with respect to air velocity increases with increasing driving current because of the increase in the temperature difference between the hot wire and the fluid. In our experiments, different current is applied to the HWA to investigate its sensitivity. Figure 4a,b shows the anemometry of a DWCNT HWA with two different currents of 6 mA and 1 mA. Another three results are shown in Figure 4c, with different currents of 5 mA, 10 mA and 15 mA. All the results indicate that the voltage drop is much larger at a higher working current, but they all flatten out at high velocity. It can be seen that the experimental data tally closely with the theoretical relation in CC mode. In addition, the fitted exponents of expression (4) greatly increase with the applied power.


Figure 4. (a–c) Output voltages and fittings of two DWCNT anemometers under diversified air velocity with different driving currents; (a) sensor N1: 6 mA, fitted exponent n = 1.23; (b) sensor N1: 1 mA, fitted exponent n = 0.82; (c) sensor N2: 5 mA (n = 0.70), 10 mA (n = 0.77) and 15 mA (n = 1.29); (d) Output voltages of the flow sensor under diversified air velocity with a tiny driving current of 10 μA.
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When the sensor is tested under air flow, stress occurring at the CNT strands may lead to a resistance change as a result of the piezoresistance effect, since this effect is coupled with the thermal resistance change, which can significantly affect the performance of the sensor. For evaluating the influence, we applied a tiny driving current across CNT strands of 10 μA to avoid the overheat heat exchange. Then the voltage at the sensor is obtained under various air flows, as shown in Figure 4d. The almost horizontal curves indicate that there are no piezoresistance influences on the sensor.



As a high signal-to-noise ratio (SNR) is desired for the flow sensor, we measured the noise of the sensor. The real voltage responses of the sensor under different applied currents are shown in Figure 5a. As shown in Figure 5b, the noise spectrum density increases with increased applied power, and decreases with increased working frequencies. Therefore, the SNR was calculated to be about 63, which is at least one order of magnitude higher than the standard SNR of a true signal (SNR = 3).


Figure 5. (a) Real-time response of the sensor under 0 mA and 5 mA; (b) Noise spectral density of the sensor; (c) Thermal response time of the sensor.
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Due to the thermal inertia of the wire element, it will not respond instantaneously to changes in the flow condition when operated in CC mode. The response time can be estimated as for standard hot-wire [2],
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(7)




where [image: there is no content] and [image: there is no content] are the density and specific heat, respectively, of the hot-wire, RW is the resistance of heated wire. Because of the complicated internal structure and inaccurate performance parameters of the CNT strand, it’s hard to accurately calculate the response time. By coarsely searching for relevant parameters from the literature, the response time of DWCNT flow sensors is estimated to be about 0.6 ms. As it is impossible to stop the flowing fluid quickly enough by turning down the wind tunnel, the response time test of the sensor will be influenced by the fluid slowing down. As shown in Figure 5b, the thermal response time of the sensor is estimated to be 0.6 s, about 1000 times the theoretical value.





5. Conclusions


We developed a simple and highly sensitive air flow sensor with a double-walled CNT strand as the sensing element. The flow sensor was assembled by suspending the DWCNT strand directly on two tungsten prongs and a small volume of silver glue was dripped on each contact between the DWCNT and prongs. The TCR test showed that the DWCNT have a positive TCR of 1980 ppm/K. As a result of the self-heating effect of DWCNT, flow sensing by means of removing the heat in the strand and changing the temperature is feasible. The flow sensor was subsequently fabricated and tested. The results show that the sensor can respond to flow rate, and requires only several milliwatts to operate. We demonstrated that the CNT-based flow sensor has better accuracy than a Pt-coated DWCNT sensor.







Acknowledgments


This work was supported by Tsinghua University Initiative Scientific Research Program, number 20161080065.




Author Contributions


Dingqu Wang designed the study, performed the experiments and wrote the paper. Wei Xiong and Xing Yang participated in performing the experiments; Xing Yang improved the experiment setup; Zhaoying Zhou conceived of the study; Rong Zhu proposed the original idea; Weihua Li, Yueyuan Jiang and Yajun Zhang participated in analyzing the experimental results.




Conflicts of Interest


The authors declare no conflict of interest.




References


	1. 
Perry, A.E. Hot-wire filaments and simple models. In Hot-Wire Anemometer, 1st ed.; Oxford University Press: New York, NY, USA, 1982; pp. 7–32. [Google Scholar]

	2. 
Bruun, H.H. Basic Principles of hot-wire anemometry. In Hot-Wire Anemometer Principles and Signal Analysis, 1st ed.; Oxford University Press: New York, NY, USA, 1995; pp. 19–62. [Google Scholar]

	3. 
Vadasz, P. Heat Conduction in Nanofluid Suspensions. J. Heat Transf. 2006, 128, 465–477. [Google Scholar] [CrossRef]

	4. 
Ito, Y.; Higuchi, T.; Takahashi, K. Submicroscale Flow Sensor Employing Suspended Hot Film with Carbon Nanotube Fins. J. Therm. Sci. Technol. 2010, 5, 51–60. [Google Scholar] [CrossRef]

	5. 
Dresselhaus, M.S.; Dresselhaus, G.; Charlier, J.C.; Hernández, E. Electronic, Thermal and Mechanical Properties of Carbon Nanotubes. Philos. Trans. R. Soc. A 2004, 362, 2065–2098. [Google Scholar] [CrossRef] [PubMed]

	6. 
Lee, S.W. Mechanical Properties of suspended individual carbon nanotube studied by atomic force microscope. Synth. Met. 2016, 216, 88–92. [Google Scholar] [CrossRef]

	7. 
Li, Y.H.; Wei, J.Q.; Zhang, X.F.; Xu, C.; Wu, D.H.; Lu, L.; Wei, B.Q. Mechanical and electrical properties of carbon nanotube ribbons. Chem. Phys. Lett. 2002, 365, 95–100. [Google Scholar] [CrossRef]

	8. 
Al-Sharafi, A.; Sahin, A.Z.; Yilbas, B.S. Measurement of Thermal and Electrical Properties of Multiwalled Carbon Nanotubes-Water Nanofluid. J. Heat Transf. 2016, 138, 072401. [Google Scholar] [CrossRef]

	9. 
Zhang, Y.; Li, W.J. A Picowatt Powered Carbon-Nanotube-Based Thermal Convective Motion Sensor. IEEE Trans. Nanotechnol. 2011, 10, 5. [Google Scholar] [CrossRef]

	10. 
Maruyama, H.; Kariya, R.; Arai, F. Evaluation of Thermal Conductivity of Single Carbon Nanotubes in Air and Liquid Using a Fluorescence Temperature Sensor. Appl. Phys. Lett. 2013, 103, 161905. [Google Scholar] [CrossRef]

	11. 
Hirotani, J.; Amano, J.; Ikuta, T.; Nishiyama, T.; Takahashi, K. Carbon Nanotube Thermal Probe for Quantitative Temperature Sensing. Sens. Actuators A 2013, 199, 1–8. [Google Scholar] [CrossRef]

	12. 
Yang, X.; Zhou, Z.Y.; Wang, D.Q.; Liu, X. High Sensitivity Carbon Nanotubes Flow-Rate Sensors and Their Performance Improvement by Coating. Sensors 2010, 10, 4898–4906. [Google Scholar] [CrossRef] [PubMed]

	13. 
Zhang, S.S.; Lou, L.; Park, W.T.; Lee, C.K. Characterization of a Silicon Nanowire-Based Cantilever Air-flow Sensor. J. Micromech. Microeng. 2012, 22, 095008. [Google Scholar] [CrossRef]

	14. 
Son, B.H.; Park, J.Y.; Lee, S.; Ahn, Y.H. Suspended single-walled carbon nanotube fluidic sensors. Nanoscale 2015, 7, 15421. [Google Scholar] [CrossRef] [PubMed]

	15. 
Hsu, M.C.; Lee, G.B. Carbon nanotube-based hot-film and temperature sensor assembled by optically-induced dielectrophoresis. IET Nanobiotechnol. 2014, 8, 44–50. [Google Scholar] [CrossRef] [PubMed]

	16. 
Wong, V.T.S.; Li, W.J. Bulk Carbon Nanotubes as Sensing Element for Temperature and Anemometry Micro Sensing. In Proceedings of the IEEE the Sixteenth Annual International Conference on Micro Electro Mechanical Systems, Kyoto, Japan, 22–23 January 2003; pp. 41–44. [Google Scholar]

	17. 
Dinh, T.; Phan, H.P.; Nguyen, T.K.; Qamar, A.; Woodfield, P.; Zhu, Y.; Nguyen, N.T.; Dao, D.V. Solvent-free fabrication of biodegradable hot-film flow sensor for noninvasive respiratory monitoring. J. Phys. D Appl. Phys. 2017, 50, 215401. [Google Scholar] [CrossRef]

	18. 
Ericson, L.M.; Fan, H.; Peng, H.; Davis, V.A.; Zhou, W.; Sulpizio, J.; Wang, Y.; Booker, R.; Vavro, J.; Guthy, C.; et al. Macroscopic, neat, single-walled carbon nanotube fibers. Science 2005, 305, 1447–1450. [Google Scholar] [CrossRef] [PubMed]

	19. 
Wei, J.Q.; Jiang, B.; Wu, D.H.; Wei, B.Q. Large Scale Synthesis of Long Double-Walled Carbon Nanotubes. J. Phys. Chem. B 2004, 108, 8844–8846. [Google Scholar] [CrossRef]

	20. 
Bartolomeo, A.D.; Sarno, M.; Giubileo, F. Multiwalled carbon nanotube films as small-sized temperature sensors. J. Appl. Phys. 2009, 105, 064518. [Google Scholar] [CrossRef]

	21. 
Kawabe, E.; Itaya, S.; Hirahara, K.; Nakayama, Y. Temperature Dependent Resistance of Multi-Wall Carbon Nanotube. Jpn. J. Appl. Phys. 2012, 51, 06FD25. [Google Scholar] [CrossRef]

	22. 
Lu, R.T.; Kamal, R.; Wu, J.Z. A comparative study of 1/f noise and temperature coefficient of resistance in multiwall and single-wall carbon nanotube bolometers. Nanotechnology 2011, 22, 265503. [Google Scholar] [CrossRef] [PubMed]

	23. 
Fung, C.K.M.; Li, W.J. Ultra-Low-Power and High-Frequency-Response Carbon Nanotube Based MEMS Thermal Sensors. In Proceedings of the 2003 IEEE/RSJ International Conference on Intelligent Robots and Systems, Las Vegas, NV, USA, 27–31 October 2003. [Google Scholar]

	24. 
Chen, J.; Liu, C. Development and characterization of surface micromachined, out-of-plane hot-wire anemometer. J. Microelectromech. Syst. 2003, 12, 979–988. [Google Scholar] [CrossRef]

















© 2017 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).







nav.xhtml


  sensors-17-01756


  
    		
      sensors-17-01756
    


  




  





media/file6.jpg
Voltage ¥ (V)

T Expeiman 035 =
5 = Experimenal
"0 e Fined
6 S 0%
<
o P
£ oss
H
0 050
L SR T A T Y IR
Velosity U ) Velosity Uans)
(a) (b)





media/file1.png
AccV Spot Magn WD }———— 1200 nm |
100KV 3.0 80000x 6.0 |






media/file13.png
Voltage V (V)

7.4 -

7.3 1
7.2 4
7.1 4
7.0 4
6.9
6.8
6.7 —

6.6

0.6s

4.0

Time t (s)

(€)






media/file10.jpg
wm
H
14
il
&
2
il
EEEEEEES
004t st s
wasten
HI I I
N
5 w
1 |t
I i






media/file9.png
Voltage vV (V)

o 4
ro

Velocity U (m/s)

()

Voltage V (mV)

6.90

6.85
ol |
6.80 E B m B m g m g =
6.75 1
6.70 . T u T
2 4 6 8 10 12

Velocity U (m/s)

(d)





media/file7.jpg
Nl ()

6.90-

e
A
L i =
B ..
> 680{ * "ametaawg
2
2o
g oge o g
o0

T
Velosty U ()

()

IR
Velocty U ()

(d)

o

£





media/file5.png
Voltage V/ (V)

ot oy i o oo
(o) N (&) (o) —
1 . ] " ! , 1 "

o
Lo
% .

I N I N

I I N I

Velocity U (m/s)

(a)

Sensitivity dV/dU (V/m/s)

0.4 -

0.3 -

0.2 -

0.1+

0.0 4

8 10 12 14

o
SN
)

®  Experimental
Fitted
7.2-
>
J 7.0-
)
S
= 6.8
-
6.6 1
64 T | | I

Velocity U (m/s)

(b)
——DWNTS
—— DWNTS+Pt

N

4 6 8 10 12
Velocity U (m/s)

(c)





media/file12.png
230 -

Voltage V (V)

~4.0x10”
-60 M
Z —
7 E
4 3.0x10 N
— O0mA g >
—5mA Om/s > L 120 -
——5mA 9m/s R e
{2.0x10" @
= E
S 5 -150 -
©
a
-1 1.0x107 o 180
L
o
WWWWW _
] < 2104 [——0mA (P=0 mW)
0.0 { —5 mA (P=40mW)
T J T J :
20 30 40 '240 T T LA L B L | T T LA B B B | T T LA L LR |
Time t (s) 10" 10° 10’ 107
Frequency f (Hz)

(a) (b)





media/file3.png
Resistance K (kQ2)

Current / (mA)
o
1

-4 -

1.8 -

1.6 1

14

Voltage V' (V)

(a)

10

I

20
Power P (mW)

()

1

30

40

Current 7 (mA)

Resistance 12 (C2)

1.5
1.0-
0.5-.
0.0-.
-0.5-
10-

-1.5 1

9.2k-

8.8k -

8.4k -

8.0k -

-1 0 1 2
Voltage V' (V)

(b)

m  Experimental
Fitted

40 60 80 100

Temperature 7 ("C)

(d)





media/file4.jpg
Voltage V(V)

00

H
Velocity U (m/s)

+ Eoomna
= e
€10
§
fos
-
o
ol
; TS TS 5w
vty Uimi) Vo Uy
(@) (b)
0t — s
owtsm

6 8 10 12

(<)





media/file8.png
Voltage V (V)

® Experimental
Fitted

1 b2 1 = I & I 2 1 b 1 = I

0 2 4 6 8 10 12

Velocity U (m/s)

(a)

Voltage ¥V (V)

0.95 -

0.90 -

0.85 -

0.80

®m  Experimental
Fitted

O S

Velocity U (m/s)

(b)





media/file11.jpg
0.6s

L e e
< o o o ~ o
K N 6 6 6 ©

(N) A abejon

744
7.3

T
o~
=

6.0 65 70

55
Time t (s)

(c)

45

4.0





media/file0.jpg
P g — v
100KV 30 80000« 60






media/file2.jpg
Voltage ¥ (V)

()

15

Temperaure T(C)

I i g @ 3
& 3
2 g
oy &%
ts i
B = £

v ey

T4 3 = % =

(W) ¥ somemisoy

(d)

()





