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Abstract:



Channel state information (CSI) collected during WiFi packet transmissions can be used for localization of commodity WiFi devices in indoor environments with multipath propagation. To this end, the angle of arrival (AoA) and time of flight (ToF) for all dominant multipath components need to be estimated. A two-dimensional (2D) version of the multiple signal classification (MUSIC) algorithm has been shown to solve this problem using 2D grid search, which is computationally expensive and is therefore not suited for real-time localisation. In this paper, we propose using a modified matrix pencil (MMP) algorithm instead. Specifically, we show that the AoA and ToF estimates can be found independently of each other using the one-dimensional (1D) MMP algorithm and the results can be accurately paired to obtain the AoA–ToF pairs for all multipath components. Thus, the 2D estimation problem reduces to running 1D estimation multiple times, substantially reducing the computational complexity. We identify and resolve the problem of degenerate performance when two or more multipath components have the same AoA. In addition, we propose a packet aggregation model that uses the CSI data from multiple packets to improve the performance under noisy conditions. Simulation results show that our algorithm achieves two orders of magnitude reduction in the computational time over the 2D MUSIC algorithm while achieving similar accuracy. High accuracy and low computation complexity of our approach make it suitable for applications that require location estimation to run on resource-constrained embedded devices in real time.
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1. Introduction


Modern radio communication devices are not just transceivers. They are also sensors of the characteristics of the propagation environment within which they operate. The information collected about the radio propagation properties of the environment is often referred to as the channel state information (CSI). The main use for the sensed CSI is to adaptively optimize the communication throughput according to the environment. However, the CSI can also be utilized to estimate the geolocation (position) of the end-user communication devices, such as mobile phones, hence the position of the individuals using the devices. This is of particular importance as the position information plays an essential role in most context-aware services and systems [1,2].



WiFi CSI-based indoor localization using commercial network interface card (NIC) devices has recently received substantial attention [3]. Common WiFi standards, including 802.11a, 802.11n, and 802.11ac, rely on the orthogonal frequency division multiplexing (OFDM) modulation technique that transmits data simultaneously on multiple frequencies known as subcarriers. The CSI data collected on all of the subcarriers provides valuable information that can be utilized to localize the source. However, in a typical indoor environment, the received signal is the superposition of four to eight dominant multipath components traveling along different paths before reaching the access point [4]. Therefore, an effective indoor localization technique has to appropriately resolve the multipath components and identify the direct path. Previous studies have shown that the receiver must include antenna arrays with more antennas than the number of multipath components to be able to directly resolve the angle of arrival (AoA) and time of flight (ToF) of all multipath components on a single frequency [5]. This creates a fundamental constraint for estimating the AoA and ToF of multipath components using commercial WiFi devices.



The advantage of OFDM schemes is that they allow the CSI data to be measured on multiple frequencies (subcarriers). Therefore, they help overcome the limitation of the single-frequency antenna arrays [6]. Specifically, subspace-based parameter estimation methods can be used to jointly estimate the AoA and ToF of the multipath components from the CSI data. The multiple signal classification (MUSIC) algorithm can be used to solve such joint AoA and ToF estimation problems [7,8,9]. However, the MUSIC algorithm performs a two-dimensional (2D) grid search, which is often computationally expensive.



In this paper, we propose estimating the AoA and ToF of the multipath components from the WiFi CSI data using a search-free subspace-based algorithm, inspired by the matrix pencil technique. This technique was first proposed in [10] to estimate the angle of arrival of a signal at a rectangular antenna array in 3D space. Conceptually, this is a similar problem, where two parameters (namely azimuth and incidence angles) are estimated in a 2D subspace. It is shown in [10] that the problem can be solved in two steps using 1D estimation techniques. In [11], this work was further improved through the modified matrix pencil (MMP) algorithm that ensures the 1D values are matched in a correct order.



We consider a system with three antennas and a commodity WiFi chip that can measure CSI over multiple OFDM subcarriers for all three antennas. We apply the MMP algorithm to the CSI data of all antennas and subcarriers to estimate the AoA and ToF parameters associated with the dominant multipath components. In the process, we arrange the CSI values to form an enhanced CSI data matrix. This matrix facilitates the use of the matrix pencil concept to identify the signal subspace matrix. The signal subspace matrix is converted to a pair of matrices to estimate the eigenvalues that represent the parameter estimates in one dimension. A permutation is subsequently applied to the signal subspace matrix to obtain the parameter estimates in the second dimension. We show that the MMP algorithm reduces the solution time compared to the 2D MUSIC algorithm by nearly two orders of magnitude while delivering similar estimation accuracy. Furthermore, we identify an incorrect behavior of the MMP algorithm in the case where two multipath components have the same AoA. We show that the problem can be addressed by estimating the ToF first in the MMP algorithm. Finally, we propose a multi-packet CSI aggregation method that uses the CSI values from several packets to improve both accuracy and speed of the joint AoA and ToF estimation for multipath components.



We evaluate the performance of the MMP algorithm via numerical simulations using the 2D-MUSIC algorithm as a performance benchmark. In terms of time complexity, MMP performs around 200 times faster than 2D-MUSIC with the same estimation accuracy. We assess the performance of MMP in different scenarios with and without noise and provide a concise summary. We consider the case when the order of AoA and ToF estimation is altered. In addition, we show that the proposed packet mutli-packet CSI aggregation method considers CSI from multiple packets to increase the signal-to-noise ratio (SNR) and then perform only one estimation step making the process faster and more accurate.



The main contributions of this work can be summarized as:

	
proposal of a fast algorithm that estimates the AoA and ToF of the dominant multipath components from WiFi CSI data based on the MMP algorithm;



	
demonstrating the advantage of changing the estimation order in the MMP algorithm;



	
introducing a multi-packet CSI aggregation method that utilizes the information provided by multiple packets to deliver better estimation performance;



	
numerical analysis in different scenarios illustrating the performance of the AoA and ToF estimation using the MMP and 2D MUSIC algorithms, effects of change of the estimation order in MMP, and benefits of the mutli-packet CSI aggregation method.









2. Related Work


Joint AoA and ToF estimation techniques have been developed in previous studies targeting applications in radar, sonar, and wireless communication [12,13,14,15,16,17,18,19,20,21,22]. Some of these techniques utilize the channel response to detect a higher number of multipath signals [6,18,22,23]. The initial works on joint AoA–ToF estimation for multipath components focused on high-resolution subspace-based algorithms operating on rectangular [10,11,24,25,26,27] and other 2D antenna array structures [13,14,18,28]. They use subspace-based algorithms such as 2D MUSIC [16,18,21,26,27,29], 2D ESPRIT (estimation of signal parameters via rotational invariance) [13,14,18,22,23,24,27,28], and 2D matrix pencil [10,11,25]. The 2D MUSIC performs three rounds of search. First, for a fixed ToF, it searches in a range of AoAs. Second, the ToF is varied in a given range. Finally, estimation is performed finding the peaks of the MUSIC spectrum. A recent indoor localization algorithm, called SPOTFI [6], uses the 2D MUSIC to estimate the AoA and ToF of the multipath components from the CSI readings. However, for better performance in noisy indoor environments, it considers the CSI readings from multiple packets. There is an inherent trade-off between the computational complexity and estimation accuracy of the 2D MUSIC algorithm governed by its grid resolution [30]. Moreover, it needs to find the peaks of the MUSIC spectrum on the grid, which is generally a slow process. There have been several proposals to accelerate the peak-search process of the 2D MUSIC algorithm. In [21], the author proposed three steps for searching. The technique proposed in [28], performs a two-step peak search. The first search is within a low-resolution grid followed by a second search on a grid with higher resolution around the found peaks. A similar approach is presented in [29]. In [31], a quadratic optimization is proposed using the least-squares method. However, none of the mentioned techniques is completely free of a classic search mechanism.



Unlike 2D MUSIC, the 2D matrix pencil algorithm is search-free and uses two 1D estimation processes to solve the associated 2D problem. The matrix enhanced matrix pencil (MEMP) algorithm [10] is a matrix-pencil-based technique that solves the 2D angle estimation problem over a rectangular antenna array. This algorithm creates an enhanced matrix using the signals received at the rectangular array where the number of array elements is higher than the number of multipath components (or signal sources). The modified matrix pencil (MMP) algorithm [11] improves the MEMP algorithm by including a pairing method that gives the solution of the 2D problem in the correct order.



The MMP algorithm uses the signal matrix received at a rectangular array to construct an enhanced matrix and create the required matrix pencil. After finding the value of one parameter, it shuffles the order of the signal subspace to estimate the other parameter. Performing two 1D estimation processes without any grid search makes this algorithm significantly faster than the 2D MUSIC algorithm. However, the MMP algorithm is developed for the setup where the number of antennas in the array is higher than the number of multipath components. In this paper, we use the MMP algorithm for estimating the AoA and ToF of multipath components using the WiFi CSI data, a task that is at the core of many indoor localization techniques such as SPOTFI, which uses the 2D MUSIC algorithm for this purpose. Our work replaces one of the two spatial dimensions in a rectangular antenna array with the CSI readings from multiple subcarriers, hence enabling the combination of 1D MMP solutions for CSI-based indoor localization with fewer antennas than the anticipated multipath components. Note that the 2D root-MUSIC and 2D ESPRIT algorithms are also in general more computationally efficient than the 2D MUSIC algorithm as they do not need any grid search. Root-MUSIC requires finding the roots of a polynomial equation that is expressed using the eigenvectors of the array data correlation matrix that correspond to the noise subspace [32]. ESPRIT performs estimation by determining a rotation operator using the eigenvectors of the correlation matrix corresponding to the signal subspace. However, the requirement of computing the correlation matrix makes root-MUSIC and ESPRIT computationally more demanding than the matrix-pencil-based methods, which work directly with the data [33,34].




3. MMP for Joint AoA–ToF Estimation


In this section, we present our MMP-based approach for estimating the AoA and ToF of mutlipath components. We first present the system model and our solution, then discuss how to pair the ToF and AoA estimates followed by a discussion of the challenges pertaining to the order of the AoA and ToF estimation.



3.1. System Model


We assume a 2D environment for the AoA–ToF estimation. In indoor localization, the elevation is not important and the receiver and transmitter are considered to be on the same plane. In [10,11], the data matrix is constructed using signals from a rectangular antenna array. In our approach, we adopted a similar strategy in terms of exploiting the structure inherent to the CSI data matrix. We construct an enhanced matrix using the CSI data so that the matrix pencil can be applied efficiently to estimate the 2D parameters of AoA and ToF.



In the first instance, let us consider the signal for a single path from the transmitter to the receiver. Furthermore, let the ToF from the transmitter to the receiver be [image: ] and the AoA (see Figure 1) be [image: ]. In our case, we have three antennas separated by the distance d (typically half the wavelength [image: ]) and each of the antennas receives n signals, one for each of the subcarriers whose frequencies are separated by [image: ]. Let us denote the CSI value of the subcarrier with the lowest frequency on the first antenna by the complex number [image: ]. It then follows that the CSI value of the sth subcarrier received at the ath antenna is [image: ], where [image: ] and [image: ]. The CSI values associated with all three antennas and n subcarriers can be collected in the CSI matrix as


[image: ]










Figure 1. Signal impinging on a linear antenna array.
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When there are p multipath components, the corresponding CSI matrix is obtained by superposition as


[image: ]



(1)




where [image: ] and [image: ] and [image: ] and [image: ] are the AoA and ToF of the kth multipath component, respectively.



As the maximum rank of the CSI matrix is three, it is not suitable in its present form for the application of subspace-based methods to estimate the AoA and ToF parameters. Therefore, we use the elements of the CSI matrix to construct an enhanced matrix that allows us to exploit the following result, which is similar to Theorem 1 [11].



Lemma 1.

Let [image: ] be an enhanced matrix that satisfies


[image: ]








where [image: ], [image: ], [image: ], T is a unique [image: ] non-singular matrix, and [image: ]. Then, we have


[image: ]








where the superscript † denotes the Moore–Penrose pseudo-inverse.





Proof. 

It is easy to show that


[image: ]








 ☐





We now construct an enhanced matrix by modifying the construction in [11] to suit our application. The motivation here is to construct a matrix that has a greater rank than the original CSI matrix in (1) and has a structure that allows us to exploit Lemma 1 to estimate the unknown AoA and ToF parameters. The enhanced matrix is


[image: ]








where


[image: ]



(2)




[image: ] denotes the [image: ]th entry of C in (1), and the free integer parameters m and r are set such that [image: ] is (almost) square while [image: ]. This matrix can be decomposed as


[image: ]








where


[image: ]










[image: ]



(3)






[image: ]








and


[image: ]











We perform a singular value decomposition of [image: ] to obtain


[image: ]








and partition the matrix of the left singular vectors as [image: ] where the columns of [image: ] correspond to the p largest left singular values. In the absence of any noise or error, we have


[image: ]











Therefore, there exists a non-singular complex [image: ] matrix, say T, such that


[image: ]











If we partition [image: ] as


[image: ]








and have [image: ], it follows from Lemma 1 that


[image: ]











Hence, the eigenvalues of [image: ] are [image: ].



The singular value decomposition for [image: ] can be used to calculate [image: ] as well. This is due to the following property:


[image: ]








where P is a permutation matrix with the ith entry of its corresponding permutation vector being equal to [image: ] or [image: ], for odd or even entries, respectively.



We define the matrices [image: ] and [image: ] by removing the last two and first two rows of [image: ], respectively, as


[image: ]








with


[image: ]











We also define the matrices [image: ] and [image: ] by removing the last two and first two rows of [image: ], respectively. Then, similar to the previous step, we have


[image: ]








and, subsequently, if [image: ],


[image: ]








which means that the eigenvalues of [image: ] are [image: ]. Note that the eigenvectors of [image: ] and [image: ] are the same. This observation is used in [10] to match the estimated values of [image: ] and [image: ].




3.2. Pairing the AoA and ToF Estimates


Denote the eigenvectors of [image: ] and [image: ] by [image: ], [image: ]. If we estimate the values of [image: ] and [image: ], [image: ], from [image: ], we will have


[image: ]











Then, by multiplying both sides by [image: ] from the left, we get


[image: ]








and, consequently,


[image: ]



(4)







This way, we obtain the values of [image: ] correctly paired with the values of [image: ] for each multipath component.




3.3. Some Notable Challenges


The use of CSI data for the estimation of AoA and ToF values of multipath components has some limitations. The typical hostility of indoor propagation environments coupled with limited bandwidth of WiFi channels makes the estimation process challenging. Mainstream WiFi systems specified by the IEEE 802.11 a/g/n standards have bandwidths up to 40 MHz per channel. Using an Intel 5300 WiFi network interface card, it is possible to extract CSI values of 30 subcarriers with a narrow subcarrier spacing. It is known that subspace-based parameter estimation techniques perform poorly when applied to closely-spaced sinusoids [35].



The limited bandwidth and narrow subcarrier spacing make the matrix [image: ] in (3) poorly conditioned. Therefore, it is hard to detect the AoA and ToF of all the multipath components in a complex and noisy environment. The chances of detecting the AoA and ToF of the multipath components depend on their contribution in the CSI matrix, which is influenced by the amplitude of the multipath components. The signal traveling in the line of sight (LoS) path has a higher amplitude that leads to a higher contribution in the CSI matrix compared to non-LoS signals. Multipath components with higher amplitude than the ambient noise give a higher condition number in the CSI matrix. However, in practice, there is only one LoS and others are reflected, refracted, scattered, or diffracted multipath components. As a result, the CSI matrix is generally poorly conditioned.



The signal traveling via the shortest path from the transmitter to the receiver, which is the LoS path, represents the AoA that can be utilized for localization. This signal component is typically unique, if it exists. However, there may be multiple multipath components that arrive at the receiver with the same AoA. The direct application of the MMP algorithm in such cases results in large errors when estimating the ToF of the multipath components with the same AoA. The reason is that the MMP algorithm is designed for rectangular antenna arrays with the number of elements being higher than the number of impinging signals. In our re-formulation using the CSI matrix, [image: ] is rank-deficient. However, [image: ] is not rank-deficient, which allows us to estimate the AoA values accurately. We solve the problem by simply estimating the AoA–ToF pairs in the opposite order, i.e., multiplying the signal subspace by the permutation matrix to estimate the ToF values first. This way the outcome is not affected by events when some AoAs are equal.





4. Multi-Packet CSI Aggregation


To better cope with the uncertainties of indoor environments, the CSI values associated with multiple OFDM packet transmissions can be measured and used for estimating the AoA and ToF of multipath components. In [6], the CSI values from 170 packets are separately processed at each access point to estimate the AoA of the path with the shortest ToF in a noisy environment. The WiFi card used there can communicate 2000 packets every second. Utilizing CSI from a higher number of packets generally delivers more accurate estimation of AoA and ToF.



In this section, we propose a CSI aggregation method that uses the CSI values associated with multiple packet transmissions to construct an aggregate CSI data matrix that has improved SNR and leads to a more accurate estimation of the ToF and AoA of the multipath components. In addition, it can speed up the process as it entails carrying out the estimation only once for multiple packets. We describe the method in the following.



Suppose we have the CSI data for L packets and denote the lth one by [image: ] in a vectorized format and express it as


[image: ]








where


[image: ]










[image: ]










[image: ]








and [image: ] is the noise (perturbation) vector.



The vectors of complex amplitudes [image: ], [image: ] are different for each packet due to the presence of sampling time and frequency offsets in commercial WiFi systems [6]. Therefore, we can write [image: ] using some arbitrary values of [image: ], [image: ], and a packet-independent vector [image: ] to obtain


[image: ]











A possible way of using [image: ], [image: ] to alleviate the adverse effects of noise is by taking their average. However, this may not increase the SNR since [image: ], [image: ], also bears uncertainty. An alternate approach that we propose is to calculate the singular value decomposition


[image: ]








and take the left singular vector corresponding to the largest eigenvalue as the aggregate CSI data associated with the considered L packets. We may use this aggregate CSI data in place of the CSI data of the multiple packets to perform the AoA and ToF estimation only once yet with improved performance. We will demonstrate the advantages of this approach in the next section.




5. Simulation Results


In this section, we evaluate the proposed MMP algorithm in terms of estimation and computational performance. We first compare the MMP algorithm with the 2D MUSIC algorithm in noisy and noise-free scenarios. We then evaluate the performance of MMP in the event of some multipath components having the same AoA and evaluate the effects of changing the oder of AoA and ToF estimation. The simulations are done using MATLAB. For simulating multipath propagation, we use the Wireless Insite software [36].



The parameters that we use in our simulations are similar to those used for the 2D MUSIC in [6]. The 2D MUSIC requires a pre-defined set of AoA and ToF values for which the 2D MUSIC spectrum is calculated. Moreover, it requires a peak search to find the local maxima of the spectrum. The resolution of the considered AoA–ToF grid and the employed peak-search algorithm are the key factors determining the overall computational complexity of the 2D MUSIC algorithm. We use an efficient peak-search technique that provides an error-free detection of the peaks. To this end, we convert the 2D peak search process into a combination of 1D searches by first finding the highest values across the ToF axis, then across the AoA axis.



Table 1 shows the values of the parameters used in our simulations. We use the WiFi channel number 126 that has a bandwidth of 40 MHz and the center frequency of 5.63 GHz. Using the Intel 5300 NIC, we have access to the CSI values of 30 subcarriers in this channel.


Table 1. Simulated parameters.





	Parameter
	Value





	radio frequency
	5.63 GHz



	bandwidth
	40 MHz



	number of subcarriers
	30



	AoA range
	−90 to + 90 degree



	AoA steps (for 2D MUSIC)
	101



	ToF range
	0 to 50 ns



	ToF steps (for 2D MUSIC)
	101









Similar to [6], we take 101 points for AoA from −90 to 90 degrees, which gives a resolution of 1.78 degrees. For ToF, the resolution is 0.5 nanosecond (ns), which corresponds to around 14.83 cm in terms of the traveled distance.



Figure 2 shows an event of multipath propagation with one LoS and four non-LoS components simulated by the Wireless Insite software. Signals traveling in different directions are reflected from the wall surfaces and decay in intensity. Compared to the LoS component, the non-LoS components travel longer distances and are attenuated more severely. Table 2 shows the received signal strength indicator (RSSI), AoA, and ToF of all the multipath components shown in Figure 2. The components are listed by their RSSI values in the descending order. Path 1 is the LoS path and has the highest RSSI value.


Figure 2. Multipath propagation simulated by the Wireless Insite software.
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Table 2. Parameter values of the multipath components.





	Component
	RSSI (dBm)
	AoA (deg)
	ToF ([image: ])





	path 1
	−60.603
	19.4553
	2.49486



	path 2
	−64.391
	44.0316
	3.267340



	path 3
	−69.270
	167.794
	3.93585



	path 4
	−69.976
	11.3285
	4.23677



	path 5
	−70.797
	−52.3761
	3.87655









In the 2D MUSIC algorithm, the AoA and ToF of the multipath components are estimated by detecting the peaks of the MUSIC spectrum. A multipath component with a small amplitude usually produces a small and rather smooth peak in the MUSIC spectrum. In a noisy environment, it is hard to detect a clear peak if the amplitude of the multipath component is low. In our experiments with simulated indoor propagation environments, the number of distinguishable peaks on the MUSIC spectrum is often not greater than three. Therefore, in our simulations and in the presence of noise, we consider the number of significant and detectable multipath components to be three. Clearly, this number depends on the available bandwidth, subcarrier spacing, SNR, complexity of the propagation environment, etc. As discussed before, a higher bandwidth gives a CSI matrix with a better conditioning where the ratios between the singular values are small and the multipath components with significant contribution can be identified more accurately.



Figure 3a,b shows the AoA and ToF values estimated by the MMP and 2D MUSIC algorithms in the absence of ambient noise. The dots represent the estimated AoA–ToF values and the crosses are at the true AoA–ToF coordinates. Since there is no noise, the MMP algorithm is able to detect all five multipath components. However, the 2D MUSIC algorithm detects only four of them since the fifth component does not create any sufficiently pronounced peak on the MUSIC spectrum shown in Figure 4.


Figure 3. Simulation with no noise. (a) performance of MMP with no noise. Simulation time is 0.044 s; (b) performance of 2D MUSIC with no noise. Simulation time is 8.66 s.
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Figure 4. 2D Music spectrum with no noise.
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5.1. Without Ambient Noise


Apart from that, both algorithms demonstrate similar estimation performance. The main difference is in their computational complexities. The CPU time and the number of floating point operations (FLOPs) required by a single run of each algorithm ignoring the complexity of peak search in 2D MUSIC is given in Table 3. The FLOP counts are due to a Matlab tool from [37]. It is evident from Table 3 that MMP is significantly (around 200 times) faster than 2D MUSIC in this experiment.


Table 3. The required number of floating point operations in a single run.










	
	2D MUSIC
	MMP





	time (ms)
	[image: ]
	[image: ]



	FLOPs ([image: ])
	381
	[image: ]










5.2. With Ambient Noise


Next, we consider the CSI values to be contaminated with additive Gaussian noise with zero mean and variance set according to the desired signal-to-noise ratio (SNR). In both MMP and 2D MUSIC algorithms, we assume three dominant multipath components. This means we consider the rank of [image: ] to be three. Figure 5a,b shows the AoA and ToF values estimated by the MMP and 2D MUSIC algorithms for 1000 independent runs when SNR is 35 dB. In these figures, the cross marks the true AoA–ToF of the LoS component. Figure 6 shows the associated MUSIC spectrum.


Figure 5. Simulation with ambient noise. (a) performance of MMP with [image: ] dB for 1000 runs. The RMSEs for AoA and ToF are 2.34 deg and 6.24 ns and the bias for AoA ToF are −1.53 deg and −0.49 ns. Simulation time is 0.79 s; (b) performance of 2D MUSIC with [image: ] dB for 1000 runs. The RMSEs for AoA and ToF are 2.60 deg and 13.69 ns and the biases for AoA and ToF are −1.97 deg and 16.95 ns. Simulation time is 152.21 s.
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Figure 6. 2D Music spectrum with [image: ] dB.
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The results for MMP show a bias of −1.13 deg in the estimated AoA and a bias of 2.49 ns in the estimated ToF for the LoS path that is the one with the smallest ToF. The 2D MUSIC algorithm extracts only two peaks from its spectrum in all 1000 runs. In Figure 5b, the bias for AoA is almost the same as in Figure 5a. However, 2D MUSIC has a higher root mean square error (RMSE) for AoA compared to MMP. The estimated AoA–ToF values by 2D MUSIC do not show any variance.



The limited resolution in the grid over which the MUSIC spectrum is calculated makes it difficult for 2D MUSIC to find the highest peak at its exact location. Figure 7 shows the results when we use a higher resolution (201 values) for both AoA and ToF to construct the MUSIC spectrum. The finer resolution helps find more peaks in the MUSIC spectrum at the cost of increased estimation time of 207.45 s. Figure 7 shows three peaks and a lower RMSE in the estimated AoA values. However, it appears that the accuracy of ToF estimation is not promising when there is ambient noise.


Figure 7. Performance of 2D MUSIC with [image: ] dB and a higher resolution gird for 1000 runs. The RMSEs for AoA and ToF are 1.97 deg and 13.69 ns. Simulation time is 201.45 s.
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Figure 8a,b shows the performance of MMP and 2D MUSIC using real CSI data collected from an Atheros AR9590 network interface card. The modified kernel given in [38] allows for collecting CSI data of 56 sub-carriers corresponding to each receiver antenna for each packet. In the experiment, we placed the transmitter antenna at an angel of approximately −42 degrees with respect to the receiver. The required post-processing was performed as discussed in [6]. We observe in Figure 8a,b that MMP correctly estimates the AoA and ToF of the direct path as well as those of a dominant indirect path while 2D MUSIC estimates the AoA and ToF of the direct path only as it discovers only one peak in its spectrum, which corresponds to the direct path.


Figure 8. Performance using CSI from experiment. (a) performance of MMP with real CSI data. Algorithm runtime is 0.013 s; (b) performance of 2D MUSIC with real CSI data. Algorithm runtime is 2.24 s.



[image: Sensors 18 01753 g008]







5.3. Lower Grid Resolution


Setting a lower resolution for the spectrum grid of 2D MUSIC alleviates its computational complexity. However, it also significantly compromises its estimation performance. We run another set of simulations with only two multipath signals. Figure 9a,b shows the AoA and ToF values estimated by the MMP and 2D MUSIC for 1000 independent runs when SNR is 35 dB and the grid resolution for the 2D MUSIC spectrum is reduced to nine points for AoA and seven points for ToF as illustrated in Figure 10. As seen in Figure 9a,b, a low resolution in the MUSIC spectrum can drastically reduce the accuracy of 2D MUSIC. We use the above grid resolution to make the runtime of 2D MUSIC close to that of MMP.


Figure 9. Simulation with no noise. (a) performance of MMP with [image: ] dB for 1000 runs. The RMSEs for AoA and ToF are 0.057 deg and 0.023 ns. Simulation time is 0.83 s; (b) performance of 2D MUSIC with [image: ] dB and a lower resolution grid for 1000 runs. The RMSEs for AoA and ToF are 8.4661 deg and 6.271 ns. Simulation time is 2.3 s.
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Figure 10. 2D MUSIC spectrum with [image: ] dB and a lower grid resolution.
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5.4. Larger Channel Bandwidth


The limited bandwidth of a typical WiFi channel makes the CSI data matrix poorly conditioned. Therefore, the use of a higher bandwidth can increase the chances of detecting a higher number of multipath components and improve the accuracy of estimating the AoA and ToF of the detected multipath components. Figure 11 shows the estimated AoA–ToF values for the same scenario as in Figure 5a but using a bandwidth of 80 MHz instead of 40 MHz. The higher bandwidth obviously improves the performance as the RMSE of AoA reduces from 2.34 degrees to 1.80 degrees.


Figure 11. Performance of MMP when bandwidth is 80 MHz for 1000 runs. The RMSEs for AoA and ToF are 1.80 deg and 0.44 ns. Simulation time is 0.80 s.
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5.5. Order of Estimation


A simple implementation of the MMP algorithm first estimates the AoA values, then the ToF values.



This order of estimation is prone to gross errors when some multipath components have the same AoA. We can resolve this issue by changing the order of the eigenvalue decompositions. That means instead of estimating the AoA first, we calculate the ToF and then estimate the values of AoA using (4). This way, MMP performs better with multiple multipath components having the same AoA.



Figure 12a shows the AoA–ToF values estimated by the MMP algorithm when two multipath components have the same AoA. In this experiment, we have three multipath components with the same intensity.


Figure 12. Ordering performance. (a) performance of MMP estimating AoA first for 1000 runs. The Average RMSEs for ToF and AoA are 2.20 ns and 0.65 deg; (b) performance of MMP estimating ToF first for 1000 runs. The RMSE for ToF and AoA are 0.089 ns and 0.61 deg.
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The AoA of two multipath components are the same. As seen in Figure 12a, the AoA values are estimated with good accuracy but not the ToF values. Figure 12b shows the AoA–ToF values estimated by the MMP algorithm using the reverse order. The figure clearly illustrates the advantage of the reversed order.




5.6. Multi-Packet CSI Aggregation


Figure 13a,b shows the AoA–ToF values estimated by the MMP algorithm with and without using the proposed multi-packet CSI aggregation method when CSI for 1000 packets is available and the SNR is 20 dB in the scenario simulated in Figure 5a. It is clear that aggregating the CSI of 1000 packets significantly improves the estimation performance.


Figure 13. Multi-packet CSI aggregation performance. (a) performance of MMP with [image: ] dB for 1000 runs. The RMSEs for AoA and ToF are 12.39 deg and 22.92 ns. Simulation time is 0.76 s; (b) performance of MMP using the multi-packet CSI aggregation method when [image: ] dB for one run using CSI of 1000 packets. The RMSEs for AoA and ToF are 2.29 deg and 0.46 ns. Simulation time (including CSI aggregation) is 0.14 s.
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6. Conclusions


A recent indoor localization method, called SPOTFI, has applied the subspace-based 2D MUSIC algorithm for estimating the AoA and ToF of multipath components. We showed that a modified matrix pencil (MMP) algorithm, which has originally been developed for estimating two-dimensional angles using a rectangular antenna array and does not require any grid search, is an effective alternative to the 2D MUSIC algorithm. Our numerical experiments demonstrated that using MMP in place of 2D MUSIC speeds up the joint AoA–ToF estimation of multipath components by around 200 times while delivering similar estimation accuracy in typical indoor scenarios. Moreover, we showed that changing the order of AoA and ToF estimation in the MMP algorithm improves the performance when there are two or more multipath components with the same AoA. In addition, we proposed a method for aggregating the CSI from multiple packets to enhance the quality of the CSI data. Instead of estimating the AoA and ToF values multiple times using the CSI from multiple packets, using the proposed multi-packet CSI aggregation method, all the available CSI data can be combined to carry out the estimation only once. We showed via simulations that this way both estimation accuracy and computational efficiency are improved. The theoretical performance analysis of the MMP algorithm for the problem considered in this paper can be an interesting topic for future work. Particularly, characterizing the performance versus various governing factors such as the SNR and channel bandwidth can provide valuable insights into the strengths and limitations of the algorithm as well as guidelines on its effective utilization in practice.







Author Contributions


A.U.A., F.d.H., and R.A. conceived the idea, conducted the investigation, and developed the methodology. A.U.A. collected the data under the guidance of B.K., A.U.A. and F.d.H. performed the simulations and drafted the article. R.A. and B.K. critically revised the article. R.J. and N.B. provided supervision and support throughout the work.




Conflicts of Interest


The authors declare no conflict of interest.




References


	1. 
Wang, Z.; Yang, Z.; Dong, T. A Review of Wearable Technologies for Elderly Care that Can Accurately Track Indoor Position, Recognize Physical Activities and Monitor Vital Signs in Real Time. Sensors 2017, 17, 341. [Google Scholar] [CrossRef] [PubMed]

	2. 
Farid, Z.; Nordin, R.; Ismail, M. Recent advances in wireless indoor localization techniques and system. J. Comput. Netw. Commun. 2013, 2013, 1–12. [Google Scholar] [CrossRef]

	3. 
Wang, X.; Gao, L.; Mao, S.; Pandey, S. CSI-based fingerprinting for indoor localization: A deep learning approach. IEEE Trans. Veh. Technol. 2016, 66, 763–776. [Google Scholar] [CrossRef]

	4. 
Wielandt, S.; Strycker, L.D. Indoor multipath assisted angle of arrival localization. Sensors 2017, 17, 2522. [Google Scholar] [CrossRef] [PubMed]

	5. 
Ertel, R.B.; Cardieri, P.; Sowerby, K.W.; Rappaport, T.S.; Reed, J.H. Overview of spatial channel models for antenna array communication systems. IEEE Pers. Commun. 1998, 5, 10–22. [Google Scholar] [CrossRef]

	6. 
Kotaru, M.; Joshi, K.; Bharadia, D.; Katti, S. Spotfi: Decimeter level localization using wifi. In Proceedings of the ACM SIGCOMM Computer Communication Review, London, UK, 17–21 August 2015; ACM: New York, NY, USA, 2015; Volume 45, pp. 269–282. [Google Scholar]

	7. 
Wu, D.; Zhang, D.; Xu, C.; Wang, Y.; Wang, H. WiDir: Walking direction estimation using wireless signals. In Proceedings of the 2016 ACM International Joint Conference on Pervasive and Ubiquitous Computing, Heidelberg, Germany, 12–16 September 2016; ACM: New York, NY, USA, 2016; pp. 351–362. [Google Scholar]

	8. 
Vasisht, D.; Kumar, S.; Katabi, D. Decimeter-level localization with a single wifi access point. In Proceedings of the 13th USENIX Symposium on Networked Systems Design and Implementation (NSDI 16), Santa Clara, CA, USA, 16–18 March 2016; USENIX Association: Berkeley, CA, USA, 2016; pp. 165–178. [Google Scholar]

	9. 
Li, X.; Li, S.; Zhang, D.; Xiong, J.; Wang, Y.; Mei, H. Dynamic-music: Accurate device-free indoor localization. In Proceedings of the 2016 ACM International Joint Conference on Pervasive and Ubiquitous Computing, Heidelberg, Germany, 12–16 September 2016; ACM: New York, NY, USA, 2016; pp. 196–207. [Google Scholar]

	10. 
Hua, Y. Estimating two-dimensional frequencies by matrix enhancement and matrix pencil. IEEE Trans. Signal Process. 1992, 40, 2267–2280. [Google Scholar] [CrossRef]

	11. 
Chen, F.J.; Fung, C.C.; Kok, C.W.; Kwong, S. Estimation of two-dimensional frequencies using modified matrix pencil method. IEEE Trans. Signal Process. 2007, 55, 718–724. [Google Scholar] [CrossRef]

	12. 
Chen, J.; Gu, H.; Su, W. A new method for joint DOD and DOA estimation in bistatic MIMO radar. Signal Process. 2010, 90, 714–718. [Google Scholar] [CrossRef]

	13. 
Gu, J.F.; Wei, P. Joint SVD of two cross-correlation matrices to achieve automatic pairing in 2-D angle estimation problems. IEEE Antennas Wirel. Propag. Lett. 2007, 6, 553–556. [Google Scholar] [CrossRef]

	14. 
Gu, J.F.; Zhu, W.P.; Swamy, M. Joint 2-D DOA estimation via sparse L-shaped array. IEEE Trans. Signal Process. 2015, 63, 1171–1182. [Google Scholar] [CrossRef]

	15. 
Khalajmehrabadi, A.; Gatsis, N.; Pack, D.; Akopian, D. A joint indoor WLAN localization and outlier detection scheme using LASSO and elastic-net optimization techniques. IEEE Trans. Mob. Comput. 2016, 16, 2079–2092. [Google Scholar] [CrossRef]

	16. 
Khan, E. Joint delay and angle of arrival estimation using EM algorithm for multipath signals arriving at antenna array. In Proceedings of the 5th International Conference and exhibition on Digital Signal Processing and Its Applications, Moscow, Russia, 12–14 March 2003. [Google Scholar]

	17. 
Lin, D.D.; Pacheco, R.A.; Lim, T.J.; Hatzinakos, D. Joint estimation of channel response, frequency offset, and phase noise in OFDM. IEEE Trans. Signal Process. 2006, 54, 3542–3554. [Google Scholar]

	18. 
Liu, X.; Guang, L.; Yang, L.; Zhu, H. PARALIND-based blind joint angle and delay estimation for multipath signals with uniform linear array. EURASIP J. Adv. Signal Process. 2012, 2012, 130. [Google Scholar] [CrossRef]

	19. 
Van der Veen, A.J.; Vanderveen, M.C.; Paulraj, A. Joint angle and delay estimation using shift-invariance techniques. IEEE Trans. Signal Process. 1998, 46, 405–418. [Google Scholar] [CrossRef]

	20. 
Vanderveen, M.C.; Papadias, C.B.; Paulraj, A. Joint angle and delay estimation (JADE) for multipath signals arriving at an antenna array. IEEE Commun. Lett. 1997, 1, 12–14. [Google Scholar] [CrossRef]

	21. 
Wang, Y.Y.; Chen, J.T.; Fang, W.H. TST-MUSIC for joint DOA-delay estimation. IEEE Trans. Signal Process. 2001, 49, 721–729. [Google Scholar] [CrossRef]

	22. 
Zhu, Y.; Liu, L.; Zhang, J. Joint angle and delay estimation for 2D active broadband MIMO-OFDM systems. In Proceedings of the 2013 IEEE Global Communications Conference (GLOBECOM), Atlanta, GA, USA, 9–13 December 2013; pp. 3300–3305. [Google Scholar]

	23. 
Vanderveen, M.C.; Van der Veen, A.J.; Paulraj, A. Estimation of multipath parameters in wireless communications. IEEE Trans. Signal Process. 1998, 46, 682–690. [Google Scholar] [CrossRef]

	24. 
Kedia, V.S.; Chandna, B. A new algorithm for 2-D DOA estimation. Signal Process. 1997, 60, 325–332. [Google Scholar] [CrossRef]

	25. 
Yilmazer, N.; Sarkar, T.K. 2-D unitary matrix pencil method for efficient direction of arrival estimation. Digit. Signal Process. 2006, 16, 767–781. [Google Scholar] [CrossRef]

	26. 
Ye, Z.; Liu, C. 2-D DOA estimation in the presence of mutual coupling. IEEE Trans. Antennas Propag. 2008, 56, 3150–3158. [Google Scholar] [CrossRef]

	27. 
Chen, F.J.; Kwong, S.; Kok, C.W. ESPRIT-like two-dimensional DOA estimation for coherent signals. IEEE Trans. Aerosp. Electron. Syst. 2010, 46, 1477–1484. [Google Scholar] [CrossRef]

	28. 
Gan, L.; Gu, J.F.; Wei, P. Estimation of 2-D DOA for noncircular sources using simultaneous SVD technique. IEEE Antennas Wirel. Propag. Lett. 2008, 7, 385–388. [Google Scholar] [CrossRef]

	29. 
Nie, W.; Xu, K.; Feng, D.; Wu, C.Q.; Hou, A.; Yin, X. A Fast Algorithm for 2D DOA Estimation Using an Omnidirectional Sensor Array. Sensors 2017, 17, 515. [Google Scholar] [CrossRef] [PubMed]

	30. 
Huang, W.; Yang, X.; Liu, D.; Chen, S. Diffusion LMS with component-wise variable step-size over sensor networks. IET Signal Process. 2016, 10, 37–45. [Google Scholar] [CrossRef]

	31. 
Zhang, X.; Xu, L.; Xu, L.; Xu, D. Direction of departure (DOD) and direction of arrival (DOA) estimation in MIMO radar with reduced-dimension MUSIC. IEEE Commun. Lett. 2010, 14, 1161–1163. [Google Scholar] [CrossRef]

	32. 
Barabell, A. Improving the resolution performance of eigenstructure-based direction-finding algorithms. In Proceedings of the IEEE International Conference on Acoustics, Speech, and Signal Processing (ICASSP’83), Boston, MA, USA, 14–16 April 1983; Volume 8, pp. 336–339. [Google Scholar]

	33. 
Yilmazer, N.; Sarkar, T.K.; Salazar-Palma, M. DOA estimation using matrix pencil and ESPRIT methods using single and multiple snapshots. In Proceedings of the 2010 URSI International Symposium on Electromagnetic Theory (EMTS), Berlin, Germany, 16–19 August 2010; pp. 215–218. [Google Scholar]

	34. 
Waweru, N.; Konditi, D.; Langat, P. Performance analysis of MUSIC, root-MUSIC and ESPRIT DOA estimation algorithm. Int. J. Electr. Comput. Energ. Electron. Commun. Eng. 2014, 8, 209–216. [Google Scholar]

	35. 
Kleibergen, F.; Paap, R. Generalized reduced rank tests using the singular value decomposition. J. Econom. 2006, 133, 97–126. [Google Scholar] [CrossRef]

	36. 
Electromagnetic Simulation Software by REMCOM. Available online: http://www.remcom.com/wireless-insite (accessed on 15 December 2016).

	37. 
Qian, H. Counting the Floating Point Operations (FLOPS). Available online: https://au.mathworks.com/matlabcentral/fileexchange/50608-counting-the-floating-point-operations--flops- (accessed on 5 May 2018).

	38. 
Xie, Y. Atheros CSI Tool. 2016. Available online: pdcc.ntu.edu.sg/wands/Atheros/ (accessed on 15 December 2016).









































© 2018 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).






media/file13.jpg
50

45

40

25

20

15
-100

-80

20

4
AoA (deg)

20

40

60

80

100





media/file4.png
Transmitter

Receiver






media/file27.png





media/file18.png
45 -

35

30 -

o~

(su) Jo1

20

15 -

N

{su) 401

100

40

20

-80

-100

100

-40

-80

-100

AoA (deg)
(b)

AoA (deg)
(a)





media/file21.jpg
50

ToF (ns)

2

15

100

-80

20

0
AoA (deg)

20

40

60

8

100





media/file26.png
50 50
45 45
40 40
—~ 35 ~ 35
w w
£ £
L L
= =
30 30
25 25
20 20 -
15 15 | | | | | |
-100 100 -100 -80 -60 -40 -20 0 20
Angle (degree) Angle (degree)

(a) (b)





media/file3.jpg
IEE—






media/file22.png
50

45

40

ToF (ns)

30

20

15

v

-100

-20 0 20 40 60 80
AOA (deg)

100





media/file19.jpg
(89) wnieds-OISNN

AoA (deg)

ToF (ns)





media/file7.jpg
2 L.
(gp) wnuoads-OISNN





media/file10.png
50 T T T T T T T T T 50 T T
45 1 45 -
L
40 —— . 40 -
35 1 35
[2] [2]
£ £
L L
e e
30 : . 30
)
25 ' 1 25
20 1 20 1
15 1 1 1 1 1 1 1 1 1 15 1 1
100 -80 -60 40 20 0O 20 40 60 80 100 100 -80  -60

AoA (deg)

(a)

-20 0 20
AoA (deg)

(b)

100





media/file14.png
50

ToF (ns)

30

20 r

+

15
-100

-80

-60

-40

-20 0 20
AOA (deg)

40 60 80

100





media/file11.jpg
(@p) wnipads OIS

W

ToF (ns)






media/file6.png
50

45

40

ToF (ns)

20

Poiit 04
Poiit 05 Point 03

Poiit 02

|
Poirit 01

15
-100

0 20 40 60 80 100
AOCA (deg)

(a)

ToF (ns)

50

T T T T T T T T T
45 - .
Poiit 04
40 - .
Point 03
35 -
Poiit 02
30 -
|
25 - —4— .
Poinit 01
20 -
15 | | | | | | | | |
-100 -80 -60 -40 -20 0 20 40 60 80
AOA (deg)

(b)

100





media/file15.jpg





nav.xhtml


  sensors-18-01753


  
    		
      sensors-18-01753
    


  




  





media/file16.png
ToF (ns)

30 T T T T T T T T T 30 T T T T T T T T T
20 7 20
10 A 10 -
[ J °
m
£
o 1 L Of
o]
|_
10| . -10
[ ]
-20 7 -20 [
_30 1 1 1 1 1 1 1 1 1 _30 1 1 1 1 1 1 1 1 1
-100 -80 -60 -40 -20 0 20 40 60 80 100 -100 -80 -60 -40 -20 0 20 40 60 80
AoA (deg) AoA (deg)

(a) (b)





media/file2.png
time of
flight

distance
(d)

antenna array





media/file20.png
MUSIC-spectrum (dB)

AOA (deg)






media/file23.jpg
L
H e -

I
s P -

N WUNE BT N SN R ]
@ (b)





media/file5.jpg
rea
%

®

o

=S
i

e
]

¥

ke
E

@

(b)





media/file24.png
40

35

RMSE: 2.78e+00ns,6.00e-01deg

RMSE: 3.

RMSE: 2.80e-01ns,7.60e-01deg

€+00ns,6.00e-01deg

0
-100

-60 -40 -20 0 20
Angle (degree)

(a)

40

60 80

100

40

35

RMSE: 8.18e-02ns,7.67e-01deg

RMSE: 8.16e-02ns,5.38e-01deg

RMSE: 1.04e-01ns,5.38e-01deg

0
-100

-60 -40 -20 0

20 40 60 80

Angle (degree)

(b)

100





media/file1.jpg
distance
(d)

antenna array





media/file25.jpg





media/file12.png
S295<

oS
R3S

S
Roese

333

eSS

S35

S

R
K

RS

N
R
N

N

RN

X
R

X
N =
R

7
5
0%
D5
1
s
4%
\\\\ %

N
N
R

%
7

N
R

N
N

N

N
N

N
D

AOA (deg)

%%
%
%
%
X7

%
2%
744
%
2
7%
555558
55555
555585
V., QQQNQ 32
»\\\M\QQ\NQQ
55058

%
D
i
Rk
s
KK
A
e e,
AL ATAAN
ot e e
e o e e
e eyt e,
050,00, 000 5 00,0, 0 0 a0, 0
e st e e e o e oo
05200 0yt e
Oy 2r 20y ey 0 0 g
00 0y st 0 e i 0
00 s 00ty 0 e e o o e e
LRI I KX,
00 20 0y A e
00str oot to e
0 tegtag 0y 00 )
LR BB
g s 050,00, 0 0 0
AR
tasle 00,00/,
¢~“&&$$$§
ST
Qo

X2
555 5
e,
20502
QK%
020,
02,20,
Lrp 3000
e
Cogtteg
Q0%
0l
-\-
il
0
%

XA
W,
W,
SR,
KK
AR
Wl
PO
AN
ARRRXN
(XXX

KA
(AN
$~ \g&m&ﬁ “

LKA
L,

S5
7t
&W&&Yi
Sy
CIARLRLRLAL
SRR
SRR
QAR
L RIRLALRLN
QAL
2edete ol
ote ool
ALK
000l
o
i
0,
A

522

22

L2 .....Q
22

200324
25582
588K
st
§§-~-~Mun-~
QLAY
QAR
oo ot
LR
LB
e
.l... 27 -$ #&?
L e A
X o 4

SLREHRL
ZHZRIALRE
257,
Y 2R
L7HAL LAY LIAL
R LI
LA hhh%%%ﬂnﬂu#nnn&.u&? $¢
oy QRGN
ool

15

LY

[

4
X
gy, 7
A R
2 %
L 2%

ALY 7
RO A
LAY o
o ey Q
o A

N
iy XX
AXSARIBAOOARY
QOO
QURAHAKIAOAAXY
QORI
IREAXIREARN
CXXANRAYXARXX
QXA
555 % AN
R R A A RO
2R R R s§s§§%...........%
¥, A A AR BB
A ety tr Lot o e
N o a 0 0 e et I
.0....-----.-3:¢:55333:::}
A A R R KMAAOOAK
L AR RN
R R K MNAARAR X
v, R R RN LRNAABAX
R AU
RN HNAXAANNAMARK)
o AR
R KOOI
AR AKX,
R R R M $::o:
LR ORAR BB TRy
AR R G OOAR
DR R RO RAAAANNOA
Y, SRR ARMIN A
o 00 JAAAORINY (X
Y, DRRUKIANASANARRXY
LR QRRBAOANOANN
e AN
I
o ottt %
e datelnlolnly, %
R
Wadedotn e lolol,
e n Nl
LN
:&m&&¢ X
oy

ee
e
2
o
il
%
' 7
h,
R
X
:.:
2
K
A
%Y

e
o
A
g
::.
i
X
A

Y, s
%)
0

R
o
Y
R
R
o
:.:
o
0
0
0
‘%
g
i

ot
2
otey,
::ui
ogted
o
el
R
R
0%
) X
i

o
g J\:::: N
Wl
Ry .......:..

il W oo//
OO
o

A

ToF (ns)

4 o .:oo/
KU, //
i
OO0
A
OO
SOOI
DRSO
BN,
i\
N /
A /

)
......%

o\ ///

(gp) wnoads-DISNIN





media/file9.jpg





media/file0.png





media/file8.png
50

e o&%«w ooooo
/ﬂ, ‘0./%.\\‘\“‘0“““%“"""00““““3
,ﬂ ‘tr.‘u....“.,.\\\\‘wuwuuea%.s.s.“..
,///,, \‘wu....““\\“uuwuwuz..u%?zz
',' %‘...:,, ,\\\‘x. “\\\\o&u\o‘.&xzo.m‘...m%}
| .. .“\\\““\z:%e%.‘o:zxz:%z
.:...............4 “\\\\%@“\%\%@&&Xs
o..... ... X o “\é\“\x\\\\\o\\ooo
| ... .....::.\\\\Ozx:, \\\\Q\\\\\o\\\t\\t\t\\\:i\\i
\ X X .......\\\\\\%:...,,. ~\“v\ \%\‘z\t\:\\\\\i\%\:\s
| ) ) ,.\\\\\:. ?. Q\%\\\\\\\:\\\\ki\?:z\\t
.:.:....... ) \\ \\ss...... %\%\s\\\\\\\\\\\\\\\
..........., il M&%:&@&\\%\\&}\s\
:.:: ) \\\\\\\‘s\@&&\%@
.. .:~ ,. \\\\\t::.% s\\\\ Ch\w\&& QF\&\?\ 4
%%«Fbs ‘.\\ \\%\\\\\\\\s&nuzz»&i&u::@&weie
1 : \\\\\\\\\\\\\\Xttts%zz:tz:%s2
1_. \\\\\\\\\\\\\\\\x\os\\u%kie\wi\:\
...._./ \\\\\\\\\\\\\\\\\\\\S\\\Q\~%\z\w~\
,,,,\...W ............ \\\\\\\\\o\\\\\o\\\\o\\s\\s@?@l\s\
..... 5 .... 3 % \\\\\\\\\\\\\\3::%3\\:%\\\{ xz::
\\\
.... B ' X & 3 \\\\\t\\\\\\\\s\\33%%5\3::\32\
...... ........:.. Z \\\\s\s\\\\\\\\\\\\\\\\%\:\\‘%\\o\\\w:f
\.......s:....: = \\\\\\\\\\\\\\\\\3\\:«%\\1\:{:\\%\
i i R .::.... \Q\\t\\\\\\\\o\\\\\\o\s~u
:....:E..\......., = \\oo\\\\\\\\\\\\\\\t\\?&\s\\o\@\w\%o\o
..\,,,..:.¢.\~....\\\\\\\ é\\\\\\\\\\&\w\\\%\s\\\:ﬁ%‘\:\\\%\‘\\ o
::::.ES.. \\\s\t\\\\\\ \\\\s\\\\\s\\%\\%\\\%\\\
\\\\ss\\\\\\\\\\
}%%%.\.. 7 = \\s§\\\\\\\s\\\\&s\\\\%\\tt%ost%@¢\\
1 \ 1: ::. = \\\tt\\\\\s\\\ssss\s\\\\t\\ttstt 5
&%«\\.s...\ \\\\\sz‘\\\\\\\\\\\8?:zz%%%%i%%x%t
. 7 \af o \\\\s\\\\\\\s\\s\\&\tst
\\\\\\s\\\\&%%\
%\i\ \\\ ..__ \\\\t\\\\\s\\z\::%z%ﬁzi
\\%\E\......., \\ze\\\\t%@e%c%:xi%&:%
\\\\ot\\\\\e\o\%‘w % <
\\\\\\\\\o\‘m‘i::,
\.\%,,\.:.....‘ \\..\\\\3eia:%i.azz..z... Q
&\%\\.......... \\\...\s\\\\\‘\“‘oo‘wu‘%“veezi.u‘o%ai <
.\N..“\N\“\.\..........‘\‘N‘..... 5 \\\s‘s""%33‘38.33&%.%.3.
.%.. ,:. ......‘\‘.. ) “\s“t%e.iezza. %.... {0 o
::.q:.\..... \‘%.... “838838338..8 ..3..
‘%‘.3“388.33.3.3.3...... ...s rg)
«........."... ........ t&.... ?"883833s..sssss. ss
.. ........., ‘ § “ 0300 v
;mh,,,,,, K %m%%%%%%z
..“.......“,,,,,,,,,,” \
% % |
N
Lo
o )
Te} X
Al
) &
_ (42
<
[72]
_M

2\

Lo
o

45

S
—
d

(
p)
w
n
1osd
S
-0
IS
N
N





media/file17.jpg





