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Abstract

:

Extending the dynamic range can present much richer contrasts and physical information from the traditional low dynamic range (LDR) images. To tackle this, we propose a method to generate a high dynamic range image from a single LDR image. In addition, a technique for the matching between the histogram of a high dynamic range (HDR) image and the original image is introduced. To evaluate the results, we utilize the dynamic range for independent image quality assessment. It recognizes the difference in subtle brightness, which is a significant role in the assessment of novel lighting, rendering, and imaging algorithms. The results show that the picture quality is improved, and the contrast is adjusted. The performance comparison with other methods is carried out using the predicted visibility (HDR-VDP-2). Compared to the results obtained from other techniques, our extended HDR images can present a wider dynamic range with a large difference between light and dark areas.
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1. Introduction


With the continuous progress of imaging technologies in recent years, one particular demand is to display the acquired images in high quality to resemble the real scenes [1]. The ordinary low dynamic range (LDR) image with 8 bits per channel is usually insufficient to cover all light attributes of a real scene [2]. To derive the brightness information, researchers and practitioners have examined the transformation between the low and high-intensity dynamic extents to obtain the high dynamic range (HDR) images. This has driven the investigation into generating the HDR content from a single LDR image [3,4]. On the other hand, the high dynamic range imaging techniques are also used to overcome some challenging problems in traffic light recognition, lane detection, vehicle, and pedestrian detection at night time for driving assistance [5,6]. The HDR cameras can support more than one channel corresponding to different exposure values to extract the object pattern from a dark background [7]. With high dynamic range imaging, the clear background of the low exposure (dark) channel provides the detection system reliable information. This can make the system more robust when processing the noisy images at the night time [8]. Moreover, stereo vision and high dynamic range imaging can be combined to improve the disparity estimation [9,10].



In recent years, some techniques have been developed for the generation of high dynamic range images from a single input image. It can be applied to mobile imaging devices such as cell phones and compact digital cameras to provide HDR images from an LDR image sensor [11]. They are commonly referred to as the next generation high dynamic range post-processing software [12,13]. HDR imaging in image processing, photography, and computer graphics is a combination of techniques that permits a greater dynamic range of exposure between bright and dark regions. Many proposed methods are based on LDR to HDR expansion. They have been used for HDR compression and enhancing the quality of rendered images with HDR image-based lighting [14]. In [15], Florea et al. presented the utilization of adaptive local luminance to help the algorithm to complete the task of preserving global image details and enhancing local contrasts. However, they did not derive the physical brightness information but focused on adjusting the brightness values in specific image regions such as the foreground areas to create an HDR image.



To retrieve the hidden information from a single LDR image and create a high-quality perceptual image, we propose a method to generate an HDR image from a single LDR image. As illustrated in Figure 1, the proposed technique aims to improve the image quality and simultaneously balance the dark and bright regions. Firstly, with the separation of intensity and color details, the input LDR color image is converted into the HSI color space, and only the intensity channel is processed. For the brightest regions of the intensity image, we build a combined 2D Gaussian filter. Secondly, the filtered pixel histogram optimized by the integrated 2D Gaussian filter is expanded from 8 bits to 10 bits with a Gaussian distribution in the dynamic range. For a Gaussian distribution, we multiply the histogram, then extend this multiplied strength function and move the histogram bins to the left and right sides until we have an optimal histogram. Thirdly, to obtain an HDR intensity image, the expanded histogram is matched to the input intensity value. We synthesize an HDR intensity image by extending the dynamic range of intensity, which is then combined with the color information to produce an HDR image. Finally, the HDR image is transformed into an LDR image using a globally optimized linear tone-mapping technique to display on normal monitors [16].



The main contributions of this work are as follows:




	
We build a hybrid 2D Gaussian filter that is ideal for filtering bright images.



	
We propose a method to restore an HDR by a single image and derive a high-quality perceptual image that resembles the real-world scene in dynamic range.



	
A solution to match the HDR histogram and the original image using the HDR histogram equalization technique is presented.



	
In the proposed system, we include a theoretical analysis and functional assessment of stability and performance.



	
Compared with other methods, better results of the tone mapped HDR images, and the VDP-Quality score from our technique are reported.








The rest of this paper is organized as follows. Section 2 provides the literature survey on the related work. Section 3 presents our algorithm of extended dynamic range imaging. Section 4 shows our HDR compression results, the tone mapping results, and the performance evaluation and comparison on dynamic range independent image quality assessment. Finally, Section 5 gives some discussions and concludes this work.




2. Related Work


The current HDR image acquisition approaches are mainly divided into two categories– including advanced hardware with a sophisticated image sensor and developing tool with image processing algorithms. The dynamic range image sensor, generally defined by the ratio of the most significant non-saturating output signal to the standard noise deviation under dark conditions, is often considered to be associated with accuracy. The dynamic range of a conventional CMOS image sensor is usually too limited to fulfill the visual signal acquisition criteria [17,18]. With this method, the sensor can work in a maximum dynamic range (120 dB) to obtain good quality HDR images. In [19], Dutton et al. exploited the high dynamic range of the single-photon avalanche diode (SPAD) that is scalable to megapixel arrays. In [20], Martinez et al. proposed a method to optimize the LinLog CMOS sensor and increase its yield for HDR scenes.et al. In CMOS image sensors, all components are required to be included and work in a very small camera system. Thus, the development of the hardware to improve HDR imaging is very challenging.



The new approaches to extend the dynamic range image have attracted the attention of several researchers. Im et al. presented a method to produce three LDR images using local histogram stretching from a single input image. They generate the HDR image by fusing three extended local histograms with noise reduced LDR images. The proposed system is capable of producing ghost HDR images using a single input image [12]. Huo et al. also proposed an innovative approach to traditional dynamic range extension, low dynamic range viewing images for HDR image production and display. The approach allows the image quality is more appropriate for applications such as image segmentation, object detection, and surveillance [4]. Kwon et al. suggested a novel surround diagram, utilizing a single-scale approach to conduct halo reduction and information enhancement. The proposed approach can be easily coupled with modern methods of tone-mapping focused on local surround mapping [21]. The major drawback of LDR to HDR expansion approaches is their failure to extend broad over-exposed regions. This question depends on the scale of the area being over-exposed [22]. Lin et al. proposed an extended dynamic range imaging method by spatially down-sampling the LDR image [23]. Tran et al. presented a method to extend the dynamic range from a single image [24]. The high-resolution information of the input image is converted into the high-quality range information of the output. Results have shown that the extended dynamic range images produced using the proposed method provide improved image quality in terms of visual perception assessment compared with the previous LDR to HDR algorithms.



For deep learning approaches, Lee et al. proposed a deep neural network architecture based on a generative adversarial network (GAN) to solve the inverse tone mapping problem and reconstruct the missing signals from a single LDR image [25]. They used the structural advantages of GAN to infer the natural HDR content extended from a given image. In [26], Eilertsen et al. proposed deep CNNs and hybrid dynamic range autoencoder network for HDR reconstruction. The encoder converts an LDR input to the latent feature representation, and the decoder reconstructs it to an HDR image in the log domain. The reconstructed HDR images from a single exposure are visually convincing, with large improvements in the saturated image regions. However, there is a content-dependent limitation of the network when dealing with the missing information.



For the inverse tone mapping problem, a general framework starts from a single exposure LDR image using the inversion of a tone mapping operators (TMOs) and the expansion map created using the density estimation of light sources [27]. In [28], the inverse gamma and contrast scaling are applied for reverse tone mapping on-the-fly expansion of the dynamic range of legacy. The tone mapped results of the generated HDR images demonstrate a good performance of the tone mapping algorithm [29]. They imitated and deduced the retina response to be locally adaptive, and then estimated the luminance of local adaptation at each pixel in the image. An LDR image and local luminance are applied to the inversed local retina response and reconstruct the original scene’s dynamic range.




3. Approach


The proposed method for HDR image generation consists of three major steps as illustrated in Figure 2. The first step is to design a combined 2D Gaussian filter to reduce the brightest regions. The second step is the procedure to generate a high dynamic range image by extending the histogram to obtain an HDR histogram with a Gaussian distribution. The final step is the tone-mapping for rendering the HDR image on an LDR monitor.



3.1. Combined 2D Gaussian Filter


We built a multi-layered combined 2D Gaussian filter. This 2D Gaussian filter is used in the first step to reduce the high-level pixel in the intensity image to balance between the bright regions. Firstly, to produce an intensity image, as shown in Figure 3a, the RGB values of the input image are transformed to the HSI color space. The intensity image is then binarized by applying a threshold to eliminate the low-intensity pixels and retain the high-intensity ones, as presented in Figure 3b. Second, each region in the binary image is organized to a layer, and each layer provides high-intensities in the region. The minimum area of the region is limited by a threshold of 1000 pixels to perform the filtering. Linked components are used to count the blocks in each layer. The 8-connectivity operator is used to define the high-intensity areas. One area is contained in one layer and distributed according to the scale of the high-intensity by a 2D Gaussian. All processed layers are then incorporated to obtain a combined 2D Gaussian, as illustrated in Figure 3c. The 2D Gaussian distribution for each layer is based on the equation


   G 2   (  x 1  ,  x 2  )  =  1  2 π  σ 2    ×  e   − (  x 1 2  +  x 2 2  )   2  σ 2      



(1)




where   x 1   and   x 2   denote the dimension of the region with high intensities, and   σ = ( v + h ) / ( 2 π )   where v, h are the vertical and horizontal size of the region having   t h r e s h o l d > 250   for the intensity value. The variance of the filter is changed following the regions in the binary image.



As shown in Figure 3b, we have two regions in the binary image. In each layer, one region is applied by a 2D Gaussian filter. Thus, the combined 2D Gaussian filter is used for the combined two layers. This 2D Gaussian filter is designed to reduce the high-intensity values in the image to balance between the bright regions. It is especially for high illumination source areas (such as light, sun). This 2D Gaussian filter is used in some situations when it is required to balance the bright regions in the image. This filter is scaled in the range   ( 0.5 ; 1 )   as shown in Figure 3c to reduce the high-valued pixels in the filtered intensity image as in Figure 3d.




3.2. Extending Dynamic Range


The next task is to produce an HDR image with a high bit depth, say 10-bit. Let filtered-I be a filtered intensity image (see Figure 3d), which is filtered by the combined 2D Gaussian.



We use a filtered image to determine the image histogram and extend the histogram with a Gaussian distribution. The histogram of a filtered image is multiplied with a 1-D Gaussian distribution and then extended. The contrast is also adjusted by the extension and multiplication transformation between the low and high dynamic ranges.



In the first step, we multiply the histogram of filtered image, as shown in Figure 4 with a 1-D Gaussian distribution


   G 1   ( x )  =  1    2 π   σ    e   −   ( x − μ )  2    2  σ 2      



(2)




where   σ = r / 2 π   is the standard deviation of the distribution, r is the extending histogram range,   μ = r / 2   is the mean, and x is a variable of the extending histogram range. Figure 5 shows the 1-D Gaussian distribution following the the extending histogram range.



For intensity transformation and extending histogram, we transform the intensity from the left and right to the middle of the histogram by multiplying with 1-D Gaussian distribution. After that, we extend 128 operators for each side with zero extending. The multiplied operators are then shifted for both sides with a step by 2. Thus, we have one zero and nonzero adjacent operator. Afterward, we balance the operator by taking the average of two adjacent operators. Therefore, the extending histogram added 256 operators each time. This iteration repeats until the desired extended histogram is derived, as shown in Figure 6a. The number of iteration is given by


  i =   2 n  256  − 1  



(3)




where n is the bit-depth of the HDR image, i is the number of extending cycles. The extended histogram is then scaled with the original histogram to obtain the same intensity values, as illustrated in Figure 6b.



Then, we fit the extended HDR histogram to the LDR intensity image to build an HDR intensity image based on a technique of histogram equalization. Histogram equalization is designed to adjust the intensities of the image to improve the contrast [30]. For a general 8-bit intensity image, the pixel value varies between 0 and 255. Suppose we want to perform histogram equalization on the original image and scale the intensity to the range of   [ 0 , 1023 ]   to form a 10-bit image. For the extended histogram in HDR, we compute the cumulative probability by the equations


  p d f  ( X )  = p  (  R k  )  =   T o t a l P i x e l s W i t h I n t e n s i t y  R k    T o t a l P i x e l s I n I m a g e X    



(4)




and


  c d f  ( X )  =  ∑  k = 0   L − 1   p  (  R k  )   



(5)




where   p (  R k  )   is the probability of the pixel intensity and L is the length of the extended histogram. Finally,   c d f ( X )   needs to be multiplied by L and rounded to the nearest integer. The multiplied cumulative probability of the extended histogram is shown in Figure 7.



To match the histogram, we first compute the bin size of the histogram by


  B i n S i z e =   2 n  256   



(6)




where n is the bit-depth of the image.



Based on Equations (4)–(6), we perform histogram equalization on the original image and scale the intensity to the range of   [ 0 , 1023 ]   as presented in Equation (7). It is a method to process the intensity image in order to adjust the contrast of the image by modifying the intensity distribution of the extended histogram. The target of this technique is to give a linear trend to the cumulative probability of the extended histogram associated to the image.


   I  H D R    ( u , v )  ∈  [ 0 , 1023 ]  ← T  ( I  ( u , v )  ∈  [ 0 , 255 ]  )   



(7)




where   I ( u , v )   is the previous intensity of the pixel,    I  H D R    ( u , v )    is the new pixel intensity with high dynamic range, T is the transformation function of the intensity based on the HDR histogram equalization technique and the merged neighborhood pixels.



The intensity values and number of pixels corresponding to a given intensity value are adjusted in the extended histogram, and the number of total pixels is unchanged. The new intensity range will be produced with the intensity values of the combined ranges. As illustrated in Figure 8, the neighborhood pixels will be merged into a histogram bin. The number of merge operations depends on the bin size of the histogram. In this research, our goal is to generate a 10-bit HDR image, so the bin size will be set as   1024 / 256 = 4  . That is, we need to perform the merge operation four times and divide it to   B i n S i z e   to obtain the combined CDF. It is then transposed to a vector with 256 operations and store the intensity value between 0 and 1023 as shown in Figure 7b. Finally, the transposed combination CDF of the extended histogram is matched with the LDR intensity image. This matching is used to derive an HDR intensity image by finding the indices of nonzero elements and returning the linear indices corresponding to the nonzero entries of the array. We then match all low range values by high range values corresponding to the transposed combination CDF to obtain an HDR intensity image. The HDR intensity image is combined with the hue and saturation images to have an HDR image. The histogram of an HDR intensity image is shown in Figure 9a.



After extending the dynamic range image, we convert the HDR image to an LDR image (HDR2LDR) for display. Due to the limitations of presenting the contrast of HDR images on a normal monitor, the HDR images have to be compressed for display. Tone-mapping is a method for rendering an HDR image to a normal monitor. This method compresses the overall contrast of an HDR image to facilitate the display on LDR devices and produce LDR images with preserved local contrast.




3.3. Tone-Mapping


Tone-mapping for HDR images is a technique performed in image processing and computer graphics to map a group of colors to another. It is to approximate the appearance of HDR images in a limited dynamic range and display on a suitable LDR monitor [31]. The tone-mapping techniques still have the problem of strong contrast reduction from the radiance of real scene values while keeping the image details. In general, it is a useful method to display the essential values of an HDR image on the LDR monitors, as shown in Figure 9b. In this work, we use a globally optimized linear windowed tone-mapping method proposed by Shan et al. [16]. It is a high dynamic range compression method that effectively suppresses the global contrast while preserving the local image structure details. This globally non-linear method uses overlapping window-based linear functions to reconstruct the image radiance. The image structures can be preserved even in challenging HDR images that contain either abrupt radiance change or relatively smooth but salient transitions.





4. Experiments and Evaluation


In the experiment we use two sets of images, Window series (  1024 × 683  ) and Exposure Sample series (  484 × 324  ), for evaluation [32,33]. Each set consists of LDR images acquired with different exposure settings. In Figure 10, Figure 10a–c,g–i show the input images, and Figure 10d–f,j–l are the results with synthesized tone-mapped images corresponding to the single inputs of Exposure Sample series, respectively. The results demonstrate that our approach effectively preserves the image details for both bright and dark regions and provides high-quality perceptual images.



To evaluate the performance of the proposed method, our results are compared with the outputs from Dynamic Photo HDR-6 (DPHDR) [34]. DPHDR is a photography software designed to create HDR images and tone mapped high dynamic range photos. As shown in Figure 11a–c are the input images of the Window series, Figure 11d–f are the results of our method, and Figure 11g–i are the results from Dynamic Photo HDR-6. The visual comparison of the images demonstrates that our method is able to represent a wide range of difference between the bright and dark areas.



For objective evaluation, we use a dynamic range independent image quality assessment technique proposed by Aydin et al. [35]. It is designed to compare the images with radically different dynamic ranges by utilizing a model of the human visual system. As shown in Figure 12b, the central idea is a new definition of visible distortion based on the detection and classification of visible changes in the image structure. For the evaluation with a dynamic range independent image quality assessment method, the reference image, as shown in Figure 12a is used.



In Figure 11, we compute the image quality metrics between the results of the tone-mapped Window series and the reference image. Figure 11d–f,j–l show the Window series results with tone-mapping and the quality assessment metric images, respectively. The assessment metric shows that the contrast of the dark regions in our results is increased. It is due to the stretching, which reveals some previously invisible details around the objects in the foreground. The evaluation demonstrates that the information stored in HDR images typically corresponds to the physical values of luminance.



For more comparison, HDR images are generated using an input LDR image, as shown in Figure 13a. The HDR images are evaluated using HDR-VDP-2 [36] to predict the visibility differences between the tone-mapped HDR images and the reference image (see Figure 13b). HDR-VDP-2 metrics focused on a well-calibrated visual model will accurately estimate the variations in brightness and clarity between pairs of images. The metric is based on a modern visual model for all luminance conditions and is developed from recent measurements of contrast sensitivity. HDR-VDP-2 represents a step towards improved visibility and an indicator of efficiency. The comparison results are shown in Figure 14. Figure 14e–h show the results obtained from HDR-VDP-2. The red-color pixels (close to 1) indicate that we can see the difference from the reference image. In our result, as shown in Figure 14h, it has more blue-color pixels (close to 0) than those obtained from existing methods. This color region demonstrates that we cannot recognize the difference from the reference image. It also indicates that the proposed method approximates the actual scene luminance better than the other methods.



Table 1 tabulates the contrast metric evaluation method proposed by Aydin et al. [35]. The test images and results using our approach are shown in Figure 15. In the assessment, contrast loss, contrast amplification, and contrast reverse are used to evaluate the difference between HDR images. Less amplification of invisible contrast means fewer artifacts during dynamic range expansion. The reverse of visible contrast indicates that the difference between the test and reference images is visible. Amplification of invisible contrast implies that the contrast becomes visible in the test images while invisible in the reference images. As shown in Table 1, our results have the smallest total contrast errors in 4 out of 6 images. In terms of contrast reverse, loss, and amplification, the proposed method is better than the techniques by Banterle et al., Huo et al., and Wang et al. Furthermore, our results provide better perceptual quality from contrast analysis of the images presented in Figure 15.



The performance evaluation is carried out for the quantitative comparison with several state-of-the-art HDR prediction techniques. As shown in Table 2, two commonly used image quality metrics, Peak Signal to Noise Ratio (PSNR) and Structural Similarity Index (SSIM), are adopted for the evaluation. A larger PSNR value implies the reconstruction of higher quality and less distortion in the pixel-level. An image with higher SSIM is considered to be more perfect with the contrast quality. We also perform the evaluation with metric HDR-VDP-2, which intuitively reflects human visual perception. The higher HDR-VDP-2 score means the reconstructed HDR image has more renaissance. For the running time comparison, our program and the existing algorithms are tested on a computer with an Intel i7-7700 CPU at 3.6 GHz and 32 GB RAM. An additional NVIDIA 1080 with 8 GB RAM is used for the GPU implementation. The experiment is carried out using the images with a resolution of   1024 × 683  . As shown in Table 3, the whole process takes about 1.47 seconds for our method, which is faster than Huo et al. [38], Masia et al. [39], but slower than Endo et al. [37].



As shown in Figure 16, we test our method with an LDR input image to evaluate our HDR and tone-mapping results. We also compare with the output of Eilertsen et al. [26] as presented in Figure 16b. Their method creates an HDR reconstruction from a single exposure by a deep convolutional neural network. Figure 16d–f,g–i show the analysis of Eilertsen’s results by separating the red, green and blue channels in logarithm. Our HDR result is also reported by separating the red, green, and blue channels in logarithm, as shown in Figure 16j–l. Figure 16m–o present the tone-mapping results by separating the three channels for comparison and evaluation. In the tone-mapping result shown in Figure 16c, it can be seen that our method obtains a balanced exposure between the high and low-intensity regions. We also preserve the details of dark and highlight regions. As reported in Figure 16g–o, the quality of reconstruction in each channel using our method has some limitations compared with the results of Eilertsen et al. However, our extending method of the HDR from intensity images is comparable with the HDR reconstruction by a deep convolutional neural network.




5. Conclusions


In this paper, we propose a method to generate the HDR and perceptual high-quality image from a single input image. A technique for extending the histogram of an intensity image using a Gaussian distribution is developed. We present an algorithm to merge the HDR histogram with the original image to obtain an HDR image. The experimental results demonstrate that the proposed technique can synthesize more natural images. The results from image quality assessment also illustrate that our method works well and generates high-quality HDR images. The comparison of tone-mapped HDR images and VDP-Quality reports that better quantitative results can be obtained using our approach. In future work, the optimization of our algorithms, and the exploration of more efficient techniques for extending higher dynamic range will be investigated.







Author Contributions


V.L.T. developed software programs, performed experiments, data analysis, and wrote the paper. H.-Y.L. proposed the idea, formulated the model, conducted the research, and wrote the paper. All authors have read and agreed to the published version of the manuscript.




Funding


The support of this work is in part by the Ministry of Science and Technology of Taiwan under Grant MOST 106-2221-E-194-004 and the Advanced Institute of Manufacturing with High-tech Innovations (AIM-HI) from The Featured Areas Research Center Program within the framework of the Higher Education Sprout Project by the Ministry of Education (MOE) in Taiwan.




Conflicts of Interest


The authors declare no conflict of interest.




References


	



Shaya, O.A.; Yang, P.; Ni, R.; Zhao, Y.; Piva, A. A New Dataset for Source Identification of High Dynamic Range Images. Sensors 2018, 18, 3801. [Google Scholar] [CrossRef] [PubMed]

	



Bandoh, Y.; Qiu, G.; Okuda, M.; Daly, S.; Aach, T.; Au, O.C. Recent advances in high dynamic range imaging technology. In Proceedings of the 2010 IEEE International Conference on Image Processing, Hong Kong, China, 26–29 September 2010; pp. 3125–3128. [Google Scholar] [CrossRef]

	



Lee, S.; An, G.H.; Kang, S. Deep Chain HDRI: Reconstructing a High Dynamic Range Image from a Single Low Dynamic Range Image. IEEE Access 2018, 6, 49913–49924. [Google Scholar] [CrossRef]

	



Huo, Y.; Yang, F. High-dynamic range image generation from single low-dynamic range image. IET Image Process. 2016, 10, 198–205. [Google Scholar] [CrossRef]

	



Wang, J.G.; Zhou, L.B. Traffic Light Recognition With High Dynamic Range Imaging and Deep Learning. In IEEE Transactions on Intelligent Transportation Systems; IEEE: Piscataway, NJ, USA, 2018; pp. 1–12. [Google Scholar] [CrossRef]

	



Khan, J.; Yeo, D.; Shin, H. New Dark Area Sensitive Tone Mapping for Deep Learning Based Traffic Sign Recognition. Sensors 2018, 18, 3776. [Google Scholar] [CrossRef]

	



Jang, C.; Kim, C.; Kim, D.; Lee, M.; Sunwoo, M. Multiple exposure images based traffic light recognition. In Proceedings of the 2014 IEEE Intelligent Vehicles Symposium Proceedings, Dearborn, MI, USA, 8–11 June 2014; pp. 1313–1318. [Google Scholar] [CrossRef]

	



Chen, G.; Li, L.; Jin, W.; Li, S. High-Dynamic Range, Night Vision, Image-Fusion Algorithm Based on a Decomposition Convolution Neural Network. IEEE Access 2019, 7, 169762–169772. [Google Scholar] [CrossRef]

	



Park, W.; Ji, S.; Kang, S.; Jung, S.; Ko, S. Stereo Vision-Based High Dynamic Range Imaging Using Differently-Exposed Image Pair. Sensors 2017, 17, 1473. [Google Scholar] [CrossRef]

	



Lin, H.Y.; Kao, C.C. Stereo Matching Techniques for High Dynamic Range Image Pairs. In Image and Video Technology; Bräunl, T., McCane, B., Rivera, M., Yu, X., Eds.; Springer International Publishing: Cham, Switzerland, 2016; pp. 605–616. [Google Scholar]

	



Lapray, P.; Thomas, J.; Gouton, P. High Dynamic Range Spectral Imaging Pipeline For Multispectral Filter Array Cameras. Sensors 2017, 17, 1281. [Google Scholar] [CrossRef]

	



Im, J.; Jeon, J.; Hayes, M.H.; Paik, J.K. Single image-based ghost-free high dynamic range imaging using local histogram stretching and spatially-adaptive denoising. IEEE Trans. Consum. Electron. 2011, 57, 1478–1484. [Google Scholar] [CrossRef]

	



Dasari, R.; Chen, C.W. A joint visual-inertial image registration for mobile HDR imaging. In Proceedings of the 2016 Visual Communications and Image Processing (VCIP), Chengdu, China, 27–30 November 2016; pp. 1–4. [Google Scholar] [CrossRef]

	



Kalantari, N.K.; Ramamoorthi, R. Deep High Dynamic Range Imaging of Dynamic Scenes. ACM Trans. Graph. 2017, 36, 144:1–144:12. [Google Scholar] [CrossRef]

	



Florea, C.; Vertan, C.; Florea, L. High Dynamic Range Imaging By Perceptual Logarithmic Exposure Merging. Int. J. Appl. Math. Comput. Sci. 2015, 25, 943–954. [Google Scholar] [CrossRef]

	



Shan, Q.; Jia, J.; Brown, M.S. Globally Optimized Linear Windowed Tone Mapping. IEEE Trans. Vis. Comput. Graph. 2010, 16, 663–675. [Google Scholar] [CrossRef] [PubMed]

	



Ma, C.; Liu, Y.; Li, Y.; Zhou, Q.; Wang, X.; Chang, Y. A 4-M Pixel High Dynamic Range, Low-Noise CMOS Image Sensor With Low-Power Counting ADC. IEEE Trans. Electron Devices 2017, 64, 3199–3205. [Google Scholar] [CrossRef]

	



Wang, R.-G.; Yin, Y.-G.; Li, L.; Wang, X.; Chang, Y.-C. A high Dynamic Range CMOS image sensor with dual charge transfer phase. In Proceedings of the 2016 13th IEEE International Conference on Solid-State and Integrated Circuit Technology (ICSICT), Hangzhou, China, 25–28 October 2016; pp. 1369–1371. [Google Scholar] [CrossRef]

	



Dutton, N.A.W.; Abbas, T.A.; Gyöngy, I.; Rocca, F.M.D.; Henderson, R.K. High Dynamic Range Imaging at the Quantum Limit with Single Photon Avalanche Diode-Based Image Sensors. Sensors 2018, 18, 1166. [Google Scholar] [CrossRef] [PubMed]

	



Martínez-Sánchez, A.; Fernandez, C.; Navarro Lorente, P.; Iborra, A. A Novel Method to Increase LinLog CMOS Sensors’ Performance in High Dynamic Range Scenarios. Sensors 2011, 11, 8412–8429. [Google Scholar] [CrossRef]

	



Kwon, H.J.; Lee, S.H.; Lee, G.Y.; Sohng, K.I. Enhanced high dynamic-range image rendering using a surround map based on edge-adaptive layer blurring. IET Comput. Vis. 2016, 10, 689–699. [Google Scholar] [CrossRef]

	



Banterle, F.; Debattista, K.; Artusi, A.; Pattanaik, S.; Myszkowski, K.; Ledda, P.; Chalmers, A. High Dynamic Range Imaging and Low Dynamic Range Expansion for Generating HDR Content. In Computer Graphics Forum; Blackwell Publishing Ltd.: Oxford, UK, 2009. [Google Scholar] [CrossRef]

	



Lin, H.Y.; Huang, J.W. Extended Dynamic Range imaging: A spatial down-sampling approach. In Proceedings of the 2014 IEEE International Conference on Systems, Man and Cybernetics (SMC), San Diego, CA, USA, 5–8 October 2014; pp. 1771–1776. [Google Scholar] [CrossRef]

	



Tran, V.L.; Lin, H. Dynamic Range Extension and Matching from a Single LDR Image. In Proceedings of the 2018 14th International Conference on Signal-Image Technology Internet-Based Systems (SITIS), Las Palmas de Gran Canaria, Spain, 26–29 November 2018; pp. 130–136. [Google Scholar] [CrossRef]

	



Lee, S.; An, G.H.; Kang, S. Deep Recursive HDRI: Inverse Tone Mapping Using Generative Adversarial Networks. In Proceedings of the Computer Vision-ECCV 2018-15th European Conference, Munich, Germany, 8–14 September 2018; pp. 613–628. [Google Scholar] [CrossRef]

	



Eilertsen, G.; Kronander, J.; Denes, G.; Mantiuk, R.K.; Unger, J. HDR image reconstruction from a single exposure using deep CNNs. ACM Trans. Graph. 2017, 36, 178:1–178:15. [Google Scholar] [CrossRef]

	



Banterle, F.; Ledda, P.; Debattista, K.; Chalmers, A.; Bloj, M. A framework for inverse tone mapping. Vis. Comput. 2007, 23, 467–478. [Google Scholar] [CrossRef]

	



Wang, T.; Chiu, C.; Wu, W.; Wang, J.; Lin, C.; Chiu, C.; Liou, J. Pseudo-Multiple-Exposure-Based Tone Fusion With Local Region Adjustment. IEEE Trans. Multimed. 2015, 17, 470–484. [Google Scholar] [CrossRef]

	



Huo, Y.; Yang, F.; Dong, L.; Brost, V. Physiological Inverse Tone Mapping Based on Retina Response. Vis. Comput. 2014, 30. [Google Scholar] [CrossRef]

	



Tiwari, M.; Gupta, B.; Shrivastava, M. High-speed quantile-based histogram equalisation for brightness preservation and contrast enhancement. IET Image Process. 2015, 9, 80–89. [Google Scholar] [CrossRef]

	



Wang, L.; Jung, C. Tone-preserving contrast enhancement in images using rational tone mapping and constrained optimization. In Proceedings of the 2016 Visual Communications and Image Processing (VCIP), Chengdu, China, 27–30 November 2016; pp. 1–4. [Google Scholar] [CrossRef]

	



Eitz, M. High Dynamic Range Imaging and Tonemapping, Testing Image Database. Available online: http://cybertron.cg.tu-berlin.de/eitz/hdr/ (accessed on 15 January 2007).

	



High Dynamic Range Radiance Map Construction. Available online: https://github.com/vivianhylee/highdynamicrangeimage/tree/master/example (accessed on 15 January 2007).

	



Mediachance. Dynamic Photo HDR-6, Photography Software. Available online: http://www.mediachance.com/hdri/ (accessed on 15 January 2017).

	



Aydin, T.O.; Mantiuk, R.; Myszkowski, K.; Seidel, H.P. Dynamic Range Independent Image Quality Assessment. ACM Trans. Graph. 2008, 27, 69:1–69:10. [Google Scholar] [CrossRef]

	



Mantiuk, R.; Kim, K.J.; Rempel, A.G.; Heidrich, W. HDR-VDP-2: A Calibrated Visual Metric for Visibility and Quality Predictions in All Luminance Conditions. ACM Trans. Graph. 2011, 30, 40:1–40:14. [Google Scholar] [CrossRef]

	



Endo, Y.; Kanamori, Y.; Mitani, J. Deep reverse tone mapping. ACM Trans. Graph. 2017, 36, 177:1–177:10. [Google Scholar] [CrossRef]

	



Huo, Y.; Yang, F.; Brost, V. Dodging and burning inspired inverse tone mapping algorithm. J. Comput. Inf. Syst. 2013, 9, 3461–3468. [Google Scholar] [CrossRef]

	



Masia, B.; Serrano, A.; Gutiérrez, D. Dynamic range expansion based on image statistics. Multimed. Tools Appl. 2015, 76. [Google Scholar] [CrossRef]

	



Huo, Y.; Brost, V.; Yang, F. An inverse tone mapping method for displaying images on HDR monitor. In Proceedings of the 9th International Symposium on Linear Drives for Industry Applications, Hangzhou, China, 7–10 July 2013; Liu, X., Ye, S., Eds.; Springer: Berlin/Heidelberg, Germany, 2014; Volume 273, pp. 733–741. [Google Scholar] [CrossRef]

	



Rempel, A.; Trentacoste, M.; Seetzen, H.; Young, H.; Heidrich, W.; Whitehead, L.; Ward, G. LDR2HDR: On-the-fly reverse tone mapping of legacy video and photographs. ACM Trans. Graph. 2007, 26, 39. [Google Scholar] [CrossRef]








[image: Sensors 20 03950 g001 550] 





Figure 1. An overview of the proposed method to extend the dynamic range from a single image. (a,c) A low dynamic range (LDR) input, and the histogram of the intensity image. (b,d) The tone-mapped high dynamic range (HDR) output and the extended histogram of the intensity image. 
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Figure 2. The framework of the proposed LDR2HDR system. The first module is the pre-processing of the intensity image. The second module is to extend the LDR to HDR intensity histogram and match it with the original intensity image to obtain an HDR intensity image. The final module is used to convert the HSI to RGB color spaces for the HDR image, where (H, S) stands for hue and saturation. 
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Figure 3. An overview of the filtering of an intensity image with a combined multi-layered 2D Gaussian. 
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Figure 4. The intensity LDR image and the associated histogram. 
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Figure 5. The 1-D Gaussian distribution following the the extending histogram range. 






Figure 5. The 1-D Gaussian distribution following the the extending histogram range.



[image: Sensors 20 03950 g005]







[image: Sensors 20 03950 g006 550] 





Figure 6. The extended and scaled histogram in the high dynamic range (10 bits). (a) An extended histogram from the LDR histogram of the intensity image. (b) The scaled histogram with the original image to obtain the same intensity values. 
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Figure 7. The multiplied cumulative probability of the extended histogram and transposed combination CDF of the extended histogram. (a) Multiplied cdf. (b) Transposed Combination cdf. 
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Figure 8. The histogram combining operations of an HDR image. (a) An illustration of the bin merge of a histogram. (b) The resulting histogram after bin merge. 
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Figure 9. Histogram of HDR intensity image and the HDR image with tone-mapping. 
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Figure 10. The results of Exposure Sample series images, (a–c), (g–i) are the input images, and (d–f), (j–l) are the outputs with tone-mapping. 
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Figure 11. The results of Window series images, (a–c) are the input images, (d–f) are the outputs with tone-mapping, (g–i) are the results from Dynamic Photo HDR-6 for comparison, and (j–l) are the prediction of the dynamic range independent metric by Image Quality Assessment [35] of the Window series tone-mapping results. 
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Figure 12. (a) The reference image for the prediction of the dynamic range independent metric. (b) The probability scale (%) with green for loss of visible contrast, blue for amplification of invisible contrast, and red for reversal of visible contrast for Image Quality Assessment [35]. 
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Figure 13. (a) An input LDR test image [37]. (b) The reference image to predict the visibility difference (c) The color scales of the HDR-VDP-2 to show the VDP map. 
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Figure 14. The comparison of our tone-mapped HDR result with those obtained from other methods. The HDR images are evaluated with HDR-VDP-2 [36] to compare and evaluate the VDP-Quality score. (a) Huo et al. [38]; (b) Masia et al. [39]; (c) Endo et al. [37]; (d) Ours; (e) VDP-Quality score: 55.67; (f) VDP-Quality score: 66.32; (g) VDP-Quality score: 70.21; (h) VDP-Quality score: 73.67. 
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Figure 15. The test images and results using the proposed technique, (a–c) and (g–i) are the input images [41], (d–f) and (j–l) are the output images with tone-mapping. 
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Figure 16. The comparison of our result with those obtained from another method and analyzing the images by separating the red, green, and blue channels by in logarithm (base 10). (a) An input test image [26]; (b) Eilertsen et al. [26]; (c) Ours; (d) log10(R) of the test image; (e) log10(G) of the test image; (f) log10(B) of the test image; (g) log10(R) of Eilertsen [26]; (h) log10(G) of Eilertsen [26]; (i) log10(Blue) of Eilertsen [26]; (j) log10(HDR-R) of our result; (k) log10(HDR-G) of our result; (l) log10(HDR-B) of our result; (m) log10(R) of our tone-mapping; (n) log10(G) of our tone-mapping; (o) log10(B) of our tone-mapping. 
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Table 1. The comparison with the methods by Banterle et al. [27], Huo et al. [40], and Wang et al. [28] using the contrast metric evaluation [35].
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Beach

	
Dome






	

	
reverse

	
loss

	
amplification

	
total

	
reverse

	
loss

	
amplification

	
total




	
Banterle

	
8.06

	
11.63

	
7.20

	
26.89

	
4.87

	
0.46

	
23.57

	
28.90




	
Huo

	
4.73

	
1.32

	
2.12

	
8.17

	
1.12

	
0.00

	
18.13

	
19.25




	
Wang

	
5.10

	
4.22

	
1.36

	
10.68

	
1.39

	
0.61

	
5.75

	
7.75




	
Ours

	
2.96

	
4.93

	
0.82

	
10.60

	
1.56

	
2.73

	
2.79

	
7.08




	

	
Boats

	
Rocks




	

	
reverse

	
loss

	
amplification

	
total

	
reverse

	
loss

	
amplification

	
total




	
Banterle

	
15.07

	
6.08

	
11.75

	
32.90

	
9.18

	
5.27

	
12.23

	
26.68




	
Huo

	
12.03

	
6.27

	
0.98

	
19.28

	
0.56

	
0.00

	
9.24

	
9.80




	
Wang

	
8.19

	
1.38

	
0.77

	
10.34

	
1.55

	
0.16

	
0.17

	
1.89




	
Ours

	
5.69

	
3.13

	
1.03

	
9.85

	
1.34

	
0.41

	
1.23

	
2.98




	

	
Dyrham

	
Whitebldg




	

	
reverse

	
loss

	
amplification

	
total

	
reverse

	
loss

	
amplification

	
total




	
Banterle

	
7.15

	
2.50

	
21.61

	
31.26

	
9.74

	
12.37

	
4.61

	
26.72




	
Huo

	
9.73

	
10.89

	
0.86

	
21.48

	
13.30

	
14.94

	
3.31

	
31.55




	
Wang

	
6.12

	
3.28

	
0.59

	
9.99

	
10.58

	
2.60

	
3.49

	
16.67




	
Ours

	
4.23

	
3.46

	
0.68

	
8.37

	
7.56

	
3.78

	
2.43

	
13.77
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Table 2. The comparison with the start-of-the-art HDR prediction methods using different metrics.
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	Method
	PSNR
	SSIM
	HDR-VDP-2





	Huo et al. [38]
	14.86
	0.63
	55.67



	Masia et al. [39]
	18.90
	0.72
	66.32



	Endo et al. [37]
	28.58
	0.95
	70.21



	Ours
	27.95
	0.93
	73.67
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Table 3. The processing time of the proposed technique and other methods.
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	Method
	Huo et al. [38]
	Masia et al. [39]
	Endo et al. [37]
	Ours





	Processing time [s]
	1.92
	2.15
	0.56
	1.47
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