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Abstract

Accurate extraction of typical load curves (TLCs) is essential for electricity market trading,
demand-side management, and optimal design of energy storage systems. However,
conventional methods are highly sensitive to anomalous consumption days caused by
equipment failures or maintenance, which can distort normal electricity consumption
patterns. To address this issue, this paper proposes a two-stage unsupervised framework
that integrates a deep sequence model with an anomaly detection algorithm for robust
TLC extraction. First, a Transformer-based autoencoder is employed to learn complex
temporal dependencies and intrinsic patterns from historical daily load data, extracting
robust periodic features by reconstructing the input load sequences. Subsequently, the
reconstruction error of each daily load curve is computed as an anomaly assessment
metric. These reconstruction error features are then fed into an Isolation Forest algorithm
to identify anomaly loads that significantly deviate from the learned normal patterns,
without requiring predefined thresholds or labeled data. Validation using real-world
commercial and industrial electricity consumption data demonstrates that the proposed
method effectively filters out various anomalies (e.g., spikes, troughs, and shape distortions)
that conventional methods fail to exclude. The extracted TLCs exhibit improved robustness
and representativeness. Further case studies indicate that adopting purified TLCs to guide
electricity procurement in market trading facilitates more scientific trading strategies and
avoids increased electricity costs caused by distorted load patterns. In summary, the
proposed Transformer-Isolation Forest hybrid framework provides an effective data-driven
solution for robust TLC extraction. The resulting TLCs can be directly used to guide day-
ahead market bidding, optimize power purchase contract decomposition, and assess user
demand response potential.

Keywords: typical load profile; load data cleaning; Transformer; Isolation Forest; electricity
market trading

1. Introduction

The global transition towards digitalized electricity markets and the widespread de-
ployment of Advanced Metering Infrastructure (AMI) have made high-temporal-resolution
load data widely available. These data are essential for understanding customer behavior,
assessing demand-side flexibility, and supporting market operations. In this context, ex-
tracting stable, interpretable, and representative typical load curves from historical data has
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become a fundamental task for applications such as load management, demand response,
distributed resource optimization, and customer segmentation [1-3]. In addition, represen-
tative typical load curves provide a crucial data foundation for short- and medium-term
load forecasting. Recent studies indicate that Al-based forecasting models, including deep
neural networks and Transformer architectures, can achieve high forecasting accuracy;
however, they remain highly dependent on the quality and representativeness of historical
training data [4]. Furthermore, abnormal operating conditions—such as equipment failures,
maintenance cycles, and metering errors—can distort load patterns, introducing bias into
forecasting models, thereby reducing forecasting performance and compromising model
robustness [5]. Therefore, identifying and eliminating days with abnormal loads prior to
extracting typical load curves not only benefits customer analysis but also helps improve
the reliability of downstream forecasting applications.

However, the inherent complexity of industrial and commercial load patterns—driven
by production rhythms, shift changes, weekend effects, seasonal variations, and external
conditions—poses significant challenges due to their non-stationarity, multi-scale periodic-
ity, and morphological drift [6,7]. Recent work on Transformer-based load analysis further
confirms that spatiotemporal variations in load sequences affect model generalization,
while industrial power time series exhibit strong periodicity alongside non-stationary
behavior [8].

The current research landscape is dominated by classical clustering methods, par-
ticularly K-means and K-shape, owing to their simplicity, computational efficiency, and
interpretability. Nevertheless, these methods face substantial limitations when applied to
highly volatile or complex load patterns. They struggle to capture temporal variations and
non-linear similarities, and their outputs are highly sensitive to distance metrics, exoge-
nous variable embeddings, and evaluation criteria. Consequently, centroid shift, shape
distortion, and lack of robustness are common [9-11]. To overcome these issues, deep
clustering approaches based on autoencoders (AEs) and variational autoencoders (VAEs)
have been proposed. These methods improve representation quality by learning nonlinear
feature compressions in a latent space [12,13]. However, their optimization objectives
remain cluster-oriented, making it difficult to exclude the influence of atypical days—such
as equipment failures, or load peaks/troughs—on the final typical curves [14]. Moreover,
static reconstruction or single-stage clustering frameworks show limited robustness when
load states evolve over time [13,14].

In recent years, advancements in the fields of load analysis and time series anomaly de-
tection have increasingly relied on deep learning models. Early research primarily utilized
recurrent neural networks (RNNs), long short-term memory networks (LSTMs), and gated
recurrent units (GRUs) to capture temporal dependencies in load sequences. Although
these models have demonstrated satisfactory predictive performance, their sequence pro-
cessing mechanisms limit their ability to capture long-range dependencies and complex
multi-periodic patterns in high-resolution load data [15]. Recent studies have shown that
Transformer-based architectures outperform traditional methods such as RNNs in many
power system applications. This is attributed to their self-attention mechanism, which
efficiently models long-term temporal relationships and supports parallel computation [16],
and can be combined with mechanisms such as autoencoders and density modeling to
enhance the representation of complex power time series [17,18]. How-ever, in scenarios
characterized by strong periodicity, non-stationarity, and diverse anomaly patterns, single-
stage Transformers or general-purpose autoencoders still struggle to balance the fidelity of
normal fluctuations with the sensitivity of anomaly detection [19].

On the other hand, unsupervised statistical methods such as Isolation Forest and
the 30 rule are widely used for outlier screening due to their simplicity and label-free
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nature [20,21]. Yet, when applied directly to raw high-dimensional load curves, they
may incorrectly flag physically reasonable high-volatility days (e.g., routine production
adjustments) as anomalies. A more robust alternative is to first characterize the normal
evolutionary trend of loads and then detect deviations in the residual space [22].

Despite these advances, existing research has focused either on anomaly detection
it-self or on load forecasting performance. Relatively little attention has been paid to
how anomaly removal affects the quality and representativeness of the extracted typical
load curves. Furthermore, although hybrid frameworks combining deep representation
learning and anomaly detection algorithms have been studied, their application in
robust typical load curve extraction for power market user analysis remains limited.
Recent reviews on demand-side anomaly detection in the power sector have highlighted
the urgent need to develop hybrid frameworks capable of simultaneously addressing
representation learning, unsupervised applicability, engineering deployment feasibility,
and operational explainability [23,24]. Therefore, there remains a need for a dedicated
framework that integrates temporal representation learning, anomaly cleansing, and
typical load curve ex-traction.

Based on this, this paper proposes a two-stage “purification-first, extraction-second”
framework for robust typical load curve (TLC) extraction. The principal conclusions
are as follows: First, a Transformer-based autoencoder learns the normal evolutionary
trend of daily load sequences, and reconstruction residuals are fed into an Isolation Forest
model to automatically identify and filter out atypical days (equipment failure days, and
peak/trough anomaly days). Second, following a “purify first, extract later” principle,
robust typical load curves are derived from the purified sample set. Using real-world
industrial and commercial load data, we systematically evaluate anomaly detection perfor-
mance (Precision, Recall, F1-score) and compare against USAD, AST, standalone Isolation
Forest and the 30 rule. Experimental results demonstrate that the proposed framework
significantly enhances the robustness of typical load curve extraction, thereby validating its
practical value for electricity market customer analysis.

2. The Proposed Transformer-IF Model
2.1. Transformer-Based Trend Reconstruction of Load Sequences

Industrial and commercial user load sequences exhibit significant non-stationarity
and multi-periodicity characteristics (e.g., daily and weekly cycles). To accurately recon-
struct normal electricity consumption patterns, this paper employs the encoder—decoder
architecture of the Transformer for feature learning.

2.1.1. Input Embedding and Positional Encoding

First, the raw daily load sequence X is mapped into a high-dimensional feature space,
and positional encoding is introduced to preserve the sequential order information between
time steps. The input data is a time series of dimension (,d), where t is the number of time
steps and d is the number of features. A linear transformation is first applied as follows:

E =WpX+ bg )

where Wg € Rmodel ¥4 jg the weight matrix and b is the bias term.
Positional encoding is then introduced to retain temporal order information:

t
100002/ dmodel

Finally, the input representation is given by:

. . ; t
PE(t,2i) = sm( ), PE(t,2i+1) = COS(l()()ooZi/dm(m) 2)
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Z=E+PE 3)

2.1.2. Encoder and Self-Attention Mechanism

The encoder captures global dependencies between different time steps in the input se-
quence through a multi-head self-attention mechanism, extracting cross-temporal coupling
features. The attention mechanism is formulated as:

Attention(Q, K, V) = softmax <QKT> 14 4)
Vi

where Q, K, and V denote the Query, Key, and Value matrices, respectively, and the
softmax operation preceded by scaling (division by +/dj) to stabilize the gradient yields
the normalization factor for the attention head dimension. The computation of multiple
attention heads is performed via linear transformations followed by concatenation and
fusion. The feed-forward network (FFN) within the encoder consists of two fully connected
layers, computed as follows:

FFN(X) = max(0, XW; + by )W + by (5)

where W; and W, are learnable weight matrices, b; and b are bias terms, and the ReLU
activation function is employed to enhance non-linear expressiveness. The entire encoder
incorporates residual connections and layer normalization to ensure stable gradient propa-
gation and improve model training effectiveness.

After reconstruction through the encoder and decoder, the model outputs an approxi-
mate representation of the normal evolutionary trend of load sequences. Since the model
primarily learns stable patterns that frequently appear in historical samples, it achieves
good fitting capability for normal periodic fluctuations, gradual ramping, and regular
peak-valley variations. Conversely, abnormal load mutation data, which do not conform
to the dominant distribution pattern, are typically difficult for the model to reconstruct
accurately. Consequently, the residuals formed between the original and reconstructed
sequences can effectively amplify anomalous information, providing a purer and more
sensitive input space for the subsequent iForest (Isolation Forest) anomaly identification.

2.1.3. Decoder and Trend Generation

Decoder: As illustrated in Figure 1, the decoder architecture is largely consistent
with that of the encoder, consisting of multi-head self-attention (MHSA) layers, encoder—
decoder attention layers, and a feedforward neural network. The goal of the Transformer
autoencoder is to reconstruct the complete input payload sequence, enabling the model
to utilize contextual information from the entire sequence and improve the quality of
reconstruction of normal payload evolution patterns. In the encoder-decoder attention
module, the query is generated by the decoder, while the key and value are derived from
the encoder’s output. Finally, the output is obtained through a fully connected layer and
softmax normalization.

Output Layer: A linear transformation is applied to the decoded features to recover
the time series:

Y = Zdecwout + bout (6)
where Wy, and b, are learnable parameters, and Y represents the reconstructed (pre-
dicted) values [13].
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2.2. Residual Outlier Detection Based on an Improved Isolation Forest

After obtaining the reconstructed sequence X, the residual sequence E between the
original sequence and the reconstructed sequence is calculated as follows:

E =|X — X|[citestart] )

Residuals of normal samples typically exhibit small fluctuations around zero, while
anomalies manifest significant sparsity and isolation in the residual space.

The standardized residual features are fed into the Isolation Forest model. This
algorithm constructs multiple iTrees (Isolation Trees) by randomly partitioning the feature
space, and defines the anomaly score s(x, n) using the average path length E(h(x)) of a
sample in the trees:

s(x,n) = 2~ ER())/c(n) (8)

When s(x, n) is close to 1, the average path length of the data point in the Isolation
Forest is shorter, indicating that it is more sparsely distributed in the data space and thus
more likely to be an anomaly. Conversely, when s(x, n) approaches around 0.5, the data
point requires more splitting steps to be isolated, indicating that it is a normal point [16].
This study incorporates the reconstruction error computed by the Transformer:

Residual =Y — Y 9)
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The normalized result Zg,gjj,, = (Residual — p) /o is used as the input to the Isolation
Forest. Finally, anomaly identification is performed based on a pre-defined anomaly score
threshold (e.g., the 95th percentile). Compared with traditional anomaly detection methods,
the Isolation Forest has lower computational complexity in high-dimensional feature spaces,
effectively identifies anomalous patterns in power load data, and automates load anomaly
detection and identification.

2.3. Extraction Process of Typical Load Curve

After the Transformer encoder-decoder completes the reconstruction of the load
sequence, the discrepancy between the original load sequence and the reconstructed result
can effectively amplify the characteristics of anomalous days, providing a sensitive input
for anomaly detection. Based on this property, this study nests the encoder—decoder with
the Isolation Forest model to achieve robust extraction of typical load curves.

Specifically, each daily load sequence is first fed into the encoder to extract high-
dimensional latent features, capturing long-term dependencies and multi-scale periodic
variations in the sequence. Subsequently, the decoder reconstructs the load sequence based
on these latent features, preserving regular intra-day and intra-week fluctuations while
maintaining low sensitivity to abnormal peaks or troughs. By calculating the residuals be-
tween the original and reconstructed sequences, a feature sequence that reflects anomalous
deviations is formed. After feeding this residual sequence into the Isolation Forest, the
model can automatically identify anomalous days based on the isolation degree of samples
in the feature space, thereby effectively removing abnormal load data.

After the removal of anomalous days, the remaining purified sample set retains normal
periodicities and reasonable local fluctuation characteristics, from which typical load curves
can be further extracted via mean calculation or clustering analysis. This nested structure
realizes a closed-loop process of “trend learning—anomaly removal—typical extraction,”
effectively improving the representativeness and robustness of typical load curves, and
providing reliable data support for downstream electricity market trading strategies and
load management.

The final representative load curve is obtained by calculating the element-wise av-
erages of all purification day sequences. Specifically, after removing outlier days, the
remaining N purification day sequences are averaged at each time point ¢:

N
TLC(t) = % X 1; purified_sequence;(t) (10)
Here, TCL(t) represents the typical load value at time ¢, N is the number of valid days
remaining after outliers are removed, and purified_sequence;(t) represents the load value at
time ¢ for the i-th purified daily sequence. This averaging operation provides a statistically
robust representative curve because the purified sample set, after removing outlier days,
is highly homogeneous; the averaging operation effectively captures the most frequently
occurring normal electricity consumption patterns within the evaluation period.
The flowchart of the proposed Transformer-IF model is illustrated in Figure 2.
In Figure 2, the color-coded shapes are as follows: light green parallelograms for in-
puts/outputs, light pink rectangles for computational steps, light peach diamonds for
logical decisions, and orange rectangles for exception handling.
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Figure 2. Flow chart.

3. Performance Evaluation Index

To assess the accuracy of the proposed model in detecting and predicting daily user
load patterns, this study employs precision, recall, and the F1 score as evaluation metrics.
These indicators are defined as follows:

.. TP
Precision = m (11)
TP
Recall = ———— 12
AT TP N (12)
Fl — 2 x Precision x Recall (13)

Precision + Recall

In the above formulations, TP (True Positive) denotes the number of samples correctly
identified as anomalous, i.e., samples for which both the predicted anomaly label and the
ground-truth label are 1. TN (True Negative) represents the number of samples correctly
identified as normal, i.e., samples with both predicted and ground-truth labels equal to 0.
FP (False Positive) refers to the number of falsely detected samples, specifically normal
samples that are misclassified as anomalous. FN (False Negative) indicates the number of
missed detections, i.e., anomalous samples that fail to be identified.

Precision measures the accuracy of the model in detecting positive samples, with
higher values indicating better performance. Recall evaluates the model’s ability to compre-
hensively identify positive samples, where larger values are preferable. Since precision and
recall are mutually constrained, the F1 score is introduced as a comprehensive indicator that
balances both metrics; a higher F1 score reflects superior overall detection performance.

The calculation of electricity procurement costs is based on a time-of-use pricing
mechanism, and the specific formula is as follows:

T

Cost = Y (P; x Lt) + CapacityCharge (14)
=1
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Here, P; represents the time-of-use electricity price for time period t, L; represents the
typical load value for the corresponding time period, and CapacityCharge represents the
fixed capacity charge calculated based on transformer capacity or maximum demand. In
the day-ahead market, generators submit their generation volumes and bids for each time
period, while consumers submit only their electricity demand without specifying a price,
accepting the system’s cleared price; the cleared price is calculated as follows:

P = Zcost gen/Qtotul (15)

This is calculated by dividing the total generation cost by the total load. This simplified
model does not account for the impact of transmission line congestion, and the clearing
price reflects the average marginal generation cost across the entire grid.

4. Case Analysis
4.1. Test Platform and Data Sources

This study uses an Intel Core i7-12800HX CPU (2.60 GHz), 16 GB RAM, and an
NVIDIA RTX 4070 (4 GB VRAM), with software built on PyTorch 2.1.0, NumPy 1.24.3,
Pandas 2.0.2, Scikit-learn 1.3.0, and Matplotlib 3.7.1. To validate the proposed framework
for Typical Load Curve (TLC) extraction, four representative industrial and commercial
power users—covering chemicals, steel, and electrical equipment manufacturing—are
selected. The dataset contains 15-min load data (96 daily samples) from 2021.01.01 to
2023.12.31, covering seasonal, holiday, and production patterns, with typical non-physical
abrupt rises and drops. Ground-truth labels are generated via rule-based labeling plus
manual verification, targeting missing, duplicate, and mutation anomalies, to assess the
model’s anomaly cleaning capability.

4.2. Model Parameters and Experimental Configuration

The accuracy of TLC extraction is directly affected by the parameters of the Transformer
reconstruction model and the iForest detector. Training uses the Adam optimizer (Ir = 0.001)
and MSELoss to minimize reconstruction error. Input sequences are constructed via sliding
windows; see Table 1 for parameter configurations.

Table 1. Hyperparameter configuration of the Transformer-iForest framework.

Module Parameter Value Description
Employs a 30-point sliding window to capture
local dependencies via self-attention, balancing
Transformer Sliding window length 30 local context for anomaly detection without
over-smoothing. Sliding 96 times reconstructs the
full 96-point daily load curve.
Embedding dimension . L . .
64 Linear transformation into a 64-dimensional space
d_{model}
Number of
encoder/decoder layers 3 3-layer Encoder-Decoder structure
Number of attention heads 4 Employs Multi-head attention fF)r capturing
long-term dependencies
iForest Contamination rate 0.05 Assumes 5% of anomalous days in raw load data
Number of trees 100 Default value for n_{estimators} for isolation trees
Random seed 42 Ensures experimental reproducibility
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4.3. Performance Evaluation and Comparison of Typical Load Curve Extraction
4.3.1. Threshold Sensitivity Analysis and Adaptive Mechanism

Figure 3 illustrates the effect of different threshold quantiles on anomaly removal
for four types of industrial and commercial users. The threshold quantile directly affects
the detection performance of mutation anomalies. As the threshold quantile increases,
the reference anomaly set, constructed from the reconstruction errors of the Transformer
autoencoder, decreases in size, leading to improved recall of mutation anomalies until
saturation. However, higher thresholds may misclassify some normal days as anomalies,
causing a decline in precision in the high-threshold range. When the threshold is excessively
high, deviations between model outputs and ground-truth anomaly labels occur, resulting
in noticeable fluctuations in overall anomaly detection performance. The F1 score exhibits a
unimodal characteristic, indicating a stable optimal trade-off between precision and recall.

Precision/Recall/F1 Curves ( User1 15minSample) Precision/Recall/F1 Curves ( User2 15minSample)

1.0 *——

Metric Value
Metric Value

I —e— Precision

021 s~ Recall

—+— F1-score

Y Optimal (t=0.95, F1=0.939)

- —e— Precision

0.2 1 —=— Recall

—— F1-score

% Optimal (t=0.95, F1=1.000)

T 0.0 T T T T T
50 0.975 0.800 0.825 0.850 0.875 0.900 0.925 0.

0.800 0.825 0.850 0.875 0.900 0.925 0.
Threshold (Normalized Score t) Threshold (Normalized Score t)
Precision/Recall/F1 Curves ( User3 15min Sample) Precision/Recall/F1 Curves ( User4 15min Sample)
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0.4 4
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024 —=— Recall
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0.800 0.825 0.850 0.875 0.900 0.925 0.950 0.975 0.800 0.825 0.850 0.875 0.900 0.925 0.950 0.975

Threshold (Normalized Score t) Threshold (Normalized Score t)

Figure 3. Anomaly removal performance under different threshold quantiles for each user.

Specifically, the optimal thresholds for all four users lie in relatively high quantile
ranges. User 1 (chemicals) achieves the best performance with an F1 score close to 1 at
approximately the 0.95 quantile. User 2 (another chemical plant) reaches its optimum at
around the 0.939 quantile. User 3 (steel) attains an F1 score of approximately 0.814 at the
0.96 quantile. User 4 (electrical equipment) achieves an F1 score of about 0.891 in a similar
quantile range.

In response to the phenomenon of varying optimal thresholds across different users,
this paper further elucidates the threshold determination mechanism. Although the pro-
posed framework does not require labeled data during the training phase, the anomaly
detection in Isolation Forest fundamentally relies on a quantitative criterion—the quantile
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threshold—which is determined by the statistical distribution characteristics of residual
features rather than being manually preset. For new user scenarios, this paper validates the
adaptive quantile threshold determination method through threshold sensitivity analysis
experiments: in tests across all four different industry users, quantile = 0.95 consistently
demonstrated robust detection performance, indicating that this threshold is universally
applicable across users. For the need for fine-tuning for specific users, adaptive thresh-
old determination can be achieved by reconstructing the error distribution characteristics
through cross-validation, without the need for additional labeled data.

These experimental results demonstrate that the trend reconstruction features ex-
tracted by the Transformer autoencoder, combined with the isolation forest for anomaly
detection, can achieve robust mutation anomaly removal under different load levels while
maintaining threshold tunability and sensitivity.

To evaluate the performance of the proposed Transformer-IF model in handling
anomalous days in industrial and commercial load data, we compared it with USAD
(UnSupervised Anomaly Detection on Multivariate Time Series) [25], AST (Adversarial
Spatial-Temporal network) [26], isolation forest, and the conventional 3o rule. To ensure
fair comparison: (1) All models were trained, validated, and tested on identical data splits.
(2) Hyperparameters were tuned via grid search using the same validation set and evalua-
tion metrics as in Table 1, with optimal configurations listed in Table 2. (3) All baselines
were applied to the same raw 96-point load input space. The performance comparison
results are presented in Table 3.

Table 2. Hyperparameter configuration of the comparative methods.

Module Parameter Value Description
USAD encoder/decoder layers ~ 2/2 Number of stacked layers in the encoder and decoder respectively
hidden_dim 64 Hidden dimension controlling the internal feature representation size
learning_rate 0.001 Learning rate for parameter updates
AST attention_heads 4 Number of attention heads for multi-subspace feature extraction
learning_rate 0.001 Learning rate for parameter updates
18?(}?;:? Contamination rate 0.05 Assumes 5% of anomalous days in raw load data
Number of trees 100 Default value for n_{estimators} for isolation trees
Random seed 42 Ensures experimental reproducibility
The 30 Threshold 36 Anomaly threshold based on normal distribution, flagging points
rule beyond +30 as anomalous

Table 3. Performance comparison of anomaly identification and cleaning.

Method Precision Recall F1
The proposed Transformer-IF model 0.92 0.87 0.8943
USAD 0.88 0.85 0.8647
AST 0.86 0.83 0.8447
isolation forest 0.7651 0.7237 0.7438
The 30 rule 0.6234 0.6811 0.6510

Note: Values are averages across four users.

Table 3 reports the proposed model achieves the highest precision (0.92), recall (0.87),
and F1 score (0.8943). This superiority is attributed to the accurate reconstruction of
multi-cycle load trends by the Transformer autoencoder and the sensitive detection of
residual features by the isolation forest, enabling effective removal of abrupt anomalies
while preserving the periodicity and local fluctuations of normal loads. In comparison,
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USAD and AST yield lower recall under highly volatile or complex load patterns; isolation
forest alone suffers from low precision; and the 3o rule is constrained by its statistical
assumptions, exhibiting the weakest overall performance. In summary, the Transformer-IF
framework demonstrates higher robustness and representativeness in anomaly removal
and load cleaning, providing a high-quality data foundation for subsequent typical load
curve extraction.

As shown in Table 4, the table quantifies the detection performance and computational
efficiency of the proposed framework. In terms of reconstruction quality, the average RMSE
for users in the chemical industry was only 0.0165, with an MAE of 0.0111, indicating
that the proposed method can accurately reconstruct load curve patterns under normal
operating conditions. For users in the steel industry, where load fluctuations are significant,
the RMSE was 0.2564, MAE of 0.1819. This value is slightly higher than that of other
users, primarily due to the large and frequent load fluctuations within the steel industry’s
production cycle, which is an inherent characteristic of the industry rather than a model
flaw. In contrast, the traditional 30 rule has a false positive rate of over 40% for such normal
production fluctuations, whereas the method proposed in this paper, after learning the
normal pattern via a Transformer, only classifies days with significant deviations from the
normal range as abnormal, effectively distinguishing between normal fluctuations and
abnormal conditions. In terms of computational efficiency, the average training time per
user is 104.65 s, and the inference time is less than 2 s, fully meeting the computational
requirements for real-time market clearing and intraday scheduling scenarios. Although
the training time for the chemical industry user is longer, this is due to the larger dataset
size and longer evaluation period, requiring the model to learn more complex time-series
patterns—a normal training overhead. Overall, the proposed framework achieves a good
balance between detection accuracy and computational cost, providing a viable technical
solution for real-time applications in the power market.

Table 4. Statistics on reconstruction quality and computational efficiency for each user.

ID RMSE MAE Train_Time (s) Inf Time (s) Anomalies
User 1 0.0165 0.0111 188.69 1.6650 68
User 2 0.2572  0.1861 64.78 1.5758 63
User 3 0.2564 0.1819 69.36 1.6490 63
User 4 0.0162  0.0135 95.77 1.6162 64
Average value  0.1366  0.0981 104.65 1.6265 64.5

4.3.2. Analysis of the Cleaning Effect of Typical User Loads

Figure 4 presents the typical load curve purification results for User 1 (chemical
industry) during the evaluation period from 16 March 2021, to 28 March 2023. Subplot
(a) shows the original load data sequence, where 79 anomaly points marked with red x are
mainly distributed during 19-21 March, exhibiting non-physical load step drops. The
zoomed inset in the lower-right corner further illustrates the bi-modal daytime peaks of
the normal operating load curve, confirming the user’s typical “double-peak daytime,
nighttime trough” consumption pattern. Subplot (b) demonstrates the trend reconstruction
capability of the Transformer autoencoder. The reconstructed curve exhibits high fitting
accuracy for the bi-modal daily pattern under normal operating conditions, while showing
significant deviations during anomalous periods, which provides an effective basis for
subsequent residual-space anomaly detection. Subplot (c) presents the purified typical load
curve after Isolation Forest filtering. The green solid curve completely preserves the normal
bi-modal daily periodicity and local smooth fluctuations while effectively eliminating the
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non-physical anomalies caused by metering failures. The purified typical load curve can
serve as a high-quality benchmark input for electricity market trading and load forecasting.
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Figure 4. Typical load curve cleaning effect for User 1.

Figure 5 presents the typical load curve purification results for User 2 (also in the
chemical industry) during the evaluation period from 16 March to 28 March 2022. Subplot
(a) shows the original load data sequence, which exhibits a highly volatile and discon-
tinuous load pattern. The 85 anomaly points marked with red x are mainly composed
of sustained load deviations caused by equipment maintenance and planned production
reductions, as well as instantaneous load spikes. The zoomed inset in the lower-right
corner illustrates the user’s typical uni-modal daily load pattern, with the peak occurring
at midday and gradually declining during nighttime hours. Subplot (b) demonstrates
the trend reconstruction capability of the Transformer autoencoder. The reconstructed
curve exhibits high fitting accuracy for the multi-cycle production rhythm under normal
operating conditions, effectively capturing the daily uni-modal fluctuation characteristics,
while showing significant deviations during anomalous periods, which provides an ef-
fective basis for subsequent residual-space anomaly detection. Subplot (c) presents the
purified typical load curve after Isolation Forest filtering. The green solid curve completely
preserves the normal intra-day fluctuation characteristics within the production cycle while
effectively eliminating the non-physical anomalies caused by equipment maintenance and
instantaneous failures.
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Figure 5. Typical load curve cleaning effect for User 2.

Figure 6 presents the typical load curve purification results for User 3 (steel industry)
during the evaluation period from 16 March to 28 March 2023. Starting from 18 March, this
user implemented production adjustments with significantly reduced load levels, while
daily fluctuations persisted at the lower level. Subplot (a) shows the original load data
with 41 anomaly points marked in red x, mainly exhibiting non-physical load drops. The
zoomed inset illustrates the typical flattened daily load pattern of this energy-intensive in-
dustry. Subplot (b) demonstrates that using the Transformer autoencoder alone successfully
captures trend and seasonal components, but tends to overly smooth the pre-adjustment
fluctuations, leaving some spikes and troughs incompletely removed. Subplot (c) presents
the purified typical load curve (green) after integrating the Transformer autoencoder with
Isolation Forest. It effectively eliminates anomalies while preserving reasonable intraday
fluctuations. This nested structure significantly improves anomaly detection accuracy and
ensures the continuity and periodicity of the purified curve.

Figure 7 presents the typical load curve purification results for User 4 (electrical equip-
ment manufacturing) during 16-28 March 2023. The load level remained stable, exhibiting
a bi-modal daily pattern with considerable intraday fluctuations. Subplot (a) shows the
original load data with 52 anomaly points marked in red X, exhibiting local non-physical
steps and low-density outliers. Subplot (b) demonstrates the Transformer’s high recon-
struction accuracy under normal conditions with significant deviations during anomalies.
Subplot (c) presents the purified curve (green) after Isolation Forest filtering, which effec-
tively removes anomalies while preserving reasonable fluctuations. This validates that
the Transformer-IF framework achieves stable and interpretable anomaly removal even in
high-volatility industrial load scenarios.
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https://doi.org/10.3390/en19133057


https://doi.org/10.3390/en19133057

Energies 2026, 19, 3057

15 of 19

(a) Load Profiles: Original vs Corrected

4.3.3. Comparison of Costs Before and After Correction

Figure 8 presents a comparative analysis of electricity procurement costs in a power
market based on an IEEE 14-node system. This experiment simulates an abnormal scenario
in which an industrial user’s electricity meter malfunctions between 10:00 and 12:00,
resulting in the load being overestimated at 1.8 times its actual value. Based on this
scenario, the market settlement results for the original load curve were compared with
those for the cleaned typical load curve. As shown in Figure 8a, the original load curve
exhibited significant deviations during the failure period, whereas the cleaned typical load
curve effectively filtered out these outliers. As shown in Figure 8b, during the low-load
period at night (00:00-06:00), the clearing price remained around 240-260 yuan/MWHh.
As system demand increased during daytime operating hours, additional thermal power
generation was dispatched, causing the clearing price to rise gradually. The highest
price occurred during the peak demand period, reaching approximately 460 yuan/MWh.
Figure 8c,d illustrate the economic impact of load data cleansing. Because the raw load
curve overestimated electricity demand, this resulted in higher procurement costs and
unnecessary market expenditures. After applying the purified TLC, electricity procurement
costs were reduced by 54,339 yuan, a decrease of 14.7%.
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Figure 8. Comparison of electricity procurement costs based on typical load curves before and
after purification.

5. Discussion

Experimental results demonstrate that the proposed Transformer-IF framework effec-
tively addresses various types of anomalies in industrial and commercial user load data,
significantly improving the robustness of typical load curve (TLC) extraction. Compared
with baseline methods such as USAD, AST, standalone Isolation Forest, and the traditional
30 rule, Transformer-IF achieves superior performance in terms of precision, recall, and F1-
score. This advantage primarily stems from the complementary mechanism of its two-stage

https:/ /doi.org/10.3390/en19133057


https://doi.org/10.3390/en19133057

Energies 2026, 19, 3057

16 of 19

structure: The Transformer-based autoencoder captures multi-scale temporal dependencies
in load data and reconstructs the main evolution trend of daily load, while the subsequent
Isolation Forest accurately identifies anomalies based on reconstruction residual features,
enabling fine-grained removal.

The proposed framework demonstrates good generalizability across different indus-
trial application scenarios. The four industrial users selected in the experiments cover three
typical industries: chemical, steel, and electrical equipment manufacturing. These indus-
tries exhibit significant differences in production cycles, electricity consumption patterns,
and load fluctuation characteristics. The results show that through a user-specific threshold
tuning strategy, the framework can effectively adapt to these inter-industry differences:
the optimal threshold is approximately 0.95 for the chemical user, 0.96 for the steel user,
and 0.939 for the electrical equipment manufacturing user, all falling within a similar
reasonable range. This observation indicates that the core anomaly detection mechanism
of the framework possesses universal detection capability across different industry load
patterns, while the threshold differences primarily reflect inherent distinctions in load
fluctuation characteristics across industries, rather than insufficient generalizability of the
framework itself.

Threshold sensitivity analysis reveals that a higher quantile threshold enhances the
coverage of abrupt anomalies but may lead to a slight decrease in precision, as some normal
micro-fluctuations are misclassified as anomalies. Nevertheless, the optimal threshold inter-
vals across different users are relatively consistent, indicating that the proposed framework
exhibits good robustness to parameter settings. Moreover, the purified load sequences
retain daily periodicity and fluctuation characteristics, ensuring that the extracted typical
load curves faithfully reflect electricity consumption behavior while avoiding the loss of
critical information due to oversmoothing.

To verify the stability of the proposed Transformer-IF framework, this paper con-
ducted a parameter sensitivity analysis. First, tests were performed on the contamination
parameter of the Isolation Forest. The results showed that when this parameter varied
within the range of 0.01 to 0.10, the change in the F1 score for all four users was less than 5%,
confirming the framework’s robustness to this key parameter. Second, a sensitivity analysis
was performed on the reconstruction error evaluation metrics. The results indicate that the
MSE metric, which assigns higher weights to large deviations, is more sensitive to detecting
spike anomalies than the MAE. Therefore, the choice of MSE as the primary evaluation
metric in this study is justified. Furthermore, time-robustness verification was conducted
by training on 2021-2022 data and testing on 2023 data. The results showed that the F1
score decreased by less than 3%, indicating that the proposed framework possesses good
cross-period generalization capabilities and can adapt to the time-varying characteristics of
load patterns.

Case-specific analyses further validate the practicality of Transformer-IF. For users in
the chemical, steel, and electrical equipment manufacturing industries, the framework effec-
tively removes instantaneous anomalies and non-physical abrupt changes while preserving
the continuity and periodicity of load trends. The extracted typical curves are smoother in
shape and more representative. This not only enhances the interpretability and robustness
of TLCs but also provides a reliable data foundation for down-stream applications such as
electricity market trading strategy formulation, load fore-casting, and demand response.

Furthermore, experiments demonstrate that the Transformer-IF framework possesses
strong generalization capability and stability when handling high-volatility or noise-dense
industrial load scenarios. Compared with single-stage autoencoders or directly applying
Isolation Forest to raw load sequences, the two-stage processing strategy achieves a favor-
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able balance between anomaly identification and trend preservation, offering an effective
solution for the scientific extraction of typical load curves.

6. Conclusions

This paper proposes a two-stage “purification-first, extraction-second” framework
based on Transformer-IF, designed to address the challenges of filtering out anomalous
daily data and extracting robust typical load curves from high-resolution load data of indus-
trial and commercial users. The model employs a Transformer-based autoencoder to learn
from historical daily load data and reconstruct input sequences, effectively capturing daily,
weekly, and multi-scale trend variations. During the reconstruction process, the model
is able to distinguish between normal load evolution pat-terns and abnormal mutations,
thereby providing high-quality input features for sub-sequent anomaly detection. Further-
more, the framework feeds the reconstruction residuals into an Isolation Forest model to
automatically identify anomaly days that deviate from normal trends, including abnormal
consumption days as well as spike and trough mutations. Compared with single-stage
models or traditional statistical methods, Transformer-IF employs a two-stage processing
strategy that removes anomalies while preserving the continuity and fluctuation character-
istics of normal load trends, ensuring the physical plausibility and representativeness of
the typical load curve.

In its current implementation, Transformer-IF utilizes the temporal features of histori-
cal load data for learning and anomaly removal, ensuring unsupervised applicability and
strong generalization capability. Nevertheless, the model has room for further optimization:
for example, incorporating additional exogenous influencing factors (e.g., weather, calen-
dar events, production schedules), or improving algorithmic design and computational
performance to enhance processing efficiency and accuracy in large-scale industrial load
data scenarios.

In summary, Transformer-IF provides a robust and interpretable two-stage data-driven
method for anomaly removal and typical curve extraction from high-resolution load data,
offering reliable data support and technical references for electricity market trading strate-
gies, load forecasting, and integrated energy system planning, while also indicating future
research directions for expanding model capabilities and incorporating more influencing
factors. As part of future research, we will adopt interval estimation approaches to char-
acterize the uncertainty of the extracted typical load curves, thus enabling a probabilistic
framework for electricity market decision support.
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Abbreviations

The following abbreviations are used in this manuscript:

TLC Typical Load Curves

Transformer-IF  Transformer-Isolation Forest hybrid framework

USAD Un-Supervised Anomaly Detection on Multivariate Time Series
AST Adpversarial Spatial-Temporal network
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