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Abstract

:

This study proposed an optimal hybrid renewable energy system (HRES) to sustainably meet the dynamic electricity demand of a membrane bioreactor. The model-based HRES consists of solar photovoltaic panels, wind turbines, and battery banks with grid connectivity. Three scenarios, 101 sub-scenarios, and three management cases were defined to optimally design the system using a novel dual-scale optimization approach. At the system scale, the power-pinch analysis was applied to minimize both the size of components and the outsourced needed electricity (NE) from Vietnam’s electrical grid. At a local-scale, economic and environmental models were integrated, and the system was graphically optimized using a novel objective function, combined enviro-economic costs (CEECs). The results showed that the optimal CEECs were $850,710/year, $1,030,628/year, and $1,693,476/year for the management cases under good, moderate, and unhealthy air qualities, respectively. The smallest CEEC was obtained when 47% of the demand load of the membrane bioreactor was met using the HRES and the rest was supplied by the grid, resulting in 6,800,769 kg/year of CO2 emissions.
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1. Introduction


Much research has been devoted to tackling contemporary problems including global warming, climate change, environmental pollution, and sustainable development. Sustainable development establishes a basis on which the future world can be built. Hence, a sustainable system may be regarded as a cost-efficient, reliable, and environment-friendly system, which effectively utilizes local resources [1]. Many countries, including developing nations such as Vietnam, should set sustainable development strategies such as an optimal energy management to mitigate climate change impacts, and minimize environmental pollution by application of green energy sources [2,3].



Vietnam enjoys a variety of renewable energy sources such as hydro, solar, wind, biomass, geothermal, and wave energies, along with other Southeast Asian countries. However, few RES projects have been implemented to date, and less than 5.8% of the country’s annual electrical demand was met using small hydropower, and renewables in 2017 [4,5]. Due to rapid economic development, urbanization, industrialization, and population growth, Vietnam’s energy demand is anticipated to increase by 11–16% in the near future. It is also predicted that the rate of increase in energy demand will triple by 2020 [6]. Sustainable energy production is therefore unlikely without the efficient use of renewable energies [7].



Solar and wind energies are two robust RES in developing countries [8,9]. The intermittency problems associated with weather-driven energies could be solved using appropriate storage facilities to minimize the need for grid-sourced electricity [10]. Vietnam enjoys considerable solar radiation and permeant wind flow [4,11]. Several studies have shown that there is a great wind potential in Vietnam, especially in Ninh Thuan and Binh Thuan provinces [5,12,13,14]. The wind speed data used in this study were obtained from the Da Loan station in Lam Dong province at 80 m above sea level, as shown in Figure 1a. Solar energy is the other promising RES in Vietnam. According to the National Center for Hydro-Meteorological Forecasting (NHC), Vietnam has been clustered into three solar regions. The northwestern, and southern regions are mainly and dominantly solar because of a high number of sunshine hours, 1897–2102 h/year, and 1900–2900 h/year, respectively. The central region is moderately solar with fewer sunshine hours, 1400–1700 h/year. Regions with at least 1800 h/year of sunny skies are determined to be appropriate for solar power harnessing [4]. In this study, data from the Song Binh station in Binh Thuan province were used, as shown in Figure 1b.



Vietnam has undergone rapid economic development, abrupt urbanization, extensive industrialization, and fast population growth compared to other developing countries. Thus, environmental pollution including water and air sectors have become a serious problem in this country [15,16]. According to the Environmental Performance Index and the report of the World Bank, the environmental situation in Vietnam was highlighted by several points in 2018. Vietnam ranked 132 among 180 countries in the overall environmental assessment where air pollution index ranked 161. It should be noted that Vietnam was in the top ten countries in the world with the most polluted air [17]. The main reason comes from industrial emissions, coal combustion and increasing numbers of vehicles using non-environmentally friendly fuels [18,19]. Aquatic ecosystems are dangerously threatened by the high amounts of untreated municipal and industrial wastewater discharge from industrial zones [18,19,20]. Thus, effective strategies for environmental protection especially wastewater treatment prior to discharge is vital.



Membrane bioreactor (MBR) technology has many advantages over conventional wastewater treatment plants. MBR technology has less sludge, lower environmental footprint, superior effluent quality, and better intensification, with higher retention time [21]. Properties of the membrane are mainly represented by the membrane module manufacturer. The material, internal and external diameter, surface area, nominal pore size, and tensile strength are described in membrane module properties, and the configuration of modules and available filtration area are detailed in membrane frame properties [22]. In addition, a MBR can be applied in a tropical climate and under the technical and socioeconomic conditions of Vietnam [20]. However, the application of MBRs has been extremely limited in Vietnam because of the high economic costs associated with fouling on the membrane surface. The physicochemical interactions between the membrane and components lead to a decrease in flux and an increase in trans-membrane pressure. This phenomenon increases energy consumption during the pumping process [22,23,24]. Extensive application of MBRs in Vietnam would be both cost-prohibitive and suffer from operational problems. A combination of RES and MBR systems may be a promising sustainable answer to the dilemma [25]. In an RES, selection of an inappropriate size and energy mismanagement in the storage components leads to energy loss and much unmet electrical demand [26]. Hence, an energy management strategy has strongly been recommended for effective utilization and energy loss reduction while meeting the electrical demand [27,28]. However, an optimal management methodology for efficient process integration, one that can meet the dynamic demand load of a MBR using intermittent RES, has yet to be identified.



The aim of the current study was to propose a novel HRES to meet a dynamic demand load of a MBR system under optimum conditions using a dual-scale model. In the first model optimization layer, a power-pinch analysis (PoPA) was used to minimize reliance on the fossil-fuel-dependent power grid of Vietnam. In the second layer, economic and environmental models of the technically optimal energy system were developed to evaluate the performance of the optimal integrated system under three scenarios and 101 sub-scenarios for an optimal management. Subsequently, an optimal management scenario was determined using an enviro-economic model, and the technical and enviro-economic models were employed at two optimization scales.




2. Materials and Methods


2.1. System Configuration and Energy Management Strategy


A schematic representation of the system under study is shown in Figure 2. Wind turbines generate an alternating current (AC), while photovoltaic panels (PV) generate direct current (DC). Because a MBR with an external supply source operates on AC, an inverter is used to convert electricity from DC (generated by PV panels or stored in a battery bank) to AC before delivering it to the MBR. A rectifier can convert AC electricity generated by wind turbines (WTs) to DC for storage in a battery bank (BB). Three electrical losses were considered: during energy conversion in the PV panels and WTs; during charging and discharging of the battery; and during net AC-to-DC conversion [29].



Figure 3 is a schematic representation of a MBR system. The demand load was obtained from an operating full-scale MBR plant in southern Vietnam. The plant consists of five main basins, including anaerobic, stabilizing, anoxic, aerobic, and a submerged reactor. In the submerged reactor, the membrane module is immerged in the bioreactor. There is no recirculation loop [30]. Thus, a MBR using a submerged reactor has lower energy consumption because of no high pressurizing pump for recirculation [31]. Here, polyvinylidene (PVDF) membrane material was used with the hollow fiber of 0.01 µm diameter because of its acceptable physical and chemical resistance. Volumes of the bioreactors are shown in the figure. The plant’s operating temperature was maintained at 20 °C for cycles of 15 min (14.5 min for filtration, with the remaining time for back-washing).



An optimal energy management approach was proposed to minimize the components’ size in the integrated system as well as the power losses, as illustrated in Figure 4 [28]. According to the figure, AC electricity is generated by the WTs, and consumed to meet the demand load of the MBR. If the generated AC is greater than the MBR demand load in any time interval, excess AC is converted to DC voltage via converters, and then stored in batteries. On the other hand, the DC generated by the PV panels is converted into AC, and delivered to the demand if the demand load is greater than the power generated by AC source. The battery is charged when the generated DC is greater than the demand load and vice versa. Outsourced electricity is imported from the grid if the total electricity in the HRES is not adequate to satisfy the demand load. Power losses were considered in the model to obtain realistic results. The conversion efficiency, charge and discharge efficiency in the lead-acid batteries, and self-discharge ratio were assumed to be 95%, 90%, and 0.004%/h, respectively [28]. However, these values could vary according to operating devices in an in-situ application.



The research framework used to evaluate the optimal configuration is shown in Figure 5. The raw meteorological data were collected, and the optimal configuration was obtained using the analyzed data in various sub-scenarios. An economic assessment was performed on an optimal integrated system to determine the total annual cost (TAC) and the environmental performance of the integrated system considered total annual carbon dioxide emissions (TACO2) by the grid for all sub-scenarios. Finally, an optimal scenario was determined graphically using the enviro-economic penalty cost. A step-by-step procedure to determine the optimal configuration is detailed as follows:

	
The optimal numbers of PVs and WTs were determined according to sub-scenarios. This study considered three scenarios and 101 sub-scenarios. The sub-scenarios accounted for the percentage of RES contribution in satisfying the electricity in the MBR so that k% RES contribution was used in the (k + 1)th sub-scenario. The MBR operated without any contribution from the HRES in the first sub-scenario. To consider the individual contributions of each power source in one HRES configuration, three scenarios were assumed:

	
Scenario 1: The solar (DC) source accounts for 90% of the total amount provided by the RES, while the wind energy (AC) source makes up the remaining 10%. This scenario is suitable for locations where the potential of solar energy source is dominant compared to that of wind energy source.



	
Scenario 2: The wind (AC) source accounts for 90% of the total amount provided by RES, whereas the solar (DC) source makes up the remaining 10%. This scenario should be considered in regions where the wind energy source has higher priority compared to solar energy sources.



	
Scenario 3: The wind (AC) and solar (DC) sources contribute equally. In other words, each supplies 50% of the total amount provided by the RES. Here, the potential of both wind and solar energies is highly recommended.








The representative of these three scenarios has the individual contribution in each RES source. This could give us an idea to select an appropriate source based on a specific location.



	
An appropriate battery capacity (BC) and the outsourced needed electricity (NE) for one operational year were determined for each sub-scenario using the storage cascade table (SCT) of PoPA [29].



	
Curves of the combined economic and environmental penalty costs (CEEPC) were plotted using economic and environmental models for all sub-scenarios in three management cases, and the optimal sub-scenario was determined graphically.









2.2. Data Collection


Solar and wind are known as weather-driven energy sources because of their dependency on the structure of raw meteorological data [9]. Furthermore, the demand load has a dynamic pattern determined by the performance of the MBR.



2.2.1. Solar Radiation and Wind Speed Data


Solar radiation and wind speed data were extracted from Energy Data website, an open platform providing access to energy datasets and data analytics [32]. Wind speed measurements were performed at the Da Loan station in Lam Dong Province in Vietnam using the “Wind measurement for developing wind power plan and wind power project”, which is financed by the German Federal Ministry of Environment, Nature Conservation and Nuclear Safety, and the Vietnam Ministry of Industry and Trade. Wind speed data were collected at an anemometer height of 80 m above sea level for one full year. The data were processed by high-quality sensor technology, based on the current international standard IEC 61400-121 [33]. Solar radiation data were obtained from the Song Binh station in Binh Thuan Province, Vietnam, from a project funded by the Energy Sector Management Assistance Program. Solar radiation and wind speed hourly data are presented in the Supplementary Materials and shown graphically in Figure 6. Solar irradiance meets 1 kWh/m2 at peak time intervals and varies mainly between 400 and 500 W/m2 in sunny hours. Wind speed data fluctuate because of the site’s topography. Wind speeds rarely exceed 12 m/s and usually fluctuate between 2 and 8 m/s.




2.2.2. Demand Load of MBR


The energy consumption of the MBR was calculated according to influent and effluent qualities, while flow rates were obtained from a real MBR plant in Vietnam. The demand load of the MBR plant was the sum of the energy consumption in all processes. Only aerating (AeE), pumping sludge (PuEslu), pumping permeate (PuEper), and mixing was assumed in required bioreactors (MiE). According to the Benchmark Model No. 1, the electricity demand of aeration, pumping, and mixing processes can be calculated using Equations (1)–(4) [34].


AeE=SOSat(t1−t0)×1.8×1000∫t0t1∑i=15Vi×KLai(t)×dt,



(1)






PuEslu=1t1−t0∫t0t1(0.004×Qir(t)+0.008×Qer(t)+0.05×Qw(t))×dt,



(2)






PuEper=1t1−t0∫t0t1ΔPQef(t)3600ηdt,



(3)






MiE=24to∫t0t1∑i=15(0.005×Vi)×dt if KLai(t)<20d−1,MiE=0 if otherwise,



(4)




where t0 and t1 are the first and last hours of observation (h), respectively; SOSat is the saturated concentration of the dissolved oxygen in water (g/m3); Vi is the volume of the ith bioreactor (m3); KLai(t) is the oxygen transfer coefficient of the ith bioreactor at time t (h−1); Qir(t), Qer(t), Qw(t), and Qef(t) are the flow rates of the returned sludge from the anoxic to anaerobic bioreactor, the returned sludge from the membrane to stabilizing bioreactor, waste sludge from the membrane bioreactor to a target waste treatment system, and effluent discharging from MBR to sinks in m3/h, respectively; ΔP is the trans-membrane pressure; and η is the permeate pump efficiency.



The hourly demand load of the MBR plant is given in the Supplementary Materials and displayed graphically in Figure 7. The plant’s electrical demand load varies between 300 and 500 kW and reaches 1.4 MW at peak demand.





2.3. Optimal Configuration


A numerical tool of PoPA, known as a storage cascade table (SCT), was employed to determine two energy targets, the minimum outsourced electricity supply (MOES) and the available excess electricity for the next day (AEEND) in each operating day during one year [29]. The minimum NE and the optimal BC were then determined. The following simplifying assumptions were considered for the in-silico model development [35,36].

	
The intensity of diffuse sky radiation is uniform over the sky dome, and dust and dirt accumulation is neglected on photovoltaic panels.



	
The effects of the wind velocity on the PV cell performance have not been considered.



	
The power losses in the system were considered as reduction factors in the models.



	
The uncertainties in the power market has been neglected.








The SCT was constructed and applied to determine the energy targets. The sub-scenario in which the RES supplied 30% of the total demand load on the second day of operation was used to detail SCT construction. This detailed sub-scenario (the 31st) is categorized under Scenario 2. Wind accounted for 90% of the RES, and solar supplied the rest in the detailed sub-scenario [29]. The SCT table (Table 1) was constructed as detailed as follows.

	
Operation hours are given in Column 1 that are listed from “1 h” to “24 h” in a daily pattern. Time intervals are the durations between two adjacent operation hours given in Column 2.



	
Hourly DC and AC electricity are measured in kWh, and given in Columns 3 and 4, respectively, calculated using Equations (5) and (6) [37,38].


PPV=A1×η1×Pf×ηpc×I×n1,



(5)






PWT=0.5×Cp×ρ×A2×v3×n2,



(6)




where PPV is the direct current produced by PV panels, A1 is the area of the PV panel with a unit area of 1.63 m2/kWh, η1 is the efficiency of the module (0.11), Pf is the packing factor assumed to be 0.9, ηpc is the power conditioning efficiency assumed to be 0.86, I is the solar radiation (W/m2), n1 is the number of PV panels in a solar module, PWT is the produced power by the WTs ( kWh), Cp is the wind turbine’s power coefficient assumed to be 0.5, ρ is the ambient air density considered as 1.225 kg/m3, v is the wind speed in m/s, n2 is the number of WTs in a wind farm, and A2 is the swept area by the turbine blades that have rotor radius r, which is obtained via Equation (7) [38].


A2=π×r2,



(7)







	
The hourly AC electricity demand of the MBR system (PDM) is given in Column 5 in kWh.



	
If the AC electricity is not adequate to meet the demand load at any time intervals, the DC electricity is delivered. The required power is obtained using Equation (8) that is given in Column 6 [29].


Additional amount from the DC source=PDM−PWT,



(8)







	
The battery is discharged when the total AC and DC electricity is not enough to meet the demand load, the required amount of battery power is obtained using Equation (9). The calculated quantities are given in Column 7 [29].


Second additional amount required from the battery=PDM−PWT−PPV×c,



(9)




where c is the conversion efficiency (0.95).



	
The battery is charged when the generated DC and AC electricity is greater than the MBR demand load. The amounts of surplus AC and DC power are, respectively, summarized in Columns 8 and 9. The charged (IN) and discharged (OUT) power quantities are, respectively, calculated according to Columns 8 and 9, and Column 7. The IN and OUT are obtained using Equations (10) and (11) and listed in Columns 10 and 11, respectively [29].


IN=ACsurplus×ch+DCsurplus,



(10)






OUT=Second additional amount from the battery/ch,



(11)




where ch is charge/discharge efficiency (0.95).



	
The maximum electricity storage capacity for the battery (BC) and the outsourced electricity requirement at various time intervals were obtained by cascading the quantities of storage capacity and outsourced electricity columns, respectively. Infeasible storage capacity (ISC) and infeasible outsourced electricity (IOE) that represented the first day of operation are obtained using Equations (12) and (13) and given in Columns 12 and 13, respectively [29]. Feasible storage capacity (FSC) and feasible outsourced electricity (FOE) that represented a normal day of operation are obtained using Equations (14) and (15) and given in Columns 14 and 15, respectively [29]. Here, only the second day of operation was described as a normal day of operation for simplicity.


ISCj1=ISCj−11×(1−s)+INj1×c−OUTj1/c,



(12)






IOEj1=−ISCj1×(ch×c) ,



(13)






FSCji=ISC241+FSCj−1i×(1−s)+INji×c−OUTji/c if i=2FSCji=FSC24i−1+FSCj−1i×(1−s)+INji×c−OUTji/c if i>2



(14)






FOEij=−FSCij×(ch×c) ,



(15)




where i represents normal days (i=2,3,…,365), j represents hours (j=1,2,…,24), s is the self-discharged energy in the battery (0.004%/h), and ch is the charge/discharge efficiency (0.95) [39]. The available excess electricity for the next day (AEEND) is obtained via Equation (16) [29], and used to determine minimum outsourced electricity supply (MOES) as formulated in Equation (17) [29].


AEEND=ISC24 for the first day of operationAEEND=FSC24i for the normal days of operation,



(16)






MOES=∑i=124FOEji/(1−s)j for the normal days of operation,



(17)




where ISC24, and FSC24i represent excess electricity cascaded at 24 h in the first and normal days of operation, respectively.



	
It is necessary to calculate BoC and NoE in each single day to determine BC and NE in one operational year. The BoCs are the maximum quantities of ISC given in Column 12 from 0 to 24 h for the first day of operation. The BC and NE are the maximum quantity of BoCs and the sum of all NoEs in an operational year, respectively. The BC and NE are given in Equations (18)–(21) [26,29].


BoCpresent=Maxj=124(FSCj),



(18)






BC=Maxi=1365(BoCi),



(19)






NoEpresent={0            if AEENDprevious≥MOESpresentMOESpresent−AEENDprevious if AEENDprevious<MOESpresent,



(20)






NE=∑i=1364NoEi,



(21)




where present and previous represent the present day and the previous day, respectively. NoE is the needed electricity from the grid in a single day (kWh), BoC is the maximum battery capacity in a single day (kWh), NE is the sum of needed electricity from the grid for one operational year, and BC is the maximum battery capacity for one operational year (kWh).









2.4. Optimal Management


Optimal management of the integrated system was performed according to the scenarios and sub-scenarios. A novel graphical approach was employed to determine the minimum enviro-economic penalty costs that are detailed in the following sections.



2.4.1. Economic Model


An economic model was developed to evaluate the economic performance of the optimal retrofitted system. The model was developed using a multi-integer linear program to obtain the total annual cost (TAC) of the system [40]. The overall TAC is a summation of the subsystems’ TAC including PVs, WTs, and battery banks (BB) considering a constant TAC for the MBR as given in Equation (22).




TACoveral= TACPV+TACWT+TACBC,



(22)





The TAC of each subsystem is calculated by summing the annual capital cost (ACC), the annual operating and maintenance cost (AOMC), and the annual replacement cost (ARC) using Equation (23) [41].


TACSub=ACCSub+AOMCSub+ARCSub,



(23)




where the subscript Sub accounts for PV, WT or BB. ACC is calculated using Equation (24) [41].


ACCSub=CCSub×AF,



(24)




where CCSub is the capital investment cost of each subsystem and AF is the amortization factor, which is calculated via Equation (25) [41].


AF=ir·(1+ir)LTOS(1+ir)LTSS−1,



(25)




where ir is the interest rate, and LTOS and LTSS are the lifetime of the overall system and the subsystems, respectively.



Because it may be necessary to replace several subsystems during the lifetime of the system, the annual replacement cost is calculated using Equation (26) [41].


ARC=RCSub×(LTOSLTSS−1)×AF,



(26)




where RCSub is the replacement cost of each subsystem.



The economic constants including the capital investment cost, replacement cost, lifetime, and operating and maintenance cost of each subsystem are summarized in Table 2. The quantities were obtained using reliable literature and the uncertainties of the market were ignored [39,41].




2.4.2. Environmental Model


Global warming and climate change by CO2 emission have become an urgent environmental concern over the world. One of the main sources is the combustion of fossil fuels to produce electrical power, including coal, natural gas, and liquid gas [42]. According to the U.S. Energy Information Administration, coal combustion-related CO2 emissions globally increased by 7% between 1990 and 2018. It is also anticipated that the combustion of coal will make a slight increase in the average rate of CO2 emissions from 2018 to 2040 (0.1%) [43].



A linear mathematical program was developed to evaluate the environmental performance of the integrated system. The total annual amount of carbon dioxide emissions (TACO2) was determined for environmental assessment of the integrated system in each sub-scenario. The present energy mix in Vietnam is shown in Figure 8. According to the figure, coal-fired plants emit the greatest proportion of CO2, representing 34.3% of the current energy mix in Vietnam [5]. Coal was therefore assumed to be the fossil fuel burned to produce the required outsourced electricity. The following procedure was employed to obtain the TACO2:

	
The required coal was obtained to generate one-kilowatt-hour electricity. The amount of coal burned in the production of electricity (kg/kWh) depends on the heat rate (HR) of the generator and the heat content (HC) of the coal as given in Equation (27) [44].


Amount of Coal used per kWh=HRHC,



(27)




where HR is the heat rate of the generator, and HC is the heat content of coal. HR and HC were assumed to be 10,493 BTU/kWh and 4362.2 BTU/kg, respectively [44].



	
Assuming that 2578 kg of CO2 are emitted while burning one short ton (2000 pound or 907.2 kg) of anthracite coal, the CO2 emitted to generate a kilowatt-hour of electricity is calculated using Equation (28) [44].


Amount of CO2 emitted per kWh=2578907.2×HRHC,



(28)







	
The total annual amount of CO2 emitted (kg) to generate the outsourced electricity is calculated via Equation (29) [44].


mCO2=2578907.2×HRHC×OE,



(29)




where OE is the amount of outsourced electricity, which is the sum of the needed electricity (NE) and make-up electricity (ME).









2.4.3. Graphical Optimization


The economic and environmental performances of the integrated system were not included in the optimal system using PoPa. Thus, optimal management was investigated at the local scale considering all the sub-scenarios. A combined enviro-economic penalty cost was defined as the objective function given in Equation (30) [45].


CEEC=TAC+α×EnPC×TACO2,



(30)




where CEEC is the combined enviro-economic penalty cost ($/year), EnPC is the environmental penalty cost of the CO2 emission (2.65 cent/kg), and α is a constant determined by the management cases [45]. The significance of environmental penalty costs versus economic costs varies by location. Industrial air pollution is restricted in more unhealthy regions, whereas economic concerns are given priority in cleaner developing countries. Three management cases were defined according to the local environmental situation under the following assumptions [46]:

	
Case 1: CO2 emissions are not fined so that α=0, and only economic costs are considered for optimization. A slightly polluted environment would be considered as the best condition to apply for case 1.



	
Case 2: Economic penalty costs of CO2 emissions conform to the international agreements, and α=1. This case should be applied to a moderately polluted environment.



	
Case 3: Air quality is sufficiently unhealthy to require that no additional pollution be emitted, and α=10. This case is suitable for countries and regions, especially developing countries, having hazardous high levels in environmental pollution.








The curves of CEEC were drawn including all sub-scenarios in the three management cases, and minimum points were selected graphically to determine the optimal management in local settings.






3. Results and Discussion


An optimal configuration of the integrated system was obtained for all sub-scenarios in each operational month. Accordingly, the optimal sizes of PV panels, WTs, batteries, and NE were calculated for each sub-scenario, applying the SCT of PoPA. An optimal management was then performed using the combined enviro-economic costs of the optimal system considering the management cases. Results are presented in the Supplementary Materials.



3.1. Component Sizing in an Optimal Configuration


The optimal size of PVs and WTs were determined in each sub-scenario in every month to ensure that the PVs and WTs were sized for 12 months to meet the monthly average power demand in the sub-scenarios. For example, the data for the 31st sub-scenario described in Section 2.3 is illustrated graphically in Figure 9a–c. The unit power generated by each PV or WT was calculated using Equations (5) and (6), respectively. PV and WT sizes were calculated considering 12 months as detailed in Table 3. The peak demand load, which occurred in April, was approximately 4000 kWh. The optimal sizes of PVs and WTs were calculated to be 4 panels and 18 modules, respectively, to meet peak loads. Considering an annual case, the sizes of PVs and WTs should be 23 panels and 6 modules, respectively, to meet peak demand in all 12 months. The RES met 30% of total demand load in this case.



All optimal sizes in each sub-scenario were calculated following the same procedure and are presented in the Supplementary Materials. Results considering 11 sub-scenarios under each scenario are also summarized in Table 4. The smallest NE was obtained in Scenario 2, in which wind sources contributed 90% of the RES. The smallest NE obtained in Scenario 2 was approximately 6 and 31 times less than those in Scenarios 3 and 1, respectively. This means that the wind energy offered superior consistency in terms of meeting MBR demand loads in Vietnam. As wind potential increased, pollution caused by fossil-fuel combustion decreases, and NE decreased as renewable penetration increases in the sub-scenarios. However, BC did not exhibit meaningful regression with the sub-scenario numbers and the scenarios. This is because of the dynamicity of the demand load and the intermittent nature of the generated power by PVs and WTs. However, a regular increase in BC was seen in Scenario 1, in which solar contribution is 90% as a result of higher DC power storage. Therefore, higher solar share led to greater storage capacity in the HRES. Furthermore, the smallest size of the solar and wind components in sub-Scenario 100 (100% RES) occurred in Scenario 2. This may be due to two reasons: either wind power has stronger potential compared with solar power in Vietnam or the losses for several AC/DC conversions mean weaker solar PV power compared with wind.



The SCT table was constructed using 8760 annual hourly data objects to obtain the BC and the quantity of outsourced NE. Two days of operation are described to show how the SCT was used to determine the BC and NE. The BC and NE were calculated in the above-mentioned 31st sub-scenario as described in Section 2.3 using Table 1. BoC and NoE were calculated in every single day to obtain BC and NE for one operational year. On the first day of operation represented in Columns 12 and 13, ISC and IOE were calculated using Equations (12) and (13) using a cascade technique of PoPA. In Column 12, 0 s indicates that RES was not enough to meet the demand load, so BB was discharged completely. Thus, additional electricity was needed from the grid listed in Column 13 at those time intervals. AEEND and MOES were calculated using Equations (16) and (17), respectively, for every single day. There was no MOES in the first day of operation. However, AEEND on the first day was cascaded at 24 h and used to reduce MOES on the second day. Similarly, AEEND was cascaded at 24 h on the second day and used to reduce MOES on the third day. The same procedure was followed for all operational days. If AEEND was greater than MOES, no additional electricity was needed from the grid, and if AEEND was less than MOES, the difference between them represented NoE from the grid. According to the SCT, AEEND on the first day and MOES on the second day were 1184.24 and 2267.37 kWh, given in the last row of Column 12 and the first row of Column 15, respectively. Thus, 1083.24 kWh of NoE was required on the second day considering the difference between AEEND and MOES. AEEND at 24 h was 1148 kWh on the second day of operation as given in the last row of Column 13. Thus, AEEND could vary on every single day because of various solar radiation, wind speed and demand load quantities. FSC and FOE were calculated using the same cascade procedure for the remaining 364 days, but taking the AEEND of a previous day into account using Equations (14) and (15), respectively. BoCs were determined as the maximum value of FSCs from 0 to 24 h (2148.97 kWh) on each single day. The same cascade procedure was iterated for all 365 days. BC was the maximum value of BoCs and NE was the sum of all NoEs. BC and NE were calculated considering all sub-scenarios in scenarios and the results are given in the Supplementary Materials.



The annual OE was calculated by summing the determined needed electricity (NE) and make-up electricity (ME). The ME was the demand load not met by the RES according to the sub-scenarios. As an instance, the ME was equal to 70% of the required MBR demand load in the 31st sub-scenario described in Section 2.3. However, the NE was the demand load not met by the optimal HRES, in which the battery was totally discharged. The NE was determined using the SCT. The OE was used to calculate and graphically compare the scenarios in Figure 10. According to the figure, both NE and OE decreased as the HRES share increased. The NE has the smallest quantity in Scenario 2, which consisted of the numerical values in Table 4.




3.2. Graphical Optimal Management


The TAC and TACO2 of the optimal system are compared in Figure 11 for three scenarios and considering all 101 sub-scenarios. The TACO2 decreased for all three scenarios as the contribution of the RES increased. On the other hand, the TAC depended on the sub-scenarios; the RES contribution increased as demand load increased. Accordingly, the size of PVs and WTs increased, but the size of battery fluctuated depending on the demand load patterns. A robust configuration should, therefore, be determined by analyzing combined CEECs. For this purpose, a graphical approach was followed.



A CEEC was obtained for all management scenarios and sub-scenarios, and the results are presented in the Supplementary Materials. The results are also shown graphically in Figure 12, excluding those for sub-Scenario 1, in which no contribution was made to the HRES. Scenarios 1–3 are depicted in continuous blue, dashed orange, and gray lines in Figure 12, respectively. As α=0 in Management Case 1, the CEEC was equal to TAC in Figure 12a. The smallest TAC was obtained in Scenario 1. The TAC slightly decreased in Scenario 1 until an abrupt jump occurred after sub-scenario 47, in which the CEEC was equal to $850,710/year. The optimal configuration was determined when the HRES met 47% of the MBR demand load, considering only the economic model. Solar and wind power shares were 90%, and 10%, respectively, in the optimal HRES. This configuration is recommended for regions where the air quality is good and economic growth has a priority. The BC, NE, and number of PVs and WTs were 3773 kWh, 2818 MWh, 316, and 1, respectively, in the optimal configuration of Management Case 1.



The CEEC for Management Case 2 is shown graphically in Figure 12b. The similarity between Figure 12a,b proves the governance of economic costs in the CEEC. In other words, the economic costs were much greater than the environmental penalty costs, considering an EnPC of CO2 of $24/ton. The optimal configuration and the overall patterns of the graphs showed little variation when considering a global EnPC for CO2 emissions. This shows that RES cannot compete with fossil fuels unless less-expensive green technologies are developed, higher penalty costs are assigned to greenhouse-gas emissions, or government subsidies are offered to green technologies.



Air quality varies regionally, limiting the ability to establish a common global environmental policy. Several regions, including the industrial regions in Vietnam, suffer from unhealthy air quality, even though economic conditions are mild. This condition was mentioned in the Management Case 3, and the results are shown in Figure 12c. Increased emphasis on environmental costs (α=10) influenced the CEEC patterns considerably in all scenarios. The CEEC diagrams had a negative slope, which means that as the contribution of the RES (sub-scenario No.) increases, the CEEC decreases. Although the obtained CEEC was much higher in Management Case 3 compared with that of Case 1, the system can be operated if the MBR demand load is fully met by the HRES. Scenario 3 produced the optimal configuration, in which solar and wind technologies had equal shares in the HRES. The TAC and TACO2 were $1,693,476/year and 429,016 kg/year in the optimal configuration, respectively. The BC, NE, and number of solar PVs and WTs were 5644 kWh, 304.9 MWh, 374, and 11 modules, respectively. Although the sizes of all components were much larger in Management Case 3 compared with the other cases, the NE and subsequently the air pollution were much less.





4. Conclusions


The dynamic demand load of a MBR was met by a model-based HRES comprising solar PVs, WTs, and BBs. The model was validated using real data in Vietnam. Accordingly, a dual-scale mathematical model was assigned in which the HRES was technically optimized in the first scale and an optimal configuration was obtained in the second scale considering its enviro-economic performance. A PoPa was used for the system-scale optimization and a graphical approach was followed for the local-scale optimization. Probable design configurations were assigned to three scenarios, 101 sub-scenarios, and three management cases. According to PoPa results, wind turbines met MBR demand load more consistently and had greater potential and fewer losses compared with solar farms in Vietnam. WTs should, therefore, represent a greater share of the energy mix of a dynamic load-driven HRES in Vietnam. The performance of an optimal system varied under local conditions, and the system was optimized at the local scale. The weights assigned to the EnPCs played a significant role in the optimization, with the CEEC reaching $850,710/year, $1,030,628/year, and $1,693,476/year in three management cases with different weights. The proposed multi-scale optimization approach was validated in a coupled MBR-HRES system, but it could be efficiently used for any dynamic systems. Noting that this study was conducted using computing models, the accuracy of the results obtained by this model-based study was slightly different from those obtained by an actual situation. The followings could be the main reasons to explain: (1) the demand load of the MBR did not include electrical equipment within the MBR plant other than those given in the schematic diagram; (2) conversation efficiency, and charge and discharge efficiencies of the battery could vary from actually-installed devices; and (3) the costs of investment, replacement and operating and maintenance in systems could change according to the uncertainty of the power market.
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Figure 1. RES map of Vietnam with varying: (a) wind speed at 80 m above sea level; and (b) solar power [13,14]. 
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Figure 2. A membrane bioreactor system with the hybrid solar and wind energy sources with a battery. 
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Figure 3. Schematic representation of a full-scale MBR plant in Vietnam. 
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Figure 4. Proposed energy management approach to minimize the system size and power loss. 
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Figure 5. Research framework. 
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Figure 6. Hourly data of: (a) solar radiation at Song Binh station site; and (b) wind speed at Da Loan station site. 
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Figure 7. Predicted power demand load for a full-scale MBR plant. 
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Figure 8. Vietnam energy mix (2017) [5]. 
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Figure 9. Column charts of the described 31st sub-scenario: (a) 30% of total demand load of the MBRs; (b) monthly average solar radiation; and (c) wind speed. 






Figure 9. Column charts of the described 31st sub-scenario: (a) 30% of total demand load of the MBRs; (b) monthly average solar radiation; and (c) wind speed.



[image: Sustainability 11 00066 g009]







[image: Sustainability 11 00066 g010a 550][image: Sustainability 11 00066 g010b 550]





Figure 10. The annual amount of outsourced electricity for: (a) Scenario 1; (b) Scenario 2; and (c) Scenario 3. 
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Figure 11. Total annual cost of the system and total annual carbon dioxide emissions for: (a) Scenario 1; (b) Scenario 2; and (c) Scenario 3. 
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Figure 12. Combined enviro-economic costs for management of: (a) Case 1; (b) Case 2; and (c) Case 3. 
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Table 1. Storage cascade table.
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1

	
2

	
3

	
4

	
5

	
6

	
7

	
8

	
9

	
10

	
11

	
12

	
13

	
14

	
15




	
Time

(h)

	
Time Interval

(h)

	
DC Source, PPV

(kWh)

	
AC Source, PWT

(kWh)

	
AC Demand, PDM

(kWh)

	
Additional Amount from DC Source

(kWh)

	
Second Additional Amount Required from the Battery

(kWh)

	
AC Surplus

(kWh)

	
DC Surplus

(kWh)

	
Charging into Battery, IN

(kWh)

	
Discharging from the Battery, OUT

(kWh)

	
Infeasible Storage Capacity, ISC

(kWh)

	
Infeasible Outsource Electricity, IOE

(kWh)

	
Feasible Storage Capacity, FSC

(kWh)

	
Feasible Outsource Electricity, FOE

(kWh)






	

	

	

	

	

	

	

	

	

	

	

	

	

	
1184.19

	
2267.37




	
1

	
1

	
0

	
226.17

	
631.06

	
404.88

	
404.88

	
0

	
0

	
0

	
426.19

	
0.00

	
404.88

	
710.59

	
0




	
2

	
1

	
0

	
388.52

	
350.10

	
0

	
0

	
388.52

	
0

	
369.09

	
0

	
332.18

	
0

	
1042.75

	
0




	
3

	
1

	
0

	
424.17

	
463.54

	
39.36

	
39.36

	
0

	
0

	
0

	
41.44

	
286.13

	
0

	
996.66

	
0




	
4

	
1

	
0

	
424.17

	
461.18

	
37.01

	
37.01

	
0

	
0

	
0

	
38.96

	
242.83

	
0

	
953.34

	
0




	
5

	
1

	
0

	
380.87

	
395.44

	
14.57

	
14.57

	
0

	
0

	
0

	
15.34

	
225.78

	
0

	
936.26

	
0




	
6

	
1

	
0.08

	
309.88

	
291.87

	
0

	
0

	
309.88

	
0.08

	
294.47

	
0

	
490.79

	
0

	
1201.25

	
0




	
7

	
1

	
0.32

	
293.63

	
270.41

	
0

	
0

	
293.63

	
0.32

	
279.27

	
0

	
742.12

	
0

	
1452.54

	
0




	
8

	
1

	
0.66

	
337.11

	
391.88

	
54.77

	
54.14

	
0

	
0

	
0

	
56.99

	
678.77

	
0

	
1389.17

	
0




	
9

	
1

	
1.19

	
54.05

	
343.57

	
289.52

	
288.39

	
0

	
0

	
0

	
303.56

	
341.45

	
0

	
1051.82

	
0




	
10

	
1

	
0.87

	
19.62

	
323.64

	
304.02

	
303.19

	
0

	
0

	
0

	
319.15

	
0

	
11.26

	
697.17

	
0




	
11

	
1

	
1.22

	
63.89

	
376.11

	
312.22

	
311.06

	
0

	
0

	
0

	
327.43

	
0

	
311.06

	
333.32

	
0




	
12

	
1

	
1.67

	
49.05

	
638.23

	
589.18

	
587.60

	
0

	
0

	
0

	
618.53

	
0

	
587.60

	
0

	
587.60




	
13

	
1

	
1.68

	
242.65

	
447.09

	
204.44

	
202.85

	
0

	
0

	
0

	
213.52

	
0

	
202.85

	
0

	
202.85




	
14

	
1

	
1.57

	
123.88

	
590.05

	
466.17

	
464.68

	
0

	
0

	
0

	
489.13

	
0

	
464.68

	
0

	
464.68




	
15

	
1

	
1.02

	
256.98

	
542.01

	
285.03

	
284.06

	
0

	
0

	
0

	
299.01

	
0

	
284.06

	
0

	
284.06




	
16

	
1

	
0.54

	
534.53

	
437.50

	
0

	
0

	
534.53

	
0.54

	
508.34

	
0

	
457.50

	
0

	
457.50

	
0




	
17

	
1

	
0.05

	
424.17

	
524.36

	
100.18

	
100.14

	
0

	
0

	
0.0

	
105.41

	
340.36

	
0

	
340.36

	
0




	
18

	
1

	
0

	
828.47

	
498.33

	
0

	
0

	
828.47

	
0

	
787.04

	
0

	
1048.69

	
0

	
1048.69

	
0




	
19

	
1

	
0

	
646.20

	
397.84

	
0

	
0

	
646.20

	
0

	
613.89

	
0

	
1601.14

	
0

	
1601.14

	
0




	
20

	
1

	
0

	
640.81

	
583.59

	
0

	
0

	
640.81

	
0

	
608.77

	
0

	
2148.97

	
0

	
2148.97

	
0




	
21

	
1

	
0

	
300.06

	
662.95

	
362.89

	
362.89

	
0

	
0

	
0

	
381.98

	
1724.46

	
0

	
1724.46

	
0




	
22

	
1

	
0

	
603.95

	
616.93

	
12.98

	
12.98

	
0

	
0

	
0

	
13.66

	
1709.21

	
0

	
1709.21

	
0




	
23

	
1

	
0

	
354.91

	
419.38

	
64.46

	
64.46

	
0

	
0

	
0

	
67.86

	
1633.74

	
0

	
1633.74

	
0




	
24

	
1

	
0

	
148.71

	
532.99

	
384.27

	
384.27

	
0

	
0

	
0

	
404.50

	
1184.24

	
0

	
1184.24

	
0
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Table 2. Economic constants.
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Subsystem

	
Parameters

	
Symbol

	
Value

	
Unit

	
Reference






	
Overall

	
A lifetime of the overall system

	
LTOS

	
20

	
year

	
[29]




	
PV

	
Capital cost

	
CCPV

	
350

	
$/module

	
[29]




	
Replacement cost

	
RCPV

	
350

	
$/module




	
Lifetime

	
LTPV

	
20

	
year




	
Operating and maintenance cost (% of capital cost)

	
OMCPV

	
0

	
%




	
Wind turbine

	
Capital cost

	
CCWT

	
150,000

	
$/unit

	
[29]




	
Replacement cost

	
RCWT

	
130,000

	
$/unit




	
Lifetime

	
LTWT

	
15

	
year




	
Operating and maintenance cost

	
OMCWT

	
2500

	
$/year




	
BC

	
Capital cost

	
CCB

	
120

	
$/kWh

	
[29,39]




	
Replacement cost

	
RCB

	
120

	
$/kWh




	
Lifetime

	
LTB

	
4

	
year




	
Operating and maintenance cost (% of capital cost)

	
OMCB

	
1

	
%
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Table 3. Monthly optimal size of PV panels and WTs for the described 31st sub-scenario.






Table 3. Monthly optimal size of PV panels and WTs for the described 31st sub-scenario.





	Month
	January
	February
	March
	April
	May
	June
	July
	August
	September
	October
	November
	December





	No. WT
	2
	2
	3
	4
	6
	2
	2
	1
	2
	3
	2
	2



	No. PV
	21
	15
	14
	18
	20
	18
	16
	16
	20
	22
	23
	21










[image: Table]





Table 4. The optimal size of PV panels, WTs, BC and NE in the scenarios.






Table 4. The optimal size of PV panels, WTs, BC and NE in the scenarios.





	
Sub-Scenario

	
RES Contribution, %

	
No. PVs,

Panel

	
No. WTs,

Module

	
BC,

kWh

	
NE,

kWh






	

	

	
Scenario 1




	
1

	
0

	
0

	
0

	
-

	
3,832,303




	
2

	
1

	
7

	
1

	
3887

	
2,893,434




	
11

	
10

	
68

	
1

	
3928

	
2,878,527




	
21

	
20

	
135

	
1

	
3922

	
2,862,233




	
31

	
30

	
202

	
1

	
3867

	
2,845,988




	
41

	
40

	
269

	
1

	
3811

	
2,829,747




	
51

	
50

	
336

	
2

	
5551

	
2,171,979




	
61

	
60

	
403

	
2

	
5575

	
2,157,772




	
71

	
70

	
471

	
2

	
5599

	
2,143,399




	
81

	
80

	
538

	
2

	
5623

	
2,129,251




	
91

	
90

	
605

	
2

	
5646

	
2,115,134




	
101

	
100

	
672

	
3

	
5400

	
1,662,696




	

	

	
Scenario 2




	
1

	
0

	
0

	
0

	
-

	
3,832,303




	
2

	
1

	
1

	
1

	
3892

	
2,894,900




	
11

	
10

	
8

	
2

	
5435

	
2,242,853




	
21

	
20

	
15

	
4

	
6515

	
1,437,793




	
31

	
30

	
23

	
6

	
11,379

	
953,380




	
41

	
40

	
30

	
8

	
7163

	
640,381




	
51

	
50

	
38

	
10

	
5622

	
418,646




	
61

	
60

	
45

	
12

	
5568

	
259,490




	
71

	
70

	
53

	
14

	
6205

	
172,006




	
81

	
80

	
60

	
16

	
5953

	
106,127




	
91

	
90

	
68

	
17

	
6053

	
85,188




	
101

	
100

	
75

	
19

	
5227

	
53,571




	

	

	
Scenario 3




	
1

	
0

	
0

	
0

	
-

	
3,832,303




	
2

	
1

	
4

	
1

	
3890

	
2,894,168




	
11

	
10

	
38

	
2

	
5446

	
2,236,286




	
21

	
20

	
75

	
3

	
5807

	
1,775,114




	
31

	
30

	
112

	
4

	
6443

	
1,421,974




	
41

	
40

	
150

	
5

	
10,704

	
1,148,995




	
51

	
50

	
187

	
6

	
10,435

	
931,827




	
61

	
60

	
224

	
7

	
8517

	
761,944




	
71

	
70

	
262

	
8

	
7343

	
614,820




	
81

	
80

	
299

	
9

	
6496

	
495,026




	
91

	
90

	
336

	
10

	
5519

	
392,191




	
101

	
100

	
374

	
11

	
5644

	
304,963
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