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Abstract:



Ionosphere research using the Global Navigation Satellite Systems (GNSS) techniques is a hot topic, with their unprecedented high temporal and spatial sampling rate. We introduced a new GNSS Ionosphere Monitoring and Analysis Software (GIMAS) in order to model the global ionosphere vertical total electron content (VTEC) maps and to estimate the GPS and GLObalnaya NAvigatsionnaya Sputnikovaya Sistema (GLONASS) satellite and receiver differential code biases (DCBs). The GIMAS-based Global Ionosphere Map (GIM) products during low (day of year from 202 to 231, in 2008) and high (day of year from 050 to 079, in 2014) solar activity periods were investigated and assessed. The results showed that the biases of the GIMAS-based VTEC maps relative to the International GNSS Service (IGS) Ionosphere Associate Analysis Centers (IAACs) VTEC maps ranged from −3.0 to 1.0 TECU (TEC unit) (1 TECU = 1 × 1016 electrons/m2). The standard deviations (STDs) ranged from 0.7 to 1.9 TECU in 2008, and from 2.0 to 8.0 TECU in 2014. The STDs at a low latitude were significantly larger than those at middle and high latitudes, as a result of the ionospheric latitudinal gradients. When compared with the Jason-2 VTEC measurements, the GIMAS-based VTEC maps showed a negative systematic bias of about −1.8 TECU in 2008, and a positive systematic bias of about +2.2 TECU in 2014. The STDs were about 2.0 TECU in 2008, and ranged from 2.2 to 8.5 TECU in 2014. Furthermore, the aforementioned characteristics were strongly related to the conditions of the ionosphere variation and the geographic latitude. The GPS and GLONASS satellite and receiver P1-P2 DCBs were compared with the IAACs DCBs. The root mean squares (RMSs) were 0.16–0.20 ns in 2008 and 0.13–0.25 ns in 2014 for the GPS satellites and 0.26–0.31 ns in 2014 for the GLONASS satellites. The RMSs of receiver DCBs were 0.21–0.42 ns in 2008 and 0.33–1.47 ns in 2014 for GPS and 0.67–0.96 ns in 2014 for GLONASS. The monthly stability of the GPS satellite DCBs was about 0.04 ns (0.07 ns) in 2008 (2014) and that for the GLONASS satellite DCBs was about 0.09 ns in 2014. The receiver DCBs were less stable than the satellite DCBs, with a mean value of about 0.16 ns (0.47 ns) in 2008 (2014) for GPS, and 0.48 ns in 2014 for GLONASS. It can be demonstrated that the GIMAS software had a high accuracy and reliability for the global ionosphere monitoring and analysis.
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1. Introduction


The ionosphere is part of the Earth’s atmosphere, ranging from 60 to 1000 km above the mean sea level. It is a dispersive medium for the Global Navigation Satellite Systems (GNSS) operating in the microwave band. The GNSS signals traveling through this medium are affected proportionally to the total electron content (TEC), and inversely proportionally to the squared frequency [1]. The GNSS techniques have become an effective type of continuous global scanner of the Earth’s ionosphere, with their unprecedented high temporal and spatial sampling rate [2,3,4,5]. Over the last three decades, our knowledge on the ionosphere conditions has advanced greatly with the effort from a large number of research institutions and scholars [6,7,8,9].



In the context of the International GNSS Service (IGS), several IGS Ionosphere Associated Analysis Centers (IAACs) have developed different techniques in order to provide Global Ionosphere Maps (GIMs) of the vertical TEC (VTEC), since 1998 [5]. The Center for Orbit Determination in Europe (CODE) has been contributing to the IGS ionosphere analysis activities since the establishment of the IGS ionosphere working group in 1998 [10]. The GIMs in IONosphere Map Exchange (IONEX) format [11] are generated using the spherical harmonic (SH) expansion, with Bernese GPS Software (BGS) [12]. The GLObalnaya NAvigatsionnaya Sputnikovaya Sistema (GLONASS) data have been included for the operational ionosphere analysis since 2003.



The Jet Propulsion Laboratory (JPL) was the first institution to measure the ionospheric TEC on global scales, with a worldwide network of 45 dual-frequency GPS receivers in 1993 [13]. The JPL-product IONEX maps are provided with a 15 min temporal resolution and a varying spatial resolution (typically at 5° × 5°), with a Kalman filter-based approach [2]. The JPL/GIM software uses the zeta function in order to select the stations, and it approximates the ionosphere with a modified three-shell model, using a linear composition of bi-cubic splines with 1280 spherical triangles [14].



The European Space Agency/European Space Operations Center (ESA/ESOC) has contributed to the IGS ionosphere working group, since its inception in 1998. The ESA/ESOC still uses a single-layer approach to model the ionosphere through spherical harmonics, with the software IONosphere MONitoring facility ([IONMON] Version 1), and a new 3-dimensional model development is in the coding and testing stage [15].



The Tomographic Ionosphere model software (TOMION) has been developed at the Universitat Politècnica de Catalunya (UPC), since 1995 [16,17]. This software implements a two-layer voxel model with boundary heights of 60–740–1420 km, using only the geometry-free carrier phase measurements [18]. The software has been evolving in different versions in order to be able to process both the ground-based GNSS data and GPS low Earth orbit satellite radio occultation data [19,20].



The Chinese Academy of Sciences (CAS) became a new contributor to the IGS IAACs in 2016 [5]. The approach that is used by CAS for generating the GIM products is the Spherical Harmonic function Plus generalized Trigonometric Series (SHPTS) [21]. The ionospheric VTEC on local and global scales, are individually modeled by the generalized trigonometric series function over each station and the SH expansion with the order and degree of 15.



In 2016, the GNSS Research Center (GRC) of Wuhan University was also recognized as a new member of the IGS IAACs [5]. The global ionosphere model using ground GNSS observations has been developed at the GRC, since 2011 [22]. An inequality-constrained least squares method was proposed, in order to eliminate the non-physical negative values in the VTEC maps [23].



As the demand for ionosphere products has increased in the field of ionospheric physics research and space geodetic applications, it is very important to monitor and analyze the ionosphere reliably and automatically, with high precision. For certain purposes, such as real-time ionospheric applications or a long period reprocess campaign, the computation efficiency of ionosphere modeling should be considered. Thus, a new high-performance global ionosphere mapping software, named the GNSS Ionosphere Monitoring and Analysis Software (GIMAS), which was integrated with the Open Multi-Processing (OpenMP) parallel algorithm [24], was developed at the GRC [25]. In this contribution, we assess the performance of the GIMAS-based GIM products, compared with the legacy IGS IAACs (CODE, JPL, ESA/ESOC, and UPC) and the Jason-2 altimeter data. Considering the significantly different behavior of ionosphere activities in low and high solar activity periods [9], two datasets from 2008 and 2014 are investigated in our experiments. This manuscript is organized as follows. In Section 2, we describe the global ionosphere mapping methodology in detail. In Section 3, we present the data used in our experiments. Section 4 validates the performance of the GIMAS-based GIMs. Section 5 is the discussion and conclusions are drawn in Section 6.




2. Global Ionosphere Mapping Methodology


In general, the code and carrier phase observations for GNSS measurements can be written as follows:


[image: ]



(1)




where [image: ] and [image: ] are the code and carrier phase measurements from the receiver, [image: ], to the satellite, [image: ], in frequency, [image: ], with the wave length, [image: ]; [image: ] is the geometric distance; [image: ] is the velocity of light in a vacuum; [image: ] and [image: ] are the receiver and satellite clock biases, respectively; [image: ] is the dispersive ionospheric delay in the code (the delay) and the carrier phase (the advance); [image: ] is the non-dispersive tropospheric delay; [image: ] and [image: ] are the code biases in the receiver and satellite, respectively; [image: ] is the float carrier phase ambiguity in cycles (including integer ambiguity and uncalibrated phase delays in receiver and satellite); [image: ] and [image: ] are multipath in the code and carrier phase, respectively; and [image: ] and [image: ] are the observational noises.



From dual-frequency observation equations, the ionospheric delay measurements can be obtained by creating a difference between two given frequencies, as follows:
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(2)




where [image: ] is the combined ionospheric delay; [image: ] and [image: ] are the differential code biases (DCBs) in the receiver and satellite, respectively. The multipath effect and noise are not included in Equation (2) for clarity.



The precision of the carrier phase was approximately two orders of magnitude higher than that of the code, but it was affected by the unknown ambiguities that introduce a high complexity. A technical method called ‘levelling carrier phase to code’ [13] was proposed in order to remove the ambiguities of the carrier phase and reduce the noise of code. Before the aligning process, the cycle slips were detected and handled, using the method that was proposed by Blewitt [26]. The levelled carrier phase measurements can be expressed as follows:
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(3)




where [image: ] is the average in a continuous arc.



The ionospheric delay could be expressed up to the third order, and the first order term (with a dependence on [image: ]) accounted for more than 99.9% of the total ionospheric delay. The higher-order ionospheric delay may exceed 10 mm (0.1 TECU [TEC Unit], 1 TECU = 1 × 1016 electrons/m2) [27], but the magnitude was very small in the global ionosphere mapping. The ionospheric delay could be expressed with a good approximation, without the higher-order ionospheric delay, as follows:
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(4)




where [image: ] is the Slant TEC (STEC) from the receiver, [image: ], to the satellite, [image: ].



The SH expansion model was widely used to represent the global and regional VTEC in the spatial and temporal domains [28]. An infinitely thin shell at an altitude of 450 km above the Earth was assumed, where the TEC was concentrated for simplicity. The ionosphere pierce points (IPPs) were the points where the signal path and the thin shell intersect. The STEC along the signal path was mapped to VTEC through a modified mapping function [12]. The SH expansion model and modified mapping function could be expressed as follows:


[image: ]



(5)




where [image: ] is the vertical TEC; [image: ] and [image: ] are the latitude and longitude of IPPs in solar-geomagnetic reference frame; [image: ] is the normalized associated Legendre function with the degree, [image: ], and order, [image: ], and [image: ] was set at 15 in our research; [image: ] and [image: ] are the SH expansion coefficients; [image: ] is the satellite zenith at the station; [image: ] (~6371 km) is the radius of the Earth; [image: ](~506.7 km) is the altitude for modified mapping function only and it should be noted that the altitude here is different from the altitude (450 km) for the thin shell [12]; and [image: ] is a correction factor that was set at 0.9782.



According to Equations (3)–(5), the global ionospheric model can be derived from the GNSS code and carrier phase observations as follows:
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(6)




where the SH expansion coefficients and DCBs in the satellite and receiver are unknown parameters and are estimated simultaneously.



Since the satellite and receiver DCBs are strongly correlated, the normal equation matrix is rank deficient. A zero-mean constraint [12] on the satellite DCBs was applied for each satellite system, as follows:


[image: ]



(7)




where [image: ] is the total number of operational satellites for each satellite system; [image: ] indicates the satellite system.



Since the ionospheric electron distribution that was produced by the ionization was driven by the solar radiation and ordered by the geomagnetic field of the Earth [29], the SH expansion was expressed in solar-geomagnetic reference frame [2]. In this reference frame, theoretically speaking, one set of SH expansion coefficients could be estimated to express the VTEC map daily, as early ionosphere products at CODE [10]. In practice, sets of coefficients are estimated so as to characterize the sub-daily variation. In our research, the interval between the sessions was set at two hours. Considering the continuity of the SH expansion coefficients between consecutive days, 28 h (one day and two hours before the day and two hours after the day) observations were used to estimate 15 sets of coefficients. A Piecewise Linear (PWL) interpolation strategy [12] was applied between the consecutive sets of coefficients as follows:
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where [image: ] is the coefficient at arbitrary time, [image: ], between session [image: ] and [image: ]; [image: ] and [image: ] are the coefficients at the session times [image: ] and [image: ].



Most of the stations were distributed in the Northern Hemisphere, especially in the European and American continents. However, within a solar-geomagnetic reference frame, the SH expansion coefficients represented the global VTEC for a given time and not for a given geographical station distribution [30]. Whether or not a region was populated with GNSS receivers, it would sample a full range of times for one day. Therefore, the VTEC values in the regions that were lacking receivers at a given local time were estimated or predicted by measurements that were obtained, at that same local time, from receivers in the same geomagnetic latitude band [30]. The VTEC that was estimated in those regions were extrapolated in time, so the precision was significantly lower than that in the regions with actual measurements. A compromise should have been made between the measurement coverage and the time resolution. In the sun-fixed reference frame, the global VTEC was almost frozen in a short time and the SH expansion coefficients varied slowly. Based on this fact, the random walk could be used to represent the variation of the SH expansion coefficients with time. The SH expansion coefficients at different sessions, using random walk, could be expressed as follows:
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(9)




where the empirical mean value [image: ] of the random walk was assumed to be 0.



The weight of the random walk constraint was determined according to its power spectral density, and it was very important to balance the weight between the observations and the random walk constraint. The power spectral density was set at 2.0–5.0 TECU/hour1/2 with experience, according to the ionospheric variations [2]. As a result of the uneven station distribution, the estimated VTEC maps, using the SH expansion model, would have had negative values (replaced with zero in ESA- and CODE-product IONEX maps) at high latitude regions, especially in the low solar activity years. To overcome this drawback, the inequality-constrained least squares method [23] was used in our study.



For the mapping of the daily global ionosphere, millions of observations were used. It was very effective to manipulate and stack a normal equation matrix in a mathematical way, for each individual normal equation system [25]. All of the strategies or constraints were added to the normal equation matrix in the same way. The form of the normal matrix is similar to Figure 1 in Zhang et al. [23]. The parameters, including the SH expansion coefficients and DCBs in the satellite and receiver, were estimated by the constrained least squares adjustment. The solutions and estimated standard deviations were computed as follows:
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where [image: ] and [image: ] are the normal equation matrix for observations and right hand side of the normal equations, respectively; [image: ] is the design matrix; [image: ] is the weight matrix of the observations; [image: ] is the array of the actual observations; the matrix for the DCB constraint, piecewise linear interpolation strategy, random walk constraint, and inequality constraint is similar to that for observations; and [image: ] is the posteriori standard deviation of unit weight.



The global ionosphere mapping methodology that was used in our experiments is summarized in Table 1. The differences between the IAACs (CODE, ESA/ESOC, JPL, and UPC) are also compared.


Table 1. Summary of different techniques and implementations at the Ionosphere Associated Analysis Centers (IAACs).





	Method
	GRC
	CODE
	ESA/ESOC
	JPL
	UPC





	Observations
	carrier phase + code a
	carrier phase + code
	carrier phase + code
	carrier phase + code
	carrier phase



	Models
	SH expansion
	SH expansion
	SH expansion
	spherical triangles with splines
	tomographic with splines/kriging



	Shell/Layer
	one shell (450 km)
	one shell (450 km)
	one shell (450 km)
	three shells

(250, 450, 800 km)
	two layers

(60–740–1420 km)



	Daily process
	2 h before + 1 day + 2 h after
	middle day in consecutive 3 days
	2 h update
	15 min update
	2 h/15 min update



	Parameters estimation
	inequality constrained least squares b
	least squares
	Kalman filter
	Kalman filter
	Kalman filter



	GNSS data used
	GPS + GLONASS
	GPS + GLONASS
	GPS + GLONASS
	GPS c
	GPS



	DCB estimation
	simultaneously
	simultaneously
	simultaneously
	simultaneously
	post-fit residuals



	Software
	GIMAS d
	BGS
	IONMON
	JPL/GIM
	TOMION



	References
	Zhang et al. [23]
	Schaer [12]
	Feltens [15]
	Mannucci et al. [2]
	Hernández-Pajares et al. [18]







a The carrier phase with frequency L1 and L2 and code with P1 and P2 were used in our experiments. b The inequality-constrained least squares was used in our experiments. In fact, almost all the negative values occurred in the 2008 IONosphere Map Exchange (IONEX) products (low solar activity period). c The inclusion of GLObalnaya NAvigatsionnaya Sputnikovaya Sistema (GLONASS) data was completed in early 2015 at Jet Propulsion Laboratory (JPL). d The GIMAS (Global Navigation Satellite Systems [GNSS] Ionosphere Monitoring and Analysis Software) with Open Multi-Processing (OpenMP) technique was developed at GNSS Research Center (GRC), Wuhan University [25]. UPC—Universitat Politècnica de Catalunya; SH—spherical harmonic; DCB—differential code bias; BGS—Bernese GPS Software; IONMON—IONosphere MONitoring facility; GIM—Global Ionosphere Map; TOMION—Tomographic Ionosphere model software; ESA/ESOC—European Space Agency/European Space Operations Center; CODE—Center for Orbit Determination in Europe.









3. Data Processing


The ionosphere variation was correlated with the solar activity and the geomagnetic activity [31]. Figure 1 shows the mean global TEC (MGEC) [12] evolution from 1998 to 2016, and it is equivalent to the Global Electron Content (GEC) that was proposed as the ionospheric index in the work of Afraimovich, E.L. et al. [32]. The global signature of the solar cycle as well as the annual and seasonal periods were evident. The evolution of MGEC coincided with that of the solar flux remarkably well. To validate the performance of the GIMAS-based GIMs, two datasets were performed during low (day of year [Doy] from 202 to 231, 2008) and high (Doy from 050 to 079, 2014) solar activity years. In the low solar activity period, the MGEC ranged from 6 to 9 TECU, while it ranged from 32 to 45 TECU in the high solar activity period.


Figure 1. The mean global total electron content (TEC) evolution (blue) derived from the Center for Orbit Determination in Europe (CODE) Global Ionosphere Maps (GIMs) versus the solar flux F10.7 index (red) from 1998 to 2016. Two datasets were selected indicating the low (2008) and high (2014) solar activity periods. MGEC—mean global TEC; TECU—TEC unit.
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In our research, about 300 IGS stations [33] were selected to generate the daily GIM, and the stations distribution is shown in Figure 2. Most of the stations were installed in the Northern Hemisphere continents, and only a few of the stations were located on islands in the oceanic areas. It was expected that the precision of the VTEC map over the continents would be much higher than that over the oceans.


Figure 2. Distribution of International GNSS (Global Navigation Satellite Systems) Service (IGS) tracking stations with GPS (black) or GPS/GLObalnaya NAvigatsionnaya Sputnikovaya Sistema (GLONASS) (red) data on the day of year (Doy) 050, 2014. The numbers of stations with GPS or GPS/GLONASS data are 299 and 195, respectively.



[image: Remotesensing 10 00705 g002]






The experiments were supported with the GIMAS software, which was developed at the GRC of Wuhan University [25]. The core modules of the software were programmed by C++ language, and the automatic scripts were written by the Shell language that was working under the Linux system. To improve the computation efficiency, a parallel computing technique, called OpenMP, was incorporated into the software [25]. The software has currently been used for the daily ionosphere monitoring and analysis at the GRC. The flowchart of the software is shown in Figure 3. The yellow rectangles represent the parallel computing stages. The time for the daily GIM generation was only about 10–13 min, with 24 processors [25].


Figure 3. The GNSS Ionosphere Monitoring and Analysis Software (GIMAS) software flowchart. CDDIS—Crustal Dynamics Data Information Center; CNES—Centre National d’Etudes Spatiales; VTEC—vertical total electron content; IPPs—ionosphere pierce points; DCB—differential code biases; PWL—Piecewise Linear; RW—Random Walk; IEQ—Inequality constraint.
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4. GIMAS-Based GIMs Performance Validation


The daily GIM contained a 13 VTEC and root mean square (RMS) maps with a 2 h resolution. The latitude ranged from 87.5°N to 87.5°S, with a 2.5° resolution, and the longitude ranged from 180°W to 180°E, with a 5.0° resolution. Along with the VTEC maps, the GPS and GLONASS satellite and receiver DCBs were produced simultaneously. Firstly, the differences between the GIMAS-based VTEC maps and the IAACs VTEC maps were discussed. Then, the accuracy of GIMAS-based VTEC maps was analyzed in comparison to the Jason-2 VTEC measurements. Finally, the DCBs in the satellites and receivers were compared with the IAACs DCB products. The VTEC maps or DCBs from the four IAACs were denoted as CODE, JPL, ESA, and UPC, respectively, and the estimates that were derived from the GIMAS software were denoted as GRC.



4.1. VTEC Validation Compared with IAACs VTEC Maps


Although the VTEC maps were generated at different IAACs, with different techniques or implementations, the global VTEC maps could be represented with the standard IONEX format, which used 5183 grid points to describe the ionosphere at each session. As a result, it was very convenient to compare the products that were derived from different centers, and a combined IGS GIM product, named IGSG, could be generated by considering all of the advantages, as shown in Hernández-Pajares et al. [4]. In this section, the differences of VTEC maps, between the GRC and IAACs, were calculated with the bias and standard deviation (STD) indices in Equation (11).


[image: ]



(11)




where [image: ] and [image: ] are the VTEC derived from the GRC and IAACs, respectively; and [image: ] denotes the average calculating operation.



Figure 4 shows the global VTEC snapshots that were determined by the GRC and IAACs for Doy 202, 2008 and Doy 050, 2014, taken at 06:00 Universal Time (UT). The models had expressed the global VTEC distribution well, both in longitude and latitude. The maximum VTEC was located around the longitude 90°E at 06:00 UT (the Earth rotates 15 degrees in one hour). The well-known ionospheric equatorial anomaly (a double-humped structure with a trough centered around the geomagnetic equator and two crests on either side of it, around 18° geomagnetic latitude) was very clear in the maps. On Doy 202, 2008, the maximum VTEC was only about 24 TECU, while it was about 120 TECU on Doy 050, 2014. Although the global ionosphere modeling methods were different, the VTEC differences between the GRC and IAACs were very small during both the low and high solar activity periods.


Figure 4. VTEC maps at 06:00 UT, determined by the GRC and Ionosphere Associated Analysis Centers (IAACs) for Doy 202, 2008 (left panel) and Doy 050, 2014 (right panel). The legend for 2008 is from 0 to 24 TECU, and that for 2014 is from 0 to 120 TECU. The dotted line is the geomagnetic equator. GRC—GNSS Research Center; CODE—Center for Orbit Determination in Europe; JPL—Jet Propulsion Laboratory; ESA—European Space Agency; UPC—Universitat Politècnica de Catalunya.
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Figure 5 shows the daily bias and STD of the GRC VTEC maps, relative to the IAACs. It was seen that the bias between the GRC and IAACs varied from −3.0 to 1.0 TECU. The biases of the GRC that was relative to the IAACs in 2008 showed less variability than that in 2014, as a result of the smaller ionospheric variations. The biases of the GRC relative to CODE and JPL did not change much from 2008 to 2014, while those that were relative to ESA and UPC showed considerable variations. In the low solar activity year, the STDs ranged from 0.7 to 1.9 TECU, however they changed from 2.0 to 8.0 TECU in the high solar activity year. Although the STDs in 2014 were significantly larger than those in 2008, the values were still within the accuracy range of 2–8 TECU for the IGS GIM products [4]. The evolution of the STD in 2014 agreed well with that of the MGEC in Figure 1. A rapid drop on Doy 059, 2014 was very evident in both the STD and MGEC. The difference between the GRC and CODE was the least with a mean bias less than 1.0 TECU, and the STD was about 0.7 and 2.0 TECU in 2008 and 2014, respectively.


Figure 5. GRC VTEC maps daily bias (top plot) and standard deviation (STD) (bottom plot), relative to the IAACs for Doy 202–231 in 2008 and Doy 050–079, in 2014.
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Considering the ionospheric VTEC latitudinal gradients, the VTEC differences were divided into six geomagnetic latitude bands. The six bands were as follows: the northern high latitude (NHL) (from 87.5°N to 60°N), northern middle latitude (NML) (from 60°N to 30°N), northern low latitude (NLL) (from 30°N to 0°), southern high latitude (SHL) (from 87.5°S to 60°S), southern middle latitude (SML) (from 60°S to 30°S), and southern low latitude (SLL) (from 30°S to 0°). The bias and STD of GRC VTEC maps relative to the IAACs at different geomagnetic latitude bands are shown in Figure 6. The biases at different bands ranged from −4.0 to 2.0 TECU. The bias between the GRC and CODE showed the minimum discrepancies both in 2008 and 2014, mainly because of the same ionospheric models. Although the SH expansion was also used at the ESA, the positive biases were very clear between the GRC and ESA at the low latitude during the high solar activity period (2014). One possible reason was that the VTEC crests at the low latitude were decreased because of the influence of the previous normal equations, when the Kalman filter was used [15]. The VTEC estimates at SHL from the GRC were about 0.7 TECU larger than those from the CODE and ESA in 2008, because of the inequality-constrained least squares. The VTEC estimates from the GRC were 2–3 TECU smaller than those from the JPL. This was because the method that was used at the JPL considered the ionospheric local variation and the data gaps were interpolated with splines [2]. While the SH expansion considered the global variation, the VTEC that was estimated over the oceans might have been underestimated, especially in the Southern Hemisphere. Compared with the UPC, the biases were apparently negative the middle and high latitudes. Apart from the reason of the VTEC interpolation method, another important reason was the two-layer tomographic model [18] at the UPC against the one-layer SH expansion model at the GRC. The STDs ranged from 0.5 to 1.8 TECU in 2008 and from 0.9 to 8.6 TECU in 2014. The STDs at the low latitude were significantly larger than those at the middle and high latitudes, because of the strong ionosphere variation at the low latitude. The STDs in the Northern Hemisphere were smaller than those in the Southern Hemisphere, which might have been related to the denser distribution of stations. The STD differences between the IAACs were small in 2008, but they were very large in 2014, especially at the low latitude. This implied that it was more difficult to model the ionosphere during the high solar activity period. The STDs of the GRC–JPL and GRC–UPC were very large when compared with those of the GRC–CODE, because of the different ionosphere models that were used. However, the STDs of the GRC–ESA were at the maximum and were very different from those of the GRC–CODE, although the same SH expansions were used at the GRC, CODE, and ESA. This indicated that the strategies or constraints in the global ionosphere mapping should be carefully handled.


Figure 6. The GRC VTEC map bias (top plot) and STD (bottom plot) relative to the IAACs at different geomagnetic latitude bands.
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4.2. VTEC Validation Compared with Jason-2 Altimeter Data


The radar altimetry derived VTEC was a GNSS-independent data source that was used to validate the accuracy of the GNSS derived VTEC [5], despite the systematic bias to the order of a few TECU [34]. The satellite altimetry missions, such as the TOPEX/POSEIDON, and its follow-on missions Jason-1, Jason-2, and Jason-3, provided the VTEC measurements using the C-band (5.3 GHz) and Ku-band (13.6 GHz) observations since 1992 [35]. These radar altimetry observations were direct vertical measurements that were taken over the oceans with an altitude of 1336 km and an orbit inclination of 66.15°. It should be noted that the vertical measurements of the Jason-2 satellite did not contain the plasmaspheric electron content (PEC), which ranged from 1336 km (Jason-2 orbit altitude) to 20,200 km (GPS orbit altitude) [36].



Figure 7 shows the distribution of ionospheric IPPs of the Jason-2 satellite and the VTEC comparison between the GRC and Jason-2 on Doy 050 in 2014. It can be seen that the IPPs of the Jason-2 satellite ranged approximately from 66°N to 66°S, and only covered the oceans. The GRC VTEC was derived according to the time and footprint location of the Jason-2 satellite, which meant that the GRC VTEC was actually spatially extrapolated far away from the observing stations. There were about 26 passes across one day, and the VTEC gradients along the latitude could be well captured. The bottom left plot shows the full one-to-one comparison between the GRC and Jason-2 from one day. The result showed an overall agreement and a small TECU bias could be observed, which is also shown in Figure 8. For a clear comparison, an example of the GRC VTEC versus Jason-2 VTEC is shown in the bottom right plot. It should be noted that the Jason-2 VTEC was sampled at almost every second and was smoothed with a sliding window of 18 s, in order to reduce the noise [37].


Figure 7. Distribution of the ionospheric IPPs (top panel) of the Jason-2 satellite and VTEC comparison (bottom panel) between the GRC and Jason-2 on Doy 050 in 2014.
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Figure 8. The GRC VTEC daily bias (top plot) and STD (bottom plot), relative to the Jason-2 VTEC for Doy 202–231 in 2008 and Doy 050–079 in 2014.
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The bias and STD indices of the VTEC differences between the GRC and Jason-2 were calculated for comparison. In this section, the VTEC differences denoted the GRC VTEC, minus the Jason-2 VTEC, which was emphasized here for a better understanding of the negative or positive bias that is discussed below. The daily bias and STD of the GRC VTEC, relative to the Jason-2 VTEC of the two datasets in 2008 and 2014, are presented in Figure 8. In the high solar activity year (2014), a positive bias of about +2.2 TECU was observed, while a negative bias of about −1.8 TECU was observed in the low solar activity year. An unexpected negative bias was also observed for the IAACs in both the Northern and Southern Hemisphere from 2003 to 2008 [21], where the negative differences were stronger in the Southern Hemisphere, especially in the southern winter [38]. The positive bias makes sense, given the existence of the PEC, but it was only observed in the high solar activity year (2014), as well as during 2001 and 2002 [36]. This suggested that either the VTEC that was derived from the GNSS was underestimated, or that the Jason-2 VTEC was overestimated during the low solar activity years. The STD was about 2.3 and 6.6 TECU in 2008 and 2014, respectively. The pattern of the GRC-Jason-2 STD also followed that of the MGEC, in Figure 1, where it rose on Doy 058 and dropped on Doy 076, in 2014.



Figure 9 shows the bias and STD of the GRC VTEC, relative to the Jason-2 VTEC at different geomagnetic latitude regions. In 2008, the biases ranged from −4.7 to 0.0 TECU, and the negative bias in the Southern Hemisphere was stronger than that in the Northern Hemisphere. In 2014, the bias at the low and middle latitudes was generally positive, and the value and shape, in terms of the latitude, were similar to the PEC value that was obtained from the TOPEX GPS dual-frequency observations in March 1993 [39]. The ionospheric equatorial anomaly was evident in both 2008 and 2014, where a trough in 2014 was around the equator, while it was around 18°N in the Northern Hemisphere in 2008. The STD in 2008 was about 2.0 TECU, while it ranged from 2.2 to 8.5 TECU, with respect to the latitude, in 2014. The STD at the low latitude was significantly larger than that at the middle latitude, and the value in the Northern Hemisphere was smaller than that in the Southern Hemisphere. The reason for this might have been the mismodeling of the ionospheric VTEC at low latitude, and the sparse distribution of the IGS stations in the Southern Hemisphere. At high latitude regions that were above 60 degrees in the Southern Hemisphere, an apparent bias was observed, especially in 2008. The most possible reason was the mismodeling of ionospheric VTEC at the high latitude in the low solar activity year, although the inequality-constrained least squares method was used to eliminate the negative values [23].


Figure 9. The GRC VTEC bias (top plot) and STD (bottom plot), relative to the Jason-2 VTEC at different geomagnetic latitudes.
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4.3. GPS and GLONASS Satellite DCBs Validation with IAACs DCBs


The inter-frequency satellite DCBs between the P1 and P2 code were estimated in our research. It was known that the satellite DCBs were very stable in a short period and could be considered as constant for one day [40]. The GPS and GLONASS satellites’ DCBs were compared with the IAAC DCBs in this section.



The monthly GPS satellite P1-P2 DCBs for Doy 050–079 in 2014, are presented in Figure 10. The individual satellites were labeled by their pseudo-random noise (PRN) number and were classified under five different blocks. It could be seen that the GPS satellite DCBs mainly varied between −9.0 and 8.0 ns, and that the estimates of the GRC and IAACs were very similar. The same block satellites showed nearly the same amount, which indicated that the characteristics of the DCBs were mainly related to the performance of the corresponding instruments.


Figure 10. GPS satellite P1-P2 DCB estimates of the GRC and IAACs for Doy 050–079 in 2014. The GPS satellites were classified under five blocks, namely, Block IIA, Block IIR-A, Block IIR-B, Block IIR-M, and Block IIF.
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Figure 11 presents the monthly GLONASS for satellite P1-P2 DCBs for Doy 050–079 in 2014. Only the CODE and ESA had used both the GPS and GLONASS data in order to establish their global ionosphere models during this period. The GLONASS satellites were sorted by the frequency channel number. It is shown that the GLONASS satellite DCBs mainly varied between −9.0 and 6.0 ns. Unlike the GPS DCB estimates, the GLONASS estimates had a notable dependency on the frequency channel number, which might have been attributed to the inter-channel biases for GLONASS with the frequency division multiple access (FDMA) technique [41]. The estimates from the GRC, CODE, and ESA agreed well for most satellites, but the R10(−7), R13(−2), R16(−1), and R15(0) exhibited apparent discrepancies. These discrepancies might have been caused by the different types of receivers that had an impact on the satellite DCBs estimation [42].


Figure 11. The GLONASS satellite P1-P2 DCB estimates of the GRC, CODE, and ESA for Doy 050–079 in 2014. The GLONASS satellites were identified by the slot number followed by the frequency channel number in brackets.
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Figure 12 shows the mean bias and STD of the GPS satellite P1-P2 DCB estimates for Doy 202–231 in 2008 and Doy 050–079 in 2014. The bias between the different IAACs in 2014 was larger than that in 2008. This might have been caused by the greater differences in the VTEC maps from the IAACs in 2014, which were estimated simultaneously with the DCBs. The DCBs at the UPC showed great discrepancies when compared with the others in both 2008 and 2014, because of the different DCBs estimation method [18]. The bias between the different satellites from the GRC that were relative to the IAACs, had a mean bias of about −0.4 to 0.5 ns in 2008, while the bias varied between −0.3 and 0.3 ns in 2014. The systematical change of the satellite DCB estimates might have been affected by the different tracking network and employed receivers [43]. The STD of the DCB differences was about 0.02–0.15 ns in 2008 and 0.05–0.24 ns in 2014. The STD increased significantly because of the higher variability of the ionosphere in the high solar activity year. The difference between the GRC and CODE was the least, because of the similar estimation method in both 2008 and 2014. The RMS of the DCB differences was about 0.03–0.46 ns in 2008 and 0.05–0.34 ns in 2014. The mean STDs and RMSs are presented in Table 2. The mean RMS for the GRC–ESA differences had a minimum of about 0.16 ns in 2008, however the minimum was only 0.13 ns between the GRC and CODE in 2014, because of a decrease in the bias.


Figure 12. The bias and STD of the GRC GPS satellite P1-P2 DCB estimates, relative to the IAACs for Doy 202–231 in 2008 (top plot) and Doy 050–079 in 2014 (bottom plot). The dots denote the mean of the differences of the corresponding satellite, and the length of the vertical lines denote the respective standard deviations.
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Table 2. The standard deviation (STD) (before the comma) and root mean square (RMS) (after the comma) of the GRC satellite P1-P2 DCB estimates, relative to the IAACs for Doy 202–231 in 2008 and Doy 050–079 in 2014 (unit: ns).





	
System

	
Year

	
GRC–CODE

	
GRC–JPL

	
GRC–ESA

	
GRC–UPC






	
GPS

	
2008

	
0.03, 0.17

	
0.03, 0.19

	
0.05, 0.16

	
0.07, 0.20




	
2014

	
0.05, 0.13

	
0.07, 0.14

	
0.09, 0.17

	
0.16, 0.25




	
GLONASS

	
2014

	
0.08, 0.26

	
-

	
0.16, 0.31

	
-










The mean bias and STD of the GLONASS satellite P1-P2 DCB estimates for Doy 050–079 in 2014, are shown in Figure 13. The difference in the GRC-CODE bias and GRC-ESA bias was very small for most satellites, except for the R04(+6) and R08(+6). This implied that the GLONASS satellite DCBs that were estimated at the GRC, were systematically biased when compared with the CODE and ESA. The reason for this was also believed to be related to the different tracking network and employed receivers [43]. Compared with the GPS, both the GLONASS bias and STD were larger for the GRC–CODE and GRC–ESA. The biases ranged from −0.7 to 0.7 ns, and the RMSs ranged from 0.08 to 0.68 ns in 2014. The mean STDs and RMSs are also presented in Table 2.


Figure 13. The bias and STD of the GRC GLONASS satellite P1-P2 DCB estimates, relative to the CODE and ESA for Doy 050–079 in 2014.
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The day-to-day scatter (or stability) was the day-to-day variation in the daily DCB estimates, with respect to the monthly mean DCB estimates [44]. The monthly stability of the GPS and GLONASS satellite DCBs, which were determined by the GRC and IAACs, was calculated. The statistics of the monthly stability for the IAACs are presented in Table 3. It was clear that the satellite stability indices were increased greatly in 2014, when compared with those in 2008, because of the increase of the ionosphere variability. The GRC GPS satellite stability was 0.04 ns in 2008 and 0.07 ns in 2014. The GRC GLONASS satellites were less stable than the GPS with a mean value of 0.09 ns in 2014. Although the same ionospheric models were adopted at the GRC, CODE, and ESA, the CODE had the best stability index because of the strategy of using three consecutive days of data, which had increased the smoothness of the DCB estimations [45]. The UPC had the maximum stability index in both 2008 and 2014. The most probable reason was that the DCBs were estimated from the ionospheric code post-fit residuals, after subtracting the slant TEC that was obtained from the GIMs [18]. It was easy to see that the satellite stability for the GRC was comparable to that of the CODE and JPL, and that it was better than the ESA and UPC during both the low and high solar activity periods.


Table 3. The monthly stability of the GRC and IAACs satellite DCB estimates for Doy 202–231 in 2008 and Doy 050–079 in 2014 (unit: ns).





	
System

	
Year

	
GRC

	
CODE

	
JPL

	
ESA

	
UPC






	
GPS

	
2008

	
0.04

	
0.03

	
0.04

	
0.05

	
0.07




	
2014

	
0.07

	
0.05

	
0.07

	
0.11

	
0.17




	
GLONASS

	
2014

	
0.09

	
0.06

	
-

	
0.17

	
-











4.4. GPS and GLONASS Receiver DCBs Validation with IAACs DCBs


The GPS and GLONASS receiver P1-P2 DCBs were compared with the IAACs DCBs in this section. For each comparison experiment, 30 IGS stations with different receiver types were selected. Different from the comparison of the satellite DCB estimates, the receiver DCB estimates were also affected by the geographic latitude because of the ionospheric VTEC latitudinal gradients.



The monthly GPS receiver P1-P2 DCBs for Doy 050–079 in 2014 are presented in Figure 14. The stations with different receiver and antenna types are presented in Table 4. It can be seen that the GPS receiver P1-P2 DCBs ranged from −10.0 to 18.0 ns. The differences between the GRC and IAACs were very small. The receiver DCBs were very similar with the same receiver type, however they also varied with the different antenna types, such as the stations with the receiver ASHTECH UZ-12. The receiver DCBs were nearly the same for the same receiver and antenna type, such as stations SCH2 and CHUR.


Figure 14. The GPS receiver P1-P2 DCB estimates of the GRC and IAACs for Doy 050–079 in 2014. The GPS receivers were loosely classified into five types (AOA, ASHTECH, JAVAD, JPS, and TPS).
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Table 4. The stations selected for the GPS receivers’ DCBs comparison for Doy 050–079 in 2014.













	Receiver Type
	Station Name
	Antenna Type
	Receiver Type
	Station Name
	Antenna Type





	AOA BENCHMARK ACT
	ALBH
	AOAD/M_T
	
	KIT3
	JAV_RINGANT_G3T



	AOA SNR-12 ACT
	WSRT
	AOAD/M_T
	
	ULAB
	JAV_RINGANT_G3T



	ASHTECH UZ-12
	GODE
	AOAD/M_T
	
	CHPI
	TPSCR.G3



	
	RESO
	ASH700936A_M
	JPS E_GGD
	ONSA
	AOAD/M_B



	
	KELY
	ASH701945C_M
	JPS EGGDT
	GOLD
	AOAD/M_T



	
	HOLM
	ASH701945D_M
	JPS LEGACY
	IRKJ
	JPSREGANT_SD_E1



	
	BOGT
	ASH701945E_M
	
	NOVM
	JPSREGANT_SD_E1



	
	QAQ1
	ASH701945E_M
	
	ADIS
	TRM29659.00



	
	SUTH
	ASH701945G_M
	TPS LEGACY
	UNBJ
	TRM57971.00



	
	RABT
	TRM29659.00
	TPS NETG3
	MDVJ
	JPSREGANT_DD_E1



	ASHTECH Z-XII3
	YAKT
	ASH701933B_M
	
	FLIN
	NOV750.R4



	JAVAD TRE_G3T DELTA
	STJO
	AOAD/M_T
	TPS NET-G3A
	ALGO
	AOAD/M_T



	
	YELL
	AOAD/M_T
	
	WHIT
	AOAD/M_T



	JAVAD TRE_G3TH DELTA
	MBAR
	ASH701945B_M
	
	SCH2
	ASH701945E_M



	
	PIMO
	ASH701945C_M
	
	CHUR
	ASH701945E_M









Figure 15 shows the monthly GLONASS receiver P1-P2 DCBs for Doy 050–079 in 2014. The four types of receivers are presented in Table 5. Only the CODE and ESA provided the GLONASS receiver DCBs, and the DCBs for GRC agreed well with those for the CODE and ESA. The GLONASS receiver DCBs ranged from −28.0 to 18.0 ns. It was also very clear that the GLONASS receiver DCB estimates were strongly related with the receiver type and antenna type.


Figure 15. GLONASS receiver P1-P2 DCB estimates of the GRC, CODE, and ESA for Doy 050–079 in 2014. The GLONASS receivers were classified into four types.
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Table 5. The stations selected for the GLONASS receivers DCBs comparison for Doy 050–079 in 2014.













	Receiver Type
	Station Name
	Antenna Type
	Receiver Type
	Station Name
	Antenna Type





	JAVAD TRE_G3TH DELTA
	MBAR
	ASH701945B_M
	
	BSHM
	TRM59800.00



	
	PIMO
	ASH701945C_M
	TPS NET-G3A
	PRDS
	AOAD/M_T



	
	PIE1
	ASH701945E_M
	
	WHIT
	AOAD/M_T



	
	KOKV
	ASH701945G_M
	
	SCH2
	ASH701945E_M



	
	POTS
	JAV_RINGANT_G3T
	
	BAKE
	TPSCR.G3



	
	TASH
	JAV_RINGANT_G3T
	
	FRDN
	TPSCR.G3



	
	ULAB
	JAV_RINGANT_G3T
	
	HLFX
	TPSCR.G3



	JPS EGGDT
	GODZ
	AOAD/M_T
	
	IQAL
	TPSCR.G3



	
	GOLD
	AOAD/M_T
	
	VALD
	TPSCR.G3



	
	KIR0
	AOAD/M_T
	TRIMBLE NETR9
	AUCK
	TRM55971.00



	
	SUTV
	ASH701945G_M
	
	REUN
	TRM55971.00



	
	MOBK
	JPSREGANT_SD_E1
	
	SYOG
	TRM59800.00



	
	TIXI
	TPSCR3_GGD
	
	NKLG
	TRM59800.00



	
	FAIV
	TRM29659.00
	
	GMSD
	TRM59800.00









The mean bias and STD of the GPS receiver P1-P2 DCB estimates for Doy 202–231 in 2008 and Doy 050–079 in 2014 are presented in Figure 16. The stations are listed in the order from the southern latitude to the northern latitude, instead of in the order of the receiver types. Some of the stations were located at low latitude regions, while most of the stations were located at the northern middle and high latitude. It can be seen that the receiver DCB estimates at the GRC were underestimated when compared with the IAACs for most of the stations, both in 2008 and 2014. The biases of the GRC GPS receiver DCB estimates, relative to the IAACs, were within 0.5 ns in 2008. It was increased to 1.0 ns for most of the stations in 2014, except for UPC. The mean biases are presented in Table 6. The STDs of the receiver DCBs differences ranged from 0.05 to 0.30 ns in 2008 and from 0.05 to 1.00 ns in 2014. The STDs increased significantly in 2014, in accordance with those for the satellite DCBs. The STDs at the low latitude were obviously larger than those at the middle and high latitudes. This agreed well with the VTEC STDs in Figure 6, because of the simultaneous estimation of the ionospheric parameters and DCBs. The RMSs of the receiver DCBs differences ranged from 0.06 to 0.76 ns in 2008 and from 0.13 to 2.23 ns in 2014. The mean RMSs were summarized in Table 6.


Figure 16. The bias and STD of the GRC GPS receiver P1-P2 DCB estimates, relative to the IAACs for Doy 202–231 in 2008 (top plot) and Doy 050–079 in 2014 (bottom plot). The receivers are listed in the order of southern latitude to northern latitude.
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Table 6. The bias (before the comma) and RMS (after the comma) of the GRC receiver P1-P2 DCB estimates, relative to the IAACs for Doy 202–231 in 2008 and Doy 050–079 in 2014 (unit: ns).





	
System

	
Year

	
GRC–CODE

	
GRC–JPL

	
GRC–ESA

	
GRC–UPC






	
GPS

	
2008

	
−0.17, 0.21

	
−0.13, 0.23

	
−0.16, 0.35

	
−0.38, 0.42




	
2014

	
−0.16, 0.33

	
−0.30, 0.53

	
−0.33, 0.77

	
−1.36, 1.47




	
GLONASS

	
2014

	
−0.49, 0.67

	
-

	
−0.64, 0.96

	
-










Figure 17 shows the mean bias and STD of the GLONASS receiver P1-P2 DCB estimates for Doy 050–079, 2014. The GRC GLONASS receiver DCB estimates were also underestimated than the CODE and ESA for most stations. The biases ranged from −2.1 to 1.4 ns and the RMSs ranged from 0.15 to 1.72 ns in 2014. The mean biases and RMSs are also presented in Table 6.


Figure 17. The bias and STD of the GRC GLONASS receiver P1-P2 DCB estimates, relative to the CODE and ESA for Doy 050–079 in 2014. The receivers are listed in the order of southern latitude to northern latitude.
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The monthly stability of the GPS and GLONASS receiver DCBs, which were determined by the GRC and IAACs, are presented in Table 7. The stability of the receiver DCBs was obviously larger than those of the satellite DCBs. The differences in stability between the IAACs were very small for both the GPS and GLONASS. The stability of the receiver DCB estimates, during the high solar activity period, were significantly larger than those during the low solar activity period, which was similar to those for satellite DCBs.


Table 7. The monthly stability of the GRC and IAACs receiver DCB estimates for Doy 202–231 in 2008 and Doy 050–079 in 2014 (unit: ns).





	
System

	
Year

	
GRC

	
CODE

	
JPL

	
ESA

	
UPC






	
GPS

	
2008

	
0.16

	
0.15

	
0.14

	
0.18

	
0.16




	
2014

	
0.47

	
0.45

	
0.35

	
0.59

	
0.63




	
GLONASS

	
2014

	
0.48

	
0.47

	
-

	
0.64

	
-












5. Discussion


Through the above experiments and comparisons, it was demonstrated that the GIMs products that were obtained from the GIMAS software were comparable to those of the CODE, JPL, ESA/ESOC, and UPC. The different techniques and implementations between the GRC and the IAACs are presented in Table 1. The different ionospheric models would have led to great discrepancies at different latitude bands, such as the GRC, JPL, and UPC. However, the different ionospheric strategies had resulted in the maximum STDs at the low latitude, such as the GRC and ESA. However, the accuracies of the GRC VTEC maps were still within the accuracy range of 2–8 TECU for the IGS VTEC products. The systematic biases and STDs of the GRC VTEC maps, relative to the Jason-2 VTEC measurements, also showed similar accuracies to the previous studies. The combination of the ground GNSS data and the altimeter data is expected to improve the accuracies of the VTEC maps over the oceans and the results will be provided soon. The accuracies of the GPS and GLONASS satellite and receiver DCBs were at the same level as the IGS DCB products. The DCBs were mainly related to the performance of the corresponding instruments, of which the GPS satellite DCBs had nearly the same amount from the same block, and the receivers showed similar DCBs with the same receiver type and antenna type. The precisions of the DCBs were affected by the ionosphere models because of the simultaneous estimation method. Based on the GIMAS software, a more precise global ionosphere model was under the testing stage. As a new IAAC member, the GRC of Wuhan University would benefit from the IGS IAACs and would contribute to the global ionosphere mapping and analysis.




6. Conclusions


We modeled the global ionosphere maps and estimated the GPS and GLONASS satellite and receiver DCBs during the low (2008) and high (2014) solar activity periods. The experiments were supported by a new fast computing global ionosphere mapping software, GIMAS, which was developed at the GNSS Research Center of Wuhan University. The performance of the GIMAS-based GIMs was validated with the products of the legacy IGS IAACs (CODE, JPL, ESA/ESOC, and UPC) and the Jason-2 altimeter data.



The results showed that the biases of the GIMAS-based VTEC maps, relative to the IAACs, ranged from −3.0 to 1.0 TECU. The STDs ranged from 0.7 to 1.9 TECU in 2008 and from 2.0 to 8.0 TECU in 2014. Both the biases and STDs at different latitude bands indicated that the strong ionosphere variation at low latitude would increase the complexity of ionosphere modeling and that different ionosphere models or different strategies would lead to significant discrepancies. When the GIMAS-based VTEC maps were compared with the Jason-2 VTEC measurements, a positive systematic bias of about +2.2 TECU in 2014 and a negative systematic bias of about −1.8 TECU in 2008 were observed. The unexpected negative bias suggested that either the GNSS derived VTEC was underestimated or the Jason-2 VTEC was overestimated during the low solar activity period. The STDs was about 2.0 TECU in 2008 and ranged from 2.2 to 8.5 TECU, with respect to the geographic latitude in 2014. The STDs in the Northern Hemisphere were smaller than those in the Southern Hemisphere, because of the denser distribution of stations.



The GPS and GLONASS satellite and receiver P1-P2 DCBs were compared with the IAACs DCBs. The RMSs for the GPS satellites ranged from 0.16 to 0.20 ns in 2008 and from 0.13 to 0.25 ns in 2014, and the RMSs for the GLONASS satellites ranged from 0.26 to 0.31 ns in 2014. The monthly stability of the GPS satellite DCBs was about 0.04 ns (0.07 ns) in 2008 (2014) and that of the GLONASS satellite DCBs was about 0.09 ns in 2014. The GIMAS-based receiver DCBs were underestimated when compared with those of IAACs for most of the stations. The STDs at the low latitude were obviously larger than those at middle and high latitudes, because of the ionosphere variation. The RMSs were 0.21–0.42 ns in 2008 and 0.33–1.47 ns in 2014 for the GPS receivers, and 0.67–0.96 ns in 2014 for the GLONASS receivers. The monthly stability of the GPS receiver DCBs were about 0.16 ns (0.47 ns) in 2008 (2014) and of the GLONASS receiver, the DCBs were 0.48 ns in 2014.
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