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Abstract

:

Knowledge about forest structures, particularly of deadwood, is fundamental for understanding, protecting, and conserving forest biodiversity. While individual tree-based approaches using single wavelength airborne laserscanning (ALS) can successfully distinguish broadleaf and coniferous trees, they still perform multiple tree species classifications with limited accuracy. Moreover, the mapping of standing dead trees is becoming increasingly important for damage calculation after pest infestation or biodiversity assessment. Recent advances in sensor technology have led to the development of new ALS systems that provide up to three different wavelengths. In this study, we present a novel method which classifies three tree species (Norway spruce, European beech, Silver fir), and dead spruce trees with crowns using full waveform ALS data acquired from three different sensors (wavelengths 532 nm, 1064 nm, 1550 nm). The ALS data were acquired in the Bavarian Forest National Park (Germany) under leaf-on conditions with a maximum point density of 200 points/m   2  . To avoid overfitting of the classifier and to find the most prominent features, we embed a forward feature selection method. We tested our classification procedure using 20 sample plots with 586 measured reference trees. Using single wavelength datasets, the highest accuracy achieved was 74% (wavelength = 1064 nm), followed by 69% (wavelength = 1550 nm) and 65% (wavelength = 532 nm). An improvement of 8–17% over single wavelength datasets was achieved when the multi wavelength data were used. Overall, the contribution of the waveform-based features to the classification accuracy was higher than that of the geometric features by approximately 10%. Our results show that the features derived from a multi wavelength ALS point cloud significantly improve the detailed mapping of tree species and standing dead trees.
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1. Introduction


Remote sensing can provide valuable information for ecosystem structure and function over large areas [1] that influence biodiversity [2]. Aside from area-based approaches [3], a large number of studies have mentioned the fundamental role of species identification at the single tree level in much forest inventory and management [4,5,6] as well as biodiversity [7]. Therefore, in order to maintain up-to-date information, effective methods and techniques need to be developed that accurately classify tree species.



Single tree species can initially be detected using individual tree segmentation approaches and later mapped by a classification strategy. Recent innovative methods for single tree detection have utilized a 3D approach instead of using the canopy height model (CHM) alone to reduce the over/under-segmentation problems [8]. The detection rates for single trees can be improved significantly by applying the spectral clustering normalized cut method (  N C u t  ) to a (super) voxel forest structure [9,10], and introducing a classifier-based adaptive stopping criterion [11]. Moreover, to segment individual trees Strîmbu and Strîmbu [12] proposed an approach that captures the topological structure of the forest in hierarchical data structures and quantifies the tree crown component relationships in a weighted graph. Overall, accurate single tree segmentation is an important step for high quality species determinations at the individual tree level.



Over decades, optical imagery that can remotely measure the spectral reflectance of an object has been used as a standard source to discriminate tree species [6,13]. Optical aerial and spaceborne instruments can record the spectral signatures of tree species not only in the visible spectral range (RGB), but also in the near-infrared (NIR), short-wave infrared (SWIR), and even thermal infrared. Depending on the radiometric resolution, the radiation can be measured in multiple bands. Multispectral sensors typically provide up to 10 spectral bands, whereas hyperspectral sensors have hundreds of bands [14]. Recently, spaceborne optical sensors with high spatial and temporal resolution have also been successfully applied to tree species classification. Moreover, dense matching has become a mature technique used to reconstruct objects from a series of highly overlapping images on the pixel level with excellent subpixel accuracy [15]. Regarding forestry applications, this novel computer vision method enables a dense point cloud to be generated from canopy surfaces that later can be used for tree species classification either on the tree level, or using an area-based approach [16]. Moreover, multispectral and hyperspectral sensors can be combined with ALS to enrich the limited radiometric information of ALS. The authors of Ullah et al. [17] demonstrated that estimating forest structural parameters at the stand and forest compartment level can be improved by using point clouds generated from aerial imagery. The authors of Nevalainen et al. [18] combined an RGB camera and a frame format hyperspectral camera mounted on a multicopter drone. They showed that the single tree detection rate is strongly dependent on the forest stand characteristics and ranges between 40% and 95%. Moreover, the tree species classification accuracy (four different tree species) achieved an overall accuracy of 95% and an F-score of 0.93. In this regard, Maschler et al. [19] demonstrated the feasibility of classification of 13 tree species (8 broadleaf, 5 coniferous) with an overall accuracy of 89.4% by combining ALS-based tree segments with hyperspectral data acquired by a Hyspex VNIR 1600 push broom instrument. Finally, the study of Grabska et al. [20] reported a mapping of nine tree species using Sentinel-2 time series. The usage of only two images from different seasons resulted in an overall accuracy higher than 90%. However, the main drawback of these passive sensors for forest applications is the limited forest canopy surface penetration, hence, the forest structure beneath the canopy cannot not be fully captured in 3D.



Over the past decade, ALS point clouds have become an important data source for classifying tree species. Several studies have proposed using structural features from ALS point clouds, such as crown shapes, height distribution percentiles, and proportions of first/single returns for distinguishing between tree species [21,22,23,24]. Separating trees by height is important for single tree classification, especially in forests where tree height distributions differ between species [21,25]. After the advent of single full waveform ALS systems, several studies reported accuracy improvements by applying waveform features that use detailed backscattered pulse information, such as the intensity and pulse width [26,27]. The authors of Höfle et al. [28] used calibrated waveforms from the ALS data to distinguish between European larch (Larix decidua), English oak (Quercus robur), durmast oak (Quercus petraea), and European beech (Fagus sylvatica), and found that echo width could separate larch from broadleaf trees. However, the responses of the oak and beech represented by the backscatter cross-section and echo width were similar. Reitberger et al. [9] found that radiometric information derived from full waveform ALS, such as the intensity and pulse width, provide a strong basis for distinguishing between broadleaf and coniferous trees. The authors of Heinzel and Koch [29] explored a set of waveform-based features for classifying four groups of tree species in a mixed temperate forest with an overall accuracy of 78%. The authors of Yao et al. [30] found that single wavelength ALS data (1550 nm) could be advantageously used to classify coniferous and broadleaf trees in the Bavarian Forest National Park with a maximum overall accuracy of 90%. However, Shi et al. [31] found that the classification accuracy decreases by 30% if the detailed tree species mapping (six different tree species) is attempted for the same study area. Further, Hovi et al. [27] focused on systematically analyzing the identification potential of ALS point cloud features by investigating the sources of the within-species variations. They achieved an overall accuracy of 75% for the identification of three main tree species in Finland using ALS waveform features. Overall, considering the limitations of optical imagery, single wavelength ALS point clouds (full waveform) are superior data sources for classifying tree species [32]. However, due to the lack of spectral information, detailed tree species identifications have yet to reach sufficiently high accuracies (up to 90%) [33,34].



The aforementioned results suggest that the intensity of single wavelength ALS (full waveform) is useful for classifying tree species. Moreover, the reflectivity of each tree is dependent on the laser wavelength. For instance, according to [35], by using single wavelength ALS (1064 nm) under leaf-on conditions, the average intensity values of broadleaf trees are higher than those of most coniferous tree species. This difference is mainly due to differences in the tree structures. Broadleaf trees have larger single leaves, while coniferous trees have needles with a non-continuous leaf surface [36]. Recently, Shi et al. [31] verified that the intensity features make a more significant contribution to tree species classification in mixed temperate forests than the geometric features. Moreover, the bidirectional reflectance and geometry of the volumetric target surfaces significantly influence the intensity values recorded by a ALS system [6].



Recently introduced multispectral ALS technology is promising for improving forest mapping as it can provide a denser point cloud and higher spectral information. A few studies have focused on the potential of using multispectral ALS point clouds for classifying tree species [24,34,37,38,39,40]. The authors of Lindberg et al. [24] generated multispectral ALS data using three different instruments during different flights with a point density of 20 points/m   2   to characterize tree species. They employed visual interpretation to show that, if both spectral and geometric information from multi wavelength ALS data are used, the accuracy of tree species classification is better than that obtained when information from single wavelength ALS data are used. The authors of St-Onge and Budei [37] used the intensity-based features extracted from three spectral channels of a Titan multispectral ALS system [41] to classify broadleaf vs. Needle-leaf trees in a Canadian boreal forest and achieved a classification accuracy over 90%. The authors of Yu et al. [34] used the same sensor and achieved an overall tree species classification accuracy of 85.6% for three different tree species in southern Finland using intensity-based features. The authors of Hopkinson et al. [38] compared terrain and forest canopy attributes extracted from each wavelength of two multispectral ALS datasets (multisensor and single-sensor). They achieved an overall accuracy of 78% for the classification of land surface and vegetation (8 classes) by integrating spectral and structural information. The authors of Axelsson et al. [39] used the Optech Titan X System to investigate ten tree species in a boreal forest, and achieved a cross-validated accuracy of 76.5% using the height and intensity distribution of features from the tree segments. The authors of Budei et al. [40] classified 10 tree species using the Optech Titan system with an overall accuracy of 75%. So far, combinations of various features from multi spectral ALS point clouds have been mainly used to examine tree species classification in boreal forests.



Thus far, the detection of individual standing dead trees from ALS point clouds has been of minor research interest. The authors of Yao et al. [10] tackled for the first time the detection of dead trees with crowns using only the ALS intensity (single wavelength 1550 nm) and geometric features such as the crown shape and point height distribution. The study reports a classification accuracy between 71% to 73%. Recently, Polewski [42] presented a method that uses single tree 3D segments in combination with multispectral aerial imagery. Based on features generated from the covariance matrix of the three image channels, a two-class classification (dead tree and non-dead tree) led to an accuracy of around 88%. The same author reported in the study Polewski et al. [43] on the detection of standing dead trees without crowns (snags). The method used free shape contexts to generate salient features suitable to describe the single snags in a sparse point cloud. After optimizing the highly dimensional feature space with a genetic algorithm, the new approach classified 285 objects with a classification accuracy of 84.2%.



In summary, the classification of coniferous and broadleaf trees with single wavelength ALS data (full waveform) is possible with high accuracy. The classification of multiple tree species has not yet reached a practical performance. Multispectral ALS has the potential to improve the tree species classification accuracy. The combined classification of tree species and standing dead trees with crowns has been of minor research interest. Moreover, due to the expected high dimensional feature space, techniques are mandatory to reduce the huge number of predictive variables to the most prominent ones.



Therefore, the main objectives of this study are to evaluate the accuracy of classification tree species and standing dead trees in a temperate forest located in southeastern Germany using (i) triple wavelength ALS (1550 nm, 1064 nm, and 532 nm), (ii) single wavelength ALS, and (iii) to identify the most important features based on a specific feature selection approach. Thereby, we demonstrate the current potentials and limitations of triple wavelength ALS without fusing optical imagery. We simulate a multispectral ALS sensor by compiling the data from three different ALS sensors which have been carried by two aircrafts on the same day.




2. Materials and Methods


2.1. Study Area


Located in the Bavarian Forest National Park (49   ∘  12   ′  N, 12   ∘  58   ′  E), our study area is a temperate and complex forest situated in the south-eastern part of Germany along the Czech Republic border covering an area of 24,250 ha. The forest is dominated by Norway spruce (Picea abies) with European beech (Fagus sylvatica) and Silver fir (Abies alba). Rare tree species are also present in the park, such as white birch (Betula pendula), sycamore maple (Acer pseudoplatanus), and common rowan (Sorbus aucuparia) [44]. Figure 1 shows in yellow the sample plots site (=transect) where the experiments were carried out on a color infrared orthophotograph of the Bavarian Forest National Park. A color infrared image of the study area that presents the difference between the trees (living vegetation) and standing dead spruce trees with crowns by color, is shown in Figure 2.



The multi wavelength ALS data were acquired on 18 August 2016 during leaf-on conditions using three RIEGL scanners LMS-680i, LMS-Q780, and VQ-880-G. The VQ-880-G and LMS-Q780 sensors were flown in an one aircraft, while the LMS-680i instrument was carried in a helicopter. In both campaigns, several parallel flight strips were flown with varying side lap between 50% and 100%. Therefore, the resulting point densities amounted in the center of the transect to 80 points/m   2   (LMS-680i) and 60 points/m   2   (LMS-Q780 and VQ-880-G). To this end, the combined 3D point cloud containing three different spectral channels (1550 nm (Ch1), 1064 nm (Ch2), and 532 nm (Ch3) showed an average point density of around 200 points/m   2  . Table 1 illustrates the details of the acquisition flight. Note that the weather conditions remained constant during data acquisition.



The raw data of spectral Ch2 and Ch3 channels were horizontally and vertically shifted to reference data set Ch1. The alignment was visually checked on appropriate objects (e.g., standing dead trees without crowns; tree trunks; small flat areas). The reference channel had been geometrically calibrated in advance based on vertical and planimetric objects, such as enclosed building polygons and flat areas, respectively.




2.2. Reference Data


The ground truth data for the sample plots were acquired by field measurements and included 586 single trees that were measured from 20 circular sample plots with an area of 500 m   2   for each plot. The reference trees positions (all trees with diameter at breast height (DBH) > 7 cm) were measured from the center of the plot with a vertex for the distance and a compass for the angle using the Leica GS GPS system (see Bässler et al. [45]). Moreover, the DBH values for all the trees and heights of all trees were measured. The measurement campaign was conducted during the summer of 2017. Based on the available ground truth data and, due to the lack of reference data for some of the rare species, we selected three species for the study: Norway spruce (Picea abies), European beech (Fagus sylvatica), and Silver fir (Abies alba). Additionally, we added standing dead spruce trees with crowns to the list of trees to be classified. The distribution of three tree species and standing dead trees in the sample plots for the classification were as follows: Norway spruce (43%), European beech (30%), Silver fir (10%), and standing dead trees with crowns (16%).




2.3. Pre-Processing of ALS Data


A full waveform ALS system provides the reflected digitized (typically 15 cm) waveform at regular intervals and includes information regarding the reflected intensity and pulse width. An appropriate waveform decomposition is required to obtain these parameters. By using superimposed Gaussian functions, the 3D coordinates   (  x v  ,  y v  ,  z v  )   of each reflecting object v hit by the laser pulse were obtained in combination with the intensity   I v   and pulse width   P  W v    as physical properties [9]. Overall, this decomposition generated a point cloud for the forest area represented by the vector    P n   (  x n  ,  y n  ,  z n  ,  I n  , P  W n  )   ,   n = 1 , … , N   (N is the total number of points in the point cloud) [46]. The intensity   I n   can be interpreted as the pulse energy and is equal to the area of a single Gaussian function. This value is dependent on the traveling distance   r n   (in one direction) and must be normalized with respect to a reference distance   r  r e f    according to Equation (1) [47,48,49].




    I n  c o r r   =  I n    (   r n   r  r e f    )  m    



(1)





The m parameter could be estimated from ALS data acquired in a special calibration flight [50]. In this study, we used the theoretical value m = 2. Commercial software packages, such as RIEGL RiAnalyze© can provide the amplitude   a n   and/or the reflectance   ρ n  . The latter is also often referred to as an intensity and refers to the fraction of incident optical power reflected by a target at a certain wavelength. The amplitude   a n   is defined by each hardware manufacturer (see [51]). In RIEGL scanners, the amplitude   a n   is defined as a linear measure for the pulse energy. Extending Equation (1) and following the suggestions of Höfle and Pfeifer [52], the range-independent reflectance   ρ n   can be approximately converted from the amplitude   a n   by the following formula ([51], personal communication [53]):


         ρ n  =  ρ  r e f    (   a n   a  r e f    )    (   r n   r  r e f    )  2   η  a t m          



(2)







Equation (2), refers to an instrument whose emitted laser beam perpendicularly hits a target area of 100% reflectance (=  ρ  r e f   ) and measures at a distance of   r  r e f    and an amplitude of   a  r e f   . The term    η  a t m    =  e x p  ( 0.0000978 × 2 ×  (  r n  −  r  r e f   )  )    describes the atmospheric attenuation (the loss of energy through the scattering and absorption of photons from the laser beam (1550 nm) in the atmosphere) is assumed to cover a visual range of 23 km [50]. Note that the reflectance   ρ n   values are also affected by the angle of incidence (the angle between the emitted laser beam and the target surface normal) [54]. However, we assumed that the incident angle was unknown and thus this effect has been neglected.



The   ρ n   reflectance values were calculated from the LMS-Q780 and VQ-880-G scanner data using the RIEGL RiAnalyze© software. By default, these values were corrected considering the traveling distance   r n  . However, for the LMS-680i scanner data, the RIEGL RiAnalyze© software could only provide the amplitude values. Therefore, the amplitude   a n   for each reflection point   P n   was approximately converted to the reflectance   ρ n   using Equation (2). In order to obtain reasonable values for the parameters   a  r e f    and   r  r e f   , a sample of the amplitude    a n  = 165   in Equation (2) was taken as the mean value from four small concrete areas (4 × 4 m) located on an airfield (see Figure 3). Each area was selected in the nadir of four different ALS strips that had approximately the same flying height    r n  = 420   m. Finally, we defined that the    a  r e f   = 250   and    r  r e f   = 600   m parameters should refer to a reflectance of    ρ  r e f   = 100 %  . This in turn means that according to Equation (2), the amplitude    a n   =  165   is equivalent to a reflectance of    ρ  r e f   = 31 %  . After the pre-processing step, a final visual inspection of the overlaying ALS strip areas showed there were no tiling effects.




2.4. Outline of Method


In our approach, we classify tree species in combination with standing dead trees using triple wavelength ALS. A huge feature set is generated comprising geometric features, waveform features, and BoW-features. We reduce the highly dimensional feature space to the most salient features which contribute at most to the classification. To this end, we avoid the typical overfitting effect and optimize the classification result. The method used in our study is as follows. We segment the ALS point cloud into 3D segments representing single trees using the normalised cut algorithm [9,55] (see Section 2.5) after performing the above mentioned pre-processing step (see Section 2.3). The procedure recursively partitions the ALS point cloud until the level representing single trees is achieved. The aim of the segmentation step is to divide points in the cloud with similar attributes into homogeneous 3D segments [11]. Because the classification step is our main focus, we regard this phase as an external procedure. We then extract features in the 3D point cloud spaces. The forward stepwise selection method is applied to extract the most significant features for classification. The final selected features are used in a multinomial logistic regression for classification. A schematic overview of the entire processing procedure is presented in Figure 4. This method is explained in detail by the following subsections.




2.5. Normalized Cut Segmentation


The normalised cut algorithm [55] is a top-down method for segmenting objects over a discrete graph structure   G = ( V , E )  . The vertices V represent the individual objects and the edges E correspond to the neighborhood topology. The input 3D ALS point clouds is split up into disjointed segments where the normalised cut criterion is minimized. A recursive bisection of the graph’s vertices V into disjointed segments A and B maximizes the intra-segment similarity of the objects and minimizes their inter-segment dissimilarity (see Reitberger et al. [9]). The normalised cut to be minimized is:


  N C u t  ( A , B )  =   C u t ( A , B )   A s s o c ( A , V )   +   C u t ( A , B )   A s s o c ( B , V )    



(3)




where   C u t  ( A , B )  =  ∑  i ∈ A , j ∈ B    w  i j     is defined as the total sum of the weights between the A and B segments, while   A s s o c  ( A , V )  =  ∑  i ∈ A , j ∈ V    w  i j     is the sum of the weights of all the edges ending in segment A.



The recursive splitting of graph G into disjoint subgraphs must normally be terminated by a threshold value   N C u  t  m a x    . In our study, we used the parameter recommended by Reitberger et al. [9].



The presented tree segmentation algorithm was implemented in C++ and in MATLAB R2017a.




2.6. Feature Extraction


From the multi wavelength ALS point cloud, we calculate for each tree segment the following features. The features can be divided into three main groups. The different feature sets are presented in the Table 2.



	(i)

	
Geometric features:



This feature set includes: Percentiles of the point height distribution in a tree segment   S _ h   (referred to as the height dependent variables) at 10% intervals from (  h =   10%–100%); the two axis lengths of a paraboloid fitted to a tree crown summarized in feature   S _ g  ; the percentage of points per height layer of a tree   S _ d   (referred to as the density dependent variables) at 10 intervals (  d =   1–10); and the point count ratios by reflection type (single   S _ n _ s i n g l e  , first   S _ n _ f i r s t  , middle   S _ n _ m i d d l e  ) (see Reitberger et al. [9]). Additionally, the crown polygon area   A _ p   and the minimum enclosing circle of the projected polygon   e c _ m i n   are extracted.




	(ii)

	
Waveform features:



The waveform decomposition described in Section 2.3 provides for each laser point reflectance and the pulse width. Based on these laser points attributes, the mean reflectance of single   S _  I  s i n g l e     and first   S _  I  f i r s t     reflections, histograms from the intensity   S _  I j H   , and the pulse width   S _ P  W j H    (  j = 1 , … , 10  ) are extracted for each spectral channel [9]. Furthermore, triple wavelength data offer an unique opportunity to use the band variances and covariances that were impossible for approaches only using single wavelength ALS data. Therefore, six independent variance and features   S _ c o v _  u k    (u = 1, ..., 3; k = u, ..., 3) from the covariance matrix are obtained that corresponded to the upper triangle of the band covariance matrix.




	(iii)

	
Bag-of-Words model:



This model is an established method for representing high-level characteristics used for classification purposes [56]. The main aim of the bag-of-words (BoW) model is to approximate the feature vectors using a vector quantization algorithm with a set of prototypes. As proposed by Weinmann et al. [57], our BoW model   S _  B o W .   [ C ]  b  n d      compiles eight geometric features generated from the local covariance matrix. In the BoW model, C stands for the linearity, planarity, sphericity, omnivariance, anisotropy, eigenentropy, sum of eigenvalues, and change of curvature that are commonly used in ALS data processing [58,59]. The frequency histograms for each feature are then constructed using b = 2–14 bins. This is conducted for 16 spherical point neighborhood sizes with radii of   n d =   0.2–1.6 m (0.1). The range of the neighborhood radii   n d   are defined using the tree crown diameters from the reference data.








2.7. Feature Selection


In this study, we use a large number of features to classify tree species and dead trees. All the features presented in Section 2.6 sum up to a long list with around 3600 elements. However, only a small number of the features are meaningful and suited for the classification. The high number of features raises the methodical problem that the large hyper-dimensional feature space faces a spare number of samples [6]. Therefore, a feature selection method needs to be applied that identifies and removes the irrelevant and redundant attributes from the data that do not contribute to the accuracy of the classification model. The authors of Weinmann et al. [57], Guyon and Elisseeff [60], Liu et al. [61] report on feature selection techniques for finding the most robust subsets of the relevant features to optimize the classification accuracy and to improve the computational efficiency. They are subdivided into wrapper methods, filter methods, and embedded methods. Wrapper-based methods apply either a sequential backward elimination or forward selection in combination with a certain classifier to rank the feature set. The process works iteratively until the best learning performance is obtained or the certain number of selected features is achieved. Due to the high search space, these methods are computationally fairly complex. Filter-based methods rank in a first step the features according to a score function and filter lowly ranked features out in the second step [62]. Finally, embedded methods interact with the learning procedure but do not evaluate the feature set iteratively, thereby gaining a significantly higher computational performance. A typical example is the feature importance of the Random Forest classifier which is based on the permutation importance of a feature variable.



Here, we propose a wrapper method referred to as stepwise forward selection that begins with a small feature set randomly selected from the full set and then proceeds in an iterative fashion, selecting one additional feature in each step. A single iteration inspects every available feature by adding it to the active feature set and obtaining an estimate of the classification error rate on the augmented data through cross-validation [63]. The feature that enter the active set with the lowest error rate are incorporated into the result set, and the iterations proceeds. The process is terminated when the inclusion of additional features ceases to decrease the classification error rate. In order to avoid any randomness effects, the selection procedure is repeated five times for each scenario (see Section 4.2) and the results are similar for all the iterations. Further, this wrapper method uses the multinomial logistic regression of the Section 2.8 as the predictive model. The final result is a list of features organized in ascending order according to the error rate generated in the classification. In this study, the first members on the list are interpreted as the most important features with the highest contribution to the classification result.




2.8. Classification of Tree Species and Dead Trees


To classify the trees based on the features extracted and discussed in Section 2.6, we apply a multinomial logistic regression. Logistic regression models represent the probability distribution of the class label y as follows:


  p  (  y i  = k |  x i  ; Θ )  = e x p  (  θ  k  T   x i  )  /  [ 1 +  ∑ l  exp  (  θ  l  T   x i  )  ]   



(4)




where    x i  ∈ X  ,   i = 1 , … , M   denotes the M feature vectors of the training examples and   y i   represents their corresponding labels. Training the model involves minimizing the penalized joint negative log-likelihood of the training examples with respect to the   β > 0   term, as shown in Equation (5):


   min Θ   ∑  i = 1  M  − l o g  p  (  y i  |  x i  ; Θ )  +   β | | Θ | |  1   



(5)




where    | | Θ | |  1   is the regularization term that increases the sparsity of the coefficient vector  Θ . After feature selection, a few features remain and the sparsity effect is not very significant. Therefore, a penalized logistic regression can be applied using the following model:


   1 M   ∑  i = 1  M   L  ( β , X , y )  − λ [      ( 1 − α )  | | β | |  2 2  2  +   α | | β | |  1   ]   



(6)




where  α  is a balance coefficient between penalties    L 1   ( l a s s o )    and    L 2   ( r i d g e )   , and the optimal value for  λ  can be selected using cross-validation. Equation (6) is defined as the ‘elastic net penalty’, that is a regularized-generalized model and is implemented in the   g l m n e t   function as an R source package.





3. Experimental Setup


3.1. Control Parameters for Normalized Cut Segmentation


The normalised cut segmentation is based on control parameters whose values were optimized experimentally. The main control parameters are summarized in the Table 3.




3.2. Tree Selection for the Classification


The segmented single trees were subdivided into three canopy layers with respect to the top tree height   h  t o p    in the plot that was defined as the average height of the 100 tallest trees per ha [64,65]. We focused on the upper canopy layer that contained trees with heights that were at least 80% of the   h  t o p    and could be identified in the reference data using a matching strategy. The reference data found in the upper canopy layer were linked to the correctly segmented single trees by conducting the following procedure [50]. The single tree positions from the normalized cut segmentation were matched with the reference trees if, (a) the distance from the center of a segment to the reference tree was smaller than 60% of the mean tree distance of the plot, and (b) the height difference between   h  t o p    and the height of the reference tree was smaller than 20% of   h  t o p   . Note that the threshold values in (a) is an approximation of the average crown radius (=50%) of a plot plus 10% [65]. In the second criterion (b), we consider the accuracy of tree height estimation from ALS (=10%), which is dependent on the parameter   h  t o p    [66]. Due to the low accuracy of field measurement, we added 10% to this value. If a reference tree was assigned to more than one tree position detected by the normalized cut segmentation, the tree position with the minimum distance to the reference tree was selected, otherwise, it was removed from further analysis. The matched tree segments in the upper canopy layer were extracted and assigned to the corresponding reference trees for all sample plots. The final number of the matched tree segments with the reference data in the upper canopy layer that were used for further classification analyses are summarized in Table 4.




3.3. Classifier Training


The reference data were unbalanced and dominated by beech and spruce trees. Therefore, the reference data were balanced for the classifier and the experiment was run 20 times by randomly selecting a subset of the dominant class each time so that the reference data contained no more than 32% of any class. This resulted in the significant reduction in the number of matched trees mentioned in the Table 4 for the classification.



The classification accuracy was estimated and evaluated based on the results of the matching step between the reference data and the 3D segmented trees in the upper canopy layer (see Section 3.2) (with a proportion of 60%–40% for training and testing the classifier) with respect to the distribution of tree species and dead trees. For the training, we used a 15-fold cross-validation to obtain the overall classification accuracy, correctness, and completeness as a compromise between the computational efficiency and reducing the effects of randomness.



Finally, we defined two test cases for the evaluation of the classification. In scenarios 1 to 4, we highlight the potential of the multi wavelength lidar. For comparison, we used in scenarios 5 to 7 individual wavelengths Ch1, Ch2, and Ch3.





4. Results


4.1. Main Outcomes


In general, our experiments demonstrate that the multi wavelength ALS outperforms single wavelength ALS by at least 8%. The best classification result of 82% is achieved using the full feature set (geometric features, intensity-based features, BoW-features). Norway spruce and European beech are classified with fairly high completeness of 93% and 87%, respectively (Table 6). The completeness for silver firs and standing dead trees drops down to 59% and 73% (Table 6). The embedded feature selection provides a clear overview on the most prominent features as well. The wavelenghth 1064 nm (=Ch2) turns out as the best discriminative channel. In addition to the intensity-based features, which appear as the most salient features, the covariance between channels Ch1 and Ch2, the geometric shape of the tree crown, and the sphericity of the BoW model are ranked best in the list of the top five features. The feature selection optimizes the classification results by 6% (Table 5).




4.2. Classification of Tree Species and Dead Trees


The quantitative evaluation of the classification using the test data set is presented in Table 5. The accuracy values refer to the average overall classification accuracy, and the best result for each test case is highlighted in bold.



First, we start with an analysis of the results generated from the multi wavelength ALS data (scenarios 1 to 4). The results of scenario 2 demonstrates an improvement of the classification accuracy by 11% by adding the waveform features to the geometric features (scenario 1) improves. Among the multi wavelength ALS features, the BoW model features alone provide the lowest accuracy of 54% (scenario 3). The scenario 4 turns out as the best showing an classification result of 82%. Analyzing the results collected from single wavelength ALS (scenarios 5 to 7) indicate a worse overall accuracy when compared to the best multi wavelength ALS scenario 4. As expected, the channels Ch1 and Ch2 perform better than the channel Ch3. In summary, we conclude an improvement of the classification via the multi wavelength approach by at least 8% when compared to a single wavelength scenario.



We now focus on the detailed mapping of the three tree species Norway spruce, European beech, silver fir, and standing dead trees. The confusion matrices showing the correctness and completeness are presented in Table 6 and Table 7 based on the best scenarios 4 and 6. For scenario 4, we achieve for Norway spruce high values of 95% and 93% for correctness and completeness. The correctness and completeness for European beech are also fairly good with values of 83% and 87%, respectively. Silver fir trees, proportionally less represented in the study area than spruces, are only classified with 59% completeness and correctness. Finally, standing dead trees are detected with 73% completeness and 76% correctness. The average rate of false negatives for the silver fir trees and standing dead trees in scenario 4 are 41% and 27%, respectively.




4.3. Feature Relevance Assessment


In Table 8, we focus on analyzing the important features listed for the scenarios 4 and 6 that represent the best classification results. Note that these scenarios are representative for their different dataset combinations (Multi wavelength ALS, single wavelength ALS). After the feature selection step, from 3600 features identified, 30 features were selected as the most important features for the classification. Following Section 2.7, the error rate, which each additional feature generates in the classification, represents the individual feature importance. For both scenarios, we present the top five features.



In the multi wavelength case (=scenario 4), channel Ch2 is the most important wavelength. In detail, intensity histogram feature   S _  I 6 H    and mean intensity for single reflections   S _  I  s i n g l e     generated from this channel exhibit the highest contribution to the classification. These top two features are followed by radiometric feature   S _  c o v  _ 21   and geometric feature   S _ g  . The first represents the covariance between channels Ch1 and Ch2, whereas the latter describes the outer geometric shape of the tree crown. Interestingly, the BoW-based feature sphericity generated in neighborhood 0.8 m ranks as the next important feature. Noteworthy, the mean intensity of the single reflections   S _  I  s i n g l e     for Ch2 performs better than those from channels Ch1 and Ch3.



Finally, we present in Figure 5 the learning curves that the feature selection provided using the error rates of the classification. In the case of scenario 4, the error rate remains constant after around seven feature. The error rate of scenario 6 is significantly improved by the first 10 features and continues almost constant by adding the next best features.





5. Discussion


5.1. Main Goals of the Study


The main goals of this study were to classify three tree species as well as standing dead trees using triple wavelength ALS data. The fairly large dimension of the highly correlated feature space was successfully reduced by a special feature selection method that provided the top five features of the tree species classification.




5.2. Classification of Tree Species and Dead Trees


In Table 6 and Table 7, we notice a fairly high confusion between firs and beeches. The results for the firs might be due to the spectral similarities between firs and beeches. Structural crown correlation between dead trees and living spruces might be the reason for dead trees whose crowns still have in the early infestation stage a similar geometrical structure. In general, the completeness and correctness for the three tree species and standing dead trees are on average better by around 7% for the multi wavelength scenario 4. Finally, the kappa value of 0.75 also indicates a higher accuracy for the multi wavelength scenario 4.




5.3. Feature Assessment


If we compare the findings of the feature relevance assessment for the multi wavelength case (=scenario 4) and the single wavelength case (=scenario 6 using Ch2), we notice an almost equivalent feature composition. Radiometric feature   S _  c o v  _ 21   in scenario 4 is effectively replaced by feature   S _  I 8 H   , which is an element in the intensity histogram. Finally, the analysis of the long feature list summarized in Table 2 shows that features describing the penetration of the laser points in the tree segments (  S _ h  ,   S _ d  ), the type of reflections (  S _ n _ s i n g l e  ,   S _ n _ f i r s t  ,   S _ n _ m i d d l e  ), and the pulse width distribution (  S _ P  W j H   ) are irrelevant for the classification.



The important feature selection step was applied to extract robust feature subsets that optimize the classification accuracy. It is important to note that the accuracy is on average reduced by nearly 6% when all the generated features (without feature selection step) are used. Recent feature selection approaches primarily applied wrapper methods, filter methods, or embedded methods [60]. In general, the wrapper methods (such as forward feature selection) performed better than the other mentioned techniques in terms of classification accuracy [67]. However, our feature selection method requires as a wrapper method high computational effort because the classifier model needs retraining as part of the cross-validation used for accuracy assessment purposes.




5.4. Related Work


5.4.1. Tree Species Classification and Feature Assessment


The results of this study should be compared to those of earlier studies [31,68] conducted on the Bavarian Forest National Park that classified the six tree species (Spruce, Beech, Fir, Maple, Rowan, and Birch). The accuracy of our study was 20% higher under leaf-on conditions than the findings of Shi et al. [31], who used only features extracted from single wavelength ALS data for multiple tree species classification.



Our results demonstrated that the multi wavelength ALS features increased the accuracy of the classification of the three tree species and standing dead trees by approximately 8 to 17% compared to the single wavelength approach. Our study verified the findings of Yu et al. [34] (overall accuracy: 85.9%, kappa: 0.75) and Axelsson et al. [39] (overall accuracy: 75.5%), who stated that intensity-based features extracted from multispectral ALS data, specifically those from channel Ch2, were the most important for classifying tree species. We showed that in both scenarios 4 and 6 (see Table 8) the intensity histogram-based feature    S  I 6 H    ( C h 2 )    played a more important role in the species identification than any other geometric features. As far as the classification using single wavelengths is concerned, our findings confirmed the results of Shi et al. [31] who concluded the importance of the intensity-based features (within the top seven features) when employing an embedded feature ranking strategy for the Random Forest classifier. Moreover, Budei et al. [40] showed that the intensity-based features of infrared and green channels of a three-wavelength ALS system using the Random Forest classifier could improve the detailed species identification accuracy in a temperate forest compared to single channel ALS systems. Concluding, our analysis was based on sample plots with relatively limited variability between the tree species (see Section 2.1). Therefore, the applicability of our identified important features needs to be tested further in other study sites.




5.4.2. Dead Tree Detection


Finally, we compare our dead tree classification with other approaches obtained from the same forest site. The findings of the study Yao et al. [30] are similar to ours with a classification accuracy between 71% and 73%. The method of Polewski [42] classified standing dead trees with an accuracy of around 88%. However, in this study, the reference data were generated from the tree point cloud by visual inspection using orthophotos superimposed on the tree crown polygons. Very likely, the combination of ALS data and multispectral optical imagery in a two-class classification is more efficient for the detection of standing dead trees with crowns. The authors of Polewski [42] successfully detected the crowns of infested spruces solely using features from the covariance matrix calculated in the projected tree crown polygon. Apparently, the crowns of standing dead trees have a characteristic spectral appearance in multispectral images compared to the other trees.






6. Conclusions


In summary, our experiment illustrated that multi wavelength ALS point clouds improves the characterization of tree species in approaches that work at the single tree level. However, both firs and standing dead trees with crowns could only be classified with reduced completeness of 59% and 73%, respectively. The use of the feature selection step showed that mainly the intensity-related features from spectral channel Ch2 (1064 nm) notably improved the classification rate, achieving an overall accuracy of 82%.



This study performed one of the first experiments examining the applicability of multi wavelength ALS data for classification of tree species and dead trees on a temperate forest. Instead of using one single instrument, we simulated multispectral ALS data by combining sensor data acquired from two different instruments on the same day with stable weather conditions. The flying height and the atmospheric attenuation was the same for the two sensors and almost the same for the third one. Of course, this system configuration has different scan angles and different sensors as well. All in all, we believe that this setup provided radiometric data comparable to those captured by a single instrument consisting of three non-collinear ALS units, e.g., the Titan sensor from Optech. Clearly, the use of a single multispectral ALS instrument has advantages over multiple sensors. Besides the data processing, the data from a single instrument refer to the same flying height and are consistently calibrated. However, both instrument approaches have the drawback that non-collinear laser beams are used meaning that the backscattered pulses do not necessarily result from the same part of the object.



Furthermore, as expected, the feature selection step considerably reduced the high dimensional feature space used to optimize the classification accuracy. Based on the prominent features list, the feature selection procedure was able to identify the most discriminative features. Interestingly, the classification deteriorated by about 6% if all the extracted features without the feature selection step had been used.



From a practical point of view, the accuracy level is not yet optimal and should be at least 90%. Apparently, the radiometric information from the non-collinear multi wavelength ALS data provided at three distinct wavelengths limited the classification of the four forest objects (three tree species and standing dead trees with crowns) to this accuracy level in a temperate forest. Further research needs to be conducted to investigate the relationships between the structural tree crown characteristics and the multi wavelength ALS point cloud features to determine their impact on the classification. Furthermore, a collinear multispectral ALS system, whose emitted laser beams strike the same target simultaneously, or the fusion of ALS with hyperspectral imagery may improve the detailed classification of tree species and dead trees.
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Figure 1. Color infrared orthophoto of the Bavarian Forest National Park (park border in green, transect border in yellow. 
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Figure 2. A forest scene in the color infrared aerial image with a ground pixel resolution of 20 cm. Standing dead spruce trees with crowns appear in gray, while the living trees are shown in red (broadleaf and coniferous trees). 
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Figure 3. The four selected small target areas located on the airfield that were used for the amplitude calibration   a  r e f   . 
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Figure 4. Overview of the approach for classification of tree species and standing dead trees. 
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Figure 5. Performance of feature selection for scenarios 4 and 6. 
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Table 1. Flight campaigns of multi wavelength airborne laserscanning (ALS) data.
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	RIEGL Scanner Type
	LMS-680i
	LMS-Q780
	VQ-880-G





	Platform type
	Helicopter:
	Aircraft:
	Aircraft:



	
	D-HALL/AS350
	Tecnam P2006T
	Tecnam P2006T



	Spectral wavelength (nm)
	1550 (=Ch1)
	1064 (=Ch2)
	532 (=Ch3)



	Beam divergence (mrad)
	0.5
	0.25
	0.2



	Measurement rate (kHz)
	266
	400
	550



	Flight speed (kts)
	50
	90–100
	90–100



	Av. flight height (m)
	400
	550
	550



	Side lap (%)
	50–80
	50–100
	50–100



	Swath width (m)
	350–450
	500
	500



	# flight strips
	5
	30
	10



	Max. point density (pts/m   2  )
	80
	62
	60



	Footprint size (mm)
	150
	137
	110
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Table 2. Description of the generated features for each tree segment.
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	Features
	Definition
	Features
	Definition





	   S _ g   
	Axis lengths of a fitted paraboloid
	   A _ p   
	Crown polygon area



	   S _ h   
	Percentiles of point height distribution
	   e c _ m i n   
	Minimum enclosing circle



	   S _ d   
	Percentage of points per height layer
	   S _  I  s i n g l e     
	Mean intensity (single reflections)



	   S _ n _ s i n g l e   
	Point counts ratio by single reflectio
	   S _  I  f i r s t     
	Mean intensity (first reflections)



	   S _ n _ f i r s t   
	Point counts ratio by first reflection
	   S _  I j H    
	Intensity histograms



	   S _ n _ m i d d l e   
	Point counts ratio by middle reflection
	   S _ P  W j H    
	Pulse width histograms



	   S _ c o v _  u k    
	Elements of covariance matrix
	   S _ B o W .   [ C ]  b  n d     
	BoW model features
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Table 3. Main control parameters for the single tree segmentation using the normalised cut method.
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	Parameters
	Symbols
	Values





	Normalized cut threshold
	   N C u  t  m a x     
	0.16



	Minimum number of points in a segment
	   M i  n  n u m     
	10
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Table 4. The number of matched trees in the upper canopy layer with the overall percentage of tree species and dead trees in the plots.
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	Tree Species and Dead Trees (%)
	Number of Trees





	Norway spruce
	35
	161



	European beech
	30
	138



	Silver fir
	16
	67



	Dead tree
	19
	82
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Table 5. Results for classification of tree species and dead trees using the test data set. The best result of each test case is highlighted in bold.
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	Scenario Number
	Feature Set
	Overall Accuracy (%)
	Kappa





	1
	Multi wavelength ALS : Geometric
	68
	0.59



	2
	Multi wavelength ALS : Geometric + Waveform
	79
	0.69



	3
	Multi wavelength ALS : BoW
	54
	0.46



	4
	Multi wavelength ALS : Geometric + Waveform + BoW
	82
	0.75



	5
	Single wavelength ALS (Ch1) : Geometric + Waveform + BoW
	69
	0.61



	6
	Single wavelength ALS (Ch2) : Geometric + Waveform + BoW
	74
	0.65



	7
	Single wavelength ALS (Ch3) : Geometric + Waveform + BoW
	65
	0.55
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Table 6. Confusion matrix of scenario 4 using features extracted from multi wavelength ALS point cloud from the test data set.
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	Reference
	
	
	





	
	
	Spruce
	Beech
	Fir
	Dead Tree
	Correctness (%)



	
	Spruce
	76
	0
	0
	4
	95



	
	Beech
	0
	69
	11
	3
	83



	Predicted
	Fir
	1
	7
	22
	7
	59



	
	Dead tree
	5
	3
	4
	39
	76



	
	Completeness (%)
	93
	87
	59
	73
	



	
	Overall accuracy: 82.1%
	Kappa value: 0.75
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Table 7. Confusion matrix of scenario 6 using features extracted from single wavelength (1064 nm) ALS point cloud from test data set.
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	Reference
	
	
	





	
	
	Spruce
	Beech
	Fir
	Dead Tree
	Correctness (%)



	
	Spruce
	70
	1
	3
	6
	87



	
	Beech
	3
	64
	12
	4
	77



	Predicted
	Fir
	1
	9
	19
	8
	51



	
	Dead tree
	6
	5
	6
	34
	67



	
	Completeness (%)
	87
	81
	47
	65
	



	
	Overall accuracy: 74.5%
	Kappa value: 0.65
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Table 8. List of the top five features for two classification scenarios 4 and 6 (each scenario is defined in Table 5). Each scenario has 30 features selected via the feature selection step. The below mentioned feature abbreviations are explained in Section 2.6.






Table 8. List of the top five features for two classification scenarios 4 and 6 (each scenario is defined in Table 5). Each scenario has 30 features selected via the feature selection step. The below mentioned feature abbreviations are explained in Section 2.6.





	Scenarios
	Top Five Features





	Scenario 4: Multi wavelength
	   S _  I 6 H   ( C h 2 )  , S _  I  s i n g l e    ( C h 2 )  , S _ c o v _ 21 , S _ g , S _ B o W .   [ s p h e r i c i t y ]  7  0.8     



	Scenario 6: Single wavelength (Ch2)
	   S _  I 6 H  , S _  I 8 H  , S _  I  s i n g l e   , S _ g , S _ B o W .   [ s p h e r i c i t y ]  7  0.8     











© 2019 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).






media/file4.png
113 - I .
‘J 4{4_!

* i
~ LA
S5

e - - -
r‘} «q ‘}.’ s B

o ¥
e O il






nav.xhtml


  remotesensing-11-02614


  
    		
      remotesensing-11-02614
    


  




  





media/file2.png
4580000.000 4590000.000 4600000.000 4610000.000 4620000.000

440000.000 = = 5440000.000
%

430000.000 [~ — 5430000.000

420000.000 [~ — 5420000.000

4580000.000 4590000.000 4600000.000 4610000.000 4620000.000





media/file5.jpg





media/file3.jpg





media/file1.jpg





media/file7.jpg
[
= — P X —






media/file10.png
Error rate %

90

Performance of feature selection

80 -

70 A

60

50 S

40

30 A

20

10 A

— Scenario 4
—— Scenario 6

4

I I I I I
15 20 25 30
Number of features

LN 4
=
o

35





media/file9.jpg
Error rate %

80

70

60

50

30

20

10

Performance of feature selection

— Scenario 4
—— Scenario 6

10

15 20
Number of features

25

35





media/file0.png





media/file8.png
Feature
extraction

Classification of tree species and dead trees

| Geometric features |

| Waveform features |

| Bag-of-Words model (BoWw) |

Feature
selection

Classification

Tree
species
& dead trees






media/file6.png
: oy ."._M%“rﬁ.fw ..“.... <
e ym :

¥
k]
)

L L_..
ﬂ;mm%

qﬁ . ..ru _._-
- i
x L3
S dans
S
.“..“ = iy

A ___
#.J. M“...m..—-. - ‘.‘._.-r
....u 1Y .r..- |U¥

e

Ny b 5 T3 -_
s LA
1. .m il B

-

A ___._ _m.f.__._.._._f;.._._..n._.. x
-__._.-._r.-.h.-..F..?..nv r.-...a..
i)

, 8 ;

_. _.rn_r1 ._..-.._ .nu.

o

..;...w
anwm¢ rmmt

.wﬁ

1.uln .2...-..“- _





