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Abstract

:

Ferrofluid is a colloidal liquid in which magnetic nanoparticles such as Fe3O4 are dispersed in a nonconductive solution, and the average diameter of the nanoparticles is 10 nm. When a magnetic field is applied, the ferrofluid generates magnetization, which changes the physical properties of the fluid itself. In this study, characteristics of the thermomagnetic convection of ferrofluid (Fe3O4) by the permanent magnet in the enclosure channel were studied. To effectively mix the ferrofluid (Fe3O4) and disturb the boundary layer, the heat dissipation of the heat source depending on the strength of the magnetic field and the shape of the enclosure channel was numerically studied. In particular, four different enclosure channels were considered: Square, separated square, circle, and separated circle. The hot temperature was set at the center of the enclosure channel. The ferrofluid was affected by the permanent magnet in the center of the channel. The magnetic field strength in the region close to the permanent magnet was enhanced. The magnetophoretic (MAP) force increased with increasing magnetic field strength. The MAP force generated a vortex in the enclosure channel, disturbing the thermal boundary. The vortex occurs differently, depending on the shape of the enclosure channel and affects the thermomagnetic convection. The temperature and velocity fields for thermomagnetic convection were described and the convective heat flux was calculated and compared. Results show that when the magnetic field strength was 4000 kA/m and the shape of the enclosure channel was a circle, the maximum convective heat flux of 4.86 × 105 W/m2 was obtained.
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1. Introduction


With advances in technology, electronic devices are getting smaller and the amount of power used is increasing. The increased power generates heat in the electronics, which reduces the performance of the devices. For this reason, the importance of thermal management in the industrial field is emphasized. Recently, ferrofluid has been highlighted with cooling technology. It has higher thermal conductivity than conventional heat transfer fluid and has the advantage of controlling the fluid by using the magnetic field. Ferrofluid is a material that contains nanoparticles with nonconductive liquid (water, oil, etc.) as a solvent. The nanoparticles in the ferrofluid are Fe3O4, Al2O3, FePt, CoPt, etc. and the average diameter of the particles is 10 nm. The ferrofluid is entirely superparamagnetic, so that the flow of ferrofluid can be controlled by the magnetic field. A magneto-hydrodynamic (MHD) method using a magnetic field is used primarily for flow control of ferrofluid, in which a magnetic force moves magnetic particles when a magnetic field is externally applied to a ferrofluid [1,2]. The flow of ferrofluid can be controlled by magnetophoresis and the temperature gradient changes, depending on the relationship between the intensity of the applied magnetic field and the flow of the ferrofluid. For these reasons, many researchers of engineering fields proposed new design parameters to various applications using fluid element [3,4,5]. Blennerhassett et al. [6] found that the ratio of convective and conduction heat transfer can be up to 10% greater than in the absence of a magnetic field through nonlinear analysis. Strek et al. [7] numerically studied the effect of a magnetic dipole located under a 2D channel on the ferrofluid in the channel. They observed that ferrofluid flows in the direction of the magnetic field at cold temperature. Aminfar et al. [8] numerically investigated the hydro-thermal characteristics of ferrofluid (water and Fe3O4) exposed to a non-uniform magnetic field, caused by the current passing through a wire placed in parallel under the duct. It was shown that heat transfer is improved by the increase of Nusselt number and friction factor when the magnetic field is applied. Song et al. [9] numerically studied the effects of permanent magnet position and intensity on thermomagnetic convection of oxygen in a rectangular enclosure. The thermomagnetic convection was largely influenced by the relative position of the permanent magnet. Tangthieng et al. [10] studied finite element simulations of heat transfer to a ferrofluid in a box in the presence of a magnetic field. Simulations showed improved heat transfer due to magnetic field gradient. Yamaguchi et al. [11] conducted experiments and numerical studies on the natural convection of ferrofluids in a 2D cell with an aspect ratio of 1. Vertically imposed magnetic fields have unstable effects and have shown that the flow is different from a state without magnetic fields. Furthermore, it has been shown that the magnetic field causes transition flow to improve heat transfer. Ghasemi et al. [12] studied the natural convection of enclosures filled with water–Al2O3 nanoparticles affected by magnetic fields. It was shown that the heat transfer rate was increased with increasing Rayleigh number but decreased with increasing Hartmann number. Jiang et al. [13] investigated numerically the thermomagnetic convection of air in a 2D square enclosure under the magnetic field on four sides. They presented the flow and temperature distributions for the thermomagnetic convection of air. The local and average Nusselt numbers on the walls were calculated and compared. The results showed that the magnetic field strength, Darcy number, and Rayleigh number affect the heat transfer in the square enclosure. Szabo et al. [14] experimentally analyzed thermodynamic convection using infrared thermography and numerically analyzed it with the finite element model. The temperature dependence of the Kelvin body force was explained by relating the heat flux and temperature profile.



Many researchers studied the thermomagnetic convection characteristics of ferrofluid in a square enclosure when applied to an external magnetic field. In this study, the thermomagnetic convection characteristic of ferrofluid (Fe3O4), depending on the enclosure channel shape (square, separated square, circle, separated circle) with the internal magnetic field, was studied using COMSOL Multiphysics 5.3a (COMSOL Inc, Burlington, MA, USA). Temperature and velocity distributions were graphically depicted with various geometrical configurations and operating conditions.




2. Governing Equations


Since there is no electromagnetic free current, ferrofluid can be assumed to be a nonconductor. It was assumed that there is no magnetic field effect due to the temperature gradient. Therefore, the Maxwell–Amperes law in the magnetostatics condition can be expressed as follows:


∇·B→=0



(1)






∇×H→=0



(2)




where B→  is the magnetic flux density vector and H→ is the magnetic field vector.


H→=1μ01+χmB→



(3)




where χm  is the magnetic susceptibility and μ0  is the magnetic permeability in vacuum.



The viscous torque of nanoparticles can be ignored. Ferrofluids need not consider magneto- dissipation [15]. To describe the flow of ferrofluid, the following governing equations are used:



Continuity:


∂ρ∂t+∇·ρv→=0



(4)







Momentum:


ρ∂v→∂t+v→·∇v→=−∇p+∇·τij+βρgT−T0k^+M→·∇B→



(5)







Energy:


ρCp∂T∂t+v→·∇T=k∇2T+ηΦ−μ0T∂M→∂Tv→·∇H→



(6)




where ρ is the density of ferrofluid, v→ is the velocity vector, p is the pressure, T is the temperature of ferrofluid, τij→ is the viscous stress tensor, k^ is the unit vector of gravity force, β is the thermal expansion coefficient of the ferrofluid, k is the thermal conductivity, η is the viscosity of ferrofluid, and ηΦ is the viscous dissipation term in the energy equation.



The magnetic induction vector can be expressed as follows:


B→=μ01+χmH→



(7)







The variation of the total magnetic susceptibility χm is treated as being dependent on temperature [16].




χm=χmT=χm,01+βT−T0



(8)






3. Numerical Analysis


The numerical models of this study are shown in Figure 1. The channels consisted of squares and circles with the same area. The size of the enclosure channel was set based on the conventional Central Processing Unit (CPU) chip. The polydimethylsiloxane (PDMS) was used as the material of the body and ferrofluid (Fe3O4) was used as the working fluid. The hot temperature (Th) in the center of the channel was 313.15 K. To apply a magnetic field, a permanent magnet was placed at the center of the channel. The magnetic field strength was changed from H = 1000 to 4000 kA/m to analyze the effect of the magnetic field on the ferrofluid in the enclosure channel. The grid applied to the channel is shown in Figure 2. The grid system was set up with dense free triangular for the whole model and an inflation layer was set in the vicinity of wall to check the change according to the channel. Grid dependency was tested by the magnetic flux density in the center of the channel. All cases set the mesh to 3 × 104 (see Figure 3). Detailed boundary conditions are given in Table 1 and Table 2.




4. Results & Discussion


The applied magnetic field has a different magnetic energy distribution, depending on the shape of the channel. This affects the heat transfer characteristics of the ferrofluid in the channel. To verify the heat transfer characteristics of the ferrofluid in the channel, the influence of the magnetophoretic force due to the magnetic field was analyzed and the temperature distribution was analyzed. When the magnetic field strength is 2000 kA/m, the magnetophoretic force distributions according to the geometry are shown in Figure 4. The MAP force can be expressed as follows [17]:


F→MAP=μmMeff·∇H→



(9)






FMAP=2πrp3μmReKμp,μm∇H2



(10)




where Meff is the magnetic dipole moment by external force, rp is the radius of magnetic nanoparticle, and ReKμp,μm is the Clausius–Mossoti factor using magnetic permeability.



The MAP force represented the behavior of the nanoparticle, due to its interaction with the magnetic field gradient. The MAP force decreased as the distance from the permanent magnet (center of the channel) increased and depended on the shape of the enclosure channel. When the magnetic field strength is H = 2000 kA/m, the streamlines and temperature distributions, according to the geometry, are shown in Figure 5. The temperature distribution was consistent with the streamline. The vortex was responsible for spreading the heat from the center outside. The non-separated shape showed a high temperature in a particular area and the vortex influenced the edge of the enclosure channel when the shape of the channel was circular. As the magnetic field intensity increased, a large vortex was generated in a circular channel, and the central heat shifted to the outside (see Figure 6). Figure 7 shows the convective heat flux for all cases. The heat in the center of the enclosure channel was spread by the MAP force. Therefore, the convective heat flux increased as the magnetic field strength increased. The highest convective heat flux was obtained when the channel shape was a circle. The average temperature of the channel according to the convective heat flux is shown in Figure 8. As the convective heat flux increased, the average temperature increased. However, when the convective heat flux exceeded 4 W/m2, the increasing slope of the average temperature value tended to decrease.




5. Conclusions


In this study, the thermomagnetic convection of the ferrofluid depending on the internal magnetic field was studied numerically by changing the shape of the enclosure channel. When the magnetic field was applied through the permanent magnet, the MAP force was found to occur strongly near the permanent magnet. The flow distribution of the ferrofluid formed a vortex field around the position where the MAP force was strongly generated. The MAP force plays an important role in promoting heat transfer by forming the recirculation region. The temperature distribution corresponds with the formed vortex. As the MAP force increased, the size of the vortex increased. According to the shape of the enclosure channel, a different vortex occurred in the same MAP force. Convective heat flux was larger in the circle- than in the square-shaped channel in the same area and external condition. When the magnetic field strength was 4000 kA/m and the shape of the enclosure channel was a circle, the maximum convective heat flux of 4.86 × 105 W/m2 was obtained. Through study, it was confirmed that the enclosure channel shape and magnetic field affect the thermodynamic convection characteristics of the ferrofluid. It is possible to embody the effective heat transfer performance through the magnetic field and channel design.
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Figure 1. Configurations for numerical analysis. 






Figure 1. Configurations for numerical analysis.
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Figure 2. Schematic of the grid systems. 






Figure 2. Schematic of the grid systems.
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Figure 3. Grid dependency test. 






Figure 3. Grid dependency test.
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Figure 4. Magnetophoretic force distribution with the same magnetic field strength, H = 3000 (kA/m). 






Figure 4. Magnetophoretic force distribution with the same magnetic field strength, H = 3000 (kA/m).
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Figure 5. Streamlines and temperature distributions with the same magnetic field strength, H = 2000 (kA/m). 






Figure 5. Streamlines and temperature distributions with the same magnetic field strength, H = 2000 (kA/m).
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Figure 6. Streamlines and temperature distribution in a circle channel with the different magnetic field strength. 






Figure 6. Streamlines and temperature distribution in a circle channel with the different magnetic field strength.
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Figure 7. Convective heat flux in all cases. 






Figure 7. Convective heat flux in all cases.
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Figure 8. Average temperature due to convective heat flux in all cases. 






Figure 8. Average temperature due to convective heat flux in all cases.
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Table 1. Physical properties of the ferrofluid (EFH-1).






Table 1. Physical properties of the ferrofluid (EFH-1).





	Density
	1221 kg/m³



	Relative permeability of ferrofluid
	1.01



	Relative permeability of magnetite (Fe3O4)
	16



	Magnetic susceptibility
	1.552



	Dynamic viscosity
	0.00727 Pa∙s



	Thermal conductivity
	0.19W/m∙K



	Heat capacity at static pressure
	1840 J/kg∙K



	Thermal expansion coefficient
	8.6 × 10−4 (1/K)
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Table 2. Boundary conditions applied in this study.






Table 2. Boundary conditions applied in this study.





	Working fluid
	Ferrofluid



	Geometric configurations
	Square, Separated square, Circle, Separated circle



	Magnetic field strength, H
	1000–4000 (kA/m)



	Directions of magnetic energy
	Horizontal



	Initial temperature
	293.15 K



	Hot temperature (Heat source), Th
	313.15 K



	Wall conditions of fluid domain
	No-slip condition











© 2019 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).






nav.xhtml


  micromachines-10-00553


  
    		
      micromachines-10-00553
    


  




  





media/file8.jpg
{unit kA/m]

(b) Separated sq (0)Circle wrated circle





media/file11.png
294

310 308 306 304 302 300 298 296

312

(b) Separated square (c) Circle (d) Separated circle

(a) Square





media/file6.jpg
Magnetic flux density(T)

2.00

Magnetic flux densityl

1.98 - /I\\
g

“u . .
1.96 [
1.94 -
1.90 Lt . L L L L L .

50 100 150 200 250 300 350 400

Number of grid elements(xl{]z)





media/file2.png
) 42mm
24mm
Ferrofluid A
- 3
. i

Polydimethylsiloxane

wwzy

(a) Square

42mm

N

Im

24mm -
Ferrofluid A
o N
77| =
B

Polydimethylsiloxane

(b) Separated square





media/file13.png
(a) H = 1,000kA/m (b) H = 2,000kA/m (c) H = 3,000kA/m (d) H = 4,000kA/m





media/file10.jpg





media/file7.png
2.00

1.98

1.96

1.94

Magnetic flux density(T)

1.90

—m— Magnetic flux densit

50

100

150 200 250 300 350 400

Number of grid elements(xlﬂz)






media/file12.jpg





media/file9.png
x10717

[unit: KA/m]

(b) Separated square (c) Circle (d) Separated circle





media/file14.jpg
o

~

N

Convective heat flux(x10°W/m?)
o @

o

I Square I Cirle
B Separated square [ Separated cirle

12 3 4 5 6 7 8 9 101112 13 14 15 16

Case





media/file1.jpg
42mm f 42mm |

fFerroftuid

5

[

Polydimethylsioxane,

Polydimethylsiloxane|

(©) Circle (d) Separated circle

[ Hot temperature(emmyémm), [ Permanent magnet(dmmxdmm)





media/file16.jpg
Average temperature(K)

308

307

306

305

304

—v— Separated cirle

Convective heat flux(x10*W/m’)






media/file5.png
1
AYAYAY

AYAYA"

K DD DD DDK
PATAVL YAV YAV VAV VAV,

R DR DD DR DD D]
AV ATAY AT AV YAV YAV YAV YAV AV VAV VAV, TAVLIAYL VA

<1

DD

%
%
)
%
»
)
%
)
)
=
<)
)
)
]
)
%
)
]
%
5
]
v}
»
]
»
]
<}
»
5
>
%
)
=
<]
)
=
<]
=
)
=
<]
<)
%
»

<)

AY VAT
VAVATAATAVAVAYAY,

ATATAYATAY,

v

v

>

A\
Al

N

VAV,

AVAYAYAYA
\/
AN
A ZAVAY;
RAZANZ

WAYAVATATAVAVAVA
'A':'A'A‘A'L'A
UKD OAN
I DA
‘i ;gv.uv

P

A'A'g'b'x'ﬂ

Y
KX

XA AV AYAYAYATAYAVAVAV, YA
TATATATAYATAY,"
IO DKDR
SRR DK DR
4y, 4, QU
V4V,
\/

VAVATAVAVAVAVAVAV,AY,
)

V)

(VAYAVAVAYAN
\/

FAYAYATAYAVAYAY VAVAY,
A\ L
W\

\/
%

MYAY,
<

A
74 K AN
V AN
Vv AV o
QAARIIAK
POV
|
<
!

YN/
0
%

\/

D
X
\/
S
D
S Qvu o

A:"‘ VATAVATAVAY, AY,
AT AT AT A AV W, VAT AT VA VATAYAYAVAYAVAYTAVAVL VAT
AVAVAY A ATAYAYAYAVATAVAVAYATAYAY,
s TATAYAVAYL T, A FATAYAS

VAVATAVAVAVAVAVAVAVAVATAYAY Y, N
AVAYAVAN Y, OO
A

TAVAY ZAVAN ZAVAYAN g5

VAV‘VAVAVAVAV"‘ v,

"A'AVA'AVAV‘yAe é" .
TAVAVAVAVAY, V)

AYAY, 7
:»:sn%éé""

A:‘
AYS
VI

A

SAvLY

P00
'A"v‘

AV,y 4

\Yav,
OO





media/file15.png
(@]

N
T

N
T

—_
|

Convective heat ﬂux(xlOSW/ m2)
w
|

1

I Square I Cirle
I Separated square [l Separated cirle

2 3 45 6 7 8 9 10 11 12 13

Case

14 15 16





media/file3.png
42mm

N

R13.2mm

42mm

R13.2mm

Ferrofluid

Z

wwig
Imm

Polydimethylsiloxane

Polydimethylsiloxane

(c) Circle (d) Separated circle

D ‘Hot temperature(6mmx6mm), ZZ Permanent magnet(4mmx4mm)





media/file17.png
Average temperature(K)

308

307

306

305

304

—=&— Square
—— Separated square
—A— Cirle

—w— Separated cirle

Convective heat ﬂux(xlOSW/mz)






media/file4.jpg





media/file0.jpg
42mm

42mm

o 2mm e 2mm
24mm 24mm
Fercoad Ferrouid

IR £ £ |

R NE =f ENE]

Polydimethylsilovanc Polydimethylsilorane

(a) Square

(b) Separated square





