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Materials and Methods 

 

Figure S1. Preparation procedure of Nanoscale ZnO/Polybutadiene Rubber Composite (ZBRC). 
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(a) Before immersion into tetrahydrofuran solution

(b) After immersion into tetrahydrofuran solution

Figure S2. Scanning electron microscope (SEM) Images of polybutadiene rubber. 
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Figure S3. Scanning electron microscope  (SEM)/energy dispersive X‐ray  spectra of polybutadiene 

rubber. 
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Figure  S4.  Scanning  electron  microscope  (SEM)  images  of  Nano‐ZnO/polybutadiene  Rubber 

Composites (ZBRC) at different magnifications. 
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Figure  S5.  Scanning  electron  microscope  (SEM)/energy  dispersive  X‐ray  spectra  of 

Nano‐ZnO/polybutadiene Rubber Composites (ZBRC). 
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Figure  S6.  Scanning  electron  microscope  (SEM)  images  of  Nano‐ZnO/polybutadiene  Rubber 

Composites (ZBRC) at different magnifications after five runs. 
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Figure  S7.  Scanning  electron  microscope  (SEM)/energy  dispersive  X‐ray  spectra  of 

Nano‐ZnO/polybutadiene Rubber Composites (ZBRC) after five runs. 
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Figure  S8.  X‐ray  diffraction  (XRD)  graphs  of  Laponite,  polybutadiene  Rubber  (PBR),  ZnO 

nanopowder, and Nano‐ZnO/polybutadiene Rubber Composites (ZBRC) ball. 


