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Abstract

Indoor radon is a key indoor air pollutant and a major contributor to population exposure
to natural ionizing radiation, with relevance in school buildings where children and staff
spend extended periods indoors. This study investigated indoor radon concentrations in
two public schools located in a radon-prone area of northern Portugal using a combined
short- and long-term monitoring strategy. In the first phase, active RadonEye detectors
were deployed for continuous winter measurements in four ground-floor rooms across
two schools, with three rooms located in School S1 and one in School S2, providing hourly
data to characterize temporal variability. In the second phase, CR-39 passive detectors
were installed in the same spaces to obtain integrated long-term concentrations. Active
monitoring revealed pronounced spatial and temporal variability, with mean concentrations
ranging from 140 to 228 Bq/m?® and peak values reaching 586 Bq/m>. Radon levels
generally declined during occupied periods and increased at night and on weekends,
indicating the importance of ventilation and occupancy patterns in shaping indoor radon
dynamics. Passive measurements ranged from 290 to 300 Bq/m? in school S1 and from
84 Bq/m? to 300 Bq/m? in school S2, confirming higher long-term concentrations in S1.
Although most measurements remained below the reference level of 300 Bq/m?, several
rooms approached or temporarily exceeded this threshold. These findings highlight the
value of combining active and passive techniques to improve radon assessment in school
environments and support targeted ventilation and mitigation strategies to reduce exposure
and improve indoor air quality.

Keywords: indoor radon; indoor air quality; school buildings; exposure assessment; active
monitoring; passive monitoring; ventilation; Portugal

1. Introduction

Radon is an inert, colorless, and odorless radioactive gas generated by the natural
decay of uranium in soils and rocks. Among its naturally occurring isotopes (*Rn, 2?°Rn,
and ???Rn), radon-222 is the most relevant for indoor environments because its 3.8-day
half-life allows migration from the ground and accumulation in enclosed spaces. In the
context of indoor air quality, radon is one of the most important natural air pollutants and a
major contributor to population exposure to ionizing radiation from natural sources [1-3].

Indoor radon originates predominantly from soil gas entering buildings through cracks
in foundations, structural joints, and gaps around pipes, especially in ground-contact spaces
and lower floors [1,2,4]. Indoor radon concentrations are highly variable, reflecting the
combined influence of geological conditions, building characteristics (including floor level),
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air exchange rates, and occupant-driven ventilation practices, with marked spatial and
temporal variability particularly in educational buildings [2,4,5]. Consequently, radon is
considered not only a geological issue but also a primarily indoor air quality problem
shaped by how buildings are designed, used, and ventilated [2,4-6].

Schools are environments of particular interest for indoor radon research, as children
spend a significant portion of their time indoors in these settings [7,8]. Furthermore,
children constitute a particularly vulnerable subpopulation: they exhibit higher respiratory
rates per unit body mass than adults, potentially leading to higher radon inhalation, and
have a longer remaining lifetime during which radon-induced health effects, including
lung cancer, may develop [1,2].

In many schools, especially older buildings, ventilation relies mainly on opening
windows and doors, which may be insufficient or inconsistent depending on weather,
occupancy schedules, and building operation [7-9]. Under such conditions, inadequate
air renewal, combined with direct contact with the ground and specific structural features,
may favour radon accumulation in classrooms and other occupied spaces [4,8,10].

Several international studies have reported substantial variability in radon concentra-
tions across educational buildings [7,8,11-14]. For example, a study conducted in Italian
schools reported a wide range of indoor radon concentrations, highlighting the influence of
building characteristics and ventilation conditions on exposure levels [14]. Mean concentra-
tions range from values below 20 Bq/m? in some settings to averages exceeding 300 Bq/m?
in others, and approximately 1.5% of educational institutions have been reported to exceed
300 Bq/m? [8,12]. Although average levels are often below national reference thresholds,
localized hotspots and short-term exceedances remain relevant from both air quality and
public health perspectives [8,12,13].

Radon exposure is recognized as the second leading cause of lung cancer worldwide
and the primary cause among never-smokers [2,15-17]. It is estimated that between 3%
and 20% of lung cancer deaths globally are attributable to radon exposure, with higher
proportions among non-smokers [2,15,17-19]. The International Agency for Research on
Cancer classifies radon as a Group 1 human carcinogen [20]. For this reason, reference
levels for indoor environments are used as practical tools for exposure management:
the World Health Organization recommends 100 Bq/m? where feasible [2], while the
European Union established a reference level not exceeding 300 Bq/m? under Directive
2013/59/Euratom [21].

Despite growing international evidence, data on indoor radon in Portuguese school
buildings remain limited (as reflected by the relatively few studies available in the liter-
ature), particularly in northern Portugal, where granitic formations are associated with
elevated radon potential [22-24]. In addition, relatively few school-based studies combine
short-term continuous measurements with long-term integrated monitoring in the same
rooms, even though these approaches provide complementary information on temporal
dynamics and average exposure [8,12,13]. Addressing this gap is important for identifying
higher-risk spaces, understanding how occupancy and ventilation influence indoor radon
behavior, and supporting targeted surveillance and mitigation measures in educational
settings [8,13].

Therefore, this study aimed to assess indoor radon concentrations in two schools
in northern Portugal using complementary active and passive monitoring, characterize
spatial and temporal variability in the monitored rooms, and examine the implications of
the observed patterns for exposure assessment, ventilation management, and compliance
with current reference levels.
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2. Materials and Methods

This study was conducted in two public educational institutions located in northern
Portugal.

The first school (S1), covering the 2nd and 3rd cycles of basic education, has an area of
approximately 16,110 m? and underwent a major renovation in 2021, including upgrades to
floors, walls, and ventilation systems; by the end of 2026, the building will be approximately
40 years old.

The second school (S2), comprising a nursery and 1st cycle, has an area of 1800 m? and
is a century-old building that has undergone significant renovations over the past decade,
including the construction of new blocks, refurbishment of classrooms, and replacement
of windows and interior finishes; measurements in S2 were carried out in the recently
renovated section.

Ventilation in both schools is exclusively natural, with windows opened and closed
manually by occupants. The buildings are constructed of reinforced concrete and brick
masonry, with ground floors consisting of concrete slabs finished with linoleum.

In Portugal, studies conducted in nursery and pre-school settings have shown consid-
erable spatial and temporal variability in indoor radon concentrations, with levels that may
exceed international recommendations in certain cases, highlighting the need for systematic
monitoring and mitigation strategies in these environments [23,24].

The first cycle lasts 4 years (with the normal age range for attendance being 6 to
9 years); the second cycle lasts two years (with the normal age range for attendance being
10 to 11 years old); and the third cycle lasts three years (with the normal age range for
attendance being 12 to 14 years old).

The assessment of indoor radon concentration was carried out in two complementary
phases. In the first phase, a diagnostic assessment was conducted to evaluate radon
levels. For this purpose, Radon Eye active detectors were used to obtain continuous
measurements over 15 days, with hourly radon concentrations automatically recorded. The
measurements were performed using RadonEye detectors (model RD200P2, FTLab, Ansan-
city, Gyeonggi-do, Republic of Korea), which operate on a pulsed ionization chamber
principle. According to the manufacturer’s specifications, the detector has a measurement
range of 0.1-255 pCi/L (approximately 4-9435 Bq/m?), an accuracy of +10% (minimum
error +0.5 pCi/L, equivalent to £18.5 Bq/m?) at 10 pCi/L (~370 Bq/m?), and a precision
better than +10%. The devices are factory-calibrated by the manufacturer, and no additional
pre-deployment calibration against a certified reference standard was performed prior to
their use in this study.

In the second phase, radon levels were evaluated using CR-39 Solid State Nuclear
Track Detectors (SSNTDs), a widely used method for long-term radon monitoring in indoor
environments [25]. These detectors consist of a passive diffusion chamber (4.5 cm high
and 2 cm in diameter) containing a CR-39 plastic track detector. Radon enters the chamber
by diffusion, allowing long-term passive measurements with an exposure period of up to
approximately 3 months per detector. This method provides an integrated assessment of
the average radon concentration over time, minimizing seasonal and diurnal variations.

In the first phase, measurements with active detectors were conducted from
17 February to 3 March 2025, whereas the second phase involved passive detectors de-
ployed from 30 October 2025 to 30 January 2026. Although conducted in different calendar
periods, both campaigns were carried out under comparable conditions, with building use,
occupancy patterns, and natural ventilation routines remaining consistent and relying on
manual window operation by occupants. No significant changes in building operation or
usage were reported between the two monitoring periods.
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At School S1, measurements were conducted in three rooms on the ground floor of
three separate buildings: the library, the music room, and the computer laboratory, each
equipped with a CR-39 passive detector. At School S2, the assessment was conducted in one
classroom on the ground floor, also using a CR-39 passive detector. The results” uncertainty
is determined in accordance with DIN ISO 11665-4 [26].

Both schools are located in north-western Portugal, within the same parish and ap-
proximately 800 m apart. The study area lies in the Central Iberian Zone (CIZ), a geological
setting associated with high indoor radon potential due to the widespread presence of
granitic formations and uranium-rich metasedimentary rocks. In addition, faults and
fractures may act as preferential pathways for radon migration from the bedrock to the
surface. Accordingly, both schools are situated in areas classified as having high radon
susceptibility [22] (Figure 1).

Low
» Moderate

B Hioh

(a) (b)

Figure 1. (a) Radon susceptibility map for mainland Portugal [22]. (b) Location of the schools under
study within the parish, with blue dots indicating the approximate position of each school.

3. Results

3.1. Assessment of Radon Concentration
3.1.1. Active Detectors

Table 1 summarizes the descriptive statistics of radon concentrations measured in
the monitored rooms of the two schools using Radon Eye active detectors. In addition to
radon, microclimatic parameters, namely temperature and relative humidity, were recorded
throughout the monitoring period. For each location, the table reports mean values together
with the corresponding minimum and maximum values, allowing the characterization of
environmental variability and comparison of radon levels across schools and rooms. To
facilitate interpretation, the monitored rooms were identified by letters (A, B, C).

In School 1, the three rooms exhibited distinct radon concentration patterns, re-
flecting the influence of building characteristics, ventilation conditions, and occupancy
patterns. These factors led to high variability in radon concentrations during the
measurement period.
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Table 1. Descriptive statistics of radon concentrations measured with active detectors in the
monitored rooms.

H Concentration
School Room :);)rs (Bg/ m®)
Mean SD Min Max
A 340 228 96.6 35 586
S1 B 340 162 106.6 2 435
C 340 155 82.7 11 328
S2 A 279 140 83.5 13 362

Radon concentrations are presented as mean values + standard deviation (SD). Note: For School S1, Room
A =library, Room B = music room, and Room C = computer laboratory. For School 52, Room A = classroom.

In addition to radon concentrations, temperature and relative humidity were moni-
tored to provide context for indoor environmental conditions. Across the monitored rooms,
temperature values remained relatively stable (14-21 °C), reflecting typical indoor condi-
tions during occupancy, while relative humidity showed moderate variability (40-70%)
(Table 2). Although no strong quantitative relationship was established, these parameters
may indirectly influence radon concentrations by association with ventilation practices and,
therefore, result in, for example, lower radon levels.

Table 2. Descriptive statistics of temperature and relative humidity in monitored rooms.

Temperature Humidity
School Room H:);:)rs 0 (%)
Mean Min Max Mean Min Max
A 340 17 19 20 55 45 62
S1 B 340 17 14 17 56 50 56
C 340 18 17 20 56 50 60
S2 A 279 17 15 21 53 40 70

Note: For School S1, Room A = library, Room B = music room, and Room C = computer laboratory. For School S2,
Room A = classroom.

In room A (library) (Figure 2), radon concentrations were predominantly between
150 and 300 Bq/m3. However, significant peaks ranging from 500 to 600 Bq/m?> were
recorded, particularly on Sundays and Mondays. Lower concentrations were generally
observed during daytime hours, likely due to increased ventilation and occupant activity.
In contrast, a progressive increase in radon levels was observed on weekends, culminating
in a peak near 600 Bq/m? on the last Sunday of the measurement period. Subsequently,
an abrupt decrease to values below 100 Bq/m?® was recorded on Monday, a pattern that
may be attributed to the resumption of ventilation. The reference level of 300 Bq/m? was
exceeded on several occasions throughout the monitoring period.

Regarding room B (classroom) (Figure 3), located in a different building, temporal
variability in radon concentrations was observed. Most measurements ranged from ap-
proximately 50 to 300 Bq/m?3, although occasional measurements exceeding 400 Bq/m3
were recorded. A clear daily cyclical pattern was evident, with lower concentrations during
daytime, likely associated with natural ventilation and room occupancy. During periods of
reduced use, particularly at night and on weekends, radon concentrations increased grad-
ually, suggesting accumulation under limited ventilation conditions. More pronounced
peaks were observed midweek and during the intermediate weekend of the monitoring
period. Following these episodes, concentrations decreased sharply, coinciding with the re-
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sumption of school activities and, consequently, ventilation. The 300 Bq/m? reference level
was also exceeded on several occasions, although for shorter periods than in the library.
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Figure 2. Hourly radon concentration in room S1A over the monitoring period. The dashed line
indicates the EU reference level (300 Bq/m3).
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Figure 3. Hourly radon concentration in room S1B over the monitoring period. The dashed line
indicates the EU reference level (300 Bq/m?).

In room C (computer laboratory) (Figure 4), a marked temporal variation in radon
concentration was also observed. Recorded values were predominantly between 50 and
250 Bq/m3, with occasional approaches to and exceedances of the 300 Bq/m? reference
level, reaching a maximum of approximately 320 Bq/m?>. As in the other rooms, concentra-
tions tended to be lower during occupancy periods, possibly due to natural ventilation and
frequent door opening. Conversely, during periods of reduced use, particularly at the end
of the day and on weekends, radon levels increased progressively. A gradual and sustained
rise occurred during the first week, culminating in values close to 300 Bq/m® on Sunday,
followed by an abrupt decline to below 50 Bq/m? at the beginning of the following week,
consistent with the resumption of ventilation. During the second week, the pattern re-
mained oscillatory, although maximum values were lower than those recorded previously.

Overall, although most radon concentrations remained below the 300 Bq/m? reference
level, the observed exceedances and the accumulation trend during non-occupancy periods
highlight the decisive role of ventilation conditions in radon dynamics across the different
spaces. These findings underscore the importance of continuous monitoring and the
implementation of appropriate indoor air renewal strategies.
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Figure 4. Hourly radon concentration in room S1C over the monitoring period. The dashed line
indicates the EU reference level (300 Bq/ m?).

In School 2, room A (classroom) (Figure 5), radon concentrations ranged from
200 to 350 Bq/m?® during the first two days of monitoring. Subsequently, due to a power
outage, measurements were unavailable for six consecutive days (5 March, Wednesday, to
10 March, Monday), representing approximately 40% of the 15-day monitoring campaign
at School 52. Monitoring resumed on 11 March at 09:45. Although this temporary data gap
slightly limits the continuity of the time series, the available dataset still allows for a robust
characterization of radon concentration patterns during the monitoring period, including
relevant diurnal and weekly variability.
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Figure 5. Hourly radon concentration in room S12A over the monitoring period. The dashed line
indicates the EU reference level (300 Bq/ m3).

Following the restoration of the monitoring system, a cyclical pattern in radon concen-
trations was observed, characterized by higher values during nighttime and at weekends,
coinciding with periods when the school was closed and, consequently, with reduced
ventilation and absence of occupancy. Overall, most recorded values remained below
the reference level of 300 Bq/m?3, although occasional higher readings were observed in
this school.

The analysis of radon concentrations between the two schools indicates that school S1
has higher average radon levels (~185 Bq/m?) than school S2 (140 Bq/m?), suggesting
that students and staff at S1 are potentially exposed to higher radon levels. Furthermore,
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when evaluating the different spaces in school S1, it is observed that S1A has the highest
median (=225 Bq/m?) and the most extreme maximum values, including multiple outliers
above 500 Bq/m?, indicating high variability in exposure within that space. On the other
hand, rooms S1B and S1C have lower medians (=165 Bq/m? and ~150 Bq/m?, respec-
tively), with a relatively wide interquartile range, suggesting moderate variation in radon
levels. These results highlight the importance of considering not only the school but also
the heterogeneity of radon concentrations across different indoor environments to guide
more precise mitigation strategies (Figure 6).

600
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jwo @ o

400
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S1 S1A S1B S1C S2A

Room

Figure 6. Boxplots of indoor radon concentration by room type. The horizontal line inside each
box represents the median; the box limits correspond to the 25th and 75th percentiles (interquartile
range, IQR); whiskers represent the non-outlier range; circles indicate outliers. The red horizontal
line indicates the reference level of 300 Bq/m3.

3.1.2. Passive Detectors

The concentration of radon in indoor air was evaluated using CR-39 passive detectors
placed at the same locations previously monitored with active detectors during the winter
period (Table 3).

Table 3. Radon concentration levels (Bq/ m3) measured in the different rooms of the schools under
study (CR-39 detectors).

Concentration
School Room (Bq/m®)
A 290
S1 B 290
C 300
S2 A 84

Note: The laboratory evaluates uncertainty in accordance with DIN ISO 11665-4 [26].

The results showed marked variation between the two schools, with radon average
concentrations of 290 and 300 Bq/m? in School S1 and 84 Bq/m? in School S2. Although
the measured concentrations did not exceed the reference level, values near 300 Bq/ m3
warrant attention and support the need for a longer-term assessment [21]. In room C of
School S1, the maximum concentration reached 300 Bq/ mS.
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The differences observed between the monitored spaces may be related to the build-
ings’ construction characteristics, ventilation conditions, and other factors, such as the
presence of gaps in contact with the ground—factors recognized as key determinants of
radon accumulation in indoor environments.

4. Discussion

This study provides insight into indoor radon behaviour in school buildings by com-
bining continuous active monitoring with integrated passive measurements in the same
rooms. This approach enabled assessment not only of average concentration levels but
also of short-term temporal dynamics, which are highly relevant for indoor air quality
management. The results show clear spatial differences between schools and between
rooms within the same school, indicating that a combination of geological setting, building
characteristics, and day-to-day ventilation conditions controls radon accumulation.

The passive radon concentration values reported in Table 2 correspond to integrated
measurements obtained from an accredited laboratory. The associated uncertainty is evalu-
ated in accordance with DIN ISO 11665-4 [26]. Although not explicitly reported, passive
radon measurements of this type typically provide an expanded uncertainty (k = 2) of
10-30%, depending on detector performance and exposure conditions. When considering
this information, the results should be interpreted with practical considerations in mind,
particularly for values close to the reference level of 300 Bq/m?>. This is the case of the con-
centrations measured in rooms S1A (290 Bq/ m?), S1B (290 Bq/ m?), and S1C (300 Bq/ m3),
whose measurement uncertainties may fall within a range that could influence compliance
assessment. Therefore, when uncertainty is considered, these values may lie either below
or above the reference threshold, preventing an unambiguous classification of these rooms
as compliant or non-compliant. Nevertheless, the reference level of 300 Bq/m? refers to
the annual average, but the measured radon levels are representative only of the specified
measurement period. Therefore, the legally specified one-year measurement period must
be satisfied by several consecutive individual measurements.

School S1 consistently showed higher radon concentrations than School 52 in both the
active and passive monitoring campaigns, and some rooms in S1 approached or exceeded
the reference level of 300 Bq/m?. These findings are in line with ranges reported in
previous studies conducted in the Galicia—northern Portugal radon-prone region, where it
was reported indoor radon concentrations ranging from 3 to 3039 Bq/m?, with median,
geometric mean, and arithmetic mean values of 181, 185, and 332 Bq/m?, respectively [23].
Notably, nearly one-third of the monitored locations exceeded the European reference level
of 300 Bq/m?3, and approximately 75% exceeded 100 Bq/m?3, a level recommended by the
World Health Organization as a reference for public health action.

In this context, the concentrations observed in School S1—particularly the passive
values of 290-300 Bq/m3—are substantially higher than the regional median and close to
the arithmetic mean reported for the Euroregion, placing them within the upper range of the
regional distribution. These findings indicate that, while not exceptional, the radon levels
measured in S1 are representative of elevated exposure conditions previously identified in
radon-prone areas and are of potential public health concern, especially given the absence
of a safe threshold for radon exposure. In this context, the present findings reinforce
that even within the same parish, buildings may exhibit markedly different indoor radon
behaviour, underlining the importance of room-specific assessment rather than assuming
uniform exposure across a school or municipality.

The higher concentrations observed in certain rooms are likely related to direct ground
contact, reduced air exchange, and structural pathways that facilitate radon entry and
retention indoors. Differences in room use may also have contributed. Libraries, classrooms,
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and computer rooms can exhibit distinct occupancy patterns, door-opening frequencies,
and ventilation practices, which, in turn, influence indoor radon dilution.

The continuous measurements obtained with the active detectors revealed a consistent
temporal structure across the monitored spaces. Radon concentrations generally declined
during school hours and increased during the evening, overnight, and at weekends, when
air exchange was presumably reduced. This recurrent cycle strongly suggests that natural
ventilation associated with daily occupancy plays a central role in controlling indoor radon
concentrations in these buildings, a finding consistent with previous studies on indoor
environmental quality in schools that highlight the influence of ventilation and occupancy
patterns on pollutant dynamics [25]. From an indoor air quality perspective, these findings
are important because they show that exposure conditions cannot be fully understood
from a single short measurement or from daily averages alone; hourly variation may be
substantial, and temporary exceedances of the reference level can occur even when average
concentrations remain lower.

Among the monitored rooms, the library (51A) showed the highest average concentra-
tion and the most pronounced peaks, reaching values close to 600 Bq/m?3. This behaviour
suggests that the room may combine several unfavourable conditions for radon control,
such as lower ventilation efficiency, longer periods of closure, or construction features that
increase radon entry from the ground. The marked weekend build-up, followed by sharp
decreases after school reopening, further supports the interpretation that ventilation and
occupancy schedules strongly influence the room’s radon dynamics.

By contrast, rooms S1B and S1C had lower average concentrations but still exhibited
intermittent exceedances or near-exceedances of the 300 Bq/ m?3 threshold. This within-
school heterogeneity is an important practical finding, as it indicates that one or two
measurements at the building level may fail to identify the most relevant exposure hotspots.
Similar spatial variability has been reported previously in Portuguese school settings [9,24].
Therefore, radon screening strategies in educational buildings should prioritize ground-
floor rooms and consider the functional characteristics of each space rather than relying
solely on school-wide averages.

The passive CR-39 measurements are qualitatively consistent with the active-
monitoring results, confirming higher radon concentrations in School S1 than in School S2.
However, the two datasets show a noticeable quantitative difference. Active monitoring
in School S1 (12 February—3 March 2025) yielded mean concentrations of approximately
155-228 Bq/m?, whereas passive detectors deployed in the same rooms recorded values of
290-300 Bq/m? over an extended period (30 October 2025-31 January 2026).

The differences between the datasets are largely attributable to the different monitor-
ing periods. Passive sampling integrated radon concentrations over autumn and winter,
likely capturing longer intervals of lower outdoor temperatures and reduced natural venti-
lation than the late-winter active campaign. In addition, passive detectors continuously
capture nocturnal and weekend accumulation, whereas active-monitoring averages are
more influenced by occupied periods and associated ventilation. Although both detector
types were placed in the same rooms, changes in occupancy, ventilation behaviour, and
environmental conditions over time add uncertainty to comparisons between datasets
collected during non-overlapping periods.

Therefore, the two methods should not be regarded as quantitatively interchangeable.
Instead, they offer complementary but distinct insights: active monitoring captures short-
term variability and ventilation-driven dynamics, whereas passive monitoring provides
time-integrated estimates that are more relevant for long-term exposure assessment and
regulatory evaluation. This difference highlights the need to consider both methodol-
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ogy and monitoring period when interpreting radon data from different measurement
approaches [6,13].

Although most measured values remained below the reference level, as also reported in
studies from other European school settings [7], the presence of rooms with concentrations
close to or temporarily above 300 Bq/m? remains relevant from both exposure-assessment
and indoor air quality perspectives. In schools, repeated occupancy of the same rooms
by children and staff means that even moderate average concentrations deserve attention,
especially when associated with regular peaks during low-ventilation periods [13]. Be-
cause radon is a well-established carcinogenic exposure, preventive action is justified even
when exceedances are intermittent rather than persistent [20,25]. In radon-prone areas,
school buildings should therefore be considered priority environments for surveillance,
particularly where ground-floor rooms are occupied for prolonged periods.

Practical measures should extend beyond a general ventilation review and may include
evidence-based actions such as increasing the frequency and duration of natural ventilation,
introducing mechanical systems, such as positive-input ventilation, where appropriate, and,
when needed, applying structural mitigation measures, such as sub-slab depressurization,
to reduce radon ingress. Rooms with persistently elevated concentrations should be
prioritized for repeated assessment and building-specific mitigation measures.

This study is relevant to indoor air quality management in educational buildings and
identifies areas for further research. The number of schools and monitored rooms was
limited, and the active and passive campaigns were conducted at different times (winter
2025 and autumn-winter 2025-2026), which should be considered when making direct
quantitative comparisons between the two approaches. In addition, ventilation rates and
building airtightness were not measured, so the mechanisms underlying radon variability
warrant further investigation.

The relatively narrow temperature range (14-21 °C) and moderate variation in relative
humidity (40-70%) indicate generally stable indoor conditions. This suggests that these
variables were not the main drivers of radon variability in the monitored rooms. Instead,
the observed radon fluctuations were more likely associated with changes in ventilation
and occupancy patterns, with temperature and humidity acting only as indirect indicators
of these processes.

This study was not intended to provide a comprehensive characterization of radon
dynamics or transport processes in school buildings, but rather to assess indoor radon
concentrations and their temporal variability under real operating conditions. Even so, the
consistency of the observed temporal patterns and the agreement in identifying higher-
exposure environments support the main interpretation that room-specific conditions and
ventilation practices strongly influence radon concentrations in schools. These findings
reinforce the value of targeted monitoring programmes in radon-prone areas and suggest
that improved ventilation management and follow-up assessment of higher-risk rooms can
help reduce exposure and improve indoor air quality.

Further work incorporating detailed ventilation measurements and quantitative cor-
relation analysis would help clarify the relative influence of microclimatic parameters on
indoor radon behaviour.

5. Conclusions

This study showed that indoor radon concentrations in school buildings can vary
substantially both between schools and among rooms within the same school, reflecting the
combined influence of local geology, building characteristics, and ventilation conditions.
The continuous active measurements demonstrated clear daily and weekend accumulation
patterns, while the passive measurements confirmed differences in longer-term average
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exposure. Together, these findings indicate that radon in schools should be addressed as
an indoor air quality issue shaped by both geogenic potential and building occupancy
and ventilation.

The combined use of active and passive monitoring proved especially useful for
assessing school environments, as it captured both short-term temporal variability and
integrated longer-term concentrations. However, a key limitation of this study is that the
monitoring phases were not conducted concurrently (active: winter 2025; passive: autumn-—
winter 2025-2026), which constrains direct quantitative comparison between methods and
should be considered when interpreting the results.

Although most values remained below the reference level of 300 Bq m 3, the identifica-
tion of rooms that approached or temporarily exceeded this threshold underscores the need
for room-specific surveillance, particularly in radon-prone regions and in ground-floor
spaces used for prolonged periods. Overall, the results support the implementation of
targeted radon monitoring programmes and practical, ventilation-oriented management
strategies in educational buildings. Follow-up assessment of higher-risk rooms and, where
necessary, building-specific mitigation measures may help reduce exposure and improve
indoor air quality for students and school staff.

The monitoring protocol applied in this study, combining active and passive tech-
niques, also demonstrates potential for scalability and systematic application to other
schools in the region. Its broader implementation could support more comprehensive
regional assessments of indoor radon exposure in educational environments and inform
public health and regulatory decision-making.

Future work may include applying the methodology developed in this study to
additional schools in the same region, enabling a broader assessment of indoor radon
exposure in educational environments.
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