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Abstract


Compliant mechanisms are extensively utilized in precise positioning systems. This work presents a novel compliant fine Z-positioner for directing the indenter in a nanoindentation testing positioning system. Initially, the suggested positioner consists of a novel hybrid symmetric compliant displacement amplifier of four-lever and Scott Russell structures combined with a parallel guiding mechanism. Subsequently, a static–dynamic characteristic of the proposed positioner is modeled by the pseudo-rigid body method and the Lagrange technique. Based on the FEA results, the parasitic motion error of the developed fine Z-positioner was 0.0956%. Thirdly, the analytical result was verified by FEA analysis, and the error between the two methods was 0.5869%. Therefore, the proposed analytical approach was reliable for quickly assessing the output response of the proposed positioner. Finally, to enhance the quality of the proposed structure’s response, the main design variables of the fine Z-positioner are optimized using the Firefly algorithm. The optimal findings indicated that the first natural frequency occurs at around 220.16 Hz. The imprecision between the optimal result and the FEA result was 9.67%. The analytical results are in close agreement with the confirmed FEA result. The prototype was manufactured by the computerized numerical milling method. The inexactness between the FEA outcome and the experimentation outcome was 11.04%. Based on the FEA and experiment results, displacement amplification proportions were 6.8725 and 8, respectively. In addition, the experimental results demonstrated a good linear relationship for guiding mechanisms in nanoindentation testing positioning systems.
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1. Introduction


Compliant mechanisms utilize monolithic structures, eliminating backlash, friction, and the need for assembly, lubrication, and maintenance, while offering lightweight, compact sizes and lower costs [1,2]. Therefore, compliant mechanisms have been widely utilized in various fields, including constant-torque mechanisms [3], bistable mechanisms [4,5], assisted-vibration machining [6,7,8], micro grippers [9,10,11], harvesters for energy [12], robotics [13], and precise positioning [14,15,16]. Compliant mechanisms have been primarily utilized in precise positioning devices due to their high resolution, precisely repeatable motion, low friction, and compact size [17]. Therefore, based on the advantages of compliant mechanisms, they have been potentially utilized in compliant positioners for precise positioning systems as well as nanoindentation locating systems to locate the sample position for assessing the mechanical properties of biological specimens. Currently, nanoindentation instruments exploit traditional instruments for real-time detection and observation of the mechanical characteristics of the specimen [18,19]. Therefore, a compact design is a potential application for an in situ nanoindentation checking system, aiming to reduce energy consumption and minimize working space. To locate accurately, in situ nanoindentation instruments frequently demand numerous force-displacement feedback sensors. In situ nanoindentation utilizes a fine Z-positioner to guide the indenter and a fine XY-positioner to locate the biological specimen accurately. However, the current positioners have a slow response and a low resonance frequency. Their size makes it challenging to integrate in situ nanoindentation with multi-microscopes into a scanning electron microscope (SEM). Therefore, an innovative compliant compact positioner with a rapid response and a suitable working stroke is essential for guiding the indenter integrated into the nanoindentation testing positioning system.



Series, parallel, or series-parallel configurations are the fundamental design principles applicable to the design of compliant positioners [20]. In general, because of the significant advantages of piezoelectric actuators (PEAs), including high stiffness, high response, and high load capacity, PEAs have been widely utilized for controlling the compliant positioners. Meanwhile, the working stroke of the PEA has limited travel. Hence, various displacement amplification structures have been developed for enhancing the working stroke of the PEA, including the lever mechanism [21], the bridge mechanism [19,22], the bridge-lever mechanism [23] and the double rocker mechanism [24]. Specifically, Wu et al. integrated a bridge displacement amplifier into a compact XY positioner, featuring a working stroke of 212.48 × 219.24 μm for accurate positioning [25]. Yang et al. progressed to an innovative flexure XY-platform integrated with a symmetric compliant double rocker displacement amplifier for a precise positioning system [24]. Wu et al. proposed a 2-dof positioner combined with a symmetric 2-lever displacement amplifier for accurate localization [22]. Kim et al. utilized a hybrid amplifier comprising two L-shaped levers integrated with circular and cartwheel hinges in the compliant XYϴ positioner for precise rotary positioning [26]. Cheng et al. developed a new compliant XY positioner with a hybrid double-floor bridge displacement mechanism for micro/nano manipulations [27]. Choi et al. combined a double-floor lever amplifier for precise positioning [28].



In addition, related to modeling approach applications of compliant positioners for precise positioning systems [29,30,31], Hua et al. employed a compliance matrix method to model the quality response of the proposed XYϴ positioner [32]. Yang et al. applied Castigliano’s second theorem and a beam-constrained model for modeling the static–dynamic characteristics of the developed XY positioner [33]. Moreover, Wang et al. applied compliant matrix method for modeling the output response of the new XY positioner based on the compliant springs [34]. In addition, a 3-dof mechanism was analyzed via a pseudo-rigid-body model (PRBM) [35]. Yang et al. applied the PRBM, Lagrange technique, and GA algorithm for static–dynamic analysis, as well as optimization of main design variables, to enhance the output response of the developed 02-dof platform [24]. In addition, Wu et al. employed a pseudo-rigid body model (PRBM) according to the diagram method for the kinematics and dynamics modeling of the suggested structure [22]. Therefore, based on the advantages of analytic approaches, a hybrid approach combining the PRBM, Lagrange technique, FEA, and Firefly algorithm was proposed in this research for evaluating, validating, and optimizing the output response of the developed fine compliant Z-positioner.



In addition, related to the development of compliant positioners for nanoindentation testers [36], Rabe et al. developed a new compliant platform with an indenter output displacement of 20 μm, combined into an in situ nanoscratch instrument for evaluating the characteristics of the specimen [37]. Huang et al. developed a compact nanoindentation device with an indenter output displacement of 12.8 μm, suitable for potential applications in in situ nanoindentation of biological specimens, which can be integrated with SEM and transmission electron microscope (TEM) devices [38]. In addition, Huang et al. developed a new fine-compliant positioner integrated with a compliant half-bridge amplifier, achieving a maximized output displacement of 11.44 μm for a novel in situ nanoindentation device [39].



Although numerous compliant mechanisms with one degree of freedom have been developed, there has been little attention devoted to creating a compliant fine Z-positioner integrated with a new hybrid displacement amplifier featuring a symmetric four-lever mechanism and a Scott Russell mechanism for use in an in situ nanoindentation device. Furthermore, there is a need to develop a compliant fine Z-positioner that considers multiple functions simultaneously. To fill the gaps in the literature, the motivation of this paper is to design a novel compliant fine Z-positioner following a symmetric four-lever mechanism, a symmetric Scott Russell mechanism, and a symmetric two-rectangular-hinge-based parallel guiding mechanism for directing the indenter in nanoindentation testing positioning systems.



The novel design of the recent exploration is expressed as follows:




	
− A new hybrid compliant displacement amplifier, comprising symmetric four-lever and symmetric Scott Russell structures, was integrated into the Z-positioner to enhance the output working stroke for directing the indenter in a nanoindentation testing device;



	
− A parallel-symmetric leading structure was applied to reduce the small decoupling mobility error according to the symmetrical mechanism to enhance the positioning control;



	
− A hybrid approach of the PRBM, the Lagrange technique, the Firefly algorithm and FEA analysis was applied for analytical modeling, optimization and result verification.








This paper presents new contributions by design modeling and optimizing an innovative fine Z-positioner for directing the indenter in a nanoindentation testing device. The output response of the fine Z-positioner was initially modeled using the PRBM and the Lagrange technique. Furthermore, the precision of the analytical modeling of the quality responses was validated by finite element analysis. Thirdly, the Firefly algorithm was employed for optimizing the essential design variables of the developed fine Z-platform, based on the sequence of analytical equations [40]. The prototype was ultimately manufactured to validate the best FEA analysis. The input and output displacements were examined to validate the linear correlation between the optimized FEA results and the experimental outcomes for input and output displacement values. According to the FEA and experiment outcomes, the displacement intensification ratios were 6.8725 and 8, respectively. Furthermore, the experiment outcomes revealed a strong linear link between leading mechanisms in nanoindentation positioning systems.




2. Mechanical Structure of a New Flexure-Based 1-DOF Positioner


In this paper, a novel compliant fine Z-positioner is designed for promising use in a nanoindentation assessing system, as revealed in Figure 1. Specifically, the rough Z-positioner is exploited for guiding the bio-sample towards the indenter. The fine Z-platform is then exploited to drive the indenter and examine the bio-specimen’s mechanical properties.



In this research, the hybrid displacement amplifier, which combines the eight-lever symmetric mechanism and the Scott Russell mechanism, was integrated into the proposed positioner to enhance the operating travel of the guiding mechanism during the nanoindentation-assessing process. More specifically, the operating principle of a lever structure is illustrated in Figure 2. The input displacement (H1) is applied at point P, and P′ is achieved H1 from P in the Y-direction. Meanwhile, point Q′ achieved H2 from Q in the Y-direction, as well as the lever rotating around the point O an angle ϴ. Parameters d1 and d2 are dimensions of the PQ lever lengths revolving an O center.


   r l  =     H 2     H 1     =     d 2     d 1      



(1)







A Scott Russell mechanism was integrated into the hybrid displacement amplifier to increase the operating stroke of the developed positioner. The operation principle of the Scott Russell amplifier was illustrated in Figure 3a,b. As demonstrated in Figure 3, based on the operation rule of the Scott Russell mechanism, the amplification displacement proportion is roughly achieved:


   r S  =     V D     V A     =    O A   O D     



(2)







In addition, to enhance output displacement, a new symmetric hybrid displacement amplifier utilizing an eight-lever mechanism and a Scott Russell mechanism was developed to integrate into the proposed positioner, as shown in Figure 4.



In addition, the hybrid amplifier connected with symmetric-parallel leading structure integrated into four rectangular joints to reduce the parasitic motion error as well as keep high output displacement, as demonstrated in Figure 5. More specifically, as depicted in Figure 5, the symmetric four-lever displacement amplifier had symmetric four-floors to reduce a decoupling motion error and ensure a high displacement amplification ratio. Therefore, controlling the number of floors in the multi-lever amplifier-integrated Scott Russell mechanism will provide a high intensification proportion, allowing for efficient observation of the indentation testing procedure. The input displacement is operated by a piezoelectric actuator (PEA). The 3D design model of the advanced Z-stage is revealed in Figure 6.



The developed positioner was fabricated from material Al-7075 due to its favourable characteristics, including a high yield strength of 503 MPa, an elastic modulus of 71.7 GPa, and a 2810 kg/m³ density. As illustrated in Figure 7, the total dimensions of the proposed positioner are 210 mm × 186 mm × 10 mm. The positioner included the following parts: (i) a PEA actuator, (ii) a hybrid symmetric displacement amplifier of an eight-lever mechanism and Scott Russell mechanism integrated right circular joints, (iii) a parallel guiding mechanism integrated rectangular joints, and (iv) fixed holes. More specifically, the right circular hinges were selected for the proposed positioner to achieve the desired controlling position accuracy due to their excellent characteristic of high rotary center accuracy [41]. The dimensional schema in Figure 7 illustrates the main dimensional parameters of the proposed positioner, which are used to build an initial design. Additionally, the main dimension values of the proposed positioner are presented in Table 1. More specifically, T1, T2, T3, and T4 are right circular hinge thicknesses on different floors of the proposed stage with various colors and different values for ensuring the energy transferring efficiency in the diagram, as illustrated in Figure 7. Moreover, D and Y are the lever distances in a lever amplification mechanism.




3. Analytical Model for Proposed Positioner


3.1. Static–Dynamic Analysis


Firstly, the 3D model of the developed compliant Z-positioner was designed using Inventor Professional software 2024. Second, the static–dynamic characteristics were established using the PRBM and Lagrange technique to evaluate the initial response quickly. Finally, the analytical result was validated by FEA analysis. The PRBM diagram is illustrated in Figure 8. The velocity analysis diagram of the Scott Russell mechanism is also depicted in Figure 9.



In this research, right circular hinges and rectangular hinges were proposed to integrate into the proposed positioner. More specifically, the right circular hinges were utilized in the hybrid displacement amplifier to achieve a high working stroke and high control motion accuracy. Additionally, rectangular hinges were used for the parallel guiding mechanism to achieve a tiny decoupling mobility error and a high output displacement. The significant factors of the two flexure-based hinges were illustrated in Figure 10 and Figure 11. More specifically, rc, wc, and tc, as depicted in Figure 10, are the key parameters of the right circular joint, representing the radius, width, and thickness, respectively. In addition, lr and br, as demonstrated in Figure 11, are the key parameters of the rectangular hinge, corresponding to the length and width, respectively.



As demonstrated in Figure 10 and Figure 11, a chain of analytical equations for calculating the displacement amplification ratio is the following Equations (3)–(15):


   d 2  =     d 1  ×  Y 2     Y 1      



(3)






   d 3  =     d 1  ×  Y 4     Y 3      



(4)






   d 4  =     d 3  ×  Y 6     Y 5     =  d 1      Y 4  ×  Y 6     Y 3  ×  Y 5      



(5)






   d 5  =     d 4  × (  Y 7  +  Y 8  )    Y 7     +  d 2      Y 8     Y 7     =  d 1  (     Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8     Y 1  ×  Y 7     )  



(6)






   v  A y   =  w 1  ×  Y  B 1 d    



(7)






   v A  =     v  A y     cos ( α )     



(8)






   v C  =  w 1  ×  Y  B 1 C    



(9)






   v D  =  w 1  ×  Y  B 1 D   =  w 2  ×  Y  O D    



(10)






   v  E y   =  v E  × c o s  ( β )   



(11)






   v E  =  w 2  ×  Y  O E   =  w 3  ×  Y  O 2 E    



(12)






   v F  =  w 3  ×  Y  O 2 F    



(13)






   v G  =  w 3  ×  Y  O 2 G   =  v  A y    (      Y  B 1 D   ×  Y  O 2 G   ×  Y  O E      Y  B 1 A   ×  Y  O D   ×  Y  O 2 E       )   



(14)






  A R =  (      Y  B 1 D   ×  Y  O 2 G   ×  Y  O E      Y  B 1 A   ×  Y  O D   ×  Y  O 2 E       )  ×  (      Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8     Y 1  ×  Y 7      )   



(15)




where mi symbolizes the mass, Yi (i = 1, 2… 9, 10) is the length, and    Ψ j   (j = 1, 2… 8,9) denotes the rotating angles of the stiff hinges.



The torsional stiffness (KC) of the right circular hinge, the torsional stiffness (KL) of the rectangular hinge, and the harsh linkage inertia moment (IC) are illustrated in Equations (16)–(18).


   K c  =    2 × E ×  b c  ×    t c   2.5    9 × π ×    r c   0.5      



(16)






   K L  =    E ×    a r   3  ×  b r    12 × l     



(17)






   I C  =    m ×    Y j   2    12     



(18)







In Figure 8 and Figure 9, the kinetic energy of the developed positioner is identified as the following equation:


   E  K T   =   ∑ 1 9   (  E t  +  E r  )   =   ∑ 1 9    (   1 2   m i     v i   2  +  1 2   I i      Ψ ˙  j   2   )    Ψ  



(19)







Employing Equation (19), the kinetic energy of every rigid linkage is computed by the following equation:


     E  K T   =   1 2    m 1  ×   (      Y 1  +  Y 2   2     Ψ ˙  1   )  2  +   1 2    I 1  ×   (    Ψ ˙   1    )  2  +   1 2    m 2  ×   (      Y 3  +  Y 4   2     Ψ ˙  2   )  2  +   1 2    I 2  ×   (    Ψ ˙  2   )  2      +   1 2    m a  ×   (      Y 1  +  Y 2   2     Ψ ˙  1   )  2  +   1 2    m 3  ×   (      Y 5  +  Y 6   2     Ψ ˙  3   )  2  +   1 2    I 3  ×   (    Ψ ˙  3   )  2  +   1 2    m b  ×   (   (      Y 3  +  Y 4   2    )    Ψ ˙  2   )  2      +   1 2    m c  ×   (   (      Y 5  +  Y 6   2    )    Ψ ˙  3   )  2  +   1 2    m 4  ×   (      Y 7  +  Y 8   2     Ψ ˙  4   )  2  +   1 2    I 4  ×   (    Ψ ˙  4   )  2  +   1 2    m d  ×   (  (  Y 7  +  Y 8  )   Ψ ˙  4   )  2      +   1 2    m 5  ×   (   Y  C A   ×   Ψ ˙  5   )  2  +   1 2    m 5  ×   (   Y  C D   ×   Ψ ˙   5.1    )  2  +   1 2    I 5  ×   (    Ψ ˙  5   )  2  +   1 2    I  5 _ 1   ×   (    Ψ ˙   5 _ 1    )  2      +   1 2    m 6  ×   (   Y  B C   ×   Ψ ˙  6   )  2  +   1 2    I 6  ×   (    Ψ ˙  6   )  2  +   1 2    m 7  ×   (   Y  D E   ×   Ψ ˙  7   )  2  +   1 2    I 7  ×   (    Ψ ˙  7   )  2      +   1 2    m 8  ×   (   Y  E F   ×   Ψ ˙  8   )  2  +   1 2    I 8  ×   (    Ψ ˙  8   )  2  +   1 2    m e  ×   (   Y  E G   ×   Ψ ˙  8   )  2      +   1 2    m 9  ×   (      Y 9   2   ×   Ψ ˙  9   )  2  +   1 2    I 9  ×   (    Ψ ˙  9   )  2     



(20)







The elastic energy of the developed positioner is identified as:


   E  V T   =   ∑  J = 1  9    1 2   K j     Ψ j   2     



(21)







The elastic energy is derived from the deformation of both flexure-based right circular joints and rectangular joints.


     E  V T   =   1 2   (  k 1  +  k 2  +  k 3  )   (  Ψ 1  )  2  +   1 2   (  k 4  +  k 5  +  k 6  )   (  Ψ 2  )  2  +   1 2   (  k 7  +  k 8  +  k 9  )   (  Ψ 3  )  2  +   1 2   (  k  10   +  k  11   +  k  12   )   (  Ψ 4  )  2      +   1 2   (  k  13   )   (  Ψ 5  )  2  +   1 2   (  k  15   )   (  Ψ 5  )  2  +   1 2   (  k  14   )   (  Ψ 6  )  2  +   1 2   (  k  16   )   (  Ψ 7  )  2  +   1 2   (  k  17   + 2  k  18   )   (  Ψ 8  )  2  +   1 2   ( 4  k  19   )   (  Ψ 9  )  2     



(22)







The rotary angle and angle speed of every linkage are symbolized. The connections among the rotational angles are established by:


   Ψ 1  =     d 1     Y 1      



(23)






   Ψ 2  =  Ψ 1  ×     Y 1     Y 3      



(24)






   Ψ 3  =  Ψ 1  ×     Y 1  ×  Y 4  ×  Y 6     Y 3  ×    Y 5   2      



(25)






   Ψ 4  =  Ψ 1  ×  (      Y 1  ×  Y 4  ×  Y 6     Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8    (  Y 7  +  Y 8  ) ×  Y 7      )   



(26)






   Ψ 5  =  Ψ 1   (      Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  A C   × cos α    +     Y 2  ×  Y 8     Y 7  ×  Y  A C   × cos α     )   



(27)






   Ψ  5.1   =  Ψ 1  ×  Y  B 1 D   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  C D   ×  Y  B 1 A       



(28)






   Ψ 6  =  Ψ 1  ×  Y  B 1 C   ×  (      Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  B C      +     Y 2  ×  Y 8     Y 7  ×  Y  B 1 A   ×  Y  B C       )   



(29)






   Ψ 7  =  Ψ 1  ×  Y  B 1 D   ×  Y  O E   × cos ( β ) ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  D E   ×  Y  B 1 A   ×  Y  O D       



(30)






   Ψ 8  =  Ψ 1  ×  Y  B 1 D   ×  Y  O E   ×  Y  O 2 F   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  O D   ×  Y  O 2 E   ×  Y  E F       



(31)






   Ψ 9  =  Ψ 1  ×  Y  B 1 D   ×  Y  O E   ×  Y  O 2 G   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  O D   ×  Y  O 2 E   ×  Y 9      



(32)







Using an input force Fin, the work is identified by the subsequent equation:


  W =   1 2    F  i n   ×  d  i n    



(33)







Given W = EV, the relationships of input force as well as input displacement are established by the subsequent equation:


    1 2    F  i n   ×  d  i n   =   1 2    [    (  k 1  +  k 2  +  k 3  )   1   Y 1     + (  k 4  +  k 5  +  k 6  )   (    1   Y 3      )  2  + (  k 7  +  k 8  +  k 9  )   (      Y 4  ×  Y 6     Y 3  ×    Y 5   2      )  2      + (  k  10   +  k  11   +  k  12   )   (      Y 4  ×  Y 6     Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8    (  Y 7  +  Y 8  ) ×  Y 7  ×  Y 1      )  2      + (  k  13   )   (      Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  A C   × cos a    +     Y 2  ×  Y 8     Y 1  ×  Y 7  ×  Y  A C   × cos a     )  2      + (  k  15   )   (   Y  B 1 D   ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  C D   ×  Y  B 1 A       )  2      + ( 2 ×  k  14   )   (   Y  B 1 C   ×  (      Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  B C      +     Y 2  ×  Y 8     Y 1  ×  Y 7  ×  Y  B 1 A   ×  Y  B C       )   )  2      + (  k  16   )   (   Y  B 1 D   ×  Y  O E   × cos ( β ) ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  D E   ×  Y  B 1 A   ×  Y  O D       )  2      + (  k  17   + 2  k  18   )   (   Y  B 1 D   ×  Y  O E   ×  Y  O 2 F   ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  O D   ×  Y  O 2 E   ×  Y  E F       )  2      + ( 2  k  19   )   (   Y  B 1 D   ×  Y  O E   ×  Y  O 2 G   ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  O D   ×  Y  O 2 E   ×  Y 9      )  2     ]     d  i n    2   



(34)







Based on Equation (34), dividing by two aspects, the stiffness is determined via the subsequent equation:


     k  i n   = (  k 1  +  k 2  +  k 3  )   1   Y 1     + (  k 4  +  k 5  +  k 6  )   (    1   Y 3      )  2  + (  k 7  +  k 8  +  k 9  )   (      Y 4  ×  Y 6     Y 3  ×    Y 5   2      )  2      + (  k  10   +  k  11   +  k  12   )   (      Y 4  ×  Y 6     Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8    (  Y 7  +  Y 8  ) ×  Y 7  ×  Y 1      )  2      + (  k  13   )   (      Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  A C   × cos    α       +     Y 2  ×  Y 8     Y 1  ×  Y 7  ×  Y  A C   × cos    α        )  2      + (  k  15   )   (   Y  B 1 D   ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  C D   ×  Y  B 1 A       )  2      + ( 2 ×  k  14   )   (   Y  B 1 C   ×  (      Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  B C      +     Y 2  ×  Y 8     Y 1  ×  Y 7  ×  Y  B 1 A   ×  Y  B C       )   )  2      + (  k  16   )   (   Y  B 1 D   ×  Y  O E   × cos ( β ) ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  D E   ×  Y  B 1 A   ×  Y  O D       )  2      + (  k  17   + 2  k  18   )   (   Y  B 1 D   ×  Y  O E   ×  Y  O 2 F   ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  O D   ×  Y  O 2 E   ×  Y  E F       )  2      + ( 2  k  19   )   (   Y  B 1 D   ×  Y  O E   ×  Y  O 2 G   ×    (  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  Y  B 1 A   ×  Y  O D   ×  Y  O 2 E   ×  Y 9      )  2     
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The mobility formulation is identified by the subsequent equation:


   M ¯    Ψ ¨  1  +  K ¯   Ψ 1  = 0  



(36)






     M ¯  =  m 1  ×   (      Y 1  +  Y 2   2    )  2  +  I 1  +  m 2  ×   (      Y 1  × (  Y 3  +  Y 4  )   2 ×  Y 3      )  2  +  I 2  ×   (      Y 1     Y 3      )  2  +  m a  ×   (      Y 1  +  Y 2   2    )  2      +  m 3  ×   (     (  Y 5  +  Y 6  ) ×  Y 1  ×  Y 4  ×  Y 6    2 ×  Y 3  ×    Y 5   2      )  2  +  I 3  ×   (      Y 1  ×  Y 4  ×  Y 6     Y 3  ×    Y 5   2      )  2  +  m b  ×   (      Y 1  × (  Y 3  +  Y 4  )   2 ×  Y 3      )  2      +  m c  ×   (     (  Y 5  +  Y 6  ) ×  Y 1  ×  Y 4  ×  Y 6    2 ×  Y 3  ×    Y 5   2      )  2  +  m 4  ×   (      Y 7  +  Y 8   2   ×  (      Y 1  ×  Y 4  ×  Y 6     Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8    (  Y 7  +  Y 8  ) ×  Y 7      )   )  2      +  I 4  ×   (   (      Y 1  ×  Y 4  ×  Y 6     Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8    (  Y 7  +  Y 8  ) ×  Y 7      )   )  2  +  m d  ×   (  (  Y 7  +  Y 8  )  (      Y 1  ×  Y 4  ×  Y 6     Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8    (  Y 7  +  Y 8  ) ×  Y 7      )   )  2      +  m 5  ×   (   l  C A   ×     Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  l  A C   × cos a    +     Y 2  ×  Y 8     Y 7  ×  l  A C   × cos a     )  2      +  m 5  ×  l  B 1 D   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  C D   ×  l  B 1 A          +  I 5  ×   (      Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  l  A C   × cos a    +     Y 2  ×  Y 8     Y 7  ×  l  A C   × cos a     )  2      +  I  5.1   ×  (   l  B 1 D   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  H 7  ×  l  C D   ×  l  B 1 A       )      +  m 6  ×   (   l  B C   ×  l  B 1 C   ×  (      Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  B C      +     Y 2  ×  Y 8     Y 7  ×  l  B 1 A   ×  l  B C       )   )  2      +  I 6  ×   (   l  B 1 C   ×  (      Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  B C      +     Y 2  ×  Y 8     Y 7  ×  l  B 1 A   ×  l  B C       )   )  2      +  m 7  ×   (   l  D E   ×  l  B 1 D   ×  l  O E   × cos ( β ) ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  D E   ×  l  B 1 A   ×  l  O D       )  2      +  I 7  ×   (   l  B 1 D   ×  l  O E   × cos ( β ) ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  D E   ×  l  B 1 A   ×  l  O D       )  2      +  m 8  ×   (   l  E F   ×  l  B 1 D   ×  l  O E   ×  l  O 2 F   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  O D   ×  l  O 2 E   ×  l  E F       )  2      +  I 8  ×   (   l  B 1 D   ×  l  O E   ×  l  O 2 F   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  O D   ×  l  O 2 E   ×  l  E F       )  2      +  m e  ×   (   l  E G   ×  l  B 1 D   ×  l  O E   ×  l  O 2 F   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  O D   ×  l  O 2 E   ×  l  E F       )  2      +  m 9  ×   (   Y 9  ×  l  B 1 D   ×  l  O E   ×  l  O 2 G   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  O D   ×  l  O 2 E   ×  Y 9      )  2      +  I 9  ×   (   Y 9  ×  l  B 1 D   ×  l  O E   ×  l  O 2 G   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  O D   ×  l  O 2 E   ×  Y 9      )  2     
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     K ¯  = (  k 1  +  k 2  +  k 3  ) + (  k 4  +  k 5  +  k 6  )   (      Y 1     Y 3      )  2  + (  k 7  +  k 8  +  k 9  )   (      Y 1  ×  Y 4  ×  Y 6     Y 3  ×    Y 5   2      )  2      + (  k  10   +  k  11   +  k  12   )   (      Y 1  ×  Y 4  ×  Y 6     Y 3  ×  Y 5  ×  Y 7     +     Y 2  ×  Y 8    (  Y 7  +  Y 8  ) ×  Y 7      )  2      + (  k  13   )   (      Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  l  A C   × cos a    +     Y 2  ×  Y 8     Y 7  ×  l  A C   × cos a     )  2      + ( k 15 )   (   l  B 1 D   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  H 7  ×  l  C D   ×  l  B 1 A       )  2      + ( 2 × k 14 )   (   l  B 1 C   ×  (      Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  B C      +     Y 2  ×  Y 8     Y 7  ×  l  B 1 A   ×  l  B C       )   )  2      + (  k  16   )   (   l  B 1 D   ×  l  O E   × cos ( β ) ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  D E   ×  l  B 1 A   ×  l  O D       )  2      + (  k  17   + 2  k  18   )   (   l  B 1 D   ×  l  O E   ×  l  O 2 F   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  O D   ×  l  O 2 E   ×  l  E F       )  2      + ( 2  k  19   )   (   l  B 1 D   ×  l  O E   ×  l  O 2 G   ×    (  Y 1  ×  Y 4  ×  Y 6  × (  Y 7  +  Y 8  ) ) + (  Y 2  ×  Y 8  ×  Y 3  ×  Y 5  )    Y 3  ×  Y 5  ×  Y 7  ×  l  B 1 A   ×  l  O D   ×  l  O 2 E   ×  Y 9      )  2     
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The developed fine Z-positioner’s initial resonant frequency (unit: Hz) is identified as the following equation:


  f =   1  2 π    ×      1000 ×  k ¯    M ¯       



(39)








3.2. Analytic Model Validation


The Skewness standard was used in this study to determine the meshing feature. The findings revealed that the medium worth of this standard was around 0.55, as shown in Figure 12. Therefore, the achieved value guarantees an appropriate mesh for the developed positioner in the simulated process by FEA analysis.



The analytical outcomes are corroborated using FEM. The analytical approach yielded a natural frequency of 171.746 Hz. Still, the first natural frequency derived from the FEA data was 172.76 Hz, as illustrated in Figure 13. The inaccuracy between the theoretical value and the FEA assessment, as presented in Table 2, is approximately 0.5869%. The devised analytical approach is reliable and effective for assessing the fundamental attributes of the proposed positioner.




3.3. Decoupling Mobility Error Analysis for Developed Positioner


As the developed Z-platform moved in the Z-direction, a comparable movement in the X-direction was also detected. A parasitic motion inaccuracy is the unwanted motion in the X-direction. Based on the FEA outcomes, the decoupling movement imprecision was negligible, calculated to be only 0.095% (below 0.1%), as shown in Table 3. Therefore, the decoupling movement imprecision has little effect on output deformation accurateness. The advanced Z-mechanism exhibits a good linear relationship between input and output displacements, causing it well-suited for exact localization and nanoindentation checking devices. The Equation for calculating the decoupling mobility error is expressed as follows:


  e =   z y   × 100 %  



(40)







The signs, including e, z, and y, are the decoupling mobility imprecision, Z-axis output displacement, and output X-axis displacement, respectively.





4. Suggested Hybrid Approach


The design of the new positioner is based on a hybrid symmetric amplifier of the eight-lever mechanism, the Scott Russell mechanism, and a parallel mechanism for guiding the nanoindentation testing process. Firstly, the static–dynamic attributes of the proposed positioner were established using the pseudo-rigid-body methodology and the Lagrange technique to promptly evaluate the output response of the advanced Z-platform. Secondly, analytical models were verified by FEA analysis. Thirdly, according to mathematical equations, the Firely algorithm was used to optimize main design variables for enhancing the output attribute. Finally, the prototype was fabricated to verify the FEA result. More details about the conceptual framework flowchart of the proposed hybrid approach were demonstrated in Figure 14.



	
− Develop a novel structure for potential application in guiding mechanisms for nanoindentation testing systems, utilizing a new hybrid displacement magnifier and a symmetric-parallel leading structure.



	
− Establish static and dynamic characteristics by the PRBM and Lagrange technique.



	
− Validate analytical results by FEA analysis.



	
− Define the main input parameters, output response, as well as limits and constraints for design variables and objective function.



	
− Optimize main design variables to enhance the quality response using the algorithm.



	
− Verify optimized results by FEA analysis.



	
− Fabricate the prototype based on optimal results.



	
− Conduct experiments to check the quality response and validate FEA results.



	
− Compare the quality response of the proposed positioner with the prior research.






4.1. Parameter Optimization of a Fine Z-Positioner


The developed compliant structure operates based on the elastic deformation of the flexure hinges; the resonant frequency is as high as feasible to enhance the responsiveness of the developed Z-platform. Thus, the initial natural frequency should be optimized to improve response speed and mitigate resonance. This article addresses an optimization problem focused on maximizing the resonant frequency, which is succinctly stated as follows:



Search for main parameter vector: X = [t1, t2, t3, t4, t5, t6]


Maximize f (X)



(41)






Restriction: f (X) > 100 (Hz)



(42)







Constrictions of main parameters:


1.1 ≤ T1 ≤ 1.2

1 ≤ T2 ≤ 1.1

0.9 ≤ T3 ≤ 1

0.8 ≤ T4 ≤ 0.9

23 ≤ D  ≤ 27

22 ≤ Y ≤ 26



(43)




in which f(X) denotes the resonant frequency, t1, t2, t3, t4, t5, and t6 are T1, T 2, T 3, T 4, D and Y, respectively, as depicted in Figure 7. More specifically, T1, T 2, T 3, T 4 are the various flexure hinge thicknesses at four lever floors with four colours including red, green, pink and orange, respectively. In addition, D and Y are distances between the two flexure hinge centres on the third and fourth floors.



The spectrum of design factors is contingent upon design experiences and the attributes of various floors to ensure adequate transmission energy. The thickness of the 1st floor must exceed that of the second storey. The thickness of the 2nd floor must exceed that of the 3rd floor. This is essential to augment the robustness of the suggested stage and minimize the dissipation of displacement energy. Simultaneously, the optimization procedure should determine an adequate thickness for various locations across several floors to identify the most suitable values for the proposed construction.



The incorporation method of the PRBM, the Lagrange technique, and the Firefly algorithm was developed using MATLAB 2021, as outlined in a series of Equations (1)–(39) and (41)–(43). The optimized design variables of the developed Z-platform were acquired as follows: T1 = 0.75 mm, T2 = 0.7 mm, T3 = 0.65 mm, T4 = 0.6 mm, D = 27 mm, and Y = 26 mm. The optimized outcome indicates that the optimized resonant frequency based on the analytical approach is approximately 220.16 Hz. Figure 15 illustrates the convergence behavior of the offered approach.




4.2. FEA Verification


The optimized factors were utilized to create a 3D construction. According to the FEA result, the initial natural frequency is 198.86 Hz. Furthermore, the error between the optimum and FEA results for the 1st resonant frequency was 9.67%, as shown in Table 4. This outcome suggests that the approach framework described is reliable for forming the advanced positioner. Table 5 shows that, in contrast to the initial structure outcome, the frequency of the advanced positioner increased by 13.12%. Additionally, as depicted in Figure 16a–f, the natural frequencies for the six modes are 198.86 Hz, 344.19 Hz, 478.65 Hz, 703.67 Hz, 707.6 Hz, and 711.91 Hz, respectively. As a result, the resonant frequency values listed above, especially the 2nd natural frequency, as illustrated in Figure 16b, should be examined to prevent damage to the suggested positioner.




4.3. Experiment Investigation


4.3.1. Prototype Production and Experiment Layout


A prototype of the optimized positioner was produced to verify the output characteristic of the suggested structure. This research utilized a computerized numerical control milling technique to manufacture the optimized prototype. Figure 17 illustrates the constructed prototype and device configuration designed for evaluating the output response of the advanced positioner. The compliant positioner was actuated using the PEA (PI 225.10, PI, Karlsruhe, Germany), with a maximal working travel of 15 µm. The input and output displacements were quantified utilizing two laser displacement sensors, which possess a precision of 0.05 µm (LK-G30, Keyence, Osaka, Japan).




4.3.2. Experiment Outcomes


The experiment configuration, illustrated in Figure 17, was established to evaluate the initial natural response to the suggested hammer testing methodology. The LK-G30 sensor precisely measured the vibration on the center platform along the Z-axis, achieving a resolution of 0.05 µm. The LK-G30 sensor was utilized in this study to capture signals and record data through control software, as illustrated in Figure 17. The collected data were subsequently evaluated using the rapid Fourier transformation procedure implemented in MATLAB R2021b to ascertain the resonant frequency.



The advanced Z-platform’s initial resonant frequency was verified by the FEA frequency result of 198.86 Hz, which was obtained using Ansys software R19.2. The prototype’s high-quality surface was achieved by employing computer numerical control milling to manufacture the proposed design. The experimental natural frequency at the initial crest was 223.541 Hz, as illustrated in Figure 18. Table 6 indicates that the experimental findings and finite element analysis had a discrepancy of 11.04%. The obtained inaccuracy suggests that the Z-positioner’s measured natural frequency was close to the FEA outcome. The relationship diagram between input and output displacement based on the optimized and experimental results was illustrated in Figure 19. The achieved results were compared with the ref. [42], as illustrated in Table 7. In addition, the output working stroke of the developed Z-positioner was compared with the previous studies, as illustrated in Table 8.






5. Conclusions


This study presents an innovative structure of a compliant fine Z-positioner for guiding the indenter in nanoindentation testing positioning systems. The proposed structure was based on the new hybrid displacement amplifier of the symmetric four-lever mechanism and Scott Russell, and the parallel guiding mechanism integrated into two symmetric rectangular hinges. Next, the static–dynamic characteristic was modeled using the PRBM-Lagrange technique to evaluate the advanced Z-platform’s output response quickly. The analytic result was validated by FEA analysis, and the error between the two methods was 0.5869%. According to a chain of analytical equations for calculating the quality response, the Firefly algorithm was executed to determine the optimized design variables, thereby enhancing the output response of the developed positioner.



The optimized design variables were determined as T1 = 0.75 mm, T2 = 0.7 mm, T3 = 0.65 mm, T4 = 0.6 mm, D = 27 mm, and Y = 26 mm. The optimized resonant frequency derived from the analytical method was around 220.16 Hz. The FEA validation result indicated that the initial natural frequency was 198.86 Hz. The discrepancy between the optimization and FEA values was 9.67%. The FEA validation produced a result near the optimal outcome of the integration method. Furthermore, the optimization outcome surpassed the initial design.



In addition, the experimental frequency of the proposed positioner was 223.541 Hz. The inaccuracy among the FEA consequences, as well as the experimental consequences, was 11.04%. The connection among the input–output deformations in the Z-direction was also examined. The obtained results demonstrate that the relationship between the input displacement and the output displacement of the experiment and the FEA results of the constructed prototype, exhibits a good linear relationship. Based on the FEA and experiment results, displacement amplification ratios were 6.8725 and 8, respectively. Consequently, the developed structure will be a suitable design for a nanoindentation checking positioning system to assess the mechanical properties of biological specimens.



Future investigations will involve fabricating innovative prototypes with compact structures utilizing additive manufacturing or computerized wire-cutting methods to assess computational outcomes. The current study’s limitation is that the proposed Z-positioner’s total size was relatively large. Therefore, new designs will be developed with a compact size to be integrated into the scanning electron microscopes (SEM) and other in situ nanoindentation systems in future studies. In addition, a pocket-sized precision positioner will be incorporated into an in situ nanoindentation instrument.
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Figure 1. A diagram of the proposed bio-specimen testing system. 
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Figure 2. Operation principle of lever structure. 






Figure 2. Operation principle of lever structure.
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Figure 3. Diagram: (a) Scott Russell amplifier, (b) operation principle. 
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Figure 4. A hybrid symmetric displacement amplifier of four-lever mechanism and Scott Russell mechanism. 
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Figure 5. Structure of proposed complaint 1-DOF positioner. 
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Figure 6. The assembly cluster 3D design model. 
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Figure 7. Dimension diagram of the developed fine Z-positioner. 
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Figure 8. A PRBM diagram for the proposed positioner. 
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Figure 9. Velocity analysis diagram based on the PRBM for the proposed positioner. 
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Figure 10. Key factors of a compliant right circular hinge. 
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Figure 11. Key factors of a compliant rectangular hinge. 
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Figure 12. Diagram for evaluating the mesh feature based on the Skewness standard. 
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Figure 13. The first natural frequency of the initial design based on FEA analysis. 
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Figure 14. Conceptual framework flowchart of the proposed hybrid approach for the proposed positioner. 
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Figure 15. Proposed algorithm convergence diagram. 






Figure 15. Proposed algorithm convergence diagram.



[image: Machines 13 00485 g015]







[image: Machines 13 00485 g016a][image: Machines 13 00485 g016b][image: Machines 13 00485 g016c] 





Figure 16. The frequency results of the optimized stage based on FEA analysis. 
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Figure 17. Experiment configuration for determining the resonant frequency. 
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Figure 18. The experiment resonant frequency. 
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Figure 19. Illustration showing the correlation among the values of displacement measured at the input and output points. 
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Table 1. Dimension parameters of the developed Z-positioner (unit: mm).
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	Parameter
	Value
	Parameter
	Value





	v
	9.5
	a
	210



	g
	10
	b
	186



	h
	8.5
	c
	80



	i
	8
	d
	56.6



	j
	7.5
	e
	15.25



	o
	11
	f
	12



	k
	7
	T1
	  1.1   ≤    T1  ≤  1.2



	l
	18
	T2
	  1   ≤    T2  ≤  1.1



	m
	30
	T3
	  0.9   ≤    T3  ≤  1



	n
	7.5
	T4
	  0.8   ≤    T4  ≤  0.9



	p
	6
	X
	  23   ≤   D    ≤  27



	Z
	0.5
	Y
	22   ≤   Y    ≤  26










 





Table 2. Verification of the analytical result by FEA analysis for the initial design.
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	Attribute
	Analytic Outcome
	FEA Outcome
	Inaccuracy





	 f  (Hz)
	171.746
	172.76
	0.5869%










 





Table 3. FEA results of input–output displacements and parasitic motion inaccuracy (unit: µm).
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	No.
	Input Displacement
	Output Displacement

(Z-Direction)
	Output Displacement

(X-Direction)
	Parasitic Motion

Inaccuracy (%)





	1
	2
	13.6281
	0.013
	0.09539114



	2
	4
	27.2562
	0.0261
	0.09562795



	3
	6
	40.8843
	0.0391
	0.09562832



	4
	8
	54.5125
	0.0521
	0.09562795



	5
	10
	68.1406
	0.0652
	0.09562714



	6
	12
	81.7687
	0.0782
	0.09562832



	7
	14
	95.3968
	0.0912
	0.09562819



	8
	16
	109.0249
	0.1043
	0.09562795



	9
	18
	122.6530
	0.1173
	0.09562701



	10
	20
	136.2811
	0.1303
	0.09562714



	11
	22
	149.9093
	0.1434
	0.09562801



	12
	24
	163.5374
	0.1564
	0.09562832



	13
	26
	177.1655
	0.1694
	0.09562789



	14
	28
	190.7936
	0.1825
	0.09562819



	15
	30
	204.4217
	0.1955
	0.09562781



	16
	32
	218.0498
	0.2085
	0.09562795



	17
	34
	231.6779
	0.2215
	0.09562765



	18
	36
	245.3061
	0.2346
	0.09562701



	19
	38
	258.9342
	0.2476
	0.09562813



	20
	40
	272.5623
	0.2606
	0.09562714



	21
	42
	286.1904
	0.2737
	0.09562819



	22
	44
	299.8185
	0.2867
	0.09562801



	23
	46
	313.4466
	0.2997
	0.09562754



	24
	48
	327.0747
	0.3128
	0.09562832



	25
	50
	340.7029
	0.3258
	0.09562764



	26
	52
	354.3310
	0.3388
	0.09562789



	27
	54
	367.9591
	0.3519
	0.09562823



	28
	56
	381.5872
	0.3649
	0.09562819



	29
	58
	395.2153
	0.3779
	0.09562815



	30
	60
	408.8434
	0.3910
	0.09562781










 





Table 4. Verification of the optimized result by FEA.
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	Response
	Optimized Theory Outcome
	FEA Outcome
	Imprecision





	 f  (Hz)
	220.16
	198.86
	9.67%










 





Table 5. Evaluation of the optimization and draft structures.
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	Attribute
	Optimized Structure
	Primary Structure
	Enhancement





	 f  (Hz)
	198.86
	172.76
	13.12%










 





Table 6. Comparison of experiment and FEA outcomes.






Table 6. Comparison of experiment and FEA outcomes.





	Attribute
	FEA
	Experiment
	Inaccuracy





	f (Hz)
	198.86
	223.541
	11.04%










 





Table 7. Comparison of the achieved results by the present study with those of the previous study.
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	Attributes
	Present Study
	Ref. [42]





	Amplification ratio (FEA)
	6.8725
	6.68



	Amplification ratio (experiment)
	8
	6.5



	First natural frequency

(FEA)
	198.86
	203.37



	First natural frequency

(experiment)
	223.541
	-










 





Table 8. Comparison of the working stroke by the present study with that of the previous studies.






Table 8. Comparison of the working stroke by the present study with that of the previous studies.





	Study
	Total Size
	Working Stroke





	Present study
	210 mm × 186 mm × 10 mm
	527.6 µm



	[39]
	103 mm × 74 mm × 60 mm
	11.4 µm



	[37]
	-
	20 µm
















	
	
Disclaimer/Publisher’s Note: The statements, opinions and data contained in all publications are solely those of the individual author(s) and contributor(s) and not of MDPI and/or the editor(s). MDPI and/or the editor(s) disclaim responsibility for any injury to people or property resulting from any ideas, methods, instructions or products referred to in the content.











© 2025 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (https://creativecommons.org/licenses/by/4.0/).








Check ACS Ref Order





Check Foot Note Order





Check CrossRef













media/file13.jpg





media/file4.png
——

H2

d2

1

B —— ¢ F
1 Q ‘ ol\\ - P '
o 1 -
A Ql o /74;77 T|=: I
OUtpu t Fixed Input
displacement

displacement





media/file30.png
» 1018

6.95 r . 1 n 1 r

L| I

Convergence behavior

6.9

6.85

o
o

Target function
=
o

o
~

6.65

6‘5 | 1 1 1 1 1

- — o
e o R T R R R R R R R R R R R S S

200 300 400 500
Iteration





media/file39.jpg
Normalization

12

08

06

04

02

Frequency response £, A [- @ @ ¢}

A

100

150 200 250 300
Frequency (Hz)

350

400

450

500





media/file43.png





media/file18.png
Ve Ve
3:2\/0 VE” vE Ve VEy ng:E
VDx D W E 2 VF VF , E VDx
G G
F F
Vc (C ®) V C
C C
= Vay Va V4 Vay :
0 Wi S

)‘

o \°
S
A






media/file21.jpg





media/file26.png
C: Modal

Total Deformation
Type: Total Deformation
Frequency: 172,76 Hz
Unit: mm

7/20/2024 9:50 AM

0.0050994 Max
0.0045328
0.0039662
0.0033996
0.002833
0.0022664
0.0016998
0.0011332
0.0005666

0 Min






media/file27.jpg
Refine ranges of design variables and

objective functions

fine optimal problem

Build a conceptual design
of the 01-DOF positioner

f

Assess a primary characteristic of the
positioner by PRBM and Lagrange technique

Is the accurateness of the mathematical
equation confirmed by verification?

Calculate parasitic motion error

f

Determine design variables and
objective functions

f

Optimize parameters of the positioner
by using Firefly algorithm

"Are optimal results
satisfied by validating?

Manufacture the prototype and
experiment

Verify experiment result
and FEA result






media/file3.jpg
o r d2 Ed
=
ral_1 g B
a G
e |
Fixed
Input
Outpu displacement

displacement





media/file22.png
Ir

9014

paxid

AN

o





media/file35.png
C: Modal

Total Deformation 4
Type: Total Deformation
Frequency: 478,65 Hz
Unit: mm

7/20/2024 9:54 AM

145.38 Max
129.22
113.07
96.918
80.765
64.612
48459
32.306
16,153

0 Min

(c) 3rd natural frequency

C: Modal

Total Deformation 5
Type: Total Deformation
Frequency: 703.67 Hz
Unit: mm

7/20/2024 9:54 AM

I ~___~7

1264.9 Max
11243
983.78
843.24

702.7

562.16
421.62
281.08
140.54

0 Min

(d) 4th natural frequency





media/file19.jpg
Eﬂb 8 >><
i V\ =






media/file7.jpg





media/file28.png
Refine ranges of design variables and

objective functions

( Define optimal problem )

Build a conceptual design

of the 01-DOF positioner

|

Assess a primary characteristic of the
positioner by PRBM and Lagrange technique

No

Is the accurateness of the mathematical
equation confirmed by verification?

Calculate parasitic motion error

'

Determine design variables and
objective functions

'

Optimize parameters of the positioner
by using Firefly algorithm

Are optimal results

No

satisfied by validating?

Manufacture the prototype and
experiment

Verify experiment result
and FEA result






media/file10.png
Output displacement

Leaf hinge Fixed hole
Base
Scott-Rusiell @ T — == —— —— e s i —tiaitiis
displacement amplifier
Circular
hinges
ool Eight-lever
displacement amplifier
Floor 3
Floor 2
Floor 1

Input displacement
(PEA)





media/file40.png
Normalization

12

<
oo

0.6

=
B

0.2

Frequency response &, 4 =|{" & ©

i

X 223.541
X9

T —

| ]

1

L

1

L]

\
-I" \:\.

- B
‘.ﬁ.l ﬁrﬁ--_ " i 'l.

20

100

150

200 250 300 350 400 450 500
Frequency (Hz)





media/file33.jpg
o
Te Detormaion7
Type ot Dturon
Fiqun: 7131 e
Uk
w055

230
wazr
e
2
Er)
ne

(£) 6th natural frequency





media/file14.png
| <O

N|

5%






media/file11.jpg





media/file6.png
Output
displacement

Input
displacement

(a)

Fixed

(b)





media/file36.png
Total Deformation 6
Type: Total Deformation
Frequency: 707.6 Hz
Unit: mm

7/20/2024 9:54 AM

1263.5 Max
1123.1
982.75
842.36
701.96
561.57
421.18
280.79
140.39

0 Min

C: Modal

Total Deformation 7
Type: Total Deformation
Frequency: 711.91 Hz
Unit: mm

7/20/2024 9:55 AM

162.3 Max
144,27
126.24