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Featured Application: Tolerance design of array antenna.

Abstract: With the increase of the working frequency of the array antenna, tolerance design has become
increasingly important. The state-of-art tolerance design methods mainly deal with the position
tolerance of the discrete elements. However, the geometric errors of the whole array have resulted from
two aspects: (1) the position errors of the discrete elements and (2) the form errors of the continuous
reflection plate. To optimize the position tolerance and flatness simultaneously, a hybrid tolerance
design method is proposed. First, the relation between the performance of the array antenna and
hybrid tolerances was determined based on the second order Taylor expansion. Then the expectation
and variance of the performance were derived. Finally, the hybrid tolerances were optimized and
the performance of the antenna was improved. Simulation results proved the effectiveness and
efficiency of the proposed hybrid tolerance design method.

Keywords: array antenna; tolerance design; Taylor expansion; hybrid geometric errors;
statistical analysis

1. Introduction

The phased-array antenna plays an increasingly important role in the communications and
military fields, and is basically composed of two main kinds of parts: (1) a large number of discrete
elements, (2) continuous reflection plates, as shown in Figure 1. The geometric errors of the elements
seriously affect the electrical performance [1-3], where the position errors cause the dominant effect
while the effects of rotational errors are negligible [4].

The position error of the element is composed of two parts: the discrete error and the continuous
error. The discrete error results from the assembly of the element, and the continuous error is caused
by the manufacture of the reflection plate. The discrete errors are independent of each other, while
the continuous errors are dependent variables due to the continuous deformation of the plate [5].
The tolerance design of the elements and the reflection plate is very important.
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Figure 1. The computer-aided design (CAD) model of a planar phased array antenna.

The tolerance design of the antenna mainly went through three stages: (1) the empirical design
stage, (2) the feedback design stage and (3) the precise design stage.

(1) The empirical design stage: the tolerance design mainly relies on empirical equations.

Based on a series of experiments, Ruze [6] summarized the empirical formula that describes
the empirical relation between the root mean square (RMS) of the array element errors and the gain
degradation. Following Ruze’s work, the empirical function between the RMS and the sidelobes
degradation was determined [7-9].

The empirical tolerance design method is simple, and it has been widely used. However, it is
not precise.

(2) The feedback design stage: the tolerance design mainly relies on the performance prediction
model and the feedback process, as illustrated in Figure 2.
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Figure 2. The process of the feedback tolerance design.

The Monte Carlo method was applied to the feedback design by Lee [10], and the performance of
the realistic array with geometric errors was calculated based on the commercial software. To improve
the simulation precision, Wang [11] established the multifield coupling model between the performance
and the geometric errors. To reduce the computational cost, several performance prediction methods
were proposed. The worst-case method [12] was proposed based on the Cauchy-Schwarz inequality,
it can predict the worst boundary of the performance interval. To improve the interval accuracy,
Anselmi [13,14] proposed the interval method, including the rectangular interval method and the circular
interval method. These prediction models can calculate the performance rapidly.

The feedback tolerance design method is time-consuming, and what is worse is that recalculation
is required for different array antennae. Another significant disadvantage of the above methods is
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that only the discrete errors of the elements were considered. The feedback tolerance design methods
ignored the form error of the reflection plate, which results in inaccurate tolerance design.

(3) The precise design stage: the tolerance design relies on the precise and direct design model.

Based on the linear programming support vector regression (LPSVR) algorithm, Guo [15]
established the surrogate model between the power pattern and the continuous form errors and
random discrete errors. This method has very high calculation accuracy, however, it requires a large
number of samples. Moreover, it needs to re-model for each different antenna. In our previous
work [16], the precise position tolerance design of the discrete elements has been developed. To
optimize position tolerance of the discrete elements and the flatness of the continuous reflection plates
simultaneously, the hybrid tolerance design method was proposed in this paper.

First, the hybrid statistical model of the geometric error and electrical performance was established
based on second order Taylor expansion; then the statistical parameter of the performance was deduced;
finally, the hybrid tolerance design was achieved based on the optimization model.

The rest of this paper is organized as follows. Section 2 discusses the surrogate model of
the electrical performance and hybrid geometric errors. Section 3 discusses the statistical analysis
of the performance of the array antenna. Section 4 discusses the hybrid tolerance design. Section 5
discusses the numerical simulations and results. Finally, Section 6 provides the concluding remarks.

2. Surrogate Model of the Electrical Performance and Hybrid Geometric Errors

The analysis of the whole array antenna is exactly the same with the subarrays, and each subarray
has the same parameters, such as the flatness, the position tolerance and the amplitudes of the elements.
Therefore, the following analysis is achieved on the 8 X 8 subarray.

First the hybrid errors of the array antenna were analyzed, then the second order Taylor expansion
was derived based on the performance’s importance.

2.1. Hybrid Error Analysis

Supposing the array antenna contains # elements in the x direction and m elements in the y
direction. Then the hybrid position error of the elements is defined as Equation (1), as shown in
Figure 3. Note that the x and y directional position error was ignored, because they can hardly affect
the main beam and the first side lobe [15], which reflects the performance of the antenna, and details of
this can be found in Appendix A. The influences of x and y directional position errors were ignored,
and several researchers have also adopted this approximation [2,15,17].

Azi]':Azl’fl].+Azfj,i:1,2,--~m,j:1,2,--~n 1)

—Ideal position Discrete position error Az;— Position tolerance zone

= _____{_____

| Analog beamformer |

Figure 3. The schematic diagram of hybrid position error of the subarray.



Appl. Sci. 2020, 10, 1435 40f 21

The horns were bolted to the reflection plate, the position (especially the z directional position)
of the horn elements is affected by the manufacture error and assembly deformation, as shown in
Figure 4.

Figure 4. The z directional position error of the horn element.

The discrete errors Az‘z.’l]. are independent of each other, and they are assumed as a normally
distributed variable.

Azl ~ N(O, (af])2) 3]

For elements in the same subarray, the distribution parameters are the same naturally. Because
the position tolerance T of elements in the subarray is the same, the standard deviation is defined as

based on the 3-sigma theory:
d_1
i = 6T (©)
The continuous errors in the z direction are mutual dependent, they are assumed as
multi-dimensional normally distributed variables, where the expectations equal zero and the covariance

matrix © is determined by the manufacturer.

{Azi,l,...Azf].,...Aann} ~ Nusen (phe, ©), pe = [0,0,---,0]
[ 2

(O_i,l) o COU(AZi,l, AZf]) T COU(AZEJI Azfrjm’l) _
2 4)
0= cov(AzZ?j, Az‘il) - (o‘fj) cov( Azlc'j' AZE, n)
_ cov(Azgm, Azill) e cov(Azfnn, Azl?j) fe (a5,
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The covariance matrix is determined by the flatness of the reflection plate, which is estimated
based on the measured data, and details can be found in our previous work [18].

@ = yY(F) (@)

Since the discrete error and continuous error are mutual independent, then the hybrid error Az;;
is a normally distributed variable. The expectation and variance can be determined directly as follows:

) = d _
E(Azi) = E(Azij) n E(Azgj) —0 2 2
D(Azij) = D(Az‘i’lj) + D(Azfj) = (O‘fj) + (ij) 6)
cov(Azij, Azpq) = cov(Ale.]., Az;q), ij #pq

2.2. Second-Order Taylor Expansion

The gain of the antenna cannot be used to optimize the tolerance directly, because the realistic gain
of the antenna cannot be modeled explicitly in a statistical way, and details can be found in Appendix C.
The power pattern was used to optimize the tolerances in this paper instead, as shown in Figure 5.
The correlation function between the antenna power pattern and the position errors of the elements
has been established based on the first-order Taylor expansion in our previous work [16].

mon
JdP JdP JdP
P(6,p) = P, + Z{ Z{{EAXI']' + %Ayi]‘ + EAZI']} 7)
i=1 j=

where P(6, ¢) represents the realistic power pattern of the antenna, and P, represents the ideal power
pattern. For the convenience of description, P(6, @) is abbreviated as P in the following.
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Figure 5. The power pattern in the E plane (¢ = 0) of the 8 X 8 subarray.

The far field patterns of all the horn antennas are assumed to be the same, and the far-field pattern
of the horn is assumed as ideal. Based on the above assumption, the far-field patterns of the horns are
just coefficients used to multiply the array factor, the pattern of the array antenna is affected only by
the array factor. The main lobe becomes sharp if considering the far-field pattern of the horn. In order
to show the changes of the array factor more clearly, the far-field pattern of the horn is not considered.
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The maximum power density in the main lobe reflects the detection capability of the antenna and
was used to optimize the hybrid tolerances. The side lobes in the power pattern are not important in
our analysis.

To improve the approximation precision of the performance, the second-order Taylor expansion
was derived, as shown in Equation (8). Details can be found in Appendix A.

P(6,) Po—i—ZZ{aPAZU} %ilzn:{—Az.}:Po—kAP ®)

i=1 j=1 i

For the convenience of expression, Equation (8) was rewritten as follow.

AP ~ APy + AP,, AP; = ZZ{ oP Azlj} APy = %Zm"zn:{aZP } ©)
Zij j

i=1 j=1 i=1

To illustrate the effectiveness, the second-order Taylor expansion was applied to the 8 x 8 subarray
with random geometric errors, as shown in Figure 6. In the main lobe, the second-order Taylor expansion
is much more precise than the first-order Taylor expansion, and in the side lobes, the second-order
Taylor expansion is almost same with the first-order Taylor expansion.

100 _

— ideal

90 realistic N
= = = first order Taylor expansion

80 L |_ _ _second order Taylor expansion

70 |

60

power pattern(dB)

0
theta(rad)
Figure 6. The Taylor expansion in the E plane of the 8 x 8 subarray. The operating frequency is 10 GHz,
and the element spacing is 15 mm. The x and y directional position errors of the antenna were ignored,
and only the z directional position errors were considered.

3. Statistical Analysis of the Performance of the Array Antenna

Based on the Lyapunov’s theorem (Appendix B), the deviation AP of the performance
approximately obeys normal distribution, because the array antenna is composed of a large number of
elements. For example, an active-phased array ballistic missile detection antenna in America has more
than 2600 elements [19].

AP ~ N(, 0?) (10)

3.1. Expectation Derivation

The expectation of the maximum power density deviation AP is determined as follows based on
the mathematical definition.

u=E(APy + APy) (11)
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3.2.

Based on the definition of variance, one can derive that:

D(Az;j) = E(Az}) - [E(Azij)]z

Then the expectation of Azlgj can be determined:

E(02) = D(azy) + [B(azi)[" = [(of)+ (o) + () +-5)" = (o) + (o)
Then the expectation of deviation AP is determined:
n

E(8P2) = %fZ{(’ZP[ +(af]-)2]}

i=1 1

Finally, the expectation of deviation AP is determined:
n

= son) = 1 3 22t + )

i 1

Variance Derivation

The variance of the maximum power density deviation AP is defined as follows:

0> = D(AP; + AP;)
= D(AP;y) + D(AP;) + 2cov(APy, AP,)

7 of 21

(12)

(13)

(14)

(15)

(16)

(17)

(18)

Based on the independence of the discrete error z?]. and continuous error zlc.j, the variance of D(AP;)

can be derived as follows:

D(AP)) =D| Y ¥ {22 (A 4 Axe
(APy) L X5\ Az + Az
i=1j=1\""Y
—ply i{‘g—PAzd}—i—f i{ap c}
P el U ) e | (T
m n m n
= 9P Ad IP A c
=b i§1 ]';1{‘9211 Azij }] - D(E‘l jgl{azij Azif }]
B ) d c 1 oy P . P
=Y. X3l5) |PlAz; )+ D{Az; +22 Z b Y Ty OV Az , Az,
i=1 j=1 \\ 7% / I I R
1] #pq
m n op 2 i . 1 m n m 3 ap .
:i§‘1j§1 (E) ( 1]) +(O'1]) +7Z Z Z Z 321, 7z COV(AZU,AZ

(19)



Appl. Sci. 2020, 10, 1435 8 of 21

The variance of D(AP;) can be derived as follows:

D(AP;) =1D (gl il{a 2L A2 }]
i=1j
n 2 2p (20)
_1 %P . %P . 2 2
o 121 ]Zl [( ) ( )] - 2121 ]Zl p= § 1 qzl 12 32}2717 COV(AZij ’ Aqu)

ij#pq

Based on the conclusion in Appendix C, Azfj obeys Gamma distribution and the variance is:

2 a)? 2y
D(Azij) = 2((01.].) + (afj) ) (21)
According to the mathematical definition, the covariance is expanded as follows:

cov(APy, APy) = E(AP; - APp) — E(AP1)E(APy) (22)

For the convenience of description, part of AP and AP, are abbreviated as A;; and B;;.

19°P
oP ——Azjj, Bij = 5= Az (23)

Ajj = o2 i 282 ij

Expanding the AP; - AP; as the sum of polynomials:

AunBun  + AnuBip + -+ + AuBm
+A1B1n + ApBi + 0 4+ ApBm
AP - APy = . . .
+A1,B11 + AuBi + o0 4+ AyBum (24)
AmBun + AmBi + -+ + AmBm
N +AmB1n + AmwBi + -+ ApBmm
+AmnBll + AmnBu + -+ Amann
As shown in Equation (12) that E(AP;) = 0, then Equation (22) can be rewritten as:
m
cou(APy, AP;) Z Z Z Z (AijByq)} (25)
i=1 j=1p=1q=1
where 5
1 JdP 9°P
E(AijByg) = 232 52, ~—E(Azij- AZ,) (26)

Due to the symmetry of the probability density function (the normal distribution with p;; = 0),

the expectation is zero.
E(Azij- Az,) = 0 = E(A;Byg) = 0 (27)

Then the covariance is derived as Equation (22):

cov(AP,AP;) =0 (28)



Appl. Sci. 2020, 10, 1435 90f 21

Finally, the variance of the deviation AP of the performance is determined:

o> = D(AP)
_y i (a—P)Z (a‘?)z—k( )2 lZ Z f i 9P P cov(AzC Az )
=151 9zjj i ij 21 |1 p:1 =1 9zjj QZW
ij#pq

(29)
HEEE (o ][ £E B £ eldon)
ij#pq

The variance is determined by the standard deviation of the geometric error and the covariance.
The covariance matrix is determined by the manufacturer, not by the tolerance. Therefore, the terms
containing covariance are recorded as constant C(F). Noticing that for any given array antenna, C(F) is
totally defined by the flatness F of the reflection plate.

— D(AP) = 121 ]Zl{(azu) [( z])z+(f’fj)2]} 2
#1821 (28] (o) (o))

4. Tolerance Design Based on the Statistical Model

(30)
+ C(F)

Based on the statistical analysis (Equations (17) and (30)), the position tolerance of the discrete
elements and the flatness of the continuous reflection plate can be optimized simultaneously.

Equations (3) and (5) describe the relation between the standard deviation of the geometric error
and the tolerance. The tolerance optimization model was defined as follows:

max Py(6,9) + 1(0,¢) —30(0,¢)
$.t.T € [Tin, Trnax|, o = %T

)
Fe [Fmianmax]/ij = %F
8(T,F) < go

(31)

where the (u —30) represents the lower boundary of the interval of the power pattern, as shown
in Figure 7. The g(T,F) represents the cost of manufacture, which is defined by the exponential

model [20,21]:
|4

g(T,F) =) [T+ (0.15+ )] (32)
v=1

The position tolerance T of the discrete elements is constrained by [Tyin, Tmax), the flatness F of
the plate is constrained by [Fin, Fyax]. The lower bound T, and Fjy, is restricted by the manufacturer,
and the upper bound Tysx and Fjay is constrained by the assembly.

Due to the hybrid errors of the antenna, the realistic maximum power density is always smaller
than the ideal maximum power density, and the interval of the power pattern is illustrated in Figure 6.
The red curve represents the upper bound, the blue curve represents the lower bound, and the black
curve represents the ideal power pattern. The interval enclosed by the red curve and blue curve
indicates that 99.7% of the possible realistic results fall within:

[Py + u — 30, Py + 1+ 30] (33)
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The maximum power density locates on the angle (6, ¢) = (0,0). Equation (31) can be solved by
the feasible direction method.

power pattern(dB)

90
Precise interval

80 |

a=0p=0

60 L Approximate interval _

40 |

30

20

|
-1.3 -1 035 0 05 1 1.3

10

theta(rad) =0

Figure 7. The interval of the power pattern of the 8 X 8 subarray with random geometric errors,

the interval is predicted based on the Equation (33). The predicted interval in the main lobe area

is precise and the predicted intervals in the side lobes are approximate results, because the x and y

directional position errors of the antenna were ignored. Details can be found in Appendix A.

5. Results

The proposed hybrid tolerance design method was applied to a spaceborne active phased array
antenna. The CAD model is shown in Figure 1. The array antenna is assembled from 4 subarrays,
each subarray is composed of 8 X 8 = 64 horn elements. The operating wavelength is A = 30 mm,
and the element spacing is d = 0.54 = 15 mm. The initial phase of each element is set as zero and
the amplitude of each element is set as one. All the elements are numbered as shown in Figure 8.

o T

0.1

005 L e o o« o o o o o« « « <« <« o .

hM
-0.05 |

01 Lle o o o o o o ole o o e o 4 e

e

-0.1 -0.05 0 0.05 0.1

Figure 8. The elements’ numbering.
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The first-order derivation and second-order derivation in (6, ¢) = (0,0) were calculated according
to Equations (A6) and (A7), since all the amplitudes are set as one, and then all the second order
derivatives are the same.

P J*P(0,
r00) _, a( - ?) _ 55270 + 06 (34)
Z

ij
Due to the symmetry of the array antenna, all the tolerances of each subarray are the same:

4

azi]'
F1=F2=F3=F4=P;T1=T2=T3=T4=T (35)

The interval prediction (Equation (33)) was validated through 1000 sets of simulations on the whole
array antenna. Simulation results show that the variation range of the power pattern based on Equations
(17) and (30) was very accurate, and the experimental results showed that 996 results of 1000 total

experiments satisfied the predicted fluctuation interval, as shown in Figure 9.

120 _

precise interval

1o

100

90

80 L approximate interval

ignoring the x and y divectional errors /
& f
70 i
A B
A A !
\ |
y \ |
!
/ |

power pattern (dB)

theta(rad)

Figure 9. Monte Carlo simulation results of the whole array antenna. Each green line represents
the realistic power pattern with the random hybrid errors. Only 100 sets of results are drawn in
the figure for the clarity. Only the array factor was considered and the effect of the horn antenna
was ignored.

The flatness of the reflection plate was discretized to 6 specific values, that is:

1 1 1 1 1 1
F={—A —A, —A, —A, —A, —
{602\' 30/\' ZOA' 15/\' 12)\' 10/\} (36)
The covariance matrix @ of {Azfil,~--Azfj,---Az§8} for each flatness of reflection plate of

the subarray was estimated. For example, the covariance matrix corresponding to F = 0.1A was shown

2
in Figure 10. The diagonal elements represent the variance (ol?].) and the rest represent the covariance

C C
cov(Azi]., Azpq).
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Figure 10. The covariance matrix @ of the reflection plate of the subarray (F = 3 mm).

Obviously, the values of the diagonal elements of the covariance matrix are much bigger than
those of the rest, which indicates the correlation between continuous errors of adjacent assembly holes
on the reflection plate. For example:

cov(Azirl, Aziz) > cov(Azill, Azg,s) (37)

The 4 subarrays are independent of each other, and they have the same tolerances. Therefore,
the covariance matrix £ of the whole array can be determined easily based on the covariance matrix ®
of the subarray plate.

® 0 0 0
0 ® 0 0

r= 0 0 ®© 0 (38)
0 0 0 O

where X is block matrix and 0 represents the zero matrix.

The highest tolerance cost was set as gg = 0.35 for the spaceborne active phased-array antenna in
Equation (32), then the feasible solutions of the hybrid tolerances were constrained in the area enclosed
by the red line in Figure 11.

The expectation of the AP(0, 0) for different position tolerance T and flatness F was calculated based
on Equations (17) and (30), as shown in Figure 12a and Table 1. The standard deviation was calculated
as shown in Table 2. Results shows that the power pattern is more sensitive to the flatness than
the position tolerance. The flatness of the reflection plate plays a more important role in the tolerance
design than the position tolerance.
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Flatness tolerance

Infeasible area

0.5 1

Figure 11. The feasible hybrid tolerances area defined by Equation (32).

1.5

Feasible area

2

Position tolerance

Optimized solution

2.5

Table 1. The expectation of the maximum power density degradation.

Tolerance cost

Flatness of the Reflection Plate (mm)

Expectation (db)
~E@P) 0.5 1.0 15 2.0 2.5 3.0

050  0.0232 00768 0.1649 02930 04534  0.6562

075 00298 00834 01716 02997 04602  0.6630

1.00 00390 0.0927 01809 03091 04696  0.6726

125 00509 01046 01929 03212 04818  0.6850

Position tolerance of 150  0.0655 01192 02076 03359 04967  0.7001
elzhnijr:f:g‘:n) 175 00827 01364 02249 03534 05144 07179
200 01025 0.1564 = 02449 03736 05347  0.7385

225 01251 01790 02677 03965 05579  0.7619

250 01503 02043 02931 04221 05837  0.7881

275 01783 02323 03213 04505 06124 08171

300 02089 02631 03522 04816  0.6438  0.8489

13 of 21
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Table 2. The standard deviation of the maximum power density degradation.

Standard Deviation Flatness of the Reflection Plate (mm)
VD(AP) (db) 0.5 1.0 15 2.0 2.5 3.0

0.50 0.0030  0.0119 0.0268  0.0478  0.0727  0.1091

075 00031 00120 0.0268 00479 0.0728  0.1093
1.00 00033 00121 00270 0.0480 0.0730  0.1094

125 00036 00123 00272 00482 0.0732  0.1097

Position tolerance of ~ 1.50  0.0040  0.0126  0.0274  0.0485  0.0735  0.1100
dhe gl 175  0.0046 00130 0.0277 0.0488  0.0738  0.1103

elements (mm)
2.00 0.0053 0.0134 0.0281 0.0491 0.0741 0.1107
2.25 0.0062 0.0140 0.0285 0.0495 0.0746 0.1112

2.50 0.0072  0.0146  0.0290  0.0500  0.0751  0.1117

2.75 0.0084  0.0155  0.0297  0.0506  0.0757  0.1123
3.00 0.0097  0.0164 0.0304 0.0512 0.0763  0.1130
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Figure 12. Cont.
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. L ] ® L ®
25 . 2 * L 2 - T * *
Feasible tolerance area
2 s . s - 6 . - . .
2,
X
)
4 ©
= a
< [#]
= L
- (g} . . .
15 ) I | g * optimized solution |
%
??/.
%
1
0.5
0.5 I 1.5 2 2.5 3

Position tolerance

(b)

Figure 12. (a). The expectation of the maximum power density degradation for different hybrid
tolerances T and F. (b). The constraint of the tolerance cost.

Finally, based on Equations (31) and (32), the position tolerance of the discrete elements and
the flatness of the reflection plates were optimized, in the feasible area, the minimum degradation
of the maximum power density locates on the point (T, F), where the flatness is F = 1.5 mm, and
the position tolerance is T = 2 mm, as shown in Figure 12b. The corresponding maximum power
density degradation is 0.25 dB and the standard deviation is 0.03 dB. The performance of the antenna
was optimized under the constraint of tolerance cost.

For the optimized tolerances, the distribution parameters of the realistic gain were estimated by
numerical simulation. In total, 1000 sets of samples of hybrid errors and corresponding gain were
calculated, as shown in Figure 13. The expectation of the gain was 25.68 dB (ideal gain was 25.91 dB),
and the standard deviation of the gain was 0.027 dB.
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Gain (dB)

theta(rad)

Figure 13. The simulation results of the realistic gain of the antenna with the optimized tolerances.
Only 100 sets of results are drawn in the figure for clarity. Only the array factor was considered and
the effect of the horn antenna was ignored.

6. Conclusions

A hybrid tolerance design method was proposed in this paper, and the position tolerance of
the discrete elements and the flatness of the continuous reflection plate were optimized simultaneously.

1.  The hybrid geometric errors of the array antenna were analyzed, and the surrogate model of
the electrical performance and hybrid geometric errors were established based on the second-order
Taylor expansion.

2.  The expectation and the variance of the power pattern of the array antenna was derived,
then the direct and explicit relationship between the performance and the hybrid tolerances
was identified.

3. The proposed method was applied on an active phased-array antenna, and the hybrid tolerances
were optimized finally. Numerical simulation results prove the effectiveness of the method.
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Appendix A

The power pattern [13,22] of the array antenna is defined as Equation (A1).

P(6,9) = Fx + F;

Fr= % % lagleos{kCy), Fi = 3. 5 Jagfinfec;) (A
i=1j=1 i=1j=1
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where Cjj = u-xjj + v y;j + w-z;j, u = cossin®,v = sinpsinf,w = cos6 and k is a constant related
with the wavelength k = 27t/ A. a;; is the amplitude, (6,¢) is the spatial angle and (xij, Yij, zij) is
the position coordinate of each element, as shown in Figure A1l.

F0,9),
Cartesian coordinate system x,y,z
Spherical coordinate system (6, ¢,7) z Z $
® Array element X
* Far field point e11 y
-
- o '
1
- Leeazd
L9 .
o}
ei}‘
- @ e - -
@ 00 e (Xij,)’ij,zij)

n elements in x direction

Figure A1. The pattern of the array antenna.
The first-order derivative of power pattern P to coordinate x is listed as Equation (A2).

PO _ (09 IO

ax,'j - axij (9](,"
OF2 . m n
% = —2k|ai]'|usm(kcij)- ;El q21|apq|cos(kcpq)] (A2)

OF2 mon .
S = 2Kfayfucos(kCy) L@l q§1|ﬂpq|sm(kcm)}

The second-order derivative of power pattern P to coordinate x is listed as Equation (A3).

PP(0,p) _ PF(6p) | PF(69)

oxZ, Hxl?j ax?].
i 2,2]) 2 “ !
52 = ~2ku “ijcos(zkcif) +agl| 2 by |”Pq|C05(kaq) COS(kCiJ’)
’ p=1 q=1
p#Ei  orq#j (A3)
J*F? 2 9] o m L . .
ax?{ = 2K%u ai].cos(ZkCij)— || X L |apq|sm(kaq) Sm(kci]‘)
! p=1 g=1
p#Ei orq#]j
The first-order derivative of power pattern P to coordinate y is listed as Equation (A4).
oP(O,p) _ IR(09)  IF(09)
ij y;j dyij
JF3 . m n
5 = ~2Klagfosin(kCiy) p§1 q§1|a,,,,|cos(kcpq)] (Ad)

OF2 m n )
%}_’j = 2k|aij|vcos(kC,-j) . L}él [El)apq)sm(kcpq)]



Appl. Sci. 2020, 10, 1435 18 of 21

The second-order derivative of power pattern P to coordinate y is listed as Equation (A5).

2P(0,p)  FR(0p) | 0*F2(6,p)

Byiz]. B Hyl?j Byiz].
i 2.2) 2 & :
ij = —2k%v ai].cos(ZkCij) + |ai]'| Y, : Y ) |apq|cos<kcpq) cos(kCij)
p = q =
p#i orq#j (A5)
J2F? 2 0] 9 m L . .
# = 2k*v ai].cos(2kCij) - |ai]'| Y, Y, |apq|szn(kaq) sm(kCij)
’ p=1 4q=1
p#Ei or g#j
The first-order derivative of power pattern P to coordinate z is listed as Equation (A6).
oP(0,p) _ IFR(0,p) | OF(0,0)
aZ,']' - azij azi]'
JF2 . m n
% = ~2ayfwsin(kCyj) L;l q§l|apq|cos(kcpq)] (A6)
JF? m n ’
EIJ- = 2k|aij|wcos<kCij) . Lgl q§1|am|5m(kcpq)]
The second-order derivative of power pattern P to coordinate z is listed as Equation (A7).
PP0p) _ PFr09)  PE(00)
7% 972 972,
1 1] ]
d*F2 m n
= = 2k “z’zjc"s<2kcif) +lagl| 2 L )“qu"s(kcpq) COS(kCij)
’ p=1 4q=1
p#i orq#j (A7)
321:2 5 5 5 m n . .
? = 2k“w ai].cos<2kCi]-) - )ai]-| Y Y |apq|szn<kcpq) szn(kCi]-)
! p=1 g=1
p#i orqg#j

The power pattern of an array antenna is determined by 7 variables. The angle 6, ¢, the wavelength
A and the amplitude a;; of the elements are assumed constant. The variables considered in this paper
are the position coordinates of the elements, which are affected by the hybrid errors. Due to
the independence of all the variables, the rest of the second-order derivatives equal zero are as listed in
Equation (AS8).

PPO9) _ o PPOP) _  PPOp) _

9x;jjdzpg T Oxjjdypg 7 dYijdzpg T

PP(0,p) _ n PP(O,p) _ 5 PP(Op) 0

ax,vjaqu - Qyijaypq - aZ,’]'aqu - (AS)

Pq:ﬁl]/ P:l,z,-..m, q:1/2/"',1’1
i:1,2,--~m, ]: 1,2,---,n
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In the main beam area, the x derivative and y derivative are much smaller than the z derivative, as
shown in Equation (A9).

T =01<0<01, —p1 <P <@

IP(0,p) IP(6,¢)

P cosqtan® — 0, —ii tan® — 0 (A9)
= Spogy — Cosptand — o0 = sinptan0 —

0z Tz

if ij

The second derivative has similar results.

T —-01<0<04, -1 <P <P

PP(0,0) PP(0,0)
ox2, a2 (A10)
ij o 2 ij
= e = (cosptan6)” — 0, g = (sinptand)* —
922, 922

Therefore, the x and y directional position errors are ignored.

Appendix B

Lyapunov’s theorem: suppose that the independent random variables Xj, X, - Xj;, -+ have
finite means and variances,

E(X¢) =, D(Xg) =07 >0, k=1,2,-- (A11)

Denoting B2 = Z ok, if there exist some positive number 6 > 0,
k=1

e Foefa- ) o o

Then the sum of the independent random variables is a normally distributed random variable.

i) Xk ~ [Z uk,Bz] (A13)

Appendix C

Let P(6, ) be the realistic power pattern of the antenna with hybrid geometric errors, assuming
the efficiency does not change (efficiency factor c). The realistic gain of the antenna is [23]:

P(e’ qo)max = P(G'(P)max (A].4:)

P(6, ) routistic A f;ZO oo (6, ¢)sin0d6de

where P(6,¢),,,, denoting the maximum power density of the realistic antenna, and P(6, ¢);,,
denoting the average power density of the realistic antenna.
The average power pattern can be calculated approximately based on Equation (A15).

realistic

P(Q, (P)Lrl:alistic 471 Z Z ((

N=1M=1

-1)A0, (M —1)Ap)sin((N —1)A0) - AOAp
=P(6,¢); + A}Azil\f_ AP((N=1)A0, (M -1)Ap)sin((N —1)A0)AOAp  (A15)

— P(0,p)" + B o0 an(v—-16, (M-1)8p)
N=1M=1
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where P(0,¢)y denoting the average power density of the ideal antenna, and function H(n) is only

related to the angle increment.

1
H(N) = Esin((N— 1)AB)AOAp, AO - Ny = 11, Ap - My = 27 (A16)
Due to the hybrid geometric errors of the antenna, the deviation AP of the power pattern is
normally distributed (Equation (10)), and then according to the central limit theorem, the average
power pattern P(0, )i
then approximately obeys the Cauchy distribution, and the expectation and variance of the gain cannot
be defined.

In summary, the realistic gain of the antenna cannot be modeled explicitly in a statistical way. To

obeys the normal distribution as well. The realistic gain of the antenna

optimize the hybrid tolerances of the antenna based on a statistical method, one cannot rely on the gain.
However, the deviation interval of the gain can be calculated based on numerical simulation.
Equation (A17) shows the relation between the realistic gain and the realistic power pattern.

c-P(6,
c_ N (6, ) max (A17)
P(Q,QD)O + ZNt:1 ZMtzl H(N) ' AP((N - 1>A6/ (M - 1)A§0)
The explicit and quantitative relation between the gain and hybrid errors may be studied through
the response surface method or machine-learning method in future work.
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