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Abstract: Leachate has been reported as the most significant source of landfill pollution. Predicting
the characteristics of untreated and treated leachate may be useful during optimal scheduling of
leachate treatment systems. The objective of this paper is to show an analysis of the operation of a
landfill leachate treatment system in a Latin American megacity (Bogota, Colombia) by means of
auto-regressive integrated moving average (ARIMA) models. A comparative analysis of the leachate
treated with respect to reference legislation is carried out. The influence of climate variables during
the operation of the treatment system is also considered. The results suggest that the concentrations
of heavy metals (HMs), BOD5, and COD in untreated leachate do not follow the same annual cycles
observed for the quantity of solid waste disposed within the landfill. This difference is possibly
associated with the hydraulic retention time (HRT) of the leachate inside the conduction and pre-
treatment system (storage/homogenization ponds). The ARIMA analysis suggests an HRT of up to
one month (AR = 1) for the HMs identified as indicators of untreated leachate (Cu, Pb, and Zn). It is
noted that the removal efficiency of HM indicators of the operation of the leachate treatment plant
(Fe and Ni) is probably conditioned by operations carried out over a period of one month (AR = 1).
The high input concentration of these HM indicators may prevent changing their ARIMA temporal
structure during leachate treatment. This is reflected in the low removal efficiencies for all HMs
under study (average = 26.1%).

Keywords: ARIMA model; heavy metal; leachate; landfill; treatment plant

1. Introduction

The environmental impacts generated by population growth and concentration, in-
cluding the significant increase in solid waste quantities, is one of the main problems facing
cities worldwide [1,2]. This trend has a negative influence on public health and natural
resources close to final disposal sites for municipal solid waste (MSW) [3]. In Latin Amer-
ican countries, landfills are the most common final destination for MSW [4]. One of the
most significant environmental problems associated with this type of facility corresponds
to the liquid waste generated during its operation and closure [5,6]. Leachate has become
one of the main challenges of liquid waste treatment engineering, due to its high polluting
loads (e.g., organic matter and heavy metals), and therefore it stands out as one of the
areas of greatest interest during landfill management [7,8]. In Latin America, it is often
reported that the technologies implemented for the leachate transport and treatment do
not meet the technical conditions for controlling environmental pollution and public health
concerns [9]. This increases the operating costs of treatment systems and puts future use of
existing natural resources at risk [10].
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Leachate has been reported as the most significant source of landfill pollution [11].
Thus, during the development and implementation of strategies to reduce the environmen-
tal impacts of landfills, the collection and treatment of leachate should be a priority [10].
Worldwide, there are several publications of research results and comprehensive reviews
focused primarily on the generation, composition, characterization, and treatment of
leachate [12,13]. Most of these publications focus on technological aspects of leachate
treatment and prospects for future development [14]. However, most studies lack relevant
information on time series analysis approaches to the physicochemical parameters con-
sidered during the operation of these leachate treatment systems (LTSs). Predicting the
characteristics of untreated and treated leachate may be useful during optimal scheduling
of LTSs. This will also be useful for maintaining stable performance during the operation
of LTSs. In a few cases, staff experience and telemetry are sufficient to properly program
and control the operation of these LTSs. Therefore, if future operation is to be optimally
programmed, and the performance of LTSs improved, it is necessary to look for additional
forecasting approaches from the time series of the measured chemical parameters. In this
way, time series analyses of water quality parameters using auto-regressive integrated
moving averages (ARIMA) models can be very useful.

The ARIMA models have been successfully used in research for analysis in wastewater
treatment plants (WTPs), and are popular due to their simplicity and robust statistical
properties [15–17]. ARIMA models also provide a powerful method for accurate and reli-
able results without significant calibration time [18–20]. ARIMA models study the possible
relationship in time between current and past data and their errors. These characteristics
have favoured the application of ARIMA models to forecast the different variables in many
fields of engineering and science associated with water resources [21,22]. ARIMA models
assume that the time series is generated from a linear process. This cannot be appropriate if
the phenomenon under study is not linear, and indeed, this is what often happens in prac-
tice with real systems [23]. To overcome this weakness of ARIMA models with nonlinear
time series, pre-processing techniques have been used [24]. For example, Maleki et al. [25]
compared the performance of ARIMA (linear) and Artificial Neural Network (nonlinear)
models to simulate time series of control parameters in a WTP. The results showed that
ARIMA models were more accurate than Artificial Neural Network models in predicting
daily concentrations of CO2, Cl, and Ca.

Studies on the use of ARIMA models in landfill leachate treatment systems are scarce.
However, ARIMA models were used in various studies associated with water quality.
For example, Lotfi et al. [26] used these models to study the temporal behaviour of wa-
ter quality parameters (TSS, BOD5, and COD) in a WTP. These researchers reported that
the ARIMA models were useful for improving efficiency in the WTP relative to BOD5
(R2 = 0.990). Ömer Faruk [27] also used ARIMA models to simulate water quality parame-
ters of a basin in Turkey. This research properly simulated water quality parameters for
108 months. The correlation coefficients obtained between observed and simulated data for
temperature, boron, and dissolved oxygen were 0.909, 0.902, and 0.893, respectively. Par-
mar and Bhardwaj [28] obtained satisfactory results when analysing parameters such as pH,
BOD5, and COD in surface water bodies with ARIMA models. These researchers demon-
strated the effectiveness of ARIMA models in analysing the temporal behaviour of these
parameters and forecasting. Ahmad et al. [29] used these models to forecast conductivity,
chlorine, and BOD5 of the Ganges River in India. Lastly, Taheri Tizro et al. [30] studied
the modelling of water quality time series in a river with nine parameters. The results of
this study showed the good performance of the proposed ARIMA models for the water
quality estimation.

This research was developed in a landfill of a megacity in a developing country
(Bogotá, Colombia). The metropolitan population for 2020 was 10.7 million, and an aver-
age of 6400 tons/day were discharged into the study landfill. This facility was located
inside the megacity (southern zone), and its tropical mountain climate (2600 m.a.s.l.) was
characterized by significant hourly variations in temperature (up to 12 ◦C). The leachate
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treated by the system under study was discharged into one of the three most important sur-
face water sources of the megacity (Tunjuelo River). Worldwide, there is little research on
the analysis of the functioning of LTSs in developing countries with this level of population
and climate characteristics. This lack of knowledge, in part, motivated the development of
this study.

The objective of this paper is to show an analysis of the operation of a landfill LTS in a
Latin American megacity (Bogota, Colombia) by means of ARIMA models. The time series
analyses correspond to chemical water quality parameters, measured at the inlet and exit
of LTS. This study will be relevant to deepening knowledge in relation to the following
aspects: (i) the temporal behaviour of landfill leachate in a megacity of a developing
country, (ii) the influence of the climate conditions of the study site on the LTS, and (iii) the
use of ARIMA models to detect potential problems and opportunities for improvement
during the operation of landfill LTSs.

2. Materials and Methods
2.1. Study Site

The ‘Doña Juana’ landfill is in Bogota city, Colombia (4◦31′18′′ N; 74◦07′44′′).
The climate in the landfill area is cold and dry (tropical mountain climate), with an av-
erage temperature of 13.6 ◦C. The annual distribution of rainfall has bimodal behaviour,
with maximum values in April and October, and minimum values in January and July.
The average annual rainfall in the study area is 799 mm. The landfill is located at an aver-
age elevation of 2758 m.a.s.l., and receives the MSW of 10.7 million people. The total area of
the facility is 456 ha, of which about 40% is used as an MSW disposal area. The facility was
divided into waste disposal zones, and during the study period Zone 8 was in operation.
This disposal area had an area of 41 ha, an average depth of 40 m, and a storage capacity of
9.30 million tons of MSW (Figure 1). Between 700–800 compactor collecting trucks entered
the landfill daily, which deposited an average of 6400 tons of MSW.

Figure 1. Location of the study area: (a) MSW disposal area and (b) leachate treatment plant (Google
Earth Pro, 2021).
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The storm water control in the closed areas of the landfill is carried out through a
network of open stone-clad canals. There are also storm water channels on access roads,
temporary discharge areas, and around the deposited MSW. The waste disposal area under
study has a leachate collection and conduction system. This secondary system connects
to a 304.8-mm diameter main conduction network, which then connects to four leachate
storage and homogenization ponds. The landfill has a leachate treatment plant with a
design flow rate of 26 L/s (Figure 1). In this regard, average operating flows are observed
during the periods of increased and decreased rainfall of 20.6 L/s and 7.11 L/s, respec-
tively. The leachate treatment is carried out by physic-chemical (coagulation and chemical
precipitation) and biological (extended aeration with denitrification) processes. The maxi-
mum design conditions of the leachate treatment plant consider a load of 10,500 kg/day
of BOD5, and concentrations of BOD5, TSS, and nitrogen of 15,000 mg/L, 2500 mg/L,
and 2000 mg/L, respectively.

2.2. Information Collection

Daily water samples at the inlet and exit of the leachate treatment plant over a 12-year
period (2003–2015) were collected. The parameters analysed were as follows: BOD5, COD,
pH, N-NH4, Cd, Zn, Hg, As, Cu, Fe, Pb, Co, Cr, and Ni. The materials used during each
sampling were as follows: digital field pH-meter (Hanna Instruments E-316), preservatives,
amber bottles, microbiological bottles, refrigerator, buffer solutions, distilled water washing
vessel, and a bucket. During each sampling, a bucket was initially filled with leachate,
which was then removed to purge it. Subsequently, the bucket was filled again with leachate
to obtain the corresponding sample. The pH-meter was calibrated with buffer solutions
and measured in situ. Two aliquots were then packed in amber bottles of 1000 mL each.
An aliquot was also packaged in a 100 mL microbiological sampling bottle, ensuring that
there was no oxygen left in it. The containers were taken to a refrigerator, where they were
kept at a temperature below 4 ◦C for later transport and laboratory analysis. The leachate
samples collection followed the guidelines established by the Standard Methods for the
Examination of Water and Wastewater [31].

Additionally, daily information on the quantity of MSW deposited in the study area
was collected. This information was obtained using a scale installed at the entrance
of the landfill. Lastly, daily rainfall and temperature information was collected from a
weather station (4◦28′52.7′′ N; 74◦7′34.6′′ W) administered by the Institute of Hydrology,
Meteorology, and Environmental Studies of Colombia (IDEAM). This monitoring station
was located 2.29 km from the MSW disposal area under study.

2.3. Laboratory Analysis

The laboratory analyses were developed in accordance with the guidelines of the
Standard Methods for the Examination of Water, and Wastewater [31]. The methods used
for each parameter were as follows: BOD5, SM 5210 B, 4500 O, and C, Incubation Azide
Modification; COD and SM 5220 C, Volumetric, Closed Reflux; NH4, SM 4500-NH3 B,
and C, Titrimetric Method; and Cd, Zn, Hg, As, Cu, Fe, Pb, Co, Cr, and Ni, SM 3125 B,
Inductively Coupled Plasma-Mass Spectrometry (ICP-MS) Method.

2.4. Information Analysis

The information analysis considered three phases. Phase 1: Daily information of all
variables under study was aggregated to obtain time series on a monthly scale (2003–2015).
A descriptive statistical analysis was performed to detect trends or anomalies in time
series. The normal distribution of time series was evaluated by a Kolmogorov–Smirnov
test (p-value > 0.05). Relationships between variables were also studied using Pearson’s
correlation coefficient (r) to establish possible control parameters or indicators of the func-
tioning of LTS. In this study, it was assumed that the parameters with the best correlations
were those that possibly explained the functioning of LTS. A principal component analysis
was also applied to complement the previous analysis.
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Phase 2: A comparative analysis of the chemical parameters of leachate was carried
out in relation to reference guidelines: Colombian Resolution 631 of 2015 [32] and Royal
Spanish Decree 646 of 2020 [33]. Spanish legislation was selected in this study as it
was more demanding compared to Colombian legislation, and was also adapted to the
European context. The contaminant removal efficiency of the leachate treatment plant was
also studied in accordance with the guidelines of Romero-Aguilar et al. [34]. Lastly, the
influence of climate variables (rainfall and temperature) on leachate concentrations before
and after the treatment plant was studied.

Phase 3: ARIMA models were developed using the iterative method of Box et al. [15],
to study the chemical parameters time series of leachate before (untreated) and after
(treated) the treatment plant. Daily data for all variables under study were averaged
monthly. Thus, the time series considered for the ARIMA analysis were monthly. This time
scale was also used to identify trends in the chemical parameters of untreated and treated
leachate. The iterative stages reported by Box et al. [15] were considered in the development
of ARIMA models: (i) model identification, (ii) parameter estimation, (iii) assumption
verification, and (iv) model use. These stages were executed using the statistical software
IBM-SPSS V.18.0. During the model identification stage, the stationarity of the time series
was analysed. To obtain a stationary time series, if necessary, we used the square root and
natural logarithmic transformations. In addition, the orders of the auto-regressive and
moving average polynomials were determined, as well as the degree of differentiation to
cancel the non-seasonality of the time series. The terms AR and MA of the stationary time
series were obtained by analysing the patterns in the autocorrelation function (ACF) and
partial autocorrelation function (PACF) diagrams [35]. This process involved several trial
and error tests. The models identified were also contrasted with results from the expert
modelling tool of the IBM-SPSS software [36]. Therefore, the orders ‘p’, ‘d’, and ‘q’ of
the ARIMA models identified for each time series of chemical parameters under study
were determined.

In the second stage, the parameters of the auto-regressive (ø1, . . . , øp or Lag 1,
. . . , Lag p) and moving average (θ1, . . . , θp or Lag 1, . . . , Lag p) polynomials were
determined for each model identified by the maximum likelihood method [35]. In this
study, a constant was not included in ARIMA models when differentiation was applied [36].
Outliers were also not considered for the ARIMA models developed. In the third stage,
the eight assumptions proposed by Box et al. [15] were verified, to select the best models
for each time series. The goodness-of-fit of each ARIMA model was evaluated by the
R2 value (determination coefficient). The suitability of modelling was assessed using
the Ljung–Box (Q’) statistic. This is also recognized as the modified Box–Pierce statistic.
This statistic tests the null hypothesis that there is no significant autocorrelation left in the
model residuals, and provides an indication of whether the model is specified correctly.
A p-value > 0.05 meant that the ARIMA model was properly specified to describe the
correlation information in time series [37]. For models in a particular time series that
passed the assumption verification stage, the Bayesian Information Criterion (BIC) was
used to select the best model. The best model was selected when the BIC was the lowest [38].
Overall, in this study, the use of the BIC statistic was consistent, as the time series were
generated from an ARMA process. This is in contrast to the Akaike and Akaike Corrected
information criteria [39]. A residual analysis was performed after the modelling to ensure
the normality of the residual, and no remaining autocorrelations or partial autocorrelations
were detected. Lastly, the best-fit model was used to set the time series forecast values.
Forecasting performance of the selected ARIMA models was evaluated based on mean
absolute percentage error (MAPE), mean absolute error (MAE), and root mean square
error (RMSE).
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3. Results and Discussion
3.1. Untreated Leachate

A global comparative analysis with mature landfills [4,40–46] showed that, on average,
the BOD5 (32.8–19,402 mg/L) and COD (2198–32,358 mg/L) concentrations in the study
landfill were within the same range of variation (Table 1). However, concentrations of
NH4, Cd, Hg, and Pb were, on average, 3.22, 1.21, 6.26, and 4.13 times higher compared to
reference landfills, respectively. Indeed, the results suggested that these high concentrations
of heavy metals (HMs) in leachate were possibly associated with the type of MSW disposed.
This could also imply limitations on the access control of other types of MSW to the
facility under study (e.g., industrial waste). The comparative analysis was performed with
respect to mature landfills due to the analysis period considered in this study (13 years).
However, the average BOD5/COD ratio (0.548) of the leachate could correspond to a young
landfill [47]. Renou et al. [48] reported that concentrations of HMs and organic matter
indicators were determining factors in the selection of leachate treatment technology, so
the concentration of these parameters affected their removal efficiency.

The results showed significant correlations between climate variables and chemical
parameters of untreated leachate. The climatic variable that showed the best correla-
tions was temperature. Specifically, temperature showed negative correlations between
‘medium’ and ‘considerable’ with BOD5 (r = −0.709, p-value < 0.001) and COD (r = −0.709,
p-value < 0.001). The findings suggested that, during periods of temperature increase, con-
centrations of BOD5 and COD in untreated leachate tended to decrease. Namely, during
these periods of temperature increase, a lower volume of leachate was possibly gener-
ated, which allowed an increase in the hydraulic retention time (HRT) in the storage and
homogenization ponds before its treatment. Moreover, increasing the HRT in the ponds
possibly also increased the sedimentation of solids contained in the leachate. All of the
above possibly resulted in a reduction in BOD5 and COD concentrations at the entrance of
the leachate treatment plant. De Castro et al. [49] reported a similar trend in storage and
homogenization ponds prior to leachate treatment. However, in the absence of storage and
homogenization ponds, Renou et al. [48] reported that in the rainy periods the BOD5 and
COD concentrations in untreated leachate tended to decrease (i.e., by dilution) compared
to dry periods or temperature increases.

An analysis with Pearson’s coefficient showed that among the HMs, Cu, and Pb had
the best correlations in untreated leachate (see Figure 2, and Table S1 in the supplementary
information). These HMs had significant correlations between ‘medium’ and ‘very strong’
with Hg (r ≥ 0.940; p-values < 0.001), Cd (r ≥ 0.790; p-values < 0.001), and Co (r ≥ 0.763;
p-values < 0.001). These HMs also had correlations between ‘weak’ and ‘medium’ with
Zn (r ≥ 0.306; p-values < 0.001) and Cr (r ≥ 0.171; p-values < 0.001). In other words, this
group of HMs (Cu, Pb, Hg, Cd, Co, Zn, and Cr) possibly had affinity in the origin, or were
generated from the same type of MSW disposed in the landfill. Other HMs did not have
significant correlations with Cu and Pb, but did have significant correlations with HMs
from the previous group. This was the case with Ni, which showed significant correlations
between ‘weak’ and ‘medium’ with Zn (r = 0.421; p-values < 0.001) and Cd (r = 0.408;
p-values < 0.001). In this study, the previous correlations initially suggested Cu and Pb as
the possible indicators of HMs contained in the untreated leachate. However, an analysis of
principal components showed the following four groups in order of importance (determi-
nant < 0.001): component 1 = Zn, Pb, Ni, and Fe (variance = 27.9%); component 2 = Cu and
Cr (variance = 16.0%); component 3 = Cd and As (variance = 12.4%); and component 4 = Co
and Hg (variance = 9.82%). Thus, Zn was also selected as a possible indicator of HMs in
untreated leachate.
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Table 1. Quantity of MSWs disposed, chemical characteristics of leachate, and removal efficiency
from the treatment plant during the study period.

Untreated Leachate

MSW Flow BOD5 COD NH4 Cd Zn Hg

µ 179,765 15.3 8034 14,657 2707 0.014 0.790 0.015
û 182,157 14.9 7688 14,003 2733 0.010 0.530 0.008

Mi 139,798 6.91 32.8 2198 1959 0.003 0.120 0.001
Ma 217,386 26.0 19,402 32,358 3967 0.200 4.830 0.500
SD 16168 4.33 5403 8445 287 0.021 0.662 0.043

As Cu Fe Pb Co Cr Ni pH
µ 0.029 0.303 97.2 0.236 0.096 0.717 0.488 8.29
û 0.020 0.090 20.3 0.190 0.080 0.700 0.450 8.34

Mi 0.001 0.010 0.260 0.010 0.030 0.020 0.058 7.49
Ma 0.110 30.0 10,900 8.280 0.680 3.075 1.510 9.38
SD 0.031 2.413 888 0.658 0.063 0.358 0.194 0.31

Treated Leachate

MSW Flow BOD5 COD NH4 Cd Zn Hg

µ 179,765 15.1 503 2521 465 0.011 0.404 0.005
û 182,157 14.9 99.0 2281 250 0.010 0.370 0.004

Mi 139,798 5.71 14.0 25.0 31.0 0.005 0.100 0.001
Ma 217,386 25.5 5750 11,074 2152 0.041 1.360 0.029
SD 16,168 4.36 868 1601 565 0.008 0.207 0.004

As Cu Fe Pb Co Cr Ni pH
µ 0.014 0.080 7.78 0.121 0.060 0.455 0.390 8.19
û 0.010 0.050 4.78 0.100 0.050 0.400 0.384 8.35

Mi 0.000 0.010 1.60 0.005 0.020 0.030 0.020 7.00
Ma 0.065 0.200 38.4 0.417 0.188 1.500 0.700 9.00
SD 0.014 0.068 6.63 0.066 0.029 0.237 0.119 0.46

Removal (%)

MSW Flow BOD5 COD NH4 Cd Zn Hg

µ - - 86.3 63.8 88.7 17.0 26.8 19.3
û - - 87.0 67.5 89.0 17.0 27.5 18.0

Mi - - 78.0 34.0 85.0 15.0 4.00 0.00
Ma - - 89.0 76.0 94.0 19.0 41.0 52.0
SD - - 3.17 11.4 2.74 2.83 11.1 14.8

As Cu Fe Pb Co Cr Ni pH
µ 27.4 26.0 52.4 23.5 22.5 33.5 12.8 -
û 27.5 29.5 53.0 22.5 26.5 35.0 12.0 -

Mi 20.0 2.00 42.0 12.0 8.00 18.0 9.0 -
Ma 39.0 33.0 59.0 37.0 31.0 43.0 18.0 -
SD 5.21 8.54 5.22 10.3 8.57 8.67 3.31 -

Note: µ = Mean, û = Median, Mi = Minimum, Ma = Maximum, and SD = Standard deviation. MSW in Ton/month,
Flow in L/s, HM concentration in mg/L, and BOD5 and COD concentration in mg/L.
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Figure 2. Pearson’s correlation matrix between chemical characteristics of untreated leachate during
the study period.

Additionally, BOD5 and COD concentrations had no significant correlations with
the Cu and Pb concentrations (Figure 2). However, an analysis of principal components
between the BOD5 and COD concentrations, and the concentrations of all HMs allowed
visualizing a first component of four consisting of the following parameters and metallic el-
ements (determinant < 0.001): COD, BOD5, Zn, Ni, Fe, Pb, and Cu (variance = 33.9%). Thus,
it was observed that Zn was the metallic element of best correlation with the DBO5 and
DQO concentrations in untreated leachate (BOD5-r = 0.516, p-value < 0.001; COD-r = 0.519,
p-value < 0.001). The above also supported the selection of Cu, Pb, and Zn as possible
HM indicators of the behaviour of the leachate untreated in this study. Figure 3a shows
the HM indicators of untreated leachate on a diagram of two principal components, for
better visualization. It was also observed that in each quadrant of the diagram an indicator
HM was placed. Wdowczyk and Szymańska-Pulikowska [50] also used these three HMs
as indicators of the pollution degree of untreated leachate in active and closed landfills
in Poland.
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Figure 3. Principal component diagram for the concentrations of HMs, BOD5, and COD. (a) Untreated
and (b) treated leachate.

The results of ARIMA modelling showed that the trend in HM concentrations was
not to show a seasonal component: (p,d,q)(0,0,0). Namely, there was no annual cyclical
behaviour in HM concentrations in untreated leachate (Table 2). Conversely, the model
developed for the monthly MSW quantity disposed in the landfill showed a seasonal
or cyclic component of one year: (p,d,q)(1,1,0). In this study, the results suggested that
HM concentrations in untreated leachate did not follow the annual cycles observed in
the MSW quantity disposed in the landfill. These differences in the temporal behaviour
of HM concentrations in untreated leachate and in the MSW quantity disposed in the
landfill were probably associated with the hydraulic retention time (HRT) of leachate in the
transport system (pipeline) and pre-treatment (storage and homogenization ponds) under
study. The results also showed that the BOD5 and COD concentrations did not have an
annual cyclic component, such as that observed for MSW quantity disposed in the landfill.
Indeed, instead of the quantity of disposed MSW, the studies report the following factors
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conditioning the leachate quantity and composition: landfill age, ambient air temperature,
rainfall and permeability, depth, and temperature of the waste [51].

Table 2. ARIMA models for the chemical parameters of untreated and treated leachate.

Model T a R2 RMSE b MAPE c MAE d Ljung–Box (Q’)
p-Value BIC e

Untreated leachate
BOD5 (0,1,1)(0,0,0) NT 0.863 1993 220 1369 0.294 15.2
COD (0,1,1)(0,0,0) NT 0.847 3302 24.5 2183 0.095 16.2
NH4 (1,0,3)(1,0,1) NT 0.337 237 5.55 145.6 0.102 11.1
Cd (1,0,11)(0,0,1) NL 0.245 0.019 36.0 0.006 0.064 −7.80
Zn (1,1,1)(0,0,0) NL 0.371 0.524 38.7 0.288 0.052 −1.22
Hg (0,0,1)(0,0,0) NL 0.031 0.041 249 0.011 0.796 −6.30
As (2,0,0)(0,0,0) NL 0.245 0.026 349 0.017 0.667 −7.16
Cu (0,1,1)(0,0,0) NL 0.347 2.43 43.7 0.224 0.981 1.80
Fe (1,0,1)(0,0,0) NL 0.203 896 163 86.66 0.358 13.6
Pb (1,0,1)(0,0,0) NL 0.334 0.669 63.3 0.125 0.795 −0.708
Co (0,0,2)(0,0,0) NL 0.105 0.062 31.0 0.030 0.278 −5.45
Cr (1,0,0)(0,0,0) SR 0.291 0.303 95.5 0.196 0.153 −2.32
Ni (1,0,0)(0,0,0) SR 0.329 0.159 24.1 0.097 0.145 −3.60
pH (1,0,0)(0,0,0) NT 0.445 0.228 1.90 0.158 0.291 −2.88

Treated leachate

BOD5 (0,0,4)(0,0,0) NL 0.514 613 112 296.2 0.051 12.9
COD (1,0,2)(0,0,1) SR 0.654 951 77.2 452.4 0.744 13.8
NH4 (0,1,0)(0,0,0) NT 0.660 322 87.6 182.1 0.881 11.6
Cd (1,1,0)(0,0,0) NL 0.690 0.004 14.1 0.002 0.326 −10.8
Zn (0,0,2)(0,0,0) NL 0.389 0.176 33.5 0.119 0.163 −3.37
Hg (0,1,1)(0,0,0) NL 0.334 0.004 79.4 0.002 0.790 −11.0
As (0,1,1)(0,0,0) NL 0.147 0.015 168 0.010 0.153 −8.40
Cu (0,1,1)(0,0,0) NT 0.914 0.020 28.2 0.011 0.302 −7.78
Fe (1,0,1)(0,0,0) NL 0.398 5.17 42.3 3.015 0.365 3.38
Pb (0,1,1)(0,0,0) SR 0.378 0.052 35.4 0.028 0.959 −5.87
Co (0,1,1)(1,0,1) NL 0.553 0.019 18.9 0.012 0.797 −7.79
Cr (1,0,2)(0,0,0) NL 0.389 0.187 34.1 0.119 0.975 −3.22
Ni (1,0,1)(0,0,0) NT 0.365 0.095 27.1 0.069 0.736 −4.60
pH (1,0,0)(0,0,0) NT 0.556 0.309 2.74 0.221 0.879 −2.28

Note: a T = Transformation, NT = No transformation, NL = Natural log, and SR = Square root; b RMSE = Root mean square error;
c MAPE = Mean absolute percentage error; d MAE = Mean absolute error; and e BIC = Normalized Bayesian Information Criterion.
A constant was not included in the ARIMA models when differentiation was applied.

In relation to the concentrations of indicator HMs (Cu, Pb, and Zn), the findings
showed that the term auto-regressive (AR) of the ARIMA models developed varied between
0–1 (Table 2). The other HMs under study had similar behaviour, except for As, which
showed an AR = 2. These results suggested that the behaviour of HM concentrations in
untreated leachate had a short memory. In other words, HM concentrations in untreated
leachate were influenced by concentrations observed up to a month earlier. These results
also suggested that the HRT of HMs in the leachate transport and pre-treatment system was
probably up to one month, except for As, where the HRT was probably up to two months.
There were studies that suggested a comprehensive increase in the HRT of untreated
leachate to optimize the operation of treatment systems in the face of high pollutant
concentrations. Specifically, it was suggested to extend the HRT of leachate in the waste
cells and regulation ponds [52]. In relation to the organic matter content in untreated
leachate, ARIMA analysis showed that memory was null (AR = 0). Namely, there were no
influences from previous observations.

On the other hand, the results showed that the moving average (MA) term of ARIMA
models developed for indicator HM concentrations was equal to one (MA = 1). In other
words, the results suggested short fluctuations in the indicator HM concentrations in
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untreated leachate. These fluctuations in HM concentrations were probably up to one
month. The other HMs under study also tended to show short fluctuations from the
magnitude of their term MA, between 0–2 consecutive months (Table 2), except for Cd,
which showed a variation of 11 consecutive months (MA = 11). In this study, the findings
suggested Cd to be the HM with the greatest concentration variation in untreated leachate.
Indeed, this suggested a greater occurrence of outliers in Cd concentration during the study
period. The HMs with the least variation in concentration were As, Cr, and Ni (MA = 0),
followed by Cu, Pb, Zn, Hg, and Fe (MA = 1). These variations were relative to the average
concentration of each parameter during the study period.

Additionally, this difference in the term MA from the developed models also sug-
gested that there were more difficult HMs to homogenize in untreated leachate ponds.
The ascending order of homogenization in the ponds was possibly as follows: Group 1 = Cd;
group 2 = Co; group 3 = Zn, Hg, Cu, Fe, and Pb; and group 4 = As, Cr, and Ni (Table 2).
ARIMA analysis also suggested that organic matter (BOD5 and COD) could be in the
third group of homogenization (MA = 1). The findings also hinted that the MSW disposal
associated with groups 3 and 4 of HMs was possibly more uniform compared to the MSW
disposal associated with Cd and Co. Table S2 shows the parameter estimates for the
ARIMA model terms selected for the variables considered in the untreated leachate.

3.2. Treated Leachate

The comparative analysis with the Colombian guideline for wastewater discharge
showed that, on average, COD was the only parameter that did not comply. This parameter
showed concentrations 1.26 times higher than the Colombian limit (Table 1). However, there
were periods in which other chemical parameters of the treated leachate also exceeded the
established limits. The concentrations of Pb, Cr, Ni, Hg, and COD showed excesses during
6.25%, 27.8%, 11.8%, 0.69%, and 38.2% of the study time, respectively. Compared to the
Spanish guideline, the results showed greater excesses. For example, COD concentrations
exceeded the Spanish limit by an average of 100 times. The concentrations of Pb, Cr, Hg,
BOD5, and COD showed excesses during 100%, 100%, 100%, 95.5%, and 94.2% of the
study time, respectively. Indeed, in the last two years of study, a significant reduction
in concentrations of BOD5 and COD was observed, possibly associated with landfill
stabilization. On average, this reduction was 2.27 and 6.28 times, respectively. Bolyard and
Reinhart [53] reported a similar trend during the stabilization of a MSW landfill.

The results showed significant correlations between climate variables and chemical
parameters of treated leachate. The climate variable that showed the best correlations was
temperature (Table S3). The temperature showed positive correlations between weak and
medium with Co (r = 0.473; p-value < 0.001), As (r = 0.470; p-value < 0.001), Cr (r = 0.427;
p-value < 0.001), Hg (r = 0.421; p-value < 0.001), Fe (r = 0.378; p-value < 0.001), and Ni
(r = 0.232; p-value = 0.004). Moreover, temperature also showed a positive correlation
between medium and considerable with Cu (r = 0.648; p-value < 0.001). In the treated
leachate, findings showed better correlations between temperature and HM concentrations
earlier than with COD. This trend was opposite compared to untreated leachate. In fact, HM
concentrations in the treated leachate depended mainly on the treatment plant operation,
rather than on the climate conditions. Al-Yaqout and Hamoda [54] reported the influence
of climate factors on the leachate quality generated in a MSW landfill, which could also
condition the functioning of their leachate treatment plant.

An analysis between HMs with Pearson’s coefficient showed that Fe associated the
best correlations in treated leachate (Figure 4 and Table S3). This HM showed positive
correlations between ‘medium’ and ‘considerable’ with Ni (r = 0.511, p-value < 0.001)
and Cr (r = 0.629, p-value < 0.001). This HM also showed positive correlations between
‘weak’ and ‘medium’ with As, Zn, Cu, Cd, Hg, Pb, and Co (p-values < 0.001). Indeed,
the previous correlations were conditioned by the type and efficiency of the leachate
treatment plant under study. These correlations initially suggested Fe as the possible
indicator of HMs during the operation of the leachate treatment plant under study. The
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Fe concentration in the treated leachate also showed positive correlations between ‘weak’
and ‘medium’ with COD (r = 0.279, p-value < 0.001) and BOD5 (r = 0.426, p-value < 0.001)
concentrations. Thus, in treated leachate, there was probably similar behaviour between
Fe and BOD5 concentrations. A principal component analysis allowed visualization of a
first component of four, consisting of the following parameters and elements (determining
< 0.001): Fe, Ni, Cd, Pb, Zn, BOD5, As, and COD (variance = 36.6%). In this way, Ni was
also selected as a possible operation indicator of the leachate treatment plant under study.
El-Gendy et al. [55] also used Fe and Ni as operating indicators of a leachate treatment
plant for HM removal. Figure 3b shows the indicator HMs of the treated leachate on a
diagram of two principal components, for better visualization. It was also observed that in
each quadrant of the diagram was located a HM indicator (Fe and Ni).

Figure 4. Pearson’s correlation matrix between chemical characteristics of treated leachate during the
study period.

The findings of ARIMA modelling in treated leachate showed that HM concentrations
did not have a seasonal component: (p,d,q)(0,0,0). In other words, there was no annual
cyclical component in the HM concentrations of treated leachate (Table 2), except for Co,
which showed a one-year cycle in its concentrations: (p,d,q)(1,0,1). This annual cycle was
also observed for MSW disposed in the landfill. In general, the results suggested that the
HM concentrations in treated leachate depended mainly on the treatment plant operation
rather than on the MSW quantity disposed in the landfill. The findings also suggested
a similar seasonal trend between HM concentrations in treated and untreated leachate.
Namely, there was no evidence of a seasonal component in the HM concentrations before
and after the leachate treatment plant under study, except for Cd and Co in untreated and
treated leachate, respectively.

In relation to the HM concentrations indicators of the leachate treatment plant (Fe and Ni),
the results showed ARIMA models with a term AR = 1. The Cr also showed similar re-
sults (Table 2). Moreover, Fe (7.78 mg/L), Cr (0.455 mg/L), and Ni (0.390 m/L) were the
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HMs which tended to show the highest concentrations in the treated leachate (Table 1).
Thus, the findings suggested that concentrations of these HMs were influenced by the
concentrations observed during the month immediately preceding. Namely, the removal
of these HMs at the leachate treatment plant was possibly conditioned by operations per-
formed over a one-month period. This was also probably influenced by the high concentra-
tions observed at the inlet of the leachate treatment plant: Fe = 97.2 mg/L, Cr = 0.717 mg/L,
and Ni = 0.488 m/L. On average, Carvajal and Cardona [56] also reported that the HMs
with the highest concentrations in leachate prior to treatment were Fe (200–1000 mg/L), Ni
(0.050–2.0 mg/L), and Cr (0.020–1.0 mg/L).

Additionally, it was observed that the AR terms of ARIMA models developed for
concentrations of Fe, Cr, and Ni in treated and untreated leachate were similar (AR = 1).
The Cd also showed a similar trend. In this way, the results suggested that the treatment
plant did not have the ability to change the ARIMA temporal structure of these HMs
(decrease in the term AR), possibly due to its high inlet concentrations (Figure 5). This also
suggested a decrease in the removal efficiency of these HMs by the leachate treatment
plant under study. The removal efficiencies of Fe, Cr, Ni, and Cd observed at the leachate
treatment plant during the study period were 52.4%, 33.5%, 12.8%, and 17.0%, respectively
(Table 1). Overall, the removal rates of all HMs in the leachate treatment plant were
low (average = 26.1%). Figure S1 shows a scatter plot for the observed and simulated
(ARIMA) values of Fe and Ni concentrations in untreated and treated leachate during the
study period.

In relation to the organic matter content in the treated leachate, ARIMA analysis
showed that the memory for the BOD5 concentrations was null. Namely, there was no
influence from the previous months’ concentrations during the treatment plant operation.
The previous trend was probably as this parameter depended on controlled conditions to
ensure optimal treatment of leachate, which could be related to the mud age and mass load
of the extended-aeration treatment system used. On average, BOD5 removal efficiency
was 86.3% during the study period (Table 1). Nevertheless, for the COD concentration, the
memory was one month. In other words, during the treatment plant operation, there was
influence of the COD concentrations observed up to one month earlier. This trend may
have been associated with a high content of inorganic matter in the leachate to be treated,
which could reduce the removal efficiency of the treatment plant [52]. On average, the
removal efficiency of COD during the study period was 63.8%.

On the other hand, findings showed that the term MA of ARIMA models developed
for the concentrations of indicator HMs were between 0–1 (Fe and Ni). That is, the results
showed short fluctuations in concentrations of the indicator HMs during the operation of
the leachate treatment plant. These fluctuations were probably up to a month. The other
HMs under study also tended to show short fluctuations from the magnitude of their term
MA, between 0–2 consecutive months (Table 2). This trend was possibly associated with
controlled treatment conditions at the leachate treatment plant, which prevented the occur-
rence of atypical variations in treated leachate concentrations. However, COD and BOD5
concentrations in the treated leachate showed greater fluctuations, up to four consecutive
months. The findings hinted that these parameters were more difficult to control during
the operation of the leachate treatment plant compared to the HMs considered in this
study. Table S4 shows the parameter estimates for the ARIMA model terms selected for the
variables considered in the treated leachate.
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Figure 5. Observed and simulated (ARIMA) values for Fe and Ni concentrations in untreated and
treated leachate during the study period. NT = Untreated, T = Treated, UL = Upper limit, and
LL = Lower limit.

Finally, the following limitations are part of this study and require special attention:
(i) there is no information regarding scheduled or emergency shutdowns at the leachate
treatment plant under study. This can generate increases or decreases in the concentrations
of the chemical parameters analysed. (ii) Due to the high quantity of MSW managed by
the study landfill, it is desirable to have detailed information regarding the progress of the
landfill operations. For example, the type and advance of the intermediate coverage in
the discharge cell may condition the flow of untreated leachate and, indeed, its chemical
characteristics. (iii) In this study, outliers were not considered during the development
of ARIMA models. These outliers may be relevant for measuring the influence of some
abnormal event on the time series, or as it is feared that this abnormal event may affect
the estimation of the parameters and results of the ARIMA model. Therefore, we suggest
developing future research on similar treatment systems associated with the analysis of
time series influenced by interventions.
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4. Conclusions

The findings of this study allow us to visualize the following conclusions:

• The ARIMA results confirm that the concentrations of HMs, BOD5, and COD in
untreated leachate do not follow the same annual cycles observed for the MSW
quantity disposed in the landfill. This difference is possibly associated with the
leachate HRT in the conduction and pre-treatment system. ARIMA analysis suggests
an HRT of up to one month (AR = 1) for HMs identified as indicators of untreated
leachate (Cu, Pb, and Zn). As expected, there is also no seasonal component for
ARIMA models of the HMs identified as indicators of treated leachate (Fe and Ni).
Therefore, there is no transfer in time of the effect, which allows scheduling the
operation of the treatment system under study;

• The findings suggest that Cd is the HM with the largest concentration variations in
untreated leachate during the study period (MA = 11). This HM shows variations over
periods of 11 consecutive months. Differences in the MA term of the developed models
suggest that Cd and Co are the most difficult HMs to homogenize in pre-treatment
ponds;

• The removal efficiency of indicator HMs of the treatment plant operation (Fe and Ni)
is probably conditioned by processes carried out over a period of one month (AR = 1).
The high input concentration of these indicator HMs may prevent changing their
ARIMA temporal structure during leachate treatment. This is reflected in the low
removal efficiencies for all HMs under study (average = 26.1%);

• The results show that during the treatment plant operation it is more difficult to
control fluctuations in COD and BOD5 concentration (MA between 2–4), compared to
fluctuations in HM concentration (MA between 0–2);

• Finally, this study will be useful for deepening knowledge regarding the use of
statistical models during the operation of leachate treatment systems in developing
countries. This research will also be relevant for the public and private companies
responsible for optimally scheduling the operation of these treatment systems.

Supplementary Materials: The following are available online at https://www.mdpi.com/article/
10.3390/app11156988/s1, Figure S1: Scatter plots for the observed and simulated (ARIMA) values
of Fe and Ni concentrations in untreated and treated leachate during the study period, Table S1:
Pearson’s correlations between chemical characteristics of untreated leachate during the study period,
Table S2: Parameter estimates for the ARIMA model terms selected for the variables considered in
the untreated leachate, Table S3: Pearson’s correlations between chemical characteristics of treated
leachate during the study period, Table S4: Parameter estimates for the ARIMA model terms selected
for the variables considered in the treated leachate.
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Abbreviations

AR Auto-regressive.
ARIMA Auto-regressive integrated moving average.
BIC Bayesian Information Criterion.
BOD5 Biological oxygen demand.
COD Chemical oxygen demand.
HM Heavy metal.
HRT Hydraulic retention time.
LTS Leachate treatment systems.
MA Moving average.
MAE Mean absolute error.
MAPE Mean absolute percentage error.
MSW Municipal solid waste.
Q’ Ljung–Box statistic.
R2 Coefficient of determination.
RMSE Root mean square error.
TSS Total suspended solids.
WTP Wastewater treatment plant.
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