

Supplementary Material
Table S1. Standard deviation in RNL estimates within shown range brackets for the various vessels and speeds
	Vessel
	Speed (kmh-1)
	Slant range (m)

	
	
	<15
	15-30
	30-50
	50-100

	Primrose
	5
	4.78
	2.68
	3.39
	2.66

	
	10
	1.85
	1.60
	0.76
	0.97

	
	20
	1.35
	1.04
	0.80
	0.87

	
	30
	1.78
	0.98
	0.99
	0.77

	Macquarie
	5
	2.81
	3.29
	1.65
	1.88

	
	10
	3.30
	2.69
	2.53
	1.39

	
	20
	2.06
	1.85
	0.84
	1.13

	
	30
	1.98
	1.55
	1.37
	1.15

	Kirsty K
	5
	4.24
	4.63
	1.90
	1.62

	
	10
	5.20
	4.10
	2.60
	3.36

	
	20
	2.64
	1.63
	1.26
	1.41

	
	30
	2.53
	0.87
	0.92
	0.74



Table S2. Percentiles and maximum ranges of affected source levels calculated using propagation loss coefficients derived from linear regression of one-third octave band received levels at multiple ranges.
	
	
	Percentiles of affected source level (dB re 1 µPa m)

	Vessel
	Speed (kmh-1)
	25%
	50%
	75%
	Range

	Primrose
	5
	160.44
	162.23
	164.39
	25.93

	
	10
	159.29
	160.75
	162.14
	9.22

	
	20
	164.37
	166.08
	168.48
	17.22

	
	30
	162.74
	164.57
	166.11
	11.18

	Macquarie
	5
	157.96
	160.22
	162.18
	14.66

	
	10
	160.92
	162.81
	164.57
	14.68

	
	20
	169.82
	171.70
	174.06
	12.07

	
	30
	164.53
	166.07
	169.00
	19.40

	Kirsty K
	5
	165.05
	167.66
	170.46
	16.57

	
	10
	165.08
	168.16
	171.62
	19.76

	
	20
	167.35
	169.01
	170.78
	13.21

	
	30
	167.81
	170.71
	172.70
	14.57
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