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We obtained about the other 6 groups of current voltage curves in the single electrode contact
mode and the other 3 groups of current voltage curves in the double electrode contact mode in the
Supporting Materials.
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Figure S1 AFM cantilever contacting with MWCNT bundle and the current voltage curve
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Figure S2 Tip-less AFM cantilever contacting with MWCNT bundle and the current voltage curve
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Figure S3 AFM cantilever contacting with MWCNT bundle and the current voltage curve
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Figure S4 Tungsten probe contacting with MWCNT bundle and the current voltage curve
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Figure S5 Pt-coated Tungsten probe contacting with MWCNT bundle and the current voltage curve
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Figure S6. Pt-coated tungsten probe contacting with MWCNT bundle and the current voltage curve.
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Figure S7. Pt-coated tungsten probe-MWCNT bundle-AFM cantilever and the current voltage curve.

500
400 ¢
<
2300+
T
o
5200
O
100 | RRV25.2
DCVI3T .
SU3500 5.00kv 12600 : 0 1 2 3 4 5
Voltage(V)

Figure S8. Pt-coated tungsten probe-MWCNT bundle-tungsten probe and the current voltage curve.
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Figure S9. Tungsten probe- MWCNT bundle- AFM cantilever and the current voltage curve.



