

  processes-08-00021




processes-08-00021







Processes 2020, 8(1), 21; doi:10.3390/pr8010021




Article



Single Controller-Based Colored Petri Nets for Deadlock Control in Automated Manufacturing Systems



Husam Kaid 1,*, Abdulrahman Al-Ahmari 1,*, Zhiwu Li 2,3[image: Orcid] and Reggie Davidrajuh 4[image: Orcid]





1



Industrial Engineering Department, College of Engineering, King Saud University, Riyadh 11421, Saudi Arabia






2



Institute of Systems Engineering, Macau University of Science and Technology, Macau 999078, China






3



School of Electro-Mechanical Engineering, Xidian University, Xi’an 710071, China






4



Faculty of Science and Technology, University of Stavanger, 4036 Stavanger, Norway









*



Correspondence: yemenhussam@yahoo.com (H.K.); alahmari@ksu.edu.sa (A.A.-A.)







Received: 6 November 2019 / Accepted: 19 December 2019 / Published: 22 December 2019



Abstract

:

Deadlock control approaches based on Petri nets are usually implemented by adding control places and related arcs to the Petri net model of a system. The main disadvantage of the existing policies is that many control places and associated arcs are added to the initially constructed Petri net model, which significantly increases the complexity of the supervisor of the Petri net model. The objective of this study is to develop a two-step robust deadlock control approach. In the first step, we use a method of deadlock prevention based on strict minimal siphons (SMSs) to create a controlled Petri net model. In the second step, all control places obtained in the first step are merged into a single control place based on the colored Petri net to mark all SMSs. Finally, we compare the proposed method with the existing methods from the literature.
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1. Introduction


An automated manufacturing system (AMS) is a conglomeration of robots, machine tools, fixtures, and buffers. Several types of products enter the manufacturing system at separate points in time; the system can process these parts based on a specified sequence of operations and resource sharing. The sharing of resources leads to the occurrence of deadlock states, in which the local or global system is incapacitated [1,2,3,4]. Thus, an efficient deadlock-control algorithm is needed to prevent the deadlocks in an AMS. Petri nets are an excellent mathematical and graphical tool suitable for modeling, analyzing, and controlling deadlocks in AMSs [5,6]. The behavior and characteristics of an AMS (such as synchronization, conflict, and sequences) can be described by using Petri nets. Moreover, Petri nets may be used to provide the liveness and boundedness of a system [7]. To address the deadlock problem in AMSs, several approaches with Petri nets exist. These approaches are categorized into three strategies: (1) deadlock detection and recovery, (2) deadlock prevention, and (3) deadlock avoidance [7,8].



Traditionally, deadlock control approaches for AMS control are evaluated by using three criteria: structural complexity, computational complexity, and behavioral permissiveness [7]. Structural complexity means that a controller can be implemented with fewer monitors and arcs. When the computational complexity of a deadlock control approach is low, it can be applied to a large-scale system [7]. Behavioral permissiveness achieves high resource utilization in a controlled Petri net. Deadlock control may be implemented in AMS with reliable resources (resources without failures or breakdowns) or unreliable resources (resources with failures or breakdowns). For reliable resources, there are two main techniques to prevent deadlocks in AMSs using a Petri net: reachability graph analysis [9,10,11] and structural analysis [12,13]. The reachability graph analysis needs listing all or a part of the reachable markings of the Petri net model. There are two parts of the reachability graph: the deadlock zone (DZ) and the live zone (LZ). First-met bad markings (FBMs) are defined in and extracted from the DZ. In this case, the deadlock is eliminated by designing and adding a monitor to prohibit the first-met bad markings from being reached. In this process, all first-met bad markings can be prevented by using iterations [14]. Several policies have been developed to prevent deadlock states, including iterative methods, the theory of region, and siphon control [10,13,14,15,16,17,18,19]. The weakness of the reachability graph analysis is that the size of a reachability graph of a Petri net grows quickly and, in the worst case, grows exponentially with respect to the net size and its initial marking, and the net can easily reach an unmanageable level. Structural analysis is often applied to a typical structure of Petri nets, such as siphons. The control steps in this technique are simple: each minimal siphon is prohibited from being non-empty, and each unmarked minimal siphon needs an added monitor to ensure a system to be live. However, the weakness of this technique is that the number of control places will be increased when the size of a Petri net model is increased; hence, this results in high structural complexity [20].



In the literature, deadlock control approaches based on the structural analysis technique (siphons) for AMSs with the Petri nets framework can be implemented by inserting the control places and the associated arcs to the original net, so that its siphons are permanently non-empty. The main disadvantage of the current policies is that many control places and associated arcs are inserted into the original Petri net model, which leads to the increased complexity of the supervisor of the Petri net model, compared with the initial model for the Petri net supervisor. Hence, an efficient approach is needed to minimize the Petri net supervisors’ structural complexity for AMS. The objective of this study is to develop a two-step robust deadlock control policy. A technique based on SMSs developed in [21] is used in the first phase to develop a controlled Petri net model. In the second step, all control places obtained in the first step are merged into one control place based on colored Petri nets to make all SMSs marked.



The rest of the paper is organized as follows. Basic concepts of Petri nets are introduced in Section 2. Section 3 describes a deadlock prevention approach based on the SMS and the proposed robust control based on colored Petri nets. Section 4 shows an example from the literature. Finally, Section 5 presents conclusions and future research.




2. Preliminaries


This section introduces the basics of Petri nets and a general Petri net simulator (GPenSIM) tool.



2.1. Basics of Petri Nets


Let N = (P, T, F, W) be a Petri net, where P and T are finite non-empty sets of places and transitions, respectively. Elements in P ∪ T are named nodes. Here, P ∪ T ≠ ∅ and P ∩ T = ∅; P and T are depicted by circles and bars, respectively. Next, F ⊆ (P × T) ∪ (T × P) is the set of directed arcs that join the transitions with places (and vice versa), W: (P × T) ∪ (T × P) →IN is a mapping that assigns an arc’s weight, where IN = {0, 1, 2, …}.



N is known as an ordinary net if ∀ (p, t) ∈ F, W (p, t) = 1, where N = (P, T, F). N is named a weighted net if there is an arc between x and y such that W (x, y) > 1. Let N = (P, T, F, W) and node a ∈ P ∪ T. Then, ·a = {b ∈ P ∪ T | (b, a) ∈ F} is named the preset of node a, and a· = {b ∈ P ∪ T | (a, b) ∈ F} is named the postset of node a.



A marking M of N is a mapping M: P → IN. Next, (N, Mo) is a marked Petri net (PN), represented as PN = (P, T, F, W, Mo), where the initial marking of PN is Mo: P → IN. A transition t ∈ T is enabled at marking M if for all p ∈ ·t, M (p) ≥ W (p, t), which is denoted as M [  t 〉  . When a transition t fires, it takes W (p, t) token (s) from each place p ∈ ·t, and adds W (t, p) token (s) in each place p ∈ t·. Thus, it reaches a new marking M′, denoted as M [  t 〉   M′, where M′(p) = M (p) − W (p, t) + W (t, p).



We call N self-loop free if for all a, b ∈ P ∪ T, W (a, b) > 0 implies W (b, a) = 0. Let [N] be an incidence matrix of net N, where [N] is an integer matrix that consists of |T| columns and |P| rows with [N] (p, t) = W (t, p) − W (p, t). The set of markings that are reachable from M in N is named the set of reachability of the Petri net model (N, M) denoted by R (N, M).



Let (N, Mo) be a marked Petri net. A transition t ∈ T is live if for all M ∈ R (N, M), there exists a reachable marking M′ ∈ R (N, M) such that M′[  t 〉   holds. A transition is dead at Mo if there does not exist t ∈ T such that Mo [  t 〉   holds. M′ is said to be reachable from M if there exists a finite transition sequence δ = t1 t2 t3 … tn that can be fired, and markings M1, M2, M3, …, and Mn−1 such that M [   t 1  〉   M1 [   t 2  〉   M2 [   t 3  〉   M2 … Mn−1 [   t n  〉   M′, denoted as M [  δ 〉   M′, satisfies the state equation M′ = M + [N]    δ →   , where    δ →   : T → IN maps t in T to the number of appearances of t in δ and is called a Parikh vector or a firing count vector.



Let (N, Mo) be a marked Petri net. It is said to be k-bounded if for all M ∈ R (N, M0), for all p ∈ P, M(p) ≤ k (k ∈ {1, 2, 3, …}). A net is safe if all of its places are safe, i.e., in each place p, the number of tokens does not exceed one. In other words, a net is k-safe if it is k-bounded.



P-vectors (place vectors) and T-vectors (transition vectors) are column vectors. A P-vector I: P → Z cataloged by P is said to be a place invariant or P-invariant if I ≠ 0 and IT. [N] = 0T, and a T-vector J: T → Z cataloged by T is said to be a transition invariant or T-invariant if J ≠ 0 and [N]. J = 0, where Z is the set of integers.



When each element of I is nonnegative, place invariant I is called a place semiflow or P-semiflow. Assume that I is a P-invariant of a net with (N, Mo) and M is a marking reachable from the initial marking Mo. Then, ITM = ITMo. Let ||I|| = {p |I(p) ≠ 0} be the support of P-invariant I.



The supports of P-invariant I are classified into three types: (1) ||I||+ is the positive support of P-invariant I with ||I||+= {p|I (p) > 0}. (2) ||I||− is the negative support of P-invariant I with ||I||− = {p |I(p) < 0}. (3) I is a minimal P-invariant if ||I|| is not a superset of the support of any other one and its components are mutually prime. Let li be the coefficients of P-invariant I if for all pi ∈ P, li = I(pi).



A colored Petri net (CPN) is described as a nine-tuple CPN = (P, T, F, SC, Cf, Nf, Af, Gf, If), where




	
P and T are finite nonempty sets of places and transitions, respectively, assuming P ∩ T = ∅. F is a set of flows (arcs), from pi ∈P to tj ∈T and from ti ∈ T to pj ∈ P.



	
SC is a color set that contains colors ci and the operations on the colors.



	
Cf is the color function that maps pi ∈P into colors ci ∈ SC.



	
Nf is the node function that maps F into (P × T) ∪ (T × P).



	
Af is the arc function that maps each flow (arc) f ∈ F into the term e.



	
Gf is the guard function that maps each transition ti ∈ T to a guard expression g that has a Boolean value.



	
If is the initialization function that maps each place pi ∈ P into an initialization expression.









2.2. GPenSIM Tool


GPenSIM was developed by R. Davidrajuh (the fourth author of our paper) and runs in MATLAB. GPenSIM has been designed to model, control, simulate, and analyze discrete event systems [22]. GPenSIM enables the integration of Petri net models with other toolboxes in MATLAB (e.g., “Control systems” and “Fuzzy logic”). Table 1 shows the advantages and disadvantages of GPenSIM compared to CPN Tools [23]. Compared to the CPN tools, it is simpler to create a colored Petri net in GPenSIM. For instance,




	
Being versatile, CPN allows manipulation of the functions Cf, Nf, Af, Gf, and If independently. However, being simple and crude, these functions (Cf, Nf, Af, Gf, and If) are merged together in GPenSIM and are coded in the preprocessor files. Hence, GPenSIM allows fewer degrees of freedom when developing a model.



	
In CPN tools, it is possible to impose logical constraints on places, transitions, and arcs. In GPenSIM, logical expressions can only be processed by transitions. Inevitably, this means GPenSIM poses restrictions in modeling compared to CPN. However, this is the price paid for achieving simplicity in GPenSIM (easiness in learning, using, and extending).



	
The arc weights can dynamically alter in CPN tools because of the logic conditions connected to it. GPenSIM does not allow dynamic nets (e.g., dynamic arcs, run-time removal of places and transitions). Once a Petri net is defined in the Petri net definition file (PDF), it cannot be changed.








To model, simulate, analyze, and control the Petri net models in GPenSIM, three files should be coded: Petri net definition file (PDF), main simulation file (MSF), and pre- and postprocessor files.




	
PDF defines the static elements of a Petri net (places, transitions, and arcs).



	
Before the simulation starts, MSF loads a PDF into memory and the workbench, and then the simulation begins. During the simulation runs, MSF will be blocked; the control will be handed back to MSF together with the simulation results when the simulation is finished. Consequently, MSF has no control over what happens during the simulation.



	
Pre-and postprocessors will be called during the simulation before and after firing of the transition. The preprocessor will inspect if the conditions of firing for a certain transition are met, and the postprocessor will execute post-firing activities if needed after a certain transition has been fired. These can be used to control the runtime of the system, as they are called during the simulation.








All tokens are homogeneous inside a place. It does not matter which token is first or last to arrive at the place. Similarly, it does not matter by which transition a token is deposited at the place. However, GPenSIM introduces the token colors. Each token can become identifiable and unique with a unique token identification number (tokID). Moreover, we can add some tags (“colors”) to each token. The following problems are crucial when using colors in GPenSIM:




	
Only transitions can manipulate colors: the colors of the output tokens can be added, deleted, or changed in the preprocessor.



	
By default, colors are inherited: the system gathers all colored tokens from the input places when a transition fires and then transfers the colored tokens to the output places. However, color inheritance can be avoided by overriding.



	
An enabled transition may choose certain color-based input tokens.



	
An enabled transition may choose certain time-based input tokens (e.g., when the creation time of the tokens is known).



	
A token has the following structure: tokID, time of creation, and color setting.




	
tokID: a single token identifier (integer value).



	
creation_time: the transition time (real value) when the token was produced. Importantly, this time may differ when the transition actually deposited the token in an output place.



	
t_color (text string set) is a color setting.













There are several GPenSIM functions used for color manipulation. One of the functions used in this study is tokenEXColor, which can be expressed as follows:



[set_of_tokID,nr_token_av] = tokenEXColor (place, nr_tokens_wanted, t_color), where the function requires three input arguments and returns two output values.




	
Input arguments:




	
(place, nr_tokens_wanted, t_color):




	
Place: from which place the tokens are to be selected.



	
nr_tokens_wanted: the number of required tokens with the specified color.



	
t_color: a set of colors.













	
Output values:




	
[set_of_tokID,nr_token_av]




	
set_of_tokID: a set of tokIDs that meet the color specifications. The set length of tokIDs is equal to the input argument of nr_tokens_wanted.



	
nr_token_av: the number of valid tokIDs available in set_of_tokID; the set may have trailing zeros to match the length of nr_tokens_wanted.




















3. Deadlock Prevention Policy Based on SMSs and Colored Petri Nets


In this section, we use a deadlock-prevention approach based on strict SMSs to design a controlled Petri net model. This approach is adopted from Ezpeleta et al. [1].



Definition 1

[23]. A PN N = (PA ∪ {p0}, T, F) is said to be a simple sequential process (S2P), if: (1) N is a strongly connected state machine and (2) each circuit N includes place p0, where p0 is named the idle process place and PA ≠ ∅ is an operation places set.





Definition 2

[23]. A PN N = ({p0} ∪ PA ∪ PR, T, F) is said to be a simple sequential process with resources (S2PR) such that:




	1. 

	
The subnet generated by X = PA ∪ {p0} ∪ T is an S2P.




	2. 

	
PR ≠ ∅ and (PA ∪ {p0}) ∩ PR = ∅, where PR is a resource places set.




	3. 

	
∀p ∈ PA, ∀t ∈.p, ∀t′ ∈ p.,  ∃  rp ∈ PR, .t ∩ PR = t′. ∩ PR = {rp}.




	4. 

	
∀r ∈ PR, .r ∩ PA = r. ∩ PA ≠ ∅ and .r ∩ r. ≠ ∅.




	5. 

	
(p0) ∩ PR = (p0). ∩ PR ≠ ∅.











Definition 3

[23]. Let N = ({p0} ∪ PA ∪ PR, T, F) be an S2PR, and Mo be an initial marking of N. An S2PR with such a marking is said to be acceptably marked if (1) Mo(p0) ≥ 1, Mo(r) ≥ 1, ∀r ∈ PR, and (3) Mo(p) = 0, ∀p ∈ PA.





Definition 4

[23]. A system of S2PR, named S3PR for abbreviation, is defined recursively as follows:




	1. 

	
An S2PR is as well an S3PR




	2. 

	
Let N1 and N2 be two S3PRs, where N1 = ({p01} ∪ PA1 ∪ PR1, T1, F1) and N2 = ({p02} ∪ PA2 ∪ PR2, T2, F2), such that ({p01} ∪ PA1) ∩ ({p02} ∪ PA2) = ∅, PA1 ∩ PA2 ≠ PC, PR1 ∩ PR2 = PC and T1 ∩ T2 ≠ ∅. Then, the net N = ({p0} ∪ PA ∪ PR, T, F) is also an S3PR resulting from the composition of N1 and N2 via the set of common PC and defined as follows: (1) p0 = {p01} ∪ {p02}, PR = PR1 ∪ PR2, PA = PA1 ∪ PA2, T = T1 ∪ T2, F = F1 ∪ F2.











The composition of n S2PR N1-Nn via PC, is denoted by    ⨂  i = 1  n   N i   .      N i   ¯    is used to denote the S2P from which the S2PR Ni is formed.



Definition 5

[23]. Let N = ({p0} ∪ PA ∪ PR, T, F) be an S3PR. Mo is an initial marking of N. (N, Mo) is said to be an acceptably marked S3PR if (1) (N, Mo) is an acceptably marked S2PR, (2) N = N1   ∘   N2, where (Ni, Moi) is said to be an acceptably marked S3PR and




	
∀p ∈ PAi ∪ {p0i}, Mo (p) = Moi (p), ∀i ∈ {1,2}.



	
∀r ∈ PRi   ∖   PC, Mo(r) = Moi (r), ∀i ∈ {1,2}.



	
∀r ∈ PRi, Mo (p) = max {Mo1 (r), Mo2 (r)}, ∀i ∈ {1,2}.










Definition 6

[23]. Let N be an S3PR, A non-empty set S ⊆ P is said to be a siphon in N if ·  S  ⊆   S  ·. When a siphon does not include other siphons, it is said to be a minimal siphon.





Definition 7

[24]. Let S be a minimal siphon in an S3PR N. A minimal siphon S is said to be strict if ·  S   ⊊    S   ·. Let   Π   = {S1, S2, S3, …, Sk} be a set of SMSs of N. We have  S  =   S   A  ∪    S   R,   S   R =   S   ∩   PR, and   S  A =  S  \   S  R, where   S  A denotes the places of operations and   S  R denotes the places of resources.





Definition 8

[23]. Let r ∈ PR be a reliable resource place in an S3PR N. The operation places that use r are known as the set of holders of r, indicated by H(r) = {p\p ∈ PA, p ∈ .r ∩ PA ≠ ∅}.    [ S ]    is said to be the complementary set of S if    [ S ]     = ( U    r ∈  S R     H ( r ) )  ∖ S  A   .





Definition 9

[24]. Let (Na, Ma) and (Nb, Mb) be marked Petri nets; Ni = (Pi, Ti, Fi, Wi), where i = a, b. We call (N, M) with N = (P, T, F, W) a synchronous net resulting from the integration of (Na, Ma) and (Nb, Mb) and denote it as (Na, Ma) ∥ (Nb, Mb) when the following conditions are satisfied: (1) P = Pa ∪ Pb, and Pa ∩ Pb = ∅. (2) T = Ta ∪ Tb. (3) F = Fa ∪ Fb. (4) W (e) = Wi (e), where e ∈ Fi, i= a, b. (5) M(p) = Mi (p), where p ∈ Pi, i = a, b.





Definition 10

[25]. Let (N, Mo) be an S3PR with N = (PA ∪ {p0} ∪ PR, T, F, Mo). The deadlock controller for (N, Mo) developed by Ezpeleta et al. [1] is denoted as (V, MVo) = (PV, TV, FV, MVo), where (1) PV = {VS \ S ∈   Π  } is a set of control places. (2) TV = {t \ t ∈ ·VS ∪VS·}. (3) FV ⊆ (PV × TV) ∪ (TV × PV) is the set of directed arcs that join the control places with transitions (and vice versa). (4) For all VS ∈ PV, MVo (VS) = MVo (S) – 1, where MVo (VS) is called an initial marking of a control place VS.





We call (NV, MVo) a controlled Petri net model resulting from the integration of (V, MVo) and (N, Mo), denoted as (V, MVo) ∥ (N, Mo). A control place or monitor is inserted to each SMS to ensure the liveness of a Petri net, and all SMSs can never be unmarked. The proposed policy is simple and guarantees success. However, it leads to a more complex Petri-net-controlled system than the original Petri net model, because the number of added monitors is equal to that of the SMSs in the target Petri net model, and the number of associated arcs is larger than that of the added monitors. According to the strict minimal siphon concept, the developed deadlock prevention approach proposed by [1] is described by Algorithm 1.






	Algorithm 1: Strict minimal siphon-based algorithm



	Input: Original S3PR Petri net model (N, Mo)



	Output: Controlled net (NV, MVo).



	Step 1: Compute the set of SMS    Π    for N.



	Step 2: for each S ∈  Π  do

	
Add a control place VS. /* By using Definition 10.*/



	
Add Vs output arcs; all arc weights are unitary. /* By using Definition 10.*/



	
Add Vs input arcs; all arc weights are unitary. /* By using Definition 10.*/



	
Compute MVo(VS). /* By using Definition 10.*/








	  end for



	Step 3: Output a controlled net (NV, MVo).



	Step 4: End








Consider the S3PR Petri net model shown in Figure 1. The Petri net model involves eleven places and eight transitions. The places can be described as the following set partition: P0 = {p1, p8}, PR = {p9, p10, p11}, and PA = {p2, p3, …, p7}. The model has 20 reachable markings and eight minimal siphons, three of which are SMSs. The siphons are S1 = {p4, p7, p9, p10, p11}, S2 = {p4, p6, p10, p11}, and S3= {p3, p7, p9, p10}. According to Definitions 2, 3, and 5




	(1)

	
For S1: SA = {p4, p7}, SR = {p9, p10, p11}, H (p9) = {p2, p7}, H (p10) = {p3, p6}, H (p11) = {p4, p5}, [S1] = {p2, p3, p5, p6}, ·VS1 = {t3, t7}, VS1· = {t1, t5}, and MVo (VS1) = 2.




	(2)

	
For S2: SA = {p4, p6}, SR = {p10, p11}, H (p10) = {p3, p6}, H (p11) = {p4, p5}, [S2] = {p3, p5}, ·VS2 = {t3, t6}, VS2· = {t2, t5}, and MVo (VS2) = 1.




	(3)

	
For S3: SA = {p3, p7}, SR = {p10, p11}, H (p10) = {p3, p6}, H (p11) = {p4, p5}, [S3] = {p2, p6}, ·VS3 = {t2, t7}, VS3· = {t1, t5}, and MVo (VS3) = 1.









After monitors have been added using Algorithm 1, we obtain the controlled Petri net model shown in Figure 2.



Definition 11.

Let (N, Mo) be an S3PR with N = (PA ∪ {p0} ∪ PR, T, F, Mo). The deadlock controller for (N, Mo) developed in Ezpeleta et al. [1] is denoted as (V, MVo) = (PV, TV, FV, MVo). Here, (V, MVo) can be reduced and replaced by a colored common deadlock control subnet, which is a PN NDC = ({pcombined}, {TDCi ∪ TDCo}, FDC, Cvsi), where pcombined is called the merged control place of all monitors PV = {VS \ S ∈   Π  }. TDCi = {t \ t ∈ •VS}. TDCo = {t \ t ∈ VS•}. FDC ⊆ ({pcombined}× {TDCi ∪ TDCo}) ∪ ({TDCi ∪ TDCo}× {pcombined}) is the set of arrows that join the merged control place with transitions (and vice versa). Ccri is the color that maps pcombined into colors Cvsi ∈ SC, where SC = ∪i∈Vs {Cvsi}. (NDC, MDCo) is called a colored common deadlock control subnet. For all VS ∈ PV, MDCo (pcombined) = ∑MVo(VS), where MDCo (pcombined) is an initial token with the colors marking of the merged monitor.





Figure 3 shows pcombined, the merged control place of all monitors PV of the controlled Petri net model from Figure 2, according to Definition 6.



The output arcs of pcombined are connected to the source transitions TDCo, which lead to the sink transitions of S. Transitions Vsi• for all monitors PV augmented from Algorithm 1 are defined as VS1· = {t1, t5}, VS2· = {t2, t5}, and VS3· = {t1, t5}. Thus, TDCo can be denoted as TDCo = ∪i∈Vs{VSi·}, so TDCo = {2t1, t2, 3t5}, as shown in Figure 4.



The input arcs of pcombined are connected with the output of   S  , denoted as TDCi. Transitions ·Vsi for all monitors PV augmented from Algorithm 1 are defined as ·Vs1 = {t3, t7}, ·Vs2 = {t3, t6}, and ·Vs3 = {t2, t7}. Thus, TDCi can be represented by TDCi = ∪i∈Vs{·Vsi}, so TDCi = {t2, 2t3, t6, 2t7}, as shown in Figure 5.



Moreover, MDCo (pcombined) = ∑MVo (VS) = MVo (VS1) + MVo (VS2) + MVo (VS3) = 2 + 1 + 1 = 4. Thus, in the model of the Petri net from Figure 2, we have three color types: SC = {Cvs1, Cvs2, Cvs3}. Therefore, the total number of colored tokens is 4: we have two tokens of Cvs1 color, one token of Cvs2 color, and one token of Cvs3 color, as shown in Figure 6.



Definition 12.

Let (N, Mo) be an S3PR with N = (PA ∪ {p0} ∪ PR, T, F, Mo) and (NDC, MDCo) a deadlock controller for (N, Mo) created by Definition 11 with NDC = {pcombined}, {TDCi ∪ TDCo}, FDC, Cvsi, MDCo). We call (NC, MCo) a controlled marked Petri net, denoted as (NC, MCo) = (N, Mo) ∥ (NDC, MDCo) and called the composition of (N, Mo) and (NDC, MDCo), where NC = (PA ∪ {p0} ∪ PR ∪ {pcombined}, T ∪ TDCi ∪ TDCo, F ∪ FDC, CR, MCo) be a colored controlled marked S3PR, and R(NC, MCo) be its reachable graph.





Theorem 1.

The colored controlled net (NC, MCo) is live.





Proof. 

We must prove that all transitions T, TDCi, TDCo in (NC, MCo) are live. No strict minimal siphon is emptied. In addition, no new strict minimal siphon is created, since all t1 ∈ T are live. For all t2 ∈ TDCi; if ∀pi ∈    •    t2, MC(pi) > 0, then t2 can fire in any case because it is uncontrollable. Thus, MC (pcombined) > 0, for all t3 ∈ TDCo, if MC (pcombined) > 0, then t3 can fire. Therefore, controlled net (NC, MCo) is live. □





According to the concepts of SMSs and colored Petri nets, the developed policy is stated in Algorithm 2.






	Algorithm 2: Integrated Strict Minimal Siphon And Colored Petri Nets-Based Algorithm



	Input: Petri net models (N, Mo) and (V, MVo).



	Output: Colored controlled S3PR Petri net (NC, MCo).



	Step 1: Combine all monitors PV into one monitor (pcombined), considering the following steps:

	
Add pcombined output arcs TDCo. /* By Definition 11.*/



	
Add pcombined input arcs TDCi. /* By Definition 11.*/



	
Define colors for monitors PV /* By Definition 11.*/



	
Compute MDCo (pcombined) = ∑MVo (VS), where MDCo (pcombined) is an initial token with the colors marking of a merged monitor. /* By Definition 11.*/








	Step 2: Insert the combined monitor into the Petri net model (N, Mo). The obtained net is denoted as (NC, MCo).



	Step 3: Output (NC, MCo).



	Step 4: End








Figure 7 shows the proposed single controller for the controlled Petri net model from Figure 2 by using Algorithm 2. In the net shown in Figure 7, when transition t1 fires, the system selects only one token from input place p1, one token from resource place p9, one token of color Cvs1 from pcombined, and one token of color Cvs3 from pcombined, and it transfers them into p2. Moreover, when transition t2 fires, the system selects only one token from operation place p2, one token from resource place p10, and one token of color Cvs2 from pcombined and transfers them into p3. When transition t5 fires, the system selects only one token from input place p8, one token from resource place p11, one token of color Cvs2 from pcombined, one token of color Cvs2 from pcombined, and one token of color Cvs3 from pcombined and transfers them into p5. When transition t2 fires, it creates a color Cvs3 on the tokens from p2 and p10 and transfers them into common place pcombined. In addition, when the transition t3 fires, it creates two colors Cvs1 and Cvs2 on the tokens from p3 and p11 and transfers them into place pcombined. Moreover, when transition t6 fires, the system creates a color Cvs2 on the tokens from p5 and p10 and transfers them into place pcombined. Finally, when transition t7 fires, the system creates two colors Cvs1 and Cvs3 on the tokens from p6 and p9 and transfers them into pcombined.



By default, colors are inherited: when a transition TDCo fires, the system gathers all colored tokens from the input place pcombined and then transfers these colored tokens to the output place pi. However, color inheritance can be prohibited by overriding.



After implementing a Petri net model shown in Figure 7 by using the GPenSIM code, we usually obtain three files: the Petri net definition file (PDF), common processor file (COMMON_PRE file), and main simulation file (MSF). Figure 8 shows the resulting PDF file and defines the static Petri net model by declaring the sets of places, transitions, and arcs. Figure 9 shows the MSF file used to compute the simulation results. Figure 10 displays the resulting MSF COMMON_PRE file and defines the conditions for the enabled failure and recovery transitions to start firing based on the colored tokens, mean time to failure, and mean time to repair.



To make the work more solid and well-positioned, we have developed a Trust-based colored controlled Petri net (TCCPN) [26,27,28,29] and comparing the proposed work with relevant TCCPNs.



Definition 13.

Let (N TM, M TMo) be a Trust-based colored controlled Petri net (TCCPN) S3PR with NTM = (PA ∪ {p0} ∪ PR ∪ {pcombined}, T ∪ TDCi ∪ TDCo, F ∪ FDC, CR, η, τ, ψ, MTMo), and R (N TM, MTMo) be its reachable graph, where




	1. 

	
η is the arcs weight, which denotes the importance or probability of input arcs into a transition. If there is an arc (p, t), η (p, t) = c indicates there is a probability of η (p, t) encouraging the token entering t from p. If the token has a capacity h, the new capacity will be h * c.




	2. 

	
τ is a time guard for transition t ∈ (T ∪ TDCi ∪ TDCo), τ: t → [e, f], τ (t) indicates transition t can only fire during e and f. Particularly, if e = f, that indicates the transition can only occur through e.




	3. 

	
ψ is the threshold of token in p ∈ (PA ∪ {p0} ∪ PR ∪ {pcombined}), ψ: p → R, and R is a real type data. Ψ (p) = r1, indicates when the number of tokens in p is less than or equal to r1, p can reach a new position.











To model a TCCPN, there are many types of factors that can have an influence on trust in colored controlled net S3PR, and a non-negative real number can represent the value of each factor type. An assessment process will consume factors for aggregating a new trust value. We use Ein to characterize the input factors consumed and use Eout to characterize the aggregation trust value. For an assessment process APk, Ein(APk) is related to the input place and Eou (APk) is related to the output place. There are rules for firing transitions in a TCCPN and are stated as below:



Definition 14.

Let (N TM, M TMo) be a Trust-based colored controlled Petri net (TCCPN) S3PR with NTM = (PA ∪ {p0} ∪ PR ∪ {pcombined}, T ∪ TDCi ∪ TDCo, F ∪ FDC, CR, η, τ, ψ, MTMo), a transition Tk under the marking M can be fired when the following conditions are satisfied:




	1. 

	
t ∈ τ(Tk)




	2. 

	
Ein(APk) > 0




	3. 

	
Eout(APk) ≥ Ψ(pi)




	4. 

	
for all p ∈ ·t, M(p) ≥ W (p, t)









where τ(t) is the valid firing time in TCCPN, and Ein (APk) is the current value of the token in the input place. Eout (APk) is the current value of the token in the output place, and Ψ (pi) is the threshold for entering pi. Note that an assessment process APk may have more than one input place and output place.





In addition, there are rules for new markings, when a transition t fires, a token value can be changed and it will be kept in a new place because of the threshold, Eout(APk) =     ∑   i = 1   n f     ηi * Eini(APk), where nf is the number of input factors. Then, the new marking will be changed as M′(p) = M(p) − W(p, t) + W(t, p). In order to demonstrate the TCCPN, reconsider Figure 7, it describes a system as follows:




	
τ(t): τ(t1) = 0, τ(t2) = 3, τ(t3) = 2, τ(t4) = 4, τ(t5) = 0, τ(t6) = 4, τ(t7) = 5, τ(t8) = 3;



	
Mo = (p1 p2 p3 p4 p5 p6 p7 p8 p9 p10 p11 pcombined) = (3 0 0 0 0 0 0 3 1 1 1 4);



	
Assessment process is a combined place Apcombined



	
The input assessment process is Tk = {t2,2t3, t6, 2t7}



	
The importance on arcs: η (p2, t2) = 0.5, η(p10, t2) = 0.5, η(p3, t3) = 0.5, η(p11, t3) = 0.5, η(p5, t6) = 0.5, η(p10, t5) = 0.5, η(p6, t7) = 0.5, η(p9, t7) = 0.5



	
The factors’ values of Ein (Apcombined): if t2 enabled, Ein1(Apcombined) = (1, 1), if t3 enabled, Ein2(Apcombined) = (2, 2), if t6 enabled, Ein3(Apcombined) = (1, 1), if t7 enabled, Ein4(Apcombined) = (2, 2).



	
Ψ(p): Ψ(p1) = 0, Ψ(p2) = 0, Ψ(p3) = 0, Ψ(p4) = 0, Ψ(p5) = 0, Ψ(p6) = 0, Ψ(p7) = 0, Ψ(p8) = 0, Ψ(p9) = 0, Ψ(p10) = 0, Ψ(p11) = 0, and Ψ (pcombined) ≤ 4








Places p1, p2, p3, p4, p5, p6, p7, p8, p9, p10 and p11 obtain tokens unconditionally, their thresholds are set as zero. t2, t3, t6, t7 represent the four transitions that can fire. If any of four transitions fires, new tokens with colors are built. For example, when transition t2 fires, it creates a color Cvs3 on the tokens from p2 and p10 and transfers them into common place pcombined. For transition t2, there are two factors: p2 and p10



Eout(Apcombined) =     ∑   i = 1   n f     ηi * Eini (Apcombined) = η1* Ein1(Apcombined) + η2* Ein2(Apcombined) = 0.5*1 + 0.5*1= 1. Since if the current tokens in pcombined place + 1 ≤ 4, pcombined can be reached.



If transition t3 fires, it creates colors Cvs1 and Cvs2 on the tokens from p3 and p11 and transfers them into common place pcombined. For transition t3, there are two factors: p3 and p11



Eout(Apcombined) =     ∑   i = 1   n f     ηi * Eini (Apcombined) = η1* Ein1(Apcombined) + η2* Ein2(Apcombined) = 0.5*2 + 0.5*2 = 2. Since if the current tokens in pcombined place + 2 ≤ 4 pcombined can be reached.



When transition t6 fires, it creates a color Cvs2 on the tokens from p5 and p10 and transfers them into common place pcombined. For transition t6, there are two factors: p5 and p10



Eout(Apcombined) =     ∑   i = 1   n f     ηi * Eini(Apcombined) = η1* Ein1(Apcombined) + η2* Ein2(Apcombined) = 0.5*1 + 0.5*1 = 1. Since if the current tokens in pcombined place + 1 ≤ 4 pcombined can be reached.



If transition t7 fires, it creates colors Cvs1 and Cvs3 on the tokens from p6 and p9 and transfers them into common place pcombined. For transition t7, there are two factors: p6 and p9



Eout(Apcombined) =     ∑   i = 1   n f     ηi * Eini(Apcombined) = η1* Ein1(Apcombined) + η2* Ein2(Apcombined) = 0.5*2 + 0.5*2 = 2. Since if the current tokens in pcombined place + 2 ≤ 4 pcombined can be reached.



Finally, comparing the proposed work with a relevant developed TCCPN is shown in Section 4.




4. Case Study


In this section, we show the results of the experiments with the proposed approach. Specifically, we use an AMS example available in the literature: the AMS Petri net model given in Piroddi et al. [30], Chen et al. [8], Chen and Li [31], Chen et al. [32], and TCCPN [26,27,28,29]. The Petri net model is displayed in Figure 11; it includes 14 transitions and 19 places. The places can be described as the following set partition: P0 = {p1, p19}, PR = {p13, …, p18}, and PA = {p2, …, p14}. The properties of the developed Petri net models are obtained using the free GPenSIM tool [22]. We find that it has 282 reachable markings, and the system is not live (it has a deadlock).



We apply the proposed deadlock-prevention algorithm to this case study. Without considering recovery subnets, the system model has five SMSs that may be empty: S1 = {p7, p12, p13, p14, p15, p16, p17, p18}, S2 = {p5, p12, p13, p16, p17}, S3 = {p2, p7, p12, p14, p15, p16, p17, p18}, S4 = {p2, p7, p10, p12, p14, p15, p17, p18}, and S5 = {p2, p5, p12, p16, p17}. Based on the suggested deadlock-prevention algorithm (Algorithm 1), five monitors are inserted to protect the five SMSs from being emptied. The required control places using Algorithm 1 are designed as follows:




	(1)

	
•VS1 = {t7, t13}, VS1• = {t1, t9}, and MVo(VS1) = 5.




	(2)

	
•VS2 = {t4, t5, t13}, VS2• = {t1, t11}, and MVo(VS2) = 2.




	(3)

	
•VS3 = {t7, t13}, VS3• = {t1, t9}, and MVo(VS3) = 4.




	(4)

	
•VS4 = {t7, t11}, VS4• = {t1, t9}, and MVo(VS4) = 3.




	(5)

	
•VS5 = {t4, t13}, VS5• = {t2, t11}, and MVo(VS5) = 3.









By Definition 11, a deadlock control subnet of the Petri net model illustrated in Figure 11 is NDC = (pcombined, {TDCi, TDCo}, FDC, Cvsi), where TDCo = {4t1, t2, t3, 3t9, 2t11}, and TDCi = {2t4, t5, 3t7, 4t13}. The initial token with a color marking of a combined monitor is MDCo(pcombined) = ∑MVo(VS) = MVo(VS1) + MVo(VS2) + MVo(VS3) + MVo(VS4) + MVo(VS5) = 5 + 2 + 4 + 3 + 1 = 15 tokens. Thus, in the Petri net model illustrated in Figure 11, there are five color types, which are SC = {Cvs1, Cvs2, Cvs3, Cvs4, Cvs5}. Therefore, the total number of colored tokens is 15: five tokens of color Cvs1, two tokens of color Cvs2, four tokens of color Cvs3, three tokens of color Cvs4, and one token of color Cvs5, as shown in Figure 11.



In the net displayed in Figure 11, when transition t1 fires, the system selects only one token from input place p1, one token from resource place p17. Additionally, the system selects tokens from pcombined: one token of color Cvs1, one token of color Cvs2, one token of color Cvs3, and one token of color Cvs4. If transition t2 is fired, the system selects only one token from place p2, one token from resource place p16, and one token of color Cvs5 from pcombined. Moreover, when transition t3 fires, the system selects only one token from input place p2, one token from resource place p13, and one token of color Cvs3 from pcombined.



If transition t9 fires, the system selects only one token from input place p19, one token from resource place p18, one token of color Cvs1 from pcombined, one token of color Cvs3 from pcombined, and one token of color Cvs4 from pcombined. In addition, when transition t11 fires, the system selects only one token from input place p9, one token from resource place p15, one token from resource place p17, one token of color Cvs2 from pcombined, and one token of color Cvs5 from pcombined.



When transition t4 fires, the system creates two colored tokens—one of color Cvs2 and one of color Cvs5—and transfers them into the common place pcombined. Moreover, when transition t5 fires, the system adds color Cvs2 to the tokens and transfers them into the common place pcombined. If transition t7 fires, the system creates three colored tokens—one of color Cvs1, one of color Cvs3, and one of color Cvs4—and transfers them into the common place pcombined. Finally, when transition t13 fires, the system creates four colored tokens—one of color Cvs1, one of color Cvs2, one of color Cvs3, and one of color Cvs5—and transfers them into the common place pcombined.



To test and validate the developed GPenSIM code, we compared it with the methods in Piroddi et al. [30], Chen et al. [8], Chen and Li [31], Chen et al. [32], and TCCPN [26,27,28,29]. The simulation was undertaken for 480 min. After running and simulating the Petri net model in MATLAB, we obtained the results summarized in Table 2 and Table 3. Table 2 shows the results in terms of the number of monitors, number of arcs, liveness, and reachable marking. We observe that the proposed approach provides a supervisor with only a single control place and 9 arcs, both of which are minimal compared with other techniques in Piroddi et al. [30], Chen et al. [8], Chen and Li [31], and Chen et al. [32]. Table 3 displays the results in terms of utilization of the robots and machines, throughput of Part A and Part B, work-in-process (WIP), and total time in system (throughput time). In terms of the resource utilization, all methods obtain approximately the same values, as shown in Figure 12. Moreover, from the viewpoint throughput, the proposed method can provide greater throughput than other techniques as shown in Figure 13. In term of WIP, the proposed method leads to better WIP than the other techniques as shown in Figure 14. With respect to throughput time of Part A and Part B, overall, the proposed method can obtain less throughput time than other techniques as shown in Figure 15 and Figure 16. Therefore, the proposed method is valid, it can give sufficiently accurate results, and it can potentially be applied to other cases.




5. Conclusions


In this paper, we introduce a two-step controlled deadlock policy. In the first step, we create a Petri net controlled model using the deadlock prevention method based on SMSs proposed by [1]. In the second step, all control places obtained after the first step are merged into a single control place based on the colored Petri nets to mark all SMSs. We compare the proposed method with the methods of Piroddi et al. [30], Chen et al. [8], Chen and Li [31], and Chen et al. [32], and TCCPN [26,27,28,29]. According to our results, the proposed controller is more powerful, has a simpler structure, and does not need to calculate reachability graphs; therefore, it has low-overhead computation. The most challenging research topic in the future is that the controlled system that developed by previous deadlock control approaches may undergo changes of control requirements and specifications such as:




	
Adding or removing a machine



	
New production ratio



	
Adding new product



	
Changing a resource capacity



	
Resource faults and raw-material processing in a faulty resource



	
The processing routes of the system are changed



	
System contain uncontrollable transitions








When a system has these problems, a system needs to be reconfigurable. Then the deadlock-free system can have deadlocks. Therefore, the proposed robust deadlock control policy needs to be extended to improve efficiency for rapid and valid reconfiguration of Petri net-based supervisory controllers for reconfigurable manufacturing systems.
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Figure 1. S3PR Petri net model of an AMS. 
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Figure 2. Controlled S3PR Petri net model. 
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Figure 3. Merged control place for all monitors PV. 
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Figure 4. Output arcs of pcombined for all monitors PV. 
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Figure 5. Output arcs of pcombined for all monitors PV. 
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Figure 6. Merged controller for all monitors PV. 
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Figure 7. Colored controlled S3PR Petri net model Algorithm 2. 
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Figure 8. PDF file of the colored controlled S3PR Petri net model from Figure 7. 
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Figure 9. Part of the MSF file of the colored controlled S3PR Petri net model from Figure 7. 
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Figure 10. Part of the COMMON_PRE file of the colored controlled S3PR Petri net model from Figure 7. 






Figure 10. Part of the COMMON_PRE file of the colored controlled S3PR Petri net model from Figure 7.



[image: Processes 08 00021 g010]







[image: Processes 08 00021 g011 550] 





Figure 11. Colored controlled Petri net model of the system. 






Figure 11. Colored controlled Petri net model of the system.



[image: Processes 08 00021 g011]







[image: Processes 08 00021 g012 550] 





Figure 12. Comparison of utilization for the Petri net model from Figure 11. 
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Figure 13. Comparison of throughput for the Petri net model from Figure 11. 
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Figure 14. Comparison of work-in-process for the Petri net model from Figure 11. 
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Figure 15. Comparison of throughput time of Part A for the Petri net model from Figure 11. 
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Figure 16. Comparison of throughput time of Part B for the Petri net model from Figure 11. 
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Table 1. The advantages and disadvantages of GPenSIM compared to CPN Tools.
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	Tool
	Advantages
	Disadvantages





	GPenSIM
	
	
Simple, easy to learn, and use.



	
Easy to extend.



	
GPenSIM runs on MATLAB, it is easy to interconnect with other toolboxes.





	
	
Limited functionality.



	
The user is supposed to extend the primitive functions offered or to develop their own functions.








	CPN Tools
	
	
A large number of functions available.



	
Has been used to model large systems.





	
	
Quite complicated, as this is a product of several researchers, extending the tool into diverse directions over a period of 20 or more years.



	
Lack of user manual deprives new users.
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Table 2. Comparison with the existing policies: number of monitors, number of arcs, liveness, and reachable marking.
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	Parameters
	Chen et al. [8]
	Piroddi et al. [30]
	Chen and Li [31]
	Chen et al. [32]
	TCCPN[26,27,28,29]
	Proposed Method





	Monitors
	8
	5
	2
	2
	1
	1



	Arcs
	37
	23
	12
	12
	9
	9



	Liveness
	Live
	Live
	Live
	Live
	Live
	Live



	Reachable marking
	205
	205
	205
	205
	205
	205
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Table 3. Comparison with the existing policies: utilization throughput, work-in-process, and throughput time.






Table 3. Comparison with the existing policies: utilization throughput, work-in-process, and throughput time.





	Parameter
	Chen et al. [8]
	Piroddi et al. [30]
	Chen and Li [31]
	Chen et al. [32]
	TCCPN [26,27,28,29]
	Proposed Method





	M 1 utilization%
	18.75
	17.7083
	17.7083
	17.7083
	17.7083
	17.7083



	M 2 utilization%
	35
	33.3333
	33.3333
	33.3333
	34.5833
	33.9583



	M 3 utilization%
	12.5
	13.75
	14.375
	14.375
	11.875
	12.5



	M 4 utilization%
	22.5
	21.6667
	20.8333
	20.8333
	23.3333
	22.5



	R 1 utilization%
	39.5833
	40
	40.4167
	40.4167
	39.1666
	39.58333



	R 2 utilization%
	29.375
	30
	30
	30
	30
	30



	Throughput of Part A (unit)
	20
	21
	20
	20
	19
	24



	Throughput of Part B (unit)
	26
	25
	26
	26
	27
	23



	Work-In-Process
	3.9271
	3.93331
	3.8480
	3.9667
	3.4938
	3.3854



	Throughput time of Part A (min)
	23.9500
	22.8571
	24
	23.9235
	25.2105
	19.9583



	Throughput time of Part B (min)
	18.4230
	19.200
	18.3321
	18.4615
	17.7407
	20.8260











© 2019 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).






media/file13.jpg





media/file4.png
t3
t;
£3
ts
t

t;

1
2
3

t
t
t
t
£
ts






media/file30.png
Time

27

25

2

w

2

=

1

(o)

1

~

15

Throughput time of Part A

Chen et al. [8] Piroddi et al. [24] Chen and Li [25] Chen et al. [26] TCCPN [26-29] Proposed method





media/file18.png
B Editor - E\Phd\PhD thesis\PhD thesis\Matlab\Proposal examples\ Thesis Case study\Controled Petri net without failure one placel...

*| Thesis 2P_pdfm x| Thesis.2P.m x| COMMON_PREm* x

L= klear all; clc; ~
2

2= global glckbal info; % user data

4 — glocbal info.STOP AT = 200;

5 = global info.DELTA TIME = 1:

8 — glcbal info.cr = {'C v=l1','C wvs2','C v=s3'}; % color of failure palces 'A'-'E'

7 % petri net structure

8 - pns = pnstruct ('Thesis ZF pdf'): % create petri net structure

&= dyn.m0 = {'pl',3, 'p8',3,'ps',1,'plC',1,'pll',1,'pDIv=sl",1, 'pDIvs2', 1, "pDIvs3",
10 = dyn.ft = {'t2',3,'t3",2,"'t4"'",4,'te",4,'L7",2,"'"CE8",3,"allothers",0.000001};

11 — pronsys (pns, dyn):;

12 - pni = initialdynamics (pns, dyn):

13 % simulation results

14 — sim = gpensim(pni); % perform simulation runs

15 — pross({sim); % print the simulation results

lé % procolormap results

17 — pronfinalcolors (sim) ;

18 - proncolormap (sim, {'pll',"'pl0"}):

15 % Transition utilization
20 — duartion martix = extractt(sim, {'cl®,'t2', "t3', ‘'t4’', "'C5°,'CEef, LT, TEE )
21 — disp('Imartion Martix:"};
22 — disp(duartion martix);
23 — occupancy martix = occupancy(sim, {'tl‘",‘'tZ', 't3"', 't4', ‘"t5',"'te’', "7, "tE})
24 — disp('Cccupancy HMartix:'):
25 — disp (occupancy martix');
26 % firing seg v

< - e >






media/file21.jpg
11 color, 1.2 ooy,

e
w (¢
o2

1Cmcoorand £,
TS o

ety

1§ Camtctor, 1 €15 oo,
i1 Gt 4

1€ oo o
TS o

LT

B8 1 oot 1ol

o1 ot

o

@
®cm
®cw
®
@ s

3
PA
wor





media/file26.png
30
25
2

-

1

Part
()]

1

oS o O

Throughput

m Part A
m Part B

Chenetal. [8] Piroddietal. ChenandLi Chenetal. [26] TCCPN [26-29]  Proposed
[24] [25] method





media/file27.jpg
Work-In-Process
4

=
5
2
5
g1
5
o B
2| I
ai s
) | C

Chenetal. [8] - Piroddi etal. [24] Chen and Li [25] Chen ctal. 26] TCCPN [26:29] Proposed method






media/file3.jpg
P
PA
1ot






media/file22.png
Developed
controller

p combined

1 C_vs2colorand ¢,

1 C_vs4 color
1 C_vs5 color

P4 t; 1 C_vs5 color
1 C_vs2 color ¢; 1

t; 1 C_vs3 color
1 C_vs1color, 1 C_vs3 color 3

3
) A
and 1 C_vs4 color t7/ 4 5 ty 1 C_vs1color, 1 C_vs3 color,

and 1 C_vs4 color
¥ E11

1 C_vs1 color, 1 C_vs2 color, 1 C_vs2 color and 1 C_vs5 color

1 C_vs3 color and t13
1 C_vs5 color

t14 £

P19
PB
12/02

1 C_vs1 color, 1 C_vs2 color, 1 C_vs3 color and

O C_vs1
© c_vs2
. C_vs3
@ s

Q C_vs5

PA
I1/01





media/file19.jpg
| e 2 patm x| Thess 0

* common st |

Tumcrion {fire, cransision] = COMON_FRE (szansivion)

2- | gionas grovel_incor

a v eemeeStass combined Placesmmeemeemememeemnee
5= | if seecmp(esensiion.name, o1,

e CoRIDL = SoxenXCotos (‘pecebined L, '€ vai 1)

2z “ortne = coxentxcator (pecebined 1, ' vs3 1 |

o Seiecte_soxens = [SOKIDL CoXTDa); ¥ tokens ©o be zemsved
s fize = a11 (selected_toxens); 4 mist nave hoch "va3" sna "uad"
n- Cransicion.overeide = 1; 4 only sun a3 color - WO irherizance
13- | it seremp(srensicion.name, ‘21,

2 - CokID2 = cokenXCalor (‘pecebined 1, (C_vsE )3

v- 5t sokIna 50,

2o - Sransstion. selected tokens = SoKIDE: ) tokens 5 be zemsved
P gy

- Cransision.overide = 1 4 only sum a5 color - MO inherizence
a- e

2- sz m o





media/file7.jpg
Control places by Policy 1

tﬂé'( B .






media/file28.png
WIP

Work-In-Process

Chen et al. [8] Piroddi et al. [24] Chen and Li [25] Chen et al. [26] TCCPN [26-29] Proposed method





media/file10.png
Control places by Policy r
r

o
:}@4 t; = — R | t, Pcombined
ts t
N






media/file32.png
Time

21.5
21
20.5
20
19.5
19
18.5
1

0¢]

17.5

17

Throughput time of Part B

Chen et al. [8] Piroddi et al. [24]Chen and Li [25] Chen et al. [26] TCCPN [26-29] Proposed method






media/file14.png
P combined

1 C_vs3 color ty

1 C_vs1 color and t; 1 C_vs1 color and

y

1 C_vs2 color
P 3 Ds \2 ‘, 1 C_vs3 color
PA PB 1C_vs2 color  tg 1 C_vs2 color
11/01 12/02 3

1 C_vs1color and /
1 C_vs3 color l’7

O C vs1 O C_vs2 . C _vs3






media/file11.jpg
Control places by Policy 1

v e
4 & e et 1C.ust cotorand
Vs 1C_vs3 color
& 2 & b S
TN [~ — e 1 Cnzcar
ts te
Va

i, 1zt
1€ v ol

1 Cnretorans
i :>@< 4 TG b
2 4

@ @ @cw





media/file6.png
Control places by Policy 1

t 1 I VS1 I t 3 Pcombined
Rl g T
———>
tz st t3
t5 t6
|y

t1:}@+< t,
L5 I t7





media/file15.jpg
Thess 2%.m x| COMMON.PREm"

Funcion (pna) = Thesss_26_pat(

RGP name = ‘Feper Example: 26
Png.aez_of_Fs = ('bi®, '52, 'B3', 'BA", 'DS', 'PE",'BT", '68", 59, 'p0" , il
PAg.seT_of_Ts = (*cit,‘ta’, 'T3%, 'TA',"TST, 56", LT’ 'T8*, "CDIvAL', 'EDIvAZ!,
PRg.seT_of hs = ('Dl','tit,1, BS", el 1, ‘peombined:, 1tit,2, el B2 1,
P21, 12,3, 1pl0t, 152", 1, peombined’, 52", 1, 152", ‘P3*, 1, 'E2%, "BS", 1, 'u2l |
1p3*,1E31,1, 1p11Y, 1531, 1, E3Y, “pAY, 1, PE3', BIOY, 1, 53, tpDivalt, 1, tuat, i)
AT, Teat, 1, teat, tRL L, e, pAL L, e N
1P81,1581,1, 1p11r, 1581, 1, peonbined’, 15,3, 158", B8, L,n s WSS
P51, 16,1, 1p10", 1567, 1, 16", 'D6Y,1, 'SEY, BLLY, 1, 'e6 , vpD2va2',
TBENLIET L, DSt T L, VT, BT L, e, 90, 1, 127, FpDaval
BT, 7c81,3, 158", 15811, 5", 168", 1, e

[






nav.xhtml


  processes-08-00021


  
    		
      processes-08-00021
    


  




  





media/file16.png
B Editor - E\Phd\PhD thesis\PhD thesis\Matlab\Proposal examples\Thesis Case study\Controled Petri net without failure o... &

©| Thesis 2P_pdf.m  x Thesis2P.m  x COMMON_PREm* x

Clffunction [png] = Thesis 2P pdf()

'Paper Example: 2ZP';

png. PN name
png.set of Ps =
png.set of Ts =
png.set of As

‘p2t,'t2', 1,

N s B I O I o I o I

el i e
W b = O

{‘'pl', 'p2', 'p3', 'p4', 'po', 'pe','p7','p8','ph','pl0', 'pll
{'tl','t2', 't3', 't4','t5','te','t7','t8', 'tDIvsl', 'tDIvs2],
{'pl','tl',1,'po','tl',1, 'pcombined', 'tl',2,'tl"', 'p2',1, ...
'plo','t2',1, 'pcombined', 't2',1, 't2', 'p3',1,'t2', 'po',1, 't2",
'pll','t3',1,'t3','p4',1,'t3', 'plo',1,'t3"', 'pDlvsl', 1, 't3',|'p
't4', 'pl',1,'t4', 'pll',1, ... 3r4;
'pll','t5',1, 'pcombined', 't5',3, 't5', 'p5',1, ... $t5;
'plo','t&',1,'te', 'p6',1,'te', 'pll', 1, 'te', 'ph2vs2',1, ...
'pa','t7',1,'t7', 'p7',1,'t7"', 'plo', 1, 't7", 'pD2wvsl',1, 't7", 'pD
'tg','p8',1,'t8','po',1, ... $t8;





media/file2.png
12/02






media/file20.png
[ Editor - E\Phd\PhD thesis\PhD thesis\Matlab'\Proposal examples\Thesis Case study\Controled Petri net without failure on

*| Thesis_2P_pdf.m x| Thesis 2P.m  x

COMMOMN_PRE.m* =

=

¥

laceh,...

1
2
3
4
3

10
11
12
13
14
13
le
17
13
1%
20
21
22

[-] function [fire, transition] = COMMCN PRE (transition)
global glckbal info;

% Start combined Places
% tl
if strcmp (transition.name, "'"tl'),
tokIDl = tokenEXColor('pcombined',1,{'C wv=sl1"});
tokIDZ = tokenEXColor('pcombined', 1, {'C v=s3"});
selected tokens = [tokIDl tokID2]: % tokens to be removed

fire = all(selected tokens); % must have both "wvs3" and "wvs4"

if strcmp (transition.name, "'t2'),

tokID2 = tokenEXColor('pcombined',1,{'C wvsZ'});

if tokID2 >0,

transition.selected tokens = tokIDZ; % tokens to be removed

fire = 1;

transition.override = 1; % only sum as color - HO inheritance
else

fire = 0;

transition.selected tokens = selected tokens; % tokens to be removed
transition.override = 1; % only sum as color - HO inheritance
return;
end;






media/file23.jpg
Utilization

35
aM1
aM2
M3
M4
i aR1
o a2
0

Chenetal. Piroddiet Chenand Li Chenetal. TCCPN  Proposed
181 a4 [25] 26 [2629]  method






media/file5.jpg
Control places by Policy 1

t; Pcombined





media/file24.png
Utilization %

()

45
40

3
3
2

S e O

wn O

Chen et al.
[8]

al. [24]

Utilization

125]

26]

TCCPN
[26-29]

Piroddi et Chen and L.i Chen et al.

Proposed
method

mEM 1
mM?2
mM3

mR1






media/file29.jpg
Thoughout ime of Par A

Chenetal [§]  Piroddictal. [24] Chen and Li [25] Chen cal. [26] TCCPN [26-29] Proposed method






media/file1.jpg
PB
12/02






media/file31.jpg
25
2
05
0
g5

“Throughput ime of Part B

Chene

LIS) Piroddi

al 24]Chen and Li

[25] Chenetal. [26] TCCPN [26:29] Proposed method





media/file25.jpg
Throughput

Chenctal (8] Piroddictal.  ChenandLi Chenetal. [26] TCCPN [2629]
1241 s3] buconr)

wPanA
=pan





media/file12.png
Control places by Policy 1

t, Vs ts Pcombined
1 C_vs3color t
¢ ¢ 1 C_vs1color and t
5 7 1 C_vs2 color t; 1 C_vs1 color and

Ve, /' 1 C_vs3 color

tz t3 tZ

:>@< = = =P 1C_vs2color tg 1 C_vs2 color

vs3

£ 1 C_vs1color, 1 C_vs2 color,
and 1 C_vs3 color

l‘1 t, 1 C_vs1color and /
:>@< 1 C_vs3 color t;
t 5 t7

O C_vs1 . C_vs2 . C_vs3





media/file9.jpg
Control places by Policy 1
oy ls

P

r———————
=
|

(AN






media/file0.png





media/file8.png
Control places by Policy 1

pcombined





media/file17.jpg
e eavho e D e Propoat s s piConoPes i itttk it © |
i 2t % s Pim x| COMMONIRER”

= Fiesr a1 qtes =

§=  Globl intoDELTA TIME =

€= Glomalinfo.ex = ['C_val, C_us2’, 'C_vad'h ¥ colox of failure paloes ‘A
2

.

5

O e ]

- Phs = pnstzuce (‘Taesia 2F_par’); A creace pecrs nes structure
- dyn.m0 = ('pL%,3, 'BE'3, 798", 1, 'pA0",1, 'BIA, 1, "BDIvaA" 1, 'pDIvs2", 1, BOIvA3',

0= Gynufe = (1520,3,°530,2, 54", 8, 6", 4, '£71,2, 158", 3, "e31ochers” 000000215

e prnsys s, aym);

- pas = inicialaymanics (pas, aym);

e 518 = gpensin(pni); ¥ perfors simulaticn runs

e penss(sim); 4 print the simalacion resuics

B e p——————

n- pratinaicolors (sim

i pracolommap(aim, ('piit, 51010}

1 B T

- duaction marcix = extracs(sim, (51’ 63, '3, (HAT,TES, 6, 16T, 1R85

- top(Dunceicn Maztixi )

2= atop (@areion mareix)

2o occupancy marcix = occupancy(st, ('Li','Ea%, 'T3', 'H4’, LS, TEE%, T, w0}

- atap(-oecipancy Hertixi'hs

as - asp(cecupancy_mazeix')

% —meetiring_seq amermee o






