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Abstract

:

The wire arc additive manufacturing (WAAM) process used to manufacture aluminum parts has a number of variables. This study focuses on the effects of the heat input and the current and voltage ratio on the deposition efficiency. The effects of the heat input and current and voltage ratio (V/A) on the bead geometry were analyzed, depending on the cross-sectional geometry of the deposition layers, for nine different deposition conditions. The deposition efficiency was also analyzed by analyzing the cross-sectional geometry of the thin-wall parts made of aluminum. The heat input range was about 2.7 kJ/cm to 4.5 kJ/cm; the higher the heat input, the higher the deposition efficiency. The maximum deposition efficiency achieved in this study was 76%. The current and voltage ratio was used to quantify the portion of voltage (V) in the total heat input (Q), and the effect on the bead geometry was analyzed. As the portion of voltage in the quasi heat input decreased by about 10%, it was found that the deposition efficiency was decreased by 1% to 3%.
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1. Introduction


Additive manufacturing (AM), also called 3D printing technology, provides 3D geometry by depositing various materials, such as metals, plastics, composites, polymer materials, ceramics etc., by inputting 3D-designed digital geometry information into a manipulator [1,2,3,4,5]. AM technology is largely divided into direct deposition and indirect deposition and can be subdivided into seven different technologies depending on the material [6]. Among these, metal-based AM technology is divided into four types depending on the heat source or processing method, among other factors, and is typically divided into powder bed fusion (PBF) and direct energy deposition (DED) technology, which use a laser heat source and metal powder [7]. Metal AM technology using a metal powder and a laser heat source has been optimized to achieve precise and complex geometry. Many studies in this area have been conducted because the properties of metal can be improved through a combination of metal powders and technology. However, there are limitations to the use of AM technology using high-density energy heat sources and metal powders. Although various geometries can be achieved and the properties of metal materials can be improved by the combination of powders, there are issues such as the deposition speed, product size limitations, high equipment cost and deposition materials (powders). Powder metal 3D printing technology has been applied to parts with a small special ability so far, and its application to large parts is limited [8,9].



Wire arc additive manufacturing (WAAM) technology is similar to the direct energy deposition (DED) method classified by ASTM (American society for testing materials), and this technology performs deposition by melting and depositing metal wires using an arc heat source. Generally, WAAM uses gas metal arc welding (GMAW) or gas tungsten arc welding (GTAW) methods, among several welding techniques, to perform continuous metal deposition [10]. WAAM is similar to DED-type 3D printing. The precision of parts is lower because it attaches thin metal wires such as in arc welding.



However, WAAM can use wires that are a half or a third cheaper than metal powder for DED, and there is no need to use expensive laser power sources. In addition, WAAM can deposit large parts faster than powder-type 3D metal printers. Therefore, WAAM is popular in the field of aerospace or shipbuilding where large structures are made [11,12].



WAAM technology is advantageous for the production of complex large parts that cannot be made with the traditional metal powder deposition technology. WAAM technology is being considered as an alternative to the existing casting or machining approaches for metals, which come with a high material loss. Recently, interest in WAAM technology in industries has been increasing, and research on metal deposition using existing commercial welding technology has continued [13,14,15,16].



The deposition uniformity of the WAAM process can reduce the material loss that happens during post-processing. While deposition using a general powder provides a stable surface roughness, WAAM has a very rough surface because a single bead geometry is made by melting and depositing a typical size of a minimum Ø0.8 mm to a maximum Ø4.3 mm wire. Martina et al. [17] explained the use of the deposition volume to assess bead roughness and investigated the efficiency of various welding techniques and conditions.



Köhler et al. [18] continuously stacked aluminum wires using WAAM and observed the changes in bead shapes and structures according to the interlayer temperature. As the wire feed and welding speed increased, the layer height decreased and the wall width increased. Furthermore, the higher the temperature was between passes, the greater the width and height of the aluminum walls were.



Fang et al. [19] compared the mechanical properties of aluminum-laminated parts according to the arc mode of a cold metal transfer (CMT) welder. It was reported that the mechanical properties differed due to the change of the arc mode under the same current and voltage conditions.



Zhang et al. and Xiong et al. [20,21] performed a study to modify the geometry of a single bead to increase efficiency during continuous deposition. Their study compared models of a parabola, cosine and arc to select the most optimized bead profile to represent a single bead shape and investigated how to smooth the surface condition of the deposited material. In addition, they investigated how to measure the bead height in real time during continuous deposition and improve the deposition efficiency by changing the welding conditions in real time based on the measured height.



In this study, basic experiments were performed to produce aluminum parts using WAAM, and the geometry of the deposition layers depending on welding conditions was observed. The effects of the heat input and current and voltage ratio on the bead geometry for nine different welding conditions (depositing conditions) were analyzed, and the depositing efficiency was also analyzed by analyzing the cross-sectional geometry of thin-wall parts made of aluminum.




2. Experiment Method


2.1. Experimental Systems


Figure 1 shows the combination of the robot system and MIG welding machine used in the welding experiment. A Fronius CMT welding machine was used, and a Motorman HP20D six-axis robot was employed as the motion provisioning unit. The accuracy of the motion system was 0.06 mm. The jig used in the welding experiment was designed to minimize the deformation of the substrate. To measure the temperature of the base material, a k-type thermocouple (GL240 model from GRAPHTEC, Irvine, CA, USA) was inserted into the 2 mm depth hole at the bottom of the substrate to measure the temperature of the base material, which was 5 mm in depth from the substrate surface. The sampling data rate for the temperature measurement was four times per second (250 ms).



This study consisted of two experiments undertaken to observe single-bead and multi-bead geometry. For the welding of a single bead, a working angle (θ1) of 90° and a contact tip to workpiece distance (CTWD, D1) of 15 mm were used.



For the experiments, 7075 series aluminum with a size of 250 mm (L) × 75 mm (W) × 7 mm (H) was used as the substrate. A 1.2 mm diameter ER5356 aluminum alloy wire was used as the deposition material. Ar (99.99%) was applied as a shielding gas for the welding torch, with a flow rate of 18 L/min.




2.2. MIG Welding Parameters for Deposition of Al Alloy


In the first experiment, the changes of the bead geometry were observed when a single bead was continuously deposited in nine different conditions. In the CMT welding process, the magnitude of the current (A) and voltage (V) was determined according to the feed amount of the welding wire. In addition, the magnitude of the voltage could be adjusted by finely adjusting the length of the arc. Six conditions for welding were selected through a preliminary experiment, shown as conditions 1 to 6 in Table 1.These were conditions in which the heat input was sequentially increased from 2.7 kJ/cm to 4.46 kJ/cm. Conditions 1 to 6 in Table 1 were the conditions used to observe the difference in bead shapes caused by the difference in heat inputs. In addition, three additional conditions were selected to observe the bead shape changes according to the ratio of current and voltage. The added three conditions are shown in Table 1 conditions 7 to 9 as conditions 1, 3 and 6, and each condition represents an experimental condition in which the current voltage ratio was lowered.



The welding conditions from 1 to 6 were determined by increasing the wire feed rate from 5 m/min to 7.5 m/min at 0.5 m/min intervals; conditions 7, 8 and 9 had a lower voltage than conditions 1, 3 and 6, as shown in Table 1. The welding speed was fixed at 30 cm/min to consider only the influence of current and voltage. A high ratio of current and voltage means that the ratio of the voltage involved in the total heat input increased. In terms of the heat input, the voltage and current were different. If the heat input remains the same, the same beads must be formed; however, the bead shapes were actually different. The reason for the difference in bead shapes was that the ratios of the voltage or current to the total amount of heat input were different. The differences between the heat inputs and the current and voltage ratios affected the geometry of a single beadm and the difference between the single bead geometry accumulated as the number of deposition increased, resulting in a difference in the geometry of thin-wall parts.



Multi-layer deposition was performed to observe the deposition efficiency according to welding conditions by implementing thin-wall parts. Aluminum thin-wall parts were deposited using a zigzag route for 15 layers, and a total of nine conditions were used as shown in Table 1. The length of the thin-wall parts was 150 mm. Figure 2 shows the thin-wall parts fabricated through 15 consecutive depositions using the same conditions as a single bead.





3. Results and Discussion


A total of nine conditions were used for the single-bead experiment and to produce the thin-wall parts. To analyze the geometry of the cross-section, the part was cut into the cross section from the center of the test piece. Polishing and etching were performed to closely observe the geometry of the cut section. Figure 3 shows the geometry of a single bead and the cross-sectional geometry of the thin-wall parts made from the continuous deposition of single beads. In Figure 3a–f, the overall heat input can be seen to have increased as the wire feed amount increased sequentially. The wire feed amount and the heat input (Q) had a proportional relationship [22]. In this study, the synergy line of the CMT welding process was used, and the amount of heat input was controlled by controlling the wire supply speed under the conditions provided. In addition, the current and voltage ratio was controlled by finely modifying the arc length. While the heat input per wire feed amount was kept constant at 0.5 to 0.59 kJ, the geometry of the beads was different. The geometry of a single bead affects the geometry of the beads that are deposited continuously; thus, the geometry of a single bead was closely observed to analyze this relationship. Figure 4 shows the results of continuous deposition experiments under the conditions shown in Table 1. It was found that the continuously deposited thin-wall parts had a narrow bead width at the root position, and a wall with a constant thickness was produced as the number of depositions gradually increased.



3.1. Effect of Heat Input Rate for Single Bead


To analyze the effect of welding conditions on the geometry of a single bead, the bead width (mm), bead height (mm), contact angle (°), bead radius (mm) and bead circle center position (mm) were measured as shown in Figure 5.



For a typical arc heat source, the heat input rate (Q) is calculated by the current (A), the voltage (V) and the welding speed (s) and process efficiency (   η w   ), and the relationship is shown in Equation (1).


  Q =   A × V  s   η w     (  J / cm  )   



(1)







Measurements of the changes in bead geometry parameters due to changes in the heat input (calculated by Equation (1)) were recorded. Figure 6 is a graphical representation of the bead geometry according to the heat input rate. Curve fitting was performed to clearly analyze the correlation between the heat input and bead shape. The R-square of the bead height for the heat input was 0.51, and the correlation between the heat input and the bead height was very weak. The R-square of all other output variables was 0.9 or higher, indicating a strong correlation. Figure 6a proves that the heat input and the bead width are proportional; as the heat input increases, the bead width continuously increases. Furthermore, the heat input and the wire feed amount is proportional; increasing the wire feed amount means that the bead size increases, so the bead width also increases. The bead radius increases as the wire feed amount increases. It was observed in our experiment that the amount of welding metal increases as the wire feed amount increases.



However, as shown in Figure 6b, the bead height cannot be easily explained in terms of heat input. No regular change in bead height was observed despite changes in heat input. However, the reason for the change in bead height when the heat input is 2.5 kJ/cm is higher than that of 4.5 kJ/cm seems to be that the smaller the heat input, the more heat energy is used to melt the wire rather than the base material. One of the pieces of evidence that can explain this is that, as shown in Figure 6e, the lower the heat input, the higher the center of the circle (that may represent a bead) from the substrate surface. When the center is positive, it means that the bead maintains a circular shape as much as possible due to the surface tension; this also means that the mixing portion in the welding metal formed by the melt substrate and wire is very small.



In addition, as shown in Figure 6c, it is observed that the smaller the heat input, the smaller the contact angle, and the larger the heat input, the larger the contact angle. It was found that, as the heat input increased, the contact area between the base material and the welding metal increased.




3.2. Effect of Current and Voltage for Single Bead


The definition of the current and voltage ratio is shown in Equation (2). As shown in Equation (1), the heat input rate for a typical arc heat source is calculated by the current, voltage and welding speed. Here, even under conditions of the same heat input, the ratio of the voltage to the total heat input can be controlled through the precise control of the current and voltage.



In this study, we observed the difference in bead geometry caused by the difference of the current and voltage ratio at similar heat inputs through the precise control of voltage and current. The definition of the current and voltage ratio is as shown in Equation (2).


   Current   and   voltage   ratio    =  V A   



(2)







A bead geometry according to the current and voltage ratio calculated by Equation (2) was observed.



Curve fitting was performed to clearly analyze the correlation between the heat input and bead shape, as well as to clearly analyze the correlation between the current and voltage ratio and bead shape. For the current and voltage ratio, the R-square of the bead height is 0.174, and the correlation between the current and voltage ratio and the bead height is very weak. The R-square of other output variables was about 0.7 or more, which means that there is a correlation.



As shown in Figure 7a, it is observed that the bead width decreased as the current and voltage ratio increased. The same is observed for the contact angle and radius, as shown in Figure 7c,d. In other words, the larger the portion of voltage in the total heat input, the smaller the bead width and the smaller the overall bead size, and the area fused to the base material becomes smaller. As shown in Figure 7a,c,d, the opposite pattern appears when the heat input is increased. For the bead height, the difference caused by the change of the current and voltage ratio is very irregular, and so it is difficult to infer any trend. As shown in Figure 7e, the position of the bead center is elevated gradually from the substrate surface as the current and voltage ratio increases. The reason why the bead center is elevated can be explained by the contact angle. As the portion of the voltage in the total heat input increases, the contact angle decreases and the bead geometry becomes closer to a circle. The closer the bead geometry is to a circular geometry, the more the area directly melted with the base material decreases, and so the deposition efficiency decreases.



Effect of Temperature


In similar heat input conditions, the change of the current and voltage ratio affects the maximum temperature of the base material (substrate). Figure 8 shows the change in temperature of the base material when the total heat input is similar and the current and voltage ratio is different. In Figure 8a, the total heat input is similar at 2.736 kJ/cm and 2.656 kJ/cm, but the temperature of the base material changes due to the difference in the current and voltage ratio. Figure 8b,c shows the temperature change caused by the decrease of the current and voltage ratio under similar heat input conditions. The decrease of the current and voltage ratio decreases the heat input rate delivered to the base material. In other words, as the portion of the voltage in the total heat input increases, the energy delivered to the base material decreases. The difference in energy delivered to the base material causes a difference in bead geometry during continuous deposition and affects the deposition efficiency.





3.3. Efficiency of Deposition


It was found that the geometry of a single bead, as described above, changes depending on the welding conditions (heat input, current and voltage ratio), and the geometry of a single bead is related to the efficiency of the continuous deposition. In general, WAAM-based fabrication quickly produces a very rough geometry through the continuous deposition of a single bead, and then achieves the final geometry of a product through cutting. In the traditional subtract process approaches, such as cutting and machining, the productivity is low because of the high material loss when using a bulk material; furthermore, the cutting time is long and the lifecycle of machining tools is short. Therefore, in WAAM technology, a uniform bead geometry is critical to minimize the material loss from the cutting and machining process and to maximize economic efficiency [23,24,25]. In this study, to evaluate the deposition efficiency of continuously deposited thin-wall parts, the cross section of the deposited material was analyzed as shown in Figure 9.



The deposition efficiency (   η d   ) was determined by Equation (3), where the usable area was divided by the total area; that is, the variable A1 is the cross-section area of the thin-wall parts deposited through WAAM and the variable A2 is the rectangle area obtainable from the deposited thin-wall parts. The cross-sectional profiles of the deposited thin-wall parts were measured using a 3D measuring device. The efficiency of deposition was determined by the ratio of the maximum area of the usable square to the total area of the deposited wall, from top to bottom.


   Efficiency   of   deposition     (   η d   )  =   A 2   A 1    ( % )   



(3)








3.4. Comparision of Deposition Efficiency


Figure 10 shows the results of analyzing the deposition efficiency according to the heat input. The higher the heat input, the higher the deposition efficiency. When the heat input is around 2.5 kJ/cm, the deposition efficiency is less than 60%. As shown in Figure 4a, the root of the thin-wall parts is found to be very narrow compared to the body. On the other hand, when the heat input is 4.5 kJ/cm, the deposition efficiency is over 70% and, as shown in Figure 4f, the root and body parts of the thin-wall parts have almost the same width. When the heat input is high, it is assumed that the heat source of the arc perfectly melts both the base material and the wire, so the bead width and contact angle are both increased, and this leads to increased deposition efficiency.



Based on Equation (3), the efficiency produced by the difference of the current and voltage ratio under similar heat inputs is compared. Figure 3 shows three cases of efficiency degradation caused by the difference of the current and voltage ratio under similar heat inputs. The left side of Figure 11 shows that the deposition efficiency decreased by about 2% when the current and voltage ratio decreased from 0.21 to 0.19 under the same welding conditions of a wire feeding speed at 5.0 m/min. In addition, the deposition efficiency decreased from 1% to 3% as the current and voltage ratio decreased when the wire feed speed was 6 m/min or 7 m/min each. The reason for the decreased deposition efficiency is assumed to be that the penetration depth and width of the bead decreased as the voltage decreased, and this led to the narrow root of the thin-wall parts. When the root portion of the thin-wall parts becomes narrow, the bottom surface of the square column reaches the maximum length of the root portion, although the bead width increases through continuous deposition and the resulting narrow root portion significantly affects deposition efficiency degradation.




3.5. Hardness Test Results


In order to confirm the change in mechanical properties that may occur due to the difference in the current and voltage ratio and heat input, the most easily accessible hardness measurement experiment was performed. The hardness was continuously measured from the bottom of the aluminum thin wall to the top of the substrate at 1 mm intervals. The hardness tests were performed using an HMV-G (Shimadzu, micro Vickers hardness tester, Kyoto, Japan). The experiment was performed by applying an indentation load of 490.3 mN (HV0.05) and an indentation time of 10 s. Figure 12 shows the results of hardness measurement according to different conditions (heat input, current and voltage ratio). The conditions of the maximum and minimum of the heat input and current and voltage ratio were compared. The blue line in Figure 12 shows a current and voltage ratio of 0.21, and the red line shows a current and voltage ratio of 0.15. Despite the difference in the current and voltage ratio, the two lines are located at 80 HV, and no significant difference is observed. Furthermore, there is no difference due to heat input rate. As a result of the hardness test, it was confirmed that the hardness did not change due to the difference in the heat input and current and voltage ratio in the welding conditions used in this study.





4. Conclusions


This study fabricated a single bead and thin-wall parts by depositing aluminum alloys with wire arc additive manufacturing (WAAM) technology, analyzed the cross-sectional geometry of the bead and confirmed the following:




	
Using nine welding conditions, the change in bead geometry caused by the heat input and current and voltage ratio was quantitatively analyzed. The heat input range in the test was from about 2.7 kJ/cm to 4.5 kJ/cm, and the higher the heat input, the higher the deposition efficiency. This study confirmed that the maximum deposition efficiency is 76%.



	
A single bead directly affects the efficiency of the thin-wall parts during continuous deposition. To increase the deposition efficiency, the bead height, contact angle and bead diameter must be large or high, and the position of the bead center must be close to the base material surface. For this, a high heat input must be used.



	
This study quantified the voltage portion in the total heat input by using the current and voltage ratio and analyzed its effects on the bead geometry. When the portion of the voltage for weld settings with similar heat inputs decreased by about 10%, it was found that the deposition efficiency decreased by 1% to 3%. To increase the deposition efficiency, it is necessary to increase the portion of the voltage in the total heat input to ensure that sufficient heat is supplied to the base material and wire.



	
As a result of performing a hardness test instead of a tensile strength evaluation, the difference in the hardness value of the layer portion did not occur due to the difference between the current and voltage ratio and the heat input rate, and was measured as 80 HV on average.
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Figure 1. Schematic diagram of MIG based additive manufacturing (AM) systems for Al alloy. CMT: cold metal transfer. 
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Figure 2. Schematic diagram of MIG-based AM systems for Al alloy. 
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Figure 3. Macro-section images of a single bead according to MIG welding conditions of (a) 80 A, 17.1 V; (b) 87 A, 17.5 V; (c) 92 A, 18 V; (d) 102 A, 18.3 V; (e) 110 A, 18.4 V; (f) 118 A, 18.9 V; (g) 83 A, 16 V; (h) 95 A, 16.5 V; (i) 112 A, 17.2 V. 
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Figure 4. Macro-section images of a multi-layer bead according to MIG welding conditions of (a) 80 A, 17.1 V; (b) 87 A, 17.5 V; (c) 92 A, 18 V; (d) 102 A, 18.3 V; (e) 110 A, 18.4 V; (f) 118 A, 18.9 V; (g) 83 A, 16 V; (h) 95 A, 16.5 V; (i) 112 A, 17.2 V. 
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Figure 5. Definition of measurement points on bead cross-section. 
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Figure 6. Geometry fluctuation of beads according to heat input rate. (a) Width fluctuation according to heat input rate. (b) Height fluctuation according to heat input rate. (c) Contact angle fluctuation according to heat input rate. (d) Bead radius fluctuation according to heat input rate. (e) Circle center position fluctuation according to heat input rate. 
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Figure 7. Geometry fluctuation of beads according to the current and voltage ratio. (a) Current and voltage ratio versus width. (b) Current and voltage ratio versus height. (c) Current and voltage ratio versus contact angle. (d) Current and voltage ratio versus bead radius. (e) Current and voltage ratio versus circle center position. 
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[image: Processes 08 01211 g007]







[image: Processes 08 01211 g008 550] 





Figure 8. Variation of temperature profile on the substrate according to the current and voltage ratio. 
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Figure 9. Determining the effective area of thin-wall parts for efficiency calculation. 






Figure 9. Determining the effective area of thin-wall parts for efficiency calculation.



[image: Processes 08 01211 g009]







[image: Processes 08 01211 g010 550] 





Figure 10. Variation of efficiency of deposition according to heat input (kJ/cm). 
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Figure 11. Variation of efficiency of deposition according to the current and voltage ratio. 
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Figure 12. Hardness comparison by the difference between the current and voltage ratio and heat input rate. 
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Table 1. Parameters of single-layer and multi-layer deposition.






Table 1. Parameters of single-layer and multi-layer deposition.





	Weld ID. No.
	Current (A)
	Voltage (V)
	Welding Speed (cm/min)
	Wire Feed Rate (m/min)
	Heat Input (kJ)
	Current and Voltage Ratio (V/A)





	1
	80
	17.1
	30
	5
	2.736
	0.21



	2
	87
	17.5
	30
	5.5
	3.045
	0.20



	3
	92
	18
	30
	6
	3.312
	0.20



	4
	102
	18.3
	30
	6.5
	3.7332
	0.18



	5
	110
	18.4
	30
	7
	4.048
	0.17



	6
	118
	18.9
	30
	7.5
	4.4604
	0.16



	7
	83
	16
	30
	5
	2.656
	0.19



	8
	95
	16.5
	30
	6
	3.135
	0.17



	9
	112
	17.2
	30
	7
	3.8528
	0.15











© 2020 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).






media/file13.jpg
] moware-one
v
©
Mo
1% vt
o

Reqare 060

@






media/file4.png





media/file18.png
Thin-wall parts Area 1 Area 2
(A1) (A2)

—————,

~ Obtainable parts





media/file21.jpg
—

Q) 9

9}, 80% ~—80A, 17.1V, 5.0mpm | ~-92A 180V, 60mpm  ~~1104 184V, 7.0mpm

c ~—83A, 16V, 5.0mpm | —-95A 165V, 6.0mpm ~112A 172V, 7.0mpm

o 75%

=

8 70%

&

I 5%

o

O 60%

>

2

3 55% I

(s}

£ 50% .

w e e e o o9
[N [N 5 a
- © o N ~N v

Current & Voltage ratio (V/A)





media/file3.jpg
(a)Single bead (b) Thin wall parts





media/file22.png
Efficiency of deposition (%)
&
2

—-—80A, 17.1V, 5.0mpm | ——92A 18.0V, 6.0mpm —110A, 184V, 7.0mpm
--—83A, 16V, 5.0mpm |—-95A 16.5V, 6.0mpm -—112A 17.2V, 7.0mpm

o o o o o o
N - N - -l b
- O o ~N O

\l

Current & Voltage ratio (V/A)





media/file19.jpg
100%

R R R R R
=) =) 1<) o =3
o ® ~ © wn

(%) uonisodap jo Aouapiyyy

40%

4.5

3.5

25

Heat input (kJ/cm)





media/file7.jpg





media/file10.png
Bead width
- = Welding bead

| | |

/ . / Bead height
/S S ' |

Subtract

| Bead circle
center position

Bead radius






media/file14.png
16 4.5
1 O  Width (mm) 4 4_' O Height (mm)
14 4 o ——— Curve fiitting '] |- Curve fiitting
] 4.3
12 -
] 4.2 -
‘= 10- €41
£ | g™
< 81 £ 4.0- O
T o
> 6- O © 3.9
; 6 | \%\O - i - 5
3.8 O
4 - ]
] 3.7 ) O O
21 3.6-
R-square : 0.74 { R-square : 0.174
o4— 00 O 3 /f5+—"a"-v—--—"-—1—"m—a
0.14 0.16 0.18 0.20 0.22 0.24 0.14 0.16 0.18 0.20 0.22 0.24
V/A VI/A
(a) (b)
8
140 - O Avr. Contact angle ( °) O Bead radius (mm)
—— Curve fiitting O ——— Curve fiitting
5" - O 0 _6-
© 120+ O O c
> e
© O 0
- =
g 100- 0o 5 4
S —
O ©
_ 80- ©
> M o ]
< O
60
R-square : 0.69 . R-square : 0.69
0.14 0.16 0.18 0.20 0.22 0.24 0.14 0.16 0.18 0.20 0.22 0.24
V/A V/A
(c) (d)
2
—~ O Bead circle center position (mm)
g —— Curve fiitting
c
9
2
a 0+
o
c
Q
o
()
[
()
T 27
®
Q
@ | R-square : 0.80
0.14 0.16 0.18 0.20 0.22 0.24
V/IA





media/file11.jpg
S

A Contact ane )
3
°
Beas o )

* R oquare 035 o [Raquare 097
et et
© @
SEE—
=S
o
| R
H
] .
H %%
) N—

Heatiputrat )
©





media/file6.png





media/file15.jpg
Temperature (°C)

H

H

@

® ©
w0 0
B T, o TR 0 GO R T TOmom
8 16V S0mpm. 350 |_oshtosv.6omm | 350 | _+-t12A v 70mem

V/A: 017

Time (s)






nav.xhtml


  processes-08-01211


  
    		
      processes-08-01211
    


  




  





media/file16.png
400

Temperature (°C)

- — n n w w
o wn o w o (9]
o o o o o o

un
o

(a)

——80A, 17.1V, 5.0mpm
—-—83A, 16V, 5.0mpm

200

Time (s)

400

400

350

300

250

200

150

100

50

(b)

——02A, 18.0V, 6.0mpm
——95A, 16.5V, 6.0mpm

200

Time (s)

V/A : 0.17

400

400

350

300

250

200

150

100

50

(c)

—-—110A, 184V, 7.0mpm
—-—112A, 17.2V, 7.0mpm

200

Time (s)

400






media/file2.png
Power O
Supply 8 O
(CMT)
Deposition direction H H
| v
Six-axis
0, Welding
I robot
\T “D (Motorman)
<IN 1
z I v
" |Substrate m B
Welding Jig |
DAQ Thermocouple ]

(GL240) (k-type)






media/file20.png
Efficiency of deposition (%)

100%

90%

80%

70%

60%

50%

40%

2.5

3

3.5
Heat input (kJ/cm)

4

4.5





media/file23.jpg
V)

Hardness (H

s

8

g

—+—80A, 17.1V, 5.0mpm

(V/A :0.21 , Heat input rate : 2.73 kJ/cm),

—+— 112A, 17.2V, 7.0mpm

(V/A :0.15 , Heat input rate : 3.85 kJ/cm),

Y

.\..

Distance (mm)






media/file5.jpg





media/file24.png
Hardness (H

140 4 |——80A, 17.1V, 5.0mpm
. (V/IA - 0.21 , Heat input rate : 2.73 kd/cm)
1204 | 112A, 17.2V, 7.0mpm
(V/A - 0.15 , Heat input rate : 3.85 kd/cm)
> 100 - Af
80 - . \‘/Ao“\ /!A\ )('\30:\./3‘:1' )C‘x... t\‘:‘: e
60 -
40 - | - measuring point
20 -
0 | | | | |

0 10 20 30 40
Distance (mm)






media/file1.jpg
Power

Supply
(cM1)

Degosition direction

Welding

robot
(Motorman)
[[Substrate
Welding Jig 1
DAQ Thermocouple -

(GL240) (k-type)






media/file12.png
16
1| O Width (mm)
14 H | Curve fiitting
12 -
‘€10
E
c 87 O
i
= 64 O O
4 -
2
1 R-square : 0.97
O T T v T T T T
2.5 3.0 3.5 4.0 4.5
Heat input rate (kJ/cm)
(a)
140 O Auvr. Contact angle ( °)
| - Curve fiitting
© 1204 O
[=)
= O
§ 100 - O
= 1
o)
@)
= 80- /
>
< ;| O
60 -
R-square : 0.95
2.5 3.0 3.5 4.0 4.5
Heat input rate (kJ/cm)
(c)
2
O Bead circle center position (mm)
——— Curve fiitting

Bead circle center position (mm)

R-square : 0.93
2.5 310 3i5 410 4.5
Heat input rate (kJ/cm)

(e)

5.0
O Height (mm)
4.8 { | Curve fiitting
4.6
€44l
£ 4.4
.-5)4.2 .
s
L 404 O
3.8 O O
O O
3.6 1 R-square : 0.51
2.5 310 3|.5 410 4.5
Heat input rate (kJ/cm)
(b)
8
O Bead radius (mm)
1 | Curve fiitting /@
—_—— 6 7]
£
S
3
S 41
©
©
T
O
m o
. R-square : 0.97
2.5 3i0 315 4!0 4.5
Heat input rate (kJ/cm)
(d)





media/file9.jpg
Bead width

Welding bead

Bead height

)
Bead circle

center position
Bead radius

Subtract i |






media/file0.png





media/file8.png





media/file17.jpg
Thin-wall parts Area 1 Area 2

A (A1) (82)
)
0 }‘ﬂ |
{ /

~A\ T

D

Obtainable parts





