[bookmark: _GoBack]Table S1. Treatment capacity of the wastewater treatment plant (WWTP) Marrakech. The mean flow is 90720 m3.day−1. Data are from Autonomous Board of Distribution of Water and Electricity in Marrakech (RADEEMA).
	
	Input
	Primary Treatment
	Secondary Treatment
	Tertiary Treatment

	SM (mg.L−1)
	584
	200
	30
	5

	BOD (mg.L−1)
	640
	430
	30
	10

	COD (mg.L−1)
	1590
	nd
	nd
	nd

	TNK (mg.L−1)
	120
	120
	5
	5

	TP (mg.L−1)
	22
	22
	20
	10

	Fecal germs (L−1)
	107
	107
	106
	2.103


SM, suspended matter; BOD, Biological oxygen demand; TNK, Total nitrogen Kjeldahl; TP, total phosphorus; COD, chemical oxygen demand; nd, not determined.
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Figure S1. (a) Comparison of flocculated sludge, primary sludge and the four anaerobic digesters microbial communities (Bacteria and Archaea) by principle component analysis of the weighted UniFrac β-diversity metric. The PC1 and PC2 axes accounted for 49.68% and 20.06% of the variability, respectively. (b) The same analysis only for the four digesters 1, 2, A and B. The PC1 and PC2 axes accounted for 41.28% and 19.78% of the variability, respectively.
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