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Abstract

State of charge (SoC) estimation for an electric vehicle (EV) is critical for range estimation,
preventing overcharging or undercharging, energy management, and battery lifespan.
The current studies are typically based on single-instance learning, focus on a specific
battery chemistry or a single vehicle type, rely on controlled Lab conditions, and often lack
explainability mechanisms. To overcome all these limitations, this paper proposes a more
practically applicable and explainable SoC estimation framework that jointly addresses
vehicle diversity (bus and passenger EVs), battery chemistry variability (Nickel Cobalt
Manganese and Lithium Iron Phosphate), collective battery dynamics, and real-world on-
road operational uncertainties within a unified learning architecture. This study introduces
MIL-LGBM, a specialized method that integrates Multiple Instance Learning with Light
Gradient Boosting Machine to effectively capture the complex nonlinear behavior of battery
SoC while maintaining a low computational footprint. An experimental study conducted
on a real-world dataset demonstrated that the proposed framework achieved a 0.799 MAE
for passenger vehicles across a wide range of on-road driving conditions.

Keywords: machine learning; state of charge estimation; electric vehicles; regression;
multi-instance learning

1. Introduction

State of Charge (SoC) estimation is defined as the process of determining the ratio of a
battery’s remaining usable capacity to its total or nominal capacity, essentially serving as a
high-precision fuel gauge for electric vehicles (EVs) [1]. This estimation is fundamentally
important for safety, as it enables the battery management system (BMS) to mitigate the
risks of overcharging or over-discharging, which can cause thermal runaway, electrolyte
decomposition, or catastrophic battery failure [2]. Beyond safety, accurate SoC estimation is
the cornerstone of effective energy management and performance optimization, underpin-
ning critical vehicle functions such as range prediction, torque and speed control, and the
management of regenerative braking limits [3]. Furthermore, maintaining precise SoC mon-
itoring is necessary to extend battery lifespan and enhance consumer trust by providing
stable and reliable information that reduces range anxiety [1,4]. Because SoC is an internal
state that cannot be directly measured by physical sensors, developing robust algorithms
that can infer it from measurable quantities like voltage, current, and temperature is a
critical problem for the long-term, efficient operation of EV propulsion systems [5].

Robust SoC estimation is inherently difficult due to the complex non-linear electro-
chemical properties of batteries and phenomena like hysteresis and voltage relaxation,
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which traditional linear models often fail to capture accurately [4]. Furthermore, estimation
accuracy is severely compromised by environmental and operational fluctuations, particu-
larly temperature variations, varying discharge rates, and sensor measurement noise [5].
As batteries age, degradation of State of Health (SoH) causes shifts in nominal capacity and
internal resistance, leading to model drift or divergence if parameters are not updated in
real time [3].

The current studies are typically based on single-instance learning, focus on a single
vehicle type or a specific battery chemistry, rely on controlled experimental Lab conditions,
and often lack explainability mechanisms. The present study adopts a more comprehensive
and realistic approach to SoC estimation by addressing all these issues together. Addition-
ally, many existing algorithms depend on large-cell simplifications that overlook cell-to-cell
inconsistencies within a battery pack [6]. While advanced deep learning models have
been investigated, they frequently impose a high computational burden and memory re-
quirements that may exceed the capabilities of standard on-board vehicle hardware, while
simultaneously lacking the interpretability of physics-based models [7].

The primary contributions of this work are outlined below:

i.  Unlike conventional single-instance learning (SIL)-based SoC estimation studies, this
work represents the first attempt that introduces a Multi-Instance Learning (MIL)-
based SoC estimation framework, enabling the model to learn collective EV battery be-
havioral patterns rather than relying solely on isolated instantaneous measurements.

ii.  This study introduces MIL-LGBM, an innovative methodology designed to process
aggregated bag representations through a gradient boosting approach, ensuring both
high predictive precision and real-time operational efficiency.

ili. Whereas conventional research is typically restricted to a single vehicle category, the
proposed framework performs a comprehensive cross-domain analysis involving
both electric buses and electric passenger vehicles, allowing a broader evaluation
across heterogeneous driving characteristics.

iv.  In contrast to existing approaches that are generally limited to single battery chem-
istry, this study investigates both nickel-cobalt-manganese (NCM) and lithium-
iron-phosphate (LFP) battery technologies, thereby improving the generalizabil-
ity of the proposed methodology across different electrochemical behaviors and
battery dynamics.

v.  Unlike studies relying on laboratory-generated or simulation-based datasets, the pro-
posed framework is developed and validated using real-world driving data, enabling
the model to capture realistic on-road conditions.

vi. This study further stands out by integrating Explainable Artificial Intelligence (XAI)
techniques into the SoC estimation framework, enhancing model transparency and
interpretability beyond conventional black-box predictions.

Consequently, the proposed methodology distinguishes itself by proposing a more
practically applicable, explainable, and robust SoC estimation framework that jointly
addresses vehicle diversity (bus and passenger EVs), battery chemistry variability (NCM
and LFP), collective battery dynamics (MIL), and real-world operational uncertainties
within a unified learning architecture.

The remainder of this article is structurally mapped as follows. Section 2 provides
a meticulous review of existing studies on battery SoC estimation, highlighting the lim-
itations of traditional methodologies and identifying the scientific gaps that this work
aims to bridge. Section 3 outlines the theoretical foundations and structural design of the
proposed MIL-LGBM method, providing an in-depth explanation of how multi-instance
learning principles are integrated with the gradient boosting paradigm. Section 4 details the
data preprocessing stages, experimental setups, and comprehensive validation scenarios
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conducted on real-world driving datasets to evaluate the accuracy and robustness of the
developed paradigm that effectively handles diverse battery types across both electric buses
and passenger vehicles. Section 5 synthesizes the core findings and delineates prospective
directions for future investigations.

2. Related Work

Battery SoC estimation has been addressed in the literature due to its importance
for ensuring safety and extending the life cycle of electric vehicle energy storage systems.
Various studies have examined this problem from different perspectives, ranging from
the development of traditional physical models to the deployment of advanced machine
learning architectures. The aim of each is to address the nonlinear and complex behavior of
battery cells under diverse operating conditions. Previous studies have explored different
approaches under varying assumptions, datasets, and application scenarios. They differ
in terms of vehicle type, battery chemistry, feature design, and evaluation methodology.
Table 1 provides a comprehensive overview of the existing literature [8-29], summarizing
recent advancements by their methods, applicability to electric buses or passenger vehicles,
dataset type (Lab or on-road), battery characteristics, performance metrics, feature sets,
integration of explainability, and reported limitations.

Table 1. Summary and comparison of recent studies on battery SoC estimation with key differences.

Dataset

(Lab/ SIL Private Batt Performan
Ref. Year Description Methods 2 or Bus? Vehi- atery erioTMAance  Eeatures XAI? Limitation
On- Type Metrics
MIL cle?
Road)
Embedded RMSE, Precision
[8] 2026 deployment NN, CNN Lab SIL No Yes NCM MAE, MSE V,L,T(3) No loss
Standalone
. RMSE, .
[o] 2026 Varallel BiLSTM, Lab SIL No Yes NCA  MAE, VI,T@) No Mmodelwith
architecture TCN, 2 complex
MaxE, R K
NN Hyord
- ybri
[10] 2026 OWEMP-  greTM. Lab SIL No Yes Nem  RMSE VLT3 No model
environments MAE, MSE .
AM complexity
. TCN-
Spatiotemporal TCN- RMSE,
[11] 2026 features Transformer Lab SIL No Yes NCM MAE, R? V,I,T(3) No fﬁiittzctlions
SoC and SoH . . . V1, Model de-
[12] 2026 estimation p-Analysis Simulation SIL  No  Yes LMO RMSE Speed (3) No pendency
. V, 1, Parameter
[13] 2006 Cauvalent =gy EE Lab SIL No Yes NeM  RMSE, others  No identifica-
circuit model MAE .
(+7) tion load
Online . .
QPSO- RMSE, Linearization
[14] 2026 Paran.l.eter. AUKF Lab SIL  No Yes NCM MAE V,1(2) No errors
identification
V,LT, Complex
[15] 2026 Cgrrgntrop y GMMCC- Lab SIL No Yes LMO RMSE, Noise No  noise distri-
criterion AEKF MAE X
(4+) butions
Matrix
. Iculation
An online SoC RMSE, ca
[16] 2026 estimation AEKF-SVM  Lab SIL No Yes NCM MAE, MaxE V,1(2) No loa'd,' long
training
time
.. . V,I, T, Hybrid
[17] 2006 Digitaltwin pprom 1ab SIL No Yes NCM  RMSE, dQ/dV. No  model
technology MAE, R .
4) complexity
Online MLE, Lab/On- RMSE Limited
[18] 2026 S NARX, SIL. No Robot NCM ’ V,I, T(3) No
estimation CNN Road MAE accuracy
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Table 1. Cont.
Dataset
SIL Private
Ref. Year Description Methods (éab/ or Bus? Vehi- ?attery PMerfo‘rmance Features XAI? Limitation
n- MIL cle? ype etrics
Road)
Regression Dependency
[19] 2026 versus RF ET Lab SIL No Yes NMA ﬁiﬁmcy’ D££S (5+) No on expert
classification P knowledge
LSTM Accuracy
GPS-assisted ! RMSE, VLT, can drop on
[20] 2026 prediction fC(;)Ijzé;l"rans- On-Road SIL  Yes No LPF MAE GPS (32) No new /unseen
routes
Feature Data dis-
2 . . .
[21] 2026 selection E\IQM/ DT, On-Road SIL  Yes No Li-ion RMSE, R, Variables No lcretlzatlgrlf
method R (36) eads to info
loss
Using only LR DT Speed, Lack of
[22] 2025 kinematic SVi\/I I\/TN On-Road SIL  Yes No NCM RMSE Accel, T, No electrical
data ’ Wind (4+) battery data
Triple RMSE High com-
[23] 2025 forgetting TFF-AEKF Simulation  SIL Yes No Li-ion 4 V,I, T(3) No putational
MAE, MaxE
factor load
FNN, .
ML versus NARX, VLT, High
[24] 2025 Kalman LSTM. EKF Lab SIL No Yes NCA RMSE Payload No memory
UKF ’ ’ 4) usage
LR, SVM,
RE, Vehicle
ML vs. DL XGBoost, Simulation MAE, MSE, . Synthetic
[25] 2024 comparison ET, KNN, (Tesla S) SIL No Yes NEM MaxE, R? E/ga)rlables No data
NN, CNN,
LSTM
Energy Speed, Overfitting
[26] 2023 consumption  LSTM On-Road SIL  Yes No Liion  RMSE, accel, No inverylong
estimation MAE motor, etc. training
(11) cycles
. High
Equivalent .
L FOAUKE, complexity
[27] 2023 ;ﬁfggin FH-ECM Lab SIL  Yes No NCM RMSE V,1(2) No of fractional
& calculations
First-order ggg;lg d
[28] 2023 equivalent DAKF On-Road SIL Yes No Li-ion Error V,I,T(3) No
circuit parameters
' ruin status
A math
[20] 2020 CAmPUS Coulomb ( Road ~ SIL  Yes  No LFP Error VL, T@E No Mmodel
transit system  counting without any
learning
Vehicle types,
battery types, NCM,  RMSE, VLT iLrchEf'face—
Proposed x%-based, MIL-LGBM  On-Road MIL Yes Yes LEP MAE, R2 others (8) Yes driven
explainable accessibility

In the literature, Single-Instance Learning (SIL) has been adopted for SoC

estimation [8-29], in which each data instance is directly associated with a single SoC

label. However, battery-related sensor signals, such as voltage, temperature, and current,

typically exhibit frequency fluctuations and transient variations, whereas SoC represents

a slowly varying internal battery state. Consequently, learning from isolated instances

may cause the model to overemphasize instantaneous operating conditions, which can

sometimes be misleading and may reduce generalization capability under dynamic driv-

ing environments. In contrast, Multi-Instance Learning (MIL) can provide an alternative

perspective by grouping sequential instances into bags that represent short-term system

behavior rather than isolated measurements. This enables the model to capture physically

meaningful battery dynamics more effectively. By learning from aggregated behavioral
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patterns, MIL-based approaches can reduce overfitting, improve robustness against noisy
fluctuations, and provide a more realistic approximation of battery dynamics during real-
world operation.

A significant portion of current research [8-19,24,25] in the field focuses on passenger
electric vehicles, where data availability and standardized testing conditions are relatively
more accessible. In contrast, a more limited body of work [20-23,26-29] has investigated
SoC estimation specifically for electric buses, despite their increasing adoption and distinct
operational characteristics, such as heavy-duty load requirements and more dynamic cycles.
Although these two domains have been explored independently, there is a notable lack of
comprehensive studies that evaluate both vehicle types within a unified framework. In
this context, the present study distinguishes itself by offering a cross-platform analysis that
encompasses both vehicle types, thereby providing a more comprehensive evaluation.

Another important aspect in the literature is the type of dataset used for model devel-
opment and evaluation. State-of-the-art studies heavily rely on laboratory-collected data or
high-fidelity simulated battery models under controlled conditions [8-17,19,23-25,27]. While
such settings enable systematic analysis and reproducibility, they may fail to fully reflect
the multifaceted complexity and variability of on-road driving conditions, such as erratic
regenerative braking and varying road gradients. These idealized datasets generally omit
operational noise, data transmission inconsistencies, complex aging patterns, and anoma-
lies inherent in on-road vehicle operations, which can lead to accuracy degradation when
models are deployed in the field. Furthermore, lab data often ignores the dynamic interac-
tions between the battery and other vehicle components, such as the motor and powertrain,
as well as external environmental factors like aerodynamic drag and vibration. In contrast,
on-road data inherently includes dynamic driving behaviors, environmental variations, and
measurement uncertainties, which can substantially impact battery performance and SoC
estimation accuracy. Field data also presents challenges, including incomplete discharge—
charge cycles, limited sampling frequency, and high data heterogeneity. The key difference
between laboratory and real-life usage data lies in user variability, as driving habits and
behaviors vary among EV drivers. Even for identical vehicle types, the battery charge
patterns can vary considerably across users. In this context, the use of real-world on-road
data in the present study enhances the practical relevance of the proposed approach. Due
to its closer representation of actual application conditions, our study provides a more
realistic assessment.

Current research on battery state estimation is often limited by a narrow fo-
cus on a single battery chemistry, commonly either Nickel Cobalt Manganese (NCM,
NiCoMn) [8,10,11,13,14,16-18,22,25] or Lithium Iron Phosphate (LFP, LiFePOy) [20,29].
However, these materials exhibit distinct electrochemical characteristics and internal dy-
namics, including differences in voltage profiles, degradation patterns, thermal behavior,
and sensitivity to operating conditions. Such variations can influence the generalizability
and performance of battery SoC estimation models. In this context, our research offers
a distinct advantage by analyzing both NCM and LFP battery types, enabling a broader
evaluation of model performance across diverse battery technologies.

The literature has explored various methodologies to capture the nonlinear and com-
plex dynamics of battery cells under varying load and environmental conditions. SoC
estimation methods can generally be categorized into four primary groups based on their
underlying principles. The first group consists of Conventional (Direct) methods [29],
which rely on straightforward measurable physical parameters, such as terminal voltage
and current, and their empirical relationships. The second group includes Model-Based ap-
proaches, further subdivided into Filter-based (e.g., Kalman Filter variants) [13-17,24,27,28]
and Observer-based (e.g., sliding mode observers) approaches [13] that utilize mathematical
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representations of the battery, such as equivalent circuit models. The third group comprises
Data-Driven methods [8-11,18-22], where machine learning, deep learning, and trans-
former techniques are employed to learn complex nonlinear mappings between historical
sensor data and battery SoC. Finally, Hybrid approaches combine these paradigms, such as
integrating physical filters with neural networks, aiming to synergize their strengths. In the
following paragraphs, studies in each of these four categories are discussed in more detail.

Conventional (direct) methods have been explored in various studies for SoC esti-
mation due to their straightforward implementation and low computational complexity.
Common examples include open-circuit voltage (OCV) lookup tables and Coulomb count-
ing. For instance, Srirattanawichaikul et al. [29] employed the discrete Coulomb counting
method for a battery pack-level management system. Their study was validated using an
electric bus operating within a real-world campus transit system for over a year. While
conventional techniques offer simplicity and ease of implementation, they have inherent
limitations, such as the requirement for an accurate initial SoC, their inability to account
for battery aging, and their sensitivity to measurement noise and sensor errors, which can
restrict their long-term accuracy under varying operating conditions.

Model-based methods represent another category for SoC estimation methodology
in the literature, primarily relying on mathematical representations, typically through
equivalent circuit models to simulate internal battery dynamics. Within this category,
filter-based studies have widely employed Kalman Filter (KF) variants, such as Extended
KF (EKF) [16,27], Unscented KF (UKF) [27], Adaptive UKF [4], and Adaptive EKF [2,4,24].
Additionally, observer-based approaches, such as sliding mode observers (SMO), have also
been explored [16] to enhance robustness against system disturbances. However, model-
based methods generally suffer from high computational overhead due to complex matrix
calculations, strong reliance on accurate model formulation and parameter identification,
and sensitivity to linearization errors in nonlinear environments, which can limit their
robustness under varying real-world driving conditions.

Data-driven methods have also been investigated as a powerful alternative to mathe-
matical and physical models by directly learning the nonlinear complex mapping between
sensor data and charge states. Within this category, traditional machine learning techniques
have been applied, including neural networks (NN) [8,18,22], linear regression (LR) [21,25],
decision trees (DT) [21,22], support vector machine (SVM) [16,21,22,25], k-nearest neighbors
(KNN) [25], and random forest (RF) [19,25]. Additionally, deep learning (DL) methods
have emerged, including Long Short-Term Memory (LSTM) [20,24-26], Bidirectional LSTM
(BiLSTM) [9,10], Convolutional Neural Networks (CNN) [8,10,18,25], and Gated Recurrent
Units (GRU) [20], due to their ability to model temporal dependencies. More recently,
transformer-based architectures have also been explored for SoC estimation tasks [11,20].
However, despite their high predictive accuracy, DL and Transformer models face critical
drawbacks: heavy reliance on high-quality, massive labeled data, substantial computational
and memory requirements, and limited interpretability due to their black-box nature.

Hybrid approaches aim to integrate the strengths of multiple paradigms. For instance,
Li et al. [24] proposed a hybrid approach that combines an adaptive EKF with an SVM
battery model to provide online estimation. Similarly, Zhao et al. [25] introduced a hybrid
Kalman Filter-Long Short-Term Memory (KF-LSTM) model within a synchronized digital
twin framework, enabling collaborative estimation of SoC and State of Health (SoH).
However, hybrid methods face critical challenges, primarily including increased system
complexity, the need for careful tuning of multiple components, higher computational cost,
and reduced interpretability compared to single-paradigm approaches. These may limit
practical deployment in safety-critical or resource-constrained environments.
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The selection of input features plays a significant role in the accuracy of ML model
estimates. A large majority of studies in the literature [8-11,15,17,18,23,28,29] primarily rely
on fundamental electrical and thermal measurements, specifically voltage (V), current (I),
and temperature (T). These signals are directly related to battery behavior and are readily
available from battery management systems. Studies using real-world on-road data [20-22]
often expand the feature space to include vehicle-related characteristics, such as speed,
acceleration, and motor power, to capture interactions between battery dynamics and
operational conditions. Some predictive frameworks have also incorporated specialized
contextual features, such as GPS-derived location [20] and environmental factors, such as
wind speed [22].

Another important aspect is the selection of performance metrics to quantify ac-
curacy and robustness. A vast majority of research employed Mean Absolute Error
(MAE) [8-11,13-20] and Root Mean Square Error (RMSE) [8-24,26,27] as the primary in-
dicators to assess sensitivity to large deviations and average prediction performance. To
further evaluate model performance, some studies also integrated the Mean Squared Er-
ror (MSE) [10,25] and Maximum Absolute Error (MaxE) [9,16,24,25] into their evaluation
frameworks. While less common, the Coefficient of Determination (R?) [9,11,17,21,25]
was reported to evaluate the model’s explanatory power. A limited number of studies
utilized alternative metrics, such as the Correlation Coefficient (R) [21], to evaluate the
strength of the relationship between predicted and actual SoC values. Furthermore, in cases
where both regression and classification perspectives were considered, studies reported
a combination of metrics, such as MAE alongside classification accuracy [19], to validate
model performance from multiple viewpoints, covering both continuous and discrete
charge-state levels.

Unlike previous studies, which typically are based on single-instance learning, focus
on a single vehicle type or a specific battery chemistry, rely on controlled experimental
Lab conditions, and often lack explainability mechanisms, the present study adopts a
more comprehensive and realistic approach to SoC estimation. Specifically, the proposed
methodology incorporates a Multi-Instance Learning (MIL)-based representation, enabling
the model to learn collective battery behavior trends rather than relying solely on isolated
instantaneous measurements. It introduces a methodology, MIL-LGBM, that leverages
gradient boosting in a multi-instance setting to enhance the accuracy of EV battery SoC
estimation. Moreover, this work distinguishes itself by offering a cross-platform analy-
sis of both electric buses and electric passenger vehicles, enabling a broader evaluation
across different usage profiles. In addition, another pivotal contribution of this work is
the analysis of multiple battery chemistries (NCM and LFP), addressing the variability in
electrochemical characteristics that are often overlooked in prior research. Furthermore,
rather than relying on idealized laboratory or simulated datasets, our methodology is built
upon on-road, real-life usage data, reflecting the inherent characteristics of actual driving
cycles, regenerative braking, and environmental disturbances. This study is also distinctive
in that it incorporates XAl techniques, enhancing model transparency and interpretability
by moving beyond “black-box” predictions. Through this combination of diverse vehi-
cle types, battery materials, real-world data, and explainability, the proposed approach
provides a more robust and practically relevant solution compared to existing studies.

3. Materials and Methods
3.1. Proposed Methodology

This paper proposes a SoC estimation framework designed to simultaneously accom-
modate vehicle diversity (electric buses and passenger cars), distinct cell chemistries (NCM
and LFP), collective battery characteristics via MIL, and the uncertain nature of real-world
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driving conditions within a single unified learning architecture. It introduces MIL-LGBM,
a methodology that harmonizes multiple-instance learning with the gradient-boosting
paradigm to accurately model the intricate, nonlinear dynamics of battery state-of-charge
without imposing heavy computational demands on processing resources.

The entire process of the proposed methodology is systematically outlined in Figure 1.
The raw data that comes from individual vehicles is combined into distinct Bus and Passen-
ger Vehicle datasets. As part of the feature engineering phase, three features (acceleration,
power, and temperature difference) are introduced to enhance the predictive capacity of the
model. The datasets are subsequently subjected to rigorous data preprocessing and feature
selection procedures to improve data quality and eliminate redundant variables. Following
this stage, a Multi-Instance Data Transformation is executed to restructure the data into
bags. After that, the transformed dataset is then split in the usual manner into training,
validation, and test subsets. Model training is carried out directly on this generated MIL
dataset. Based on the initial performance outcomes, hyperparameter tuning is implemented
for improvement. The optimized model is comprehensively evaluated on the dedicated test
set to compute the corresponding evaluation metrics. Subsequently, the finalized model
is deployed on entirely unseen operational data to successfully generate the ultimate SoC
predictions. Decision-making processes, such as battery health monitoring, vehicle routing,
or energy management, can finally be executed with high precision based on these outputs.

Bus EV Passenger EV Feature Selection F’ﬁv{ulti-lnstance Dath Training R
tm tﬁ‘ Mutual Information Transformation N .
] t
1 Multi-Instance Learnin
/ Data Acquisition \ / Data Preprocessing \ — S Bag 1 ; & J
| 1O O
Speed === Data R i
%\ VPTte . Data : e;ductlon :E . Testing ) iy Y
+4- Voltage ata Filtering arameter
 — MAE lvsi
. I 10 o Analysis
{;} Current @‘ Data Cleaning e N
o = |¥ RMSE
¥ Data Normalization %
Max Bcell Voltage 2 i il R2 Optimization
. #i Data Imputation Single- Multi- = P -
’ Min Beell Voltage . Instance Instance 7
& Deduplication j K /
g Max Beell Temperature T | Prediction
[
KG Min Beell Temperatuy /" Feature Engineering N Data Splitting N SoC
! B Acceleration £+ Training Set s — ' -
— . O\ o Decision Making
€ NCM Battery Data N &-> Temperature Difference Validation Set [C] Presentation
[J LFPBattery Data -\'\/\F Power ) \@\ Test Set O XAl

Figure 1. Overall workflow of the proposed MIL-LGBM framework for EV battery SoC estimation,
including data acquisition, data preprocessing, feature engineering and selection, multi-instance data
generation, MIL-based learning, testing, prediction, and decision-making with XAI analysis.

The target variable, SoC, represents the ratio of remaining energy within the battery
relative to its reference capacity. This relationship is defined as:

SoC(t) = A 1)

where Q(t) represents the instantaneous capacity of the battery, and Q, refers to the
nominal capacity provided by the manufacturer, reflecting the peak charge amount that the
battery can hold.
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3.2. Proposed Multi-Instance Learning Paradigm

Multi-Instance Learning (MIL) is a theoretical paradigm in which data are organized
into sets of instances, referred to as bags, rather than isolated individual samples. Unlike
conventional Single-Instance Learning (SIL), where each instance is independently associ-
ated with a target value, MIL enables the model to learn from grouped observations that
collectively represent underlying system behavior.

MIL is particularly suitable for battery SoC estimation since battery-related sensor
measurements, such as voltage, current, and temperature, often exhibit rapid fluctuations,
whereas SoC evolves more gradually as an internal system state. Therefore, constructing
bags from sequential observations allows the model to learn more representative bat-
tery behavior patterns, thereby improving robustness and generalization while reducing
sensitivity to measurement noise.

Let the dataset be represented as:

D = {(x1,y1), (x2,¥2), -, (*xn,YN) } 2)

where x; € R denotes the feature vector of the i-th instance and yi € R refers to the
corresponding SoC value. Each instance is defined in the feature space:

X; = {xilrxiZI"'/xid} (3)

where d denotes the number of features and x;; is the j-th feature value in the i-th bag.

In the proposed MIL formulation, consecutive instances sharing the same SoC value
are grouped into bags. Let w represent the maximum bag size. The number of instances
within a bag may vary depending on the continuity of the SoC sequence. For example, if
18 sequential instances belong to the same SoC value and w = 5, the generated bag sizes
become {5,5,5,3}.

The constructed multi-instance dataset is represented as:

MD = {(B1,Y1),(B2,Y2),...,((Bm, YMm)} 4)

where B; is called a bag, Y; denotes the SoC label associated with bag B;, and M represents
the total number of bags, which is approximately defined as M ~ N/w. Each bag B,
consists of sequential instances:

B] :{xl,x2 s Xe }, c<w (5)

Essentially, a standard (single instance) learner is a special case in which every bag
consists of only one instance B; = {x;; }. Since all instances within the same bag share an
identical SoC value, the bag label is directly assigned as:

Y]' =Y Vx; € B]‘ (6)
For each bag, a bag-level representation is obtained through mean-based feature
aggregation:
_ 1
x]‘ = m Z X (7)
] X,‘EB/'
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The resulting aggregated bag representations are thereafter utilized to train a nonlinear
regression model. The objective is to construct a multiple instance learner F capable of
accurately predicting unseen test instances.

F(fj) — Y] (8)

The learner operates at the bag level and produces a decision for each specific test
input. During the testing phase, each unseen test instance is processed individually using
the trained regression model to estimate its corresponding SoC value.

3.3. Formal Description of the Proposed Approach

Following the construction of the MIL-based dataset, the proposed EV battery SoC
estimation framework employs the light gradient boosting machine (LGBM) as the re-
gression model, which is named as MIL-LGBM. LGBM is a specialized gradient-boosting
decision tree method, particularly suited to learning complex nonlinear relationships while
maintaining low computational complexity. This property makes it particularly suitable for
MIL-based SoC estimation, where nonlinear interactions exist among voltage, current, tem-
perature, power demand, acceleration, and other operational variables under real-world
driving conditions.

The objective of the proposed MIL-based model is to learn the nonlinear mapping
F(x;) — Y; where F(-) denotes the LGBM-based regression function.

The final prediction model is constructed as an additive ensemble of regression trees:

T
Yi=Y fi(%) )
t=1

where T denotes the total number of decision trees and f;(-) represents the t-th
regression tree.
For MIL-based EV battery SoC estimation, LGBM iteratively minimizes the following

objective function:
T

M
£ = Y, ) + Y o) (10)
i=1 t=1
where [(-) denotes the regression loss function and Q)( f;) represents the regularization term
controlling model complexity.
At each boosting iteration, the prediction is updated as:

Yi(t) — yi-1 + (7)) (11)

1

where the newly generated tree attempts to minimize the residual estimation error from
the previous iteration.
The optimization process is performed using first-order and second-order gradient

statistics:
_amyY)
8= THrm
azl(ylv D) (12)
hi = - 2
(v Y)

where g; and h; denote the gradient and Hessian values, respectively, for MIL-based SoC
estimation samples.

To improve computational efficiency for real-time SoC estimation, LGBM employs
histogram-based learning. Continuous feature values are discretized into histogram bins,
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significantly reducing split-search complexity. Let G, and H; denote the accumulated
gradients and Hessians of histogram bin b:

Gp=)_gi Hy =) h (13)

i€b i€b
The split gain for a candidate node partition is computed as:

_ G Gk (GL+Gp) .
H + A Hr + A Hy+Hr + A

(14)

where Gy and Gg denote the gradient sums of the left and right child nodes, Hy and Hy
denote the corresponding Hessian sums, A is the regularization parameter, and vy represents
the penalty applied for generating a new split.

For the proposed MIL-based SoC prediction framework, this split-gain strategy enables
the model to identify the most informative feature partitions associated with battery
operating behavior and driving conditions. The regularization function used in LGBM is
defined as: y

Qft) = 9V + ;/\25]2 (15)
=
where V denotes the total number of leaves in the regression tree, s; represents the predic-
tion score assigned to leaf j, v controls the penalty for generating additional leaves, and A
is the L2 regularization parameter applied to leaf weights.

Unlike traditional level-wise tree construction strategies, LGBM adopts a leaf-wise tree
growth mechanism. In the proposed MIL-based SoC estimation framework, this approach
allows the model to concentrate its learning process on the most informative regions
within the input feature space associated with driving behavior and battery dynamics. At
each iteration, the algorithm identifies and chooses the leaf node that yields the highest
split gain:

Leafx =arg max Gain(l) (16)

I € Leaves

where Leaves denotes the set of candidate leaf nodes.

The pseudo-code of the proposed MIL-LGBM method is presented in Algorithm 1.
The algorithm begins by grouping sequential instances into bags based on their SoC labels,
while respecting the predefined maximum bag size w. Following this, a mean-based
aggregation technique is applied to generate bag-level feature representations, resulting in
a multi-instance dataset (MD). These aggregated bags are then used to train the machine
learning model. In the training phase, the algorithm iteratively constructs T regression trees
by utilizing gradient and Hessian statistics, histogram-based split selection, and leaf-wise
tree growth. At each boosting iteration, a new regression tree is added to minimize the
residual estimation error of the current ensemble. In the final stage, the trained model is
used to estimate the SoC value of each instance in the test set independently. By combining
bag-level learning with gradient boosting, the proposed method is capable of capturing
collective battery operating behavior.
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Algorithm 1 Proposed MIL-LGBM Method

Inputs: D: dataset such that D = {(x1,v1), (x2,¥2),..., (*n,¥N) }
E: example test set such that E = {Ey, Ep, ..., Ep}
w: bag size
T: total number of decision trees
Output: ¥ = {yﬁ, G2, .., yp} (a set of predictions that are assigned to instances in E)

MD+ @
i+1
while i < N do
Create empty bag B
50C +— V;
counter <0
while i < N and y; = soc and counter < w do

B+ BU {xi}
i+—i+1
counter < counter + 1

end while

X (1/1Bl)Y X

Y < soc

MD <+ MD U {(x,Y)}

end while

fort =1to T do
Compute gradients g
Compute Hessians h
Construct histogram bins
Compute split gains using (G, Gg, Hr, Hg, A, 7y)
Select the node with the maximum gain
Train regression tree f;
YO =V 4 fy(x)
end for
lf — Y fi
Y@
fori=1to P do
yi=F(Ei)
Y=YUZY;
end for

The proposed MIL-LGBM methodology has several advantages for battery state

estimation:

First, the leaf-wise optimization approach enhances the ability of the framework to
capture nonlinear patterns while maintaining computational efficiency.

Second, the utilization of a histogram-based technique and regularization during tree
growth notably reduces memory consumption and prediction latency. This advantage
directly ensures the model is appropriate for real-time battery management units.
Moreover, an important benefit is its seamless integration with XAl integration. In
contrast to various deep learning architectures that operate as black-box models,
the tree-based nature of MIL-LGBM enables a transparent assessment of feature
importance and model logic.
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4. Experimental Studies
4.1. Dataset Description

This study uses an open-access dataset [30] collected from the Guangzhou Intelligent
Vehicle Monitoring Platform. The original dataset contains approximately 12.83 million
records acquired over nearly one year under real-world on-road driving conditions
and from diverse driving environments. However, a subset of the dataset is currently
available, and this subset was utilized during the development and evaluation of the
proposed framework.

Table 2 presents an overview of the vehicle specifications, including their types, battery
chemistries, cell structures, cumulative mileage, initial rated capacities, and data acquisition
details for the vehicles analyzed in this study. The dataset includes operational records
obtained from 10 fully electric vehicles, consisting of 7 passenger vehicles and 3 electric
buses, thereby enabling cross-platform analysis under different driving characteristics. In
addition, the dataset incorporates two distinct battery chemistries, comprising 6 vehicles
equipped with Nickel Cobalt Manganese (NCM) batteries and 4 utilizing Lithium Iron
Phosphate (LFP) technology. This diversity allows the proposed MIL-based SoC estimation
framework to be evaluated under heterogeneous battery behaviors and electrochemical
characteristics. Furthermore, the dataset also involves different battery pack structures,
thereby increasing the variability of the analyzed battery systems and supporting a more
comprehensive evaluation of the proposed MIL-based SoC estimation framework. For
instance, Vehicles #1#6 consist of 91 battery cells connected in series, Vehicle #9 contains a
total of 360 battery cells, and Vehicle #10 contains 324 battery cells. Across the 10 monitored
vehicles, the initial rated battery capacity ranges from 150 Ah to 645 Ah, depending on the
vehicle type and chemistry.

Table 2. Technical specifications and data structural characteristics of the monitored electric vehicles,
showing the diversity of battery capacity (120-645 Ah), dataset size, sampling frequency (0.1-0.5 Hz),
vehicle type (Passenger and Bus), and battery chemistry (NCM and LFP). (NA: Not Available).

Vehicle Vehicle Battery Number of Initial Rated Cumulative Sampling Battery Pack
ID Type Chemistry Instances Capacity (Ah) Mileage (km) Frequency (Hz) Structure
1 Passenger NCM 954,754 150 69,043 0.1 91
2 Passenger NCM 998,243 150 73,950 0.1 91
3 Passenger NCM 997,098 160 79,440 0.1 91
4 Passenger NCM 1,150,999 160 96,279 0.1 91
5 Passenger NCM 1,096,073 160 114,431 0.1 91
6 Passenger NCM 501,031 160 27,318 0.1 91
7 Passenger LFP 5,304,111 120 32,496 0.5 NA
8 Bus LFP 675,236 645 82,668 0.1 NA
9 Bus LFP 443,806 645 43,988 0.1 360
10 Bus LFP 715,956 505 27,677 0.1 324

A strict data partitioning strategy was implemented based on the vehicle categories
presented in Table 2. First, the data were grouped according to vehicle type, where Vehicles
#1—#7 were used to construct the Passenger dataset and Vehicles #8—#10 were utilized to
form the Bus dataset. Due to the distinct statistical characteristics and correlation struc-
tures of the two datasets, separate MIL-LGBM models were constructed and evaluated
independently. This separation was essential to prevent cross-vehicle-type interference
due to the different physical and operational nature of the vehicles; for instance, buses are
equipped with substantially larger battery capacities (505-645 Ah compared to 120-160 Ah
for passenger cars) and are typically subjected to high-frequency current transients result-
ing from intensive stop-and-go driving cycles. Similar to the data partitioning strategy
established in the study utilizing the same dataset [30], an instance-based split was applied
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to each dataset independently with a fixed random seed (set to 42) to ensure reproducibil-
ity, assigning 80% of the instances to the training partition and reserving the remaining
20% as an unseen holdout test set for final model evaluation. The training subset was
further assessed using 10-fold cross-validation to evaluate model stability and robustness.
Therefore, throughout the cross-validation phase, one fold was systematically isolated as a
validation set while the remaining folds were used for training during model development.
Consequently, to prevent information leakage, the train-test split was performed before
any model development stage, and the test subset remained completely unseen throughout
training, hyperparameter optimization, and cross-validation.

According to the original dataset description in [30], during data acquisition, the
vehicle onboard sensor signals were transmitted to the Battery Management System (BMS)
through the Controller Area Network (CAN) bus and subsequently forwarded by the
onboard telematics unit (T-BOX) to the signal base station at fixed sampling intervals. The
vehicles were primarily sampled at 0.1 Hz, whereas a higher rate of 0.5 Hz was employed
for one vehicle. The collected data were then transferred to the Original Equipment Manu-
facturer (OEM) and the Guangzhou New Energy Intelligent Vehicle Big Data Monitoring
Platform for further processing. The SoC values were provided as one of the operational
variables in the released dataset. In commercial EV fleet operations, onboard BMS units
generally provide proprietary SoC values by integrating multiple sources of information
rather than relying solely on open-loop counting. These localized micro-scale SoC val-
ues serve as reasonable and suitable industry-standard benchmarks for macro-scale data
analytics. The objective of the proposed framework is therefore not to reproduce the BMS-
reported SoC estimation procedure, but to develop a robust and explainable data-driven
model capable of accurately predicting reference SoC values by handling potential signal
noise and learning multi-instance block patterns present in remote telematics data streams.
To further improve label reliability, the adopted preprocessing pipeline handles invalid
records, outliers, and missing values before model training, as described in Section 4.2.

Compared with laboratory-controlled datasets, the utilized on-road dataset inher-
ently captures realistic driving characteristics, including regenerative braking effects, user-
dependent driving behaviors, fluctuating traffic conditions, and environmental distur-
bances. Consequently, the proposed MIL-based SoC estimation framework was evaluated
under considerably more complex and practical operating conditions than many existing
laboratory-based studies.

The original dataset comprised over 70 sensor signals related to vehicle dynamics,
BMS measurements, and driving characteristics. Nevertheless, only the variables most
relevant to battery SoC estimation were retained to reduce unnecessary complexity and
improve computational efficiency. Specifically, Table 3 presents the utilized input features,
including speed, pack voltage, current, cell maximum voltage, cell minimum voltage, cell
maximum temperature, cell minimum temperature, temperature difference, acceleration,
and power. The maximum and minimum cell voltage and temperature variables represent
the highest and lowest values measured across different battery cells within the battery
pack at each sampling instant. Among the variables in Table 3, the last three were generated
through feature engineering, whereas the remaining were collected directly from onboard
EV sensors via the CAN-BMS infrastructure.
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Table 3. Description of the input features and target variable used for battery SoC estimation,
including their physical meanings, measurement units, and data types.

Category Feature Name Description Unit Data Type
speed Instantaneous vehicle speed km/h Float
Vehicle Dynamics 5 ) ) 2
acceleration Vehicle acceleration m/s Float
hv_voltage Overall battery pack voltage \Y% Integer
hv_current Overall battery pack current A Float

Electrical Characteristics

Maximum voltage among different
bcell_maxVoltage  battery cells within the battery pack \Y% Float
at the current sampling instant

Minimum voltage among different
battery cells within the battery pack A% Float
at the current sampling instant

bcell_minVoltage

Maximum temperature among
different battery cells within the

beell_maxTemp battery pack at the current sampling C Integer
instant
o Minimum temperature among
Thermal Characteristics beell minTem different battery cells within the oC Intecer
- P battery pack at the current sampling &
instant
Temperature difference between o
dtemp battery cells C Integer
Power Characteristics power Instantaneous battery power kW
Target Variable State of Charge Remalnlpg charge level relative to o Integer
(SoC) its capacity.

It should be noted that although explicit aging-related variables, such as state of
health (SoH), are not direct inputs, the proposed MIL-LGBM framework implicitly ac-
counts for varying battery states through high-fidelity voltage and current couplings
(bcell_maxVoltage, bcell_minVoltage, hv_voltage, and hv_current). These features can
manifest the impacts of internal resistance growth and capacity limitations dictated by
the battery’s current aging state. Furthermore, when the dataset spans nearly one year of
real-world operation, potential aging effects can be inherently reflected in the measured
electrical and thermal signals. Moreover, the use of long-term data can be beneficial as
it enables the model to capture a broad range of operating conditions, battery behaviors,
seasonal variations, and diverse ambient environments, thereby improving the robustness
and generalization capability of the framework. For instance, the internal resistance and
open-circuit voltage dynamics vary significantly between sub-zero winter conditions and
high-temperature summer periods.

Figure 2 presents the Pearson correlation matrix computed across the features within
the bus dataset to uncover dependencies. The critical observation from the heatmap is the
strong positive correlation between SoC and both the maximum voltage (r = 0.66) and the
minimum voltage (r = 0.62). These results suggest that cell voltage measurements contain
valuable information for estimating battery charge levels in electric buses. Conversely,
battery temperature-related variables exhibit moderate negative correlations with SoC, as
evidenced by the scores for maximum temperature (r = —0.46) and minimum temperature
(r =-0.42). This behavior aligns with electrochemical principles, where higher temperatures
are typically associated with lower charge levels during operation. The results also indicate
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that vehicle speed and current show relatively weak linear relationships with SoC, implying
that their influence may be nonlinear or dependent on interactions with other variables.
Therefore, these feature interactions justify the necessity of a non-linear machine learning
architecture capable of resolving dense interdependencies.

Bus Dataset

-10

beell_soc - 1.00 JENINES
vhc_speed & 1.00 [EUk¥ e 0.2 i 0.03 -08
hv_voltage . -0.32 K] . - -0.30 - 027 A
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Figure 2. Heatmap of the bus dataset showing relationships among feature pairs, with yellow
indicating high correlation (i.e., battery cell min-max voltages and SoC) and blue signifying low

correlation (i.e., speed and SoC).

Figure 3 illustrates the feature correlation profile specifically evaluated for the pas-
senger vehicle dataset. Unlike the bus dataset, substantially stronger positive correlations
(around r = 0.97) between SoC and voltage-related features are observed, displaying the
dominant role of voltage measurements in passenger vehicle battery charge estimation.
In contrast to the bus dataset, thermal features such as maximum temperature (—0.02)
and minimum temperature (—0.07) exhibit almost negligible linear correlation with SoC
under on-road driving conditions. Overall, the low correlation blocks highlight a high
degree of redundancy, which underpins the strategic integration of feature selection pro-
cedures prior to model deployment. The noticeable differences between Figures 2 and 3
indicate that the relationships between battery measurements and SoC may vary across
vehicle platforms and battery systems. This further motivates the need for developing
separate learning models capable of specifically capturing the unique characteristics of
heterogeneous electric vehicles.

Table 4 illustrates two sample bags to give an idea of how the features appear in the
dataset. It demonstrates how individual instances are grouped under the multi-instance
learning (MIL) paradigm. Each bag contains multiple consecutive instances that share the
same SoC value and therefore receive a common bag label. For example, Bag 1 contains
five instances associated with an SoC value of 88, while Bag 2 contains five instances
associated with an SoC value of 80. This grouping strategy enables the model to collectively
learn battery behavior from a collection of related operating conditions rather than from
isolated records. This structure perfectly allows the model to absorb operational uncer-
tainties and high-frequency sensor noise, converting localized instance variability into a
stable, packet-level state-of-charge estimation. This MIL representation can reduce the
influence of instantaneous fluctuations, resulting in a more informative representation for

SoC estimation.

https://doi.org/10.3390/batteries12070266


https://doi.org/10.3390/batteries12070266

Batteries 2026, 12, 266

17 of 33

Passenger Dataset
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Figure 3. Heatmap of the passenger vehicle dataset showing relationships among feature pairs, with
yellow indicating high correlation (i.e., battery voltage and SoC) and blue signifying low correlation
(i.e., battery current and SoC).

Table 4. Representative examples of MIL bags with a size of 5, constructed from sequential observa-
tions sharing the same SoC label.

hy hv bcell bcell bcell bcell
Bag Speed  Acceleration Voltage Current Max Min Max Min dtemp Power SoC
Voltage  Voltage Temp Temp
1 63.0 0.6 373 18.2 4.110 4.088 24 22 2 6.79 88
1 62.4 0.6 374 219 4117 4.097 24 22 2 8.19 88
1 56.2 6.2 373 415 4.139 4.092 24 22 2 15.48 88
1 45.3 10.9 373 424 4.116 4.089 24 22 2 15.82 88
1 49.5 4.2 372 62.3 4.119 4.095 24 22 2 23.18 88
2 66.5 7.8 366 235 4.038 4.012 22 21 1 8.60 80
2 68.6 2.1 365 33.1 4.029 4.007 22 21 1 12.08 80
2 76.2 7.6 364 323 4.022 3.997 22 21 1 11.76 80
2 76.2 0.0 365 27.3 4.026 3.999 22 21 1 9.96 80
2 76.7 0.5 365 16.0 4.024 4.007 22 21 1 5.84 80

Table 5 presents the descriptive statistics of the features used in the bus dataset. As
shown, all continuous variables were normalized within a strict [0, 1] boundary prior to
model development. The average SoC value is 75.173 with a standard deviation of 15.932,
indicating that the dataset covers a broad range of battery charge levels. The data reveal
that electric buses experience skewed speed profiles during operational routes. Among
the input variables, battery pack voltage and current variables also span wide ranges,
reflecting the diverse operating conditions encountered during real-world bus operation.
Thermal features display relatively steady behavior with lower variances. These statistics
demonstrate that the dataset contains substantial variability in both battery and vehicle
operating characteristics, providing a suitable foundation for evaluating the robustness of
the proposed MIL-LGBM method.

Table 6 presents the summary statistics and distributional properties characterizing
the passenger vehicle dataset. Similar to the bus dataset, all predictor variables were
normalized prior to model training. The overall operational mean SoC is 65.447 with a
standard deviation of 21.041, indicating a wider distribution of charge levels compared
with the bus dataset. The driving dynamics reflect distinct passenger-car habits, yielding a
standard deviation of 0.199 for the speed variable. The current measurements show rela-
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tively lower dispersion, while temperature-related variables exhibit substantial variation
across operating conditions, reflecting changing environmental and driving conditions
experienced by passenger vehicles. Overall, the statistics reveal considerable diversity in
the underlying data distribution and confirm that the dataset encompasses a broad range
of battery operating states, which is essential for developing and validating a generalized
SoC estimation model.

Table 5. Descriptive statistics of the normalized bus dataset, with most feature means centered around
the mid-range of the normalized scale (mean =~ 0.5) and moderate standard deviations indicating
variability under real-world operating conditions.

Feature Name Min Max Mean Std

speed 0.0 1.0 0.237 0.236
acceleration 0.0 1.0 0.535 0.069
hv_voltage 0.0 1.0 0.503 0.285
hv_current 0.0 1.0 0.525 0.237
bcell_maxVoltage 0.0 1.0 0.377 0.068
bcell_minVoltage 0.0 1.0 0.507 0.088
beell_maxTemp 0.0 1.0 0.509 0.164
bcell_minTemp 0.0 1.0 0.577 0.182
dtemp 0.0 1.0 0.053 0.026
power 0.0 1.0 0.505 0.231
State of Charge (SoC) 16.0 100.0 75.173 15.932

Table 6. Descriptive statistics of the normalized passenger vehicle dataset, showing feature means
distributed across the lower and middle regions of the normalized scale (mean < 0.6) and varying
levels of standard deviations, reflecting diverse battery and driving behaviors.

Feature Name Min Max Mean Std
speed 0.0 1.0 0.176 0.199
acceleration 0.0 1.0 0.477 0.052
hv_voltage 0.0 1.0 0.573 0.209
hv_current 0.0 1.0 0.499 0.093
bcell_maxVoltage 0.0 1.0 0.137 0.061
bcell_minVoltage 0.0 1.0 0.561 0.207
bcell_maxTemp 0.0 1.0 0.377 0.130
bcell_minTemp 0.0 1.0 0.366 0.133
dtemp 0.0 1.0 0.382 0.143
power 0.0 1.0 0.490 0.088
State of Charge (SoC) 1.0 100.0 65.447 21.041

4.2. Data Preprocessing

A systematic data preprocessing pipeline, comprising data reduction, data filtering,
data cleaning, data imputation, deduplication, and normalization, was executed to pre-
pare the datasets for the SoC estimation models. In terms of “Data Reduction”, both the
timestamp and cumulative traveled distance variables were excluded from the final feature
set. Time was eliminated late in the preprocessing pipeline because it was necessary to
preserve record order for secondary tasks, such as temporal interpolation and acceleration
calculation, which required consecutive time records. For “Data Filtering”, outliers were
identified using the interquartile range (IQR) method, where observations outside a strict
threshold of seven times the IQR were removed. Furthermore, the dataset was filtered
to include only driving mode (charging_signal = 3) records. For “Data Cleaning”, we
handled several physically impossible and erroneous readings, such as 0 and 65,535 V
for cell voltage and 1310.7 V for battery voltage, as well as cell temperatures of —40 °C
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and 25°C. Regarding “Data Imputation”, invalid or missing measurements were replaced
using linear interpolation. This approach preserves the continuity of sensor signals while
minimizing information loss caused by corrupted records. In the “Deduplication” step, we
removed several consecutive records with all features (except time) the same, as well as
several rows that were empty.

In the ‘Normalization” step, the Passenger Vehicle, Bus, NCM, and LFP datasets were
normalized independently, preventing differences in feature distributions from introducing
bias across datasets. In each dataset, all continuous numerical inputs, except the target
SoC values, were transformed using min-max normalization as a preprocessing standard-
ization procedure. Table 7 evaluates the influence of normalization on the performance
of the proposed MIL-LGBM method. The results indicate that the MAE values obtained
with normalized and non-normalized data are nearly identical across all datasets. This
behavior can be attributed to the fact that tree-based learning algorithms perform feature
partitioning through threshold-based splits and are therefore largely insensitive to feature
scaling. Nevertheless, normalization was retained in the preprocessing pipeline to ensure a
consistent feature representation and to facilitate comparisons across heterogeneous vehicle
and battery datasets.

Table 7. Performance comparison (MAE) of the proposed MIL-LGBM method under normalized and
non-normalized data configurations, showing nearly identical prediction performance.

Normalized Data Non-Normalized Data
Passenger Vehicle 0.799 0.799
Bus 3.983 3.988
NCM 0.713 0.712
LFP 2.918 2.926

4.3. Feature Engineering

In this study, the feature space for SoC estimation was expanded by constructing
three distinct derived variables: power, acceleration, and temperature difference. The
incorporation of these specific variables aims to enhance estimation accuracy by capturing
factors that directly influence battery degradation and charge state.

Power is a critical feature in SoC estimation because it is physically coupled with
the battery’s internal states and dictates the safe operational boundaries of the propulsion
system [1,2]. Incorporating power-related variables allows estimation algorithms to capture
the complex, non-linear electrochemical behavior of the battery under dynamic loads such
as rapid acceleration or regenerative braking [1-3]. Furthermore, modern Battery Manage-
ment Systems (BMS) increasingly employ joint estimation frameworks, where power is a
vital feature to ensure consistency across multiple state variables; this approach improves
accuracy throughout the battery’s lifecycle and enables essential functions such as range
prediction and torque control [1-3]. By leveraging power as a feature, machine learning
models can better account for internal resistance variations and thermal fluctuations, which
are otherwise difficult to infer from direct measurements alone [2—4]. Power is given by;

Power = Voltage x Current (17)

Acceleration is also a critical feature for SoC estimation because it can subject the battery
to extreme dynamic current stresses that significantly impact the battery’s usable capacity
and internal temperature. These rapid changes generate substantial voltage drops and
thermal gradients, requiring the BMS to accurately estimate internal resistance in real
time to maintain stable SoC tracking [1,2]. Moreover, acceleration is a primary input for
determining the State of Function (SOF) and State of Power (SOP), as it helps the BMS
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judge whether the current battery state can meet immediate torque demands without
risking lithium plating or triggering safety cut-offs [1,3]. Persistent aggressive acceleration
also contributes to the thickening of the solid electrolyte interphase (SEI) layer, which
increases internal resistance and alters the voltage-SoC relationship over the battery’s
lifecycle [1,4]. Finally, accounting for acceleration-related factors, such as mechanical
vibrations, is necessary because they can degrade physical capacity, introducing further
non-linearities that must be handled by robust estimation models to ensure accuracy under
natural driving conditions [1,5].

Acceleration; = Speed; — Speed; ;, i=2,3,...,N (18)

The temperature difference between the maximum and minimum cell temperatures,
which should ideally be maintained within approximately 3 °C, is a vital feature for SoC
estimation because it directly dictates the consistency of the battery pack’s internal states [1].
Operating a battery pack across uneven temperatures leads to uneven cell aging, causing
their nominal capacities and internal resistances to diverge over time [1,2]. Because State-of-
Charge is defined as the ratio of remaining usable capacity to total capacity, these thermal
gradients ensure that cells in the same string will reach different charge levels even under
identical current loads [1,3]. Furthermore, temperature differences alter electrochemical
reaction kinetics and polarization effects, making it difficult for standard “large cell” models
to maintain accuracy without accounting for cell-to-cell inconsistencies [3,4]. Modern
BMSs utilize these thermal deltas to inform joint estimation frameworks and inconsistency
compensation models, which adjust SoC calculations to account for local hotspots that
could otherwise lead to model divergence or safety hazards like thermal runaway [1,2,4,5].
By monitoring temperature differences, the BMS can better manage cell balancing and
provide more reliable range predictions throughout the battery’s lifecycle [1-3].

DTemp = Bcell MaxTemp — BecellMinTemp (19)

4.4. Feature Selection

Mutual Information (MI) analysis was employed to determine the features that con-
tributed most to predicting SoC. It successfully quantifies both linear and nonlinear depen-
dencies between the candidate variables and the target variable. In other words, MI can
capture complex, higher-order statistical variations without making strong assumptions
about the underlying data distribution. Features with higher MI scores provide greater
information about SoC and are expected to contribute more significantly to the predictive
performance of the estimation model. Formally, mutual Information is given as:

_ + Mog [ PHY)
MI(X,Y) = x;(y;yp( )l g<p(x p<y)> (20)

where MI(X,Y) quantifies the mutual dependence between the feature X and the target
Y. Specifically, the term p(x, y) signifies the joint probability of these variables, while the
symbols p(x) and p(y) refer to their marginal probabilities, respectively. According to the
formula: If X and Y are totally independent, then p(x,y) = p(x)p(y); therefore, log(1) =0
and MI = 0. If X provides information about Y, the MI value exceeds 0.

Figure 4 presents the computed MI scores of the input features for the bus dataset.
The results indicate that voltage-related variables are the most informative predictors of
SoC. Power also exhibits substantial predictive relevance, highlighting the importance of
energy consumption rates in electric buses. Conversely, vehicle dynamics variables such as
speed and acceleration yield comparatively lower scores, suggesting a more limited direct
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contribution to SoC estimation. Overall, the findings demonstrate that battery electrical
dynamics represent the primary sources of information for robust SoC prediction in the
electric bus dataset.

hv_voltage
bcell_maxVoltage
power
bcell_minVoltage
bcell_maxTemp
becell_minTemp
hv_current
dtemp

vhe_speed

acceleration

0.0 0.1 0.2 0.3 0.4 0.5 0.6
Mutual Information Scores

Figure 4. Feature importance scores for the bus dataset prior to model training, ranking the input
variables according to their statistical relevance to the target SoC in descending order.

Figure 5 illustrates the feature dependency profile evaluated for the passenger vehicle
dataset. Similar to the bus dataset, voltage-based measurements emerge as the most
informative features. Power also provides considerable predictive information, revealing
the comparative statistical influence of it on the SoC estimation process. Temperature,
current, and driving-related variables exhibit relatively low contributions. All these results
suggest that voltage measurements play an even more dominant role in passenger vehicle
SoC estimation compared with the bus dataset.

Passenger Vehicle

bcell_maxVoltage
hv_voltage
bcell_minVoltage
power
beell_minTemp
bcell_maxTemp
dtemp
hv_current

vhc_speed

acceleration

0.0 0.5 1.0 1.5 2.0 2.5
Mutual Information Scores

Figure 5. Feature importance scores for the passenger vehicle dataset prior to model training, ranking
the input variables according to their statistical relevance to the target SoC in descending order.

After MI analysis, sequential feature pruning was executed by training the machine
learning models on feature subsets, decreasing in cardinality from 10 to 4 based on their MI
rankings. For both datasets, the best results were obtained by the nine-feature subset. Con-
sequently, the lowest-ranked variable, namely acceleration, was systematically excluded
from the input space, and the remaining nine features were utilized within the proposed
MIL-LGBM framework.
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4.5. Evaluation Metrics

The performance of the proposed SoC estimation framework was assessed using three
universally accepted statistical metrics. Specifically, Mean Absolute Error (MAE), Root
Mean Squared Error (RMSE), and the Coefficient of Determination (R?) were chosen to
collectively provide a comprehensive assessment of prediction accuracy, error magnitude,
and model fitting characteristics.

MAE acts as a statistical measure that quantifies the mean magnitude of absolute
errors between estimated SoC values and their corresponding actual battery states. In this
study, the MAE is highly useful as its final value is expressed in the same physical units as
the original SoC measurements.

1 N
MAE = Nk; 1S0Cpre — S0Cact| (21)

where N is the number of samples, while SoCpe and SoCy; represent the estimated and
reference state-of-charge values within the testing dataset, respectively.

RMSE quantifies the precision of SoC estimates by determining the quadratic mean
of the deviations between model predictions and reference battery states. By applying a
squaring operation to the residuals, this metric inherently imposes a heavier penalty on
substantial estimation inaccuracies.

N

1
RMSE = Nk:zl (SoCpre — S0Cact)” 22)

R? serves as an indicator of how well the predictions of a model match the real data.
A value of 1 indicates that the predicted values perfectly match the actual data. A value of
0 corresponds to a baseline model, which can be achieved by just predicting the mean of all
samples. Values less than 0 indicate that the model does not fit the data well, suggesting
inadequate predictive capability.

A N2
R2—1_ LWi—1) 23)

4.6. Results

Table 8 presents a comparative performance evaluation of machine learning models
on both the passenger vehicle and bus datasets in terms of MAE, RMSE, and R?. As investi-
gated, all models were first implemented within the conventional Single-Instance Learning
(SIL) framework. The results demonstrated that traditional linear architectures—namely
Linear Regression, Ridge, Lasso, and Elastic Net—exhibited a limited capability to resolve
SoC dynamics. Although the Long Short-Term Memory (LSTM) network obtained better
results than the conventional linear models, it did not provide the best predictive perfor-
mance. Non-linear machine learning models, including K-Nearest Neighbors and Neural
Networks, produced competitive prediction performance but still exhibited room for im-
provement in predictive accuracy. Conversely, the tree-based gradient boosting (LGBM)
substantially outperformed all these linear, non-linear, and neural-network-based methods
across all evaluation metrics. In particular, SIL-LGBM achieved the lowest MAE and RMSE
values while simultaneously producing the highest R? scores for both datasets. This supe-
rior performance of SIL-LGBM can be attributed to its ability to capture non-linear complex
relationships among battery voltage, temperature, current, and other vehicle operating
variables. Furthermore, unlike LSTM, which generally requires high computational cost,
black-box, and complex model architectures, LGBM offers an efficient and interpretable
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learning framework through its tree-based structure. Based on these findings, the LGBM
algorithm was selected as the base learner for the proposed MIL-based framework.

Table 8. Performance comparison of machine learning models under the Single-Instance Learning
(SIL) framework for the passenger vehicle and bus datasets, demonstrating the superior performance
of LGBM across all evaluation metrics (MAE, RMSE, and R?).

Passenger Vehicle Bus
Methods
MAE RMSE R? MAE RMSE R?
SIL-Linear Regression 3.194 4.288 95.855  7.197 9.193 66.403
SIL-Ridge 3.195 4.288 95.855  7.195 9.193 66.400
SIL-Lasso 3.254 4519 95398  7.549 9.530 63.890
SIL-Elastic Net 6.671 8.785 82.607 10.858  13.314  29.523
SIL-K-Nearest Neighbors 1.042 1.918 99.171  4.509 7.527 77.472
SIL-LSTM 0.980 1.775 99.290  5.249 6.975 80.850
SIL-Neural Network 0.977 1.315 99.610  5.257 6.848 81.353
SIL-LGBM 0.887 1.203 99.674  4.410 5.924 86.048

Table 9 illustrates the performance enhancements achieved by transitioning from the
Single-Instance Learning (SIL-LGBM) baseline to the proposed Multi-Instance Learning
(MIL-LGBM) architecture after hyperparameter optimization. The empirical benchmarks
consistently showed that MIL-LGBM achieved lower MAE and RMSE and higher R? scores
than its SIL counterpart across both datasets. Specifically, for the passenger vehicle dataset,
the MAE was decreased from 0.887 to 0.799. In particular, the proposed MIL represen-
tation reduced the MAE by 9.92% for the passenger vehicle dataset and 9.68% for the
bus dataset while simultaneously decreasing RMSE. This systematic improvement stems
from the inherent capability of the MIL paradigm to process time-series observations as
aggregated data packets (“bags”) with shared labels. Unlike SIL, which treats each observa-
tion independently, MIL allows the model to learn collective battery operating behavior
and reduces the influence of measurement noise and short-term sensor fluctuations while
preserving meaningful battery state information. Consequently, the proposed MIL-LGBM
method produced more robust and accurate state-of-charge estimations across different
vehicle platforms.

Table 9. Performance comparison between the conventional SIL-LGBM and the proposed MIL-LGBM
framework for SoC estimation on the passenger vehicle and bus datasets, including percentage
improvements obtained by Multi-Instance Learning.

Passenger Vehicle Bus

SIL-LGBM MIL-LGBM  Improvement  SIL-LGBM MIL-LGBM  Improvement

MAE
RMSE

0.799 9.92% 4410 3.983 9.68%
1.167 2.99% 5.924 5.765 2.68%
99.685 86.048 87.044

Table 10 reports the performance of the proposed MIL-LGBM method on vehicles
equipped with distinct lithium-ion battery chemistries, specifically contrasting Nickel
Cobalt Manganese (NCM) and Lithium Iron Phosphate (LFP) systems. The results indicated
that MIL-LGBM achieved high predictive accuracy for both battery types, demonstrating
its capability to generalize across different electrochemical systems. Nevertheless, lower
prediction errors are observed for NCM batteries compared with LFP batteries. This
performance discrepancy is probably rooted in the underlying electrochemical behavior
of the cells: NCM batteries generally exhibit a stronger and more continuous relationship
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between terminal voltage and SoC, whereas LFP batteries are characterized by extended
voltage plateaus, making accurate charge-state estimation inherently more challenging.
Despite these difficulties, the proposed MIL-LGBM model maintained high robustness on
both chemistries, suggesting practical applicability across different battery technologies.

Table 10. Performance of the proposed MIL-LGBM framework on vehicles equipped with NCM and
LFP battery chemistries, demonstrating its applicability across different battery technologies.

NCM LFP
MAE 0.713 2.918
RMSE 1.007 4593
R? 99.775 92.601

Figure 6 shows the variation in MAE with respect to the number of estimator pa-
rameters for the passenger vehicle and bus datasets. In both vehicle domains, prediction
accuracy improved as more trees were incorporated into the ensemble. However, the rate of
improvement gradually decreases as the number of estimators increases. For the passenger
vehicle profile (Figure 6a), the error curve exhibited rapid exponential decay, whereas the
bus profile (Figure 6b) demonstrated a more gradual convergence. For both vehicle types,
improvements beyond approximately 50 estimators are minimal.

15 Passenger Vehicle 15 Bus
10
m m
2 2 10
= =
5
5
0 50 100 150 0 50 100 150
Number of Estimators Number of Estimators
(a) (b)

Figure 6. Convergence profiles of MAE with increasing number of estimators for (a) passenger
vehicles and (b) buses, demonstrating rapid error stabilization with the optimal value marked at
50 decision trees by the red dashed line.

Figure 7 shows the variation in MAE with the number of estimators across datasets
grouped by battery chemistry. Similar convergence behavior was observed for both NCM
and LFP batteries. Prediction errors decrease rapidly during the initial boosting iterations
and subsequently approach a stable region as the number of estimators increases. For both
battery chemistries, improvements beyond approximately 50 estimators are minimal.

Figure 8 presents the SoC prediction errors produced by the MIL-LGBM framework
for 50 representative samples from the passenger vehicle and bus datasets. As illustrated in
Figure 8a,b, the prediction errors are predominantly distributed around the zero-error line
for the passenger vehicle model, whereas the bus model exhibits several larger deviations.
Overall, the error distributions provide a visual indication that MIL-LGBM tends to achieve
reasonable prediction performance.
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Figure 7. Error minimization trajectories with an increasing number of estimators evaluated for specific
cell configurations: (a) NCM battery vehicles, and (b) LFP battery vehicles, demonstrating no meaningful
improvement beyond the optimal value of 50 decision trees, indicated by a red dashed line.
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Figure 8. SoC prediction errors for 50 representative samples from (a) passenger vehicles and (b) buses,

illustrating their magnitude and direction.

Figure 9 presents the error residual frequency distributions obtained by the MIL-
LGBM method across all examined vehicle domains and battery chemistries. All residual
histograms exhibited approximately bell-shaped distributions centered close to zero, val-
idating that the learning model is free from substantial systematic prediction bias. Most
prediction errors were concentrated within a relatively narrow range. The symmetry of the
histograms suggests that overestimation and underestimation occurred with comparable
frequency. Overall, the residual analysis confirmed the statistical reliability of the proposed
framework for SoC predictions across different vehicle types and battery chemistries.

Figure 10 illustrates the relationship between the empirical SoC values and the model
predictions across all experimental conditions. As shown in the figures, the majority of
observations were concentrated near the diagonal reference line, indicating strong evidence
of the accuracy of the models. Furthermore, no obvious systematic deviation was observed
across the SoC range, suggesting that the model exhibits stable performance under both
low and high charge conditions. In particular, the passenger vehicle and NCM scatter
distributions showed minimal dispersion, demonstrating near-perfect correlation across
the entire state-of-charge spectrum from deep discharge to full capacity (1-100%). Overall,
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the graphs confirmed that the MIL-LGBM framework successfully resolved structural-state
tracking across diverse operational life cycles.
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Figure 9. Residual distributions of the proposed MIL-LGBM framework for different vehicle and
battery types: (a) passenger vehicles, (b) buses, (c) NCM battery vehicles, and (d) LFP battery vehicles,
illustrating the prediction error characteristics across the evaluated datasets.

Passenger Vehicle Bus NCM LFP
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Figure 10. Scatter plots illustrating the agreement between actual and predicted SoC values with
the red diagonal line representing the ideal prediction for different vehicle and battery types:
(a) passenger vehicles, (b) buses, (¢) NCM battery vehicles, and (d) LFP battery vehicles.

To investigate the benefit of the MIL paradigm over the SIL approach across different
scales, a comprehensive sensitivity analysis was conducted by varying the bag size (w)
from 5 to 15 in increments of 2. Table 11 presents the comparative MAE results and the
corresponding relative improvement percentages of the proposed MIL-LGBM framework
against the conventional SIL-LGBM baseline. The empirical evidence showed that MIL-
LGBM consistently outperformed its SIL counterpart across all evaluated bag sizes for
both vehicle categories. Depending on the bag size configuration, the MIL paradigm
demonstrated a robust scalability profile, where the accuracy improvement fluctuated
between 4.62% and 10.26% for the passenger vehicle segment, and between 2.74% and
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9.68% for buses compared to the SIL baseline. The results confirm that the selected bag size
provides an appropriate balance between preserving representative battery behavior and
limiting unnecessary information aggregation. Overall, the findings demonstrate that the
performance gain achieved by MIL is systematic and consistent rather than incidental.

Table 11. Effect of different MIL-LGBM bag sizes on SoC estimation accuracy compared against the
conventional SIL-LGBM baseline in terms of MAE, including improvement rates.

Passenger Vehicle Bus
Bag Size (w)
MAE Improvement MAE Improvement

SIL-LGBM - 0.887 - 4.410 -

MIL-LGBM 5 0.799 9.92% 3.983 9.68%
MIL-LGBM 7 0.796 10.26% 4.005 9.18%
MIL-LGBM 9 0.822 7.33% 4.032 8.57%
MIL-LGBM 11 0.831 6.31% 4.003 9.23%
MIL-LGBM 13 0.835 5.86% 4.106 6.89%
MIL-LGBM 15 0.846 4.62% 4.289 2.74%

Table 12 presents the computational efficiency of the proposed MIL-LGBM framework
over the conventional SIL-LGBM approach under different bag sizes. The empirical profiles
reveal a highly beneficial property of the MIL paradigm: it drastically accelerates the
model training speed. For instance, under the w = 5 configuration, the training time
decreased from 4.457 s to 1.800 s (59.61% reduction) for the passenger vehicle dataset
and from 1.432 s to 0.765 s (46.58% reduction) for the bus dataset. Across all investigated
window sizes, the reduction in training time ranges from 59.61% to 69.58% for the passenger
vehicle dataset and from 46.58% to 55.17% for the bus dataset. This operational speedup is
achieved because MIL operates on aggregated bags rather than individual observations,
thereby reducing the effective number of records processed by the learning algorithm.
Consequently, the proposed MIL framework not only improves SoC estimation accuracy
but also substantially enhances computational efficiency, making it well-suited for large-
scale real-world fleet applications.

Table 12. Training time comparison between the conventional SIL-LGBM and the proposed MIL-

LGBM framework for different bag sizes, demonstrating the computational benefits of MIL.

Passenger Vehicle Bus
Bag Size (w) : : : : : :
Time (s) Time Reduction Time (s) Time Reduction

SIL-LGBM - 4.457 - 1.432 -
MIL-LGBM 5 1.800 59.61% 0.765 46.58%
MIL-LGBM 7 1.664 62.66% 0.740 48.32%
MIL-LGBM 9 1.500 66.35% 0.733 48.81%
MIL-LGBM 11 1.387 68.88% 0.678 52.65%
MIL-LGBM 13 1.356 69.58% 0.645 54.96%
MIL-LGBM 15 1.381 69.01% 0.642 55.17%

The benefits of the proposed MIL framework can be summarized as follows. First,
MIL enables the model to learn collective battery behavior from groups of sequential obser-
vations instead of isolated samples, resulting in a more representative characterization of
battery dynamics. Second, by aggregating temporally related instances into bags, the pro-
posed framework becomes less sensitive to measurement noise and short-term fluctuations,
thereby improving robustness and generalization. Third, this bag-level representation is
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particularly suitable for battery SoC estimation because SoC evolves more gradually than
rapidly varying voltage, current, and temperature signals. Finally, the integration of MIL
with LGBM provides a computationally efficient framework by learning from aggregated
bags rather than individual observations, thereby reducing the effective training workload
while simultaneously improving prediction accuracy over the conventional SIL framework.

4.7. Explainable Al Analysis for the Proposed Model

One of the principal strengths of the proposed MIL-LGBM framework is its inherent
explainability and interpretable architecture. While high prediction accuracy is essential
for reliable battery management, understanding why the model produces a particular SoC
estimate is equally important for enhancing user confidence, validating model decisions,
and helping engineers better understand battery behavior.

The XALI analysis provides several practical benefits over conventional feature ranking.
First, it validates that the proposed MIL-LGBM model bases its predictions on physically
meaningful battery characteristics rather than spurious correlations. Second, it enables
battery engineers to identify the operating variables that most strongly influence SoC esti-
mation under different vehicle categories. Finally, the decision tree structure and the SHAPs
provide additional evidence regarding the robustness, transparency, and reliability of the
proposed explainable MIL-LGBM framework. By revealing the vehicle-specific sensitivi-
ties, the XAl layer bridges the gap between data-driven black-box modeling and physical
battery mechanisms, establishing the transparency required for trusted deployment in fleet
monitoring systems.

To provide both global and local model interpretability, the proposed framework was
analyzed using SHapley Additive exPlanations (SHAP). SHAP quantifies the contribution
of each feature to the predicted SoC by assigning an additive importance value that reflects
the marginal impact of that feature. Unlike conventional feature importance measures
that only rank variables according to their overall contribution, SHAP additionally reveals
whether high or low feature values drive the estimated SoC upward or downward, thereby
providing a more comprehensive explanation of the trained model.

Figure 11a,b present the SHAP summary plots for the passenger vehicle and bus
models, respectively. Each point corresponds to one observation, colored by its relative
feature value ranging from low (blue) to high (red). The horizontal axis represents the
SHAP value (impact on model output), where points to the right of the zero-line increase
the predicted SoC, whereas points to the left decrease it. As observed in both vehicle
models, battery cell maximum voltage emerges as the most dominant variable shaping the
prediction process. Moreover, higher voltage values generally contribute positively to the
estimated SoC, whereas lower voltage values shift the prediction toward lower SoC values.
For the Bus model, temperature-related variables also exhibit noticeable contributions,
reflecting the more diverse operational conditions experienced by these vehicles. High
maximum cell temperatures (red dots) are generally associated with lower predicted SoC
values, reflecting the elevated internal resistance and thermal stresses associated with
heavy-duty stop-and-go bus operations.

Figure 12 presents the decision tree derived from the proposed framework, providing
an interpretable view of the learned decision-making process. One of the major advantages
of the model is its human-readable structure, which enables users to trace how individual
predictions are generated. In other words, the trained model has inherent explainability
and transparent white-box properties. In general, features appearing near the upper levels
of the tree have a greater influence on the final prediction. Consistent with the Mutual
Information analysis presented in Figures 4 and 5, voltage-related variables occupy the
most prominent decision nodes, highlighting their importance in battery SoC estimation.
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The tree also shows important decision points. For example, an initial branch decision is
determined based on whether the pack voltage satisfies a threshold of 0.87. If true, the
model follows the left branch to evaluate deeper boundaries; if false, it routes to the right
to process other bounds. Such interpretable decision paths provide valuable insight into
the physical factors influencing battery charge estimation and increase confidence in the
model’s predictions.
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Figure 11. XAl-based SHAP summary plots illustrating global feature importance and directional
dependencies on SoC estimation in the proposed MIL-LGBM framework for (a) passenger vehicles

and (b) buses.
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Figure 12. XAl-enabled decision tree illustrating the interpretable decision-making process, hierarchi-
cal logic, and feature-based prediction rules learned by the proposed MIL-LGBM framework.

Table 13 summarizes the feature importance statistics extracted from the decision
tree. The results show the most influential variables, as indicated by the highest split
count, split frequency, and depth-weighted importance score. Overall, the feature im-
portance analysis reinforces the interpretability of the proposed framework and provides
additional information.
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Table 13. Feature importance statistics extracted from the XAl-enabled decision tree, indicating the
dominant contribution of voltage-related variables to battery SoC estimation based on split frequency
and weighted tree-depth scores.

Feature Split Count Split Frequency (%) Depth Weighted Importance
bcell_minVoltage 52 26.130653 3.494765
vhc_speed 39 19.597990 3.071506
bcell_maxVoltage 35 17.587940 2.865682
hv_voltage 24 12.060302 2.391260
hv_current 26 13.065327 2.021943
power 11 5.527638 1.184526
dtemp 4 2.010050 0.345489
bcell_maxTemp 5 2.512563 0.323266
bcell_minTemp 3 1.507538 0.308824

5. Conclusions and Future Work

This study introduces MIL-LGBM, a specialized method for battery state-of-charge
estimation. Unlike existing studies that rely on single-instance learning, focus on a single
vehicle type or battery chemistry, and are evaluated under controlled laboratory conditions,
this study was designed to investigate various vehicle platforms and battery technologies
under realistic on-road environments. The proposed framework combines a multi-instance
learning paradigm and a gradient boosting technique to capture collective battery operating
behavior while maintaining model interpretability.

The proposed methodology was evaluated using datasets collected from both electric
buses and passenger vehicles equipped with NCM and LFP batteries. Feature engineering
and mutual information-based feature selection were employed to enhance data quality,
while hyperparameter optimization further improved model performance. Experimen-
tal results demonstrated that the MIL representation consistently improved prediction
performance compared with the conventional SIL approach. In both bus and passenger
datasets, the proposed model achieved meaningful reductions in both MAE and RMSE,
while an increase was observed in R?. For passenger vehicles, the proposed MIL-LGBM
method achieved an MAE of 0.799. The findings of the study confirm that the integration
of MIL enables the learning algorithm to exploit collective battery behavior patterns more
effectively than conventional instance-based approaches. The results indicate that diverse
on-road datasets coming from real vehicles under real road conditions can be effectively
utilized by the proposed MIL-LGBM method. Moreover, explainability analyses were
provided based on feature importance rankings and a representative decision tree.

Future research directions will focus on developing a user-friendly on-board software
interface to integrate the proposed model into practical EV ecosystems. This interface
will aim to provide end-users with diagnostic insights to enhance energy management,
enabling predictive trip and charging planning. Such systems can provide drivers with
accurate battery-state information and help extend battery lifespan.

Author Contributions: Conceptualization, I.A.K.; methodology, I.A.K,; software, . A K,; validation,
D.B.; formal analysis, I.A.K,; investigation, D.B.; resources, . A K,; data curation, I.A.K.; writing—
original draft preparation, .A.K. and D.B.; writing—review and editing, . A.K. and D.B.; visualization,
I.AK. and D.B.; supervision, D.B.; project administration, D.B.; funding acquisition, I.A.K. All authors
have read and agreed to the published version of the manuscript.

Funding: This research received no external funding.

https://doi.org/10.3390/batteries12070266


https://doi.org/10.3390/batteries12070266

Batteries 2026, 12, 266

310f33

Data Availability Statement: The dataset utilized in this study is publicly available [30] on the
GitHub repository (https:/ /github.com/Translab-SCUT/Electric-vehicle-operation-data, accessed
on 8 March 2026).

Conflicts of Interest: The authors declare no conflicts of interest.

Abbreviations

The following abbreviations are used in this manuscript:

AEKF Adaptive extended Kalman filter

AM Attention mechanism

AUKF Adaptive unscented Kalman filter
BiLSTM  Bidirectional long short-term memory

CNN Convolutional neural network
DAKF Dual adaptive Kalman filter

DL Deep learning

DT Decision tree

ECM Equivalent circuit model

EKF Extended Kalman filter

ET Extra Trees

EV Electric vehicles

FNN Feedforward neural network
FOA Fractional-order adaptive
GMMCC  Generalized mixture maximum correlation-entropy criterion
GRU Gated recurrent unit

KF Kalman Filter

KNN K-nearest neighbors

LFP Lithium iron phosphate

LGBM Light gradient boosting machine
LMO Lithium manganese oxide

LR Linear regression

LSTM Long short-term memory

MAE Mean absolute error

MaxE Maximum error

MIL Multi-instance learning

ML Machine learning

MSE Mean squared error

NARX Nonlinear autoregressive exogenous
NCM Nickel cobalt manganese

NN Neural network

QPSO Quantum-behaved particle swarm optimization
RF Random forest

RMSE Root mean squared error

SIL Single instance learning

SMO Sliding mode observers

SoC State of charge

SoH State of health

SVM Support vector machine

TFF Triple forgetting factor

TCN Temporal convolutional network
UKF Unscented Kalman filter

XAI Explainable artificial intelligence

XGBoost  Extreme gradient boosting
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