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Abstract

:

Construction and demolition wastes (CDW) are generated at a large scale and have a diversified potential in the construction sector. The replacement of natural aggregates (NA) with CDW recycled aggregates (RA) in construction materials, such as mortars, has several environmental benefits, such as the reduction in the natural resources used in these products and simultaneous prevention of waste landfill. Complementarily, CDW have the potential to capture CO2 since some of their components may carbonate, which also contributes to a decrease in global warming potential. The main objective of this research is to evaluate the influence of the exposure of CDW RA to CO2 produced in cement factories and its effect on mortars. Several mortars were developed with a volumetric ratio of 1:4 (cement: aggregate), with NA (reference mortar), CDW RA and CDW RA exposed to high levels of CO2 (CRA). The two types of waste aggregate were incorporated, replacing NA at 50% and 100% (in volume). The mortars with NA and non-carbonated RA and CRA from CDW were analysed, accounting for their performance in the fresh and hardened states in terms of workability, mechanical behaviour and water absorption by capillarity. It was concluded that mortars with CDW (both CRA and non-carbonated RA) generally present a good performance for non-structural purposes, although they suffer a moderate decrease in mechanical performance when NA is replaced with RA. Additionally, small improvements were found in the performance of the aggregates and mortars with CRA subjected to a CO2 curing for a short period (5 h), while a long carbonation period (5 d) led to a decrease in performance, contrary to the results obtained in the literature that indicate a significant increase in such characteristics. This difference could be because the literature focused on made-in-laboratory CDW aggregates, while, in this research, the wastes came from real demolition activities, and were thus older and more heterogeneous.
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1. Introduction


In recent years, the concentration of carbon dioxide (CO2) in the atmosphere has exponentially increased. It is estimated that 40% of this increase is due to human activities [1]. The high concentration of this gas, as well as the other greenhouse gases, is responsible for the phenomenon known as global warming. This is one of the main global threats and measures to combat it are urgently required.



According to the European Commission, from 25% to 30% of the waste generated in Europe comes from the construction industry, construction and demolition waste (CDW), which is available in large quantities at low acquisition costs [1,2]. Their incorporation in construction products, such as mortars and concrete, as recycled aggregates (RA), has a positive impact, reducing the exploitation of natural resources in the natural aggregates industry while improving the lifecycle of these products.



The cement industry is responsible for the production of one of the most-used materials in the construction sector. It is estimated to be responsible for the emission of from approximately 650 to 800 kg of CO2 for each tonne of cement produced [3]. This makes this industry one of the most polluting in terms of CO2 emissions. Nevertheless, these emissions occur throughout the cement manufacturing process—from the extraction of raw materials, namely from finite and scarce natural resources, to shipping. Thus, there is an exponential consumption of these resources and corresponding repercussions for the environment, which has been the target of changes and measures taken by the construction sector.



In cementitious mortars, cement acts as a binder and undergoes carbonation, a reaction in which free lime reacts with CO2 to form calcium carbonate (CaCO3). Besides free lime, other hydrated cementitious products can react with CO2 [4]. Thus, any cementitious material is able to capture part of the CO2 emitted during cement production [1].



The use of CDW as an RA in mortars and concrete has been the object of several studies, with promising results. However, generally, these aggregates reduce the performance of these materials. Several studies [5,6,7,8,9] claim that the incorporation of CDW aggregates subjected to forced carbonation in mortars and concrete (CRA) improves their characteristics compared to non-carbonated aggregates, while the latter contribute to the capture and storage of CO2 (carbon capture and storage (CCS)).



It should be noted that, in the mentioned studies [5,6,7,8,9], waste formulated in a laboratory or consisting only of cementitious matrix materials is used. However, the present study aims to incorporate RA from treatment and recycling plants. This study integrates project WP10B, forced and accelerated sequestration of CO2 by CDW to incorporate as aggregates in mortars and concrete, from the Sustainable Construction Materials Association collaborative laboratory (c5Lab), which intends to optimise CO2 capture through CDW for subsequent incorporation as aggregates in mortars and concrete, offsetting part of the CO2 emitted by the cement industry.



This paper presents the results of the evaluation of the performance of mortars formulated with an RA of CDW subjected to forced and accelerated carbonation over both a short and a long period of time: 5 h (CRA-5h) and 5 days (CRA-5d).




2. Materials and Methods


2.1. Materials


A CDW commercialized by a Portuguese treatment and recycling plant (Figure 1) was incorporated into cementitious mortars, at replacement contents of 50% and 100%. This waste, referred to as CDW-A, corresponds to a mixture of particles with dimensions below 2 mm (Figure 2). This waste was previously characterized, as W1, by Infante Gomes et al. [10].



Mixtures of recycled aggregates are heterogeneous in terms of their composition. Therefore, to understand which constituents make up the CDW-A mix, these were classified according to the European standards EN 933-11 [11] and EN 13242 [12]. The waste constituents are then separated and classified into categories such as: concrete, concrete products, mortar and concrete masonry units (Rc); unbound aggregates, natural stone and hydraulically bound aggregates (Ru); glass (Rg); clay masonry units (Rb); bituminous materials (Ra) and other materials, including cohesive, metals, plastic, rubber, non-floating wood and gypsum plaster (X), as in Figure 3. Rc is the major component in the CDW-A mixture, with an amount of about 42%, as stated in Figure 3.



CDW-A in cementitious mortars was incorporated in its natural state (non-carbonated) and subjected to forced carbonation in a chamber, at 23 °C, 60% of relative humidity and 25% of CO2, for 5 h or 5 days. The binder used to prepare the mortars was Portland cement type CEM II/B-L 32.5 N, from the Portuguese cement company CIMPOR. The natural aggregate (NA) used was a combination of several calibrated siliceous sands. composed of over 98% silica, with quartzite, quartz and feldspar minerals, from Areipor-Areias Portuguesas. The binder:aggregate volumetric ratio used for these non-structural mortars was 1:4.



The grain size distribution curve of NA was adjusted to the one of CDW-A, to obtain comparable aggregates from this perspective. CDW-A presented a grain size curve considered suitable for mortar formulation; therefore, the feasibility of its direct use in the industry is an advantage that should be taken into account. Hence, the exact curve of this RA was used. Seven types of mortar were formulated. Of these, the reference mortar is the only one that does not contain RA, being composed of 100% NA. Two mortars were studied, with non-carbonated recycled waste with substitution ratios of 50% (A-50%) and 100% (A-100%). Mortars with the same replacement ratios of NA with RA were tested, with the recycled aggregates subjected to forced and accelerated carbonation for a period of 5 h (AC-5h-50% and AC-5h-100%) and a period of 5 days (AC-5d-50% and AC-5d-100%), see Table 1.



To perform the mortar-mixing, each material was first weighted on a balance with 0.1 g precision. Then, the constituents were placed in the previously moistened laboratory mixer. The container was attached to the mixer, which started working in automatic mode at a relatively slow speed. During the first 30 s, and with the same movement, the water was poured into the container. After 2.5 min, the mixer was stopped and the walls of the container were scraped off, so that all the material entered the mix. Finally, the mixer was switched on again, at the same speed, for another 30 s.



The mortars were moulded in prismatic moulds with dimensions of 160 mm × 40 mm × 40 mm (Figure 4) and maintained in controlled conditions until test. In the first 2 days, the mortars were kept at a temperature of 20 ± 2 °C and a relative humidity of 95 ± 5%. Afterwards, the samples were demoulded and kept in the same conditions for 5 days. After this period, the relative humidity was reduced to 65 ± 5% and the temperature remained constant.




2.2. Methods


The RA were analysed prior to their application in mortars. Along with the previously presented characterization of the CDW-A waste [10], three more tests were used for improved characterization and also to provide a comparison between non-carbonated and carbonated aggregates.



Therefore, the loose bulk density, particle density and water absorption of the aggregates were determined prior to and after carbonation for both 5 h and 5 days. The loose bulk density quantifies the dry mass of aggregate that is necessary to fill a container of known capacity, without compaction. The test procedure was carried out in accordance with the European standard EN 1097-3 [13]. Initially, the container of known capacity was placed at a well-defined distance under the conical-trunk mould that is plugged at the end of its base. Then, with the help of a trowel, the target material was placed in the conical-truncated mould until it was filled. Attention should be paid to ensure that this placement is carried out with due care, so that the trowel does not touch the conical-truncated mould, avoiding any kind of compaction of the sample. Once the conical-truncated mould is full, the shutter is released in a single movement, allowing the sample, by the action of gravity, to fall onto the cylindrical container. The excess of material was then trimmed off using a spatula and the sample weighed on a balance with accuracy of 0.1 g.



Particle density and water absorption were determined according to standard EN 1097-6 [14], with the same test protocol. The test protocol consists of weighting a sample of aggregate with approximately 100 g, placing it in a pycnometer, and filling it with water until the sample is completely covered. Afterwards, the pycnometer was filled with water to a specific volume and the sample was held in a water bath at a temperature of 25.0 ± 0.1 °C for 60 min.



The tests performed on mortars are presented in Table 2. The mortars’ workability was analysed in terms of consistency by flow table test. This test consists of placing the fresh mortar into a truncated cone mould in two layers, each compacted with 10 short strokes. The mould is carefully removed, and 15 strokes are performed in the flow table at a rate of one stroke per second. Finally, the diameter of the mortar spread in two orthogonal directions is measured with a calliper. Each result of this test is given by the average of two perpendicular measurements performed on the mortar sample.



The bulk density test in the fresh state consists of placing a fresh mortar inside a cylindric container, with a known volume, up to half its capacity. Then, it is compacted by oscillating the container in four alternate directions. Leaving the container supported on one side, the opposite side is lifted to a height of 3 cm and then left to fall. This is repeated for each of the remaining three directions. Then, the container is filled and compacted again in the same way. The excess mortar is removed by scraping the upper edge of the container with a trowel. Finally, the mortar and container are weighed. The result of this test consists of measuring the mass of a sample of this mix, for a given volume, with a given compaction. To measure the bulk density in the hardened state, a gauge was used to measure the length, height and width of each of the six specimens, and a precision balance of 0.001 g was used to measure the specimen mass. The density of the test specimens was calculated from these data.



To determine the dynamic modulus of elasticity, the frequency of resonance method was used, with the ZRM ZEUS 2005 equipment. This yields the fundamental resonance frequency of a material for an induced vibration in the longitudinal direction. This test was performed on six prismatic specimens. The modulus of elasticity, Me, (N/mm2) can be calculated accounting for geometric data and the density of the hardened mortar, as per Equation (1):


     M e   =   ( 2   ×   L   ×   f )  2     ×     ρ g     ×     10  − 6     



(1)




in which L is the specimen length (m), f the longitudinal resonance frequency (Hz), ρ the density (N/mm3) and g the acceleration of gravity (9.81 m/s2).



For the flexural strength test, the universal machine (ETI-HM-S/CPC from PROETI, S.A.) was prepared using a load cell of 2 kN, associated with the three-point bending device. The software program of the test equipment, which increments the load at a speed of 0.2 mm/min, was started, obtaining a graph of the applied force (N) as a function of time (s), and the maximum applied force was registered. With half of each specimen resulting from the flexural tensile strength test, the compressive strength test was performed. Similarly, the equipment was prepared using the load cell of 200 kN in the device for the compression of prisms with 40 mm of the section side. The values of the applied force were recorded as a function of time, as well as the maximum compressive force that occurs before failure. The compressive strength Rc (MPa) is obtained through the quotient between the maximum force (N) obtained by the equipment software and the load application section (mm2).



Regarding water behaviour at 28 days, the water absorption curves and capillarity coefficients of the mortars were determined. This coefficient reflects the initial mortar’s absorption speed. For this purpose, prismatic samples were cut in half and dried in a ventilated oven at 40 ± 5 °C until constant mass was reached. Once dry, the samples were waterproofed on the four lateral faces with paraffin, thus guaranteeing that the absorption was unidirectional. The samples were placed in a container with water to a height of 1 cm above the immersed surface of the samples, as in Figure 5. The mass of the samples was weighed at 10, 30, 60, 90, 180, 480, 1400 min and every 24 h until saturation was reached. Thus, it was possible to obtain the capillarity coefficient through the slope of the first straight segment of the curve of water absorbed per area by the square root of time.





3. Results and Discussion


3.1. Recycled Aggregates


RA from CDW were tested prior to forced/accelerated carbonation and immediately after, and the results are presented in Table 3. As expected, NA (sand) showed a considerably higher loose bulk density than that of the non-carbonated RA (CDW-A), mainly due to the greater porosity of the cementitious mortar that adhered to the RA’s surface compared to NA’s [21,22,23,24].



The forced and accelerated carbonation of recycled aggregates is expected to improve their characteristics, namely, their loose bulk density and porosity [25]; thus, it can be used as a treatment. It should be noted that these improvements can play a fundamental role in the behaviour of the mortars in which they will be included. Carbonation improves the quality of the mortar that is adhered to the NA’s surface [26,27] as, in this chemical reaction, CO2 reacts with calcium hydroxide to precipitate as CaCO3, filling its pores. Thus, the aggregates subjected to carbonation experience an increase in their bulk density and a consequent reduction in porosity [5,28]. This can be seen in the results obtained for the loose bulk density of carbonated aggregates (Table 3): there is an increase in the loose bulk density of carbonated recycled aggregates (CRA) for periods of 5 h and 5 days. However, it is noted that the forced carbonation of CDW-A RA for a relatively short period produced more significant improvements in the RA’s loose bulk density than carbonation for longer periods. Nevertheless, increases in the particle density of these aggregates in accordance with the exposure time to high CO2 concentrations showed a different trend, and the exposure for 5 days (2551 kg/m3) led to a higher value than exposure for 5 h, which fell short of the particle density of NA (2631 kg/m3).



The water absorption of aggregates is one of the main characteristics to account for when formulating mortars, as it greatly affects their workability [25]. Water absorption is expected to decrease with the exposure of aggregates to CO2. Naturally, this effect is closely linked to the increase in density and decrease in porosity. Table 4 shows a decrease of about 54% in the water absorption of carbonated RA for 5 h, confirming an improvement in their properties. However, when exposed to CO2 for the longer period of 5 days, there is an increase in water absorption.



Several authors have recorded improvements in the water absorption of RA subjected to forced carbonation. In these studies, several carbonation periods were defined. Gholizadeh-Vayghan et al. [29] carbonated crushed concrete specimens for 1 h and 24 h, obtaining reductions in water absorption of 5% and 28%, respectively. Other author studied the carbonation effect of crushed old mortars for different periods (6 h, 12 h, 24 h, 48 h and 72 h), with reductions of 13%, 40%, 62%, 65% and 68%, respectively [28]. Extended periods of 3 and 7 days were studied by Shi et al. [30] and Abate et al. [31], respectively, resulting in decreases in water absorption of 36% and 7%. Hence, the literature shows a decrease in CRA water absorption regardless of the periods used. However, for long periods (7 days), this decrease is much lower (7%). However, it must be noted that the results found in the literature use different materials, with several backgrounds, and CO2-curing methods, and thus obtain different trends regarding the carbonation period and water absorption decrease. Conversely, in the current study, as stated, an unexpected increase was found in the water absorption of CDA-A subjected to forced carbonation for 5 days. Thus, the forced and accelerated carbonation of RA for long periods may have adverse effect on their properties and, consequently, on the physical and mechanical properties of mortars. Nevertheless, this phenomenon is being studied to obtain a better understanding of the reactions and products that result from extended carbonation periods.




3.2. Mortars


3.2.1. Fresh-State Properties


In non-structural mortars, such as renders, the water/binder (w/b) ratio is defined by accounting for the proper workability of the mortars. The results obtained for mortar consistency in terms of flow table (workability), bulk density and w/b ratio, are presented in Table 4. The flow value for the adequate workability of the mortars produced for this study was set at 162 ± 1 mm, as this was found by trial applications to be the most adequate for their application as renders or plasters.



An increase in the w/b ratio was observed with the incorporation of CDW-A, i.e., the use of RA in the mortar causes the increase in the water that is required to achieve the defined flow value [32]. This tendency is in accordance with the water absorption values of NA and RA (Table 1). A-100% mortar, formulated with 100% of RA without any treatment, has a w/b ratio that is about 17.5% higher than that of the reference mortar. As stated, carbonation has a positive impact on the decrease in RA’s water absorption and its increase in compacity. Therefore, a similar trend is expected in relation to the w/b ratio [25]. This trend can be seen in mortars with a 50% replacement of NA with CRA-5h, in which the w/b is equal to that of REF-A (1.03), as opposed to the mortars with 50% of CRA-5d. When NA is completely replaced with RA, aggregate exposed to high CO2 concentrations for 5 h are shown to have a decrease in w/b ratio, while this ratio remains unchanged under exposure for 5 days. These results are promising in terms of the amount of mixing water required for mortars with CRA.



Regarding the mortars’ bulk density in the fresh state, REF-A presents the highest value, of about 2060 ± 14 kg/m3. In general, the bulk density of mortars decreases with the increase in RA incorporation, either as such or subjected to CO2 curing.




3.2.2. Hardened State


Bulk Density


The average of three measurements of bulk density in the hardened state, at 14 and 28 days, for each produced mortar, is seen in Table 5. It is observed that the bulk density of hardened specimens decreases with the amount of CDW that is incorporated. This reduction, probably due to the lower particle density of the CDW compared with the natural sand, is low, and corresponds to 2% in the case of A-50% and 4% in the case of A-100%. Contrary to what is described in the literature, the forced carbonation of RA does not have a significant impact on the mortars’ apparent bulk density.




Modulus of Elasticity by Frequency of Resonance


In Figure 6, the modulus of elasticity by frequency of resonance of the mortars is illustrated. As expected, the modulus of elasticity is greater for the reference mortar (REF-A) and decreases with the increase in the amount of CDW-A incorporated in the mortar. The mortars with 50% of CDW-A (non-carbonated) waste have an elasticity modulus of about 12 GPa, which corresponds at 28 days to a decrease of 22% in comparison with REF-A. The mortar with 100% of waste presents a modulus of elasticity of about 9 GPa, little more than half of the reference mortar. Comparing the carbonated and not-carbonated aggregates, a slight decrease is noticed, with the exception of mortars with CRA-5h at 14 days, which do not show significant differences.



It is possible to observe a small decrease in the dynamic modulus of elasticity of mortars AC-5h-50%, AC-5d-50% and AC-5h-100%, from 14 to 28 days. This may be due to the high level of waste incorporation, which leads to internal micro-cracking and reduces the stiffness of the mortars [33].




Flexural Strength


Mortars formulated with 50% non-carbonated RA do not show a significant decrease in flexural strength, both at 14 and 28 days (Figure 7). However, a decrease is noticed for mortars with 100% non-carbonated RA. For RA that is carbonated over 5 h, there are small increases in flexural strength compared to non-carbonated RA, except for the 50% substitution at 28 days (AC-5h-50%). Finally, for RA carbonated for 5 days, there are decreases in flexural strength, which are especially significant for the 100% replacement (AC-5d-100%).



Mortars with aggregates that are carbonated for 5 days show contradictory results, both with those obtained in this study and those in the literature [30,31,32]. However, it can be stated that, in terms of flexural strength, mortars with RA that are subjected to carbonation with high levels of CO2 for a long period are negatively affected, while, when exposed for short periods, a positive trend is noticed.




Compressive Strength


The results of the compressive strength test, presented in Figure 8, show the same trend as the flexural strength results. Concerning the non-carbonated aggregates, a decrease in strength is noticed only for a 100% replacement compared with the control mortar. After carbonation for 5 h, an improvement in strength is obtained at 14 days, for both for 50% and 100% replacement, proving the effectiveness of CO2 curing in increasing the compressive strength of mortars [25]. However, at 28 days, small decreases occur by comparison with the non-carbonated RA (12% and 1% for 50% and 100% substitution, respectively). Finally, after 5 days of carbonation, decreases are generally seen compared with the non-carbonated RA, except in the case of AC-5d-100% at 14 days, which shows a higher compressive strength than A-100% at the same age.



Similar to what was found in the flexural strength results, the compressive strengths of these mortars are high when compared to the usual non-structural mortars. The grain size distribution of the waste could be responsible for these strengths due to the high content of fine particles; a large amount of fines can play an important role in the increase in the mortars’ strength though improvements in its compactness due to the filler effect (fulfilment of some pores) [33,34].




Water Absorption by Capillarity


In general, mortars produced with CDW-A show a slower water absorption than REF-A, illustrated by a lower capillarity water absorption coefficient (Table 6). This decrease in water absorption in accordance with capillarity rate in the first minutes may indicate that the capillary pore diameter is smaller in the recycled mortars [35].



Carbonation of RA for 5 h produces a decrease in the capillary coefficients of mortars for both 50% and 100% replacement, by comparison with non-carbonated RA mortars. However, a long period of carbonation increases the capillary water absorption coefficient compared to the non-carbonated mortars. AC-5d-100% presents a similar capillarity coefficient to the reference, of around 0.80 kg/(m2·min1/2). Zhang et al. [9] stated that mortars with CRA show a slight decrease in water absorption compared to those with RA, leading to a positive influence of the aggregates’ CO2 curing on mortar porosity. Both AC-5h-50% and AC-5h-100% have considerably lower capillary coefficients, consistent with the low porosity shown by the previous results of the aggregates’ characterization [10]. Mortars with aggregates carbonated for 5 h show results in accordance with those found in the literature [9,29], while for mortars with aggregates exposed to longer carbonation periods, the results are the opposite.



Nevertheless, analysing the absorption curves (Figure 9), mortars with RA absorb a greater volume of water over time than the reference mortar, owing to the higher volume of capillary pores. It is also noticed that mortars with 100% RA, both carbonated and non-carbonated, present a greater volume of absorbed water when compared with the 50% replacement mortars. Carbonation of the aggregates influences the maximum water absorption in a similar way as the capillary coefficient: carbonation for 5 h reduces the water absorption over time, while a long period of carbonation leads to maximum values of water absorption similar to or a little higher than non-carbonated RA.







4. Conclusions


A CDW commercialised by a Portuguese recycling plant was incorporated in cementitious non-structural mortars, replacing sand at 50% and 100%. The obtained results indicate that the replacement is viable and the mortars with less content or without sand present a good performance in both fresh and hardened states for the intended uses.



Mortars with the same recycled aggregates (RA) submitted to forced and accelerated carbonation for a short and a long period of 5 h and 5 days, respectively, were also analysed in terms of the needs of mixing water to achieve a fixed consistency according to flow table, and bulk density in the fresh state, as well as being analysed in terms of their bulk density, mechanical behaviour and water absorption by capillarity in the hardened state. Non-carbonated and carbonated aggregates were also evaluated in terms of their loose bulk density, particle density and water absorption.



Forced and accelerated carbonation acted as a pre-treatment to the RA and should lead to an increase in its particle density and a consequent decrease in porosity. The results confirmed the increase in RA particle density on the exposure to high levels of CO2 (25%). However, the loose bulk density of these aggregates showed a more significant increase after carbonation for 5 h (CRA-5h), from 1260 ± 2.4 to 1278 ± 1.7 kg/m3, as opposed to carbonation for 5 days (CRA-5D), after which a slight increase was found (1268 ± 0.9 kg/m3). Regarding water absorption, a 54% decrease was registered for CRA-5h compared to non-carbonated RA. It should be noticed that CRA-5d aggregates showed an increase in water absorption, which may indicate that extensive periods of carbonation could negatively influence the aggregates.



The incorporation of CDW-A in cementitious mortars caused an increase in the w/b ratio, which was higher when NA was replaced with RA. However, mortars produced with aggregates that were carbonated for a short time, CRA-5h did not undergo changes in the w/b ratio, unlike those produced with ones carbonated for a long time, CRA-5d.



The incorporation of RA affected the mortars’ mechanical behaviour, especially in the case of a 100% replacement of NA. The flexural and compressive strength of mortars with non-carbonated RA showed a decrease after 100% replacement, and in the case of the dynamic modulus of elasticity, a decrease after 50% replacement. The mortars with CRA-5h showed a trend for slight increase in the mechanical properties. On the other hand, the mortars that incorporate CRA over a longer carbonation period evidenced decreases in mechanical values, in comparison with non-carbonated RA.



The capillary water absorption coefficient of the mortars decreased when NA was substituted with RA, especially in the case of 50% replacement. This decrease was even more noticeable for mortars with aggregates that were exposed to 5 h of carbonation. However, for mortars that were carbonated for 5 days, CRA-5d, the capillary coefficient increased again and was similar to that of the REF mortars. Concerning water absorption in the long term, it was found that mortars with RA showed higher maximum water absorption than the REF mortar, and, again, 5 h carbonation reduced absorption while 5 d carbonation tended to increase the maximum absorption.



These results seem to point out that the RA used was densified by carbonation over 5 h, resulting in improved characteristics of the mortars in which they were incorporated. In general, slightly higher mechanical characteristics and lower water absorption values were obtained by comparison with mortars with non-carbonated RA. However, longer periods of carbonation reduce the quality of the RA and, as a consequence, the mechanical and hydric characteristics of the mortars were negatively affected. Nonetheless, it must be stressed that the characteristics obtained for mortars with RA, both non-carbonated and carbonated, seem adequate for use in non-structural mortars, for example, as renders and plasters.



From the results, it can be stated that RA can be positively affected by a CO2 curing for short periods. Hence, this pre-treatment can enhance the RA properties and, at the same time, capture and store CO2, which has very important environmental benefits.
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Figure 1. CDW-A, commercialized by a Portuguese treatment and recycling plant. 
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Figure 2. Particle size distribution of CDW-A. 
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Figure 3. (a) CDW-A separation into its constituents and (b) classification of CDW-A constituents: concrete, concrete products, mortar and concrete masonry units (Rc); unbound aggregates, natural stone and hydraulically bound aggregates (Ru); clay masonry units (Rb); bituminous materials (Ra); glass (Rg); other materials, including cohesive, metals, plastic, rubber, non-floating wood and gypsum plaster (X). 
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Figure 4. Mortars REF-A, A-50% and A-100% samples. 
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Figure 5. Water absorption by capillarity test. 
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Figure 6. Dynamic modulus of elasticity results. 
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Figure 7. Flexural strength results. 
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Figure 8. Compressive strength results. 
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Figure 9. Capillarity water absorption curves. 
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Table 1. Mortars’ composition (in volume, for 1 dm3).
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	Mortar
	NA
	RA
	CRA-5h
	CRA-5d
	Cement





	REF-A
	0.8
	-
	-
	-
	0.2



	A-50%
	0.4
	0.4
	-
	-
	0.2



	AC-5h-50%
	0.4
	-
	0.4
	-
	0.2



	AC-5d-50%
	0.4
	-
	-
	0.4
	0.2



	A-100%
	-
	0.8
	-
	-
	0.2



	AC-5h-100%
	-
	-
	0.8
	-
	0.2



	AC-5d-100%
	-
	-
	-
	0.8
	0.2
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Table 2. Mortars characterization tests.






Table 2. Mortars characterization tests.





	
Test

	
Ages Analysed (Days)

	
Standard






	
Consistency by flow table

Bulk density

Bulk density

	
Fresh state

	
EN 1015-3 [15]




	
Fresh state

	
Cahier 2669-4 [16]




	
14, 28

	
EN 1015-10 [17]




	
Modulus of elasticity by frequency of resonance

Flexural strength

	
14, 28

	
EN 14146 [18]




	
14, 28

	
EN 1015-11 [19]




	
Compressive strength

Water absorption by capillarity

	
14, 28

	
EN 1015-11 [19]




	
28

	
EN 1015-18 [20]
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Table 3. Natural aggregates and recycled aggregates’ physical properties.
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	Test
	Sand
	CDW-A
	CDW-A-5h
	CDW-A-5d





	Loose bulk density (kg/m3)
	1560 ± 0.8
	1260 ± 2.4
	1278 ± 1.7
	1268 ± 0.9



	Particle density (kg/m3)
	2631
	2212
	2437
	2551



	Water absorption (%)
	0.19
	7.48
	3.47
	7.68
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Table 4. Mortars’ flow table consistency, water/binder ratio and bulk density.
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	Mortar
	Flow Table (mm)
	w/b Ratio
	Bulk Density (kg/m3)





	REF-A
	162
	1.03
	2060 ± 14



	A-50%
	162
	1.06
	1972 ± 7



	AC-5h-50%
	162
	1.03
	1983 ± 15



	AC-5d-50%
	163
	1.06
	1964 ± 12



	A-100%
	161
	1.21
	1917 ± 15



	AC-5h-100%
	162
	1.20
	1900 ± 14



	AC-5d-100%
	161
	1.21
	1919 ± 10
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Table 5. Bulk density in the hardened state at 14 and 28 days.
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Mortar

	
Bulk Density (kg/m3)




	
14 Days

	
28 Days






	
REF-A

	
1933 ± 70

	
1942 ± 4




	
A-50%

	
1902 ± 15

	
1886 ± 4




	
AC-5h-50%

	
1845 ± 3

	
1838 ± 10




	
AC-5d-50%

	
1900 ± 14

	
1865 ± 11




	
A-100%

	
1851 ± 50

	
1771 ± 10




	
AC-5h-100%

	
1807 ± 7

	
1768 ± 15




	
AC-5d-100%

	
1796 ± 16

	
1802 ± 14
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Table 6. Capillary coefficient of mortars incorporating CDW-A.
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	Mortar
	Capillary Coefficient (kg/(m2·min1/2))





	REF-A
	0.81 ± 0.03



	A-50%
	064 ± 0.04



	AC-5h-50%
	0.55 ± 0.01



	AC-5d-50%
	0.76 ± 0.04



	A-100%
	0.72 ± 0.04



	AC-5h-100%
	0.67 ± 0.01



	AC-5d-100%
	0.82 ± 0.03
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