Proceedings of the 5th International Symposium on Sensor Science (I3S 2017), Barcelona, Spain
27–29 September 2017
sciforum.net/conference/i3s2017Barcelona
Abstract

Room Temperature Chemoresistive Gas Sensor Based on Organic-Functionalized Graphene Oxide †

Matteo Valt 1,*, Barbara Fabbri 1, Andrea Gaiardo 1,2, Sandro Gherardi 1, Cesare Malagù 1, Giulia Zonta 1, Nicolò Landini 1 and Vincenzo Guidi 1

1 Department of Physics and Earth Sciences, University of Ferrara, 44122 Ferrara, Italy; barbara.fabbri@unife.it (B.F.); andrea.gaiardo@unife.it (A.G.); gherardi@fe.infn.it (S.G.); malagu@fe.infn.it (C.M.); giulia.zonta@unife.it (G.Z.); nicolo.landini@unife.it (N.L.); guidi@fe.infn.it (V.G.)
2 Micro Nano Facility, Bruno Kessler Foundation, 38123 Trento, Italy
* Correspondence: matteo.valt@unife.it
† Presented at the 5th International Symposium on Sensor Science (I3S 2017), Barcelona, Spain, 27–29 September 2017.

In the wide palette of chemoresistive sensing materials, hybrid nanocomposites have quickly gained a prominent position. So far, the research focused on graphene-based materials has led to an extensive assortment of highly performing devices. Graphene Oxide (GO) nanosheets possess quite a large number of hydrophilic groups, such as hydroxyl, epoxy and carboxyl on the basal plane. Epoxy groups provide some active sites for chemical reactions such as the nucleophilic addition. Cyclic aza-ethers can easily react with the epoxy sites on the GO surface, resulting in the formation of carbon-nitrogen covalent linkage. FGO nanosheets were synthetized and deposited by drop-casting onto alumina substrates with interdigitated gold electrodes, producing a series of thick-film gas sensors. SEM, XRD, TEM, IR and XPS analyses were performed on the obtained nanosheets, confirming the functionalization reaction. Among the several gases tested, the FGO films turned out to be selective to humidity. A deepened electrical characterization at room temperature showed that the response and recovery times depend on the humidity concentration as far as the response value. Furthermore, the sensing performance is dependent on the graphene:ether rate. The diverse FGO devices show great stability and repeatability over time, confirming that the cyclic ether acts as a receptor in the sensing mechanism.

© 2017 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).