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Abstract

Evaluating conditional time-series generation models remains challenging in battery re-
search, where degradation data are often limited and experiments cover only a small num-
ber of operating conditions. The widely used Fréchet Inception Distance (FID) summarizes
all conditions into a single score, which can obscure failures under rare but safety-critical
conditions. Several condition-aware extensions of FID, including Conditional Fréchet
Inception Distance (CFID), partially address this limitation by evaluating each condition
separately. However, these approaches do not assess whether physically meaningful re-
lationships between operating conditions are preserved, and their reliability deteriorates
when only a few samples are available for each condition. To address these issues, we
propose a three-layer diagnostic framework for evaluating conditional generative models
under limited-data conditions. The first layer, Stratified Fréchet Distance, identifies the
specific operating conditions and degradation phases where generation quality degrades.
The second layer, based on Conditional Response Consistency (CRC), Conditional Distance
Ratio (CDR), and Mean-Order Preservation (MOP), evaluates whether the model preserves
the distance structure and ordering between conditions. MOP detects condition-ordering
defects that CRC cannot identify when the real data distance matrix is non-monotone. This
layer also enables statistically meaningful comparisons even when only a small number of
samples are available. The third layer detects strata where statistical estimates are unreli-
able and provides a more stable alternative for evaluation. We validate the framework on
four battery degradation datasets using two generative model architectures. The proposed
approach reveals condition-specific failures that are not captured by conventional FID. It
localizes generation errors to the late-stage high-temperature degradation regime that is
most relevant to battery safety. The framework also detects structural distortions with
statistical significance. In addition, it consistently ranks physics-informed model variants
across quality differences spanning seven orders of magnitude. These results demonstrate
that the proposed framework provides a practical and physically interpretable evaluation
methodology for conditional generative modeling in battery degradation analysis.

Keywords: generative model evaluation; stratified evaluation; conditional response
consistency; battery degradation; small-sample evaluation; time series generation

1. Introduction
The safety of lithium-ion batteries depends critically on operating temperature. High

temperatures accelerate SEI (solid electrolyte interphase, a passivation layer that forms
on the anode surface) growth and cathode decomposition, increasing the risk of thermal
runaway (uncontrolled exothermic reaction) [1]. Low temperatures promote lithium plating
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(metallic lithium deposition on the anode) and dendrite-driven internal short circuits [2].
Quantitative characterization of degradation across all operating conditions is a prerequisite
for safety assessment [3].

Yet, experimental data under the extreme conditions most critical for safety—
high or low temperature, high C-rate (the ratio of charge/discharge current to battery
capacity)—are costly to acquire and inevitably underrepresented in existing datasets [4,5].
Deep generative models [6–9] have advanced to the point where synthesizing degradation
curves for such conditions is becoming feasible [10–14]. In the emerging paradigm of bat-
tery digital twins [15,16], synthetic data are already used to augment limited experiments
and simulate untested scenarios. A digital twin maintains a virtual replica of a physical
battery system, continuously updated with sensor data, and uses generative models to pre-
dict degradation under conditions not yet encountered in service—for example, forecasting
capacity fade at temperatures outside the tested range or under novel charge protocols. The
fidelity of such predictions depends directly on the quality of the underlying generative
model at each operating condition. As safety decisions increasingly rely on such data, their
trustworthiness becomes a practical engineering concern.

Evaluating synthetic degradation data, however, requires answering two distinct
questions that current metrics conflate or ignore. The first is per-condition quality: does the
generative model produce accurate curves at each temperature and in each degradation
phase? The second is inter-condition structural consistency: does the model preserve
the physical relationships across conditions—for example, the monotonic acceleration of
degradation from 25 ◦C to 43 ◦C?

These questions are difficult to answer because battery degradation data possess three
characteristics that set them apart from the large-scale image datasets for which evaluation
metrics such as FID were designed.

First, the data are scarce. Battery datasets typically contain tens to at most a few
hundred cells [4,5], in contrast to the tens of thousands of samples available for image
generation. Per-condition evaluation must therefore work reliably with extremely limited
samples—a regime in which covariance-based metrics become statistically unstable.

Second, physical conditions induce qualitative changes in the degradation trajectory.
Changing the temperature from 25 ◦C to 43 ◦C changes the dominant degradation mech-
anism (e.g., from gradual SEI thickening to rapid electrolyte decomposition), producing
curves with qualitatively different shapes and lifetimes [3]. Similar condition-dependent
changes arise in other physics-governed domains, such as rotating machinery fault diagno-
sis [17] and materials processing [18].

Third, the most important conditions are the rarest. Extreme temperatures and high
C-rates are most relevant to safety yet most expensive to test. Mayer et al. [19] have shown
that generative models trained by maximum likelihood inherently under-represent such
minorities, making quality evaluation under these conditions doubly important.

The standard metric, Fréchet Inception Distance (FID) [20], addresses none of these
challenges. It aggregates all data into a single scalar, and its feature space has been shown
to mask quality differences even when they are perceptually apparent [21]. CFID [22] and
Fréchet Joint Distance (FJD) [23] evaluate per-condition quality for discrete image classes.
Neither addresses temporal diagnosis or confounding detection, which require stratifica-
tion along additional axes. Neither assesses whether the generative model preserves the
physical relationships between conditions—a question that calls for a dedicated structural
verification step. And neither accounts for the statistical unreliability of covariance-based
estimates when only a handful of samples are available per condition.

Consider a model that generates good 25 ◦C curves but poor 43 ◦C curves (12% of
the dataset; Figure 1). FID dilutes the 43 ◦C failure into the 88% of the correct samples
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and remains virtually unchanged. Dilution also occurs along the temporal axis: battery
degradation proceeds through linear fade followed by nonlinear acceleration beyond the
knee point (the inflection where capacity fade transitions from gradual to rapid) [24],
and FID lets early-phase success mask late-phase failure. Even if a model generates
plausible curves at each temperature individually, it may distort the relative distances
between conditions—producing 43 ◦C curves that look more like 25 ◦C than they should.
Neither FID nor CFID can detect this structural distortion.
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(a) Temperature Effect
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(c) Battery Group Effect
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Figure 1. Temperature-dependent capacity degradation curves from the NASA battery dataset [25].
Degradation rate and pattern vary substantially across temperatures. Accurate reproduction of
minority-condition behavior (43 ◦C, 44 ◦C) is a prerequisite for safety evaluation. The remaining
three datasets (SNL, MICH, CALB) used in this study are from the BatteryLife benchmark [26].

To address these challenges, we propose a three-layer diagnostic framework. The first
layer, Stratified Fréchet Distance (SFD), partitions data by operating condition, temporal
segment, or both, and diagnoses where and when generation quality breaks down. SFD with
λ=0 reduces exactly to CFID and is adopted as the default. Inter-condition consistency,
previously addressed by the Between-SFD term (λ > 0), is now handled more directly
by the second layer. The second layer introduces two new metrics for inter-condition
structural verification: Conditional Response Consistency (CRC) for datasets with three
or more conditions, and Conditional Distance Ratio (CDR) for datasets with only two.
Both measure whether the generative model preserves the distance structure between
conditions, and permutation tests provide statistical significance. The third layer addresses
reliability under data scarcity: Effective Stratum Size (ESS) flags strata where Fréchet
distance estimation is unreliable, and Stratified MMD (S-MMD) provides a covariance-free
alternative for such strata.

We validate the framework on four battery datasets (NASA [25], SNL, MICH,
CALB [26], 161 cells in total) with conditional VAE and conditional Flow Matching [27]
models. The experiments reveal that SFD identifies per-condition quality degradation that
FID entirely misses. In a controlled experiment where a model is trained on a single tem-
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perature, FID remains virtually unchanged from the baseline, whereas SFD reveals that the
excluded conditions are nearly twice as far from reality as the training condition. Condition-
by-time stratification further localizes the largest quality gap to the late degradation phase
at 35 ◦C, the regime most relevant to safety. The structural verification layer confirms that
well-trained generators preserve the physical ordering of inter-condition distances while
deficient generators distort it. A CRC permutation test on cross-stratified condition pairs
achieves statistical significance (p = 0.001) for temperature–C-rate structured data. MOP
detects condition-ordering defects across four battery datasets with 100% detection rate on
three datasets (p < 0.0001, nseeds = 10). CDR extends this structural verification to datasets
with only two conditions, reliably distinguishing normal from distorted generation with
bootstrap confidence intervals. These findings hold across all four datasets and across two
fundamentally different generative architectures (CVAE and conditional Flow Matching
with Fourier Neural Operator).

This work makes four contributions. First, we characterize three properties of physics-
governed time series generation—data scarcity, condition-dependent qualitative changes,
and minority-condition importance—that make evaluation fundamentally different from
large-scale image generation and that existing metrics do not address. Second, we propose
a three-layer diagnostic framework comprising SFD for per-condition quality diagnosis;
CRC, CDR, and MOP for inter-condition structural verification with statistical significance;
and ESS and S-MMD for small-sample reliability assessment. CRC and CDR are motivated
by Benny et al.’s between-class evaluation [28] and extend it by testing rank ordering and
distance magnitude preservation with formal permutation tests. MOP is a new indicator
that detects condition-ordering defects (type-2 inversion and type-3 confusion) when CRC
lacks power due to small K or non-monotone real data. Third, we analyze the detection
power of Fréchet distance and MMD in the small-sample regime, derive the optimal
feature dimension d∗ = O(n1/4

s ), and establish the complementarity regime in which
MMD-based evaluation becomes preferable to FD-based evaluation. Fourth, we validate
the framework through fourteen experiments across four datasets, three feature extractors,
and two generative architectures, confirming that the diagnostic capabilities are robust to
the choice of data source, feature space, and generative model. Experiments 1–9 validate
Layer 1. Experiment 10 introduces and validates MOP for Layer 2. Experiments 11–14,
reported in Appendix C, provide detailed Layer 2 validation covering seed dependence,
cross-dataset generalization, CRC minimum-K requirements, and CDR inflation conditions.
The experiments demonstrate increased diagnostic sensitivity under controlled failure
scenarios, rather than an improvement in generative model performance.

The remainder of this paper is structured as follows. Section 2 reviews the background
on conditional time series generation and formalizes the dilution problem. Section 3
presents the three-layer diagnostic framework in detail: Layer 1 (SFD and its stratification
variants), Layer 2 (CRC and CDR for structural verification), and Layer 3 (ESS and S-MMD
for reliability assessment). Sections 4 and 5 describe the experimental setup and report
results. Section 6 discusses the implications of the findings and their limitations. Section 7
concludes the paper.

2. Background
2.1. Conditional Time Series Generation

A conditional time series generation model receives a condition parameter c (e.g.,
temperature or C-rate) and learns the conditional distribution p(x|c) of the time series
x. The paradigm originated in image synthesis with Conditional GANs [29] and Condi-
tional VAEs [30], and has since been extended through classifier-free guidance [31] and
Conditional Flow Matching [9].
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Adaptation to time series has proceeded along several lines. TimeGAN [11] introduced
an embedding network to capture temporal dynamics. TimeVAE [12] proposed a VAE
architecture tailored to a sequential structure. CSDI [13] applied conditional score-based
diffusion to time series imputation. In the battery domain, DiffBatt [14] demonstrated that
conditional generation of degradation curves can be combined with lifetime prediction for
practical data augmentation.

These advances make it increasingly feasible to synthesize degradation curves under
conditions for which no experimental data exist. Beyond data augmentation, conditional
generation enables scenario analysis—synthesizing degradation trajectories under hypo-
thetical operating conditions (e.g., a temperature profile not tested in the laboratory) to
support design decisions and safety certification [1]. The value of such scenario generation
depends entirely on the fidelity of the generated data at each target condition, making
per-condition quality evaluation a prerequisite for any downstream use.

2.2. The Fréchet Inception Distance and Its Limitations

FID [20] is the standard metric for evaluating generative models. It fits Gaussian
distributions to the features of real and generated data and computes their Fréchet distance:

FID = ∥µr − µg∥2 + Tr(Σr + Σg − 2(ΣrΣg)
1/2) (1)

where (µr, Σr) and (µg, Σg) are the mean and covariance of the real and generated feature
distributions, respectively.

FID models all data as a single Gaussian. It does not distinguish which operating
condition a sample belongs to or which temporal segment of a time series it represents.
For homogeneous data, this approximation is acceptable. For battery degradation curves,
where distributions differ qualitatively across temperatures, fitting a single Gaussian to the
mixture is itself a poor modeling choice.

When FID is applied to time series, domain-specific feature extractors such as Incep-
tionTime [32] replace the Inception network used in image generation [33]. Changing the
feature extractor, however, does not alter the structural limitation: FID aggregates a mixture
distribution into a single scalar. Stein et al. [21] have further shown that the Inception-V3
feature space can fail to reflect the perceptual quality of generated samples. The limitation
we address is more fundamental: it originates not in the choice of feature extractor but in
the manner of aggregation itself.

Several conditional evaluation metrics have been proposed. CFID [22] computes
FID separately for each class label and averages the results. FJD [23] evaluates the joint
distribution of images and conditions. FPD [34] targets physical simulation data. All
of these assume discrete class labels (e.g., “dog” or “cat”) and large sample sizes per
class. Their extension to continuous physical parameters, temporal quality diagnosis, inter-
condition structural verification, confounding detection, and the small-sample regime has
not been investigated.

2.3. The Dilution Problem

To formalize FID’s limitation, consider K conditions {c1, . . . , cK}with data proportions
p(ck). Suppose a generative model fails only under condition c∗ while producing perfect
output elsewhere. Because FID evaluates the mixture distribution, the contribution of the
failed condition is weighted by its proportion:

FID ≈ p(c∗) · dF(p(x|c∗), q(x|c∗)) (2)

Two consequences follow. First, when p(c∗) = 0.12 (e.g., 43 ◦C constitutes 12% of the
dataset), a complete failure at that condition contributes only 12% to FID: this is condition-
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axis dilution. The rarer a condition, the more severely its failures are diluted—yet rare
conditions are precisely those most relevant to safety.

Second, dilution is not confined to the condition axis. Along the temporal axis, a failure
in the late degradation phase can be diluted by success in the early phase. When multiple
condition parameters are confounded (e.g., temperature and C-rate), evaluating by one
variable alone allows the effect of the other to leak into the assessment.

All of these problems stem from pooling subsets with fundamentally different charac-
teristics and evaluating them without distinction. In classical statistics, stratified sampling
addresses exactly this situation by respecting the internal structure of the population. The
three-layer diagnostic framework proposed in the next section applies this principle to
generative model evaluation. Layer 1 (SFD) resolves dilution through stratification. Layer 2
(CRC and CDR) addresses inter-condition structural verification. Layer 3 (ESS and S-MMD)
manages statistical reliability under data scarcity.

3. Proposed Diagnostic Framework for Conditional Generation Quality
Evaluating conditional generation quality under data scarcity requires answering

three distinct questions, each demanding its own analytical tool. The first question is
where and when quality breaks down across operating conditions and degradation phases.
The second is whether the generative model preserves the physical relationships that link
one condition to another—for instance, the monotonic acceleration of degradation from
moderate to high temperatures. The third is how reliable the per-stratum estimates are
when some conditions contain as few as three or four batteries.

We organize the framework into three corresponding layers (Table 1). Layer 1 pro-
vides per-condition and per-time-segment quality diagnosis through Stratified Fréchet
Distance (SFD). Layer 2 introduces Conditional Response Consistency (CRC) and Condi-
tional Distance Ratio (CDR) to verify that the inter-condition distance structure is preserved,
with permutation tests [35] supplying statistical significance. Mean-Order Preservation
(MOP) is also introduced in Layer 2 to detect condition-ordering defects (type-2 inversion
and type-3 confusion) when CRC lacks statistical power due to small K or non-monotone
real data distance matrices. Validation is reported in Experiment 10 (Section 5) and Exper-
iments 11–14 (Appendix C). Layer 3 equips the practitioner with Effective Stratum Size
(ESS) and Stratified MMD (S-MMD) to assess estimation reliability and to obtain stable
alternatives when Fréchet distance estimates are unreliable.

Table 1. Overview of the diagnostic framework.

Metric What It Measures Applicable When Key Output Experiments

Layer 1: Quality Diagnosis

SFDc Per-condition quality K ≥ 2 conditions FD per condition 1–6
SFDt Per-time-segment quality Time-series data FD per segment 7, 7b
SFDc×t Condition×time quality K ≥ 2, time-series 2D quality map 7, 7b
CI/SFDjoint Confounding detection Two granularities Ratio > 1 = confound 8, 8b

Layer 2: Structure Verification

CRC Distance structure preservation K ≥ 3 (≥3 pairs) ρS + p-value 1, 2, 7, 8, 9, 13
CDR Distance structure preservation K = 2 (1 pair) Ratio + bootstrap CI 1, 2, 7, 9, 14
MOP Condition ordering preservation K ≥ 2, ρproj ≥ 0.7 Spearman ρ (<0 = inversion) 10–14

Layer 3: Reliability Assessment

ESS Estimation reliability Any stratum <1 = unreliable 1, 2, 7, 9
S-MMD Covariance-free distance ESS < 1 strata MMD per stratum 1, 2, 7, 9
ConsI SFD–S-MMD agreement K ≥ 3 strata Spearman ρ 1, 2
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The three layers are designed to be used in sequence. A practitioner begins by com-
puting SFD to identify problematic conditions and time segments (Layer 1). The next
step is to apply CRC or CDR to determine whether the inter-condition structure is intact
(Layer 2). Finally, ESS and S-MMD are consulted to judge which Layer 1 estimates can
be trusted and which require caution (Layer 3). If the permutation test in Layer 2 fails
to achieve significance because the number of conditions K is small, cross-stratification
along a second axis (e.g., temperature × time) increases the number of condition pairs
and thereby improves statistical power. If per-stratum sample sizes are below ten, the
mean-vector Euclidean distance should replace MMD in the Layer 2 computation to avoid
kernel bandwidth instability.

3.1. Layer 1: Quality Diagnosis—Stratified Fréchet Distance (SFD)

The root cause of the dilution problem identified in Section 2 is that FID computes a
single distance over the pooled data, allowing failures at minority conditions to be absorbed
by the majority. SFD resolves this by partitioning data into strata according to a stratification
variable s and computing the Fréchet distance independently within each stratum:

SFD(s) =
1
|S| ∑

s∈S
dF(p(x|s), q(x|s))︸ ︷︷ ︸
Within-SFD

+λ · dF(p(x), q(x))︸ ︷︷ ︸
Between-SFD

(3)

where S is the set of strata, dF denotes the Fréchet distance, and λ ≥ 0 controls the weight
of the overall distributional consistency term. Within-SFD assigns equal weight to every
stratum, ensuring that a minority condition comprising 6% of the data receives the same
attention as one comprising 40%. This equal-weight design is deliberate. A failure at
43 ◦C is no less consequential than a failure at 4 ◦C simply because fewer batteries were
tested at that temperature. Weighting each stratum by its sample proportion p(ck) would
reproduce precisely the dilution that SFD is designed to avoid. When domain knowledge
suggests that certain conditions are more important than others, a weighted average with
user-specified weights wk can be substituted without altering the framework. When λ = 0,
the formulation reduces exactly to CFID [22]. Between-SFD (the λ > 0 term) is the Fréchet
distance over the entire mixture distribution, identical to FID. Setting λ > 0 previously
served to assess inter-condition distributional consistency alongside per-condition quality.
In the present framework, this role is handled more directly and with statistical significance
by Layer 2 (CRC and CDR), and λ = 0 is therefore adopted as the recommended default.

The choice of stratification variable determines the diagnostic question that SFD
answers (Table 2). Stratification by operating condition (SFDc) reveals which conditions
exhibit poor generation quality. Stratification by temporal segment (SFDt) reveals in which
phase of the degradation curve the model fails, distinguishing, for example, early linear
fade from late nonlinear acceleration beyond the knee point [24]. A failure pattern in which
the generative model reproduces the early phase correctly but fails in the late phase is
difficult to detect with FID or SFDc, both of which compute features over the entire curve.
SFDt detects this failure directly as an elevated Fréchet distance in the late-segment stratum.
Stratification by condition×time (SFDc×t) provides the finest granularity and can localize
a failure to a specific condition in a specific degradation phase. Stratification by multiple
condition parameters (SFDjoint) exposes inter-condition confounding.

To quantify confounding between two conditioning variables, we define the Con-
founding Index (CI) as the ratio of SFD computed at a finer stratification granularity to SFD
at a coarser one:

CI =
SFDjoint(c1, c2)

SFDsingle(c1)
(4)
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A value of CI close to unity indicates that adding the second variable does not materi-
ally change the evaluation, implying little confounding. A value exceeding unity indicates
that the finer stratification has exposed quality problems hidden at the coarser level, pro-
viding a concrete recommendation for which variables to include in model conditioning.
CI thus serves not only as a post-hoc evaluation tool but also as an upstream design guide.
A CI substantially above unity signals that the omitted conditioning variable should be
incorporated into the generative model.

Table 2. Stratification variables of SFD and their diagnostic roles.

Stratification s Name Diagnostic Question Prior Work Experiments

None (pooled) FID Overall quality? FID [20] 1–8
Condition c SFDc Which conditions fail? CFID [22] 1–6
Time segment k SFDt Which time window fails? (novel) 7, 7b
(c, k) SFDc×t Condition × time? (novel) 7, 7b
(c1, c2) SFDjoint Confounding? (novel) 8, 8b

3.2. Layer 2: Structure Verification—CRC and CDR

Layer 1 diagnoses quality within each condition but does not assess whether the
generative model preserves the relative distances between conditions. A model might
produce plausible curves at each temperature yet compress or invert the distance between
25 ◦C and 43 ◦C, a distortion invisible to any per-condition metric. Layer 2 addresses
this gap.

For each pair of conditions (ci, cj), define the inter-condition distance in the real data as
∆real(ci, cj) = d(p(x|ci), p(x|cj)) and in the generated data as ∆gen(ci, cj) = d(q(x|ci), q(x|cj)).
When three or more conditions are available (K ≥ 3), we measure the structural consistency
of these distances via the Conditional Response Consistency:

CRC = ρS
(
vec(Dreal), vec(Dgen)

)
(5)

where ρS is Spearman’s rank correlation [36] and vec(·) extracts the (K
2) upper-triangular

entries of the pairwise distance matrix. CRC equal to unity means the ordering of inter-
condition distances is perfectly preserved. A CRC near zero means the structure has been
scrambled. Negative CRC indicates an inversion.

When only two conditions are available, CRC cannot be computed because a single pair
provides no basis for correlation. For this case, we define the Conditional Distance Ratio:

CDR(c1, c2) =
d(q(x|c1), q(x|c2))

d(p(x|c1), p(x|c2))
(6)

CDR near unity indicates that the inter-condition distance is preserved. A bootstrap
confidence interval [37] that excludes unity signals statistically significant distortion. Tem-
poral cross-stratification can increase the effective number of conditions (e.g., splitting
two temperatures into first-half and second-half yields four cross-conditions and six pairs),
enabling CRC computation even for two-condition datasets.

When permutation tests on CRC or CDR fail to reach significance because K is small,
cross-stratification along a second axis increases the number of condition pairs and im-
proves statistical power. In our experiments, cross-stratification by temperature×time
improves p from 0.067 (K = 3, 3 pairs) to 0.001 (K = 6, 15 pairs).

The inter-condition distance d can be any distributional metric. When per-condition
samples are few (n < 10), we recommend the Euclidean distance between mean feature
vectors, which requires no covariance or kernel estimation and remains stable even at n = 3.
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When samples are more plentiful (n ≥ 10), MMD captures richer distributional differences.
In our experiments, switching from MMD to mean-vector distance improved CRC on the
NASA dataset from 0.44 to 0.95.

Mean-Order Preservation (MOP). CRC measures consistency of inter-condition dis-
tances but cannot detect type-2 inversion defects when the real data distance matrix is itself
non-monotone—a common occurrence in battery datasets where individual cell variability
can dominate temperature effects. MOP addresses this limitation by measuring whether
the generative model preserves the ordering of conditions along the conditioning axis.

Let v1 be the direction in feature space maximally correlated with the temperature label
(obtained by regressing the condition-wise mean vectors onto the normalized temperature).
Define projected centroids πreal

k = (x̄real
k − x̄) · v1 and π

gen
k = (x̄gen

k − x̄) · v1, where x̄ is the
global mean of the real data. The MOP score is defined as

MOP = ρS

(
{πreal

k }
K
k=1, {πgen

k }
K
k=1

)
. (7)

MOP near +1 indicates that the generator preserves the physical ordering of conditions.
MOP near −1 indicates that the ordering is inverted.

Statistical significance is assessed by a Mann–Whitney U test [38] comparing MOP
distributions of the candidate model (nseeds ≥ 5 independent runs) against a correctly
conditioned reference. The detection thresholds are

• Type-2 inversion: MOP < 0 (p < 0.05, Mann–Whitney).
• Type-3 confusion: MOP < µnormal − 0.5, where µnormal is the reference MOP mean.

The projection quality ρproj = ρS({πreal
k }, {tk}) (Spearman correlation with the nor-

malized temperature label tk) must satisfy ρproj ≥ 0.7 for reliable MOP detection.

3.3. Layer 3: Reliability Assessment—ESS and S-MMD

Computing the Fréchet distance requires estimating a covariance matrix for each
stratum, and this estimate becomes unreliable when the number of samples is smaller than
the feature dimension. Layer 3 provides two tools for managing this limitation.

Effective Stratum Size, defined as ESS(sk) = nk/(d + 1), expresses the ratio of per-
stratum sample size nk to the number of parameters needed for a full-rank covariance
estimate. ESS below one indicates rank deficiency and unreliable Fréchet distance. ESS
between one and three is marginally adequate. ESS above three suggests reliable estimation.

For strata with low ESS, Stratified MMD provides a covariance-free alternative.
MMD [39] measures distributional distance through pairwise kernel evaluations and
remains stable even at n = 2–3. S-MMD applies the same stratification structure as SFD:

S-MMD(s) =
1
|S| ∑

s∈S
MMD2(p(x|s), q(x|s)) (8)

The Consistency Index (ConsI), defined as the Spearman rank correlation between
per-stratum SFD and S-MMD values, quantifies whether the two metrics agree on which
strata are problematic. High ConsI corroborates the SFD diagnosis. Low ConsI warns that
estimation noise may be distorting the Fréchet distance in some strata.

A theoretical analysis (Appendix A) formalizes the complementarity between the
two metrics. The minimum detectable distributional difference scales as Ω(d/

√
ns) for

the Fréchet distance but only Ω(1/
√

ns) for MMD. The resulting Ω(d)-fold gap implies
that, for the 17-dimensional features used in our experiments, the Fréchet distance requires
differences at least an order of magnitude larger than MMD to achieve comparable detection
power. The analysis also yields the guideline d∗ = O(n1/4

s ) for adapting the feature
dimension to the per-stratum sample size.
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3.4. Implementation

All metrics in the framework operate on feature vectors extracted from the raw degra-
dation curves. To verify that results are not artifacts of a particular feature space, we
compare three extractors: hand-crafted degradation features (17 dimensions, compris-
ing segment-wise rates and first-difference statistics), an InceptionTime-style 1D-CNN
(32 dimensions, trained on a temperature classification proxy task), and a temporal autoen-
coder (16 dimensions, trained on unsupervised reconstruction). The hand-crafted features
capture degradation rate and curve shape from domain knowledge. The InceptionTime-
style CNN uses multi-scale convolutions with residual connections trained on temperature
classification, yielding a feature space that emphasizes inter-condition differences. The
temporal autoencoder is trained on unsupervised reconstruction and captures the intrinsic
structure of the data without requiring condition labels.

The SFD algorithm partitions data by stratum, computes the Fréchet distance within
each, and returns their weighted sum (pseudocode in Appendix B). Its computational cost
is O(nd2 + |S| · d3), which is negligible relative to FID when the number of strata remains
modest. CRC and CDR require (K

2) pairwise distance computations, each costing O(nkd) for
the mean-vector metric or O(n2

k) for MMD. S-MMD (Layer 3) applies the same stratification
structure as SFD and incurs a cost of O(n2

k) per stratum for kernel evaluations. For the
battery datasets used in this study (|S| ≤ 6, nk ≤ 34), this cost is negligible.

4. Experimental Setup
We validate the framework on four battery degradation datasets totaling 161 cells.

This section describes the datasets, preprocessing, and generative model configuration.
The experimental design and results are presented in Section 5. The experiments are
organized to reflect the layered structure of the framework. They progress from condition-
axis stratification (Experiments 1–2) through feature extractor robustness (Experiment 6),
temporal-axis stratification (Experiment 7), and confounding detection (Experiment 8),
to validation on an alternative generative architecture (Experiment 9). This ordering follows
the diagnostic workflow of Section 3: Layer 1 is established first, then Layer 2 and Layer 3
assessments are introduced alongside each experiment.

4.1. Datasets

The NASA Battery Dataset [25] comprises capacity degradation curves from 33 lithium-
ion cells tested at five temperatures (Table 3). The pronounced imbalance—two cells at 22 ◦C
versus thirteen at 4 ◦C—makes this dataset well suited for testing SFD’s ability to detect
minority-condition failures that FID would dilute.

Table 3. NASA battery dataset composition.

Temperature Batteries Proportion

4 ◦C 13 39.4%
22 ◦C 2 6.1%
24 ◦C 11 33.3%
43 ◦C 4 12.1%
44 ◦C 3 9.1%

Total 33 100%

The BatteryLife Dataset [26] integrates voltage-profile data from 128 cells collected
at three institutions: SNL (Sandia National Laboratories, 61 cells), MICH (University of
Michigan, 40 cells), and CALB (China Aviation Lithium Battery, 27 cells), as summarized
in Table 4. Mean normalized voltage per cycle serves as a proxy for capacity degradation.
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The SNL subset is of particular interest because it spans three temperatures and four C-
rates. The 0.5C and 3C rates, however, were tested only at 25 ◦C (Table 5), introducing a
temperature–C-rate confound that we exploit in Experiment 8.

Table 4. BatteryLife dataset composition (number of cells by temperature).

0 ◦C 15 ◦C 25 ◦C 35 ◦C 45 ◦C Total

SNL – 9 34 18 – 61
MICH – – 21 – 19 40
CALB 8 – 2 14 3 27

Table 5. Temperature×C-rate structure of the SNL subset. Empty cells indicate untested combinations,
constituting a confound between temperature and C-rate.

0.5C 1C 2C 3C

15 ◦C – 4 5 –
25 ◦C 8 12 6 8
35 ◦C – 12 6 –

4.2. Preprocessing

Each battery’s full degradation curve constitutes a single sample. This granularity
corresponds to the application scenario of synthesizing degradation trajectories under
unobserved conditions from a small number of experimentally tested cells, and differs
from cycle-level prediction tasks in which individual charge–discharge cycles serve as data
points. All curves were interpolated to 50 equally spaced points and normalized by their
initial values. A 17-dimensional hand-crafted feature vector was then extracted from each
curve and standardized.

4.3. CVAE Models

Experiment 1 uses simulated generators (condition confusion) to establish the de-
tection principle in a controlled setting. From Experiment 2 onward, we validate the
framework using a Conditional VAE rather than simulated generators. Experiment 9
further extends the validation to a third generative architecture (HPC-FNO-CFM [27],
conditional Flow Matching with Fourier Neural Operator), confirming that the diagnos-
tic capabilities generalize beyond CVAE. The CVAE comprises a two-layer encoder and
decoder (hidden dimension 64, latent dimension 8) trained for 1500 epochs with Adam
(lr = 10−3) on the SNL subset (61 cells, 3 temperatures). To create controlled quality degra-
dations, we train four model variants by progressively excluding temperature conditions
from the training set. Model A (baseline) uses all three temperatures. Model B excludes
the minority condition 15 ◦C (14.8% of data). Model C retains the same architecture as
Model A but swaps the 15 ◦C label with 25 ◦C at generation time. Model D excludes both
15 ◦C and 35 ◦C, training on 25 ◦C data only. Model D represents the most extreme case of
condition omission, deliberately engineered to test whether FID is capable of detecting the
resulting quality gap. The central question is: when a model has been trained on a single
temperature but is asked to generate curves for all temperatures, does FID flag the problem,
or does it remain silent? Unless otherwise stated, results for CVAE-based experiments
(Experiments 2–7) are reported as means over three random seeds, with bootstrap 95% con-
fidence intervals (500 iterations) to quantify estimation uncertainty. This choice accounts
for the small per-stratum sample sizes that make seed-to-seed variance an insufficient
indicator of reliability. Experiment 8 uses nseeds = 10 with a Mann–Whitney U test to assess
whether Model T consistently exceeds Model J across conditions; the increased seed count
reflects the distributional nature of this comparison rather than a point-estimation task.
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Experiments 10–12 also use nseeds = 10; Experiment 14 uses nseeds = 5. Experiment 1 uses
fixed simulated generators and Experiment 9 evaluates a pre-trained FNO architecture;
random seed variation does not apply to these experiments.

4.4. Computational Environment and Reproducibility

All experiments were conducted on a Linux workstation equipped with an NVIDIA
RTX 3090 GPU (24 GB VRAM) and an Intel Xeon processor. The framework is implemented
in Python 3.10 using PyTorch 2.0, NumPy, SciPy, and scikit-learn. CVAE training for a
single model variant completes in approximately 5 min. SFD/CRC/CDR evaluation of
all experiments requires approximately 30 min, including bootstrap confidence intervals
(500 iterations). Source code for the framework and all experiments will be made publicly
available upon acceptance.

5. Results
We report results from fourteen experiments organized by the three layers of the

diagnostic framework. Layer 1 experiments (Experiments 1–9) validate SFD and its vari-
ants. Seven are presented in Section 5. Experiments 1 and 2 establish the basic detection
capability of SFD using condition-axis stratification; Experiment 6 verifies robustness
across three feature extractors; Experiment 7 introduces temporal and condition × time
stratification; Experiment 8 demonstrates confounding detection via temperature–C-rate
stratification; Experiment 9 validates the framework on an alternative generative architec-
ture (HPC-FNO-CFM, conditional Flow Matching with Fourier Neural Operator). Five
Layer 1 experiments are reported in Appendix C: Experiments 3–5 examine λ sensitiv-
ity, cross-dataset generalization, and the formal relationship with CFID; Experiments 7b
and 8b extend Experiments 7 and 8 with alternative temporal segmentation and a second
confounding source, respectively.

Layer 2 experiments (Experiments 10–14) validate MOP, CRC, and CDR. Experiment 10
(Section 5.2) establishes MOP as a reliable detector of condition-ordering defects across
generator types. Experiments 11–14, reported in Appendix C, provide further validation.
Experiment 11 examines seed dependence, Experiment 12 examines cross-dataset general-
ization of MOP, Experiment 13 examines the minimum K required for CRC significance,
and Experiment 14 identifies the root cause of CDR inflation under data scarcity. CRC,
CDR, MOP, and S-MMD are computed in parallel with all experiments to provide Layer 2
and Layer 3 assessments alongside the Layer 1 results.

The three layers illustrate a diagnostic workflow. A practitioner first identifies where
quality breaks down by condition and degradation phase (Layer 1), then tests whether the
physical relationships across conditions are intact (Layer 2), and finally assesses how much
to trust each per-stratum estimate (Layer 3).

5.1. Layer 1: Per-Condition Quality Diagnosis (SFD)

Experiment 1 (condition confusion simulation). To isolate the detection capability of
SFD in a controlled setting, we replaced the degradation patterns of a target temperature
in the NASA dataset with those of a different temperature. A normal generator adds
small noise (σ = 0.02) to the real data, while a confused generator replaces data from a
target temperature condition Tfail with patterns from a different temperature Twrong. This
setup mimics the scenario in which a generative model has failed to learn the degradation
pattern at Tfail and instead outputs data resembling Twrong. Table 6 reports the detection
advantage (DA), defined as the ratio of the per-condition FD ratio to the FID ratio. DA
quantifies how much more sensitively SFD detects a quality failure than FID does. The
results reveal a clear inverse relationship between DA and minority proportion. For the
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22 ◦C condition, which comprises only 6.1% of the dataset, DA reaches 64–79, meaning
that SFD’s per-condition Fréchet distance is 64–79 times more sensitive than FID. For the
near-majority 4 ◦C condition (39.4%), the advantage is a modest 2.5 times. This pattern
aligns with the dilution analysis of Section 2: the rarer a condition, the more its failures are
suppressed in FID, and the greater the advantage of per-condition evaluation. In practice,
this alignment is consequential because the conditions most critical for safety are precisely
those most likely to be underrepresented (Figure 2a).

Table 6. Condition confusion simulation (NASA). DA quantifies the sensitivity gain of SFD over FID
for each confusion pattern.

Confusion Pattern Proportion FID Ratio FD Ratio DA

22 ◦C→24 ◦C 6.1% 2.74 215.9 78.8
22 ◦C→44 ◦C 6.1% 82.2 5287.6 64.3
43 ◦C→24 ◦C 12.1% 6.41 192.4 30.0
43 ◦C→4 ◦C 12.1% 95.2 2344.4 24.6
4 ◦C→24 ◦C 39.4% 2700.1 6629.9 2.46

Experiment 2 (CVAE generative model). Simulation establishes the principle. Real gen-
erative models, however, produce subtler quality differences that test whether SFD retains
its advantage. Four CVAE variants were trained on the SNL dataset with progressively
fewer temperature conditions (Table 7). The central finding concerns Model D, which was
trained on 25 ◦C data alone. FID registers a ratio of merely 1.01 times relative to the baseline
Model A—a score that would give a practitioner no reason for concern. SFD reveals a
different picture. The per-condition Fréchet distance at 15 ◦C rises to 1.97 times and at 35 ◦C
to 1.84 times, while at 25 ◦C (the sole training condition) it improves to 0.82 times. This
profile indicates that Model D has overfit to 25 ◦C at the expense of the excluded conditions.

Model B presents a scenario more likely to arise in practice: a researcher collects data
predominantly at moderate temperatures and trains a model on what is available. FID’s
1.02 times ratio would suggest that all is well. SFD’s 1.25 times at the underrepresented
15 ◦C condition, however, signals that further investigation is warranted. The ability
to flag graded, condition-specific degradation—rather than only catastrophic failure—is
what makes SFD useful in real deployment (Figure 2b). This result provides empirical
confirmation of the concern raised in the Introduction. A model that FID declares “no
problem” is in fact generating inaccurate data under the minority conditions (15 ◦C, 35 ◦C)
that are indispensable for safety evaluation. SFDc resolves this blind spot by identifying
which conditions are problematic.

Table 7. CVAE results (SNL, 3-seed average). Ratios are relative to Model A.

Model FID SFDc FD (15 ◦C) FD (25 ◦C) FD (35 ◦C)

A (all conditions) 12.52 22.47 23.52 15.06 10.06

Ratio relative to A

B (15 ◦C excl.) 1.02 times 1.09 times 1.25 times 0.97 times 0.98 times
C (label swap) 1.04 times 1.03 times 1.07 times 1.00 times 1.00 times
D (25 ◦C only) 1.01 times 1.43 times 1.97 times 0.82 times 1.84 times
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Figure 2. Overview of the three-layer diagnostic framework. Top row illustrates Layer 1 (quality
diagnosis). (a) Experiment 1 (NASA condition confusion). SFD’s per-condition Fréchet distance (red)
detects condition-specific failures with up to 79 times higher sensitivity than FID (green). Detection
advantage (DA) is inversely correlated with minority proportion. (b) Experiment 2 (SNL CVAE). FID
registers 1.01 times (indistinguishable from baseline), while SFD reveals per-condition degradation
at 15 ◦C (1.97 times) and 35 ◦C (1.84 times), with overfit improvement at 25 ◦C (0.82 times). The
top-right panel summarizes the three-layer workflow. Bottom row illustrates Layers 2 and 3. (c) CDR
with bootstrap 95% confidence intervals across all four datasets. Normal generators (green) have
CIs that include unity (YES), while deficient generators (red) exclude unity (NO), demonstrating
that Layer 2 reliably separates correct from distorted inter-condition structure. (d) ESS predicts
bootstrap CI width. Strata with ESS < 1 exhibit wide confidence intervals, confirming that ESS
serves as a practical reliability indicator for Layer 1 estimates. (e) SFD and S-MMD comparison.
At ESS = 1.0 (SNL 35→25), S-MMD ratio exceeds SFD ratio, confirming that S-MMD provides a more
reliable signal when per-stratum samples are marginal. Figures 3 and 4 provide detailed three-layer
evaluation for the HPC-FNO-CFM architecture (Experiment 9).

Supplementary experiments on λ sensitivity (Experiment 3), cross-dataset generaliza-
tion (Experiment 4), and the formal relationship between SFD and CFID (Experiment 5) are
reported in Appendix C. Their principal conclusions are that λ = 0 maximizes per-condition
sensitivity, that the detection advantage generalizes across all four datasets, and that SFDc

with λ = 0 reduces exactly to CFID. Inter-condition consistency is now assessed more
directly by Layer 2 (CRC and CDR) with formal permutation tests. The Between-SFD
term (λ > 0) is therefore no longer needed for this purpose, and λ = 0 is adopted as the
recommended default.

Experiment 6 (feature extractor robustness). A potential objection is that SFD’s
advantage might depend on the choice of feature space. Table 8 addresses this concern by
repeating the CVAE comparison with three different feature extractors. Under hand-crafted
features, FID is 1.01 times while SFD reaches 1.97 times at 15 ◦C. Under the InceptionTime-
style CNN, FID rises to 12.18 times. SFD, however, reaches 78.82 times at 35 ◦C. A better

https://doi.org/10.3390/make8060148

https://doi.org/10.3390/make8060148


Mach. Learn. Knowl. Extr. 2026, 8, 148 15 of 43

feature extractor raises the baseline sensitivity of both metrics. The diagnostic advantage
of SFD—identifying which conditions fail—persists regardless of the feature space. A
crucial point emerges from this comparison. Even with InceptionTime-style features that
substantially boost FID’s own sensitivity, FID cannot reveal which temperature condition is
responsible for the quality gap. Improving the feature extractor raises the detection floor for
FID, but the per-condition diagnostic information provided by SFDc remains inaccessible to
FID regardless of feature space sophistication. This confirms that SFD’s advantage derives
from its stratification structure, not from a particular feature design.

Table 8. Feature extractor comparison (SNL, CVAE Model D/A ratio).

Feature Extractor FID Ratio SFDc Ratio FD (15 ◦C) FD (35 ◦C)

Hand-crafted (17-dim.) 1.01 times 1.43 times 1.97 times 1.84 times
InceptionTime-style (32-dim.) 12.18 times 18.79 times 17.49 times 78.82 times
Autoencoder (16-dim.) 2.30 times 6.38 times 12.61 times 20.50 times

Experiment 7 (temporal-axis and condition×time diagnosis). Experiments 1–6
demonstrated that condition-axis stratification (SFDc) resolves FID’s blind spot for minority-
condition failures. However, as discussed in Section 3, dilution also occurs along the
temporal axis: if a generative model accurately reproduces the early portion of a degra-
dation curve but fails in the late portion, SFDc—which computes features over the entire
curve—may miss this failure. Experiment 7 tests whether temporal stratification (SFDt)
and its combination with condition stratification (SFDc×t) can address this limitation. The
experiments above stratify by operating condition but treat each degradation curve as
a whole. This is insufficient when the generative model reproduces the early phase of
degradation correctly but fails in the late phase, where nonlinear acceleration beyond the
knee point [24] is the dominant feature. SFDt addresses this by partitioning curves into
temporal segments.

In a controlled simulation on NASA, we corrupted only the first or second half of the
43 ◦C curves. SFDt with two segments assigns an elevated FD exclusively to the corrupted
segment (173.7 times) while the intact segment registers precisely 1.00 times (Table 9). FID,
which evaluates the full curve, cannot localize the failure to a specific phase.

Table 9. Partial confusion detection (NASA, 43 ◦C→4 ◦C, K = 2).

Corrupted Segment FID Ratio FD (Corrupted) FD (Intact)

First half only 39.2 times 173.7 times 1.00 times
Second half only 79.3 times 70.7 times 1.00 times

Applying the same principle to the CVAE models yields the most physically informa-
tive result of this study. Table 10 presents the condition×time quality map for Model D
relative to Model A. The largest degradation ratio, 8.69 times, appears in the latter half of
the 35 ◦C curves—precisely the regime where high-temperature degradation accelerates
and a model trained only on 25 ◦C data is least equipped to follow. The progression from
FID (1.01 times) through SFDt (1.11 times) to SFDc×t (3.18 times overall, 8.69 times at the
critical cell) illustrates how increasing stratification granularity brings progressively more
localized problems to light. For a practitioner, a single SFDc×t table immediately reveals
not only which temperature condition is problematic but also in which degradation phase
the model fails.
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Table 10. Condition×time quality map (SNL, CVAE Model D/A, K = 2).

Condition First Half Second Half

15 ◦C (excluded) 4.45 times 3.79 times
25 ◦C (trained) 0.75 times 0.91 times
35 ◦C (excluded) 5.79 times 8.69 times

Experiment 8 (confounding detection). When temperature and C-rate are confounded
in the experimental design, stratifying by temperature alone leaves C-rate effects entan-
gled within each stratum. To test whether SFD can expose this confounding, we trained
two CVAE models on the confound-free subset of SNL (1C and 2C at all three temperatures,
45 batteries): Model T conditioned on temperature alone and Model J conditioned on both
temperature and C-rate. Evaluating both with SFDjoint over six temperature×C-rate strata
(Table 11), Model T exceeds Model J in every condition. To assess the stability of this result,
the evaluation was repeated with nseeds = 10 independent random initializations and a
Mann–Whitney U test was applied to each condition. Model T exceeds Model J in all
10 seeds for every condition, with p < 0.0001 in all six conditions and a mean T/J ratio of
29.7 (SFD proxy; squared Euclidean distance between per-condition mean feature vectors).
The largest gap occurs at 15 ◦C/2C (T/J = 59.4), a condition whose combination of low
temperature and high C-rate produces a degradation pattern most distinct from the 25 ◦C
average and therefore least well served by temperature-only conditioning. This comparison
yields an actionable recommendation: temperature-only conditioning is insufficient for this
dataset, and C-rate should be included as a conditioning variable. A second confounding
source (cycle-count normalization) is analyzed in Experiment 8b (Appendix C).

Table 11. Confounding detection (SNL, 1C + 2C, 45 batteries). Model T and Model J are each
trained with nseeds = 10 independent initializations. SFD proxy: squared Euclidean distance between
per-condition mean feature vectors (d = 5 PCA components). T/J ratio: mean(SFDT)/mean(SFDJ).
Mann–Whitney U test (one-sided, H1: T > J).

Condition SFDT Mean SFDT Std SFDJ Mean SFDJ Std T/J p-Value

15 ◦C/1C 0.01612 0.00247 0.00078 0.00140 20.8 < 0.0001
15 ◦C/2C 0.00995 0.00147 0.00017 0.00008 59.4 < 0.0001
25 ◦C/1C 0.00223 0.00034 0.00034 0.00037 6.5 < 0.0001
25 ◦C/2C 0.01227 0.00099 0.00047 0.00028 25.9 < 0.0001
35 ◦C/1C 0.00313 0.00056 0.00010 0.00009 30.8 < 0.0001
35 ◦C/2C 0.00892 0.00128 0.00026 0.00019 34.8 < 0.0001

Mean 29.7

Experiment 9 (alternative generative architecture: HPC-FNO-CFM). To verify that
the framework’s diagnostic capability extends beyond CVAE, we evaluated five variants
of HPC-FNO-CFM [27], a conditional Flow Matching model that integrates a Fourier
Neural Operator (FNO) pre-trained on battery physics. The five variants differ in how
much of the pre-trained FNO is frozen during fine-tuning on NASA temperature extrap-
olation: freeze_2layer (two FNO layers frozen), freeze_3layer (three layers frozen),
freeze_1layer (one layer frozen), scratch_3layer (no pre-training, trained from scratch
with three constraint levels), and pure_cfm (no physical constraints, pure Flow Matching).
Each variant generates voltage waveforms at five temperature conditions (4 ◦C, 8 ◦C, 13 ◦C,
24 ◦C, 43 ◦C), where 24 ◦C is the training condition and the others are extrapolation targets.

Table 12 reports the three-layer evaluation. SFD reveals a seven-order-of-magnitude
range in per-condition quality: freeze_2layer achieves SFD = 2353 with uniform qual-
ity across all five temperature conditions (FD ranges from 1822 to 3283), while pure_cfm
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reaches SFD = 1.8× 1010 with catastrophic failure at 8 ◦C (FD = 8.8× 1010). This enor-
mous dynamic range demonstrates a key advantage of SFD: by evaluating each condition
independently, it exposes failures that would be obscured in any pooled metric.

CRC provides a complementary perspective on inter-condition structure. freeze_2layer
achieves CRC = 0.724, indicating that the ordering of inter-condition distances is substan-
tially preserved. pure_cfm, by contrast, achieves CRC = 0.033, meaning that the physical
structure across temperatures has been almost entirely destroyed. CDR reveals this de-
struction in detail: for freeze_2layer, 8 of 10 condition pairs have bootstrap confidence
intervals that include unity (structure preserved), whereas for all other variants, every
pair excludes unity (structure distorted). The only pairs where freeze_2layer fails are
43 ◦C→8 ◦C (CDR = 0.32) and 4 ◦C→13 ◦C (CDR = 0.26), which represent the most
physically distant temperature combinations and are therefore the most challenging extrap-
olation targets.

A notable finding concerns S-MMD. Despite the seven-order-of-magnitude range in
SFD, S-MMD values vary only between 0.22 and 0.31 across all five model variants. This
confirms the theoretical prediction from Appendix A: MMD is insensitive to the covariance
differences that dominate the Fréchet distance and cannot distinguish model quality in
this setting. The practical implication is that S-MMD serves as a stable complement when
sample sizes are small. SFD and CRC/CDR remain essential for capturing the quality
differences that matter for temperature extrapolation.

Figure 3. Three-layer evaluation of HPC-FNO-CFM model variants on NASA temperature extrapola-
tion. (a) Layer 1 (SFD): the mean per-condition Fréchet distance spans seven orders of magnitude
on a logarithmic scale, from 2353 for freeze_2layer to 1.8× 1010 for pure_cfm. Physical constraints
from pre-trained FNO layers dramatically improve extrapolation quality. (b) Layer 2 (CRC): the
inter-condition distance structure is well preserved by freeze_2layer (CRC = 0.724) but almost
entirely destroyed by pure_cfm (CRC = 0.033). A dashed line marks perfect preservation (CRC = 1).
(c) Layer 2 (CDR per condition pair): each circle represents one of 10 temperature-pair comparisons
for a given model. Green circles indicate that the 95% bootstrap confidence interval for CDR includes
unity (distance structure preserved); red circles indicate exclusion (structure distorted). Bubble size
reflects the magnitude of | log10(CDR)|. Only freeze_2layer preserves the majority of condition
pairs (8 of 10); all other variants distort every pair or nearly every pair.
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Table 12. Three-layer evaluation of HPC-FNO-CFM variants on NASA temperature extrapolation.
CDR “YES” indicates the number of condition pairs (out of 10) whose 95% bootstrap CI includes unity.

Model Variant SFD CRCR CDR YES S-MMD Range

freeze_2layer 2353 0.724 8/10 0.27–0.31
freeze_3layer 41,747 0.563 3/10 0.25–0.29
freeze_1layer 4.9 M 0.306 0/10 0.24–0.28
scratch_3layer 186 M 0.651 0/10 0.25–0.30
pure_cfm 17.7 B 0.033 0/10 0.22–0.27

Figure 4. Per-condition Fréchet distance for each HPC-FNO-CFM variant (log scale). freeze_2layer
achieves uniformly low FD across all five temperature conditions (range: 1822–3283), while other
variants exhibit large condition-dependent variation. The pure_cfm model fails catastrophically at
8 ◦C (FD = 8.8× 1010), a failure invisible to any pooled metric but immediately apparent in the
per-condition SFD profile.

This experiment confirms that the three-layer framework provides meaningful di-
agnostics for a generative architecture (conditional Flow Matching with FNO) that is
fundamentally different from the CVAE used in Experiments 1–8. The ranking produced
by SFD (freeze_2layer≫ freeze_3layer≫ freeze_1layer≫ scratch≫ pure_cfm) is
consistent with the physical expectation that pre-trained FNO layers encode degradation
physics that improves extrapolation, and that removing these constraints progressively
degrades quality. Figure 3 visualizes the three-layer evaluation. Panel (a) shows the seven-
order-of-magnitude SFD range on a logarithmic scale, making the progressive degradation
from freeze_2layer to pure_cfm immediately visible. Panel (b) displays CRC values,
where the drop from 0.724 to 0.033 quantifies the destruction of inter-condition structure.
Panel (c) maps CDR for all 10 condition pairs across the five model variants, with green
indicating preserved structure and red indicating distortion. Figure 4 complements this
aggregate view by showing the per-condition Fréchet distance for each variant at each
of the five temperatures. The uniformly low FD of freeze_2layer across all conditions
contrasts with the extreme condition-dependent variation exhibited by the other variants,
most notably the catastrophic failure of pure_cfm at 8 ◦C.

5.2. Layer 2: Inter-Condition Structure Verification (CRC and CDR)

Layer 1 identifies where generation quality breaks down but does not assess whether
the generative model preserves the physical relationships between conditions. A model
might produce plausible curves at each temperature yet distort the relative distances—for
example, making 43 ◦C and 25 ◦C degradation patterns more similar than they are in reality.
CRC and CDR address this complementary question.
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Table 13 reports CRC values computed in parallel with the Layer 1 experiments
using mean-vector Euclidean distance and 200 generated samples per condition. Normal
generators consistently achieve CRC above 0.87, indicating that the ordering of inter-
condition distances is well preserved. Deficient generators (confused or single-condition
models) produce CRC values of 0.53–0.73, reflecting measurable distortion of the physical
structure. When cross-stratification increases the number of condition pairs, permutation
tests reach strong significance: p = 0.004 for NASA and p = 0.012 for SNL in Experiment 7,
and p = 0.001 for the temperature × C-rate stratification in Experiment 8. The NASA
result merits emphasis. Despite per-condition sample sizes of only n = 3–15, which render
SFD estimates unreliable, CRC with mean-vector distance and temperature × time cross-
stratification achieves p = 0.004. This illustrates a key practical benefit of the three-layer
design: when Layer 1 estimates are uncertain due to small samples, Layer 2 can still provide
statistically grounded conclusions about structural integrity.

Table 13. CRC results (mean-vector distance, ngen = 200).

Experiment Generator CRCR p-Value

Exp 1 (NASA)
Normal 0.946 —
43→24 confused 0.727 —
43→4 confused 0.656 —

Exp 2 (SNL)
Model A (all) 0.902 —
Model B (15 ◦C excl.) 0.531 —
Model D (25 ◦C only) 0.654 —

Exp 7 (SNL c× t) Normal 0.870 0.012
Model D 0.611 0.311

Exp 7 (NASA c× t) Normal 0.870 0.004
Confused −0.281 0.802

Exp 8 (SNL) Temp-only (K=3) 0.949 0.067
Joint (K=6) 0.927 0.001

Table 14 extends the analysis to CDR, which applies even when only two conditions are
available. Across all four datasets, normal generators yield CDR values close to unity with
95% bootstrap confidence intervals that include one, while deficient generators produce
CDR values of 0.02–0.28 with intervals that exclude one. The MICH dataset (K = 2, 25 ◦C
and 45 ◦C only) is the most important test case: CRC cannot be computed for two conditions,
yet CDR reliably distinguishes the normal generator (CDR = 0.921, CI includes 1) from
the confused generator (CDR = 0.178, CI excludes 1). When temporal cross-stratification
is applied to MICH (K = 4, 6 pairs), the resulting CRC-ratio separates the two generators
further (0.952 vs. 0.395), confirming the structural distortion through multiple independent
pairs. For a practitioner working with a two-condition dataset, CDR thus provides a single,
interpretable number with a confidence interval that answers the question: “Does my
generative model preserve the distance between these two conditions?” (Figure 2c).

Experiment 10 (MOP: condition-ordering verification). Experiments 1–9 validate
Layer 1 (SFD) and the distance-preservation aspects of Layer 2 (CRC, CDR). Experiment 10
evaluates MOP, which addresses a complementary question about whether the generative
model preserves the ordering of conditions along the conditioning axis. This property
cannot be assessed by CRC when the real data distance matrix is non-monotone, a common
situation in battery datasets where cell-to-cell variability can obscure temperature effects.

Ten independent CVAE models were trained on the SNL 1C + 2C dataset (K = 6
conditions, d = 5 PCA features). MOP was computed for four generator types, namely
correctly conditioned (normal), temperature-label-reversed (type-2 inversion), C-rate-label-
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permuted (type-3 confusion), and condition-free (type-4 uniform). A one-sided Mann–
Whitney U test compared the MOP distribution of each defective generator against the
normal reference.

Table 14. CDR results (mean-vector distance, ngen = 200).

Dataset Generator CDR CIlo CIhi 1 in CI

MICH Normal 0.921 0.728 1.151 YES
Confused 25→45 0.178 0.139 0.398 NO

CALB Normal (0→45) 0.888 0.499 1.134 YES
Confused 0→45 0.180 0.117 0.393 NO

SNL Normal (15→35) 1.003 0.487 1.636 YES
Model D (15→35) 0.275 0.156 0.640 NO

NASA Normal (4→43) 1.049 0.444 1.725 YES
Model D (4→43) 0.021 0.010 0.060 NO

The normal generator achieves a stable MOP of +0.971± 0.029 across all 10 seeds,
confirming that the SNL temperature axis is reliably captured by the projection direction
v1 (ρproj = 0.717). Detection is 100% for all three defect types (p < 0.0001). The type-2
inversion generator produces MOP = −0.400, which falls below the threshold of zero and
is therefore flagged as inverted. The type-3 confusion generator produces MOP = +0.406,
which falls below the dynamic threshold µnormal − 0.5 = 0.471 and is flagged as confused.
The type-4 uniform generator produces MOP = +0.109 with substantially higher vari-
ance (std = 0.330) than the other types, because a condition-free generator occasionally
reproduces partial temperature ordering by chance. The Mann–Whitney test nevertheless
achieves p < 0.0001 because the distribution of MOP values is systematically shifted below
the normal reference.

The cross-dataset generalization of MOP (four datasets), the minimum K required for
CRC significance, and the root cause of CDR inflation are examined in Experiments 11–14
(Appendix C).

5.3. Layer 3: Estimation Reliability (S-MMD and ESS)

The final layer addresses the question that underlies all per-stratum evaluation: when
sample sizes are small, can the Fréchet distance estimates from Layer 1 be trusted? Table 15
compares SFD and S-MMD ratios for the condition confusion experiments. Both metrics
agree on the direction of quality degradation in every case, providing mutual corroboration.
Their magnitudes, however, diverge markedly: SFD ratios reach 29.8 times while S-MMD
ratios remain below 2 times. This divergence is consistent with the theoretical analysis
of Appendix A. SFD captures covariance mismatch, which produces large ratios when
genuine distributional differences exist. It also amplifies estimation noise when per-stratum
samples are few. S-MMD, by contrast, does not estimate covariance matrices and therefore
remains stable even at small n, at the cost of reduced sensitivity to covariance structure.

The complementary value of S-MMD is most evident in the SNL 35→25 confusion.
The 35 ◦C stratum has ESS = 1.0, placing it at the margin of reliable Fréchet distance
estimation. Here, S-MMDr = 1.30 exceeds SFDr = 1.15, indicating that MMD detects a
quality difference that the noisy FD estimate underestimates (Figure 2e). In practice, when
a practitioner observes a low ESS for a particular stratum (Figure 2d), S-MMD should be
consulted alongside SFD, and discrepancies between the two should be resolved in favor
of the more stable estimate.
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Table 15. SFD and S-MMD comparison (PCA d = 5).

Dataset/Pattern SFDr S-MMDr ConsI ConsI CI

NASA 43→4 29.8 1.82 0.40 [−0.31, 1.0]
NASA 43→24 27.7 1.58 0.40 [−0.31, 1.0]
SNL 15→25 2.01 1.09 0.50 [0.50, 1.0]
SNL 35→25 1.15 1.30 1.00 [−0.50, 1.0]

To quantify the estimation uncertainty of SFD itself, we computed bootstrap 95% confi-
dence intervals by resampling real and generated data within each stratum (500 iterations).
Table 16 reports the results for three generators on both datasets. On the NASA dataset,
where all strata have ESS < 1, the SFD confidence intervals are wide: the normal generator
yields SFD = 7.6 with a CI of [1.0, 17.4]. On the SNL dataset, where ESS ranges from 0.50
to 1.89, the intervals are considerably tighter: Normal SFD = 17.5 [13.7, 22.8]. Despite the
wide CIs on NASA, the ordering Normal < Confused < Model D is preserved in the point
estimates across both datasets, indicating that the relative ranking of generators is robust
even when absolute values are uncertain.

Table 16. Bootstrap 95% CIs for SFD and CRC. CIs narrow as ESS increases.

Dataset Generator SFD [CI] CRCR [CI]

NASA
Normal 7.6 [1.0, 17.4] 0.33 [−0.61, 0.91]
Confused 14.4 [1.5, 28.2] −0.02 [−0.80, 0.54]
Model D 20.0 [3.7, 38.4] 0.14 [−0.78, 0.77]

SNL
Normal 17.5 [13.7, 22.8] 0.83 [0.56, 0.97]
Confused 19.8 [16.0, 24.7] 0.73 [0.50, 0.96]
Model D 23.5 [19.7, 29.9] 0.70 [0.32, 0.95]

The CI width correlates strongly with ESS. For the NASA 44 ◦C stratum (ESS = 0.17,
n = 3), the per-condition FD CI spans [0.8, 45.7]—a range so wide that the point estimate
alone is uninformative. For the SNL 25 ◦C stratum (ESS = 1.89, n = 34), the CI is [9.4, 19.4],
narrow enough for practical use. This confirms that ESS serves as a reliable predictor of
when SFD estimates can be trusted.

When Layer 1 CIs are wide, Layer 2 metrics provide sharper discrimination. On
NASA with the Model D generator, the SFD CI of [3.7, 38.4] overlaps substantially with
the Normal CI of [1.0, 17.4], leaving the quality difference statistically ambiguous. CDR,
however, excludes unity for all six condition pairs (e.g., CDR(4→ 43) = 0.029 [0.011, 0.064]),
providing unambiguous evidence that Model D has distorted the inter-condition structure.
This complementarity between layers—Layer 1 for diagnostic localization, Layer 2 for
statistical confirmation—is the practical payoff of the three-layer design.

6. Discussion
6.1. The Role of Data Scarcity in Evaluation Design

The experiments reported above consistently show that the three-layer framework
detects quality problems that FID cannot. The most important factor underlying this
advantage is not stratification per se—CFID already stratifies by condition—but the combi-
nation of stratification with tools specifically designed for the data-scarce regime. Battery
degradation datasets contain tens of cells, not tens of thousands. Per-condition strata may
contain as few as three or four batteries. In this regime, covariance-based metrics such
as the Fréchet distance become unreliable, and the practitioner faces a dilemma: evaluate
per-condition quality with an unreliable metric, or aggregate across conditions and lose
diagnostic resolution.
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The three-layer framework resolves this dilemma by separating the diagnostic question
(Layer 1, what is the quality?), the structural question (Layer 2, is the physical structure
preserved?), and the reliability question (Layer 3, can the estimate be trusted?). When
Layer 1 estimates are uncertain because ESS is low, Layer 2 can still provide statistically
grounded conclusions through CRC or CDR with mean-vector distance and permutation
tests. When both layers are uncertain, Layer 3 flags the problem through low ESS and
ConsI. This separation of concerns is what makes the framework useful in practice: no
single metric is required to answer all three questions simultaneously.

6.2. Stratification Granularity and Its Limits

Table 17 summarizes the detection performance of each SFD variant in the CVAE
Model D experiment.

Table 17. Detection performance by stratification granularity (SNL, CVAE Model D/A ratio).

Stratification Diagnostic Question D/A Ratio

None (FID) What is the overall quality? 1.01 times
Condition c (SFDc) Which conditions fail? 1.97 times
Time k (SFDt) Which time window fails? 1.11 times
c× k (SFDc×t) Which condition in which window? 3.18 times
c1 × c2 (CI) Is there inter-condition confounding? 1.72 times

The progression from 1.01 times to 3.18 times illustrates a general principle: finer
stratification reveals more localized quality problems. Starting from a situation where
FID judges the model as “no problem” at 1.01 times, stratification by condition reveals a
1.97 times quality gap, and adding the temporal axis raises it further to 3.18 times. This
progressive increase demonstrates that the framework delivers diverse diagnostics through
a single control parameter: the choice of stratification variable. However, finer stratification
also reduces the number of samples per stratum, eventually degrading estimation reliability.
In our experiments, temporal segmentation beyond K = 3 produced unstable Fréchet
distance estimates. The practitioner must therefore choose stratification granularity to
align with physically meaningful divisions—temperature conditions, early versus late
degradation phases, charge rates—while ensuring that each stratum retains enough samples
for reliable estimation. ESS provides a quantitative guide for this decision.

A natural question is whether temporal segments should be defined by the knee
point—the physically motivated boundary between Phase 1 (linear SEI growth) and Phase 2
(nonlinear acceleration)—rather than by equal intervals. We compared four strategies on
the NASA and SNL datasets: equal-interval K = 2 and K = 3, and knee-point-adaptive
K = 2 and K = 3 (Experiment 7b, Appendix C). Equal-interval K = 2 achieved a confused-
to-normal SFD ratio of 153.7 times on NASA, compared to 14.7 times for knee-point K = 2.
The adaptive strategy yielded a lower baseline SFD under normal generation (0.90 vs. 5.39),
suggesting fewer false alarms. Its detection power, however, was substantially lower.

The cause is the large inter-battery variability in knee-point position. In the NASA 4 ◦C
condition, knee-point positions range from 14% to 82% of the degradation curve (standard
deviation 0.26). When each battery is split at its own knee point, the “pre-knee” segment
for one battery contains 14% of the curve while for another it contains 82%. Data from
physically distinct degradation stages are pooled under the same label, destabilizing the
Fréchet distance estimate. By contrast, equal-interval splitting applies the same boundary
to all batteries, preserving sample comparability within each segment even at the cost of
physical precision.
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This finding reflects a broader tension in the data-scarce regime: physical fidelity
in segmentation must be balanced against statistical stability. With large datasets (e.g.,
the 124 cells of Severson et al. [4]), grouping batteries by similar knee-point position before
applying adaptive splitting could recover the physical advantage. With the sample sizes
typical of current battery degradation datasets, however, equal-interval splitting provides
a more reliable basis for evaluation, and we adopt it as the default.

6.3. Novelty of CRC, CDR, and MOP

CRC and CDR share the motivation of Benny et al.’s between-class evaluation [28],
which compares the distribution of class-average vectors between real and generated data.
CRC and CDR differ in that they specifically test whether the rank ordering (CRC) and ratio
(CDR) of inter-condition distances are preserved—a property that between-class FID does
not directly measure—and apply permutation testing to provide statistical significance
in the small-K regime typical of battery datasets. MOP further asks whether the model
preserves the ordering of conditions along the conditioning axis, which CRC cannot answer
when the real data distance matrix is non-monotone.

The three Layer-2 indicators are complementary by design. CRC detects type-3 confu-
sion (scrambled distance ordering, requires K ≥ 8). CDR detects type-4 uniform collapse
(CDR ≪ 1, requires n ≥ 10 per condition). MOP detects type-2 inversion and type-3
confusion, and remains effective when CRC lacks statistical power due to small K. Cross-
validated on the SNL, NASA, CALB, and MICH battery datasets with nseeds = 10, MOP
achieved 100% detection of type-2 and type-3 defects on three of four datasets (p < 0.001).
CDR achieved 100% detection of type-4 defects on datasets with sufficient samples. The
two metrics showed no cross-sensitivity, confirming orthogonal coverage.

A theoretical lower bound on the CRC permutation test shows that for K conditions
and M = (K

2) pairs, pmin = 1/M!, giving pmin = 0.167 > 0.05 at K = 3 and pmin < 10−3 at
K ≥ 5. This explains empirically why CRC fails for small-K datasets and motivates MOP
as the primary detection mechanism in such cases.

6.4. Positioning SFD Within the Landscape of Existing Metrics

The mathematical equivalence between SFDc (λ = 0) and CFID means that SFD
does not supersede prior work but rather extends it. CFID provides detection power
through condition-axis stratification; SFD generalizes this with temporal stratification
(SFDt), condition×time stratification (SFDc×t), and confounding detection (CI). In earlier
formulations, the Between-SFD term (λ > 0) additionally served to assess inter-condition
consistency; in the present three-layer framework, this role is handled more directly and
with formal statistical significance by Layer 2 (CRC and CDR), and λ = 0 is adopted as
the default. All of these capabilities are realized by varying the stratification variable s in
Equation (3), requiring no new mathematical apparatus beyond the core SFD formulation.

The feature extractor comparison (Experiment 6) confirmed that SFD’s advantage
is independent of the feature space. With InceptionTime-style features, FID’s own de-
tection power reaches 12.18 times, yet SFDc’s per-condition FD surpasses it further still
(FD (35 ◦C) = 78.82 times). This result provides experimental support for the analysis in
Section 2: FID’s limitation originates not in the inadequacy of the feature extractor but in
the manner of aggregation—collapsing a mixture distribution into a single scalar.

CRC and CDR are motivated by Benny et al.’s between-class evaluation [28], which
compares the distribution of class-average vectors between real and generated data. CRC
and CDR extend this direction by specifically testing whether the rank ordering (CRC)
and magnitude ratio (CDR) of inter-condition distances are preserved. FID, CFID, FJD,
and AMMD all evaluate quality within or across conditions but do not assess whether the
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relative distances between conditions—which encode physical relationships such as the
monotonic acceleration of degradation with temperature—are faithfully reproduced in
rank order or magnitude.

The practical importance of this question is evident in the CDR results for MICH.
With only two temperature conditions, per-condition SFD can indicate whether quality is
adequate at each temperature. It cannot, however, reveal whether the model compresses
or exaggerates the distance between 25 ◦C and 45 ◦C. CDR fills this gap with a single
interpretable number and a confidence interval. For datasets with three or more conditions,
CRC extends this assessment to the full pairwise distance matrix, and cross-stratification
provides the statistical power needed for formal significance testing.

6.5. Variance Decomposition and the Source of Dilution

The mathematical structure of dilution can be understood through the classical covari-
ance decomposition. The mixture covariance Σmix decomposes into a within-group com-
ponent ΣW = ∑c p(c)Σc and a between-group component ΣB = ∑c p(c)(µc − µ̄)(µc − µ̄)T .
FID operates on Σmix = ΣW + ΣB, so changes in a particular condition’s covariance Σc

can be dwarfed by the magnitude of ΣB. SFD computes the Fréchet distance directly
from each Σc, bypassing ΣB entirely. The mutual information I(X; C) = H(X)− H(X|C)
quantifies how strongly the condition parameter influences the distribution. The larger
I(X; C), the more severe the dilution in FID and the greater the benefit of stratified eval-
uation. Battery degradation data, where degradation patterns differ qualitatively across
temperatures, represent a domain with high I(X; C).

This connection to entropy can be made precise. The entropy of the mixture distri-
bution satisfies H(X) ≥ H(X|C), with the gap equal to the mutual information I(X; C).
FID effectively measures a whole-distribution distance corresponding to H(X). The larger
I(X; C) is, the more conditions contribute to the mixture and the coarser this evaluation
becomes. Within-SFD instead measures a per-condition distance corresponding to H(X|C)
and is unaffected by I(X; C). This structural analogy yields an important practical guide-
line: the larger I(X; C) is for a given dataset, the more severely FID is affected by dilution
and the greater the benefit of stratified evaluation.

6.6. Applicability to Other Data-Scarce Domains

The framework is designed for domains that share three characteristics with battery
degradation: scarce data, condition-dependent qualitative changes, and safety-critical
minority conditions. We identify three such domains where the framework can be applied
with minimal modification.

In materials science, stress–strain curves and thermal analysis profiles vary with
chemical composition and processing parameters (temperature, pressure, atmosphere).
Data for extreme compositions or high-temperature processes are costly to acquire and
inherently scarce, creating the same minority-condition dilution structure observed in
battery data. SFDc stratified by processing condition, combined with CDR for two-condition
datasets, would enable per-condition quality assessment of synthetic materials data.

In structural health monitoring, sensor time series from bridges, turbines, and aircraft
components are recorded under varying load and environmental conditions. Data under
extreme loads or rare fault conditions are sparse, and generative models used for data
augmentation must reproduce condition-specific failure signatures. SFDt and SFDc×t are
directly applicable to temporally localized quality assessment of synthetic fault data.

In nuclear engineering, reactor sensor data under transient and accident scenarios are
extremely scarce—often limited to a handful of simulation runs per scenario. Generative
models trained on normal-operation data and asked to extrapolate to accident conditions
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face the same evaluation challenge as battery models extrapolating to extreme temperatures.
The combination of CDR (for two-scenario comparisons) and ESS (for flagging unreliable
strata) would provide quality assurance in this safety-critical setting.

These domains share the property that data scarcity is not a temporary inconvenience
but a permanent structural feature of the problem, making evaluation tools designed for
large datasets fundamentally inadequate.

6.7. Extreme Temperature Considerations

The NASA dataset includes batteries tested at 4 ◦C, a temperature at which lithium
plating on the anode becomes the dominant degradation mechanism rather than SEI
growth [2]. This qualitative change in degradation physics means that 4 ◦C curves are
not merely attenuated versions of 24 ◦C curves but follow a fundamentally different
trajectory. SFDc captures this distinction because it evaluates each temperature condition
independently. A practitioner should be aware, however, that the physical meaning of a
large FD at 4 ◦C differs from that at 43 ◦C: the former reflects failure to reproduce plating-
dominated degradation, while the latter reflects failure to reproduce thermally accelerated
SEI decomposition. CRC and CDR complement this interpretation by assessing whether
the generative model preserves the distance between these qualitatively distinct regimes.
If CDR for the 4 ◦C–43 ◦C pair deviates substantially from unity, the model has failed
to capture the most safety-relevant contrast in the dataset. Extending the framework to
sub-zero temperatures, where additional mechanisms such as electrolyte freezing and
lithium dendrite formation become relevant, is an important direction for future work in
cold-climate battery applications.

6.8. Limitations

The framework assumes discrete strata. When the conditioning variable is continuous
(e.g., temperature in 0.1 ◦C increments), binning is required, and the choice of bin width
influences the results. Extending the framework to continuous stratification via kernel
density estimation is an important direction for future work.

Our experimental validation primarily uses CVAE models for the controlled condition-
exclusion experiments (Experiments 1–8). Although Experiment 9 evaluates an HPC-FNO-
CFM model (conditional Flow Matching with Fourier Neural Operator), confirming that
the framework generalizes beyond CVAE, further validation with additional architectures
such as TimeGAN, TimeVAE, and diffusion-based models would strengthen the generality
claims. We emphasize, however, that SFD is a property of the evaluation metric, not
of the generative model. The dilution problem analyzed in Section 2 arises from FID’s
aggregation structure and is independent of how the data were generated. Thus, we expect
the framework’s advantages to persist across generative architectures, though experimental
confirmation with other model families is a natural direction for future work.

The CRC and CDR validation in the CVAE experiments (Experiments 1–8) relies
on simulated generators (normal, confused, distorted) rather than on trained generative
models with genuine structural deficiencies. Experiment 9 applies CRC and CDR to a
real trained model (HPC-FNO-CFM), providing a partial remedy; however, further vali-
dation with trained CVAE, GAN, and diffusion-based models exhibiting subtle structural
distortions would strengthen the claims.

A natural concern regarding seed dependence is whether the MOP and CDR results
vary with the random initialization of the generative model. To address this, the MOP
experiments were conducted with nseeds = 10 independent random seeds (Experiment 11).
Across all 10 seeds, the detection rate for type-2 inversion remained 100% (Mann–Whitney
p < 0.0001), and the reference model’s MOP was stable at +0.971 ± 0.029. The CDR
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experiments were repeated with nseeds = 5. The detection rate for type-4 uniform collapse
was 100% on all datasets with sufficient per-condition samples (n ≥ 10). These results
confirm that the diagnostic conclusions are not artifacts of a particular random seed.

When PCA is used to reduce the feature dimension for S-MMD (as recommended
for strata with low ESS), the projection is fitted on the pooled data and then applied to
each stratum. This introduces a potential bias: the principal components are dominated
by the majority stratum, and minority strata may be poorly represented in the projected
space. In our experiments with d = 5 PCA components, the first five components explain
85–92% of the total variance but may capture less of the variance specific to the 43 ◦C
stratum (n = 4). When the Fréchet distance is computed in a regularized, low-dimensional
space, the regularization parameter ϵ can dominate the estimate for extremely small strata,
producing artificially stable values that mask genuine instability (as observed in the 43 ◦C
FD_CV = 0.12 anomaly in the theoretical verification experiments). Practitioners should
interpret FD values for strata with ESS < 1 as order-of-magnitude indicators rather than
precise measurements, and should rely on S-MMD and CDR for confirmatory evidence.

Finally, the theoretical analysis in Appendix A assumes Gaussian distributions and
bounded kernels. Battery degradation data may violate these assumptions, particularly in
the tails of the distribution where safety-critical degradation patterns reside.

The choice of feature extractor also substantially affects SFD values. As Experiment 6
demonstrated, the FID ratio increased from 1.01 times with hand-crafted features (17-dim.)
to 12.18 times with InceptionTime-style features (32-dim.)—a change of over an order
of magnitude depending on the feature space. While the structural advantage of SFD
(per-condition FD > FID) holds regardless of the feature extractor, the absolute detection
sensitivity is strongly feature-dependent. Leveraging large-scale pre-trained time series
encoders, or developing domain-agnostic feature extractors, are important avenues for
improving the framework’s generality.

The Layer-2 indicators (CRC, CDR, and MOP) each carry applicability conditions
that must be verified before the results can be interpreted reliably. In brief, CDR requires
at least n = 10 cells per condition; at smaller sample sizes, the inter-condition distance
estimate is dominated by sampling noise, and CDR is inflated regardless of model quality.
CRC requires at least K = 8 conditions for the permutation test to achieve conventional
significance, and additionally requires the real data distance matrix to be monotone with
respect to the condition ordering. MOP requires a projection quality of ρproj ≥ 0.7, which
measures how well the temperature axis is captured in the feature space; when cell-to-cell
variability overwhelms the temperature signal, MOP sensitivity degrades. Crucially, these
are constraints on the evaluation data, not on the generative model: a negative result
from an indicator may reflect insufficient data rather than a well-performing generator.
Appendix D provides a detailed treatment of these applicability conditions, including
empirically derived thresholds, the failure modes identified through controlled experiments,
and a worked example showing what each indicator could and could not determine on the
NASA battery dataset.

7. Conclusions
We have proposed a three-layer diagnostic framework centered on Stratified Fréchet

Distance (SFD) for resolving the dilution problem of FID in the evaluation of conditional
time series generation models under data scarcity. FID aggregates all data into a single score,
causing it to overlook quality degradation in safety-critical minority conditions and in late-
cycle regions where degradation accelerates. The framework addresses this fundamental
limitation by decomposing the evaluation into three complementary questions.
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Layer 1 (SFD) diagnoses where and when quality breaks down. In a setting where FID
registers virtually no difference from the baseline (ratio 1.01), SFDc detects per-condition
degradation 1.97 times larger than the baseline, and SFDc×t localizes the largest quality
gap (8.69 times the baseline) to the latter half of 35 ◦C curves—precisely the regime of
accelerated high-temperature degradation most relevant to safety. This result calls for
a reconsideration of the current practice of relying on FID as the sole evaluation metric,
particularly from the standpoint of safety. On a conditional Flow Matching model with
physics-informed constraints, SFD spans seven orders of magnitude across model variants,
correctly ranking them by physical constraint level.

Layer 2 (CRC, CDR, and MOP) verifies whether the physical structure across condi-
tions is preserved. CRC achieves p = 0.004 on the NASA dataset despite per-condition
sample sizes of only 3–15, demonstrating that structural verification is possible even when
per-condition Fréchet distance estimates are unreliable. MOP detects condition-ordering
defects that CRC cannot identify when K is small or the real data distance matrix is non-
monotone. Across four battery datasets with nseeds = 10, MOP achieves 100% detection of
type-2 inversion and type-3 confusion defects on three of four datasets (p < 0.0001). CDR
extends this capability to two-condition datasets, distinguishing normal generation (CDR
= 0.92) from structurally deficient generation (CDR = 0.18) with confidence intervals that
exclude unity. The Confounding Index further reveals that temperature–C-rate confound-
ing degrades generation quality by a factor of 1.72 times, providing actionable guidance for
the model design decision of which conditioning variables to include.

Layer 3 (ESS/S-MMD) assesses how reliable each per-stratum estimate is. S-MMD
detects quality differences that SFD misses when ESS is low, confirming its complementary
role. Bootstrap confidence intervals confirm that ESS reliably predicts when Layer 1
estimates can be trusted, and that Layer 2 metrics provide statistically grounded conclusions
even when Layer 1 estimates are uncertain.

These findings have been confirmed through fourteen experiments across four battery
datasets (161 cells), three feature extractors, and two generative architectures (CVAE and
conditional Flow Matching with Fourier Neural Operator). Its applicability extends to
other data-scarce, physics-governed domains—materials science, structural health moni-
toring, nuclear engineering—where scarce data, condition-dependent qualitative changes,
and safety-critical minority conditions create the same evaluation challenge. The frame-
work raises a fundamental question that has been largely overlooked. Satisfactory average
quality as measured by FID does not guarantee adequate quality under every condition
and in every temporal region. Taken together, these findings establish that average quality
as measured by FID provides no guarantee of per-condition adequacy. In safety-critical
applications, per-condition adequacy is precisely what is needed. The three-layer frame-
work provides the means to verify it through stratification, structural verification, and
reliability assessment.
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Appendix A. Theoretical Analysis: Detection Power in the
Small-Sample Regime

Section 3.3 states that the Fréchet distance requires distributional differences in order
Ω(d/

√
ns) for detection, while MMD requires only Ω(1/

√
ns). This appendix provides the

full derivations underlying those claims, including proofs of the two propositions, the ESS
reliability threshold, and the complementarity regime that determines when each metric
is preferable. These results formalize the design rationale for Layer 3 of the diagnostic
framework: when per-stratum sample sizes are small relative to the feature dimension,
S-MMD should supplement or replace SFD.

Appendix A.1. Detection Power Bounds

The Fréchet distance between two Gaussian distributions is computed from their
means and covariance matrices. When these are estimated from finite samples, estimation
error introduces noise into the distance computation. The critical question for evaluation
practice is: how large must the true distributional difference be for the empirical Fréchet
distance to reliably detect it?

Consider a stratum containing ns real samples and ns generated samples drawn
from d-dimensional distributions P and Q. The variance of the empirical Fréchet distance
d̂F satisfies Var(d̂F) = Ω(d2/ns), because estimating a d × d covariance matrix from ns

samples incurs Frobenius-norm error of order O(d2/ns), and the matrix square root in
the FD formula amplifies this error. For d̂F to detect a distributional difference δ with
probability exceeding 1/2, the signal must exceed the noise, yielding the detection threshold
δFD

min = Ω(d/
√

ns). By contrast, the biased MMD2 estimator with a bounded kernel has
variance O(1/ns) independently of d [39], giving δMMD

min = Ω(1/
√

ns).

Proposition A1 (Detection power ratio). The ratio of detection thresholds satisfies
δFD

min/δMMD
min = Ω(d).

Proof. Dividing the two thresholds: δFD
min/δMMD

min = Ω(d/
√

ns) ·
√

ns = Ω(d). The ns terms
cancel, leaving a ratio that depends only on the feature dimension.

The practical implication is immediate. For the 17-dimensional hand-crafted features
used in our experiments, the Fréchet distance requires distributional differences roughly an
order of magnitude larger than MMD to achieve comparable detection power. This does not
mean that the Fréchet distance is inferior in all settings: when sample sizes are sufficient,
FD captures covariance mismatch that MMD cannot. The point is that in the small-sample
regime typical of battery degradation data, MMD provides a more reliable baseline.

Appendix A.2. Optimal Feature Dimension

Proposition 1 suggests that reducing the feature dimension d improves the detection
power of the Fréchet distance. At the same time, reducing d discards information about the
degradation curves, increasing the approximation error. This trade-off admits an optimal
feature dimension that balances information loss against estimation stability.

Let ϵapprox(d) denote the information loss from projecting to d dimensions (e.g., via
PCA) and ϵest(d, ns) = O(d/

√
ns) the estimation error from Proposition 1. The total error

ϵtotal(d) = ϵapprox(d) + ϵest(d, ns) is minimized at d∗.

Proposition A2 (Optimal feature dimension). If ϵapprox(d) = O(d−α) for some α > 0 (power-

law decay of PCA residuals), then d∗ = O(n1/(2α+2)
s ). For α ≈ 1 (typical battery degradation

features, where the eigenvalue spectrum decays roughly as 1/k), this yields d∗ = O(n1/4
s ).
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Proof. Setting ∂ϵtotal/∂d = 0 with ϵapprox = cad−α and ϵest = ced/
√

ns gives d∗ =

(αca
√

ns/ce)1/(α+1) = O(n1/(2α+2)
s ).

This result provides a concrete guideline for practitioners. For the NASA 43 ◦C stratum
(ns = 4), the optimal dimension is d∗ ≈ 41/4 ≈ 1–2. For the SNL 25 ◦C stratum (ns = 34),
it is d∗ ≈ 341/4 ≈ 2–3. Both values are far below the full 17-dimensional feature space,
indicating that aggressive dimension reduction is not merely advisable but necessary for
reliable FD-based evaluation in these strata. Our S-MMD experiments use PCA with
d = 5, which is a conservative choice that retains more information at the cost of some
estimation stability.

Appendix A.3. ESS Threshold

The coefficient of variation (CV) of the FD estimator—the ratio of its standard deviation
to its expected value—determines whether a given SFD estimate is practically useful. For
the estimate to be meaningful, we require CV(d̂F) < γ for some tolerance γ (e.g., γ = 1
means the standard deviation does not exceed the estimate itself).

From the variance bound in Appendix A.1, CV(d̂F) ≈ c · d/
√

ns · δ, where δ is the true
FD. Setting CV < γ and solving for ns yields ns > c2d2/(γ2δ2). Expressing in terms of ESS:

ESS =
ns

d + 1
>

c2

γ2δ2

For moderate distributional differences (δ ∼ O(1)) and γ = 1, this gives ESS ≳ 3, consistent
with our empirical guideline.

Two aspects of this result deserve emphasis. First, the required ESS depends on the
true FD value δ: large distributional differences can be detected even at low ESS, while
detecting small differences requires high ESS. This explains why Experiment 1 (where
confusion produces substantially large FD values) yields clear results even for strata with
ESS < 1, while Experiment 2 (where CVAE quality differences are subtle) is more sensitive
to ESS. Second, the bootstrap confidence intervals reported in Section 5.3 confirm this
theoretical prediction: CI width correlates with ESS across all strata and datasets.

Appendix A.4. Complementarity Regime

Combining the results above, we identify two regimes that determine which metric a
practitioner should prioritize.

In the large-sample regime (ns ≫ d2, equivalently ESS ≫ d), both FD and MMD
provide reliable estimates. FD is preferred in this regime because it captures both mean
shift and covariance mismatch, providing richer diagnostic information than MMD.

In the small-sample regime (ns < d2, equivalently ESS < d), FD estimation becomes
unreliable due to the covariance estimation noise that dominates the signal. MMD-based
evaluation is preferred in this regime because its variance is independent of d.

The transition between regimes occurs at the ESS threshold τ(δ) derived in Ap-
pendix A.3. The practical consequence is that a practitioner should compute ESS for
each stratum and consult S-MMD whenever ESS falls below the threshold. When SFD
and S-MMD agree on which strata are problematic (high ConsI), the diagnosis is robust
regardless of the regime. When they disagree, the practitioner should give precedence to
S-MMD for low-ESS strata and to SFD for high-ESS strata.

Appendix B. SFD Algorithm
Algorithm A1 summarizes the computation of Stratified Fréchet Distance as described

in Section 3.1. The input consists of real and generated data, each annotated with a
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stratification variable s (e.g., temperature condition, temporal segment, or their cross-
product). The algorithm partitions both datasets by stratum, computes the Fréchet distance
within each stratum, averages the results (Within-SFD), and optionally adds a weighted
pooled distance (Between-SFD). When λ = 0, the output reduces to the average per-stratum
Fréchet distance, which is equivalent to CFID.

Algorithm A1 Stratified Fréchet Distance

Require: Real data {(xi, si)}, generated data {(x̂j, sj)}, stratification variable s, weight λ
1: Stratum set S ← unique({si})
2: within← 0
3: for s ∈ S do
4: Xs, X̂s ← features of real and generated data in stratum s
5: within← within + dF(Xs, X̂s)
6: end for
7: within← within/|S|
8: between← dF(all real, all generated)
9: return within + λ · between

The computational cost of SFD is dominated by the Fréchet distance computation
within each stratum. Computing the Fréchet distance requires the sample mean (O(nsd)),
the sample covariance matrix (O(nsd2)), and the matrix square root of the product of two
d× d covariance matrices (O(d3)). Because SFD performs |S| such computations, the total
cost is O(nd2 + |S| · d3), where n is the total number of samples. For the battery degradation
datasets used in this study, |S| = 3–6 and d = 17, so the additional cost relative to a single
FID computation is negligible.

CRC and CDR (Layer 2) require computing (K
2) pairwise inter-condition distances.

Each pairwise distance costs O(nkd) for the mean-vector Euclidean metric or O(n2
k) for

MMD. The permutation test adds a factor of Nperm (typically 1000–2000). For K = 6 and
Nperm = 1000, the total Layer 2 cost is approximately 15,000 pairwise distance computa-
tions, which completes in under one minute on the hardware described in Section 4.4.

Bootstrap confidence intervals (Section 5.3) multiply the cost of all three layers by the
number of bootstrap iterations (500 in our experiments). The full evaluation pipeline—SFD,
CRC, CDR, S-MMD, and bootstrap CIs for all metrics—requires approximately 30 min for
the complete set of experiments reported in this paper.

Appendix C. Supplementary Experiments
This appendix reports two sets of supplementary experiments. The first set (Exper-

iments 3, 4, 5, 7b, 8b) complements the Layer 1 results in Section 5 by examining SFD
sensitivity and design choices. The second set (Experiments 11–14) complements the
Layer 2 result in Section 5 (Experiment 10) by providing detailed validation of MOP, CRC,
and CDR across multiple datasets, random seeds, and controlled conditions.

Appendix C.1. Layer 1 Supplementary Experiments

Experiments 3, 4, and 5 examine the sensitivity of SFD to the weighting parameter λ,
its generalization across datasets, and its formal relationship to CFID, respectively. Experi-
ment 7b extends Experiment 7 by comparing knee-point-adaptive temporal segmentation
with the equal-interval splitting adopted in Experiment 7 (Section 5), providing sensitiv-
ity analysis for that design choice. Experiment 8b extends Experiment 8 by analyzing a
second form of inter-condition confounding arising from cycle-count differences across
conditions. These experiments provide supporting evidence for the design choices made in
the framework but are not essential to the main conclusions.
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Experiment 3 (sensitivity to λ).
The parameter λ in the SFD formulation (Equation (3)) controls the balance between

Within-SFD (per-stratum quality) and Between-SFD (overall distributional consistency). We
analyzed the effect of λ on detection performance using the 43 ◦C→4 ◦C confusion in the
NASA dataset (Table A1). At λ = 0 (Within-SFD only, equivalent to CFID), the confused-
to-normal ratio reaches 507 times, the highest detection sensitivity observed. As λ in-
creases, the contribution of Between-SFD—which is identical to FID and therefore subject
to dilution—causes the detection ratio to decrease gradually (327 times at λ = 2.0). All
values of λ substantially outperform FID. Setting λ = 0 maximizes per-condition detection
sensitivity but forgoes evaluation of inter-condition distributional consistency. In the re-
vised framework, the inter-condition assessment is handled by CRC and CDR (Layer 2)
rather than by the Between-SFD term, so we adopt λ = 0 as the recommended default.

Table A1. Sensitivity analysis of λ (NASA, 43 ◦C→4 ◦C confusion).

λ SFD (Normal) SFD (Confused) Ratio

0.0 0.006 3.21 507 times
0.5 0.008 3.31 441 times
1.0 0.009 3.41 392 times
2.0 0.011 3.61 327 times

Experiment 4 (cross-dataset validation).
To confirm that the advantage of SFDc is not specific to the NASA dataset, we per-

formed analogous confusion simulations on the three sub-datasets of BatteryLife (Table A2).
In each case, the rarest condition was selected as the confusion target, and the detection
advantage DA was computed. The results are consistent with Experiment 1: the smaller the
minority proportion, the larger the DA. At CALB (minority proportion 7.4%), DA = 17.4; at
SNL (14.8%), DA = 11.4—both exceeding a tenfold advantage of SFDc over FID. At MICH
(47.5%, nearly balanced), DA = 1.76, reflecting the fact that when minority and majority
are roughly equal in size, dilution is mild and FID itself retains some detection capability.
This pattern confirms that the effectiveness of SFDc depends on a structural property of the
data—the degree of condition imbalance—rather than on any artifact of a specific dataset.

Table A2. Cross-dataset validation (BatteryLife).

Dataset N Minority Confusion Proportion DA

CALB 27 25 ◦C 25 ◦C→35 ◦C 7.4% 17.4
SNL 61 15 ◦C 15 ◦C→25 ◦C 14.8% 11.4
MICH 40 45 ◦C 45 ◦C→25 ◦C 47.5% 1.76

Experiment 5 (relationship with CFID).
As noted in Section 3, SFDc with λ = 0 is mathematically equivalent to CFID, and we

confirmed numerically that the difference is exactly zero. Table A3 shows the detection
ratio (Model D/Model A) as λ varies. At λ = 0 (CFID-equivalent), the ratio is 1.99 times,
substantially exceeding FID’s 1.14 times. As λ increases and the Between-SFD term gains
influence, the ratio decreases to 1.62 times at λ = 1.0. It remains above FID at every value
of λ.

The per-condition FD breakdown provides informative detail. The excluded condi-
tions 15 ◦C and 35 ◦C show deterioration of 2.72 times and 1.89 times, respectively, while
25 ◦C—the sole training condition—improves to 0.90 times. This per-condition profile
makes it immediately apparent that Model D’s quality varies drastically across conditions,
information that is entirely lost in the single FID score.
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Table A3. SFDc vs. CFID (SNL, CVAE Model D/A ratio).

Metric D/A Ratio

FID 1.14 times
CFID (=SFDc, λ = 0) 1.99 times
SFDc (λ = 0.25) 1.85 times
SFDc (λ = 0.5) 1.75 times
SFDc (λ = 0.75) 1.68 times
SFDc (λ = 1.0) 1.62 times

Experiment 7b (knee-point adaptive segmentation).
We compared four temporal segmentation strategies for SFDc×t: equal-interval K = 2

and K = 3, and knee-point-adaptive K = 2 and K = 3. The knee point was detected
as the position of maximum curvature (minimum of the smoothed second derivative).
Three generators were tested: normal (no confusion), confused (full condition replacement),
and partial-second (only the latter half of the target condition is replaced).

On the NASA dataset, the mean knee-point positions were 0.42 (4 ◦C, std = 0.26),
0.46 (24 ◦C, std = 0.22), 0.45 (43 ◦C, std = 0.05), and 0.30 (44 ◦C, std = 0.00). The large
inter-battery variability at 4 ◦C and 24 ◦C means that adaptive splitting assigns markedly
different segment lengths to batteries within the same temperature condition.

Table A4 reports the NASA results.

Table A4. Knee-point vs. equal-interval segmentation (NASA, SFDc×t).

Strategy Normal Confused Partial 2nd

Equal K=2 5.39 828.3 819.5
Knee K=2 0.90 13.3 210.7
Knee K=3 1.05 9.0 182.6
Equal K=3 12.8 9.3 4.1

Equal K = 2 achieves the highest confused-to-normal ratio (153.7 times), while knee
K = 2 achieves a lower baseline under normal generation (0.90 vs. 5.39). On the SNL dataset,
all strategies produced similar SFD values, reflecting the fact that the confusion pattern
(35 ◦C→ 25 ◦C) affects the entire curve uniformly rather than a specific temporal phase.

Experiment 8b (cycle-count confounding).
A second form of inter-condition confounding arises from differences in cycle lifetime.

When comparing degradation curves across batteries with different lifetimes, temporal
normalization is required. The most common approach is fractional normalization, which
expresses each point as a percentage of the total lifetime. This normalization can conceal
physically meaningful differences in time scale.

In the NASA dataset, the mean cycle lifetime at 24 ◦C is 122 cycles, compared to only
40 cycles at 43 ◦C. Under fractional normalization, the “50% point” corresponds to cycle
61 for 24 ◦C but cycle 20 for 43 ◦C. Data from physically distinct degradation stages are
mapped onto the same normalized coordinate, obscuring the underlying difference.

To quantify this effect, we computed the FD ratio for a 43 ◦C→24 ◦C confusion under
both fractional and physical (absolute cycle count) normalization. The FD ratio under frac-
tional normalization is 3.66 times. Under physical normalization, it reaches 463,920 times
(time-scale confounding ratio TCS = 126,724). This orders-of-magnitude discrepancy re-
veals that fractional normalization suppresses the time-scale confound arising from the
3.0-fold difference in cycle lifetime.

By contrast, in the SNL dataset, where cycle counts are approximately uniform across
batteries (∼300 cycles), TCS ≈ 1.0 and the normalization strategy make no difference. Two
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lessons emerge. First, when cycle lifetimes vary substantially across conditions, the choice
of normalization can critically affect evaluation outcomes. Second, the SFD framework can
serve as a tool for validating normalization choices post hoc, by computing SFD under
different normalizations and examining whether the results diverge.

Appendix C.2. Layer 2 Supplementary Experiments

The following four experiments provide detailed validation of the MOP, CRC,
and CDR indicators introduced in Section 3 and evaluated in Experiment 10.

Experiment 11 (MOP seed dependence, nseeds = 10). Experiment 10 reports the
mean detection rate across 10 seeds. Experiment 11 examines whether this result is stable
across individual seeds or driven by outliers. The concern is that a single favorable random
initialization might produce a high MOP even for a defective generator, inflating the
apparent detection rate. To test this, the same 10 CVAE models from Experiment 10 are
analyzed seed by seed.

Table A5 shows that the normal reference MOP is tightly concentrated (std = 0.029),
confirming that the projection axis v1 is consistently recovered across random initializa-
tions. Every individual seed detects type-2 inversion (MOP < 0) and type-3 confusion
(MOP < 0.471). The type-4 uniform generator shows high variance (std = 0.330) because a
condition-free generator occasionally reproduces partial temperature ordering by chance.
The Mann–Whitney test remains significant (p < 0.0001) because the distribution of MOP
values is systematically lower than the normal reference even when individual seeds vary.

Table A5. Experiment 11: MOP across 10 random seeds (SNL 1C+2C, K = 6, d = 5). Mann–Whitney
U test compares each defective generator’s MOP distribution against the normal reference.

Generator MOP Mean MOP Std p-Value Detection

Normal (reference) +0.971 0.029 — —
Type-2 inversion −0.400 0.118 < 0.0001 100%
Type-3 confusion +0.406 0.028 < 0.0001 100%
Type-4 uniform +0.109 0.330 < 0.0001 100%

Experiment 12 (MOP cross-dataset generalization, nseeds = 10).
Experiment 10 evaluates MOP on the SNL dataset. Experiment 12 asks whether the

same approach generalizes to the other three battery datasets (NASA, CALB, MICH),
each of which differs in sample size, number of conditions, and temperature range. The
key dataset-level factor is projection quality ρproj. When the real data do not exhibit a
clear temperature gradient in the feature space, the projection axis v1 cannot discriminate
conditions reliably.

Table A6 shows that MOP generalizes fully to MICH (ρproj = 1.000) and NASA
(ρproj = 0.800) for type-2 and type-3 detection. The CALB type-2 failure (0% detection,
ρproj = 0.200) is not a deficiency of MOP but a dataset-level limitation. Cell-to-cell variabil-
ity in CALB overwhelms the temperature signal in the feature space, making the projection
axis unreliable. The NASA type-4 failure (CDR inflation) is explained by Experiment 14.
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Table A6. Experiment 12: MOP cross-dataset generalization (nseeds = 10). ρproj: Spearman correlation
between projected real centroids and temperature labels.

Dataset ρproj Ref. MOP Type-2 Type-3 Type-4

SNL +0.717 +0.971 100% 100% 100%
NASA +0.800 +0.520 100% 90% 0% †

CALB +0.200 +1.000 0% ‡ 100% 100%
MICH +1.000 +1.000 100% 100% 100%

† CDR inflation due to n = 3–7 per condition; see Experiment 14. ‡ ρproj = 0.200 < 0.7; projection axis does not
capture temperature ordering.

Experiment 13 (CRC minimum K, random subsampling, n = 100 trials).
The theoretical lower bound on the CRC permutation test p-value is pmin = 1/M!

where M = (K
2), giving pmin = 0.167 at K = 3. This predicts that CRC cannot reach

significance at conventional α = 0.05 for small K regardless of how severe the defect is.
Experiment 13 tests this prediction empirically by randomly subsampling K conditions
from the full pool of 24 SNL dataset conditions and measuring the type-3 detection rate
over 100 trials. Random subsampling is essential here because earlier analyses in Section 5
drew conditions sequentially, confounding K with the specific conditions selected.

Table A7 shows that detection exceeds 80% only at K ≥ 8, consistent with the theoreti-
cal bound. The non-monotonicity at K = 9 (74%) reflects sampling variance across 100 trials
rather than a genuine decrease in power. The practical recommendation is K ≥ 8 for reliable
CRC detection. When fewer conditions are available, MOP should be used instead.

Table A7. Experiment 13: CRC type-3 detection rate vs. K (random subsampling from SNL pool of
24 conditions, n = 100 trials per K).

K 4 5 6 7 8 9 10 12 15 18 24

Det. 25% 51% 59% 72% 80% 74% 81% 83% 90% 85% 94%

Experiment 14 (root cause of CDR inflation). In Experiment 12, the NASA type-
4 detection rate is 0%. The reason is that the normal CVAE generator itself yields
CDR = 1.985≫ 1, which would falsely suggest that the generator exaggerates inter-
condition distances. Experiment 14 identifies the cause by varying one factor at a time in
a controlled CVAE experiment on SNL data. Four settings are compared. Setting A uses
standard training. Setting B overfits by training for 5× the normal epochs. Setting C scales
condition labels by a factor of 10. Setting D restricts to n = 2 cells per condition to simulate
data shortage.

Table A8 shows that only setting D (data shortage) inflates CDR. Overfitting (B) and
label scaling (C) have a negligible effect. This confirms that CDR inflation in NASA arises
from the small per-condition sample size (n = 3–7), not from the model architecture or
training procedure. The practical implication is that CDR should not be applied when
n < 10 per condition. In such cases, type-4 detection must rely on visual inspection of
generated curves.

Table A8. Experiment 14: CDR under four controlled conditions (SNL, nseeds = 5). Each setting
varies one factor from the standard training procedure.

Setting Description CDR Mean CDR Std

A (normal) Standard training 0.947 0.035
B (overfit) Epochs ×5 0.981 0.010
C (scale) Condition label ×10 0.996 0.028
D (shortage) n = 2 per condition 3.227 0.063
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Appendix D. Diagnostic Guide: Applicability Conditions and
Worked Example

This appendix synthesizes the empirical findings from Sections 5.2 and Appendix C
into a practical reference for applying the three-layer framework. The first part establishes
the defect taxonomy and the mapping from defect type to detection indicator. The second
part describes the conditions under which each indicator produces reliable results and the
conditions under which it does not, together with supporting evidence from the validation
experiments. The third part gives the decision procedure. The fourth part illustrates the
procedure on the HPC-FNO-CFM evaluation reported in Experiment 9.

Appendix D.1. Defect Taxonomy and Indicator Mapping

The framework targets four types of structural defects in conditional generative
models, each of which is invisible or poorly localized by FID.

A type-1 (degenerate) generator collapses to a single mode, reproducing the same
output regardless of the conditioning variable. Effective Stratum Size (ESS) below one
signals this failure.

A type-2 (inverted) generator reproduces physically plausible curves at each condition,
but with the temperature ordering reversed. MOP below zero signals this failure.

A type-3 (confused) generator mixes adjacent conditions, failing to distinguish, for ex-
ample, the degradation behavior at 25 ◦C from that at 35 ◦C. MOP below the dynamic
threshold µnormal − 0.5 signals this failure. CRC provides supplementary confirmation
when K ≥ 8 conditions are available.

A type-4 (uniform) generator loses condition specificity entirely, producing all con-
ditions from effectively the same distribution. CDR substantially below unity signals
this failure.

Table A9 summarizes the indicator mapping.

Table A9. Defect types and primary detection indicators. The auxiliary column lists indicators that
provide corroborating evidence when the primary indicator is inconclusive.

Defect Type Primary Indicator Auxiliary

Type-1 degenerate ESS < 1 —
Type-2 inverted MOP < 0 —
Type-3 confused MOP < µnormal − 0.5 CRC
Type-4 uniform CDR≪ 1 —

Appendix D.2. Applicability Conditions

Each indicator requires certain properties of the evaluation data. When these proper-
ties do not hold, the indicator may produce unreliable results regardless of the quality of
the generative model. Table A10 provides a consolidated reference. The subsections below
discuss each indicator in turn.

Table A10. Required conditions and identified failure modes for each indicator. Failure modes were
identified through controlled experiments (Experiments 11–14, Appendix C).

Indicator Required Conditions Failure Mode

ESS No special requirements Below one: covariance estimate unreliable; switch to S-MMD

CRC K ≥ 8 (randomly sampled conditions);
real data distance matrix is monotone

K < 8: minimum achievable p-value exceeds 0.05; non-monotone matrix: type-2 inversion
detection unreliable

MOP ρproj ≥ 0.7; nseeds ≥ 5 ρproj < 0.5: type-2 detection degrades (0% on CALB at ρproj = 0.200); insufficient seeds:
MOP distribution estimate unreliable

CDR n ≥ 10 per condition n < 10: mean-vector distance dominated by sampling noise; CDR inflated to 3.2 at n = 2
(Experiment 14)
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For CRC, the indicator requires at least K = 3 conditions for the permutation test [35]
to be computable. However, the theoretical minimum achievable p-value at K = 3 is
1/M! = 1/6 = 0.167, where M = (K

2), which exceeds the conventional significance level of
0.05. Experiment 13 confirmed empirically by random subsampling from the SNL dataset
(100 trials per K) that detection rates exceed 80% only when K ≥ 8. In addition, real battery
degradation data often exhibit non-monotone inter-condition distance matrices due to
cell-to-cell variability, which prevents CRC from distinguishing genuine type-2 inversion
from natural data variation. CRC is therefore best used as supplementary confirmation of
type-3 confusion rather than as the primary detection mechanism for type-2 inversion.

For MOP, the indicator requires the temperature axis to be recoverable from the real
data feature space. Projection quality is measured as

ρproj = ρS

(
{πreal

k }
K
k=1, {tk}K

k=1

)
,

The Spearman rank correlation [36] between projected per-condition centroids and
normalized temperature labels. Table A11 reports MOP detection rates across the four
datasets used in this study, together with the projection quality for each.

Table A11. MOP detection rates across the four battery datasets (nseeds = 10, Experiments 10–12).
ρproj: projection quality. Ref. MOP: mean MOP of the correctly conditioned reference generator.
Type-2 and type-3 columns report the detection rate for the corresponding defect. Type-4 detection is
handled by CDR, not MOP.

Dataset ρproj Ref. MOP Type-2 Type-3

SNL battery dataset 0.717 +0.971 100% 100%
NASA battery dataset 0.800 +0.140 100% 90%
CALB battery dataset 0.200 +1.000 0% 100%
MICH battery dataset 1.000 +1.000 100% 100%

On the SNL, NASA, and MICH battery datasets, ρproj exceeds 0.7, and MOP achieves
100% type-2 detection on three of these. On the CALB battery dataset, ρproj = 0.200:
cell-to-cell variability overwhelms the temperature signal in the feature space, and type-2
detection is not achieved. This reflects a property of the dataset, not a limitation of MOP.

For CDR, the indicator requires n ≥ 10 samples per condition. At smaller sample
sizes, the mean-vector distance estimate is dominated by sampling noise. Experiment 14
confirmed this by showing that reducing the per-condition sample count to n = 2 inflates
CDR to 3.2 for a correctly conditioned generator, while overfitting the generator or scaling
the condition labels has a negligible effect. Table A12 reports CDR type-4 detection rates
across the four datasets.

Table A12. CDR type-4 detection rates across the four battery datasets (Experiments 1, 2, 9). CDRref:
CDR of the correctly conditioned reference generator. CDR is omitted for datasets where n < 10
per condition.

Dataset n per Cond. CDRref Type-4 CDR Valid

SNL battery dataset 4–12 0.947 100% Yes
NASA battery dataset 3–7 1.985 0% No
CALB battery dataset ∼7 0.972 100% Yes
MICH battery dataset ∼20 0.997 100% Yes

On the NASA battery dataset, the reference generator yields CDRref = 1.985 ≫ 1
due to the small per-condition sample count, confirming that CDR is not applicable for
that dataset.
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A key property of the Layer-2 indicators is that MOP and CDR are mutually non-
sensitive. Type-2 and type-3 defects do not trigger CDR, because inter-condition distances
are preserved even when their ordering is wrong. Type-4 defects do not consistently trigger
MOP, because a condition-free generator may accidentally reproduce partial ordering by
chance. This complementarity is confirmed experimentally on the SNL battery dataset in
Table A13, and means that a positive result from either indicator is sufficient to flag the
corresponding defect class, and a negative result from one does not rule out defects of the
type that the other indicator targets.

Table A13. Indicator cross-sensitivity on the SNL battery dataset (nseeds = 5). A checkmark indicates
that the indicator detects the defect type. CRC requires K ≥ 8 conditions (*). CDR may spuriously
increase for type-4 defects when sample sizes are very small (**). ⃝ is positive and × are negative.

Defect Type MOP CDR CRC

Type-2 inverted ⃝ × ×
Type-3 confused ⃝ × ⃝ *
Type-4 uniform × ⃝ × **

Table A14 consolidates the effective indicators and detection rates for each of the
four battery datasets. Data-rich datasets (MICH, SNL) support all Layer-2 indicators.
Data-scarce datasets include NASA. NASA dataset is one of the most widely used battery
degradation benchmarks and contains a substantial number of charge–discharge cycles
per cell. However, it covers only a small number of distinct temperature conditions,
and the number of cells tested at each condition is small (3–7 cells per condition). It is this
per-condition cell count that determines whether CDR, CRC, and MOP can be applied
reliably—not the total dataset size. By contrast, the MICH battery dataset has approximately
20 cells per condition, placing it comfortably above the n ≥ 10 threshold required for CDR)
require CDR to be omitted and MOP results to be interpreted with awareness that the
reference MOP is lower than on other datasets (+0.140 vs. +0.971 on SNL). The terms data-
rich and data-scarce here refer specifically to the number of cells available per operating
condition, not to the total number of data points in the dataset.

Table A14. Effective indicators and detection rates by dataset (nseeds = 10, Experiments 10–12).
T2, T3, T4: type-2, type-3, type-4 detection rates. CDR valid: whether CDR meets the n ≥ 10 per
condition applicability condition.

Dataset n/Cond. MOP T2 MOP T3 CDR T4 CDR Valid Notes

SNL battery dataset 4–12 100% 100% 100% Yes All indicators applicable
NASA battery dataset 3–7 100% 90% 0% No CDR not applicable; CDRref inflated to 1.985
CALB battery dataset ∼7 0% 100% 100% Yes Type-2 not detected; ρproj = 0.200 < 0.7
MICH battery dataset ∼20 100% 100% 100% Yes All indicators applicable

Appendix D.3. Decision Procedure

The following procedure applies the three-layer framework sequentially. Each step
either identifies a defect and concludes the diagnostic, or confirms structural integrity and
proceeds to the next step.

Appendix D.3.1. Pre-Evaluation Checks

Before computing any indicator, verify two dataset-level properties from the real data
alone. First, the per-condition sample count n: if n < 10 for any condition, CDR is not
applicable for that condition. Second, the projection quality ρproj: if ρproj < 0.5, MOP

https://doi.org/10.3390/make8060148

https://doi.org/10.3390/make8060148


Mach. Learn. Knowl. Extr. 2026, 8, 148 38 of 43

sensitivity is degraded and results should be interpreted with caution. Both quantities can
be computed before any generative model is evaluated.

Appendix D.3.2. Layer 1

Compute ESS(sk) = nk/(d + 1) for each condition stratum. Strata with ESS < 1 have
rank-deficient covariance matrices; use S-MMD as a covariance-free alternative for those
strata and treat Fréchet distance estimates as order-of-magnitude indicators rather than
precise measurements.

Appendix D.3.3. Layer 2

Train nseeds ≥ 5 independent instances of the generative model. Compute MOP for
each instance and apply a one-sided Mann–Whitney U test [38] comparing the resulting
distribution against that of a correctly conditioned reference generator. If the mean MOP
falls below zero with p < 0.05, report type-2 inversion. If the mean MOP falls below
µnormal − 0.5 with p < 0.05, report type-3 confusion. When K ≥ 8 and the real distance
matrix is monotone, compute CRC to corroborate a type-3 finding. When n ≥ 10 per
condition, compute CDR and construct a bootstrap confidence interval [37]. If CDR falls
substantially below unity with a confidence interval that excludes unity, report type-4
uniform collapse.

Appendix D.3.4. Layer 3

Compute ConsI, the Spearman rank correlation [36] between per-stratum SFD and
per-stratum S-MMD. High ConsI corroborates the Layer-1 diagnosis. Low ConsI indicates
that Fréchet distance estimates may be distorted by small sample sizes in some strata,
and the practitioner should weight the Layer-2 indicators more heavily.

Figure A1 illustrates the procedure as a flowchart.

Figure A1. Decision procedure for the three-layer diagnostic framework. ρproj denotes the projection
quality of the MOP axis. µnormal denotes the mean MOP of the reference generator. Conditions
labeled “not applicable” indicate that the indicator cannot produce a reliable result for the given
dataset, reflecting a property of the evaluation data rather than of the generative model.
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Appendix D.4. Worked Example: HPC-FNO-CFM Evaluation

This section illustrates the decision procedure by applying it to the HPC-FNO-CFM
evaluation reported in Experiment 9 (Section 5-A). The model is a conditional Flow Match-
ing model integrating a Fourier Neural Operator, evaluated on the NASA battery dataset
across five temperature conditions (4, 8, 13, 24, 43 ◦C). Five variants are compared, differing
in how many layers of the pre-trained FNO are retained during fine-tuning.

The worked example serves two purposes. It shows what each indicator detected in
this evaluation. It also shows what each indicator could not detect, and what data conditions
would be required for it to detect the corresponding defect. The second purpose is at least
as important as the first for a practitioner deciding whether to apply this framework to a
new dataset.

Appendix D.4.1. Pre-Evaluation: NASA Dataset

The NASA battery dataset provides n = 3–15 cells per temperature condition. For
conditions with n < 10, CDR cannot produce reliable inter-condition distance estimates
because the per-condition mean-vector distance is dominated by sampling noise at this
sample size. In the controlled experiments of Experiment 14, a correctly conditioned CVAE
generator yields CDR = 3.2 at n = 2, which would falsely indicate distance overestimation.
As defined in the footnote accompanying Experiment 14, CDR ≫ 1 is termed distance
overestimation: the generated data place conditions further apart than the real data do.
At n = 2 per condition, the per-condition mean-vector estimates are dominated by indi-
vidual cell variability, causing the estimated inter-condition distance to fluctuate far from
its true value. The resulting CDR inflation is a consequence of the small sample size, not
of any property of the generative model. CDR is therefore not applicable to the NASA
battery dataset at its current sample size. To make CDR applicable, at least n = 10 cells per
condition are required. The current evaluation has 3–7 cells for most conditions.

The projection quality is ρproj = 0.900, which exceeds the applicability threshold of 0.7.
MOP is therefore applicable.

Appendix D.4.2. Layer 1 Diagnosis

With feature dimension d = 50 and per-condition sample counts of 3–15, the Effective
Stratum Size is ESS = n/(d + 1) ≤ 15/51 ≈ 0.29 for all conditions. All strata have
ESS < 1, indicating that the covariance matrices used in Fréchet distance computation
are rank-deficient. SFD values for this dataset should therefore be treated as order-of-
magnitude indicators rather than precise measurements. This is confirmed by the S-MMD
comparison in Experiment 9. Despite a seven-order-of-magnitude range in SFD across the
five variants, S-MMD values vary only between 0.22 and 0.31, indicating that the Fréchet
distance differences reflect covariance estimation noise at least as much as the genuine
quality differences.

The S-MMD values do distinguish the variants, though with much smaller separation
than SFD. In the low-ESS regime, Layer-2 indicators that operate on mean vectors rather
than covariance matrices provide more stable evidence.

Appendix D.4.3. Layer 2 Diagnosis

Table A15 reports the full three-layer diagnostic results for each variant, including the
MOP value and diagnosis.
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Table A15. Three-layer diagnostic results for the five HPC-FNO-CFM variants on the NASA battery
dataset (Experiments 9 and 10). SFD is the mean per-condition Fréchet distance (lower is better). CRC
is the Spearman rank correlation of inter-condition distances (higher is better; range [−1,+1]). CDR
is not reported because n < 10 per condition on the NASA battery dataset. MOP ρ is the Spearman
rank correlation between projected per-condition centroids of the real and generated data (ρ > 0:
ordering preserved; ρ < 0: ordering inverted). MOP diagnosis applies the thresholds established in
Experiment 10.

Model Variant SFD CRC MOP ρ MOP Diagnosis

freeze_2layer 2353 +0.724 −0.800 Type-2 inversion (ρ < 0)
freeze_3layer 41,747 −0.005 +1.000 No defect; CRC anomaly
freeze_1layer 4.9× 106 +0.418 +0.500 No defect detected
scratch_3layer 1.0× 109 +0.123 +0.300 No defect detected
pure_cfm 1.8× 1010 +0.033 +0.700 No defect detected

The SFD values span seven orders of magnitude. freeze_2layer achieves the lowest
mean per-condition Fréchet distance (2353), while pure_cfm reaches 1.8× 1010 with catas-
trophic failure at 8 ◦C. This ordering reflects the degree of physical constraint imposed by
the pre-trained FNO layers.

CRC reveals the structural integrity of each variant. freeze_2layer achieves the high-
est CRC (+0.724), indicating that the ordering of inter-condition distances is substantially
preserved. pure_cfm achieves CRC = +0.033, indicating that the physical structure across
temperature conditions has been almost entirely destroyed, even if individual curves may
appear plausible. freeze_3layer achieves CRC = −0.005: the inter-condition distance
ordering is essentially random, despite this variant achieving perfect temperature ordering
(MOP = +1.000). This combination—correct ordering but scrambled distances—is itself a
diagnostically meaningful finding. The variant preserves the direction of the temperature
effect but not its magnitude structure.

MOP detects a type-2 inversion defect in freeze_2layer (MOP = −0.800 < 0). This
means that freeze_2layer reproduces degradation curves in the wrong temperature
order. The configuration with two frozen FNO layers appears to reverse the direction of
the temperature extrapolation. freeze_3layer achieves MOP = +1.000, confirming that
freezing three layers preserves the temperature ordering correctly, even though the absolute
curve quality is lower (SFD = 41,747).

The CRC result requires K = 5 conditions for the NASA battery dataset, yielding
M = (5

2) = 10 condition pairs. The theoretical minimum p-value at K = 5 is 1/10! < 10−6,
so CRC can in principle achieve significance at this condition count. However, the empirical
detection rate from Experiment 13 shows that K ≥ 8 is needed for reliable detection
(80% rate) under random subsampling. With K = 5, the CRC results in Table A15 should be
interpreted as directional evidence rather than statistically confirmed findings. To achieve
reliable CRC detection on this dataset, additional temperature conditions would need to be
included in the experimental design, bringing K to at least 8.

Appendix D.4.4. What the Evaluation Could Not Determine

CDR was not applicable because n = 3–7 cells per condition falls below the required
n ≥ 10. As a result, type-4 uniform collapse could not be formally assessed for any of the
five variants. The CDR values observed in Experiment 9, which ranged from 4 to 958 across
condition pairs, are inflated by sampling noise rather than reflecting genuine distance over-
estimation. To make CDR applicable to the NASA battery dataset, approximately 10 cells
per temperature condition would be required, compared to the 3–7 currently available.
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For the T/J confounding detection, the NASA battery dataset has a C-rate effect size
of approximately 1.25, for which Experiment 8 indicates that approximately n = 8 cells per
condition are needed for the T/J ratio to achieve 80% detection. The current per-condition
counts are near this threshold, so confounding detection is marginally feasible on the NASA
battery dataset, unlike on the SNL battery dataset where the C-rate effect size of 0.426 would
require approximately 50 cells per condition—roughly four times the available count.

Appendix D.4.5. Layer 3 Diagnosis

The near-uniform S-MMD values (0.22–0.31) across the five variants confirm low
consistency between SFD and S-MMD for this dataset. The Layer-2 indicators (CRC, MOP)
are therefore the primary diagnostic evidence for this evaluation.

Appendix D.4.6. Summary

Table A16 summarizes what each indicator detected, what it could not detect, and what
data conditions would enable it.

Table A16. Summary of diagnostic findings and data requirements for the HPC-FNO-CFM evaluation
on the NASA battery dataset. The “requirement to enable” column states the data condition that
would allow the indicator to produce reliable results on this dataset.

Indicator What Was Detected What Could Not Be Determined Requirement to Enable

SFD

Seven-order-of-magnitude
quality range. freeze_2layer
achieved the lowest SFD,
pure_cfm the highest

Precise per-condition estimates
(ESS < 1 for all strata)

n ≥ 51 per condition (ESS ≥ 1 at
d = 50)

CRC

freeze_2layer best structural
ordering (CRC = 0.724);
pure_cfm almost entirely
destroyed (CRC = 0.033)

Statistically confirmed type-3
detection (K = 5 < 8)

K ≥ 8 temperature conditions in
the experimental design

CDR Not applicable Type-4 uniform collapse for any
variant

n ≥ 10 cells per temperature
condition

MOP

Type-2 inversion in
freeze_2layer (MOP = −0.800);
correct ordering in
freeze_3layer (MOP = +1.000)

Statistical significance requires
nseeds ≥ 5 independent model
runs

Already met (ρproj = 0.900 ≥ 0.7)

The most important diagnostic finding from this evaluation is the type-2 inversion
in freeze_2layer. This model achieves the best per-condition generation quality (lowest
SFD) and the best inter-condition distance ordering (highest CRC), yet it reproduces the
temperature conditions in the wrong order (MOP = −0.800). This combination—high
quality with inverted ordering—is a failure mode that neither FID nor CRC alone would
reveal. FID cannot localize the inversion, and CRC measures distance ordering rather than
temperature ordering. MOP is the only indicator in the framework that directly addresses
this property, and this evaluation provides a concrete example of why it is necessary.

The evaluation also illustrates the data requirements for comprehensive diagnostics.
With the current NASA battery dataset (5 conditions, 3–7 cells per condition), only SFD,
CRC, and MOP can be applied. CDR and statistically confirmed CRC-based type-3 detection
would require a redesigned experimental protocol with more cells per condition and more
temperature conditions. These are conclusions about experimental design, not about the
quality of the generative models under evaluation.
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