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S1. Heat balance equation 

The heat balance equation accounts for all the contributions of thermal 

energy entering and exiting the water body (Figure 1 in the main text). The 

energy stored in the water body (𝑄𝑥) is the result of a balance between a 

radiative term (𝑅𝑛), an advective term (𝑄𝑣), and three negative contributions 

from the fluxes of sensible energy (𝐻), latent energy (λ𝐸), and the energy 

exchanged with the bottom (𝐺). The net radiative term 𝑅𝑛represents the 

residual from the radiative balance at the water/air interface in terms of short 

(𝑅𝑠) and long (𝑅𝑙) wave radiation, considering the incident (i.e. directly 

coming from the sun, transmitted by the atmosphere, and diffused by the 

atmosphere), the reflected and the emitted energy from the water body 

(depending on the water temperature). The advective term 𝑄𝑣  is the net 

thermodynamic energy flux accounting for the contributions from surface 

and underground inflows/outflows (𝐹𝑖𝑛/𝐹𝑜𝑢𝑡) and from precipitation (𝐹𝑝). 

The sensible energy 𝐻 is the energy exchanged between the water surface 

and air due to temperature differences, while the latent energy λ𝐸 is the 

energy exchanged during the evaporation process.  

In LakeVap we consider the advective energy 𝑄𝑣  and the exchanges with 

the bottom 𝐺 to be small compared to the other terms contributing to the net 

energy stored in the water body. This condition applies to many cases (e.g. 

[1]. Hence, the energy balance equation in LakeVap is simplified to Equation 

(S1, i.e. Equation 3 in the main text): 

 
 

𝑄𝑥 =  𝑅𝑛 − 𝐻 −  𝜆𝐸 (S1) 

 

where 𝑅𝑛 is the radiation at the surface of the water body, 𝐻 is the 

sensible energy, and 𝜆𝐸 is the latent energy. 

The 𝑅𝑛 term is calculated following Equation (S2) 

 
 

𝑅𝑛 =  (1 −  𝛼)𝑅𝑠↓ + 𝑅𝑙↓ −  (1 − 𝜀𝑤)  ×  𝑅𝑙↓ −  𝑅𝑙↑ (S2) 

 

Where 𝑅𝑠↓ is the downward shortwave radiation (𝑊/𝑚2) estimated by 

meteorological models or measured at meteorological stations, 𝛼 is the 

albedo of the water surface, 𝑅𝑙↓ is the downward longwave radiation, 
(1 − 𝜀𝑤)  × 𝑅𝑙↓ is the fraction of downward longwave radiation reflected by 

the water [2] and 𝑅𝑙↑ is the emitted longwave radiation of the water body. 

The value of 𝛼 can be either estimated from the satellite reflectance bands or 

given as a constant value. In our tool, we verified that there was very little 

sensitivity to its spatial variations and thus it was fixed at 0.03 based on lake 

properties (e.g. oligotrophy) and analysis of satellite-derived albedo 

measures. The downward longwave radiation 𝑅𝑙↓ (Equation (S3)) and the 

emitted longwave radiation 𝑅𝑙↑ (Equation (S4)) are calculated in the LakeVap 

tool following the Stefan-Boltzmann equation using respectively air and 

water emissivity (𝜀𝑎, 𝜀𝑤) and temperature (𝑇𝑎 , 𝑇𝑤), with 𝑇𝑤  derived from 

satellite thermal bands (i.e. LSWT). 



 
 

𝑅𝑙↓ =  𝜎𝜀𝑎𝑇𝑎
4 (S3) 

   

 
𝑅𝑙↑ =  𝜎𝜀𝑤𝑇𝑤

4 (S4) 

 

In equations (S3) and (S4) 𝜎 = 5.67 ⋅ 10−8 𝑊/𝑚2𝐾4 is the Boltzman 

constant, 𝜀𝑤= 0.986 is water emissivity [3], and air emissivity 𝜀𝑎 is based on 

[4] and is dependent on saturated vapor pressure 𝑒𝑎_𝑠𝑎 and air temperature 

𝑇𝑎 following Equation (S5) and Equation (S6): 
 

𝜀𝑎 = 1.24 (
𝑒𝑎_𝑠𝑎

𝑇𝑎

)

1
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(S5) 

 

   

 

𝑒𝑎_𝑠𝑎 = 6.112 𝑒
(

(17.62𝑇𝑎)
(243.12+𝑇𝑎)

)
 

(S6) 

 

The sensible energy is driven by the difference in temperature between 

the water surface and the air above it (Equation (S7)). In LakeVap we estimate 

this component as dependent on wind speed 𝑢, which can cause air 

temperature drops and increase the sensible heat exchanges by blowing away 

the water vapor inside the air.  

 𝐻 = 𝛾𝑓 (𝑇𝑤 −  𝑇𝑎) (S7) 

 

Where 𝛾 = 0.66 is the psychrometric constant and 𝑓 is an empirical 

function describing the climatological conditions of the specific study site. In 

the LakeVap tool the same wind function as that for the latent heat flux is 

used (see Equation (2) in the main text) by [5] (from [6]): 

 

 𝑓 = 4.8 + 1.98𝑢 + 0.28(𝑇𝑤 − 𝑇𝑎) (S8) 

 

As already described in the main text, the evaporation heat flux is 

computed similar to the sensible heat flux by following the formulation of 

Dalton’s law (mass transfer theory) proposed by [5]: 

 
 

𝜆𝐸 = 𝑓 (𝑒𝑤 −  𝑒𝑎) (S9) 

 

where 𝜆= 2444 𝑘𝐽/𝑘𝑔 is the water latent heat of vaporization. Hence, in 

our tool, evaporation is proportional to the vapor pressure gradient between 

air at the air-water interface and air at 2 m a.w.l. (𝑒𝑤 − 𝑒𝑎), to wind speed 



and to the thermal difference between water and air. The vapor pressure at 

air temperature ( 𝑒𝑎) is calculated multiplying the saturated vapor pressure 

(𝑒𝑎_𝑠𝑎) at air temperature 𝑇𝑎 by the relative humidity of air (𝑅𝐻), Equation 

(S10)). Vapor pressure at the air-water interface ( 𝑒𝑤) is assumed saturated 

and at the same temperature as water and is calculated following [5] as in 

Equation (S11)): 

 

 
𝑒𝑎 = 𝑒𝑎_𝑠𝑎

𝑅𝐻

100
 

(S10) 

  
 

 
𝑒𝑤 = 6.112 𝑒

(
(17.62𝑇𝑤)

(243.12+𝑇𝑤)
)
 

(S11) 

 

Table S1 shows a summary of all the variables used in the LakeVap tool. 



Table S1: List of variables used in the LakeVap tool, equation numbers where 

variables appear and variable type (input (I), output (O), variables derived from a 

combination of other variables (D), and constant values (C)). 

 

Symbol Definition Equation I/O/D/C 

𝑄𝑥 Energy stored in the water body (𝑊/𝑚2) (3), (4), (S1) D 

𝑅𝑛 Net radiation at the surface of the water body (𝑊/𝑚2) (3), (S1), (S2) D 

𝐻 Sensible heat (𝑊/𝑚2) (3), (S1), (S7) D 

𝜆𝐸 Latent heat (𝑊/𝑚2) (3), (S1), (S9) O 

𝜆 Water latent heat of vaporization (𝑘𝐽/𝑘𝑔) (3), (S1), (S9) C 

𝛼 Albedo of the water surface (S2) C 

𝑅𝑠↓ Downward shortwave radiation (𝑊/𝑚2) (S2) I 

𝑅𝑙↓ Downward longwave radiation (𝑊/𝑚2) (S2), (S3) D 

𝑅𝑙↑ Emitted longwave radiation (𝑊/𝑚2) (S2), (S4) D 

𝜎 Boltzmann constant (𝑊/𝑚2𝐾4) (S3), (S4) C 

𝜀𝑎 Air emissivity (S3), (S5) D 

𝜀𝑤 Water emissivity (S2), (S4) C 

𝑇𝑎 Air temperature (°C or K) (S3), (S5), (S6), (S7), (S8) I 

𝑇𝑤 Water temperature (°C or K) (S4), , (S7), (S8), (S11), (4), (5) I 

𝑒𝑎_𝑠𝑎 Saturated vapor pressure (𝑚𝑏) (S5), (S6), (S10) D 

𝛾 Psychrometric constant (S7) C 

𝑓 Wind function (1), (2), (S7), (S8) D 

𝑒𝑤 Vapor pressure at air/water interface (𝑚𝑏) (S9), (S11) D 

𝑒𝑎 Vapor pressure at air temperature (𝑚𝑏) (S9), (S10) D 

𝑢 Wind speed (𝑚/𝑠) (2), (S8) I 

𝑅𝐻 Relative humidity (%) (S10) I 

𝜌𝑤 Density of water (𝑘𝑔/𝑚3) (S12) C 

𝑐𝑝 Specific heat of water (𝑘𝑔−1 𝐾−1) (S12) C 

𝑧 Thickness of the surface water level (𝑚) (S12) C 

𝐸ℎ Instantaneous evaporation rate (𝑚𝑚/ℎ) (6), (S12) O 

𝐸𝑑 Daily evaporation rate (𝑚𝑚/𝑑𝑎𝑦) (6) O 



S2. Sensitivity of evaporation estimates to meteorological variables 

S2.1 Setup of sensitivity tests 

In order to understand what atmospheric variable plays the major role 

in influencing the estimates of instantaneous evaporation, a sensitivity 

analysis of the LakeVap tool was performed. The ensemble used for this 

analysis is reported in the main text on Section 2.4. For easing the 

comprehension of the results reported in this SI, we summarize here the key 

points. 

LakeVap was forced by a wide range of atmospheric forcing based on 

the time series of WRF spatially resolved fields of air temperature, relative 

humidity and wind. The LakeVap ensemble comprises four sets (items 5 and 

6 in Section 2.4). Each set is composed by the LakeVap estimations of 

evaporation for all dates when CCI-Lakes LSWT maps meet the quality 

requirements detailed in Section 2.3.1. The first set (item 5 in the list in Section 

2.4) is the reference set obtained by imposing all WRF meteorological data as 

spatially averaged over the lake surface. In the remaining three sets (item 6 

in Section 2.4) we apply one of the three atmospheric variables at time as 

spatially varying (e.g. air temperature), while the other two (e.g. wind speed 

and relative humidity) are kept as uniform over the lake.  

In this way, each instantaneous evaporation map from the given set 

represents a sample of 𝐼 pixels (i.e. the total number of pixels within a single 

map) sensitive to a variation of the given meteorological variable. For each 

date (𝑛), a rate of variation is computed on each pixel (𝑖) for both the 

estimated instantaneous evaporation (𝐸ℎ) and meteorological variable (𝑀) 

imposed as spatially varying, following an approach similar to that of 

equation 16 in the main paper:  
 

 

 

𝛥𝐸ℎ
𝑛,𝑖  =

𝐸ℎ
𝑛,𝑖 − 𝐸ℎ

𝑛,𝑅

𝐸ℎ
𝑛,𝑅 ⋅ 100 

(S12) 

 

𝛥𝑀𝑛,𝑖  =
𝑀𝑛,𝑖  − 𝑀𝑛,𝑅

𝑀𝑛,𝑅
⋅ 100 

(S13) 

 

 

Where the reference for the two variations are the estimates of 

evaporation obtained with spatially averaged meteorological forcing for the 

𝑛 -day (𝐸ℎ
𝑛,𝑅) and the averaged meteorological forcing itself (𝑀𝑛,𝑅).  

The sensitivity analysis is thus performed by correlating 𝛥𝐸ℎ
𝑛,𝑖 and 

𝛥𝑀𝑛,𝑖 .  

 

The investigated range of variation resulting from our sample of WRF 

fields covers a window of 150%. This means that we evaluated the effect of 

adopting a meteorological variable up to 3 times larger/smaller than the 

reference one, as this is indeed the order of magnitude of the maximum 

difference among the examined meteorological datasets (see Section 3.2 in the 



main paper). It is worth noting that such range is way narrower than the 

range of variation of both evaporation and meteorological variables (wind 

and air temperature especially) on a seasonal basis. In fact, the reference 

value used to compute the percentage variation in Equation (S12) and 

Equation (S13) (i.e. 𝐸ℎ
𝑛,𝑅 , 𝑀𝑛,𝑅) has a seasonal behavior, which is removed by 

the subtraction to the time-dependent 𝐸ℎ
𝑛,𝑖 and 𝑀𝑛,𝑖, respectively.  

 

S2.2 Results 

In Figure S1 the results of such sensitivity analysis are presented. In 

panel a) we report the percentage variation of evaporation estimate due to 

the variation of each meteorological forcing. Such variation is presented in 

terms of      the mean value over all pixels and dates of 𝛥𝐸ℎ
𝑛,𝑖  from Equation 

(S12) (colored bars) and its standard deviation (error bars). In panel b) we 

report the statistical distribution of 𝛥𝑀𝑛,𝑖. 
 

a)

 

b)

 

 

Figure S1 a) Percentage of variation of evaporation estimates due to the variation of 

each meteorological variable computed as the mean deviation from the reference 

value on each time step and on each pixel of the map, normalized by the reference 

value (equations (S12) and (S13)). The error bars indicate the standard deviation of 

the evaporation change. b) Investigated ranges of meteorological variables in terms of 

probability distribution of percentage variation with respect to the reference value. 



The evaporation estimated with LakeVap shows a limited sensitivity to 

the air temperature, with over/underestimations of the instantaneous 

evaporation rate of the order of 16-20% even when air temperature is two 

(100%) or three (150%) times larger/smaller than the reference value. On the 

contrary, relative humidity has a significant impact on the value of 

instantaneous evaporation: over/underestimations of the 60% lead to 

over/underestimations of the instantaneous evaporation over ±100%. As 

expected, evaporation is anticorrelated with these two variables if LSWT 

remains unchanged: indeed, evaporation increases if air temperature and 

relative humidity decrease. However, air temperature and relative humidity 

variations typically range within an interval of ±20% in the lake (Figure S1b), 

and among the datasets (Figure 6). Within this interval, the rate of change of 

evaporation is approximately of the same order of magnitude, hence the 

spatial variability of these two atmospheric variables has limited impact on 

the estimated instantaneous evaporation. The sensitivity to wind speed 

linearly grows with its variation. Despite such sensitivity looks comparable 

or smaller than that to relative humidity within a range of ±60%, it has more 

effects on the estimation of instantaneous evaporation as the range of 

variation of wind speed is wider (Figure S1b). We have indeed seen in Figure 

6 that wind speed is significantly underestimated by ERA5 and only partially 

represented by either WRF, MET1 and MET2, as it is strongly dependent on 

the local climatic conditions. Hence, a misrepresentation of this weather 

forcing in the test site leads to underestimating the instantaneous 

evaporation rate of up to 3 times. 
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